
MH-1341
Single Needle Top And Bottom Feed Lockstitch

Sewing Machine For Medium-Heavy Material

MH-1345
Single Needle Triple Feed Lockstitch

Sewing Machine For Medium-Heavy Material

Upholstery Leather
Goods

Awnings
Tarps

Tents Technical
Textiles

Sales & Service:



Fully integrated and powerful 

750W sewing drive for fast ramp

up and reliable sewing stop to

achieve an accurate sewing

result in each seam.

With an arm clearance of 

330mm (13") right of the needle 

and 150mm (5.9") under the arm 

you can handle bulky material 

with ease.

Dial for easy adjustment of

sewing foot alternation up to

5.5mm.

Sales & Service:

Price efficient single needle lockstitch sewing machine with compound or triple feeding system for accurate material

transport. Equipped with energy efficient, fully integrated 750W sewing drive and built-in electronic control for

electromagnetic thread trimmer, electro-magnetic sewing foot lift and backtacking.

The automatic functions do not require compressed air, making it the ideal choice for smaller shops and the

ambitious amateur.

Suitable for all sewing operations in medium-heavy material such as home upholstery, leather goods and technical

textiles.

MH-1341-E3-CJG-AK 2.200 9 5.5 A=8; B=16

MH-1345-E3-CJG-AK 2.200 9 5.5 A=8; B=16

MH-1341-E3-CJG-AK DPx17 100-140 Tex135 330x150 48.5/58.5 750x300x650

MH-1345-E3-CJG-AK DPx17 100-140 Tex135 330x150 48.5/58.5 750x300x650

kg mmmm

MH-1341 / MH-1345


