Model

Capacity

Lifting Time

Front Arm Length

Rear Arm Length

Overall Height With Cylinder
Overall Height

Overall Width With Power Unit

5 year structural

1 year parts & labour

2 year hydraulics
Extended 3 year available

Maximum Lift Height (With Adapters)

Maximum Lift Height
(Without Adapters)

Pad Height

Adapter Heights
Minimum Arm Height
Between Columns
Column Size

Drive Through

Base of Lift
Floor Width
Cable
Motor
ETL Tested

ALI Certified

Shipping Weight

Proudly Distributed By:

Atlas® Apex-9BP / PVL-9BP

APEX-9BP / PVL-9BP

9,000 LB.

45 sec

(30 1/8” - 46”)
(30 1/8” - 46”)
111 1/8"

111 1/8"

144" with motor

5 year structural
1 year parts & labour
Extended 3 year available

84” highest pad setting

757

5"
3" & 6" FREE 10 piece
5»

111 3/8”

14 1/4" x 7 5/8"

97"

19 1/2" x 20 1/2"

139”

.315" (8mm)

2 HP 208/230V

Yes

Yes

1700 Lbs.

ATLAS

Automotive Equipment

Safety Arm Locks Engage Automatically When
The Lift Carriage Is Raised. These Locks Prevent
Arm Movement From The Original Position.

Set Of Two-Stage Screw-Up Adapter Pads, Height Extensions,
And Truck Frame Adapters Included

3 Stage Front Arm

recision Hydraulics Limited
95 Joseph Zatzman Dr
Dartmouth, N.S. B3B-1N3
(902) 465-4333

3 Stage Rear Arm
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