J

N\

WEIGHTS

: Tank - 13,650 Ib.; Lid - 5475 Ib.; Baffle - 840 Ib.; Appurtenances - 2200 Ib.
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SPECIFICATIONS |\ =/ S
4" Scha0 PVC . -
STRUCTURAL: Portland Type V (sulfate resistant) Pipe Baffle M
cement, 5000 psi (min), Grade 60 rebar reinforcement, H20 o
traffic rated design, 4 EA engineered lift anchors per tank . ‘a £
section, 2 EA NPC S106-8SRWS rubber boot connectors ; N
for 4" inlet and outlet pipe penetrations, Slide in style ] a
precast baffle wall with 4" Sch40 PVC pipe baffle assembly, e N 3 Ty A 14 |
2 EA 24" dia. access holes in lid. e < . DATE: 4/2/2021
I 9' SCALE NONE
APPURTENANCES: 2 EA D&L A-1024 gas-tight castings 10 eV ] — —
with bolt down covers "INTERCEPTOR" lettering, 2 EA 24" '
dia. x 2' tall RCP access risers, 2" tall precast concrete
djustment rings to bring to final grade, ConSeal CS-102 . A
adjustment rings to bring to final grade, ConSea . Tob View
butyl mastic joint sealant to seal tank lid and access risers. 1op view CAD: WDB
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