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( SPECIFICATIONS )

TANK: Portland Type V (sulfate resistant) cement, 5000 psi
(min), Grade 60 rebar reinforcement, H20 traffic rated design,
2 EA 24" dia. access holes in top of tank, 2 EA Press-Seal
Cast-A-Seal 402 rubber boot pipe connectors with #88 SS
pipe clamp for 4" Sch40 PVC inlet and outlet pipe
penetrations, 1 EA 2" Sch40 PVC coupler cast into tank
sidewall for vent pipe connection, 1 EA 3" thick slide-in style
baffle wall with 2 EA 6" SDR35 PVC slip couplers.

APPURTENANCES: 2 EA D&L A-1024 gas-tight casting with
bolt-down cover "INTERCEPTOR", 2 EA 24" dia. x 24" tall
RCP access risers, 2 EA 24" dia. x 2" HDPE or precast
concrete adjusting rings per access to bring to final grade,
ConSeal CS-102 butyl mastic joint sealant to seal center tank
joint and access risers, 2 EA 6" SDR35 PVC pipe baffle
assemblies.

NOTE 1): Tank must be installed per Billings Precast's "Tank

Installation Guide' or warranty will be VOID.
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2000 Gallon Sand Oil Grease Interceptor
- H20 Traffic Rated Design -
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WEIGHTS: Tank Bottom - 10,445 Ib.; Tank Top Half - 10,085 Ib.; Baffle Wall - 920 Ib.; Appurtenances - 2225 Ib.
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