Lexus V8 Engines LLC — Client Form
New Harness Build Intake (Standalone Swap Harness)
Date: ____ / ____ / ______
Job / Invoice #: ___________________ (office use)
Pricing (New Harness - Manual)
Quote date: 1 / 15 / 2026
New standalone harness (manual application): $1,600
Includes: manual configuration + ECU flashing + immobilizer off (customer-supplied ECU).
Optional: We can supply a pre-programmed ECU: +$120.
Note: Prices are subject to change.

1) Client Details
Full Name: ___________________________________________
Company (if applicable): ______________________________
Email: _______________________________________________
Phone / WhatsApp: ____________________________________
Country / City: _______________________________________
Time Zone: ___________________________________________
Best time to call (optional): __________________________

2) Vehicle Receiving the Swap (Chassis)
Year / Make / Model: __________________________________
LHD / RHD: ☐ LHD ☐ RHD
Primary use: ☐ Street ☐ Off-road ☐ Track ☐ Other: _______
ECU mounting preference:
☐ Engine bay (most common) ☐ Inside cab (relocated)


3) Engine Details (Donor)
Engine model: ☐ 3UZ-FE ☐ 2UZ-FE VVT-i ☐ 1UZ-FE VVT-i ☐ Other: ______
VVT-i: ☐ Yes ☐ No
Donor vehicle (Year/Model): ____________________________
ECU included? ☐ Yes ☐ No
If yes, ECU part number (from label): ___________________
(Photo of ECU label is highly recommended.)

4) Transmission Setup
Transmission type: ☐ Automatic ☐ Manual
If Manual:
Speed signal wiring needed: ☐ Yes ☐ No
Reverse switch wiring needed: ☐ Yes ☐ No

5) What You Want Working (Outputs / Integration)
Tick what you want the harness to support:
☐ Radiator fan control: ☐ ECU control ☐ Not required (where applicable)
☐ Cruise control support (where applicable)
☐ Speed signal wiring
☐ Reverse light wiring: pigtail provided to connect to your transmission switch
Notes / special requests for outputs:


6) Emissions / Delete Requests (ECU Programming)
Tick what applies (if unsure, leave blank):
Programming needed:
☐ Immobilizer delete
☐ Auto trans codes removed (manual conversion)
☐ Rear O2 delete (no cats / aftermarket exhaust)
☐ EVAP delete
☐ Air injection (SAIS) delete (hardware + software required)
☐ EGR delete (where applicable)
☐ Speed limiter removal (where applicable)
Performance options:
☐ Stock calibration (reliable baseline)
☐ Throttle response / mild performance tune (~8–13% typical)

7) Harness Build Preferences
Special routing needs / notes:





8) Parts You Will Send (if applicable)
If you’re sending parts to us, tick what will be in the box:
☐ Engine harness ☐ ECU
☐ Starter sub-harness (if separate) ☐ Other: ______________
Notes for parts being shipped:







9) Photo Checklist (Highly Recommended)
Please email photos if possible:
☐ Engine bay of the receiving vehicle (wide shot)
☐ Engine (front + both sides)
☐ ECU label (clear photo)
☐ Transmission / speed sensor area (if manual swap)

10) Ship Parts To Us (ECU / Harness Shipping Address)
Please print this form and place a copy inside the box.
Label the outside of the box clearly with: [Your Name] – [Engine] – [Chassis]
Shipping Address (UPS / USPS / FedEx):
Lexus V8 Engines LLC #298
1133 Bal Harbor Blvd, Suite 1139
Punta Gorda, FL 33950
USA

12) Shipping + Return Info (Back to You)
Return shipping name/address:





13) Agreement / Notes
· Harness is built as a standalone engine management harness. Final chassis integration typically requires a few connections (start / ignition / fuel pump + any requested outputs).
· ECU programming / deletes depend on the ECU version and the options selected above.
Client Name: _______________________
Signature (typed is fine): _______________________
Date: ____ / ____ / ______
