🚗 Lexus V8 Engines LLC – Client Packet
📄 Please read Pages 1 & 2 carefully.
Return only Pages 3 & 4 with your signature.

🔷 Page 1 – Overview & Shipping
🧰 Required Components for Standalone Harness Service
· Main engine harness
· Starter-motor / knock-sensor harness
· Transfer-case actuator control unit + pigtail (if applicable)
· All plastic covers intact (do not remove)
🎁 What You’ll Receive
· Video of fully tested system
· Detailed invoice for services
⏱️ Estimated Processing Time
1 – 3 weeks from receipt of parts
📦 Shipping Instructions
· Pack parts securely to prevent damage
· Include a printed copy of this packet inside your shipment
· Email your tracking number once shipped
· Return shipping costs are the customer’s responsibility
· Lexus V8 Engines LLC is not liable for lost or damaged shipments

⚡ System Function & Installation Note
This is a three-wire startup system.
Your harness includes a pigtail lead that must be connected to the relevant wiring or ignition switches in your vehicle.
It is plug-and-play for the engine only — fit the harness to your engine, connect the three wires, and start the vehicle.
It is not a plug-into-chassis system.
Because of the wide range of vehicle conversions and wiring variations, Lexus V8 Engines LLC does not produce plug-into-chassis harnesses.
Customers are responsible for integrating the three-wire pigtail into their own vehicle wiring.

📍 Shipping Address
Lexus V8 Engines LLC #298
1133 Bal Harbor Blvd, Suite 1139
Punta Gorda, FL 33950 USA

🔷 Page 2 – Pricing, Warranty & Terms for Wiring
💰 Service Pricing
	Service
	Price

	Standalone OEM Harness Rebuild (includes immobilizer removal if required)
	$750

	Air Injection Delete
	$250

	Transmission Wiring
	$100

	Transfer Case Wiring
	$90

	Engine Connector Replacement
	$5 – $10 per connector

	ECU Connector Replacement
	
	Varies from $12 to $40 depending on type (older ECUs typically $12; post-2008 models use the newer expensive type)






🛡️ Warranty Information
· Rebuilt / refreshed harnesses → 1-year warranty
· Warranty void if modified, tampered with, or used beyond design limits
· Post-service support through test procedures:
 • If our fault → repair + shipping covered
 • If not → shipping charged; testing and repairs may incur costs depending on situation

📜 Terms & Conditions Summary
By submitting this packet, you agree that:
· Modifications will follow the details you provide
· You accept the listed service costs
· A test-run video verifies system functionality
· Lexus V8 Engines LLC is not liable for post-installation issues arising from unique setups
· No warranties are offered beyond those listed above
☑️ I have read and agree to the Terms & Conditions above.

💳 Payment Methods & Fees
· Direct Deposit / Zelle – no fee
· PayPal / Card Payment – 3.5 % processing fee
· Payment is due upon invoice receipt
· Late payment (> 20 business days) may incur fees or result in system sale to recover costs

🔷 Page 3 – Client Information
👤 Client Contact Info
Full Name __________________________________
Phone __________________________________
Email __________________________________
Return Shipping Address
Street __________________________________
City __________________________________
State / Province ________________________
ZIP __________________________________
Country _____________________________

🚙 Vehicle Build Details
· Vehicle receiving engine: __________________________
· Year / Model: ___________________________________
· Transmission: ☐ Automatic ☐ Manual
· Drivetrain: ☐ 2×4 ☐ 4×4
· Engine donor vehicle: __________________________
· Donor year / model: __________________________
· Accelerator pedal setup (model / year / part #): ____________
· Pedal connector: ☐ One row of 6 pins ☐ Two rows of 3 pins
· Transfer-case actuator present? ☐ Yes ☐ No
· Control module + pigtail included? ☐ Yes ☐ No

⚙️ Manual Application Add-On Options
(Complete this section if Transmission = Manual)
· Rear-harness pigtail for speed sensor + reverse lights? ☐ Yes ☐ No
· Cruise control required? ☐ Yes ☐ No (standard on automatic applications)
· Speed sensor used for vehicle speed? ☐ Yes ☐ No
 If yes, type of signal: ☐ Electronic speed signal ☐ Cable driven

🔷 Page 4 – Service Preferences & Feedback
🛠️ Service Preferences
Connector replacement (mandatory if damaged / brittle): ☐ Yes ☐ No
Delete / Tune Options:
☐ Air Injection Delete  ☐ Transmission Delete  ☐ Transfer Case Wiring

🗒️ Customer Notes (Optional)





📣 Feedback & Permissions
· How did you hear about us? __________________________
· May we display your first name in a wiring video on YouTube? ☐ Yes ☐ No
· Preferred contact method: ☐ Email ☐ Phone ☐ Other __________

✍️ Signature
By signing below, I confirm my service selections and acknowledge the Terms & Conditions on Page 2.
Signature __________________________________
Date __________________________________

Thank you for choosing Lexus V8 Engines LLC.
We look forward to delivering a flawless standalone harness experience.

