
BULLETIN No. COL-2010

www.unist.com

Grand Rapids  MI  U S A  •  Since 1957







BROWN

BROWN

BLUE

FIGURE A

FIGURE B

BLUE

NEUTRAL

UNIST PART # VOLTAGE POWER
STEADY STATE 

CURRENT FIGURE
60-6398-24VD 24 VDC 1 W 42 mA B
60-6398-24 24 VAC - 50/60 Hz 2.5 VA 104 mA A
60-6398-110 110 VAC - 50/60Hz 2.5 VA 21 mA A
68-1040-18-12VD 12 VDC 5.4 W 450 mA B
68-1040-18-24VD 24 VDC 5.4 W 225 mA B
68-1040-18-24 24 VAC - 50/60 Hz 8.5 VA (60 Hz),  

10.7 VA (50 HZ)
445 mA A

68-1040-18-110 110 VAC - 50 Hz,  
120 VAC - 60 Hz

7.7 VA (120/60),  
7.4 VA (110/50)

67 mA A

68-1040-18-220 220 VAC - 50 Hz,  
240 VAC - 60 Hz

8.9 VA (240/60),  
8.4 VA (220/50)

38 mA A

68-1040-24 24 VAC - 50/60 Hz 17.5 VA (60 Hz),  
20.3 VA (50 Hz)

844 mA A

68-1040-110 110 VAC - 50 Hz,  
120 VAC - 60 Hz,  
24 VDC

19.7 VA (120/60), 
18.5 VA (110/50),  
6 VA (24VDC)

168 mA A

68-1040-220 220 VAC - 50 Hz,  
240 VAC - 60 Hz

19.2 VA (240/60), 
18.0 VA (220/50)

82 mA A

68-1040-440 440 VAC - 50 Hz,  
480 VAC - 60 Hz

16.3 VA (480/60), 
15.4 VA (440/50)

35 mA A

float

(2) DOTS
THIS END

SWITCH ACTUATES 
APPROXIMATELY AT 
MIDDLE OF FLOAT TRAVEL 
IN A 1.0 Sp. Gr. LIQUID.

RED RED

LOW LEVEL SWITCH

•	 BRaSS	StEM
•	 tEMPERatURE	-40	to	+225	f,	180	f	MaX	IN	WatER
•	 SPSt	SWItCH,	loGIC	CaN	BE	CHaNGED	fRoM	N.C.		

to	N.o.	BY	INVERtING	float	oN	StEM.	REfERENCE		
(2)	DotS	oNE	END	of	float.

•	 SWItCH	RatED	20	Va
•	 MaX	PRESSURE:	150	PSI

69-5521	lEVEl	SWItCH

WIRING	DIaGRaM
SPSt

NoRMallY	CloSED	-	DRY

MAXIMUM RESITIVE LOAD:
VoltS aMPS
200VDC 1.0	a
150VaC 0.7	a

RED

RED

•	 BRaSS	StEM
•	 SPSt	SWItCH,	loGIC	CaN	BE		

CHaNGED	fRoM	N.C.	to	N.o.		
BY	INVERtING	float	oN	StEM.		
REfERENCE	(2)	DotS	oNE	END	of	float.

•	 tEMPERatURE	-40	to	+225	f	IN	oIl,	180	f	MaX	IN	WatER
•	 10W,	200	V	MaX	DC	CoNtaCt	RatING
•	 0.5a	SWItCHING	CURRENt
•	 1.2a	CaRRY	CURRENt
•	 MaX	PRESSURE:	150	PSI

aCtUatIoN	PoINt	IS	aP-
PRoXIMatElY	MIDWaY	of	
tRaVEl	IN	lIQUID	WItH	a	
SPECIfIC	GRaVItY	of	1.0

USE	BlUE	aND	BlaCK	WIRES
CUt	BRoWN	aND	WHItE	WIRES

200000	lEVEl	SWItCH(2)	DotS		
tHIS	END

BlaCK

BlUE

WIRING	DIaGRaM
SPSt

NoRMallY	CloSED	-	DRY
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