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RECTANGULAR DUCT FORM Page of

Customer Name Job Name PO
Address Address

Phone Contact Name Ph.#

Date Required (] Cover Ends With Plastic ] Pickup [ Delivery
[0 s&D 59" Long [ Galv. Q. W x D Liner Qty. W x D Liner
[ s&D 71"Long O Galv.

Y N Ye N
O TDC 56" Long O Galv. OYesUINo O YesONo
O TDC 68 Long O Galv. OdYes(dNo OYesNo
Oyes[dNo OYesNo
[ TDC Corners
0 TDC Clips UvesINo OYesNo
O TDC Gasket OYesNo dYes[dNo
[ Bolts and Nuts
[ Condu-Lock OvesCNo Yes[dNo
[ Sealed Seams OYesONo OYesNo
0] Pittsburgh Seams
0 Snaplock Seams OvesLINo UvesUINo
Pressure Class QvesUINo OvesLINo
O 1r"wg O 22wg. 0O 3wg Cves[INe OVesINo
O 4wg O ewg 0O
OYes[dNo OYesNo
[ L-Section Assembled OYesdNo OYesNo
O L-Section K-D
OYes[No OYesNo
(] Cleats Cutto Length O YesONo OYesONo
L1 Holes for Tie Rods
= OYes[dNo OYesNo
%" Duct Liner - 2.0 #Density
O 1" Duct Liner - 1.5 #Density QvesUINo OveslINo
O OYes[No OYesNo
Special Instructions LYesLINo OvesUINo
g OYesdNo CyesCINo
0 OyesCINo OYesdNo
OYes[dNo OYesNo




Ordering Guide 1. Please fill out order form completely. Do not list TDC Duct, S&D Duct, or Raw Duct on the same
sheet.

2.Dimensions other than width and depth are held within a 1/4” tolerance.

3. When lined duct is specified, all duct dimensions shown are for the outer shell of ducts.



