
 EXIT & EMERGENCY LIGHTING
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Exit SignS and EmErgEncy LightS

 EXIT SIGNS with flame-resistant, high-impact thermoplastic 
housings feature LED lighting, solid-state chargers, universal 
mounting, test buttons, low-voltage disconnects, LED indicators, 
and replaceable pop-out chevrons. UL listed for damp locations. 
120/277 VAC. Five-year warranty.

 LED5 EXIT SIGN features a 20 ga steel housing 
with knockout chevrons. The EDGE1 EXIT SIGN features a 
UV-stabilized edge-lit acrylic sign panel with self-adhesive chevrons. 
Both include LED lighting, solid-state chargers, push-to-test 
switches, and "ON" LED indicators. UL listed for damp locations. 
120/277 VAC. Five-year warranty.

The Lithonia EXIT SIGN with flame-resistant thermoplastic 
construction and a snap-together design installs fast. Features 
include LED lighting, spare faceplate for double-face conversion, 
universal mounting kit, and knockout chevrons. UL listed for damp 
locations. 120/277 VAC. Five-year warranty.

➔ 	More EXIT SIGNS Available - Call for Pricing.

This NEW YORK CITY APPROVED EXIT SIGN features 
8" EXIT letters and a 20 ga steel housing. Energy efficient and easy-
to-install, it comes with energy-saving LEDs and universal knockout 
chevrons. UL listed for damp locations. 120/277 VAC. Five- 
year warranty.


