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Complete specifications

Industrial Grade Small Diameter Ultrasonic Water Meter (DN15-DN40)

Body material: copper, optional stainless steel 304, stainless steel

DN15-DN40
Stainless Steel

DN15-DN40
Copper Pipe ® Two-channel ultrasonic water meter (DN50-DN800)

Body material: carbon steel (the probe part is stainless steel 304)
optional stainless steel 304, stainless steel 316

DN50-DN150

DN200-DN800
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® Mono industrial grade small diameter water meter (R=200)

i e Flow _(m/)

(mm) R starting flow |Minimum flow Q1 E:VL“a(gzat'on ,(:'lgwrg%n %ﬁrgzd
DN15 200 0.0031 0.0125 0.0200 25 3.125
DN20 200 0.0050 0.0200 0.0320 4.0 5.000
DN25 200 0.0079 0.0315 0.0504 6.3 7.875
DN32 200 0.0200 0.0800 0.1280 16 20.000
DN40 200 0.0313 0.1250 0.2000 25 31.250

® Two-channel large-diameter water meter (R=100)
dameter | w0 Flow _(m*h)

(mm) R starting flow | Minimum flow Q1| - Demareation oo verioad
DN50 100 0.100 0.400 0.640 40 50.00
DNG65 100 0.158 0.630 1.008 63 78.75
DN80 100 0.250 1.000 1.600 100 125.00

DN100 100 0.400 1.600 2.560 160 200.00

DN125 100 0.625 2.500 4.000 250 312.50

DN150 100 1.000 4.000 6.400 400 500.00

DN200 100 1.575 6.300 10.080 630 787.50

DN250 100 2.500 10.000 16.000 1000 1250.00

DN300 100 4.000 16.000 25.600 1600 2000.00

DN350 100 4.000 16.000 25.600 1600 2000.00

DN400 100 6.250 25.000 40.000 2500 3125.00
DN450 100 6.250 25.000 40.000 2500 3125.00
DN500 100 10.000 40.000 64.000 4000 5000.00

® Four-channel large-diameter water meter (R=200)
o | et
(mm) starting flow | Minimum flow Q1 ffl’;fv“grzcatwn g*;nvyg%“ oo
DN80 200 0.125 0.500 0.800 100 125.00

DN100 200 0.200 0.800 1.280 160 200.00
DN125 200 0.313 1.250 2.000 250 312.50
DN150 200 0.500 2.000 3.200 400 500.00
DN200 200 0.788 3.150 5.040 630 787.50
DN250 200 1.250 5.000 8.000 1000 1250.00
DN300 200 2.000 8.000 12.800 1600 2000.00
DN350 200 2.000 8.000 12.800 1600 2000.00
DN400 200 3.125 12.500 20.000 2500 3125.00
DN450 200 3.125 12.500 20.000 2500 3125.00
DNS500 200 5.000 20.000 32.000 4000 5000.00




EA=T =C

Nominal . ] : Effective i t| P
) Dimension (mm Threaded connection Weight| Pressure
9 diameter (mm) oo thread | (gstimate) Grade
(mm) L H1 H2 W1 W2 pipe thread A ihread B length kg MPa

DN15 165 | 14 | 123 | 57 | 130 | G3/4B | G3/4B 10 15| 1.6

DN20 195 | 18 | 1256 | 57 | 130 | G1B G1B 12.5 15| 1.6

DN25 160 | 22 |127.5| 57 | 130 | G114B | G114B 13 1.5 1.6

DN32 180 | 25 | 130 | 57 | 130 | G112B | G112B | 14.5 2 1.6

DN40 200 | 33.5| 134 | 57 | 130 | G2B G2B 16 2.2 1.6
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Nominal Dimensions (mm) Flange Dimensions (mm) Weight
oy oo |Eecofcatrioe | Sesng | Fange | [ comao
(mm) L H1 | H2 | w1 | w2 dlarBeter | I; : ¢ Dlan(';)e:: Q“‘“‘“B?Tmickness d kg
DN50 200 | 82.5| 180 | 82.5 | 108 165 125 18*4 | 102| 2 19 16 | 10
DN65 200 | 92.5| 189 [ 92.5 | 108 185 145 18*4 | 122| 2 20 16 | 11.5
DN80 225 | 100 | 197 | 100 | 108 | 200 160 18*8 | 138 2 20 16 |13.5
DN100 250 | 110 | 207 | 110 | 110 | 220 180 18*8 | 158 2 22 16 |18.5
DN125 275 | 125 | 220 | 125 | 125 | 250 210 18*8 | 188 2 22 16 |123.5
DN150 300 |142.5| 233 |142.5|142.5| 285 240 22*8 | 212 2 24 16 | 30
Nominal Dimensions (mm) Flange Dimensions (mm) Weight
G S s o Lo [l Py S50
R R R R N e R kg
DN200 350 | 170 | 257 | 170 | 170 | 340 295 22*12 | 268 | 2 26 16 |35.5
DN250 450 1200.5/284.5|200.5/200.5| 405 355 26*12 | 320| 2 29 16 | 58
DN300 500 | 230 | 310 | 230 | 230 | 460 410 26*12 | 378| 2 32 16 | 76
DN350 550 | 260 | 350 | 260 | 260 | 520 470 26*16 | 438 | 4 35 16 | 108
DN400 600 | 290 | 380 | 290 | 290 | 580 525 30*16 | 490| 4 38 16 | 145
DN450 700 | 320 | 410 | 320 | 320 | 640 585 30*20 | 550| 4 46 16 | 185
DN500 800 |357.5|447.5|357.5|357.5| 715 650 33*20 | 610| 4 46 16 | 232
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Letter| Item Parameter Note
. DN15-DN40 Please select
A Pipe DN50-DN800 the nominal diameter
1 Single channel Single channel: DN15-DN40
B Number 2 Double channels )gbeecc::::els: DN50 more
of channels Four channels: DN80more

4 Four channels

1 Carbon Steel (Stainless Steel 304 at the probe) DN15-DN40
C Material 2 Copper Optinal2,3,4
3 Sta!nless Steel 304 DN50 more
4 Stainless Steel 316 Optinal1,3,4,
1.0
D Pressure 1.6 Standard Accessiories1.6
Glass 25

c - 1 RS485 & DC8-24V
ommunication
E Interface 2 RS485 & M-BUS
Power supply | 3 NB-lot
4 RS485 & OCT&DC8-24V

Standard Accessiories1

For example: - -DN100-4-3-1.6-1

Explainning: Ultrasonic Water Meter, DN100 pipe size, 4 channels, Stainless304
material, 1.6MPa, with RS485Communication Interface DC8-24V Power Supply




