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LYCONIING

New Reciprocating Engine Certificate

This is to certify that the engine as described hereinafter has been
manufactured and ground operation tested as prescribed by Lycoming
specification and Federal Aviation Regulations. All applicable Federal
Aviation Airworthiness Directives applicable Lycoming Service Publications
have been complied with at time of manufacture. Refer to enclosed Form
ET001 for applicable accessory part numbers and serial numbers.

Part Number: ENPL-10688
Serial Number L-14090-61A 7%}4
/ Date

Engine Model TIO-540-AE2A Authorized Representative’
Work Order AR592723
Total Time 0 New Production Certificate #3

652 Oliver Street Williamsport, PA 17701 U.S.A
Form 777C Rev 05/13 Lycoming Engines is a division of Avco Corporation



NOTICE

Making false entries in this book is a violation of gov-

ernment regulations and is punishable by civil penalty.

THIS ENGINE SERVICED WITH

EXXON ELITE 20ws0

OIL AT THE PIPER FACTORY

Manufacturer:

ENGINE DESCRIPTIOM

LYCOMING, WILLIAMSPORT, PA .. .. L= 14090-6/A

Horsepower:

Model. 1. 1O-5U0-AEQA

350

FAA T. C. No. E ILI'EA

Engine Accessories

Serial No.

Weight
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COMPLIANCE WITH FAA AIRWORTHINESS DIRECTIVES ON ENGINE AND ACCESSORIES

COMPLIANCE WITH FAA AIRWORTHINESS DIRECTIVES ON ENGINE AND ACCESSORIES

A. D. No. Method of Compliance Time on Date of

It Signature and
and Date em (See Log for Details) Engine Compliance

Certificate No.

A. D. No. Method of Compliance Time on Date of

Signature and
and Date em (See Log for Details) Engine Compliance

Certificate No.

SUN AVIATION, INC., Vero Beach, FL (VRB)

Date: 01/13/15 Engine LOG N920C

Hobbs: 44.9 Model: PA46-350P Aircraft SN: 4636638
Repositioned #5 cylinder baffle seals.

MAINTENANCE RELEASE: This aircraft, airframe, aircraft engine, propeller or appliance
identified above was repaired and inspected in accordance with current regulations of the
Federal Aviation Administration and is approved for return to service. All work was performed
in accordance with applicable aircraft, engine and or appliance maintenance manuals and

instructiorww?afe on file at the repair station office, WO #S001944
Signature - - CRS # ECWR470D

Sun Aviation, Inc, Municipal Airport, Vero Beach, FL 32961 (772) 562-9257

I ’ 2R951K
BEVAN-RABELL, INC. 1880 S AIRPORT ROAD WICHITA, KS 67209 CRS KG
LOG ID# 7163 14-September-2015 WO# 59908 HOBBS 127.3

N920C SIN 4636638 PIPER  PA46-350P _ Pg1/1

{NSTALLED SIX NEW VALVE COVER GASKETS P/N 67193-5 IAW LYCOMING 540 SERIES MANUAL.

. WASHED DOWN ENGINE AND ENGINE BAY, TEST RAN, OPS AND LEAK CHECKED NORMAL.

CCORDANCE WITH CURRENT
FT OR COMPONENT IDENTIFIED ABOVE WAS REPAIRED AND INSPECTED IN Al
;Eguf§$§gﬁs OF THE FEDERAL AVIATION ADMINISTRATION AND 15 ATRWORTHY, RELATED TO THE WORK PERFORMED.
PERTINENT DETAILS OF E REPATR ARE ON FILE AT THIS REPAIR STATION.

wh_ 9142005

KG2RY51%  RUSSELL PARKER Date
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COMPLIANCE WITH FAA AIRWORTHINESS DIRECTIVES ON ENGINE AND ACCESSORIES

A. D. No.

M .
and Date Item ethod of Compliance

(See Log for Details) Engine

Time on

Date of
Compliance

Signature and
Certificate No.

EUBBOCK AERG .

6304 N. Cedar Ave., Lubbock, TX 79403

Date: 09-28-2015 N920C, Make: Piper,
Model:PA46-350P, S/N:4636638, Tach: 133.9

Performed ground run. Removed cowling as required.

Drained oil, removed filter, inspected filter media, installed
new filter p/n: CH 48103-1, and serviced engine with 11

quarts Aeroshell 15 W 50 oil. Washed engine, re-installed
cowling, ground run ops and leak check ok.

N e W D

Daniel S Mayo A&P 3817553

LUBBOCK AERD - *
6304 N. Cedar Ave., Lubbock, TX 79403
_ Date: Dec. 22, 2015 N#: 920C
S/N: L-14090-61A Hobbs: 163.7
C/W engine 100 hour IAW FAR 43 appendix D.
= Compression check #1) 76/80 #2) 72/80 #3) 76/80 #4) 72/80 #5) 74/80 #6) 72/80.
Removed, inspected, cleaned, gapped, tested and re-installed spark plugs. --Inspected spark plug leads. --Checked
— magpneto timing ok. —-Inspected and cleaned induction air filter. --Lubricated all engine controls and wastegate. --
Washed engine and engine cowling.
_ 0l sample taken, paper work filled out and mailed to lab.
I certify that this engine has been inspected IAW a 100 hour / annual inspection and was determined to be in
airworthy, condition/” /

Make: Lycoming Model: TIO-540-AE2A

ETT: 163.7

ene Seitz AP214806

—_— I [ - | 1

6304 N. Cedar Ave Lubbock. TX 79403 806-747-3101 Fax: 806-767-8000 R
2/17/2016 N920C PIPER PA-46-350F S/N4636638

___ . Hobbs Hours: 182.9 _

Performed ground run. Removed cowling as required. Drained oil, removed filter, inspected filter media,
installed a new filter p/n: CH48103, and serviced with 12 quarts 'eroshell 15w50 oil. Washed engine, re-
installed cowling, ground run ops and leak check ok. s

Engine 1 Logbook

¥ .
Signed /—/" A— ([~ /w—-—/

Chris W. Zgisd A&P3092522

e
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|
LUBBOCK AERO ,

6304 N. Cedar Ave., Lubbock, T 79403
 LUBBOCK AERO , O T A

FAR 43 apbendix D.
6304 N. Cedar Ave Lubbock, TX 79403 806-747-3161 Fax: 806-767-8000 __ Compression check #1) 76/80 #2) 77/80 #3) 73/80 #4) 76/80 #5) 78/80 #6) 7780.

C/W AD 2015-19-07 (11-03-2015) by inspection of all external fuel injection lines, positions and clamps, as per
PAAG-3 /N:4636638 X
6/23/2016 N920C PA46-350P S SB 342G. No defects noted.
= Hobbs Hours: 230.5 _ _ ined oil removed filter, inspected filter media, — 7 Removed, inspected, cleaned, gapped, tested and re—install_ed spark plugs. --Inspected spark plug leads. --Checked
Performed ground run. Removed COW“”% as 're.qugedr; ?;::ICthh 4 ;ians feroshell 15w50 oil. Washed magneto timing ok. --Removed, inspected, cleaned and reinstalled throttle body or carburetor screen. ~-Inspected
=l  Instalied a new ﬁltgr p/ni-CH4?;8§;11r'uannopssegwlgeleae ; ok ok, —  ~ and cleaned air filter. --Lubricated all engine controls and wastegate. --Washed engine and engine cowling,
engine, re-installed cowling, groun Sianed b’p”@ I certify that this engine has been inspected IAW a 100 hour / annual inspection and was determined to be in
Signe : .
’ Daniet Mayo A&P 3817553 PSR | alrworthi condition, : ‘
_ {had R, Burns AP28251801A
— 5 6304 N. Cedar Ave Lubbock, TX 79463 806-747-3101 Fax: S86-767-S000
304 N. Cedar Ave 1 cle, TN 79402 806-747-310( c: 806-T67-8( —
1011112016 N920C PAA6-350P SIN:4628335 Engine Logbook 6304 N. Cedar Ave Lubbock, TX 79402 S06-747-5101 Fax: 806-767 8600
Hobbs Hours: 281.9 | 3/2/12017 NS20C PA46-350P S/M:4636638 Engine Logbook
Performed ground run. Removed cowling as requirec. rained oif, removed filiar. inspected filter media, ¢ Hobbs Hours: 329.5
—installed a new filter p/n: CH48103-1, and serviced engine with 12 quaits Aerosheil 15w-50 oil. Washed -

engine, re-installed zowling, ground tun ops and leak gheck ok.

Performed ground run. Removed cowling as required. Drained oil, removed filter, inspected filter media,

installed a new filter p/n: CH48103-1. and serviced engine with 11 quarts Aeroshell 15W50 oil. Washed —_—
Signed _ Signature  engine, re-installzd cowling, ground run ops and leak.chack gk
Bl Arnald Her-telA&P 2826822 Signed MZ/‘, -4 -
i Address__ //Amold Hertel A&P 2826822
\ i

'




LUBBOCK AERO , _

6304 N. Cedar Ave Lubbock, TX 76402 $86-747-3161 Fax: S06-767-8600
5/22/2017 N920C - ‘

PA46-350P S/N:4636€38
Hobbs Hours: 375.0

Pe 2 i i i
rformed ground run. Removed cowling as required. Drained oil, removed filter, inspected filter media

installed a new filter p/n: CH48103-1, and serviced engine with 11 quarts Aeroshell 15W50 oil. Washed

engine, re-installed cowlin i i
°ng g, ground run ops and leak check ok. Replaced Right magneto gasket due to oil

Signed {f): > ’V

Daniel Mayo A&P 3817553

PUBBOCK BERD
65304 N Cedar Ave., Lubbock, T3 79403
Date: Nov 28, 2017 N#: 920C Make: Lycoming
SN L-14099-C 1A Hobhs: 4231 ETT: 423.1
Performed ground run. Removed cowling as required. Drained oil, removed filter, inspected filter media, installed a

new filter p/n: Ch48103-2, and serviced engine with 11 quarts Aeroshell W15W-50 oil. Washed engine, re-instalied
cowling, ground rfun ops and leak check ok.

Model: TIO-540-AE2A

Chad R. Burns AP2829180

o

LB il »
6304 M. Cedar Ave.. Lubbock, TX 79403 — L
{{‘Jjaif*‘ chi" ' 8 N#: 920C Made!: TIO-54C-AEZA
==g/N: L-14060-61A Tiobbs 436.0

C/W engine 100 hour JAW FAR 43 appendix D. e DO DR ST
——CAW AD 2015-19-07 (11-63-2015) by snspection of ait exiernat fuel injection fines, pOSIIONS ATt SLITRS, 25 pai
SB 342G No defects noted, Next inspection due ETT: 546.0 or fuel line maintenance.
induction air filter, p/n: P151936. &

AT ™ Q4 75 0OV £ 0]
—"—‘CJJ%} AD $4-26-02 = -4

ETT: 936.0 " iy

C/W 4D 2011-06-10 (05-06-11) by 250 hour replacement of the TIT probe, p/n (18({»2 16. Next due ETT: 636.0.
T C/W Lycoming SB-521 exhaust system Insp. Inspection of Exhaust System Sl_lp Joints for proper engagement and

inspection of Marmon flange joint at transition inlet. No defects noted at this time. Next due Feb 2019 or ETT:
TTE86.0.

/W Lycoming SB-531C, Inn
—686.0. S ol il o

C/W 400 hour rocker valves inspection. No deI€Cls noted. _ ' )
__Compression check #1) 78/80 #2) 78/80 #3) 78/80 #4) 72/80 #5) 78/80 #6) 7_6,’80‘ Removed, 1.ns.pected, cleaned,

:gappéd, tested and re-installed spark plugs. ~Inspected spark plug leads. --Checked magneto timing ok. --

11 $lgmpnditln Tan

e i £ _Removed, inspected, cleaned and sainstalled throtide body sciedit. —
—Jlﬂssl;‘;gzg amn%g?:p?ag]};?; ?_:;ng ﬁiﬁs I;:{l}:d%f). »-LubricatedP:ﬁ engine controls and wastegate. —-Washed engine
’_—ld Eﬁé’if_lf‘ ”:i“g .ecuring oil return lines to cytinders
?:;iliief[;egl:tutlblizst?g;i;?}?;:%eZﬁ i;zgzlféd IAW z 100 hour / annual inspection and was determined to be in
airworthy condition
Ll KN
SignChad R. Burns AP23291801A e

A

s and Tailnines, Nio defects noted. Mext due Feh 2019 or ETT:
e L3505 »A,‘r;l, e i el AatE -

Address




TIME

e Last Major

Lubbock Aero |

6304 N. Cedar Ave. Lubbock, TX 79403
Ph: 806-747-5101 Fax: 806-767-8000
N920C, Make: Piper, M/N: PA46-350P, S/N:4636638, Hobbs: 472.8,

Date: 6-6-2018

Performed ground run. Removed cowling as required. Drainec.i oil,
removed filter, inspected filter media, installed a new fitter p!q. )
AA48103-2, and serviced engine with 11 quarts Aeroshell 15w-50 oil.

Washed engine, re-instalied cowling, ground run ops and lsak check ok

/61 _ 2 § ) Daniel S. Mayo A&P 3817553

LUBBOCK AERO .

6304 N. Cedar Ave., Lubbock, TX 79403
Date: 9-4-2019 N#: N920C Make: Piper

<

Model: PA46-350P S/N: 4636638 Hobbs: 587.4

o ) . . .
Performed ground run. Removed cowling as regmre_d. Drained oil, removed filter, inspected filter media, installed |
gine with 10 quarts Aeroshell 15W50 oil. Washed engine, re-

a new filter p/n: AA 48103-2, and serviced en

in%ﬂ'gowlinwmj&leak check ok.
T— 7

Daniel 5. Mayo A&;§‘817553

| certify that this overhaul was accomplished in accordance with FAA Regulations and Directives using

approved material and parts.

Signature

Address

Certificate No.




ENGINE LOG

Cutter Aviation Dallas, Inc.
4500 Claire Chennault Drive

y .

Cutter Aviation Dallas, Inc.
4500 Claire Chennault Drive

> LUITER>

Refercnced MM chapter 12. Ground performance checks ok, No leaks or defects.
Removed #3 fucl nozzle, cleaned and reinstalled in accordance with Lycoming maintenance manual. Performed ground engine
operational check with all eylinders within 20 degrees of each other.

The aircratt/component identified above was maintained or altered in accordance with current regulations of the Federal Aviation Administration
and is approved for retum to service for the work performed. All disrupted systems were restored and functionally tested in accordance with
mfg’s instructions. Pertinent details of the repair arc on file at this repair station under Work Order#: 06M-3759

ding the ines: viati 1

Koo [N00C Ao e ACTT Tl Addison, TX 75001 Piper

Model No. | PA46-330P Engine Log Entr ETT 37.7 Registration: | N920C Eneine Loe Ent ACTT 0.8

Model No, | PAL6SS g g y : Model No. | PA46-350P on ngine Loeg Lntry ETT 40.8
erial No. — 1N« ] 4635638 PN TIO-540-AFE2A SN L-14098-61A

Drained oil and removed filter, replaced with new filter PN CH48103-1 and service engine with 12qts Aecroshell 15W/50. ;Sertal Lo =

Wd—visuul inspection on baffling and found no defects at this time.

Removed all six fuel injectors, cleaned and inspected. Reinstalled with new o-rings PN 951391 and reinstalled. No leaks
.-Iopﬁrational check good.

‘performed magneto external timing to left and right magnetos to within limits. Operational check good.

The aireraft/component identificd abeve was maintained or altered in accordance with current regulations ot the Federal Aviation Administration
and is approved for return to service for the work performed. All disrupted systems were restored and functionally tested in accordance with

mlg’s instructions, Pertinent details of the repair are on file at this repair station under Wogk Order#: 06M-3775
: ;, 092 X / 3 =
Date December, 09 2014 CRS# UXCR663 vW’Roben Fulcher 'bDatei January, 52014 CRS# UXCR663X %{;@(_\ Robert Fulcher
Total To
Carry Forward &




ENGINE LOG

Date

Engine Time Recorder

Maintenance

Thi

s Date Since Major Reading

Brought
Forward

LUBBOCK RERD ., _ i

6304 N. Cedar Ave., Lubbock, TX 79403
Date: 12-14-18 N#:920C Make: Piper Model: PA46-350P

S/N: 4636638 Hobbs: 519.9

Performed ground run. Removed cowli i i

: owling as required. Drained oi|

removed filter, inspected filter media install '
(] 1 ed :

AA48103-2, and serviced e o et

: ngine with i :
installed cowling, ground ri 9 11 quarts oil. Washed engine. re

- with 11 quarts

nops and |
CHANGE PLACARD. p eak check ok. REPLACED OIL

Ben%‘gin L. Christy IV AP2840747

Total To
Carry Forward

L -

4
LUBBOCK AERD . . =
6304 N. Cedar Ave., Lubbock, TX 79403
Date: March 6. 2019 N:: 920C
SN L-HH090-61 A Hobbs: 337.3

Make: Lvcoming Model: TTO-340-AE2 A

ETT: 557.5

- C/W engine 100 hour IAW FAR 43 appendix D.

C/W AD 84-26-02 (1-29-85) Cleaned and inspected engine air filter as per para (b).
C/W AD 2015-19-07 (11-03-2015) Engine external fuel line inspection, as per SB 342G and diagram #20.

C/W 500 hour magneto inspection, by removal of magnetos and installation of overhauled units. Left
oo, right o0 . Overhauled by Aircraft Accessories of Oklahoma, CRS#

 RV3R829L, and Transferred drive couplings from old mags to new. Timed both magnetos to 20 degrees BTDC.

Next due:

Compression check #1) 76/80 #2) 80/80 #3) 76/80 #4) 78/80 #5) 80/80 #6) 78/80. ' .
Drained oil, removed filter, inspected filter media, installed a new filter S anfi serviced engine
oil. --Removed, inspected, cleaned, gapped, tested and re-installed spark plugs.

_-Inspected spark plug leads. --Removed, cleaned, inspected, and installed fuel nozzles. --Washed engine and
engine cowling.

- Replaced all fuel nozzle hoses. N '

. Repositioned and braced Alternate Air control cable so that it is not chafing on engine mount.

. Tightened all cylinder oil return line clamps.

Replaced left turbo charger oil collector tank gasket.

Removed #3 cylinder exhaust riser, with new gaskets,
repair by Spitfire Aerospace Services, CRS# X1FR128X. . _ ] .
I certify that this engine has been inspected IAW a 100 hour / annual inspection and was determined to be in

airworthy condition.

s e

and reinstalled after

Daniel S. Mayo AP38175531A




ENGINE LOG
Engine Time Recorder :
Date This Date | Since Major Reading Maintenance
LUBBOCK AERO ~_ -

4304 N. Cedar Ave., Lubbock, TX 79403

Date: 12-10-2019 N#: 920C
Model: PA46-350P S/N: 4636638 Hobbs: 633.7

Parformed ground run. Removed cowling as
installed a new filter p/n. AA48103-2, and se
d cowling, ground run ops an

engine, re-installe

petween cylinders

required. Drain
rviced engine wi
d leak check ok. Rep

Make: Piper

#4, and #6, along with gasket P/N: 78084.

S0 XS

Daniel Mayo A&P 3817553

ed oil, removed filter, inspected filter media, and
th 11 quarts Aeroshell W15W-50 oil. Washed
laced exhaust clamp P/N: LW-12093-5

Total To
Carry Forward

L

(UBBOCK AERO .

6304 N. Cedar Ave., Lubbock, TX 79403

Date: Apr 10, 2020 N#: 920C Make: Lycoming
S/N: L-14090-61A Hobbs: 660.8 ETT: 660.8
C/W engine 100 hour IAW FAR 43 appendix D.

C/W AD 2015-19-07 (11-03-2015) Engine external fuel line inspection, as per SB 342G, diagram # 20. [oxl

&

Model: TIO-540-AE2A

A {).8 or alter tuel line mamienance

C/W Lycoming SB-521 exhaust system Insp. Inspection of Exhaust System Slip Joints for proper engagement
and inspection of Marmon flange joint at transition inlet. Found that slip joints had corroded to a point where
inspection could not be completed. Replaced exhaust cross over, pi: 40B 19974, & p/n: 40B19850, and
gransition, p/n: 47C21952, Replaced couplings, p/n: LW 12093-6. Next duc: 910.8 of \pril 2021,

C/W Lycoming SB-531C, Inspection of Turbos and Tailpipes. Found right turbo leaking and left turbo making
contact with deposits. Replaced right turbo, Hartzell overhauled unit, p/n: 466642-9005. s'n: WD- LOT03, &
coupling p/n: 40D2355-340M and left turbo, Hartzell overhauled unit, p/n: 466642-9005, sim: JCLOOZTI &
coupling p/i 40D2355-340M. Next due: 910.8 or April 2021,

Compression check #1) 79/80 #2) 79/80 #3) 79/80 #4) 74/80 #5) 79/80 #6) 74/80.

Drained oil. removed filter, inspected filter media, installed a new filter p/n: AA48105-2, and serviced engine
with 11 quarts Acroshell [5W50 oil. --Removed, inspected, cleaned, gapped, tested and re-installed spark plugs
with new gaskets, pn: MO74, --Inspected spark plug leads. --Checked magneto timing and adjusted. -- B
Removed, inspected, cleaned and reinstalled throttie body screen. --Removed, cleaned, inspected, and installed
fuel nozzles. —-Inspected and cleaned filter. --Lubricated all engine controls and wastegate. --Washed engine and
engine cowling. --Inspected oil sump screen.

Replaced compressor belt, p/n: 37B19774-460.

Replaced right alternator belt, p/n: 37A19773-382.

Replaced left alternator belt, p/n: 37al 9773464,

Replaced right turbo mount bracket, pn: 0TA22544,

Oil sample taken mid-stream while draining oil, paperwork filled out and mailed to Aviation Laboratories.
Replaced Left and right exhaust coupling, p/i: LW12093-5 & gaskets, p/n: 78084,

Replaced transition gasket, p/n: 7761 1.




Replaced wastegate couplings, p/n: LW- 13111!‘:{—0':63 _gaskets, p/m: 75845,
= Replaced right turbo mounting bracket, p/n: 07 \ 22544,
Replaced right turbo support strut, p/n: 07 I-_I f) :f‘) Iq..1 ]
Replaced left turbo support bracket, p/n: lllr?liHlE:'s :; -
2 #6 lower spark plugs, p/n: 368. . . ' bein
?:epl?i;;dﬂf; ﬁiis engine heI:s beSn inspected IAW a 100 hour / annual inspection and was determined to

airworthy conditioj.

Chad R. Burns AP28291801A

LUBBOCK AERD .

6304 N. Cedar Ave., Lubbock, TX 79403
Date: 29 September 2020 Registratiors Number: N920C
Make: Piper Model: PA46-350P Tach: 694.7

Serial Number: 4636638 ~—

| Performed ground run. Removed cowling as required. Drained oil, removed filter, installed a new
filter p/n: AA48103-2, and serviced engine with 10 quarts Aeroshell 15w-50 oil. Washed engine, re-
‘ installed cowling, ground run ops and leak check ok.

sl

Alexander Tyler AZP 4262716 8

FW!;L‘HO_
304 N. Cedar Ave., Lubbock, TX 79403
: May 10,2021 N#: 020C Make: Lycoming
N L-14090-61 A Hobbs: 758.1 BT

_ C/W engine 100 hour IAW FAR 43 appendix D,
C/W 4D 2015-19-07 (11-03-2015) by inspection of all external fuel injection lines. positions and clamps, as per
5B 342G, diagram # 20. No defects noted. Next due: 868.1.
Compression check #1) 77/80 #2) 73/80 #3) 74/80 #4) 72/80 #5) 76/80 #6) 76/80. Drained oil, removed filter,
inspected filter media, installed a new filter p/n: AA48105-2, and serviced engine with 12 quarts Acroshell

Wil oil. --Removed, inspected. cleaned, gapped, tested and re-installed spark plugs with new gaskets, p/n:

B
= TJare Model: TIO-540-AE2A

o FEO 1
it H |

M674. --Inspected spark plug leads. --Checked magneto timing ok. --Inspected and cleaned air filter. --
Lubricated all engine controls and wastegate. --Washed engine and engine cowling. --Inspected oil sump screen.
0il sample taken mid-stream while draining oil, paperwork filled out and mailed to Aviation Laboratories.
Replaced #6 upper spark plug, p/n: RHB36S.

Remove Right side 1 & 3 exhaust pipe. Inspected, cleaned and sanded no.3 exhaust pipe flange. Installed and
checked good for fit. Torqued hardware and v-band clamp. Saftied clamp.

Tightened all oil return line clamps.

I certify that this engine has been inspected JAW a 100 hour / annual inspection and was determined to be in
airwprthy condigion.




ENGINE LOG _

ll

|

6304 N. Cedar Ave., Lubbock, TX. PH: (806) 747-5101
Date: 12/08/2021, N5271B, Make: Piper, M/N: PA46-350P, S/N: 4636638, Hobbs/ACTT: 796.9

‘hecked magneto timing. Retimed Left magneto td engine at 20 degrees BTDC #1 -cylinder, Rt. magneto timing ——
was gocd. Removed, inspected, cleaned, gapped, tested, and reinstalled spark plugs. Found 4 ea. Spark plugs

ad, with cracked porcelain. Replaced those 4-ea. spark plugs with new. Reiristalled spark plug leads. Ran

angine, both magneto drops were good at 50-60 RPM drop, with no miss.

7

| A
Arnold Heftel 2826822 A&P
(/'

LUBBOCK AERO 3

6304 N. Cedar Ave., Lubbock, TX 79403 —
03/15/2022 N920C Piper Mirage
SN: 4636638 Hobbs Time: 820.6 ' ] . L8
Performed ground run. Removed cowling as required. Drained oil, removed filter, inspected hlter. media,
rwanstalled a new filter p/n: AA48103-2, and serviced engine with 11 quarts Aeroshell W15W-50 oil. Washed ___
engine, re-installed cowling, ground run ops and leak check ok.

‘Madison Castillo A&P 4481031 )

%

504 1. Cedar Ave., Lubbock. TX 79403
Date: dune 1, 2022 N#: 920C Make: Lycoming Model: TIO-340-AE2A
S/N: L-14090-61A Hobbs: 836.5 ETT: 836.5

/W engine 100 hour TAW FAR 43 appendix D.
J/W D 2015-19-07 (11-03-2015) by inspection of all external fuel injection lines. positions and clamps. as per
SB 342, diagram # 20. No defects noted.
W Lycoming SB-521 exhaust system Insp. Inspection of Exhaust System Slip Joints for proper engagement
and inspection of Mamion flange joint at transition inlet. —Replaced turbo transition gasket 2 ea. p/n: 00624-
| 7159-200N. —~Replaced turbo transition gasket. p/n: 00624-24096-150N. --Replaced crossover pipe heat shield
clamps 2ea. p/n: LW15392-8E24. —Replaced No.5 cly exhaust no-blow gasket, p/n: 77611,
C/W Lycoming SB-531C, Inspection of Turbos and Tailpipes. No defects noted.
Campression check #1) 74/80 #2) 76/80 #3) 74/80 #4) 75/80 #5) 76/80 #6) 64/80. Drained oil, removed filter.
inspected filter media, installed a new filter p/n: AA48103-2, and serviced engine with 11 quarts Aeroshell
W15W-50 oil. --Removed, inspected, cleaned, gapped, tested and re-installed spark plugs with new gaskets, p/n:
M674. --Inspected spark plug leads. --Checked magneto timing ok. --Inspected magneto points, no defects noted.
--Removed. inspected, cleaned and reinstalled throttle body or carburetor screen. --Removed, cleaned, inspected,
and installed fuel nozzles. --Inspected and cleaned air filter. --Lubricated all engine controls and wastegate. --
Washed engine and engine cowling. --Inspected oil sump screen.
il sample taken, paper work filled out and mailed to Aviation Laboratories.
Repaired #6 cylinder upper plug wire using p/n: M2928 & p/n: M2929.

I certify that this engine has been inspected IAW a 100 hour / annual inspection and was determined to be in
airworthy condition.

Aoy Qov:
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ENGINE LOG

performed Annual inspection IAW with 14 CFR Part 43 App. D. Performed engine ground run and op's check. Removed engine
cawlings. Performed compression check, see results above. Drained oil {(hot). Removed oil filter, cut open, and inspected.
Added 11 gts Phillips 20W50. Removed spark plugs, cleaned, inspected found & cracked electrodes. Replaced all 12 sparkplugs
with New Champion RHB36S plugs. Checked ignition timing. Tested ignition |eads. Pressure tested exhaust system and
Inspected for leaks. Ground run indicates full static RPM, proper magneto RPM drop, proper RPM mixture rise, minimal

__ lvibrations, and no leaks. Research and verified AD's.

| cerify that this engine has been inspected IAW an Annual Inspection and was determined to be in airworthy condition.

END

2=,

Christopher Lore A&P 3458101 |1A

»
Engine Time Recorder :
t - " : Maintenance .
Date This Date Since Major Reading and Remarks Signature Certificate No.
Brought
Forward
Date: 8/18/2023
= = 500 Airport BLVD Hangar 1
Lake Charles, LA 70607
Lore Aviation Serviees LLC Phone:  (337)912-4496
= ]’ = "“’""‘""“?—"" ol Sy =T "Eﬁﬁh’é
N920C Hobbs: 857.5 Tach: TSMO: TT: 857.5
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