
GENESIS
Wait Until You Experience 
How a Gyroplane Should Really Fly.
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Active Tail Design (ATD)
Engine torque compensation built-in.

Center Line Thrust
Pitch-neutral under power.Triangulated Aluminum Frame

Built tough, serviced simple.

Kevlar-Reinforced Fuel Tank
Puncture-resistant safety.

Soft Coupled Castoring Gear
Directional control on any surface.

Rotor Blades with No Life Limit 
Proven beyond 2,500 flight hours.

Inside the Genesis Design
Engineered for precise, agile, and safe flight — effortless control, built in.

G2sA-3 – Genesis Duo 



Model G1sB - Genesis CE G1sE - Genesis Sport G2sA-3 - Genesis Duo

Seats 1 1 2 - Tandem

Frame Type Open Convertible Open

Engine Options

Rotax 582UL,         

912UL,  912 ULS,    

912iS, 914UL

Rotax 582UL,        

912UL,  912 ULS,    

912iS, 914UL

Rotax 912 ULS,      

912iS, 914UL,         

915iS, 916iS

Max Level Speed 92 kt 97 kt 97 kt

Cruise Speed 59 – 70 kt 65 – 76 kt 59 – 70 kt

Never Exceed Speed 197 kt 108 kt 97 kt

Min Level Speed (MTOW) 16 kt 16 kt 27 kt

Max Rate of Climb 1400 fpm 1500 fpm 1500 fpm

Max Take-off Weight 860 lb 882 lb 1235 lb

Empty Weight From 384 lb 392 lb 507 lb

Max Pilot Weight 265 lb 265 lb 265 lb

Rotor Diameter 23 – 25 ft 23 – 25 ft 28 – 30 ft

Propeller Diameter 64" 64" 69" – 72"

Engine Power Range 65 – 120 hp 65 – 120 hp 100 – 150 hp

Fuel Capacity 9.5 gal 11.1 gal 20 gal

Max Endurance 2hr 30min 3hr 3h 50min

SPECIFICATIONS



Custom Built for Every Pilot.
Every Aviomania gyroplane is made to order — with your choice of engine, wheels, instruments, and color.

G1sE – Genesis Sport 


	Slide 1
	Slide 2
	Slide 3
	Slide 4

