NOTES:
1. ALL PARTS TO BE GALVANIZED STEEL.
2. MATERIAL TO BE 3/16" STEEL UNLESS OTHERWISE NOTED.
3. INSTALL 1/2" S.S. BOLTS IN COVER AFTER GALVANIZING

DESCRIPTION: TYPE II / III POLE CAP
(1 TO 4 MOUNTS)

TRUCK LOAD QTY: 16 LBS.
FINISH: GALVANIZED STEEL
NOTES:

1. ALL PARTS TO BE GALVANIZED STEEL.
2. MATERIAL TO BE 3/16" STEEL UNLESS OTHERWISE NOTED.
3. INSTALL 3/4" S.S. BOLTS IN COVER AFTER GALVANIZING

DESCRIPTION: TYPE II / III DOUBLE TENON BULLHORN

TRUCK LOAD QTY:  
WEIGHT: 45 LBS.
FINISH: GALVANIZED STEEL
REMovable COVER

ELEV. VIEW
SCALE: 3/4"=1'-0"

SECTION A-A
SCALE: 3/4"=1'-0"

NOTES:
1. ALL PARTS TO BE GALVANIZED STEEL.
2. MATERIAL TO BE 3/16" STEEL UNLESS OTHERWISE NOTED.
3. INSTALL 3/4" S.S. BOLTS IN COVER AFTER GALVANIZING

DESCRIPTION: TYPE II / III QUAD TENON BULLHORN

TRUCK LOAD QTY:

WEIGHT: 70 LBS.

FINISH: GALVANIZED STEEL