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DOCUMENT 01 11 00 

SUMMARY OF WORK 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Site Access Conditions and Requirements; 

B. General Requirement in Division 1 Sections of the Specifications 

C. Special Conditions. 

1.02 SUMMARY OF WORK COVERED BY CONTRACT DOCUMENTS 

A. The Work of this Contract consists of the following: 

Construction of new one-story modular classroom buildings and associated site work including 

site utilities, retaining walls, stairs, ramps, fencing, landscaping, and hardscaping. 

1.03 CONTRACTS 

A. Perform the Work under a single, fixed-price Contract under Bid No. LCF ________. 

1.04 WORK BY OTHERS 

A. Work on the Project that will be performed and completed prior to the start of the Work of this 

Contract: 

(1) NONE 

B. Work on the Project that will be performed by others concurrent with the Work of this Contract: 

(1) NONE  

1.05 CODES, REGULATIONS, AND STANDARDS 

A. The codes, regulations, and standards adopted by the state and federal agencies having jurisdiction 

shall govern minimum requirements for this Project.  Where codes, regulations, and standards 

conflict with the Contract Documents, these conflicts shall be brought to the immediate attention 

of the District and the Architect. 

B. Codes, regulations, and standards shall be as published effective as of date of bid opening, unless 

otherwise specified or indicated. 

1.06 PROJECT RECORD DOCUMENTS 

A. Contractor shall maintain on Site one set of the following record documents; Contractor shall 

record actual revisions to the Work: 
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(1) Contract Drawings. 

(2) Specifications. 

(3) Addenda. 

(4) Change Orders and other modifications to the Contract. 

(5) Reviewed shop drawings, product data, and samples. 

(6) Field test records. 

(7) Inspection certificates. 

(8) Manufacturer's certificates. 

B. Contractor shall store Record Documents separate from documents used for construction.  Provide 

files, racks, and secure storage for Record Documents and samples. 

C. Contractor shall record information concurrent with construction progress. 

D. Specifications: Contractor shall legibly mark and record at each product section of the 

Specifications the description of the actual product(s) installed, including the following: 

(1) Manufacturer's name and product model and number. 

(2) Product substitutions or alternates utilized. 

(3) Changes made by Addenda and Change Orders and written directives. 

1.07 EXAMINATION OF EXISTING CONDITIONS 

A. Contractor shall be held to have examined the Project Site and acquainted itself with the 

conditions of the Site and of the streets or roads approaching the Site. 

B. Prior to commencement of Work, Contractor shall survey the Site and existing buildings and 

improvements to observe existing damage and defects such as cracks, sags, broken, missing or 

damaged glazing, other building elements and Site improvements, and other damage. 

C. Should Contractor observe cracks, sags, and other damage to and defects of the Site and adjacent 

buildings, paving, and other items not indicated in the Contract Documents, Contractor shall 

immediately report same to the District and the Architect. 

1.08 CONTRACTOR'S USE OF PREMISES 

A. School facilities are not available to Contractor for use.   

B. If the space at the Project Site is not sufficient for Contractor's operations, storage, office facilities 

and/or parking, Contractor shall arrange and pay for any additional facilities needed by Contractor. 

C. Contractor shall not interfere with use of or access to occupied portions of the building(s) or 

adjacent property. 
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D. Contractor shall maintain walkways to be used by school staff during the course of construction 

clear and free of debris and obstructions at all times. 

E. No one other than those directly involved in the demolition and construction, or specifically 

designated by the District or the Architect shall be permitted in the areas of work during 

demolition and construction activities. 

F. The Contractor shall install the construction fence and maintain that it will be locked when not in 

use.  Keys to this fencing will be provided to the District. 

G. No work will be permitted to start prior to 7:00am.  

1.09 PROTECTION OF EXISTING STRUCTURES AND UTILITIES 

A. The Drawings show above-grade and below-grade structures, utility lines, and other installations 

that are known or believed to exist in the area of the Work.  Contractor shall locate these existing 

installations before proceeding with excavation and other operations that could damage same; 

maintain them in service, where appropriate; and repair damage to them caused by the 

performance of the Work.  Should damage occur to these existing installations, the costs of repair 

shall be at the Contractor's expense and made to the District's satisfaction. 

B. Contractor shall be alert to the possibility of the existence of additional structures and utilities.  If 

Contractor encounters additional structures and utilities, Contractor will immediately report to the 

District for disposition of same as indicated in the General Conditions. 

1.10 UTILITY SHUTDOWNS AND INTERRUPTIONS 

A. Contractor shall give the District a minimum of five (5) days written notice in advance of any need 

to shut off existing utility services or to effect equipment interruptions.  The District will set exact 

time and duration for shutdown, and will assist Contractor with shutdown.  Work required to re-

establish utility services shall be performed by the Contractor.  NO SHUTDOWN OF UTILITIES 

SHALL OCCUR WHEN SCHOOL IS IN SESSION. 

B. Contractor shall obtain District's written approval as indicated in the General Conditions in 

advance of deliveries of material or equipment or other activities that may conflict with District's 

use of the building(s) or adjacent facilities. 

1.11 STRUCTURAL INTEGRITY 

A. Contractor shall be responsible for and supervise each operation and work that could affect 

structural integrity of various building elements, both permanent and temporary. 

B. Contractor shall include structural connections and fastenings as indicated or required for 

complete performance of the Work. 

PART 2 – PRODUCTS Not Used. 

PART 3 – EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 21 00 
 

ALLOWANCE 
 
 
 
PART 1 GENERAL 

1.1 SECTION INCLUDES 

A. Non-specified work. 

1.2 RELATED SECTIONS  

A. Document 01 10 00 Summary of Work 
 
B. Document 01 29 00 Application for Payment Release Forms 
 
C. Document 01 33 00 Submittals 

1.3 ALLOWANCES 

A. Included in the Contract, a stipulated sum/price of Four Hundred Thousand dollars ($400,000) as an 
allowance for Unforeseen Conditions within the limits set forth in the Documents. This Allowance shall 
not be utilized without written approval by the District.  Allowance to be used only at the District’s 
discretion. 

 
B. Contractor’s costs for products, delivery, installation, labor, insurance, payroll, taxes, bonding and 

equipment rental will be included in Allowance Expenditure Directive authorizing expenditure of funds 
from this Allowance. 

 

C. Funds will be drawn from Allowance only with District approval evidenced by an Allowance Expenditure 
Directive. 

 

D. At Contract closeout, funds remaining in Allowance will be credited to District by Change Order. 
 

PART 2 PRODUCTS  
 
Not used. 
 
PART 3 EXECUTION 
 
Not used. 

  END OF DOCUMENT 
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DOCUMENT 01 22 00 

ALTERNATES AND UNIT PRICING 

PART 1 – ALTERNATES 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions; 

B. Special Conditions; 

C. Bid Form and Proposal; 

D. Instruction to Bidders. 

1.02 DESCRIPTION 

The items of work indicated below propose modifications to, substitutions for, additions to and/or deletions 

from the various parts of the Work specified in other Sections of the Specifications. The acceptance or 

rejection of any of the alternates is strictly at the option of the District subject to District's acceptance of 

Contractor's stated prices contained in this Proposal. 

1.03 GENERAL 

Where an item is omitted, or scope of Work is decreased, all Work pertaining to the item whether 

specifically stated or not, shall be omitted and where an item is added or modified or where scope of Work 

is increased, all Work pertaining to that required to render same ready for use on the Project in accordance 

with intention of Drawings and Specifications shall be included in an agreed upon price amount. 

1.04 BASE BID 

The Base Bid includes all work required to construct the Project completely and in accordance with the 

Contract Documents. 

1.05 ALTERNATES 

A. NONE 

The above Alternate descriptions are general in nature and for reference purposes only. The 

Contract Documents, including, without limitation, the Drawings and Specifications, must be 

referred to for the complete scope of Work. 

PART 2 - UNIT PRICING 

2.01 GENERAL 

Contractor shall completely state all required figures based on Unit Prices listed below.  Where scope of 

Work is decreased, all Work pertaining to the item, whether specifically stated or not, shall be omitted and 

where scope of Work is increased, all work pertaining to that item required to render same ready for use on 
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the Project in accordance with intention of Drawings and Specifications shall be included in an agreed upon 

price amount. 

2.02 UNIT PRICES 

Furnish unit prices for each of the named items on a square foot, lineal foot, or per each basis, as applies. 

Unit prices shall include all labor, materials, services, profit, overhead, insurance, bonds, taxes, and all 

other incidental costs of Contractor, subcontractors, and supplier(s).  

END OF DOCUMENT 
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DOCUMENT 01 25 13 

 

PRODUCT OPTIONS AND SUBSTITUTIONS 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. Instructions to Bidders; 

B. General Conditions, including, without limitation, Substitutions for Specified Items; and 

C. Special Conditions. 

1.02 SUBSTITUTIONS OF MATERIALS AND EQUIPMENT 

A. Catalog numbers and specific brands or trade names followed by the designation "or equal" are 

used in conjunction with material and equipment required by the Specifications to establish the 

standards of quality, utility, and appearance required.  Substitutions which are equal in quality, 

utility, and appearance to those specified may be reviewed subject to the provisions of the General 

Conditions. 

B. Wherever more than one manufacturer's product is specified, the first-named product is the basis 

for the design used in the work and the use of alternative-named manufacturers' products or 

substitutes may require modifications in that design.  If such alternatives are proposed by 

Contractor and are approved by the District and/or the Architect, Contractor shall assume all costs 

required to make necessary revisions and modifications of the design resulting from the 

substitutions requested by the Contractor. 

C. When materials and equipment are specified by first manufacturer's name and product number, 

second manufacturer's name and "or approved equal," supporting data for the second product, if 

proposed by Contractor, shall be submitted in accordance with the requirements for substitutions.  

The District’s Board has found and determined that certain item(s) shall be used on this Project 
based on the purpose(s) indicated pursuant to Public Contract Code section 3400(c).  These 

findings, as well as the products and brand or trade names, have been identified in the Notice to 

Bidders. 

D. The Contractor will not be allowed to substitute specified items unless the request for substitution 

is submitted as follows: 

(1) District must receive any notice of request for substitution of a specified item a minimum 

of ten (10) calendar days prior to bid opening.   

(2) Within 35 days after the date of the Notice of Award, the Contractor shall submit data 

substantiating the request(s) for all substitution(s) containing sufficient information to 

assess acceptability of product or system and impact on Project, including, without 

limitation, the requirements specified in the Special Conditions and the technical 

Specifications.  Insufficient information shall be grounds for rejection of substitution. 

E. If the District and/or Architect, in reviewing proposed substitute materials and equipment, require 

revisions or corrections to be made to previously accepted Shop Drawings and supplemental 
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supporting data to be resubmitted, Contractor shall promptly do so.  If any proposed substitution is 

judged by the District and/or Architect to be unacceptable, the specified material or equipment 

shall be provided. 

F. Samples may be required.  Tests required by the District and/or Architect for the determination of 

quality and utility shall be made at the expense of Contractor, with acceptance of the test 

procedure first given by the District. 

G. In reviewing the supporting data submitted for substitutions, the District and/or Architect will use 

for purposes of comparison all the characteristics of the specified material or equipment as they 

appear in the manufacturer's published data even though all the characteristics may not have been 

particularly mentioned in the Contract Documents.  If more than two (2) submissions of 

supporting data are required, the cost of reviewing the additional supporting data shall be borne by 

Contractor, and the District will deduct the costs from the Contract Price.  The Contractor shall be 

responsible for any re-design costs occasioned by District's acceptance and/or approval of any 

substitute. 

H. The Contractor shall, in the event that a substitute is less costly than that specified, credit the 

District with one hundred percent (100%) of the net difference between the substitute and the 

originally specified material.  In this event, the Contractor agrees to execute a deductive Change 

Order to reflect that credit.  In the event Contractor furnishes a material, process, or article more 

expensive than that specified, the difference in the cost of that material, process, or article so 

furnished shall be borne by Contractor. 

I. In no event shall the District be liable for any increase in Contract Price or Contract Time due to 

any claimed delay in the evaluation of any proposed substitute or in the acceptance or rejection of 

any proposed substitute. 

PART 2 – PRODUCTS Not Used. 

PART 3 – EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 26 00 

CHANGES IN THE WORK 

CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE PROVISIONS IN THE AGREEMENT, GENERAL 

CONDITIONS, AND SPECIAL CONDITIONS, IF USED, RELATED TO CHANGES AND/OR REQUESTS FOR 

CHANGES. 

END OF DOCUMENT 
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DOCUMENT 01 29 00 

APPLICATION FOR PAYMENT AND  
CONDITIONAL AND UNCONDITIONAL WAIVER AND RELEASE FORMS 

CONTRACTOR SHALL COMPLY WITH ALL PROVISIONS IN THE GENERAL CONDITIONS RELATED 
TO APPLICATIONS FOR PAYMENT AND/OR PAYMENTS. 
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CONDITIONAL WAIVER AND RELEASE 
ON PROGRESS PAYMENT 

(CIVIL CODE SECTION 8132) 

NOTICE:  THIS DOCUMENT WAIVES THE CLAIMANT'S LIEN, STOP PAYMENT NOTICE, AND 
PAYMENT BOND RIGHTS EFFECTIVE ON RECEIPT OF PAYMENT.  A PERSON SHOULD NOT RELY ON 
THIS DOCUMENT UNLESS SATISFIED THAT THE CLAIMANT HAS RECEIVED PAYMENT. 

Name of Claimant:    

Name of Customer:    

Job Location:    

Owner:    

Through Date:    

Conditional Waiver and Release 

This document waives and releases lien, stop payment notice, and payment bond rights the claimant has for labor 
and service provided, and equipment and material delivered, to the customer on this job through the Through Date 
of this document.  Rights based upon labor or service provided, or equipment or material delivered, pursuant to a 
written change order that has been fully executed by the parties prior to the date that this document is signed by the 
claimant, are waived and released by this document, unless listed as an Exception below. This document is effective 
only on the claimant's receipt of payment from the financial institution on which the following check is drawn: 

Maker of Check:    

Amount of Check:  $  

Check Payable to:    

Exceptions 

This document does not affect any of the following: 

(1) Retentions. 

(2) Extras for which the claimant has not received payment. 

(3) The following progress payments for which the claimant has previously given a conditional 
waiver and release but  has not received payment: 

Date(s) of waiver and release:    

Amount(s) of unpaid progress payment(s):  $  

(4) Contract rights, including (A) a right based on rescission, abandonment, or breach of contract, and 
(B) the right to recover compensation for work not compensated by the payment. 

Claimant's Signature:    



PARADISE CANYON ELEMENTARY SCHOOL 
PACKAGE 5 – NEW NORTH BUILDINGS 

5/15/2023 
APPLICATION FOR PAYMENT AND 

CONDITIONAL AND UNCONDITIONAL WAIVER AND 
RELEASE FORMS 

 DOCUMENT 01 29 00-3 
 

Claimant's Title:    

Date of Signature:    
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UNCONDITIONAL WAIVER AND RELEASE 
ON PROGRESS PAYMENT 

(CIVIL CODE SECTION 8134) 

NOTICE TO CLAIMANT:  THIS DOCUMENT WAIVES AND RELEASES LIEN, STOP PAYMENT NOTICE, 
AND PAYMENT BOND RIGHTS UNCONDITIONALLY AND STATES THAT YOU HAVE BEEN PAID FOR 
GIVING UP THOSE RIGHTS.  THIS DOCUMENT IS ENFORCEABLE AGAINST YOU IF YOU SIGN IT, 
EVEN IF YOU HAVE NOT BEEN PAID.  IF YOU HAVE NOT BEEN PAID, USE A CONDITIONAL WAIVER 
AND RELEASE FORM. 

Name of Claimant:    

Name of Customer:    

Job Location:    

Owner:    

Through Date:    

Unconditional Waiver and Release 

This document waives and releases lien, stop payment notice, and payment bond rights the claimant has for labor 
and service provided, and equipment and material delivered, to the customer on this job through the Through Date 
of this document.  Rights based upon labor or service provided, or equipment or material delivered, pursuant to a 
written change order that has been fully executed by the parties prior to the date that this document is signed by the 
claimant, are waived and released by this document, unless listed as an Exception below.  The claimant has received 
the following progress payment:  $  

Exceptions 

This document does not affect any of the following: 

(1) Retentions. 

(2) Extras for which the claimant has not received payment. 

(3) Contract rights, including (A) a right based on rescission, abandonment, or breach of contract, and 
(B) the right to recover compensation for work not compensated by the payment. 

Claimant's Signature:    

Claimant's Title:    

Date of Signature:    
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CONDITIONAL WAIVER AND RELEASE 
ON FINAL PAYMENT 

(CIVIL CODE SECTION 8136) 

NOTICE:  THIS DOCUMENT WAIVES THE CLAIMANT'S LIEN, STOP PAYMENT NOTICE, AND 
PAYMENT BOND RIGHTS EFFECTIVE ON RECEIPT OF PAYMENT.  A PERSON SHOULD NOT RELY ON 
THIS DOCUMENT UNLESS SATISFIED THAT THE CLAIMANT HAS RECEIVED PAYMENT. 

Name of Claimant:    

Name of Customer:    

Job Location:    

Owner:    

Conditional Waiver and Release 

This document waives and releases lien, stop payment notice, and payment bond rights the claimant has for labor 
and service provided, and equipment and material delivered, to the customer on this job.  Rights based upon labor or 
service provided, or equipment or material delivered, pursuant to a written change order that has been fully executed 
by the parties prior to the date that this document is signed by the claimant, are waived and released by this 
document, unless listed as an Exception below.  This document is effective only on the claimant's receipt of payment 
from the financial institution on which the following check is drawn: 

Maker of Check:    

Amount of Check:  $  

Check Payable to:    

Exceptions 

This document does not affect any of the following:    

Disputed claims for extras in the amount of:  $  

Claimant's Signature:    

Claimant's Title:    

Date of Signature:    
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UNCONDITIONAL WAIVER AND RELEASE 
ON FINAL PAYMENT 

(CIVIL CODE SECTION 8138) 

NOTICE TO CLAIMANT:  THIS DOCUMENT WAIVES AND RELEASES LIEN, STOP PAYMENT NOTICE, 
AND PAYMENT BOND RIGHTS UNCONDITIONALLY AND STATES THAT YOU HAVE BEEN PAID FOR 
GIVING UP THOSE RIGHTS.  THIS DOCUMENT IS ENFORCEABLE AGAINST YOU IF YOU SIGN IT, 
EVEN IF YOU HAVE NOT BEEN PAID.  IF YOU HAVE NOT BEEN PAID, USE A CONDITIONAL WAIVER 
AND RELEASE FORM. 

Name of Claimant:    

Name of Customer:    

Job Location:    

Owner:    

Unconditional Waiver and Release 

This document waives and releases lien, stop payment notice, and payment bond rights the claimant has for all labor 
and service provided, and equipment and material delivered, to the customer on this job.  Rights based upon labor or 
service provided, or equipment or material delivered, pursuant to a written change order that has been fully executed 
by the parties prior to the date that this document is signed by the claimant, are waived and released by this 
document, unless listed as an Exception below.  The claimant has been paid in full. 

Exceptions 

This document does not affect any of the following:    

Disputed claims for extras in the amount of: $  

Claimant's Signature:    

Claimant's Title:    

Date of Signature:    
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DOCUMENT 01 31 19 

PROJECT MEETINGS 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions; and 

B. Special Conditions. 

1.02 PROGRESS MEETINGS: 

A. Contractor shall schedule and hold regular weekly progress meetings after a minimum of one 

week's prior written notice of the meeting date and time to all Invitees as indicated below. 

B. Location: Contractor's field office. 

C. The Contractor shall notify and invite the following entities (“Invitees”): 

(1) District Representative. 

(2) Contractor. 

(3) Contractor's Project Manager. 

(4) Contractor's Superintendent. 

(5) Subcontractors, as appropriate to the agenda of the meeting. 

(6) Suppliers, as appropriate to the agenda of the meeting. 

(7) Construction Manager, if any. 

(8) Architect 

(9) Engineer(s), if any and as appropriate to the agenda of the meeting. 

(10) Others, as appropriate to the agenda of the meeting. 

D. The District's and/or the Architect’s Consultants will attend at their discretion, in response to the 
agenda. 

E. The District representative, the Construction Manager, and/or another District Agent shall take and 

distribute meeting notes to attendees and other concerned parties.  If exceptions are taken to 

anything in the meeting notes, those exceptions shall be stated in writing to the District within five 

(5) working days following District's distribution of the meeting notes. 
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1.03 PRE-INSTALLATION/PERFORMANCE MEETING: 

A. Contractor shall schedule a meeting prior to the start of each of the following portions of the 

Work: cutting and patching of plaster and roofing, and other weather-exposed and moisture-

resistant products.  Contractor shall invite all Invitees to this meeting, and others whose work may 

affect or be affected by the quality of the cutting and patching work. 

B. Contractor shall review in detail prior to this meeting, the manufacturer's requirements and 

specifications, applicable portions of the Contract Documents, Shop Drawings, and other 

submittals, and other related work.  At this meeting, invitees shall review and resolve conflicts, 

incompatibilities, or inadequacies discovered or anticipated. 

C. Contractor shall review in detail Project conditions, schedule, requirements for performance, 

application, installation, and quality of completed Work, and protection of adjacent Work and 

property. 

D. Contractor shall review in detail means of protecting the completed Work during the remainder of 

the construction period. 

PART 2 - PRODUCTS Not Used. 

PART 3 - EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 32 13 

SCHEDULING OF WORK 

PART 1 – GENERAL 

1.01 SECTION INCLUDES 

A. Construction Schedule procedures, preparation, submittal, updates, and revisions. 

1.02 RELATED REQUIREMENTS 

A. Master Facilities Lease.  

B. Section 01 11 00:  Summary of Work. 

C. Section 01 12 16:  Phasing of the Work. 

D. Section 01 29 73:  Schedule of Values Procedures. 

E. Section 01 29 76:  Progress Payment Procedures. 

F. Section 01 31 13:  Project Coordination. 

G. Section 01 33 00:  Submittal Procedures. 

H. Section 01 45 23:  Testing and Inspection. 

I. Section 01 50 00:  Construction Facilities and Temporary Controls.  

J. Section 01 78 36:  Warranty Procedures.  

1.03 PROCEDURES 

A. Within seven (7) calendar days after date of Notice to Proceed, Contractor shall submit to District 

Representative for review, a detailed Construction Schedule (“Preliminary Baseline Schedule”) 
setting forth all requirements for complete execution of the Work. 

B. Within three (3) calendar days after receipt of the District Representative’s review comments, 
submit a final Construction Schedule acceptable to District Representative (“Approved Baseline 
Schedule”). 

C. Include a written summary narrative sufficiently comprehensive to explain basis of Contractor’s 
approach to work. 

D. If a Construction Schedule is considered by District Representative to not be in compliance with 

any requirement of the Contract, Contractor will be notified to review and revise the Construction 

Schedule and bring it into compliance.  Failure of Contractor to submit a Construction Schedule in 

full compliance with the Contract Documents will result in withholding of progress payment in 

accordance with the General Conditions or Construction Services Agreement. The Construction 

Schedule is to be used in evaluating progress for payment approval. 

E. Subsequently with each Progress Payment Request, Contractor shall deliver to District 

Representative an updated Construction Schedule reflecting Work progress to the end of the 

Progress Payment Request period.  Each such Construction Schedule shall indicate actual progress 

to date in execution of the Work, together with a projected schedule for completion of all the Work. 

1.04 SCHEDULE SUBMITTAL PREPARATION GUIDELINES 

A. The Contract Work shall be scheduled and progress monitored using a Critical Path Method (CPM) 

network type scheduling system. Schedule shall be broken into sub-activities which shall, as a 

minimum, include all submittal approvals, all major trades, mobilization, temporary fencing, 

temporary utilities, hazardous material abatement, demolition work.  Scheduling system shall 

indicate all inter-relationships between construction activities. 
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B. Contractor shall utilize the Critical Path Method (CPM) in the development and maintenance of the 

construction schedule network.   

C. Duration and events indicated on schedule shall conform to phasing set forth in Special Conditions: 

Phasing of the Work and shall show any area or building within a particular phase.  Schedule shall 

indicate any and all Contract "milestone events" and other milestones agreed to by District 

Representative, but no other manually-imposed dates will be accepted unless approved by District 

Representative. 

D. Construction Schedule shall represent a practical plan to complete the Work within the Contract 

time requirement. 

1. A schedule extending beyond Contract time or less than Contract time will not be 

acceptable. 

2. A schedule found unacceptable by District Representative shall be revised by Contractor 

and resubmitted. 

E. Construction schedule shall clearly indicate sequence of construction activities, grouped by 

applicable phase and sorted by areas, buildings, or facilities within phase, and shall specifically 

indicate: 

1. Start and completion of all Work items, their major components, and interim milestone 

completion dates, as determined by Contractor and District Representative. 

2. Activities for procurement, delivery, installation of equipment, materials, and other 

supplies, including: 

a. Time for submittals, resubmittals, and reviews.  Include decision dates for 

selection of finishes. 

b. Time for manufactured products for the Work fabrication and delivery. 

c. Interdependence of procurement and construction activities. 

d. As applicable, dates for testing, balancing equipment, and final inspection. 

F. Schedule shall be in sufficient detail to assure adequate planning and execution of the Work.   

1. Each task activity shall range in duration from a 1 workday minimum to a ten (10) workday 

maximum and shall be total of actual days required for completion. The activity duration 

shall include consideration of weather impact on completion of that activity. 

2. Schedule shall be suitable, in judgment of District Representative, to allow monitoring and 

evaluation of progress in performance of the Work; it shall be calendar time-scaled. 

3. Activities shall include: 

a. Description; what is to be accomplished and where. 

b. Workday duration. 

c. Scheduled activities shall indicate continuous flow, from left to right. 

4. Contractor shall setup up the schedule calendar to identify workdays per week and shifts 

per day worked, non-work days, weekends and holidays.  

G. Failure to include any element of Work required for performance of this Contract shall not excuse 

Contractor from completing Work required to comply with the Contract Documents, 

notwithstanding acceptance of Construction Schedule. 

H. Submittal of Construction Schedule shall be understood to be Contractor’s confirmation that the 
schedule meets requirements of the Contract Documents, and that the Work will be executed in 

sequence indicated in schedule. 
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I. All Construction Schedule submittals shall be transmitted with a Letter of Transmittal and shall 

include three (3) copies and one reproducible copy of a sufficient agreed upon size and the electronic 

file of the schedule in the format as required by District Representative. 

1.05 REVIEWS, UPDATES, AND REVISIONS 

A. District Representative will review and return the initial submittal of Contractor’s Construction 
Schedule, with summary comments. If revisions are required, Contractor shall resubmit Schedule 

within three (3) calendar days following receipt of District Representative’s comments. 

B. After Contractor and District Representative agree to a baseline schedule, it will become the Project 

Construction Schedule (Approved Baseline Schedule).  No changes to the Baseline Schedule will 

be allowed unless approved by District Representative in writing. 

C. Contractor shall analyze and update the Project Construction Schedule: 

1. As part of monthly payment application, Contractor shall submit to and participate with 

District Representative in a schedule review to include: 

a. Actual start dates for Work items started during report period.  

b. The percent complete on activities that have actual start dates.  

c. Actual completion dates for Work items completed during report period. 

d. Estimated remaining duration for Work items in progress, which will not exceed 

original duration for activity. 

e. Estimated start dates for Work items scheduled to start during month following 

report period, if applicable. 

f. Changes in duration of Work items. 

2. In case of a change to Contractor’s planned sequence of Work, Contractor shall include a 
narrative report with updated progress schedule which shall include, but not be limited to, 

a description of problem areas, current and anticipated delaying factors, and any proposed 

revisions for a recovery plan. 

3. Change Orders affecting the scheduled completion date shall be clearly identified as 

separate and new activities integrated into the schedule at the appropriate time and in the 

appropriate sequence as reviewed and approved by District Representative. 

4. The Project Construction Schedule Review will not relieve Contractor of responsibility for 

accomplishing all Work in accordance with the Contract Documents. 

D. Updates:  Contractor shall submit to District Representative, with each payment application, an up-

to-date Project Construction Schedule.  Contractor submission of the Monthly Updated Project 

Construction Schedule is a condition precedent to District Representative’s approval of Progress 
Payments.  The Update Project Construction Schedule shall include the following: 

1. Work Item Report:  Detailing Work items and dependencies as indicated on the Schedule. 

2. Actual Start and End Dates of Activities under construction 

3. Separate listing of activities completed during reporting period. 

4. Separate listing of activities which are currently in progress, indicating their remaining 

duration and percentages completed. 

5. Separate listing of activities which are causing delay in Work progress. 

6. Narrative report to define problem areas, anticipated delays, and impact on the Project 

Construction Schedule.  Contractor shall report corrective action taken, or proposed, and 

its effect, including effect of changes on schedules of separate contractors. 
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7. Resolution of conflict between actual Work progress and schedule logic:  when out-of-

sequence activities develop in the Schedule because of actual construction progress, 

Contractor shall submit a revised schedule to conform to current job sequence and 

direction. 

E. If, according to current updated Project Construction Schedule, District Representative determines 

Contractor is behind schedule or any interim milestone completion dates will not be met, considering 

all time extensions to which Contractor is entitled, Contractor shall submit a revised construction 

schedule, or recovery schedule, showing a workable plan and a narrative description to complete 

the project on time.  Refer to General Conditions. 

F. Scheduling of change or extra Work orders is responsibility of Contractor. 

1. Contractor shall revise the Project Construction Schedule to incorporate all activities 

involved in completing change orders or extra Work orders and submit it to District 

Representative for review. 

G. If District Representative finds Contractor is entitled to extension of any completion date, under 

provisions of the Contract, District Representative’s determination of total number of days of 
extension will be based upon an analysis of the current Project Construction Schedule, and upon 

data relevant to the extension. 

H. Contractor acknowledges and agrees that delays to non-critical activities will not be considered a 

basis for a time extension unless activities become critical.   Non-critical activities are those 

activities which, when delayed, do not affect an interim or Substantial Completion date. 

I. Contractor shall allow Float time for inclement weather, Government Delay, and Project Float in 

the Baseline Schedule in accordance with the General Conditions.  The Inclement Weather Float 

and the Government Delay Float shall each be identified as a Critical Activity in the Baseline 

Schedule. No other activities may be concurrent with them. When rainfall at the Project site impacts 

Critical Path activities, Contractor may provide District Representative with a written request for a 

rain impact day describing the inclement weather delay on the Critical path activities. The inclement 

weather delay must be clearly indicated by a seventy-five percent (75%) decrease in the normal field 

labor workforce hours on Critical Path activities on the day in question as indicated by Contractor’s 
Daily reports from the day in question and the scheduled Work days prior to the day in question. 

Upon District Representative’s independent confirmation of the amount of rainfall and impact, 
District Representative will authorize Contractor to reduce the duration of the Rain Day Impact 

Allowance by one day. Rainfall on non-scheduled workdays shall not be granted as rain impact 

days. If the effects of rain from a non-scheduled Work day carry forward to a scheduled work day 

and impacts the Critical Path as noted above, then the scheduled work day will be considered 

impacted by rain. 

1.06 CONTRACTOR’S RESPONSIBILITY 

A. Nothing in these requirements shall be deemed to be an usurpation of Contractor’s authority and 
responsibility to plan and schedule Work as Contractor sees fit, subject to all other requirements of 

Contract Documents. 

B. Contractor shall provide at all times sufficient competent labor, materials, and equipment to properly 

carry on Work and to ensure completion of each part in accordance with Construction Schedule and 

within time allowed in the Contract. 

C. Contractor shall be responsible for ensuring that all submittals to the District Representative are 

accurate and consistent.  Damage, including extra time and cost, caused by inaccuracies from 

Contractor will be compensated by Contractor. 

1.07 SUSPENSION OF PAYMENTS 

A. Initial Submittal:  If Contractor fails to comply with the specified requirements, District 

Representative reserves the right to engage an independent scheduling consultant to fulfill these 

requirements.  Upon additional notice to Contractor, District Representative shall retain against 

Contractor all incurred costs for additional services. 
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B. Update Submittals:  District Representative has the right to withhold progress payments if 

Contractor fails to update and submit the Project Construction Schedule and reports as required by 

District Representative. 

1.08 RECORD COPY 

A. Prior to the Contract Completion, Contractor shall submit the Project Construction Schedule 

showing the as-built sequence. The as-built schedule shall have all activities with actual start and 

end dates. 

PART 2 – PRODUCTS (Not Used) 

PART 3 – EXECUTION (Not Used) 

 

END OF DOCUMENT 
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DOCUMENT 01 33 00 

SUBMITTALS 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 
document, including without limitation: 

A. General Conditions, including, without limitation, Contractor’s Submittals and Schedules, 
Drawings and Specifications; 

B. Special Conditions. 

1.02 SECTION INCLUDES: 

A. Definitions: 

(1) Shop Drawings and Product Data are as indicated in the General Conditions and include, 
but are not limited to, fabrication, erection, layout and setting drawings, formwork and 
falsework drawings, manufacturers' standard drawings, descriptive literature, catalogues, 
brochures, performance and test data, wiring and control diagrams.  In addition, there are 
other drawings and descriptive data pertaining to materials, equipment, piping, duct and 
conduit systems, and methods of construction as may be required to show that the 
materials, equipment or systems and all positions conform to the requirement of the 
Contract Documents, including, without limitation, the Drawings. 

(2) "Manufactured" applies to standard units usually mass-produced; "fabricated" means 
specifically assembled or made out of selected materials to meet design requirements.  
Shop Drawings shall establish the actual detail of manufactured or fabricated items, 
indicated proper relation to adjoining work and amplify design details of mechanical and 
electrical equipment in proper relation to physical spaces in the structure. 

(3) Manufacturer's Instructions: Where any item of Work is required by the Contract 
Documents to be furnished, installed, or performed, at a minimum, in accordance with a 
specified product manufacturer's instructions, the Contractor shall procure and distribute 
copies of these to the District, the Architect, and all other concerned parties and shall 
furnish, install, or perform the work, at a minimum, in accordance with those instructions. 

B. Samples, Shop Drawings, Product Data, and other items as specified, in accordance with the 
following requirements: 

(1) Contractor shall submit all Shop Drawings, Product Data, and Samples to the District, the 
Architect, the Project Inspector, and the Construction Manager. 

(2) Contractor shall comply with all time frames herein and in the General Conditions and, in 
any case, shall submit required information in sufficient time to permit proper 
consideration and action before ordering any materials or items represented by such Shop 
Drawings, Product Data, and/or Samples.   

(3) Contractor shall allow sufficient time so that no delay occurs due to required lead time in 
ordering or delivery of any item to the Site.  Contractor shall be responsible for any delay 
in progress of Work due to its failure to observe these requirements. 
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(4) Time for completion of Work shall not be extended on account of Contractor's failure to 
promptly submit Shop Drawings, Product Data, and/or Samples. 

(5) Reference numbers on Shop Drawings shall have Architectural and/or Engineering 
Contract Drawings reference numbers for details, sections, and “cuts” shown on Shop 
Drawings.  These reference numbers shall be in addition to any numbering system that 
Contractor chooses to use or has adopted as standard. 

(6) When the magnitude or complexity of submittal material prevents a complete review 
within the stated time frame, Contractor shall make this submittal in increments to avoid 
extended delays. 

(7) Contractor shall certify on submittals for review that submittals conform to Contract 
requirements.  Also certify that Contractor-furnished equipment can be installed in 
allocated space.  In event of any variance, Contractor shall specifically state in transmittal 
and on Shop Drawings, portions vary and require approval of a substitute.  Submittals 
shall not be used as a means of requesting a substitution.  

(8) Unless specified otherwise, sampling, preparation of samples, and tests shall be in 
accordance with the latest standard of the American Society for Testing and Materials. 

(9) Upon demand by Architect or District, Contractor shall submit samples of materials 
and/or articles for tests or examinations and consideration before Contractor incorporates 
same in Work.  Contractor shall be solely responsible for delays due to sample(s) not 
being submitted in time to allow for tests.  Acceptance or rejection will be expressed in 
writing.  Work shall be equal to approved samples in every respect.  Samples that are of 
value after testing will remain the property of Contractor. 

C. Submittal Schedule: 

(1) Contractor shall prepare its proposed submittal schedule that is coordinated with the 
proposed construction schedule and submit both to the District within ten (10) days after 
the date of the Notice to Proceed.  Contractor's proposed schedules shall become the 
Project Construction Schedule and the Project Submittal Schedule after each is approved 
by the District. 

(2) Contractor is responsible for all lost time should the initial submittal be rejected, marked 
"revise and resubmit", etc. 

(3) All Submittals shall be forwarded to the District by the date indicated on the approved 
Submittal Schedule, unless an earlier date is necessary to maintain the Construction 
Schedule, in which case those Submittals shall be forwarded to the District so as not to 
delay the Construction Schedule. 

(4) Contractor may be assessed $100 a day for each day it is late in submitting a shop 
drawing or sample.  No extensions of time will be granted to Trade Contractor or any 
Subcontractor because of its failure to have shop drawings and samples submitted in 
accordance with the Schedule.   

1.03 SHOP DRAWINGS: 

A. Contractor shall submit one reproducible transparency/ pdf file and six (6) opaque reproductions.  
The District will review and return the reproducible copy and one (1) opaque reproduction to 
Contractor. 
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B. Before commencing installation of any Work, the Contractor shall submit and receive approval of 
all drawings, descriptive data, and material list(s) as required to accomplish Work. 

C. Review of Shop Drawings is regarded as a service to assist Contractor and in all cases original 
Contract Documents shall take precedence as outlined under General Conditions. 

D. No claim for extra time or payment shall be based on work shown on Shop Drawings unless the 
claim is (1) noted on Contractor's transmittal letter accompanying Shop Drawings and (2) 
Contractor has complied with all applicable provisions of the General Conditions, including, 
without limitation, provisions regarding changes and payment, and all required written approvals. 

E. District shall not review Shop Drawings for quantities of materials or number of items supplied. 

F. District's and/or Architect’s review of Shop Drawing will be general.  District and/or Architect 
review does not relieve Contractor of responsibility for dimensions, accuracy, proper fitting, 
construction of Work, furnishing of materials, or Work required by Contract Documents and not 
indicated on Shop Drawings.  The District’s and/or Architect’s review of Shop Drawings is not to 
be construed as approving departures from Contract Documents. 

G. Review of Shop Drawings and Schedules does not relieve Contractor from responsibility for any 
aspect of those Drawings or Schedules that is a violation of local, County, State, or Federal laws, 
rules, ordinances, or rules and regulations of commissions, boards, or other authorities or utilities 
having jurisdiction. 

H. Before submitting Shop Drawings for review, Contractor shall check Shop Drawings of its 
subcontractors for accuracy, and confirm that all Work contiguous with and having bearing on 
other work shown on Shop Drawings is accurately drawn and in conformance with Contract 
Documents. 

I. Submitted drawings and details must bear stamp of approval of Contractor: 

(1) Stamp and signature shall clearly certify that Contractor has checked Shop Drawings for 
compliance with Drawings. 

(2) If Contractor submits a Shop Drawing without an executed stamp of approval, or 
whenever it is evident (despite stamp) that Drawings have not been checked, the District 
and/or Architect will not consider them and will return them to the Contractor for 
revision and resubmission.  In that event, it will be deemed that Contractor has not 
complied with this provision and Contractor shall bear risk of all delays to same extent as 
if it had not submitted any Shop Drawings or details. 

J. Submission of Shop Drawings (in either original submission or when resubmitted with correction) 
constitutes evidence that Contractor has checked all information thereon and that it accepts and is 
willing to perform Work as shown. 

K. Contractor shall pay for cost of any changes in construction due to improper checking and 
coordination.  Contractor shall be responsible for all additional costs, including coordination.  
Contractor shall be responsible for costs incurred by itself, the District, the Architect, the Project 
Inspector, the Construction Manager, any other Subcontractor or contractor, etc., due to 
improperly checked and/or coordination of submittals. 

L. Shop Drawings must clearly delineate the following information: 

(1) Project name and address. 

(2) Specification number and description. 
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(3) Architect's name and project number. 

(4) Shop Drawing title, number, date, and scale. 

(5) Names of Contractor, Subcontractor(s) and fabricator. 

(6) Working and erection dimensions. 

(7) Arrangements and sectional views. 

(8) Necessary details, including complete information for making connections with other 
Work. 

(9) Kinds of materials and finishes. 

(10) Descriptive names of materials and equipment, classified item numbers, and locations at 
which materials or equipment are to be installed in the Work.  Contractor shall use same 
reference identification(s) as shown on Contract Drawings. 

M. Contractor shall prepare composite drawings and installation layouts when required to solve tight 
field conditions. 

(1) Shop Drawings shall consist of dimensioned plans and elevations and must give complete 
information, particularly as to size and location of sleeves, inserts, attachments, openings, 
conduits, ducts, boxes, structural interferences, etc. 

(2) Contractor shall coordinate these composite Shop Drawings and installation layouts in 
the field between itself and its Subcontractor(s) for proper relationship to the Work, the 
work of other trades, and the field conditions.  The Contractor shall check and approve all 
submittal(s) before submitting them for final review. 

1.04 PRODUCT DATA OR NON REPRODUCIBLE SUBMITTALS: 

A. Contractor shall submit manufacturer's printed literature in original form.  Any fading type of 
reproduction will not be accepted.  Contract must submit a minimum of six (6) each, to the 
District.  District shall return one (1) to the Contractor, who shall reproduce whatever additional 
copies it requires for distribution. 

B. Contractor shall submit six (6) copies of a complete list of all major items of mechanical, 
plumbing, and electrical equipment and materials in accordance with the approved Submittal 
Schedule, except as required earlier to comply with the approved Construction Schedule.  Other 
items specified are to be submitted prior to commencing Work.  Contractor shall submit items of 
like kind at one time in a neat and orderly manner.  Partial lists will not be acceptable. 

C. Submittals shall include manufacturer's specifications, physical dimensions, and ratings of all 
equipment.  Contractor shall furnish performance curves for all pumps and fans.  Where printed 
literature describes items in addition to that item being submitted, submitted item shall be clearly 
marked on sheet and superfluous information shall be crossed out.  If highlighting is used, 
Contractor shall mark all copies. 

D. Equipment submittals shall be complete and include space requirements, weight, electrical and 
mechanical requirements, performance data, and supplemental information that may be requested. 

E. Imported Materials Certification must be submitted at least ten (10) days before material is 
delivered. 
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1.05 SAMPLES: 

A. Contractor shall submit for approval Samples as required and within the time frame in the 
Contract Documents.  Materials such as concrete, mortar, etc., which require on-site testing will be 
obtained from Project Site. 

B. Contractor shall submit four (4) samples except where greater or lesser number is specifically 
required by Contract Documents including, without limitation, the Specifications. 

(1) Samples must be of sufficient size and quality to clearly illustrate functional 
characteristics, with integrally related parts and attachment devices. 

(2) Samples must show full range of texture, color, and pattern. 

C. Contractor shall make all Submittals, unless it has authorized Subcontractor(s) to submit and 
Contractor has notified the District in writing to this effect. 

D. Samples to be shipped prepaid or hand-delivered to the District. 

E. Contractor shall mark samples to show name of Project, name of Contractor submitting, Contract 
number and segment of Work where representative Sample will be used, all applicable 
Specifications Sections and documents, Contract Drawing Number and detail, and ASTM or FS 
reference, if applicable. 

F. Contractor shall not deliver any material to Site prior to receipt of District's and/or Architect’s 
completed written review and approval.  Contractor shall furnish materials equal in every respect 
to approved Samples and execute Work in conformance therewith. 

G. District's and/or Architect’s review, acceptance, and/or approval of Sample(s) will not preclude 
rejections of any material upon discovery of defects in same prior to final acceptance of completed 
Work. 

H. After a material has been approved, no change in brand or make will be permitted. 

I. Contractor shall prepare its Submittal Schedule and submit Samples of materials requiring 
laboratory tests to specified laboratory for testing not less than ninety (90) days before such 
materials are required to be used in Work. 

J. Samples which are rejected must be resubmitted promptly after notification of rejection and be 
marked "Resubmitted Sample" in addition to other information required. 

K. Field Samples and Mock-Ups are to be removed by Contractor at District’s direction: 

(1) Size: As Specified. 

(2) Furnish catalog numbers and similar data, as requested. 

1.06 REVIEW AND RESUBMISSION REQUIREMENTS: 

A. The District will arrange for review of Sample(s), Shop Drawing(s), Product Data, and other 
submittal(s) by appropriate reviewer and return to Contractor as provided below within twenty-one 
(21) days after receipt or within twenty-one (21) days after receipt of all related information 
necessary for such review, whichever is later. 

B. One (1) copy of product or materials data will be returned to Contractor with the review status. 
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C. Samples to be incorporated into the Work will be returned to Contractor, together with a written 
notice designating the Sample with the appropriate review status and indicating errors discovered 
on review, if any.  Other Samples will not be returned, but the same notice will be given with 
respect thereto, and that notice shall be considered a return of the Sample. 

D. Contractor shall revise and resubmit any Sample(s), Shop Drawing(s), Product Data, and other 
submittal(s) as required by the reviewer.  Such resubmittals will be reviewed and returned in the 
same manner as original Sample(s), Shop Drawing(s), Product Data, and other submittal(s), within 
fourteen (14) days after receipt thereof or within fourteen (14) days after receipt of all related 
information necessary for such review.  Such resubmittal shall not delay the Work. 

E. Contractor may proceed with any of the Work covered by Sample(s), Shop Drawing(s), Product 
Data, and other submittal(s) upon its return if designated as no exception taken, or revise as noted, 
provided the Contractor proceeds in accordance with the District and/or the Architect’s notes and 
comments. 

F. Contractor shall not begin any of the work covered by a Sample(s), Shop Drawing(s), Product 
Data, and other submittal(s), designated as revise and resubmit or rejected, until a revision or 
correction thereof has been reviewed and returned to Contractor. 

G. Sample(s), Shop Drawing(s), Product Data, and other submittal(s) designated as revise and 
resubmit or rejected and requiring resubmittal, shall be revised or corrected and resubmitted to the 
District no later than fourteen (14) days or a shorter period as required to comply with the 
approved Construction Schedule, after its return to Contractor. 

H. Neither the review nor the lack of review of any Sample(s), Shop Drawing(s), Product Data, and 
other submittal(s) shall waive any of the requirements of the Contract Documents, or relieve 
Contractor of any obligation thereunder. 

I. District's and/or Architect’s review of Shop Drawings does not relieve the Contractor of 
responsibility for any errors that may exist.  Contractor is responsible for the dimensions and 
design of adequate connections and details and for satisfactory construction of all the Work. 

PART 2 – PRODUCTS Not Used. 

PART 3 - EXECUTION Not Used. 
END OF DOCUMENT 
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DOCUMENT 01 35 13.23 

SITE STANDARDS 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including without limitation, Site Access, Conditions, and Regulations; 

B. Special Conditions; 

C. Drug-Free Workplace Certification; 

D. Tobacco-Free Environment Certification; 

E. Criminal Background Investigation/Fingerprinting Certification; 

F. Temporary Facilities and Controls. 

1.02 REQUIREMENTS OF THE DISTRICT: 

A. Drug-Free Schools and Safety Requirements: 

(1) All school sites and other District Facilities have been declared “Drug-Free Zones.”  No 
drugs, alcohol and/or smoking are allowed at any time in any buildings and/or grounds on 

District property.  No students, staff, visitors, or contractors are to use drugs on these 

sites. 

(2) Smoking and the use of tobacco products by all persons is prohibited on or in District 

property.  District property includes school buildings, school grounds, school-owned 

vehicles and vehicles owned by others while on District property. Contractor shall post: 

"Non-Smoking Area" in a highly visible location in each work area, staging area, and 

parking area.  Contractor may designate a smoking area outside of District property 

within the public right-of-way, provided that this area remains quiet and unobtrusive to 

adjacent neighbors.  This smoking area is to be kept clean at all times. 

(3) Contractor shall ensure that no alcohol, firearms, weapons, or controlled substances enter 

or are used at the Site.  Contractor shall immediately remove from the Site and terminate 

the employment of any employee(s) found in violation of this provision. 

B. Language:  Profanity or other unacceptable and/or loud language will not be tolerated, "Cat calls" 

or other derogatory language toward students, staff, volunteers, parents or public will not be 

allowed. 

C. Disturbing the Peace (Noise and Lighting): 

(1) Contractor shall observe the noise ordinance of the Site at all times including, without 

limitation, all applicable local, city, and/or state laws, ordinances, and/or regulations 

regarding noise and allowable noise levels. 
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(2) The use of radios, etc., shall be controlled to keep all sound at a level that cannot be heard 

beyond the immediate area of use.  District reserves the right to prohibit the use of radios 

at the Site, except for mobile phones or other handheld communication radios. 

(3) If portable lights are used after dark, all light must be located so as not to direct light into 

neighboring property. 

D. Traffic: 

(1) Driving on the Premises shall be limited to periods when students and public are not 

present.  If driving or deliveries must be made during the school hours, two (2) or more 

ground guides shall lead the vehicle across the area of travel.  In no case shall driving 

take place across playgrounds or other pedestrian paths during recess, lunch, and/or class 

period changes.  The speed limit on-the Premises shall be five (5) miles per hour 

(maximum) or less if conditions require. 

(2) All paths of travel for deliveries, including without limitation, material, equipment, and 

supply deliveries, shall be reviewed and approved by District in advance.  Any damage 

will be repaired to the pre-damaged condition by the Contractor. 

(3) District shall designate a construction entry to the Site.  If Contractor requests, District 

determines it is required, and to the extent possible, District shall designate a staging area 

so as not to interfere with the normal functioning of school facilities.  Location of gates 

and fencing shall be approved in advance with District and at Contractor's expense. 

(4) Parking areas shall be reviewed and approved by District in advance.  No parking is to 

occur under the drip line of trees or in softscape areas that could otherwise be damaged. 

E. All of the above shall be observed and complied with by the Contractor and all workers on the 

Site.  Failure to follow these directives could result in individual(s) being suspended or removed 

from the work force at the discretion of the District.  The same rules and regulations shall apply 

equally to delivery personnel, inspectors, consultants, and other visitors to the Site. 

PART 2 - PRODUCTS Not Used. 

PART 3 - EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 41 00 

REGULATORY REQUIREMENTS 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Obtaining of Permits, Licenses and 

Registrations and Work to Comply with All Applicable Laws and Regulations; 

B. Special Conditions; and 

C. Quality Control. 

1.02 DESCRIPTION: 

This section covers the general requirements for regulatory requirements pertaining to the Work and is 

supplementary to all other regulatory requirements mentioned or referenced elsewhere in the Contract 

Documents. 

1.03 REQUIREMENTS OF REGULATORY AGENCIES: 

A. All statutes, ordinances, laws, rules, codes, regulations, standards, and the lawful orders of all 

public authorities having jurisdiction over the Work, are hereby incorporated into these Contract 

Documents as if repeated in full herein and are intended to be included in any reference to Code or 

Building Code, unless otherwise specified, including, without limitation, the references in the list 

below.  Contractor shall make available at the Site copies of all the listed documents applicable to 

the Work as the District and/or Architect may request, including, without limitation, applicable 

portions of the California Code of Regulations ("CCR").  

(1) 2025 California Building Standards Administrative Code, Part 1, Title 24, CCR. 

(2) 2022 California Building Code (CBC), Part 2, Title 24, CCR; (International Building 

Code volumes 1-2 and California Amendments). 

(3) 2022 California Electrical Code (CEC), Part 3, Title 24, CCR; (National Electrical Code 

and California Amendments). 

(4) 2022 California Mechanical Code (CMC), Part 4, Title 24, CCR; (Uniform Mechanical 

Code and California Amendments). 

(5) 2022 California Plumbing Code (CPC), Part 5, Title 24, CCR; (Uniform Plumbing Code 

and California Amendments). 

(6) 2022 California Fire Code (CFC), Part 9, Title 24, CCR; (International Fire Code and 

California Amendments). 

(7) 2022 California Referenced Standards Code, Part 12, Title 24, CCR. 

(8) State Fire Marshal Regulations, Public Safety, Title 19, CCR. 
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(9) Partial List of Applicable National Fire Protection Association (NFPA) Standards: 

(a) NFPA 13 - Automatic Sprinkler System. 

(b) NFPA 14 - Standpipes Systems. 

(c) NFPA 17A - Wet Chemical System 

(d) NFPA 24 - Private Fire Mains. 

(e) (California Amended) NFPA 72 - National Fire Alarm Codes. 

(f) NFPA 253 - Critical Radiant Flux of Floor Covering System. 

(g) NFPA 2001 - Clean Agent Fire Extinguishing Systems. 

(10) California Division of the State Architect interpretation of Regulations (“DSA IR”), 
including, without limitation: 

(a) DSA IR A-6 — Construction Change Document Submittal and Approval 

Processes. 

(b) DSA IR A-7 — Project Inspector Certification and Approval. 

(c) DSA IR A-8 — Project Inspector and Assistant Inspector Duties and 

Performance. 

(11) DSA Procedures (“DSA PR”) 

(a) DSA PR 13-01 – Construction Oversight Process 

(b) DSA PR 13-02 – Project Certification Process 

B. This Project shall be governed by applicable regulations, including, without limitation, the State of 

California’s  Administrative Regulations for the Division of the State Architect-Structural Safety 

(DSA/SS), Chapter 4, Part 1, Title 24, CCR, and the most current version on the date the bids are 

opened and as it pertains to school construction including, without limitation: 

(1) Test and testing laboratory per Section 4-335.  District shall pay for the testing 

laboratory. 

(2) Special inspections per Section 4-333(c). 

(3) Deferred Approvals per section 4-317(g). 

(4) Verified reports per Sections 4-336 & 4-343(c). 

(5) Duties of the Architect & Engineers shall be per Sections 4-333(a) and 4-341. 

(6) Duties of the Contractor shall be per Section 4-343. 

(7) Duties of Project Inspector shall be per Section 4-334. 

(8) Addenda and Construction Change Documents per Section 4-338. 
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Contractor shall keep and make available all applicable parts of the most current version of Title 

24 referred to in the plans and specifications at the Site during construction. 

C. Items of deferred approval shall be clearly marked on the first sheet of the Architect’s and/or 
Engineer's approved Drawings.  All items later submitted for approval shall be per Title 24 

requirements to the DSA. 

(1) Contractor shall submit the following to Architect for review and endorsement: 

(a) Product information on proposed material/system supplier. 

(b) Drawings, specifications, and calculations prepared, signed, and stamped by an 

architect or engineer licensed in the State of California for that portion of the 

Work. 

(c) All other requirements as may be required by DSA. 

(2) Cost of preparing and submitting documentation per DSA Deferred Approval 

requirements including required modifications to Drawings and Specifications, whether 

or not indicated in the Contract Documents, shall be borne by Contractor. 

(3) Contractor shall not begin fabrication and installation of deferred approval items without 

first obtaining DSA approval of Drawings and Specifications. 

PART 2 – PRODUCTS Not Used. 

PART 3 – EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 41 11 

 

CEQA MITIGATION MEASURES 

 

PART 1 – GENERAL 

1.01 SECTION INCLUDES: 

A. This Section specifies administrative and procedural requirements governing California 

Environmental Quality Act (CEQA) Mitigation Measures.  

1.02 RELATED SECTIONS: 

A. General Conditions, including, without limitation, Obtaining of Permits, Licenses and 

Registrations and Work to Comply with All Applicable Laws and Regulations; 

B. Special Conditions; and 

C. Quality Control. 

PART 2 – PRODUCTS (Not applicable) 

PART 3 – EXECUTION 

3.01 CEQA Mitigation Measure (MM) Requirements for Contractor: 

Refer to the attached Mitigation Monitoring and Reporting Program. Contractor shall perform all 

items where the Contractor or Site Contractor is listed as the “Responsible/Monitoring Party” 

 

END OF SECTION 01 41 11
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MITIGATION, MONITORING, AND REPORTING PROGRAM 

 

The Mitigation Monitoring and Reporting Program (MMRP) has been prepared in conformance with § 21081.6 of the Public 

Resources Code and § 15097 of the CEQA Guidelines, which require all state and local agencies to establish monitoring or 

reporting programs whenever approval of a project relies upon a Mitigated Negative Declaration (MND) or an Environmental 

Impact Report (EIR). The MMRP ensures implementation of the measures being imposed to mitigate or avoid the significant 

adverse environmental impacts identified through the use of monitoring and reporting. Monitoring is generally an ongoing or 

periodic process of project oversight; reporting generally consists of a written compliance review that is presented to the 

decision-making body or authorized staff person.  

It is the intent of the MMRP to: (1) provide a framework for document implementation of the required mitigation; (2) identify 

monitoring/reporting responsibility; (3) provide a record of the monitoring/reporting; and (4) ensure compliance with those 

mitigation measures that are within the responsibility of the La Cañada Unified School District (District) to implement.  

The following table lists impacts, mitigation measures adopted by the District in connection with approval of the proposed 

Project, responsible and monitoring parties, monitoring action, the project phase in which the measures are to be 

implemented, and enforcement agency.
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

BIOLOGICAL RESOURCES 

Threshold 4-a): Would the 

project have a substantial 

adverse effect, either 

directly or through habitat 

modifications, on any 

species identified as a 

candidate, sensitive, or 

special-status species in 

local or regional plans, 

policies, or regulations, or 

by the California 

Department of Fish and 

Wildlife or US Fish and 

Wildlife Service? 

MM BIO-1 Preconstruction Breeding Bird Survey 

In the event that Project construction or activities occur during 

February 15 through August 31, a qualified biologist shall 

complete a survey for nesting bird activity within the Project site 

and a 500-foot buffer (as access to adjacent areas allows), 

including areas with increased impacts resulting from noise 

disturbances, human activity, dust, vegetation clearing, ground-

disturbing activities (e.g., staging, access, excavation, grading), 

and vibrations caused by heavy equipment. Nesting bird surveys 

shall be conducted at appropriate nesting times and concentrate 

on potential roosting or perch sites. A qualified biologist shall 

conduct bird surveys no more than 14 days prior to removing 

any trees or buildings to provide confirmation on the presence or 

absence of active nests in affected trees or buildings. Surveys 

shall be conducted should construction commence in areas not 

previously surveyed and in previously surveyed areas that have 

been undisturbed for at least 14 days prior to recommencing 

work for the duration during the bird nesting season.  

If an active nest is found, a qualified biologist shall determine 

the nesting status and set up a species-appropriate no-work 

buffer that should be no less than 300 feet initially (500 feet for 

raptor nests) or as determined by a qualified biologist depending 

on the species and location. Buffers shall be marked around the 

active nest site as directed by the qualified biologist and 

maintained during Project construction and activities. Buffers 

shall be increased if needed to protect the nesting birds. 

Removal of the affected trees or buildings shall be deferred, no 

additional Project activities shall be allowed inside buffers, and 

construction personnel shall be restricted from the area until a 

District 
Field 

verification 

1. La Cañada Unified 

School District 

2. During Project 

construction 
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

qualified biologist has determined that the birds have fledged 

and are no longer reliant upon the nest or parental care for 

survival. Construction personnel shall be instructed on the 

sensitivity of buffered areas. The buffer perimeter shall be 

fenced or adequately demarcated. A qualified biologist shall 

serve as a construction monitor during those periods when 

Project activities would occur near active nest areas to ensure 

that no inadvertent impacts on these nests would occur. Buffer 

fencing shall be constructed with materials that are not harmful 

to wildlife. Prohibited materials shall include, but are not limited 

to, spikes, glass, razor, or barbed wire. 

Vegetation clearing and grubbing activities when birds are likely 

to be nesting shall be monitored by a qualified biologist. Such 

activities shall only occur when a qualified biologist is present to 

ensure that these activities remain within the Project footprint 

(i.e., outside the demarcated buffer), that flagging/stakes/fencing 

are being maintained, and to minimize the likelihood that active 

nests are abandoned or fail due to Project activities. 

MM BIO-2 Pre-Construction Clearance Survey 

A qualified biologist shall conduct a preconstruction clearance 

survey prior to vegetation removal to search for special-status 

wildlife resources that may be present within the construction 

area. The biologist shall be thoroughly familiar with the habitat 

requirements and life histories of special-status species that 

could occur. Should the special-status species, such as the 

legless lizard be detected, the biological shall either recommend 

an avoidance area or if avoidance is not possible then the 

biologist shall relocate the lizard out of harm’s way in 
accordance with CDFW recommendations. The biologist shall 

submit survey results, including negative results, to CDFW 

following the survey and prior to the start of construction. 

District 

Field 

verification 

and survey 

results 

1. La Cañada Unified 

School District/ 

California Department 

of Fish and Wildlife 

2. During Project 

construction 
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

MM BIO-3 Bat Protection 

A qualified bat biologist shall conduct a bat survey within a 500-

foot buffer (as access to adjacent areas allows) of the school, to 

identify trees and/or structures that could provide daytime and/or 

nighttime roost sites. Surveys shall include all areas that would 

experience increased impacts resulting from noise disturbances, 

human activity, dust, vegetation clearing, ground-disturbing 

activities (e.g., staging, access, excavation, grading), and 

vibrations caused by heavy equipment. If suitable roosting 

habitat is present, then acoustic recognition technology may be 

required to maximize detection of bats. Survey methodology and 

results, including negative findings, should be submitted to the 

California Department of Fish and Wildlife (CDFW) for review 

two weeks prior to initiation of Project activities. Should it be 

determined that roosting bats are present in the survey area and 

may be impacted during Project construction, the qualified bat 

biologist would coordinate with CDFW to identify avoidance 

and minimization measures and/or mitigation measures, such as 

seasonal exclusions, creation of new or replacement 

roofing/roosting habitat, installation of one-way doors that allow 

bats to exit but prevent bat reentry, to reduce impacts to bats to a 

level below significance.  

District 

Field 

verification 

and survey 

results 

1. La Cañada Unified 

School District/ 

California Department 

of Fish and Wildlife 

2. During Project 

construction 
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

CULTURAL RESOURCES 

4.5-b Would the 

project cause a substantial 

adverse change in the 

significance of an 

archaeological resource 

pursuant to Section 

15064.5? 

 

MM CUL-1 Archaeological Resources Inadvertent Discovery 

In the event that any subsurface cultural resources are 

encountered during earth-moving activities, all work within 50 

feet shall be halted until an archaeologist can evaluate the 

findings and make recommendations. Prehistoric materials can 

include flaked-stone tools (e.g., projectile points, knives, 

choppers) or obsidian, chert, or quartzite toolmaking debris; 

culturally darkened soil (i.e., midden soil often containing heat-

affected rock, ash, and charcoal, shellfish remains, and cultural 

materials); and stone milling equipment (e.g., mortars, pestles, 

handstones). Historical materials might include wood, stone, or 

concrete footings, walls, and other structural remains; debris-

filled wells or privies; and deposits of wood, metal, glass, 

ceramics, and other refuse. The archaeologist may evaluate the 

find in accordance with federal, state, and local guidelines, 

including those set forth in the California Public Resources 

Code Section 21083.2, to assess the significance of the find and 

identify avoidance or other measures as appropriate. If suspected 

prehistoric or historical archaeological deposits are discovered 

during construction, all work within the immediate area of the 

discovery shall be redirected and the find must be evaluated by a 

qualified archaeologist meeting the Secretary of the Interior’s 
Professional Qualifications Standards for archaeology.  

District 
Field 

verification 

1. La Cañada Unified 

School District 

2. During construction 

earth disturbance 
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

GEOLOGY AND SOILS 

4.7-f Would the 

project directly or 

indirectly destroy a unique 

paleontological resource 

or site or unique geologic 

feature? 

 

MM GEO-1 Paleontological Resources 

If paleontological resources are encountered during construction 

or the course of any ground-disturbance activities, all such 

activities within 50 feet of the find shall halt immediately. La 

Cañada Unified School District shall consult with a qualified 

paleontologist to determine the significance of the find. The 

assessment will follow SVP standards as delineated in the 

Standard Procedures for the Assessment and Mitigation of 

Adverse Impacts to Paleontological Resources (2010). If any 

find is determined to be significant, appropriate avoidance 

measures recommended by the consultant and approved by the 

La Cañada Unified School District must be followed unless 

avoidance is determined to be infeasible by the District. If 

avoidance is infeasible, other appropriate measures (e.g., data 

recovery, excavation) shall be instituted. 

If the fossils are determined to be significant, then the SVP-

qualified paleontologist shall prepare and implement a data 

recovery plan. The plan shall include, but not be limited to, the 

following measures:  

• The paleontologist shall ensure that all significant fossils 

collected are cleaned, identified, catalogued, and 

permanently curated with an appropriate institution with a 

research interest in the materials (which may include the 

Natural History Museum of Los Angeles County); 

• The paleontologist shall ensure that specialty studies are 

completed, as appropriate, for any significant fossil 

collected; and 

District 
Field 

verification 

1. La Cañada Unified 

School District 

2. During construction 

earth disturbance 
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

• The paleontologist shall ensure that curation of fossils is 

completed in consultation with the City. A letter of 

acceptance from the curation institution shall be submitted 

to La Cañada Unified School District. 

HAZARDS AND HAZARDOUS MATERIALS 

4.9-b    Create a 

significant hazard to the 

public or the environment 

through reasonably 

foreseeable upset and 

accident conditions 

involving the release of 

hazardous materials into 

the environment? 

MM HAZ-1 Hazardous Building Materials Abatement 

Due to the potential presence of polychlorinated biphenyl 

(PCB)-containing caulk, lead-containing paints and coatings, 

and asbestos-containing materials (ACMs) on the Project site, a 

Hazardous Material Abatement Plan shall be prepared which 

shall incorporate the Limited Asbestos and Lead Survey Report 

(December 21, 2022) results. 

Prior to the commencement of demolition, the general contractor 

shall prepare a detailed Hazardous Material Abatement Plan in 

accordance with regulatory requirements and the findings of the 

Limited Asbestos and Lead Survey Report (December 21, 

2022). This plan shall be approved by the appropriate agencies 

prior to ground-disturbing activities. The Hazardous Material 

Abatement Plan shall be implemented prior to and during 

demolition activities to ensure that any hazardous materials on 

the Project site are properly identified, removed, and disposed of 

off-site at a landfill that can accept hazardous materials, and are 

removed from the site to prevent exposure to workers and the 

general public. 

The Hazardous Material Abatement Plan shall include a site-

specific scope of work and specifications for the proper disposal 

of hazardous materials. The Hazardous Material Abatement Plan 

shall be prepared and implemented in accordance with the 

Asbestos National Emission Standards for Hazardous Air 

Pollutants and all other federal and state standards and 

General 

Contractor 

Field 

verification 

1. La Cañada Unified 

School District/ 

Department of Toxic 

Substances Control 

2. Prior to demolition 
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

regulations, including those overseen by the California 

Department of Toxic Substances Control (DTSC), California 

Department of Education, and Office of Public School 

Construction. 

MM HAZ-2 Soil Management Plan 

Due to the potential presence of arsenical pesticides and lead-

based paint within soils at the Project site, a Soil Management 

Plan (SMP) shall be prepared in the event the DTSC has not 

provided a No Further Action letter. The SMP would be 

prepared that complies with all applicable regulatory 

requirements. The SMP shall be submitted to the La Cañada 

Unified School District for review and approval prior to the 

commencement of excavation and grading activities. The SMP 

shall be implemented during excavation and grading activities 

and require the following: 

• The general contractor shall remove and properly dispose of 

impacted materials in accordance with applicable 

requirements of the Department of Toxic Substances 

Control, and the Los Angeles County Fire Department. 

• Contaminated soils shall be transported from the Project site 

by a licensed transporter and disposed of at a licensed 

storage/treatment facility to prevent contaminated soils from 

becoming airborne or otherwise released into the 

environment. 

District/General 

Contractor 

Field 

verification 

1. La Cañada Unified 

School District/ 

Department of Toxic 

Substances Control 

2. Prior to demolition 
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IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

NOISE     

4.13-b Would the 

project result in generation 

of excessive groundborne 

vibration or groundborne 

noise levels? 

 

MM NOI-1 Vibratory Roller 

No vibratory roller shall be allowed to operate closer than 25 

feet of any offsite residential structure. Any compaction that 

needs to occur within 25 feet of an offsite residential structure 

shall be performed with smaller equipment such as a plate 

compactor or by other methods such as multiple pass-bys with a 

skip loader. 

General 

Contractor 

Field 

verification 

1. La Cañada Unified 

School District 

2. During Project 

construction 

TRANSPORTATION 

4.17-c Would the 

project substantially 

increase hazards due to a 

geometric design feature 

(e.g., sharp curves or 

dangerous intersections) 

or incompatible uses (e.g., 

farm equipment)? 

MM TRANS-1 Construction Traffic Management Plan 

A detailed Construction Traffic Management Plan shall be 

prepared in coordination with and approved by the La Cañada 

Unified School District. The Construction Traffic Management 

Plan shall require the General Contractor to schedule truck 

traffic and construction worker shifts to avoid creating trips 

during the peak traffic periods for the school, including during 

pick-up/drop-off time. All measures, including identified truck 

routes, shall be included in the Construction Management Plan. 

The plan shall include but is not limited to the following 

provisions: 

• Construction truck trips, including deliveries and the 

removal of heavy, oversized equipment and materials 

should be scheduled 30 minutes before and after the 

school’s morning start and afternoon end bells outside of 
the school’s pick-up/drop-off times, to reduce potential 

vehicle and pedestrian conflicts; 

• Designate construction work parking at the upper 

playground, and overflow parking would use available 

public parking locations along the street with a requirement 

General 

Contractor 

Traffic 

Management 

Plan 

1. La Cañada Unified 

School District/ 

Department of Toxic 

Substances Control 

2. During Project 

construction 
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Final Mitigation Monitoring and Reporting Program 

 

IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

that at no time shall construction worker vehicles block any 

driveways. Contractors would be encouraged to carpool and 

would be required to observe parking regulations. If 

complaints are received by the School District or by the 

Principal of Paradise Canyon Elementary School regarding 

issues with construction worker vehicle parking, the Project 

construction contractor shall identify alternative parking 

options for construction workers so as not to interfere with 

parking availability; 

• Maintain emergency access on public roadways and within 

the school site during Project construction. Provide notice to 

and coordinate with emergency service providers, including 

the Los Angeles County Fire Department and Los Angeles 

County Sheriff’s Department, regarding the construction 
schedule and worksite traffic control plans so as to 

coordinate emergency response routing and maintain 

emergency access;  

• Identification of haul routes for delivery or removal of 

heavy and/or oversized equipment or material loads; 

• Provide adequate signage and traffic flagger personnel, if 

needed, to control and direct traffic for deliveries, if they 

could preclude free flow of traffic in both directions or 

cause a temporary traffic hazard; 

• Educate staff, students, and parents on pick-up/drop-off 

routes and procedures for each construction phase, if 

different from the previous. This may be achieved with a 

combination of information bulletins shared with students 

and parents. 
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Final Mitigation Monitoring and Reporting Program 

IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

• Maintain pedestrian connections around the Project site. 

Safe crossing locations shall be designated, as needed; and 

• Maintain the security of the Project site by erecting 

temporary fencing during the construction phase of the 

Project. Any on-site night lighting used during the 

construction phase of the Project shall be directed towards 

construction areas, and shielded from residential uses. 

■

PROJECT DESIGN FEATURES 

Project Design Feature PDF-BIO-1 Coast Live Oak Tree Protection 

During Project construction, the measures described below shall 

be taken to protect any coast live oak trees designated to be 

preserved and for which the root systems are located near and 

vulnerable to damage by construction activities. These measures 

shall be performed by a certified arborist or under the 

supervision of a certified arborist and/or qualified restoration 

professional. The exposed tap root, main roots, and any surface-

feeding roots exceeding 1 inch in diameter shall be wrapped in 

protective moistened burlap during the excavation of existing 

pavement and buildings and during the regrading phase and 

installation of the new parking lot. The roots zone (under 

dripline) and 5 feet from the drip line shall be excavated with 

hand tools, using a probe (metal rod or stick) to locate and 

unearth roots, leaving them in their natural orientation. A mini 

excavator shall be used only if absolutely necessary. Work will 

be done as quickly as possible to expose the roots for as little 

time as possible and the roots will be reburied with clean fill as 

soon as is feasible (no longer than a day or so, if possible). The 

burlap will be kept moist. Efforts will be made to avoid cutting 

roots. If roots need to be cut, they will be cut with sharpened, 

District 
Field 

verification 

1. La Cañada Unified 

School District 

2. During Project 

construction 
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Final Mitigation Monitoring and Reporting Program 

 

IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

clean, disinfected tools (10 percent bleach solution) with every 

effort to avoid tearing the root and root surface. A minimum 

distance of 8 feet should be maintained of the root (distance 

from the root crown to terminal end of root), where possible. If 

the current elevation of the trees’ existing root collars differs by 
more than 1 foot from the new grade, then a 10-foot radius of 

soil at the root collar grade shall be placed around each tree. If a 

certified arborist or and/or qualified restoration professional 

determines work is being performed improperly, that 

individual(s) shall stop work and determine the best course of 

action to avoid any tree damage or mortality before restarting 

work. 

These procedures have a potential to cause decreased health 

(greater than 25 percent signs of visible stress) or mortality of 

any oak trees designated to be preserved. If any root-disturbing 

activities are determined to have caused irreversible impacts that 

may eventually lead to decreased health or mortality of any oak 

tree, those activities and potential impacts shall be documented 

immediately. All documentation shall be summarized in a report 

provided to the La Cañada Unified School District. Preserved 

oak trees that may succumb to impacts shall be replaced with 

oak trees that are of the same species and variety. 

Placement of fill dirt, staging areas, chemicals, or debris should 

be away from any oak trees designated to be preserved. 

Project Design Feature PDF BIO-2 Coast Live Oak Planting Measure 

If coast live oak trees are proposed to be removed during 

construction, to offset the loss of native trees, the District and 

landscape architect shall work with a certified arborist and/or 

qualified restoration professional to select the most appropriate 

location for replacement coast live oak trees. Coast live oak 

District 
Field 

verification 

1. La Cañada Unified 

School District 

2. During Project 

construction 
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Final Mitigation Monitoring and Reporting Program 

IMPACT 
MITIGATION MEASURE 

RESPONSIBLE/ 

MONITORING 

PARTY 

MONITORING 

ACTION 

1. ENFORCEMENT 

AGENCY 

2. IMPLEMENTATION 

trees shall not be planted in any area that will be subject to 

future modernization projects or ground disturbance work that 

may impact replacement trees. Locations shall have appropriate 

biological or physical factors required by coast live oak trees to 

grow and persist where possible. 

The District and landscape architect shall work with a certified 

arborist and/or qualified restoration professional to acquire 

appropriately sized, locally sourced coast live oak trees from a 

local native plant nursery that implements Phytophthora/Clean 

Nursery Stock protocols. This may reduce the probability of 

introducing coast live oak trees contaminated with pests, 

diseases, and pathogens that could spread and infect native oak 

trees or habitats. A certified arborist and/or qualified restoration 

professional shall inspect and potentially quarantine nursery 

stock before bringing them into the Project site and supervise the 

installation/transplanting of the coast live oak trees. 

The District shall protect and monitor the survivorship of 

planted coast live oak trees until the trees begin to produce 

seeds. The District shall consult with the certified arborist and/or 

qualified restoration professional on a long-term maintenance 

plan to provide protective caging, shading, and irrigation. Oak 

trees shall be protected from trampling, damage, or climbing. 

The District shall also consult with the certified arborist and/or 

qualified restoration professional if coast live oak trees show 

symptoms of stress and determine the appropriate response to 

prevent mortality. 
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DOCUMENT 01 42 13 

ABBREVIATIONS AND ACRONYMS 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions including without limitation, Definitions; 

B. Special Conditions. 

1.02 DOCUMENT INCLUDES: 

A. Abbreviations used throughout the Contract Documents. 

B. Reference to a technical society, organization, or body is by abbreviation, as follows: 

1.  AA The Aluminum Association 

2.  AAMA American Architectural Manufacturers Association 

3.  AASHTO American Association of State Highway and Transportation 

Officials 

4.  ABPA Acoustical and Board Products Association 

5.  ACI American Concrete Institute 

6.  AGA American Gas Association 

7.  AGC Associated General Contractors of America 

8.  AHC Architectural Hardware Consultant 

9.  AI Asphalt Institute 

10.  AIA American Institute of Architects 

11.  AIEE American Institute of Electrical Engineers 

12.  AISC American Institute of Steel Construction 

13.  AISI American Iron and Steel Institute 

14.  AMCA Air Moving and Conditioning Association 

15.  ANSI American National Standards Institute 

16.  APA American Plywood Association 

17.  ARI Air Conditioning and Refrigeration Institute 

18.  ASHRAE American Society of Heating, Refrigeration and Air 

Conditioning Engineers 

19.  ASME American Society of Mechanical Engineers 

20.  ASSE American Society of Structural Engineers 

21.  ASTM American Society of Testing and Materials 

22.  AWPB American Wood Preservers Bureau 

23.  AWPI American Wood preservers Institute 

24.  AWS American Welding Society 

25.  AWSC American Welding Society Code 

26.  AWI Architectural Woodwork Institute 

27.  AWWA American Water Works Association 

28.  BIA Brick Institute of America 

29.  CCR California Code of Regulations 

30.  CLFMI Chain Link Fence Manufacturers Institute 

31.  CMG California Masonry Guild 
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32.  CRA California Redwood Association 

33.  CRSI Concrete Reinforcing Steel Institute 

34.  CS Commercial Standards 

35.  CSI Construction Specifications Institute 

36.  CTI Cooling Tower Institute 

37.  FGMA Flat Glass Manufacturer’s Association 

38.  FIA Factory Insurance Association 

39.  FM Factory Mutual 

40.  FS Federal Specification 

41.  FTI Facing Title Institute 

42.  GA Gypsum Association 

43.  ICC International Code Council 

44.  IEEE Institute of Electrical and Electronic Engineers 

45.  IES Illumination Engineering Society 

46.  LIA Lead Industries Association 

47.  MIA Marble Institute of America 

48.  MLMA Metal Lath Manufacturers Association 

49.  MS Military Specifications 

50.  NAAMM National Association of Architectural Metal Manufacturers 

51.  NBHA National Builders Hardware Association 

52.  NBFU National Board of Fire Underwriters 

53.  NBS National Bureau of Standards 

54.  NCMA National Concrete Masonry Association 

55.  NEC National Electrical Code 

56.  NEMA National Electrical Manufacturers Association 

57.  NFPA National Fire Protection Association/National Forest Products 

Association 

58.  NMWIA National Mineral Wool Insulation Association 

59.  NTMA National Terrazzo and Mosaic Association 

60.  NWMA National Woodwork Manufacturer’s Association 

61.  ORS Office of Regulatory Services (California) 

62.  OSHA Occupational Safety and Health Act 

63.  PCI Precast Concrete Institute 

64.  PCA Portland Cement Association 

65.  PDCA Painting and Decorating Contractors of America 

66.  PDI Plumbing Drainage Institute 

67.  PEI Porcelain Enamel Institute 

68.  PG&E Pacific Gas & Electric Company 

69.  PS Product Standards 

70.  SDI Steel Door Institute; Steel Deck Institute 

71.  SJI Steel Joist Institute 

72.  SSPC Steel Structures Painting Council 

73.  TCA Tile Council of America 

74.  TPI Truss Plate Institute 

75.  UL Underwriters Laboratories Code 

76.  UMC Uniform Mechanical Code 

77.  USDA United States Department of Agriculture 

78.  VI Vermiculite Institute 

79.  WCLA West Coast Lumberman’s Association 

80.  WCLB West Coast Lumber Bureau 

81.  WEUSER Western Electric Utilities Service Engineering Requirements 

82.  WIC Woodwork Institute of California 

83.  WPOA Western Plumbing Officials Association 
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PART 2 - PRODUCTS Not Used. 

PART 3 - EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 42 16 

DEFINITIONS 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions including without limitation, Definitions; 

B. Special Conditions. 

1.02 QUALITY ASSURANCE 

A. For products or workmanship specified by association, trade, or Federal Standards, Contractor 

shall comply with requirements of the standard, except when more rigid requirements are specified 

in the Contract Documents, or are required by applicable codes. 

B. Contractor shall conform to current reference standard publication date in effect on the date of bid 

opening. 

C. Contractor shall obtain copies of standards unless specifically required not to by the Contract 

Documents. 

D. Contractor shall maintain a copy of all standards at jobsite during submittals, planning, and 

progress of the specific Work, until final completion, unless specifically required not to by the 

Contract Documents. 

E. Should specified reference standards conflict with Contract Documents, Contractor shall request 

clarification from the District and/or the Architect before proceeding. 

F. The contractual relationship of the parties to the Contract shall not be altered from the contractual 

relationship as indicated in the Contract Documents by mention or inference otherwise in any 

referenced document. 

G. Governing Codes shall be as shown in the Contract Documents including, without limitation, the 

Specifications. 

END OF DOCUMENT 
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REFERENCES 

PART 1 - GENERAL 

1.01 SCHEDULE OF REFERENCES: 

The following information is intended only for the general assistance of the Contractor, and the District 

does not represent that all of the information is current.  It is the Contractor’s responsibility to verify the 
correct information for each of the entities listed. 

 

AA The Aluminum Association 

1400 Crystal Drive, Suite 430 

Arlington, VA 22202 

www.aluminum.org 

 

703/358-2960 

AABC Associated Air Balance Council 

1518 K Street, NW, Suite 503 

Washington, DC  20005 

www.aabc.com 

 

202/737-0202 

AAMA American Architectural Manufacturers Association 

1827 Walden Office Sq., Suite 550 

Schaumburg, IL 60173-4268 

www.aamanet.org 

 

847/303-5664 

AASHTO American Association of State Highway and Transportation 

Officials 

444 N Capitol St. NW - Suite 249 

Washington, DC  20001 

www.transportation.org 

 

202/624-5800 

AATCC American Association of Textile Chemists and Colorists 

P.O. Box 12215 

One Davis Drive 

Research Triangle Park, NC  27709 2215 

www.aatcc.org 

 

919/549-8141 

ACA American Coatings Association 

1500 Rhode Island Ave., NW 

Washington DC, 20005 

www.paint.org 

 

202/462-6272 
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ACI American Concrete Institute  

38800 Country Club Dr. 

Farmington Hills, MI 48331-3439 

www.concrete.org 

 

248/848-3700 

ACPA American Concrete Pipe Association 

8445 Freeport Parkway, Suite 350 

Irving, TX 75063-2595 

www.concrete-pipe.org 

 

972/506-7216 

ADC Air Duct Council 

1901 N. Roselle Road, Suite 800 

Schaumburg, Illinois 60195 

www.flexibleduct.org 

 

847/706-6750 

AF&PA American Forest and Paper Association 

1101 K Street, NW, Suite 700 

Washington, DC 20005 

www.afandpa.org 

 

202/463-2700 

AGA American Gas Association 

400 North Capitol Street, NW 

Washington, DC 20001 

www.aga.org  

 

202/824-7000 

AGC  Associate General Contractors of America 

2300 Wilson Blvd., Suite 300 

Arlington, VA 22201 

www.agc.org 

 

703/548-3118 

AHA American Hardboard Association 

1210 West Northwest Highway 

Palatine, IL 60067 

domensino.com/AHA/default.htm 

 

847/934-8800 

AI Asphalt Institute 

2696 Research Park Drive 

Lexington, KY 40511-8480 

www.asphaltinstitute.org 

 

859/288-4960 

AIA The American Institute of Architects  

1735 New York Ave., NW 

Washington, DC 20006-5292 

www.aia.org 

 

202/626-7300 

AISC American Institute of Steel Construction  

130 East Randolph Street Suite 2000 

Chicago, IL 60601  

www.aisc.org 

 

312.670.2400 
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AIA American Insurance Association 

(formerly the National Board of Fire Underwriters) 

555 12th St, NW, Suite 550  

Washington DC 20004  

www.aiadc.org 

 

202/828-7100 

AISI American Iron and Steel Institute 

25 Massachusetts Ave., NW, Suite 800 

Washington, DC 20001 

www.steel.org 

 

202/452.7100 

AITC American Institute of Timber Construction 

7012 S. Revere Parkway Suite 140 

Centennial, CO 80112 

www.aitc-glulam.org 

 

503/639.0651 

ALI Associated Laboratories, Inc. 

P.O. Box 152837 

Dallas, TX 75315 

www.assoc-labs.com 

 

214/565-0593 

ALSC American Lumber Standards Committee, Inc. 

7470 New Technology Way, Suite F  

Frederick, MD 21703 

www.alsc.org 

 

301/972-1700 

AMCA Air Movement and Control Association International, Inc. 

30 W. University Drive 

Arlington Heights, IL  60004 

www.amca.org 

 

847/394-0150 

ANLA American Nursery & Landscape Association (now 

AmericanHort) 

525 9th St NW, Suite 80 

Washington, DC 20004 

www.americanhort.org 

 

202/789-2900 

ANSI American National Standards Institute 

1899 L Street, NW, 11th Floor 

Washington, DC, 20036 

www.ansi.org 

 

202/293.8020 

APA APA-The Engineered Wood Association 

7011 S. 19th Street 

Tacoma, WA 98466-5333 

www.apawood.org 

 

253/565-6600 
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APA Architectural Precast Association 

325 John Know Rd, Ste L103 

Tallahassee, FL 32303 

www.archprecast.org 

 

850/205.5637 

ARI Air Conditioning and Refrigeration Institute (now Air-

Conditioning, Heating, & Refrigeration Institute) 

2111 Wilson Blvd, Suite 500 

Arlington, VA 22201 

www.ahrinet.org 

 

703/524-8800 

ARMA Asphalt Roofing Manufacturers Association 

Public Information Department 

750 National Press Building 

529 14th Street, NW 

Washington, DC 20045 

www.asphaltroofing.org 

 

202/591-2450 

ASA The Acoustical Society of America 

ASA Office Manager 

Suite 1NO1 

2 Huntington Quadrangle 

Melville, NY 11747-4502 

http://asa.aip.org 

 

516/576-2360 

ASCE American Society of Civil Engineers 

1801 Alexander Bell Drive 

Reston, VA 20191 

www.asce.org 

 

800/548-2723 

703/295-6300 

ASHRAE American Society of Heating, Refrigerating and Air 

Conditioning Engineers 

1791 Tullie Circle, NE 

Atlanta, GA  30329-2305 

www.ashrae.org 

 

800/527-4723 

404/636-8400 

ASLA American Society of Landscape Architects 

636 Eye Street, NW 

Washington, DC 20001-3736 

www.asla.org 

 

202/898-2444 

ASME American Society of Mechanical Engineers 

Three Park Avenue 

New York, NY 10016-5990 

www.asme.org 

 

800/434-2763 

ASPE American Society of Plumbing Engineers 

2980 S River Rd. 

Des Plaines, IL 60018 

http://aspe.org 

 

847/296-0002 
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ASQ American Society for Quality 

P.O. Box 3005 

Milwaukee, WI 53201-3005 

or 

600 North Plankinton Avenue 

Milwaukee, WI 53203 

http://asq.org 

 

800/248-1946 

414/272-8575 

ASSE American Society of Sanitary Engineering 

901 Canterbury, Suite A 

Westlake, Ohio 44145 

www.asse-plumbing.org 

 

440/835-3040 

ASTM ASTM International 

100 Barr Harbor Drive 

PO Box C700 

West Conshohocken, PA, 19428-2959 

www.astm.org 

 

610/832-9500 

AWCI Association of the Wall and Ceiling Industry 

513 West Broad Street, Suite 210 

Falls Church, VA 22046 

www.awci.org 

 

703/538-1600 

AWPA American Wood Protection Association 

P.O. Box 361784 

Birmingham, AL 35236-1784 

www.awpa.com 

 

205/733-4077 

AWPI American Wood Preservers Institute 

2750 Prosperity Ave. 

Suite 550 

Fairfax, VA 22031-4312 

www.arcat.com 

 

800/356-AWPI 

703/204-0500 

AWS American Welding Society 

8669 Doral Boulevard, Suite 130 

Doral, Florida 33166 

www.aws.org 

 

800/443-9353 305/443-

9353 

AWI Architectural Woodwork Institute 

46179 Westlake Drive, Suite 120 

Potomac Falls, VA 20165-5874 

www.awinet.org 

 

571/323-3636 

AWWA American Water Works Association 

6666 West Quincy Avenue 

Denver, CO  80235 

www.awwa.org 

 

800/926-7337 

303/794 7711 

BHMA Builders Hardware Manufacturers Association 

355 Lexington Avenue, 15th floor 

New York, NY 10017 

www.buildershardware.com 

 

212/297-2122 
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BIA The Brick Industry Association 

1850 Centennial Park Drive, Suite 301 

Reston, VA 20191 

www.gobrick.com 

 

703/620-0010 

CGA Compressed Gas Association 

14501 George Carter Way, Suite 103 

Chantilly VA 20151-2923 

www.cganet.com 

 

703/788-2700 

CISCA Ceilings & Interior Systems Construction Association 

1010 Jorie Blvd, Suite 30 

Oak Brook, IL 60523 

www.cisca.org 

 

630/584-1919 

CISPI Cast Iron Soil Pipe Institute 

1064 Delaware Avenue SE 

Atlanta, GA 30316 

www.cispi.org 

 

404/622-0073 

CLFMI Chain Link Fence Manufacturers Institute 

10015 Old Columbia Road, Suite B-215 

Columbia, MD 21046 

www.associationsites.com/main-pub.cfm?usr=clfma 

 

410/290-6267 

CPA Composite Panel Association 

19465 Deerfield Avenue, Suite 306 

Leesburg, VA 20176 

www.compositepanel.org 

703/724-1128 

CPSC Consumer Product Safety Commission 

4330 East West Highway 

Bethesda, MD 20814 

www.cpsc.gov 

 

301/504-7923 

800/638-2772 

CRA California Redwood Association 

405 Enfrente Drive, Suite 200 

Novato, CA  94949 

www.calredwood.org 

 

415/382-0662 

CRI Carpet and Rug Institute 

P.O. Box 2048 

Dalton, Georgia 30722-2048 

www.carpet-rug.org 

 

706/278-3176 

CRSI  Concrete Reinforcing Steel Institute 

933 N. Plum Grove Road 

Schaumburg, IL  60173 4758 

www.crsi.org 

 

847/517-1200 

CSI The Construction Specifications Institute 

110 South Union Street, Suite 100 

Alexandria VA 22314 

www.csinet.org 

 

800/689-2900 
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CTIOA Ceramic Tile Institute of America 

12061 Jefferson Blvd. 

Culver City, CA 90230-6219 

www.ctioa.org 

 

310/574-7800 

DHI Door and Hardware Institute 

(formerly National Builders Hardware Association) 

14150 Newbrook Dr. 

Chantilly, VA 20151 

www.dhi.org 

 

703/222-2010 

DIPRA Ductile Iron Pipe Research Association 

2000 2nd Avenue, South 

Suite 429 

Birmingham, AL 35233 

www.dipra.org 

 

205/402-8700 

DOC U.S. Department of Commerce 

1401 Constitution Ave., NW 

Washington, D.C. 20230 

www.commerce.gov 

 

202/482-2000 

DOT U.S. Department of Transportation 

1200 New Jersey Avenue, SE 

Washington, DC 20590 

www.dot.gov 

 

855/368-4200 

EJMA Expansion Joint Manufacturers Association, Inc. 

25 North Broadway 

Tarrytown, NY 10591 

www.ejma.org 

 

914/332-0040 

EPA Environmental Protection Agency 

Ariel Rios Building 

1200 Pennsylvania Avenue, N.W. 

Washington, DC 20460 

www.epa.gov 

 

202/272-0167 

FCICA Floor Covering Installation Contractors Association 

7439 Millwood Drive 

West Bloomfield, MI 48322 

www.fcica.com 

 

248/661-5015 

877/TO-FCICA 

FM Global Factory Mutual Insurance Company 

Amy Daley  

Global Practice Leader – Education, Public Entities, Health 

Care 

FM Global 

270 Central Avenue 

Johnston, RI  02919-4949 

www.fmglobal.com 

 

401/275-3000 

401/275-3029 
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FS General Services Administration (GSA) Index of Federal 

Specifications, Standards and Commercial Item Descriptions 

470 East L’Enfant Plaza, SW, Suite 8100 

Washington, DC 20407 

www.gsa.gov 

 

202/619-8925 

GA The Gypsum Association  

6525 Belcrest Road, Suite 480 

Hyattsville, MD 20782 

www.gypsum.org 

 

301/277-8686 

GANA Glass Association of North America  

800 SW Jackson St., Suite 1500 

Topeka, KS 66612-1200 

www.glasswebsite.com 

 

785/271-0208 

HMA Hardwood Manufacturers Association 

665 Rodi Road, Suite 305 

Pittsburgh, PA 15235 

http://hmamembers.org 

 

412/244-0440 

HPVA Hardwood Plywood & Veneer Association 

1825 Michael Faraday Drive 

Reston, Virginia 20190 

www.hpva.org 

 

703/435-2900 

IAPMO International Association of Plumbing and Mechanical Officials 

(formerly the Western Plumbing Officials Association) 

4755 E. Philadelphia St. 

Ontario, CA 91761 

www.iapmo.org 

 

909/472-4100 

ICC International Code Council 

500 New Jersey Avenue, NW, 6th Floor 

Washington, DC 20001 

www.iccsafe.org 

 

888/422-7233 

IEEE Institute of Electrical and Electronics Engineers 

3 Park Avenue, 17th Floor 

New York, NY 10016-5997 

www.ieee.org 

 

212/419-7900 

IES Illuminating Engineering Society 

120 Wall Street, Floor 17 

New York, NY 10005-4001 

www.ies.org 

 

212/248-5000 

ITRK Intertek Testing Services 

3933 US Route 11 

Cortland, NY  13045 

www.intertek.com 

 

607/753-6711 
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MCAA Mechanical Contractors Association of America 

1385 Piccard Drive 

Rockville, MD 20850 

www.mcaa.org 

 

301/869-5800 

MIA Marble Institute of America 

28901 Clemens Rd, Ste 100 

Cleveland, OH 44145 

www.marble-institute.com 

 

440/250-9222 

MMPA 

(formerly 

WMMPA) 

Moulding & Millwork Producers Association 

(formerly Wood Moulding & Millwork Producers Association) 

507 First Street 

Woodland, CA 95695 

www.wmmpa.com 

 

530/661-9591 

800/550-7889 

MSS Manufacturers Standardization Society (MSS) of the Valve and 

Fittings Industry 

127 Park Street, NE 

Vienna, VA  22180-4602 

http://mss-hq.org 

 

703/281-6613 

NAAMM National Association of Architectural Metal Manufacturers 

800 Roosevelt Rd. Bldg. C, Suite 312 

Glen Ellyn, IL 60137 

www.naamm.org 

 

630/942-6591 

NAIMA North American Insulation Manufacturers Association 

44 Canal Center Plaza, Suite 310 

Alexandria, VA 22314 

www.naima.org 

 

703/684-0084 

NAPA National Asphalt Pavement Association 

5100 Forbes Blvd. 

Lanham, MD USA 20706-4407 

www.asphaltpavement.org 

 

888/468-6499 

301/731-4748 

NCSPA National Corrugated Steel 

Pipe Association 

14070 Proton Road, Suite 100 LB9 

Dallas, TX 75244 

www.ncspa.org 

 

972/850-1907 

NCMA National Concrete Masonry Association 

13750 Sunrise Valley Drive 

Herndon, VA 20171-4662 

www.ncma.org 

 

703/713-1900 

NEBB National Environmental Balancing Bureau 

8575 Grovemont Circle 

Gaithersburg, MD 20877 

www.nebb.org 

 

301/977-3698 
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NECA National Electrical Contractors Association 

3 Bethesda Metro Center, Suite 1100 

Bethesda, MD 20814 

www.necanet.org 

 

301/657-3110 

NEMA National Electrical Manufacturers Association 

1300 North 17th Street, Suite 1752 

Rosslyn, Virginia  22209 

www.nema.org 

 

703/841-3200 

NEII National Elevator Industry, Inc. 

1677 County Route 64 

P.O. Box 838 

Salem, New York 12865-0838 

www.neii.org 

 

518/854-3100 

NFPA National Fire Protection Association  

1 Batterymarch Park 

Quincy, Massachusetts 

USA  02169-7471 

www.nfpa.org 

 

617/770-3000 

NHLA National Hardwood Lumber Association 

PO Box 34518 

Memphis, TN 38184 

www.nhla.com 

 

901/377-1818 

NIA National Insulation Association 

12100 Sunset Hills Road, Suite 330 

Reston, VA 20190 

www.insulation.org 

 

703/464-6422 

NRCA National Roofing Contractors Association 

10255 W. Higgins Road, Suite 600 

Rosemont, IL 60018-5607 

www.nrca.net 

 

847/299-9070 

NSF NSF International 

P.O. Box 130140 

789 N. Dixboro Road 

Ann Arbor, MI 48113-0140, USA 

www.nsf.org 

 

800/673-6275 

734/769-8010 

NTMA National Terrazzo and Mosaic Association 

PO Box 2605 

Fredericksburg, TX 78624 

www.ntma.com 

 

800/323-9736 

OSHA Occupational Safety and Health Act 

U.S. Department of Labor 

Occupational Safety & Health Administration 

200 Constitution Ave., NW 

Washington, D.C. 20210 

www.osha.gov 

 

800/321-OSHA (6742) 
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PCA Portland Cement Association 

5420 Old Orchard Road 

Skokie, IL 60077 

or 

500 New Jersey Ave., N.W. 7th Floor 

Washington, D.C. 20001 

www.cement.org 

 

847/966-6200 

202/408-9494 

PCI Precast/Prestressed Concrete Institute 

200 W. Adams St. #2100 

Chicago, IL 60606 

www.pci.org 

 

312/786-0300 

PDCA Painting and Decorating Contractors of America 

2316 Millpark Drive, Ste 220 

Maryland Heights, MO 63043 

www.pdca.com 

 

800/332-PDCA (7322) 

314/514-7322   

PDI Plumbing & Drainage Institute 

800 Turnpike Street, Suite 300 

North Andover, MA 01845 

http://pdionline.org 

 

978/557-0720 

800/589-8956 

PEI Porcelain Enamel Institute, Inc. 

P.O. Box 920220 

Norcross, GA 30010 

www.porcelainenamel.com 

 

770/676-9366 

PG&E Pacific Gas & Electric Company 

www.pge.com 

 

800/743-5000 

PLANET Professional Landcare Network 

950 Herndon Parkway, Suite 450 

Herndon, Virginia 20170 

www.landcarenetwork.org 

 

703/736-9666 

800/395-2522 

703/736-9668 

RFCI Resilient Floor Covering Institute 

115 Broad Street, Suite 201 

La Grange GA 30240 

www.rfci.com 

 

706/882-3833 

RIS Redwood Inspection Service 

818 Grayson Road, Suite 201 

Pleasant Hill, CA 94523 

www.redwoodinspection.com 

 

925/935-1499 

SDI Steel Deck Institute 

P.O. Box 25 

Fox River Grove, IL 60021 

www.sdi.org 

 

847/458-4647 
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SDI Steel Door Institute 

30200 Detroit Road 

Westlake, Ohio 44145 

www.steeldoor.org 

 

440/899-0010 

SJI Steel Joist Institute 

234 W. Cheves Street 

Florence, SC 29501 

http://steeljoist.org 

 

843/407-4091 

SMA Stucco Manufacturers Association 

500 East Yale Loop 

Irvine, CA 92614 

www.stuccomfgassoc.com 

 

949/387.7611 

SMACNA Sheet Metal and Air Conditioning Contractors' National 

Association 

4201 Lafayette Center Drive 

Chantilly, Virginia 20151-1219 

www.smacna.org 

 

703/803-2980 

SPI SPI: The Plastics Industry Trade Association, Inc. 

1667 K St., NW, Suite 1000 

Washington, DC 20006 

www.plasticsindustry.org 

 

202/974-5200 

SSPC Society for Protective Coatings 

(formerly the Steel Structures Painting Council) 

40 24th St 6th Fl 

Pittsburgh, PA 15222 

www.sspc.org 

 

412/281-2331 

877/281-7772 

TCA The Tile Council of North America 

100 Clemson Research Blvd. 

Anderson, SC 29625 

www.tcnatile.com 

 

864/646-8453 

TPI Truss Plate Institute 

218 North Lee Street, Suite 312 

Alexandria, VA 22314 

www.tpinst.org 

 

703/683-1010 

TPI Turfgrass Producers International 

2 East Main Street 

East Dundee, IL 60118 

www.turfgrasssod.org 

 

800/405-8873 

847/649-5555 

TCIA Tree Care Industry Association 

(formerly the National Arborist Association) 

136 Harvey Road, Suite 101 

Londonderry, NH 03053 

www.tcia.org 

 

800/733-2622 
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TVI The Vermiculite Institute 

c/o The Schundler Company 

150 Whitman Avenue 

Edison, NJ. 08817 

www.vermiculiteinstitute.org 

 

732/287-2244 

UL Underwriters Laboratories Inc. 

333 Pfingsten Road 

Northbrook, IL 60062-2096 

www.ul.com 

 

847/272-8800 

877/854-3577 

UNI Uni-Bell PVC Pipe Association 

2711 LBJ Freeway, Suite 1000 

Dallas, TX 75234 

www.uni-bell.org 

 

972/243-3902 

USDA U.S. Department of Agriculture 

1400 Independence Ave., S.W. 

Washington, DC 20250 

www.usda.gov 

 

202/720-2791 

WA Wallcoverings Association 

401 North Michigan Avenue 

Suite 2200 

Chicago, IL 60611 

www.wallcoverings.org 

 

312/321-5166 

WCLIB West Coast Lumber Inspection Bureau 

P.O. Box 23145 

Portland, OR 97281 

or 

6980 S.W. Varns 

Tigard, OR 97223 

www.wclib.org 

 

503/639-0651 

WCMA Window Covering Manufacturers Association 

355 Lexington Avenue 15th Floor 

New York, New York 10017 

www.wcmanet.org 

 

212/297-2122 

WDMA Window & Door Manufacturers Association 

401 N. Michigan Avenue, Suite 2200 

Chicago, IL 60611 

or 

2025 M Street, NW, Ste. 800 

Washington, D.C. 20036-3309 

www.wdma.com 

 

312/321-6802 

202/367-1157 

WI Woodwork Institute 

P.O. Box 980247 

West Sacramento, CA 95798 

www.wicnet.org 

 

916/372-9943 
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WRI Wire Reinforcement Institute 

942 Main Street 

Hartford, CT 06103 

www.wirereinforcementinstitute.org 

 

860/240-9545 

WWCA Western Wall & Ceiling Contractors Association 

1910 N. Lime St. 

Orange, California 92865 

www.wwcca.org 

 

714/221-5520 

WWPA Western Wood Products Association 

522 SW Fifth Ave., Suite 500 

Portland, OR  97204-2122 

www2.wwpa.org 

 

503/224-3930 

 

PART 2 - PRODUCTS Not Used. 

PART 3 - EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 43 00 

MATERIALS AND EQUIPMENT 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Purchase of Materials and Equipment; 

B. Special Conditions; 

C. Imported Materials Certification. 

1.02 MATERIAL AND EQUIPMENT 

A. Only items approved by the District and/or Design Professional shall be used. 

B. Contractor shall submit lists of products and other product information in accordance with the 

Contract Documents, including, without limitation, the provisions regarding the submittals. 

1.03 MATERIAL AND EQUIPMENT COLORS 

A. The District and/or Architect will provide a schedule of colors. 

B. No individual color selections will be made until after approval of all pertinent materials and 

equipment and after receipt of appropriate samples in accordance with the Contract Documents, 

including, without limitation, the provisions regarding the submittals. 

C. Contractor shall request priority in writing for any item requiring advance ordering to maintain the 

approved Construction Schedule. 

1.04 DELIVERY, STORAGE, AND HANDLING 

A. Contractor shall deliver manufactured materials in original packages, containers, or bundles (with 

seals unbroken), bearing name or identification mark of manufacturer. 

B. Contractor shall deliver fabrications in as large assemblies as practicable; where specified as shop-

primed or shop-finished, package or crate as required to preserve such priming or finish intact and 

free from abrasion. 

C. Contractor shall store materials in such a manner as necessary to properly protect them from 

damage.  Materials or equipment damaged by handling, weather, dirt, or from any other cause will 

not be accepted. 

D. Materials are not acceptable that have been warehoused for long periods of time, stored or 

transported in improper environment, improperly packaged, inadequately labeled, poorly 

protected, excessively shipped, deviated from normal distribution pattern, or reassembled. 
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E. Contractor shall store material so as to cause no obstructions of sidewalks, roadways, access to the 

Site or buildings, and underground services.  Contractor shall protect material and equipment 

furnished under Contract. 

F. Contractor may store materials on Site with prior written approval by the District, all material 

shall remain under Contractor's control and Contractor shall remain liable for any damage to the 

materials.  Should the Project Site not have storage area available, the Contractor shall provide for 

off-site storage at a bonded warehouse and with appropriate insurance coverage at no cost to 

District. 

G. When any room in Project is used as a shop or storeroom, the Contractor shall be responsible for 

any repairs, patching, or cleaning necessary due to that use.  Location of storage space shall be 

subject to prior written approval by District. 

PART 2 - PRODUCTS 

2.01 MANUFACTURERS 

A. Manufacturers listed in various sections of Contract Documents are names of those manufacturers 

that are believed to be capable of supplying one or more of items specified therein. 

B. The listing of a manufacturer does not imply that every product of that manufacturer is acceptable 

as meeting the requirements of the Contract Documents. 

2.02 FACILITIES AND EQUIPMENT 

Contractor shall provide, install, maintain, and operate a complete and adequate facility for handling, the 

execution, disposal, and distribution of material and equipment as required for proper and timely 

performance of Work connected with Contract. 

2.03 MATERIAL REFERENCE STANDARDS 

Where material is specified solely by reference to “standard specifications” and if requested by District, 
Contractor shall submit for review data on actual material proposed to be incorporated into Work of 

Contract listing name and address of vendor, manufacturer, or producer, and trade or brand names of those 

materials, and data substantiating compliance with standard specifications. 

PART 3 - EXECUTION 

3.01 WORKMANSHIP 

A. Where not more specifically described in any other Contract Documents, workmanship shall 

conform to methods and operations of best standards and accepted practices of trade or trades 

involved and shall include items of fabrication, construction, or installation regularly furnished or 

required for completion (including finish and for successful operation, as intended). 

B. Work shall be executed by tradespersons skilled in their respective lines of Work.  When 

completed, parts shall have been durably and substantially built and present a neat appearance. 

3.02 COORDINATION 

A. Contractor shall coordinate installation of Work so as to not interfere with installation of others.  

Adjustment or rework because of Contractor’s failure to coordinate will be at no additional cost to 
District. 
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B. Contractor shall examine in-place work for readiness, completeness, fitness to be concealed or to 

receive other work, and in compliance with Contract Documents.  Concealing or covering Work 

constitutes acceptance of additional cost which will result should in-place Work be found 

unsuitable for receiving other Work or otherwise deviating from the requirements of the Contract 

Documents. 

3.03 COMPLETENESS 

Contractor shall provide all portions of the Work, unless clearly stated otherwise, installed complete and 

operational with all elements, accessories, anchorages, utility connections, etc., in manner to assure well-

balanced performance, in accordance with manufacturer's recommendations and by Contract Documents.  

For example, electric water coolers require water, electricity, and drain services; roof drains require drain 

system; sinks fit within countertop, etc.  Terms such as “installed complete,” “operable condition,” “for use 
intended,” “connected to all utilities,” “terminate with proper cap,” “adequately anchored,” “patch and 
refinish,” “to match similar,” should be assumed to apply in all cases, except where completeness of 
functional or operable condition is specifically stated as not required. 

3.04 APPROVED INSTALLER OR APPLICATOR 

Installation by a manufacturer’s approved installer or applicator is an understood part of Specifications and 
only approved installer or applicator is to provide on-site Work where specified manufacturer has on-going 

program of approving (i.e. certifying, bonding, re-warranting) installers or applicators.  Newly established 

relationships between a manufacturer and an installer or applicator who does not have other approved 

applicator work in progress or completed is not approved for this Project. 

3.05 MANUFACTURER'S RECOMMENDATIONS 

All installations shall be in accordance with manufacturer's published recommendations and specific 

written directions of manufacturer's representative.  Should Contract Documents differ from 

recommendations of manufacturer or directions of his representative, Contractor shall analyze differences, 

make recommendations to the District and the Architect in writing, and shall not proceed until 

interpretation or clarification has been issued by the District and/or the Architect. 

END OF DOCUMENT 
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DOCUMENT 01 45 00 

QUALITY CONTROL 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Inspector, Inspections and Tests, Uncovering of 

Work and Non-conforming of Work and Correction of Work; 

B. Special Conditions. 

1.02 RELATED CODES: 

A. The Work is governed by requirements of Title 24, California Code of Regulations (“CCR”), and 
the Contractor shall keep a copy of these available at the job Site for ready reference during 

construction. 

B. The Division of the State Architect (“DSA”) shall be notified at or before the start of construction. 

1.03 OBSERVATION AND SUPERVISION: 

A. The District and Architect or their appointed representatives will review the Work and the 

Contractor shall provide facilities and access to the Work at all times as required to facilitate this 

review.  Administration by the Architect and any consulting Structural Engineer will be in 

accordance with applicable regulations, including, without limitation, CCR, Part 1, Title 24, 

Section 4-341. 

B. One or more Project Inspector(s) approved by DSA and employed by or in contract with the 

District, referred to hereinafter as the “Project Inspector”, will observe the work in accordance 
with CCR, Part 1, Title 24, Sections 4-333(b) and 4-342: 

(1) The Project Inspector and Special Inspector(s) shall have access to the Work wherever it 

is in preparation or progress for ascertaining that the Work is in accordance with the 

Contract Documents and all applicable code sections.  The Contractor shall provide 

facilities and operation of equipment as needed, and access as required and shall provide 

assistance for sampling or measuring materials. 

(2) The Project Inspector will notify the District and Architect and call the attention of the 

Contractor to any observed failure of Work or material to conform to Contract 

Documents. 

(3) The Project Inspector shall observe and monitor all testing and inspection activities 

required. 

The Contractor shall conform with all applicable laws as indicated in the Contract Documents, including, 

without limitation, to CCR, Part 1, Title 24, Section 4-343.  The Contractor shall supervise and direct the 

Work and maintain a competent superintendent on the job who is authorized to act in all matters pertaining 

to the Work.  The Contractor's superintendent shall also inspect all materials, as they arrive, for compliance 

with the Contract Documents.  Contractor shall reject defective Work or materials immediately upon 
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delivery or failure of the Work or material to comply with the Contract Documents.  The Contractor shall 

submit verified reports as indicated in the Contract Documents, including, without limitation, the 

Specifications and as required by Part 1, Title 24, Section 4-336. 

1.04 TESTING AGENCIES: 

A. Testing agencies and tests shall be in conformance with the General Documents and the 

requirements of Part 1, Title 24, Section 4- 335. 

B. Testing and inspection in connection with earthwork shall be under the direction of the District's 

consulting soils engineer, if any, referred to hereinafter as the "Soils Engineer." 

C. Testing and inspection of construction materials and workmanship shall be performed by a 

qualified laboratory, referred to hereinafter as the "Testing Laboratory." The Testing Laboratory 

shall be under direction of an engineer registered in the State of California, shall conform to 

requirements of ASTM E329, and shall be employed by or in contract with the District. 

1.05 TESTS AND INSPECTIONS: 

A. The Contractor shall be responsible for notifying the District and Project Inspector of all required 

tests and inspections.  Contractor shall notify the District and Project Inspector at least seventy-

two hours (72) hours in advance of performing any Work requiring testing or inspection. 

B. The Contractor shall provide access to Work to be tested and furnish incidental labor, equipment, 

and facilities to facilitate all inspections and tests. 

C. The District will pay for first inspections and tests required by the “CCR”, and other inspections or 
tests that the District and/or the Architect may direct to have made, including the following 

principal items: 

(1) Tests and observations for earthwork and paving. 

(2) Tests for concrete mix designs, including tests of trial batches. 

(3) Tests and inspections for structural steel work. 

(4) Tests and inspections for Adhered Masonry Veneer. 

(5) Tests and inspections for PV panel attachments to standing seam metal roof. 

(6) Additional tests directed by the District that establish that materials and installation 

comply with the Contract Documents. 

(7) Tests and observations of welding and expansion anchors. 

D. The District may at its discretion, pay and then back charge the Contractor for: 

(1) Retests or reinspections, if required, and tests or inspections required due to Contractor 

error or lack of required identifications of material. 

(2) Uncovering of work in accordance with Contract Documents. 

(3) Testing done on weekends, holidays, and overtime will be chargeable to the Contractor 

for the overtime portion. 
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(4) Testing done off Site. 

E. Testing and inspection reports and certifications: 

(1) If initially received by Contractor, Contractor shall provide to each of the following a 

copy of the agency or laboratory report of each test or inspection or certification. 

(a) The District; 

(b) The Construction Manager, if any; 

(c) The Architect; 

(d) The Consulting Engineer, if any; 

(e) Other engineers on the Project, as appropriate; 

(f) The Project Inspector; and 

(g) The Contractor. 

(2) When the test or inspection is one required by the CCR, a copy of the report shall also be 

provided to the DSA. 

PART 2 - PRODUCTS 

2.01 TYPE OF TESTS AND INSPECTIONS 

A. Testing and inspection shall be in accordance with DSA Form 103 

PART 3 - EXECUTION Not Used. 

END OF DOCUMENT 
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SECTION 01 4523 

TESTING AND INSPECTION 

PART 1 - GENERAL 

1.01 SECTION INCLUDES 

A. Testing and inspection services to meet requirements of the California Building 

Code (CBC) and the Division of the State Architect (DSA). 

B. Related Requirements: 

1. Section 03 2000 – Concrete Reinforcing. 

2. Section 03 3000 – Cast-in-Place Concrete. 

3. Section 05 1200 – Structural Steel Framing. 

4. Section 31 2319 – Excavation Fill for Structures. 

5. Detail 18 and General Notes on MODULAR BUILDING MFR. sheet 

A5.9A-A, for Masonry Veneer Wall Application. 

6. TMS 602 Specification for Masonry Structures. (TMS = The Masonry 

Society) 

1.02 REFERENCES 

A. American Concrete Institute (ACI): 

1. ACI 318 – Building Code Requirements for Structural Concrete and 

Commentary. 

B. American Institute of Steel Construction (AISC): 

1. AISC 360 – Specification for Structural Steel Buildings. 

2. AISC 341 – Seismic Provisions for Structural Steel Buildings. 

C. ASTM International (ASTM): 

1. ASTM A108 – Standard Specification for Steel Bar, Carbon and Alloy, 

Cold-Finished. 
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2. ASTM A370 – Standard Test Methods and Definitions for Mechanical 

Testing of Steel Products. 

3. ASTM A706 – Standard Specification for Deformed and Plain Low-Alloy 

Steel Bars for Concrete Reinforcement. 

4. ASTM C31 - Standard Practice for Making and Curing Concrete Test 

Specimens in the Field. 

5. ASTM C172 - Standard Practice for Sampling Freshly Mixed Concrete. 

6. ASTM C1314 - Standard Test Method for Compressive Strength of 

Masonry Prisms. 

7. ASTM E164 - Standard Practice for Contact Ultrasonic Testing of 

Weldments. 

8. ASTM E488 - Standard Test Methods for Strength of Anchors in Concrete 

Elements. 

9. ASTM E543 - Standard Specification for Agencies Performing 

Nondestructive Testing. 

10. ASTM E1444 - Standard Practice for Magnetic Particle Testing. 

11. ASTM F606 - Standard Test Methods for Determining the Mechanical 

Properties of Externally and Internally Threaded Fasteners, Washers, 

Direct Tension Indicators, and Rivets. 

12. ASTM C1823 Standard Test Method for Shear Bond Strength of Adhered 

Dimension Stone (eg- Brick Veneer). 

D. Association of the Wall and Ceiling Industry (AWCI): 

1. AWCI Technical Manual 12-B - Standard Practice for the Testing and 

Inspection of Field Applied Thin Film Intumescent Fire-Resistive 

Materials; an Annotated Guide. 

E. American Welding Society (AWS): 

1. AWS D1.1 – Structural Welding Code. 

2. AWS D1.3 – Structural Welding Code – Sheet Steel. 

3. AWS D1.4 – Structural Welding Code – Reinforcing Steel. 

4. AWS D1.8 – Structural Welding Code – Seismic Supplement. 
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F. Division of the State Architect (DSA) Interpretation Regulations (IR): 

1. DSA IR 17-2 – Nondestructive Testing (N.D.T.) of Welds. 

2. DSA IR 17-3 – Structural Welding Inspection. 

3. DSA IR 17-8 – Sampling and Testing of High Strength Bolts, Nuts and 

Washers. 

4. DSA IR 17-9 – High Strength Bolting Inspection. 

5. DSA IR 17-10 – Sampling, Testing and Tagging of Reinforcing Bars. 

6. DSA IR 17-11 – Identification, Sampling and Testing of Threaded Steel 

Anchor Bolts and Anchor Rods. 

1.03  REGULATORY REQUIREMENTS 

A. Laboratories performing testing shall have DSA’s Laboratory Evaluation and 
Acceptance Program approval prior to providing material testing or special 

inspection services. 

B. Tests of materials and inspections shall be in accordance to Section 4-213 through 

4-219 of the California Building Standards Commission’s, California 
Administrative Code. 

C. Required material testing, inspections and special inspections are indicated on the 

DSA approved DSA-103, Listing of Structural Tests & Special Inspections (T&I 

List).  OWNER will provide CONTRACTOR copy of DSA-103. 

1.04 TESTS 

A. OWNER will contract with a DSA approved testing laboratory to perform the 

testing indicated on the Contract Documents, including the Tests and Special 

Inspections (T&I) list.  

B. Selection of material to be tested shall be by the Testing Laboratory and not by 

CONTRACTOR. 

C. Any material shipped from the source of supply prior to having satisfactorily 

passed such testing and inspection, or prior to the receipt of notice from Project 

Inspector such testing and inspection is not required, shall not be incorporated 

into the Work. 
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D. OWNER will select, and directly reimburse, the Testing Laboratory for costs of 

all DSA required tests and inspections; however, the Testing Laboratory may be 

reimbursed by CONTRACTOR for such costs as specified or noted in related 

sections of the Contract Documents. 

E. The Testing Laboratory is not authorized to release, revoke, alter, or enlarge 

requirements of the Contract Documents or approve or accept any portion of the 

Work. 

F. The Testing Laboratory shall not perform any duties of CONTRACTOR. 

G. CONTRACTOR shall provide an insulated curing box with the capacity for 

twenty concrete cylinders and will relocate said box and cylinders as rapidly as 

required in order to provide for progress of the Work. 

1.05 TEST REPORTS 

A. Test reports shall include all tests performed, regardless of whether such tests 

indicate the material is satisfactory or unsatisfactory.  Samples taken but not 

tested shall also be reported.  Records of special sampling operations, when and 

as required, shall also be reported.  Reports shall indicate the material (or 

materials) was sampled and tested in accordance with requirements of CBC, Title 

24, Parts 1 and 2, as indicated on the Contract Documents. Test reports shall 

indicate specified design strength and specifically state whether or not the 

material (or materials) tested comply with the specified requirements. 

1.06 VERIFICATION OF TEST REPORTS 

A. Each Testing Laboratory shall submit to the Division of the State Architect, in 

duplicate, a verified report covering all tests required to be performed by that 

agency during the progress of the Work. Such report, covering all required tests, 

shall be furnished prior to Substantial Completion and/or, when construction on 

the Work is suspended, covering all tests up to the time of Work suspension. 

1.07 INSPECTION BY OWNER 

A. OWNER, and its representatives, shall have access, for purposes of inspection, at 

all times to all parts of the Work and to all shops wherein the Work is in 

preparation.  CONTRACTOR shall, at all times, maintain proper facilities and 

provide safe access for such inspection. 

B. OWNER shall have the right to reject materials and/or workmanship deemed 

defective Work and to require correction. Defective workmanship shall be 

corrected in a satisfactory manner and defective materials shall be removed from 
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the premises and legally disposed of without charge to OWNER. If 

CONTRACTOR does not correct such defective Work within a reasonable time, 

fixed by written notice and in accordance with the terms and conditions of the 

Contract Documents, OWNER may correct such defective Work and proceed in 

accordance with related Articles of the Contract Documents.  

C. CONTRACTOR is responsible for compliance to all applicable local, state, and 

federal regulations regarding codes, regulations, ordinances, restrictions, and 

requirements. 

1.08 PROJECT INSPECTOR 

A. A Project Inspector will be employed by OWNER in accordance with 

requirements of Title 24 of the California Code of Regulations with their duties 

specifically defined therein.  Additional DSA Special Inspectors may be 

employed and assigned to the Work by OWNER in accordance with the 

requirements of the CBC and DSA. 

B. Inspection of Work shall not relieve CONTRACTOR from any obligation to 

fulfill all terms and conditions of the Contract Documents.  

C. CONTRACTOR shall be responsible for scheduling times of inspection, tests, 

sample taking, and similar activities of the Work. 

1.09 STRUCTURAL TESTS AND SPECIAL INSPECTIONS 

A. All Structural Tests and Special Inspections listed are minimum requirements. 

Refer to DSA 103 for additional requirements. 

B. Soils: 

1. General: Periodic inspection by Geotechnical Engineer for verification of 

the following construction activities in conformance to CBC Table 

1705A.6: 

a. Site has been prepared properly prior to placement of controlled 

fill and/or excavations for foundations. 

b. Foundation excavations are extended to proper depth and have 

reached proper material. 

c. Materials below footings are adequate to achieve the design 

bearing capacity. 
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2. Compacted Fills: Testing and inspections shall be in conformance to Table 

1705A.6: 

a. Geotechnical Engineer will continuously verify the use of proper 

materials and inspect lift thicknesses, placement, and compaction 

during placement of fill. 

b. Testing Laboratory under the supervision of the Geotechnical 

Engineer will: 

1) Perform qualification testing of fill materials. 

2) Test the compaction of fill. 

3. Retaining Walls: 

a. Continuous inspections by Geotechnical Engineer: 

1) Placement, compaction and inspection of soil per CBC 

Section 1705A.6.1 for fills supporting foundations. 

b. Concrete Retaining Walls: Provide tests and inspections as 

indicated on paragraphs below for concrete. 

C. Concrete: 

1. Cast in Place Concrete: Inspection and testing in conformance to CBC 

Table 1705A.3: 

a. Inspection of reinforcement, including prestressing tendons and 

verification of placement, per ACI 318, sections 25.2, 25.3, 25.5.1 

26.6.1 – 26.6.3, 26.13.1, 26.13.3.2, 26.13.3.3. 

b. Reinforcing bar welding: Inspect per AWS D1.4, ACI 318 18.2.8, 

25.5.7, 26.6.4, 26.13.1.4, 26.13.3.2, 26.13.3.3. 

1) Verification of weldability of reinforcing bars other than 

ASTM A706. 

2) Inspect single-pass fillet welds, maximum 5/16”. 

3) Inspect all other welds. 

c. Inspect anchors cast in concrete per ACI 318, section 17.8.2. 

d. Inspect anchors post-installed in hardened concrete members: 
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1) Continuous inspection of adhesive anchors installed in 

horizontally or upwardly inclined orientations to resist 

sustained tension loads, per ACI 318, section 17.8.2.4. 

2) Mechanical anchors and adhesive anchors, not defined in 

previous paragraph, per ACI 318, section 17.8.2. 

e. Design Mix: 

1) Verify use of required mix, per ACI 318, chapter 19 and 

sections 26.4.3 and 26.4.4. 

2) Batch Plant Inspection: The quality and quantity of 

materials used in transit-mixed concrete and in batched 

aggregates shall be continuously inspected as required by 

CBC section 1705A.3.2.  If approved by DSA, batch plant 

inspection may be reduced to periodic if plant complies 

with CBC section 1705A3.3.1, item 1, and requires first 

batch inspection, weightmaster, and batch tickets. 

f. Prior to concrete placement, fabricate specimens for strength tests, 

perform slump and air content tests, and determine the temperature 

of the concrete, per ASTM C172, ASTM C31, ACI 318, sections 

26.4.5 and 26.12. 

g. Inspect concrete and shotcrete placement for proper application 

techniques, per ACI 318, section 26.4.5. 

h. Verify maintenance of specified curing temperature and techniques 

per ACI 318 sections 26.4.7 through 26.4.9 and CBC section 

1908.9. 

i. Sampling and testing of reinforcing steel per ASTM A370, DSA 

IR 17-10 and CBC section 1910A.2.  CONTRACTOR shall submit 

mill certificate indicating compliance with requirements for 

reinforcement, anchors, ties, and metal accessories. 

2. Post-installed Anchors:  

a. Special Inspector will inspect installation of post-installed anchors 

in hardened concrete members as required by CBC table 1705A.3, 

item 4. 

1) Adhesive anchors installed in horizontally or upwardly 

inclined orientations to resist sustained tension loads, per 

ACI 318, section 17.8.2.4. 
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2) Mechanical anchors and adhesive anchors not defined 

above, per ACI 318, section 17.8.2. 

b. Testing Laboratory will test post-installed anchors in conformance 

to CBC section 1905A and ASTM E488. 

D. Masonry Veneer:  

1. Test or Special Inspection: 

a. Verify proportions of site prepared mortar and grout and/or verify 

certification of premixed mortar. 

b. Inspect placement of units and construction of mortar joints. 

c. Test adhered veneer bond strength. 

E. Structural Steel: 

1. Special inspector will verify that all materials are properly marked in 

conformance with AISC 360, Section 3.3 and applicable ASTM standards. 

a. Mill certificates indicating material properties that comply with 

requirements. 

b. Materials, sizes, types and grades complying with requirements. 

2. Testing Laboratory will test unidentified materials in conformance with 

ASTM A370. 

3. Special inspector will examine seam welds of HSS shapes in conformance 

with DSA IR-17-3. 

4. Special inspections and non-destructive testing of structural steel elements 

shall be in conformance to CBC section 1705A.2.1. 

F. Welding: 

1. Verification of Materials, Equipment and Welders: 

a. Special inspector will verify weld filler material identification 

markings per AWS designation listed on the Contract Documents 

and the WPS. 

b. Special inspector will verify material manufacturer’s certificate of 
compliance. 
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c. Special inspector will verify WPS, welder qualifications and 

equipment in conformance to DSA IR 17-3. 

2. Shop Welding: Special inspector will inspect the following, per CBC 

1705A.2.1, AISC 360 (and AISC 341, as applicable) and DSA IR 17-3: 

a. Groove, multi-pass fillet welds larger than 5/16”, plug and slot 
welds. 

b. Single-pass fillet welds equal or less than 5/16”. 

3. Field Welding: Special inspector will inspect the following, per CBC 

1705A.2.1, AISC 360 (and AISC 341, as applicable) and DSA IR 17-3: 

a. Groove, multi-pass fillet welds larger than 5/16”, plug and slot 
welds. 

b. Single-pass fillet welds equal or less than 5/16”. 

4. Non-Destructive Testing: Testing Laboratory will test perform ultrasonic 

and magnetic particle testing in conformance to AISC 360 section N5.5, 

AISC 341 appendix Q5.2, AWS D1.1, AWS D1.8, ASTM E543, ASTM 

E1444, ASTM E164 and DSA IR 17-2. 

G. Anchor Bolts, Anchor Rods and Other Steel: 

1. Testing Laboratory will sample and test not readily identifiable anchor 

bolts and anchor rods in accordance with DSA IR 17-11. 

PART 2 – PRODUCTS (Not used). 

PART 3 – EXECUTION (Not used). 

 

END OF SECTION 
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SECTION 04 45 24 
 

ENVIRONMENTAL IMPORT / EXPORT MATERIAL TESTING 

 

PART 1 – GENERAL 

1.01  SUMMARY 

A. This Section specifies the requirements for the sampling, testing, transportation and 

certification of imported fill materials or exported fill materials from La Cañada 

Unified School District (“LCUSD”) Sites.   

B. This Section defines: 

1. Contractor requirements for use of existing, imported or generated materials on 

LCUSD Sites. 

2. Contractor requirements for stockpiling materials for use on school sites. 

3. Contractor requirements for exporting materials from a school site including 

transportation. 

4. Testing requirements for all materials imported, exported, stockpiled or generated 

for use on the school site. 

5. Testing and reporting requirements. 

6. Contractor submittal requirements.  

1.02  RELATED SECTIONS  

A. General Conditions. 

B. Section 01 11 00:  Summary of Work. 

C. Section 01 31 13:  Project Coordination. 

D. Section 01 32 13:  Construction Schedule. 

E. Section 01 32 29:  Project Forms 

F. Section 01 33 00:  Submittal Procedures. 

G. Section 31 22 00:  Grading. 

H. Section 31 23 00:  Excavation and Fill. 

I. Section 31 23 16:  Excavation and Fill. (Pavement) 

J. Section 31 23 19:  Excavation and Fill (Structures). 

K. Section 31 23 23:  Excavation and Fill (Utilities). 

L. Section 32 11 00:  Base Course. 

1.03  OBJECTIVES 

A. Ensure that fill materials imported to LCUSD Sites are free of known and expected 

environmental contaminants for students, staff, and visitors.  

B. Ensure that materials exported from LCUSD Sites comply with California Code of 

Regulations (CCR) Title 22 requirements. 
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C. Ensure that representative data be collected so that analytical determinations can be made 

in regards to the first two objectives. 

1.04  SUBMITTALS 

 A. Contractor shall submit to District Representative for transmittal to District 

Representative or LCUSD Environmental Consultant if any 

1. Written notification in the form of a memo or e-mail from the Contractor to the 

District Representative is required prior to the importing of soils from a borrow 

site to a school site. All hauling contracts must specify the use of “clean” trucks. 

Clean trucks shall be clean of any and all visible contamination or deleterious 

materials. 

2. Written documentation confirming that the trucks traveled directly from the 

source location to the recipient location with no detours or stops at other 

locations and that short loads were not augmented by other materials that were 

not tested as part of the final import/export activities.  It is the Contractor’s 

responsibility to document that no other trips or short load augmentation 

occurred and submit the documentation within seven (7) calendar days of the 

completion of the import activities.  All import transportation activities shall be 

conducted in accordance with all applicable (local, State, Federal) rules and 

regulations. 

3. The Contractor at its expense shall have the required tests performed and report 

results noting if the tested material passed or failed and shall furnish copies to the 

District Representative, and/or others as required.  Report shall state tests were 

conducted under the responsible charge of a licensed State of California 

professional engineer or professional geologist and the material was tested in 

accordance with applicable provisions of the Contract Documents, DSA, and 

CCR Title 22.   

4. Certification, in the form of haul tickets or completed waste manifests, 

documenting the volume/weight and recipient of all import/export materials and 

activities.  This documentation shall be coordinated through the District 

Representative and LCUSD Environmental Consultant if any. Contractor shall 

provide, track, and maintain a log of all imported and exported materials. 

5. Specific Import Requirements: 

a. Within thirty (30) calendar days of receipt of Notice to Proceed, the 

contractor shall submit a spreadsheet listing all required import material 

types including but not limited to backfill soil, sand, gravel, and crushed 

aggregate base.  The list shall include estimated volumes/weights 

required by each subcontractor and the intended borrow site locations 

each contractor intends to procure material from. 

b. Prior to the import of material, the Contractor must submit to the District 

a “Import Materials Borrow Site – Approval Form” a minimum of two (2 

weeks prior to needing material on site. The Import Materials Borrow 

Site – Approval Form is included at the end of this Specification Section. 

c. For import to the school project site, haul tickets shall be utilized, and 

shall contain the following minimum information:  

1) Date(s) of haul activity. 

2) Address of source site. 
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3) Address of recipient. 

4) Load volume/weight. 

5) Day of departure from source. 

6) Day of arrival at recipient site.  

7) Signature of recipient or recipient’s agent. 

8) It is the Contractor’s responsibility to confirm that no other trips or 
short-load augmentation occurred and submit documentation to 

the District Representative. 

1.05  APPROVALS 

A. Import of soil, granular base, geotechnical grading or filling materials at LCUSD sites 

will occur only with prior approval of the District through the District Representative. 

PART 2 – PRODUCTS 

2.01 MATERIALS 

A. Imported: 

1. Soils:  Soils proposed for import shall be tested pursuant to the requirements as 

outlined in Part 3 of this Section.  

2. Gravels/CAB:  Clean gravel, consisting of native rock from a commercial source, 

shall be tested pursuant to the requirements of this Section.   

3. Sands:  Clean sand from a commercial source shall be tested pursuant to the 

requirements of this Section.  Contractor shall provide written documentation, 

which identifies the source, volume/weight and proposed transport date(s) of the 

material for review.  

4. Miscellaneous Material:  No crushed miscellaneous material (CMB) containing 

potential deleterious materials may be utilized or imported to a LCUSD 

project site for use as fill or grading material. 

PART 3 – EXECUTION 

3.01  GRADING/EXCAVATION 

A. If the Contractor encounters an area(s) with discolored, stained, and/or odorous soils or 

any other evidence of contamination during excavation/grading work, Contractor must 

immediately notify the District Representative, cease work at the aforementioned area(s), 

and secure the area(s) with fencing, tape, stakes or other suitable means to prevent entry 

by personnel or equipment.  Upon notification, the District Representative will 

immediately notify the LCUSD Environmental Consultant, which will initiate a 

construction response to address the area(s) of concern, in accordance with pertinent 

regulatory requirements. 

3.02  SAMPLING AND TESTING 

A. All import material testing will be performed by a testing laboratory selected by the 

Contractor and approved by the District.   Contractor must coordinate with the District 

per Item 1.04, of this Section, to request approval of borrow site. 
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B. All fill/grading material must be tested at the site of origin.  Import testing and certification 

process shall include the steps listed below.  OWNER retains the right to refuse any fill 

material proposed for use at any LCUSD site. 

1. Stockpile all materials for sampling (standard stockpile or backhoe pothole 

stockpile).  Crushed fill materials generated by Contractor at a LCUSD site must 

be segregated by material type (e.g., separate stockpiles for concrete, asphalt, etc. – 

not to be tested). 

2. Provide completed Request for Import Fill Material Testing form, per Item 

1.04.A.1.  

C. Import fill materials shall be stockpiled by Contractor (or the export site) and will be 

deemed acceptable for import/export or reuse only when it has been tested and proven 

clean to the satisfaction of the District.  

D. Import fill material may be deemed defective for use by the District or its Environmental 

Consultant, if any at a LCUSD site should any of the following compounds or chemicals 

exceed the prescribed volumes: 

1. TPH are present at concentrations exceeding 100 milligrams per kilogram (mg/kg) 

for gasoline and/or 1,000 mg/kg for oil/diesel and long-chain hydrocarbons.  

2. Solvents and other VOCs are present at concentrations exceeding the human health 

risk levels for unrestricted land use and/or hazardous waste characterization criteria 

whichever is lower. 

3. PCBs are present at concentrations exceeding the human health risk levels for 

unrestricted land use and/or hazardous waste characterization criteria whichever is 

lower. 

4. SVOCs are present at concentrations exceeding the human health risk levels for 

unrestricted land use and/or hazardous waste characterization criteria whichever is 

lower. 

5. OCPs are present at concentrations exceeding the human health risk levels for 

unrestricted land use and/or hazardous waste characterization criteria whichever is 

lower. 

6. OPPs are present at concentrations exceeding the human health risk levels for 

unrestricted land use and/or hazardous waste characterization criteria whichever is 

lower. 

7. Chlorinated herbicides are present at concentrations exceeding the human health 

risk levels for unrestricted land use and/or hazardous waste characterization criteria 

whichever is lower. 

8. California Code of Regulations Title 22 (CAM 17) Metals at concentrations 

exceeding human health risk levels for unrestricted land use or typical background 

levels expected in California and/or hazardous waste characterization criteria 

whichever is lower. 

9. Hexavalent chromium is present at concentrations exceeding 17 mg/kg or failing 

hazardous waste STLC leachate criteria. 

E. All export/import material shall be characterized, handled, and documented in accordance 

with applicable US EPA and State of California hazardous waste and hazardous materials 

regulations.  For the purpose of this specification, “contaminated” shall mean any soil or 
geotechnical material with constituent concentrations, which would require disposal at a 
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permitted facility (i.e., California hazardous or RCRA hazardous).  District 

Representative must be notified at least five days prior to the disposal of any hazardous 

waste or hazardous material. No material disposal or reuse can take place without prior 

written approval of District Representative. 

F. Specification test results and LCUSD approvals shall be valid for a period of 90 days 

from the date of the subject testing.  Previously approved materials shall not be utilized 

after the 90-day limit without prior review and approval by the District’s Environmental 

Consultant. 

3.03  TRANSPORTATION 

A. Details of the samples and testing must be submitted to and approved by LCUSD 

Environmental Consultant before the materials from which the samples were collected 

undergo transportation. 

B. Haul Routes and Regulations/Restrictions:  Contractor must comply with requirements of 

project environmental disclosure documents (i.e., CEQA EIR) and authorities having 

jurisdiction over the project area and the proposed activities (e.g. Regional Water Quality 

Control Board, Orange County Health Care Agency, DTSC, etc.).  

3.04  COSTS 

A. Contractor shall pay the costs of testing materials borrow sites.  

B. Contractor shall pay all fees associated with loading, hauling and disposal of exported soil 

and aggregates. Should contaminated soil otherwise not identified in the contractor 

documents be encountered, the district shall pay the fee difference for disposal if the soil is 

determined to be treated as a hazardous material.  

C. Contractor shall pay all fees for loading, hauling, disposal and/or processing of 

contaminated and/or hazardous fill materials identified in the contract documents. 

 

END OF SECTION 01 45 24
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IMPORT MATERIALS BORROW SITE - APPROVAL FORM 

Date:  

Project Name:   

Contractor:  

School Site Receiving 

Import  
 

Location of Soil Borrow Site: 

Borrow Site Address:   

Borrow Site City:   

Major Cross Streets:   

 

Soil Owner Information: 

Soil Owner Name:  

Contact Name:  

Contact Phone Number:   

 

Site History: 

Describe Current Site Use:   

Describe Site History:  

Available Environmental 

Documents:  

 

Borrow Soil Description: 

Material Type: 
❑Fill Soil 

❑Other:  
Import Soil Volume:   (Tonnage) 

If in place material, depth and acres of excavation:  

❑   Only portion of material is available    

or 

❑  All required material is available                                                        

❑   Stockpile     

or 

❑  In Place 

Materials already on Import Site? 
❑   Yes     

❑  No 

 

Schedule: 

Date when materials are needed:  

Date of Test  

 

Comments: 
 

 

Contractor Signature: __________________________________________________________ 

 

Approved by District Representative: ______________________________________________ 
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DOCUMENT 01 50 00 

TEMPORARY FACILITIES AND CONTROLS 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in 

this document, including without limitation: 

A. General Conditions; 

B. Special Conditions;  

C. Site Standards; and 

D. Construction Waste Management and Disposal. 

1.02 TEMPORARY UTILITIES: 

A. Electric Power and Lighting: 

(1) Contractor shall provide temporary power during the course of the Work.  To the 

extent power is available in the building(s) or on the Site, Contractor may use the 

District’s existing utilities.  Contractor shall be responsible for providing 

temporary facilities required to deliver that power service from its existing 

location on the Site, or off-site to point of intended use. 

(2) Contractor shall verify characteristics of power available in building(s) or on the 

Site.  Contractor shall take all actions required to make modifications where 

power of higher voltage or different phases of current are required.  Contractor 

shall be fully responsible for providing that service and shall pay all costs 

required therefor. 

(3) Contractor shall furnish, wire for, install, and maintain temporary electrical lights 

wherever it is necessary to provide illumination for the proper performance 

and/or observation of the Work: a minimum of 20 foot-candles for rough work 

and 50 foot-candles for finish work. 

(4) Contractor shall be responsible for maintaining existing lighting levels in the 

project vicinity should temporary outages or service interruptions occur. 

(5) Contractor is advised that portion of the site will be in used during the 

construction of the improvement.  Contractor shall ensure that electrical power, 

lighting is not interrupted in spaces or facilities occupied by the District during 

the construction work. 

B. Heat and Ventilation: 
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(1) Contractor shall provide temporary heat to maintain environmental conditions to 

facilitate progress of the Work, to meet specified minimum conditions for the 

installation and curing of materials, and to protect materials and finishes from 

damage due to improper temperature and humidity conditions.  Portable heaters 

shall be standard units complete with controls. 

(2) Contractor shall provide forced ventilation and dehumidification, as required, of 

enclosed areas for proper installation and curing of materials, to disperse 

humidity, and to prevent hazardous accumulations of dust, fumes, vapors, and 

gases. 

(3) Contractor shall pay the costs of installation, maintenance, operation, and 

removal of temporary heat and ventilation, including costs for fuel consumed, 

required for the performance of the Work. 

C. Water: 

(1) To the extent water is available on the Site, Contractor may use the District’s 
existing utilities.  Contractor shall be responsible for providing temporary 

facilities required to deliver such utility service from its existing location on the 

Site, or other location approved by the local water agency, to point of intended 

use. 

(2) Contractor shall use backflow preventers on water lines at point of connection to 

District’s water supply.  Backflow preventers shall comply with requirements of 
Uniform Plumbing Code. 

(3) Contractor shall make potable water available for human consumption. 

D. Sanitary Facilities: 

(1) Contractor shall provide sanitary temporary facilities in no fewer numbers than 

required by law and such additional facilities as may be directed by the Inspector 

for the use of all workers.  The facilities shall be maintained in a sanitary 

condition at all times and shall be left at the Site until removal is directed by the 

Inspector or Contractor completes all other work at the Site. 

(2) Use of toilet facilities in the Work under construction shall not be permitted 

except by consent of the Inspector and the District. 

E. Telephone Service: 

(1) Contractor shall arrange with local telephone service company for telephone 

service as required for the performance of the Work.  Contractor shall, at a 

minimum, provide in its field office one line for telephone and one line for fax 

machine. 

(2) Contractor shall pay the costs for telephone and fax lines installation, 

maintenance, service, and removal. 
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F. Fire Protection: 

(1) Contractor shall provide and maintain fire extinguishers and other equipment for 

fire protection.  Such equipment shall be designated for use for fire protection 

only and shall comply with all requirements of the California Fire, State Fire 

Marshall and/or its designee. 

(2) Where on-site welding and burning of steel is unavoidable, Contractor shall 

provide protection for adjacent surfaces. 

G. Trash Removal: 

(1) Contractor shall provide trash removal on a timely basis.  Under no circumstance 

shall Contractor use District trash service.   

H. Contractor’s Field Office: 

(1) If Contractor chooses to provide a field office, it shall be an acceptable 

construction trailer that is well-lit and ventilated.  The construction trailer shall 

be equipped with shelves, desks, filing cabinet, chairs, and such other items of 

equipment needed.  Trailer and equipment are the property of the Contractor and 

must be removed from the Site upon completion of the Work. Location of trailer 

shall be approved by the District. 

(2) Contractor shall provide any additional electric lighting and power required for 

the trailer.  Contractor shall make adequate provisions for heating and cooling as 

required. 

 

1.03 CONSTRUCTION AIDS: 

A. Plant and Equipment: 

(1) Contractor shall furnish, operate, and maintain a complete plant for fabricating, 

handling, conveying, installing, and erecting materials and equipment; and for 

conveyances for transporting workers.  Include elevators, hoists, debris chutes, 

and other equipment, tools, and appliances necessary for performance of the 

Work. 

(2) Contractor shall maintain plant and equipment in safe and efficient operating 

condition.  Damages due to defective plant and equipment, and uses made 

thereof, shall be repaired by Contractor at no expense to the District. 

B. None of the District’s tools and equipment shall be used by Contractor for the 
performance of the Work. 
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1.04 BARRIERS AND ENCLOSURES: 

A. Contractor shall obtain the District's written permission for locations and types of 

temporary barriers and enclosures, including fire-rated materials proposed for use, prior 

to their installation. 

B. Contractor shall provide and maintain temporary enclosures to prevent public entry and 

to protect persons using other buildings and portions of the Site and/or Premises, the 

public, and workers.  Contractor shall also protect the Work and existing facilities from 

the elements, and adjacent construction and improvements, persons, and trees and plants 

from damage and injury from demolition and construction operations. 

C. Contractor shall provide site access to existing facilities for persons using other buildings 

and portions of the Site, the public, and for deliveries and other services and activities. 

D. Tree and Plant Protection: 

(1) Contractor shall preserve and protect existing trees and plants on the Premises 

that are not designated or required to be removed, and those adjacent to the 

Premises. 

(2) Contractor shall provide barriers to a minimum height of 4'-0" around drip line of 

each tree and plant, around each group of trees and plants, as applicable, in the 

proximity of demolition and construction operations, or as denoted on the Plans. 

(3) Contractor shall not park trucks, store materials, perform Work or cross over 

landscaped areas.  Contractor shall not dispose of paint thinners, water from 

cleaning, plastering or concrete operations, or other deleterious materials in 

landscaped areas, storm drain systems, or sewers.  Plant materials damaged as a 

result of the performance of the Work shall, at the option of the District and at 

Contractor's expense, either be replaced with new plant materials equal in size to 

those damaged or by payment of an amount representing the value of the 

damaged materials as determined by the District. 

(4) Contractor shall remove soil that has been contaminated during the performance 

of the Work by oil, solvents, and other materials which could be harmful to trees 

and plants, and replace with good soil, at Contractor's expense. 

(5) Excavation around Trees: 

(a) Excavation within drip lines of trees shall be done only where absolutely 

necessary and with written permission from the District. 

(b) Where trenching for utilities is required within drip lines, tunneling 

under and around roots shall be by hand digging and shall be approved 

by the District.  Main lateral roots and taproots shall not be cut.  All roots 

2 inches in diameter and larger shall be tunneled under and heavily 

wrapped with wet burlap so as to prevent scarring or excessive drying.  

Smaller roots that interfere with installation of new work may be cut with 

prior approval by the District.  Roots must first be cut with a Vermeer, or 

equivalent, root cutter prior to any trenching. 
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(c) Where excavation for new construction is required within drip line of 

trees, hand excavation shall be employed to minimize damage to root 

system. Roots shall be relocated in backfill areas wherever possible.  If 

encountered immediately adjacent to location of new construction, roots 

shall be cut approximately 6 inches back from new construction. 

(d) Approved excavations shall be carefully backfilled with the excavated 

materials approved for backfilling.  Backfill shall conform to adjacent 

grades without dips, sunken areas, humps, or other surface irregularities.  

Do not use mechanical equipment to compact backfill.  Tamp carefully 

using hand tools, refilling and tamping until Final Acceptance as 

necessary to offset settlement. 

(e) Exposed roots shall not be allowed to dry out before permanent backfill 

is placed.  Temporary earth cover shall be provided, or roots shall be 

wrapped with four layers of wet, untreated burlap and temporarily 

supported and protected from damage until permanently relocated and 

covered with backfill. 

(f) Accidentally broken roots should be sawed cleanly 3 inches behind 

ragged end. 

1.05 SECURITY: 

The Contractor shall be responsible for project security for materials, tools, equipment, supplies, 

and completed and partially completed Work. 

1.06 TEMPORARY CONTROLS: 

A. Noise Control: 

(1) Contractor acknowledges that adjacent facilities will remain in operation during a 

portion of the Work period, and it shall take all reasonable precautions to 

minimize noise as required by applicable laws and the Contract Documents. 

(2) Notice of proposed noisy operations, including without limitation, operation of 

pneumatic demolition tools, concrete saws, and other equipment, shall be 

submitted to the District a minimum of forty-eight (48) hours in advance of their 

performance. 

(3) Refer to Section 01 41 11 CEQA Mitigation Measures for additional 

requirements. 

(a) Furnish and Install Acoustical Curtain/Sound Blanket. 

i. Contractor shall furnish and install acoustical curtain/sound 

blanket on 8-foot chain link fence where indicated on the fencing 

plan (Refer to the Special Conditions) and, as required per 

Section 01 41 11. 
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ii. Product shall be exterior grade, UV resistant heavy-duty faced 

quilted fiberglass absorber bonded to a reinforced loaded vinyl 

barrier.  

iii The quilted blanket shall be configured as hanging panels. 

iv. Curtain panels shall be constructed with grommets across the top 

and bottom and exterior grade Velcro seals along the vertical 

edges. 

v. Panel size: 46” (w) x 96” (h) nominal. 

vi. Blankets shall meet the following minimum criteria: 

  NRC: 0.75 

  STC: 25  

Temperature range: -20 degrees to 180 degrees 

Fahrenheit 

  ASTM E84 Class 1 or A Fire Rating 

 

vii. Panels shall be secured on fence with zip-ties.  Fence panels and 

posts shall be constructed, erected and secured adequately to 

withstand prevailing winds in the area.  Fence and noise blankets 

shall be maintained throughout the duration of construction and 

be removed at end of construction. 

B. Noise and Vibration: 

(1) Equipment and impact tools shall have intake and exhaust mufflers. 

(2) Contractor shall cooperate with District to minimize and/or cease the use of noisy 

and vibratory equipment if that equipment becomes objectionable by its 

longevity. 

C. Dust and Dirt: 

(1) Contractor shall conduct demolition and construction operations to minimize the 

generation of dust and dirt, and prevent dust and dirt from interfering with the 

progress of the Work and from accumulating in the Work and adjacent areas 

including, without limitation, occupied facilities. 

(2) Contractor shall periodically water exterior demolition and construction areas to 

minimize the generation of dust and dirt. 

(3) Contractor shall ensure that all hauling equipment and trucks carrying loads of 

soil and debris shall have their loads sprayed with water or covered with 

tarpaulins, and as otherwise required by local and state ordinance. 

(4) Contractor shall prevent dust and dirt from accumulating on walks, roadways, 

parking areas, and planting, and from washing into sewer and storm drain lines. 
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D. Water: 

(1) Contractor shall not permit surface and subsurface water, and other liquids, to 

accumulate in or about the vicinity of the Premises.  Should accumulation 

develop, Contractor shall control the water or other liquid, and suitably dispose 

of it by means of temporary pumps, piping, drainage lines, troughs, ditches, 

dams, or other methods. 

E. Pollution: 

(1) No burning of refuse, debris, or other materials shall be permitted on or in the 

vicinity of the Premises. 

(2) Contractor shall comply with applicable regulatory requirements and anti-

pollution ordinances during the conduct of the Work including, without 

limitation, demolition, construction, and disposal operations. 

F. Lighting: 

(1) If portable lights are used after dark, all light must be located so as not to direct 

light into neighboring property. 

1.07 JOB SIGN(S): 

A. General: 

(1) Contractor shall provide and maintain a Project identification sign with the 

design, text, and colors designated by the District and/or the Design Professional; 

locate sign as approved by the District. 

(2) Signs other than the specified Project sign and or signs required by law, for 

safety, or for egress, shall not be permitted, unless otherwise approved in 

advance by the District. 

B. Materials: 

(1) Structure and Framing: Structurally sound, new or used wood or metal; wood 

shall be nominal 3/4-inch exterior grade plywood. 

(2) Sign Surface: Minimum 3/4-inch exterior grade plywood. 

(3) Rough Hardware: Galvanized. 

(4) Paint: Exterior quality, of type and colors selected by the District and/or the 

Design Professional. 

C. Fabrication: 

(1) Contractor shall fabricate to provide smooth, even surface for painting. 

(2) Size: 4'-0" x 8'-0", unless otherwise indicated. 
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(3) Contractor shall paint exposed surfaces of supports, framing, and surface material 

with exterior grade paint: one coat of primer and one coat of finish paint. 

(4) Text and Graphics: As indicated. (See Attached) 

1.08 PUBLICITY RELEASES: 

A. Contractor shall not release any information, story, photograph, plan, or drawing relating 

information about the Project to anyone, including press and other public 

communications medium, including, without limitation, on website(s) without the written 

permission of the District. 

PART 2 – PRODUCTS Not used. 

PART 3 – EXECUTION Not used. 

END OF DOCUMENT 
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DOCUMENT 01 50 13 

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions; 

B. Special Conditions; and  

C. Temporary Facilities and Controls. 

1.02 SECTION INCLUDES: 

A. Administrative and procedural requirements for the following: 

(1) Salvaging non-hazardous construction waste. 

(2) Recycling non-hazardous construction waste. 

(3) Disposing of non-hazardous construction waste. 

1.03 DEFINITIONS: 

A. Construction Waste:  Building and site improvement materials and other solid waste resulting 

from construction, remodeling, renovation, or repair operations.  Construction waste includes 

packaging. 

B. Demolition Waste:  Building and site improvement materials resulting from demolition or 

selective demolition operations. 

C. Disposal:  Removal off-site of demolition and construction waste and subsequent sale, recycling, 

reuse, or deposit in landfill or incinerator acceptable to authorities having jurisdiction. 

D. Recycle:  Recovery of demolition or construction waste for subsequent processing in preparation 

for reuse. 

E. Salvage:  Recovery of demolition or construction waste and subsequent sale or reuse in another 

facility. 

F. Salvage and Reuse:  Recovery of demolition or construction waste and subsequent incorporation 

into the Work. 

1.04 PERFORMANCE REQUIREMENTS: 

A. General:  Develop waste management plan that results in end-of Project rates for salvage/recycling 

of sixty-five percent (65%) by weight (or by volume, but not a combination) of total waste 

generated by the Work. 
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1.05 SUBMITTALS: 

A. Waste Management Plan:  Submit waste management plan within 30 days of date established for 

commencement of the Work. 

B. Waste Reduction Progress Reports:  Concurrent with each Application for Payment, submit copies 

of report.  Include the following information: 

(1) Material category. 

(2) Generation point of waste. 

(3) Total quantity of waste in tons or cubic yards. 

(4) Quantity of waste salvaged, both estimated and actual in tons or cubic yards. 

(5) Quantity of waste recycled, both estimated and actual in tons or cubic yards. 

(6) Total quantity of waste recovered (salvaged plus recycled) in tons or cubic yards. 

(7) Total quantity of waste recovered (salvaged plus recycled) as a percentage of total waste. 

C. Waste Reduction Calculations:  Before request for final payment, submit copies of calculated end-

of-Project rates for salvage, recycling, and disposal as a percentage of total waste generated by the 

Work. 

D. Records of Donations:  Indicate receipt and acceptance of salvageable waste donated to 

individuals and organizations.  Indicate whether organization is tax exempt. 

E. Records of Sales:  Indicate receipt and acceptance of salvageable waste sold to individuals and 

organizations.  Indicate whether organization is tax exempt. 

F. Recycling and Processing Facility Records:  Indicate receipt and acceptance of recyclable waste 

by recycling and processing facilities licensed to accept them.  Include manifests, weight tickets, 

receipts, and invoices. 

G. Landfill and Incinerator Disposal Records:  Indicate receipt and acceptance of waste by landfills 

and incinerator facilities licensed to accept them.  Include manifests, weight tickets, receipts, and 

invoices. 

H. Qualification Data:  For Waste Management Coordinator. 

I. Statement of Refrigerant Recovery:  Signed by refrigerant recovery technician responsible for 

recovering refrigerant, stating that all refrigerant that was present was recovered and that recovery 

was performed according to EPA regulations.  Include name and address of technician and date 

refrigerant was recovered. 

J. Submittal procedures and quantities are specified in Document 01 33 00. 

1.06 QUALITY ASSURANCE: 

A. Waste Management Coordinator Qualifications:  LEED Accredited Professional by U.S. Green 

Building Council. 
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B. Regulatory Requirements:  Comply with hauling and disposal regulations of authorities having 

jurisdiction. 

C. Waste Management Conference:  Conduct conference at Project site to comply with requirements.  

Review methods and procedures related to waste management including, but not limited to, the 

following: 

(1) Review and discuss waste management plan including responsibilities of Waste 

Management Coordinator. 

(2) Review requirements for documenting quantities of each type of waste and its 

disposition. 

(3) Review and finalize procedures for materials separation and verify availability of 

containers and bins needed to avoid delays. 

(4) Review procedures for periodic waste collection and transportation to recycling and 

disposal facilities. 

(5) Review waste management requirements for each trade. 

1.07 WASTE MANAGEMENT PLAN: 

A. General:  Develop plan consisting of waste identification, waste reduction work plan, and 

cost/revenue analysis.  Indicate quantities by weight or volume, but use same units of 

measurement throughout waste management plan. 

B. Waste Identification:  Indicate anticipated types and quantities of site-clearing and construction 

waste generated by the Work.  Include estimated quantities and assumptions for estimates. 

C. Waste Reduction Work Plan:  List each type of waste and whether it will be salvaged, recycled, or 

disposed of in landfill or incinerator.  Include points of waste generation, total quantity of each 

type of waste, quantity for each means of recovery, and handling and transportation procedures. 

(1) Salvaged Materials for Reuse:  For materials that will be salvaged and reused in this 

Project, describe methods for preparing salvaged materials before incorporation into the 

Work. 

(2) Salvaged Materials for Sale:  For materials that will be sold to individuals and 

organizations, include list of their names, addresses, and telephone numbers. 

(3) Salvaged Materials for Donation:  For materials that will be donated to individuals and 

organizations, include list of their names, addresses, and telephone numbers. 

(4) Recycled Materials:  Include list of local receivers and processors and type of recycled 

materials each will accept.  Include names, addresses, and telephone numbers. 

(5) Disposed Materials:  Indicate how and where materials will be disposed of.  Include 

name, address, and telephone number of each landfill and incinerator facility. 

(6) Handling and Transportation Procedures:  Include method that will be used for separating 

recyclable waste including sizes of containers, container labeling, and designated location 

on Project site where materials separation will be located. 
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PART 2 - PRODUCTS Not Used. 

PART 3 - EXECUTION 

3.01 PLAN IMPLEMENTATION: 

A. General:  Implement approved waste management plan.  Provide handling, containers, storage, 

signage, transportation, and other items as required to implement waste management plan during 

the entire duration of the Contract. 

(1) Comply with Document 01 50 00 for operation, termination, and removal requirements. 

B. [Waste Management Coordinator:  Engage a waste management coordinator to be responsible for 

implementing, monitoring, and reporting status of waste management work plan.  Coordinator 

shall be present at Project site full time for duration of Project.] 

C. Training:  Train workers, subcontractors, and suppliers on proper waste management procedures, 

as appropriate for the Work occurring at Project site. 

(1) Distribute waste management plan to everyone concerned within 3 days of submittal 

return. 

(2) Distribute waste management plan to entities when they first begin work on site.  Review 

plan procedures and locations established for salvage, recycling, and disposal. 

D. Site Access and Temporary Controls:  Conduct waste management operations to ensure minimum 

interference with roads, streets, walks, walkways, and other adjacent occupied and used facilities. 

(1) Designate and label specific areas of Project site necessary for separating materials that 

are to be salvaged, recycled, reused, donated, and sold. 

(2) Comply with Document 01 50 00 for controlling dust and dirt, environmental protection, 

and noise control. 

3.02 RECYCLING CONSTRUCTION WASTE: 

A. General:  Recycle paper and beverage containers used by on-site workers. 

B. Recycling Incentives:   Revenues, savings, rebates, tax credits, and other incentives received for 

recycling waste materials shall accrue to the Contractor. 

C. Procedures:  Separate recyclable waste from other waste materials, trash, and debris.  Separate 

recyclable waste by type at Project site to the maximum extent practical. 

(1) Provide appropriately marked containers or bins for controlling recyclable waste until 

they are removed from Project Site.  Include list of acceptable and unacceptable materials 

at each container and bin. 

(a) Inspect containers and bins for contamination and remove contaminated 

materials if found. 

(2) Stockpile processed materials on site without intermixing with other materials.  Place, 

grade, and shape stockpiles to drain surface water.  Cover to prevent windblown dust. 
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(3) Stockpile materials away from construction area.  Do not store within drip line of 

remaining trees. 

(4) Store components off the ground and protect from the weather. 

(5) Remove recyclable waste off District property and transport to recycling receiver or 

processor. 

D. Packaging: 

(1) Cardboard and Boxes:  Break down packaging into flat sheets.  Bundle and store in a dry 

location. 

(2) Polystyrene Packaging:  Separate and bag material. 

(3) Pallets:  As much as possible, require deliveries using pallets to remove pallets from 

Project Site.  For pallets that remain on Site, break down pallets into component wood 

pieces and comply with requirements for recycling wood. 

(4) Crates:  Break down crates into component wood pieces and comply with requirements 

for recycling wood. 

E. Site-Clearing Wastes:  Chip brush, branches, and trees on site. 

F. Wood Materials: 

(1) Clean Cut-Offs of Lumber:  Grind or chip into small pieces. 

(2) Clean Sawdust:  Bag sawdust that does not contain painted or treated wood. 

G. Gypsum Board:  Stack large clean pieces on wood pallets and store in a dry location. 

(1) Clean Gypsum Board:  Grind scraps of clean gypsum board using small mobile chipper 

or hammer mill.  Screen out paper after grinding. 

3.03 DISPOSAL OF WASTE: 

A. General:  Except for items or materials to be salvaged, recycled, or otherwise reused, remove 

waste materials from Project Site and legally dispose of them in a landfill or incinerator acceptable 

to authorities having jurisdiction. 

(1) Except as otherwise specified, do not allow waste materials that are to be disposed of 

accumulate on site. 

(2) Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 

B. Burning:  Do not burn waste materials. 

C. Disposal:  Transport waste materials off District property and legally dispose of them. 

END OF SECTION 
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FIELD OFFICES 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions; 

B. Special Conditions; and 

C. Temporary Facilities and Controls. 

1.02 SECTION INCLUDES: 

A. Requirements for Field Offices and Field Office Trailers. 

1.03 SUMMARY: 

A. General:  Contractor shall provide District’s Field Office Trailer and contents, for District’s use 
exclusively, during the term of the Contract. 

B. Property:  Trailer, furniture, furnishings, equipment, and the like, supplied by the Contractor with 

the Office Trailer shall remain the property of the Contractor; District property items installed, 

delivered, and the like by District within the Office Trailer will remain District’s property. 

C. Modifications:  District reserves the right to modify the trailer or contents, or both, as may be 

deemed proper by District. 

D. Condition:  Trailer and contents shall be clean, neat, substantially finished, in good, proper, and 

safe condition for use, operation, and the like; the trailer and contents shall not be required to be 

new. 

E. Installation Timing:  Provide safe, fully furnished, functional, proper, complete, and finished 

trailer properly ready for entire use, within fourteen (14) calendar days of District’s notification of 
the issuance of Notice to Proceed. 

1.04 SUBMITTALS: 

A. General:  Submit submittals to District in quantity, format, type, and the like, as specified herein. 

B. Office Trailer Data:  One (1) copy of manufacturer’s descriptive data, technical descriptions, 
regulatory compliance, industry standards, installation, removal, and maintenance instructions. 

C. Equipment Data:  Two (2) copies of manufacturer data for each type of equipment, if directed by 

District. 

D. Furniture and Furnishings Data:  Two (2) copies of manufacturer data for each type of equipment, 

if directed by District. 
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E. Plans:  One (1) reproducible copy of appropriately scaled plans of trailer layout.  Plans shall 

include, but not be limited to: lighting; furniture; equipment; telephone and electrical outlets; and 

the like. 

F. Product Samples:  One (1) complete and entire unit of each type, if directed by District. 

1.05 QUALITY ASSURANCE 

A. Standards:  In the event that provisions of codes, regulations, safety orders, Contract Documents, 

referenced manufacturer’s specifications, manufacturer’s instructions, industry standards, and the 
like, are in conflict, the more restrictive and higher quality shall govern. 

B. Installer:  Installer or Installers engaged by Contractor must have a minimum of five (5) years of 

documented and properly authenticated successful experience of specialization in the installation 

of the items or systems, or both, specified herein. 

C. Manufacturer:  Contractor shall obtain products from nationally and industry recognized 

Manufacturer with five (5) years minimum, of immediately recent, continuous, documented and 

properly authenticated successful experience of specialization in the manufacture of the product 

specified herein. 

D. State Personnel Training:  Provide proper training for maintenance and operations, including 

emergency procedures, and the like, as directed by District. 

E. Units:  Shall be sound and free of defects, and shall not include any damage or defect that will 

impair the safety, installation, performance, or the durability of the entire Office Trailer and 

appurtenant systems. 

1.06 REGULATORY REQUIREMENTS 

A. General:  Work shall be executed in accordance with applicable Codes, Regulations, Statutes, 

Enactments, Rulings, Laws, each authority having jurisdiction, and including, but not limited to, 

Regulatory Requirements specified herein. 

B. California Building Standards Code (“CBSC”). 

C. California Code of Regulations, Title 25, Chapter 3, Sub Chapter 2, Article 3 (“CCR”). 

D. Coach Insignia:  Trailer shall display California Commercial Coach Insignia; such insignia shall 

be deemed to show that the trailer is in accordance with the Construction and Fire Safety 

requirements of CCR. 

PART 2 – PRODUCTS 

2.01 FIELD OFFICE TRAILER 

A. General:  Provide entire Field Office Trailer of type, function, operation, capacity, size, complete 

with controls, safety devices, accessories, and the like, for proper and durable installation.  

Partitions, walls, ceiling, and other interior and exterior surfaces shall be appropriately finished, 

including, but not limited to, trim, painting, wall base, floor covering, suspended or similar ceiling, 

and the like; provide systems, components, units, nuts, bolts, screws, anchoring devices, fastening 

devices, washers, accessories, adhesives, sealants, and other items of type, grade, and class 

required for the particular use, not identified but required for a complete, weather-tight, 

appropriately operating, and finished installation. 
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B. Manufacturers:  General Electric Capital Modular Space; The Space Place, Inc.; or equal. 

C. Program:  Provide a wheel-mounted trailer with stairs, landings, platforms, ramps, and the like, in 

good, proper, safe, clean, and properly finished condition; with proper heavy duty locks, and other 

proper and effective security at all doors, windows, and the like.  Trailer shall be maintained in 

good, proper, safe, clean, and properly finished condition during the Contract. 

(1) Nominal Trailer Size (12 ft x 40 ft):  four hundred eighty (480) square feet, minimum. 

(2) Stairs, Platform:  Properly finished stairs, platforms, and ramps. 

(3) Doors:  Two (2), three (3) foot wide exterior doors with locksets; finished ramp, steps, 

and entry platform at each exterior door. 

(4) Private offices: Two (2) 12 x 10 ft offices with door. 

(5) Keys:  Submit three (3) keys for each door, window, furniture unit, and the like.  There 

shall be no other key copies or originals available; each key shall be identified for 

District; and shall be labeled, or tagged or both, as directed by District. 

(6) HVAC:  Provide package unit for heating and cooling. 

(7) Lighting:  Sixty-five (65) foot-candles illumination minimum at any point, at thirty (30) 

inches above finished floor throughout from fluorescent light source, exclusively, or as 

directed by District. 

(8) Electrical Outlets:  One (1) duplex outlet evenly spaced every twelve (12) linear 

horizontal feet of wall face, and electrical service ready for use. Minimum one receptacle 

at each wall. 

2.02 ADDITIONAL ITEMS 

A. Furniture and Equipment:  Provide in the space located to effect efficient and logical use. 

(1) File cabinet: One (1); four (4) drawer; lateral; steel locking. 

(2) Plan Table:  One (1) plan table: thirty-six (36) inches deep by seventy-two (72) inches 

wide by forty-two (42) inches high; adjustable; wood or steel; with lockable plan and 

pencil drawers. 

(3) Drafting Stool:  One (1) drafting stool; swiveling; steel; padded; adjustable; with footrest 

and casters. 

(4) Plan Rack:  One (1) wheel mounted plan rack. 

(5) Waste Baskets:  One (1) large waste basket. 

(6) Portable Toilets:  One (1); each shall include a urinal; each unit shall be a properly 

enclosed chemical unit conforming to ANSI Z4.3. 

(a) Location:  As directed by District. 

(b) Maintenance:  Maintain each unit and surrounding areas in a clean, hygienic and 

orderly manner, at all time.  Empty, clean, and sanitize each unit each day at a 

location and time as directed by District. 
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(c) Removal:  Relocate, or remove from the site, each Portable Toilet.  Upon such 

directive by District, the Contractor shall forthwith relocate or remove each 

Portable Toilet and submit the affected areas to a condition which existed prior 

to the installation of each Portable Toilet, within three (3) calendar days, or as 

directed by District in writing, at no cost to District. 

2.03 UTILITY AND SERVICES 

A. Electrical Service:  Provide all proper connections for service for the duration of the Work. 

2.04 FINISHES 

A. General:  Manufacturer standard finish system over surfaces properly cleaned, pretreated, and 

prepared to obtain proper bond; all visible surfaces shall be coated. 

B. Finish:  Color as selected by District from manufacturer standard palette. 

PART 3 – EXECUTION 

3.01 INSTALLATION 

A. General:  Properly prepare area and affected items to receive the Work. Set Work accurately in 

location, alignment, and elevation; rigidly, securely, and firmly anchor to appropriate structure; 

install plumb, straight, square, level, true, without racking, rigidly anchored to proper solid 

blocking, substrate, and the like; provide appropriate type and quantity of reinforcements, 

fasteners, adhesives, self-adhesive and other tapes; lubricants, coatings, accessories, and the like, 

as required for a complete, structurally rigid, stable, sound, and appropriately finished installation, 

in accordance with manufacturer’s published instructions, and as indicated.  The more restrictive 
and higher quality requirement shall govern.  Moving parts shall be properly secured, without 

binding, looseness, noise, and the like. 

B. Installation:  Install in accordance with 25 CCR 3.2.3 and as directed by District; jack up trailer 

and level both ways; mount on proper concrete piers with all load off wheels; provide required tie 

down and accessories per Section 4368 of referenced CCR, and as directed by District. 

C. Rejected Work:  Work, materials, unit, items, systems, and the like, not accepted by District shall 

be deemed rejected, and shall forthwith be removed and replaced with proper and new Work, 

materials, unit, items, systems, and the like at no cost to District. 

D. Standard:  Comply with manufacturer’s published instructions, or with instructions as shown or 
indicated; the more restrictive and higher quality requirement shall govern. 

E. Location:  As directed by District. 

F. Fire Resistance:  Construct and install in accordance with UL requirements. 

G. Maintenance:  Contractor shall maintain trailer and adjacent areas in a safe, clean and hygienic 

condition throughout the duration of the Work, and as directed by District.  Properly repair or 

replace furniture or other items, as directed by District.  Properly remove unsafe, damaged, or 

broken furniture, or similar items, and replace with safe and proper items.  Contractor shall pay 

cost of all services, repair, and maintenance, or replacement of each item. 

H. Janitorial Service:  Provide professional janitorial services, including, but not limited to, trash, 

waste paper baskets, fill paper dispensers; clean and dust all furniture, files, and the like; sweep 

and mop resilient and similar flooring; and vacuum carpeting and similar flooring. 
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(1) Frequency:  One (1) time per week, minimum. 

I. Removal:  Properly remove the Office Trailer and contents from the Site upon completion of the 

Contract, or as directed by District in writing.  Forthwith properly patch and repair affected areas; 

replace damaged items with new items.  Carefully and properly inventory, clean, pack, store, and 

protect District property; submit District property to District at a date, time and location as 

directed by District. 

END OF DOCUMENT 
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01 56 39 
TREE AND PLANT PROTECTION 

PART 1 – GENERAL 

1.1 SUMMARY 

A. The scope of work includes all labor, materials, tools, equipment, facilities, transportation and services 
necessary for, and incidental to performing all operations in connection with protection of existing trees and 
other plants as shown on the drawings and as specified herein. 

1. Provide preconstruction evaluations 

2. Provide tree and plant protection fencing. 

3. Provide protection of root zones and above ground tree and plants 

4. Provide pruning of existing trees and plants. 

5. Coordinate with the requirements of Section Planting Soil for modifications to the soil within the root zone 
of existing trees and plants. 

6. Provide all insect and disease control. 

7. Provide maintenance of existing trees and plants including irrigation during the construction period as 
recommended by the arborist report. 

8. Provide maintenance of existing trees and plants including irrigation during the post construction plant 
maintenance period. 

9. Remove tree protection fencing and other protection from around and under trees and plants. 

10. Clean up and disposal of all excess and surplus material.  
 

1.2 CONTRACT DOCUMENTS 

A. Shall consist of specifications and general conditions and the drawings. The intent of these documents is to 
include all labor, materials, and services necessary for the proper execution of the work. The documents are 
to be considered as one. Whatever is called for by any parts shall be as binding as if called for in all parts. 

B. It is the intent of this section that the requirements apply to all sections of the project specification such that 
any subcontractor must comply with the restrictions on work within designated Tree and Plant Protection 
Areas. 

1.3 REFERENCES 

A. References: The following specifications and standards of the organizations and documents listed in this 
paragraph form a part of the specification to the extent required by the references thereto. In the event that 
the requirements of the following referenced standards and specification conflict with this specification section 
the requirements of this specification shall prevail. In the event that the requirements of any of the following 
referenced standards and specifications conflict with each other the more stringent requirement shall prevail. 

1. ANSI A 300 (Part 5) – Standard Practices for Tree, Shrub and other Woody Plant Maintenance, most 
current editions. 

2. Pruning practices shall conform with recommendations “Structural Pruning: A Guide For The Green 
Industry”; Published by Urban Tree Foundation, Visalia, California; most current edition. 

3. Glossary of Arboricultural Terms, International Society of Arboriculture, Champaign Il, most current 
edition. 

1.4 VERIFICATION 

A. All scaled dimensions on the drawings are approximate. Before proceeding with any work, the Contractor 
shall carefully check and verify all dimensions and quantities, and shall immediately inform the Owner’s 
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Representative of any discrepancies between the information on the drawings and the actual conditions, 
refraining from doing any work in said areas until given approval to do so by the Owner’s Representative.  

1.5 PERMITS AND REGULATIONS 

A. The Contractor shall obtain and pay for all permits related to this section of the work unless previously 
excluded under provision of the contract or general conditions. The Contractor shall comply with all laws and 
ordinances bearing on the operation or conduct of the work as drawn and specified. If the Contractor 
observes that a conflict exists between permit requirements and the work outlined in the contract documents, 
the Contractor shall promptly notify the Owner’s Representative in writing including a description of any 
necessary changes and changes to the contract price resulting from changes in the work. 

B. Wherever references are made to standards or codes in accordance with which work is to be performed or 
tested, the edition or revision of the standards and codes current on the effective date of this contract shall 
apply, unless otherwise expressly set forth.  

C. In case of conflict among any referenced standards or codes or between any referenced standards and codes 
and the specifications, the more restrictive standard shall apply or Owner’s Representative shall determine 
which shall govern.  

1.6 PROTECTION OF WORK, PROPERTY AND PERSON 

A. The Contractor shall protect the work, adjacent property, and the public, and shall be responsible for any 
damages or injury due to his/her actions. 

1.7 CHANGES IN THE WORK 

A. The Owner’s Representative may order changes in the work, and the contract sum should be adjusted 
accordingly. All such orders and adjustments plus claims by the Contractor for extra compensation must be 
made and approved in writing before executing the work involved. 

1.8 CORRECTION OF WORK 

A. The Contractor shall re-execute any work that fails to conform to the requirements of the contract and shall 
remedy defects due to faulty materials or workmanship upon written notice from the Owner’s Representative, 
at the soonest possible time that can be coordinated with other work and seasonal weather demands.  

1.9 DEFINITIONS 

All terms in this specification shall be as defined in the “Glossary of Arboricultural Terms” or as modified below. 

A. Owner’s Representative: The person appointed by the Owner to represent their interest in the review and 
approval of the work and to serve as the contracting authority with the Contractor.  The Owner’s 
Representative may appoint other persons to review and approve any aspects of the work.  

B. Reasonable and reasonably: When used in this specification is intended to mean that the conditions cited will 
not affect the establishment or long term stability, health or growth of the plant. This specification recognizes 
that plants are not free of defects, and that plant conditions change with time. This specification also 
recognizes that some decisions cannot be totally based on measured findings and that profession judgment is 
required. In cases of differing opinion, the Owner’s Representative expert shall determine when conditions 
within the plant are judged as reasonable. 

C. Shrub: Woody plants with mature height approximately less than 25 feet. 

D. Tree and Plant Protection Area: Area surrounding individual trees, groups of trees, shrubs, or other vegetation 
to be protected during construction, and defined by a circle centered on the trunk with each tree with a radius 
equal to the clown dripline unless otherwise indicated by the owner’s representative. 

E. Tree: Single and multi-stemmed plants, including palms with anticipated mature height approximately greater 
than 25 feet or any plant identified on the plans as a tree. 
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1.10 SUBMITTALS 

A. ARBORIST REPORT:  Prior to the start of construction, submit, for approval by the Owner’s Representative, 
the report of a consulting arborist who is a registered Consulting Arborist® (RCA) with American Society of 
Consulting Arborists or an ISA Board Certified Master Arborist, which details the following information for all 
trees to remain within the area designated on the drawings as the Tree and Plant Protection Area.  The report 
shall include the following: 
1. A description of each tree to remain indicating its genus and species, condition including any visible 

damage to the root system or soil within the root zone, tree diameter at breast height (dbh) and 
approximate height, size and any visible disease, insect infestations and or branch and trunk structural 
deficiencies.  

2. The report shall note all trees or parts of trees, which are considered a hazard or significant or extreme 
risk level. Include the International Society of Arboriculture hazard evaluation sheet for each tree, which 
may reasonably be identified as a potential hazard tree. 

3. Recommendations as to treatment of all insect, disease and structural problems encountered. 
4. Recommendations for fertilizer treatments, if any. 
5. A plan of the site showing the location of all trees included in the report. 

B. PRODUCT DATA: Submit manufacturer product data and literature describing all products required by this 
section to the Owner’s Representative for approval. Provide submittal four weeks before the start of any work 
at the site.   

C. QUALIFICATIONS SUBMITTAL: For each applicable person expected to work on the project, provide copies 
of the qualifications and experience of the Consulting arborist, proof of either the registered Consulting 
Arborist® (RCA) with American Society of Consulting Arborists or an ISA Board Certified Master Arborist and 
any required Herbicide/Pesticide license to the Owner’s Representative, for review prior to the start of work. 

1.11 OBSERVATION OF THE WORK 

A. The Owner’s Representative may inspect the work at any time.  

1.12 PRE-CONSTRUCTION CONFERENCE 

A. Schedule a pre - construction meeting with the Owner’s Representative at least seven (7) days before 
beginning work to review any questions the Contractor may have regarding the work, administrative 
procedures during construction and project work schedule.  
1. The following Contractors shall attend the preconstruction conference: 

a. General Contractor. 
b. Consulting Arborist. 
c. Subcontractor assigned to install Tree and Plant Protection measures. 
d. Earthwork Contractor. 
e. All site utility Contractors that may be required to dig or trench into the soil. 
f. Landscape subcontractor. 
g. Irrigation subcontractor 

B. Prior to this meeting, mark all trees and plants to remain and or be removed as described in this specification 
for review and approval by the Owner's Representative. 

1.13 QUALITY ASSURANCE 

A. Contractor qualifications: 
1. All pruning, branch tie back, tree removal, root pruning, and fertilizing required by this section shall be 

performed by or under the direct supervision of ISA Certified Arborist Submit aforementioned individual’s 
qualifications for approval by the Owner’s Representative.  

2. All applications of pesticide or herbicide shall be performed by a person maintaining a current state 
license to apply chemical pesticides valid in the jurisdiction of the project. Submit copies of all required 
state licensing certificates including applicable chemical applicator licenses. 
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PART 2 – PRODUCTS 

2.1 MULCH 

A. Mulch shall be coarse, ground, from tree and woody brush sources. The minimum range of fine particles shall 
be 3/8 inch or less in size and a maximum size of individual pieces shall be approximately 1 to 1-1/2 inch in 
diameter and maximum length of approximately 4 to 8 inches. No more that 25% of the total volume shall be 
fine particles and no more than 20% of total volume be large pieces. 

1. It is understood that Mulch quality will vary significantly from supplier to supplier and region to region. The 
above requirements may be modified to conform to the source material from locally reliable suppliers as 
approved by the Owner’s Representative. 

B. Submit suppliers product data that product meets the requirements and two gallon sample for approval. 

2.2 WOOD CHIPS:  

A. Wood Chips from an arborist chipping operation with less than 20% by volume green leaves.  Chips 
stockpiled from the tree removal process may be used. 

2.3 TREE PROTECTION FENCING: 

A. CHAIN LINK FENCE: 6 feet tall metal chain link fence set in metal frame panels on movable core drilled 
concrete blocks of sufficient size to hold the fence erect in areas of existing paving to remain. 

B. GATES: For each fence type and in each separate fenced area, provide a minimum of one 3 foot wide gate. 
Gates shall be lockable. The location of the gates shall be approved by the Owner's Representative. 

C. Submit suppliers product data that product meets the requirements for approval. 

2.4 TREE PROTECTION SIGN:  

A. Heavy-duty cardboard signs, 8.5 inches x 11 inches, white colored background with black 2 inch high or 
larger letters block letters. The signs shall be attached to the tree protection fence every 50 feet o.c. The tree 
protection sign shall read “Tree and Plant Protection Area- Keep Out”. 

2.5 TREE GROWTH REGULATOR (TGR) 

A. Cambistat 25C.  

B. Submit suppliers product data that product meets the requirements for approval. 

2.6 MATTING 

A. Matting for vehicle and work protection shall be heavy duty matting designed for vehicle loading over tree 
roots, Alturnamats as manufactured by Alturnamats, Inc. Franklin, PA 16323 or approved equal. 

B. Submit suppliers product data that product meets the requirements for approval. 

2.7 GEOGRID 

A. Geogrid shall be woven polyester fabric with PVC coating, Uni-axial or biaxial geogrid, inert to biological 
degradation, resistant to naturally occurring chemicals, alkalis, acids. 
1. Geogrid shall be Miragrid 2XT as manufactured by Ten Cate Nicolon, Norcross, GA. 

http://www.tencate.com or approved equal. 

B. Submit suppliers product data that product meets the requirements for approval. 

2.8 FILTER FABRIC 

A. Filter Fabric shall be nonwoven polypropylene fibers, inert to biological degradation and resistant of naturally 
occurring chemicals, alkalis and acids. 
1. Mirafi 135 N as manufactured by Ten Cate Nicolon, Norcross, GA. http://www.tencate.com or approved 

equal. 

B. Submit suppliers product data that product meets the requirements for approval. 
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PART 3 – EXECUTION 

3.1 SITE EXAMINATION 

A. Examine the site, tree, plant and soil conditions. Notify the Owner’s Representative in writing of any 
conditions that may impact the successful Tree and Plant Protections that is the intent of this section. 

3.2 COORDINATION WITH PROJECT WORK 

A. The Contractor shall coordinate with all other work that may impact the completion of the work.  

B. Prior to the start of Work, prepare a detailed schedule of the work for coordination with other trades.  

C. Coordinate the relocation of any irrigation lines currently present on the irrigation plan, heads or the conduits 
of other utility lines or structures that are in conflict with tree locations. Root balls shall not be altered to fit 
around lines.  Notify the Owner’s Representative of any conflicts encountered. 

3.3 TREE AND PLANT PROTECTION AREA: The Tree and Plant Protection Area is defined as all areas indicated on 
the tree protection plan. Where no limit of the Tree and Plant Protection area is defined on the drawings, the limit 
shall be the drip line (outer edge of the branch crown) of each tree. 

3.4 PREPARATION:   

A. Prior to the preconstruction meeting, layout the limits of the Tree and Plant Protection Area and then 
alignments of required Tree and Plant Protection Fencing and root pruning. Obtain the Owner’s 
Representative's approval of the limits of the protection area and the alignment of all fencing and root pruning. 

B. Flag all trees and shrubs to be removed by wrapping orange plastic ribbon around the trunk and obtain the 
Owner’s Representative's approval of all trees and shrubs to be removed prior to the start of tree and shrub 
removal. After approval, mark all trees and shrubs to be removed with orange paint in a band completely 
around the base of the tree or shrub 4.5 feet above the ground. 

C. Flag all trees and shrubs to remain with white plastic ribbon tied completely around the trunk or each tree and 
on a prominent branch for each shrub. Obtain the Owner’s Representative's approval of all trees and shrubs 
to be remain prior to the start of tree and shrub removal. 

D. Prior to any construction activity at the site including utility work, grading, storage of materials, or installation 
of temporary construction facilities, install all tree protection fencing, Filter Fabric, silt fence, tree protection 
signs, Geogrid, Mulch and or Wood Chips as shown on the drawings. 

3.5 SOIL MOISTURE 

A. Volumetric soil moisture level, in all soils within the Tree and Plant Protection Area shall be maintained above 
permanent wilt point to a depth of at least 8 inches. No soil work or other activity shall be permitted within the 
Tree and Plant Protection Area when the volumetric soil moisture is above field capacity. The permanent wilt 
point and field capacity for each type of soil texture shall be defined as follows (numbers indicate percentage 
volumetric soil moisture). 

 

Soil type Permanent wilt point v/v Field capacity v/v 

Sand, Loamy sand, Sandy loam 5-8% 12-18% 

Loam, Sandy clay, Sandy clay 
loam 

14-25% 27-36% 

Clay loam, Silt loam 11-22% 31-36% 

Silty clay, Silty clay loam 22-27% 38-41% 

 
1. Volumetric soil moisture shall be measured with a digital, electric conductivity meter. The meter shall be 

the Digital Soil Moisture Meter, DSMM500 by General Specialty Tools and Instruments, or approved 
equivalent meter. 

B. The Contractor shall confirm the soil moisture levels with a moisture meter. If the moisture is too high, 
suspend operations until the soil moisture drains to below field capacity. 
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3.6 ROOT PRUNING: 

A. Prior to any excavating into the existing soil grade within 25 feet of the limit of the Tree and Plant Protection 
Area or trees to remain, root prune all existing trees to a depth of 24 inches below existing grade in 
alignments following the edges of the Tree and Plant Protection Area or as directed by the Owner’s 
Representative. Root pruning shall be in conformance with ANSI A300 (part 8) latest edition. 
1. Using a rock saw, chain trencher or similar trenching device, make a vertical cut within 2 feet of the limit 

of grading. 
2. After completion of the cut, make clean cuts with a lopper, saw or pruner to remove all torn root ends on 

the tree side of the excavation, and backfill the trench immediately with existing soil, filling all voids. 

3.7 INSTALLATION OF GEOGRIDS, FILTER FABRIC, MATTING, WOOD CHIPS AND OR MULCH 

A. Install Geogrids, Filter Fabric, matting, Wood Chips and or Mulch in areas and depths shown on the plans and 
details or as directed by the Owner's representative. In general it is the intent of this specification to provide 
the following levels of protection: 
1. All areas within the Tree and Plant Protection area provide a minimum of 5 inches of Wood Chips or 

Mulch. 
2. Areas where foot traffic or storage of lightweight materials is anticipated to be unavoidable provide a layer 

of Filter Fabric under the 5 inches of Wood Chips or Mulch. 
3. Areas where occasional light vehicle traffic is anticipated to be unavoidable provide a layer of Geogrids 

under 8 inches of Wood Chips or Mulch. 
4. Areas where heavy vehicle traffic is unavoidable provide a layer of Geogrids under 8 - 12 inches of Wood 

Chips or Mulch and a layer of matting over the Wood Chips or Mulch. 

B. The Owner's Representative shall approve the appropriate level of protection. 

C. In the above requirements, light vehicle is defined as a track skid steer with a ground pressure of 4 psi or 
lighter. A heavy vehicle is any vehicle with a tire or track pressure of greater than 4 psi.  Lightweight materials 
are any packaged materials that can be physically moved by hand into the location. Bulk materials such as 
soil, or aggregate shall never be stored within the Tree and Plant Protection Area. 

3.8 PROTECTION: 

A. Protect the Tree and Plant Protection Area at all times from compaction of the soil; damage of any kind to 
trunks, bark, branches, leaves and roots of all plants; and contamination of the soil, bark or leaves with 
construction materials, debris, silt, fuels, oils, and any chemicals substance. Notify the Owner’s 
Representative of any spills, compaction or damage and take corrective action immediately using methods 
approved by the Owner’s Representative. 

3.9 GENERAL REQUIREMENTS AND LIMITATIONS FOR OPERATIONS WITHIN THE TREE AND PLANT 
PROTECTION AREA: 

A. The Contractor shall not engage in any construction activity within the Tree and Plant Protection Area without 
the approval of the Owner's Representative including: operating, moving or storing equipment; storing 
supplies or materials; locating temporary facilities including trailers or portable toilets and shall not permit 
employees to traverse the area to access adjacent areas of the project or use the area for lunch or any other 
work breaks. Permitted activity, if any, within the Tree and Plant Protection Area may be indicated on the 
drawings along with any required remedial activity as listed below.   

B. In the event that construction activity is unavoidable within the Tree and Plant Protection Area, notify the 
Owner’s Representative and submit a detailed written plan of action for approval. The plan shall include: a 
statement detailing the reason for the activity including why other areas are not suited; a description of the 
proposed activity; the time period for the activity, and a list of remedial actions that will reduce the impact on 
the Tree and Plant Protection Area from the activity. Remedial actions shall include but shall not be limited to 
the following: 
1. In general, demolition and excavation within the drip line of trees and shrubs shall proceed with extreme 

care either by the use of hand tools, directional boring and or Air Knife excavation where indicated or with 
other low impact equipment that will not cause damage to the tree, roots or soil. 

2. When encountered, exposed roots, 1 inches and larger in diameter shall be worked around in a manner 
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that does not break the outer layer of the root surface (bark). These roots shall be covered in Wood Chips 
and shall be maintained above permanent wilt point at all times. Roots one inch and larger in diameter 
shall not be cut with out the approval of the owners representative. Excavation shall be tunneled under 
these roots without cutting them. In the areas where roots are encountered, work shall be performed and 
scheduled to close excavations as quickly as possible over exposed roots. 

3. Tree branches that interfere with the construction may be tied back or pruned to clear only to the point 
necessary to complete the work. Other branches shall only be removed when specifically indicated by the 
Owner’s Representative. Tying back or trimming of all branches and the cutting of roots shall be in 
accordance with accepted arboricultural practices (ANSI A300, part 8) and be performed under 
supervision of the arborist. 

4. Matting: Install temporary matting over the Wood Chips or Mulch to the extent indicated. Do not permit 
foot traffic, scaffolding or the storage of materials within the Tree and Plant Protection Area to occur off of 
the temporary matting. 

5. Trunk Protection: Protect the trunk of each tree to remain by covering it with a ring of 8 foot long 2 inch x 
6 - inch planks loosely banded onto the tree with 3 steel bands. Staple the bands to the planks as 
necessary to hold them securely in place. Trunk protection must by kept in place no longer than 12 
months. If construction requires work near a particular tree to continue longer than 12 months, the steel 
bands shall be inspected every six months and loosened if they are found to have become tight. 

6. Air Excavation Tool: If excavation for footings or utilities is required within the Tree and Plant Protection 
Area, air excavation tool techniques shall be used where practical or as designed on the drawings. 
a. Remove the Wood Chips from an area approximately 18 inches beyond the limits of the hole or 

trench to be excavated. Cover the Wood Chips for a distance of not less than 15 feet around the limit 
of the excavation area with Filter Fabric or plastic sheeting to protect the Wood Chips from silt.  
Mound the Wood Chips so that the plastic slopes towards the excavation. 

b. Using a sprinkler or soaker hose, apply water slowly to the area of the excavation for a period of at 
least 4 hours, approximately 12 hours prior to the work so that the ground water level is at or near 
field capacity at the beginning of the work. For excavations that go beyond the damp soil, rewet the 
soil as necessary to keep soil moisture near field capacity. 

c. Using an air excavation tool specifically designed and manufactured for the intended purpose, and at 
pressures recommended by the manufacturer of the equipment, fracture the existing soil to the shape 
and the depths required. Work at rates and using techniques that do not harm tree roots.  Air 
pressure shall be a maximum of 90-100 psi. 
1.) The air excavation tool shall be “Air-Spade” as manufactured by Concept Engineering Group, Inc., 

Verona, PA (412) 826-8800, or Air Knife as manufactured by Easy Use Air Tools, Inc. Allison Park, 
Pa (866) 328-5723 or approved equal. 

d. Using a commercial, high-powered vacuum truck if required, remove the soil from the excavation 
produced by the Air Knife excavation. The vacuum truck should generally operate simultaneously with 
the hose operator, such that the soil produced is picked up from the excavation hole, and the 
exposed roots can be observed and not damaged by the ongoing operation. Do not drive the vacuum 
truck into the Tree and Plant Protection Area unless the area is protected from compaction as 
approved in advance by the Owner’s Representative. 

e. Remove all excavated soil and excavated Wood Chips, and contaminated soil at the end of the 
excavation. 

f. Schedule the work so that foundations or utility work is completed immediately after the excavation. 
Do not let the roots dry out. Mist the roots several times during the day. If the excavated area must 
remain open over night, mist the roots and cover the excavation with black plastic. 

g. Dispose of all soil in a manner that meets local laws and regulations. 
h. Restore soil within the trench as soon as the work is completed. Utilize soil of similar texture to the 

removed soil and lightly compact with hand tools. Leave soil mounded over the trench to a height of 
approximately 10% of the trench depth to account for settlement. 

i. Restore any Geogrids, Filter Fabric, Wood Chips or Mulch and or matting that was previously 
required for the area. 
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3.10 TREE REMOVAL: 

A. Remove all trees indicated by the drawings and specifications, as requiring removal, in a manner that will not 
damage adjacent trees or structures or compacts the soil. 

B. Remove trees that are adjacent to trees or structures to remain, in sections, to limit the opportunity of damage 
to adjacent crowns, trunks, ground plane elements and structures.  

C. Do not drop trees with a single cut unless the tree will fall in an area not included in the Tree and Plant 
Protection Area. No tree to be removed within 50 feet of the Tree and Plant Protection Area shall be pushed 
over or up-rooted using a piece of grading equipment. 

D. Protect adjacent paving, soil, trees, shrubs, ground cover plantings and understory plants to remain from 
damage during all tree removal operations, and from construction operations. Protection shall include the root 
system, trunk, limbs, and crown from breakage or scarring, and the soil from compaction. 

E. Remove stumps and immediate root plate from existing trees to be removed. Grind trunk bases and large 
buttress roots to a depth of the largest buttress root or at least 18 inches below the top most roots which ever 
is less and over the area of three times the diameter of the trunk (DBH). 
1. For trees where the stump will fall under new paved areas, grind roots to a total depth of 18 inches below 

the existing grade. If the sides of the stump hole still have greater than approximately 20% wood visible, 
continue grinding operation deeper and or wider until the resulting hole has less than 20% wood. Remove 
all wood chips produced by the grinding operation and back fill in 8 inch layers with controlled fill of a 
quality acceptable to the site engineer for fill material under structures, compacted to 95% of the 
maximum dry density standard proctor. The Owner’s Representative shall approve each hole at the end 
of the grinding operation.  

2. In areas where the tree location is to be a planting bed or lawn, remove all woodchips and  backfill stump 
holes with planting soil as defined in Specification Section Planting Soil, in maximum of 12 inch layers 
and compact to 80 - 85% of the maximum dry density standard proctor. 

3.11 PRUNING: 

A. Within six months of the estimated date of substantial completion, prune all dead or hazardous branches 
larger than 2 inch in diameter from all trees to remain. 

B. Implement all pruning recommendations found in the arborist report.  

C. Prune any low, hanging branches and vines from existing trees and shrubs that overhang walks, streets and 
drives, or parking areas as follows: 
1. Walks - within 8 feet vertically of the proposed walk elevation. 
2. Parking areas - within 12 feet vertically of the proposed parking surface elevation. 
3. Streets and drives - within 14 feet vertically of the proposed driving surface elevation. 

D. All pruning shall be done in accordance with ANSI A300 (part 1), ISA BMP Tree Pruning (latest edition, and 
the "Structural Pruning: A Guide for the Green Industry", Edward Gilman, Brian Kempf, Nelda Matheny and 
Jim Clark, 2013 Urban Tree Foundation, Visalia CA. 

E. Perform other pruning task as indicated on the drawings or requested by the Owner's Representative. 

F. Where tree specific disease vectors require, sterilize all pruning tools between the work in individual trees. 

3.12 WATERING  

A. The Contractor shall be fully responsible to ensure that adequate water is provided to all plants to be 
preserved during the entire construction period. Adequate water is defined to be maintaining soil moisture 
above the permanent wilt point to a depth of 8 inches or greater. 

B. The Contractor shall adjust the automatic irrigation system, if available, and apply additional water, using 
hoses or water tanks as required. 

C. Periodically test the moisture content in the soil within the root zone to determine the water content.  
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3.13 WEED REMOVAL 

A. During the construction period, control any plants that seed in and around the fenced Tree and Plant 
Protection area at least three times a year. 
1. All plants that are not shown on the planting plan or on the Tree and Plant Protection Plan to remain shall 

be considered as weeds. 

B. At the end of the construction period provide one final weeding of the Tree and Plant Protection Area. 

3.14 INSECT AND DISEASE CONTROL 

A. Monitor all plants to remain for disease and insect infestations during the entire construction period.  Provide 
all disease and insect control required to keep the plants in a healthy state using the principles of Integrated 
Plant Management (IPM). All pesticides shall be applied by a certified pesticide applicator. 

3.15 CLEAN-UP 

A. During tree and plant protection work, keep the site free of trash, pavements reasonably clean and work area 
in an orderly condition at the end of each day. Remove trash and debris in containers from the site no less 
than once a week. 
1. Immediately clean up any spilled or tracked soil, fuel, oil, trash or debris deposited by the Contractor from 

all surfaces within the project or on public right of ways and neighboring property. 

B. Once tree protection work is complete, wash all soil from pavements and other structures. Ensure that Mulch 
is confined to planting beds.  

C. Make all repairs to grades, ruts, and damage to the work or other work at the site. 

D. Remove and dispose of all excess Mulch, Wood Chips, packaging, and other material brought to the site by 
the Contractor. 

3.16 REMOVAL OF FENCING AND OTHER TREE AND PLANT PROTECTION 

A. At the end of the construction period or when requested by the Owner’s Representative remove all fencing, 
Wood Chips or Mulch, Geogrids and Filter Fabric, trunk protection and or any other Tree and Plant Protection 
material.   

3.17 DAMAGE OR LOSS TO EXISTING PLANTS TO REMAIN 

A. Any trees or plants designated to remain, and which are damaged by the Contractor shall be replaced in kind 
by the Contractor at their own expense. Trees shall be replaced with a tree of similar species and of equal 
size or 6 inch caliper, which ever is less. Shrubs shall be replaced with a plant of similar species and equal 
size or the largest size plants reasonably available, which ever is less. Where replacement plants are to be 
less than the size of the plant that is damaged, the Owner’s Representative shall approve the size and quality 
of the replacement plant. 
1. All trees and plants shall be installed per the requirements of Specification Section Planting. 

B. Plants that are damaged shall be considered as requiring replacement or appraisal in the event that the 
damage affects more than 25% of the crown, 25% of the trunk circumference, or root protection area, or the 
tree is damaged in such a manner that the tree could develop into a potential hazard. Trees and shrubs to be 
replaced shall be removed by the Contractor at his own expense. 
1. The Owner's Representative may engage an independent arborist to assess any tree or plant that 

appears to have been damaged to determine their health or condition. 

C. Any tree that is determined to be dead, damaged or potentially hazardous by the Owner’s arborist and upon 
the request of the Owner’s Representative shall be immediately removed by the Contractor at no additional 
expense to the owner. Tree removal shall include all clean up of all wood parts and grinding of the stump to a 
depth sufficient to plant the replacement tree or plant, removal of all chips from the stump site and filling the 
resulting hole with topsoil.   

D. Any remedial work on damaged existing plants recommended by the consulting arborist shall be completed 
by the Contractor at no cost to the owner. Remedial work shall include but is not limited to:  soil compaction 
remediation and vertical mulching, pruning and or cabling, insect and disease control including injections, 
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compensatory watering, additional mulching, and could include application tree growth regulators (TGR). 

E. Remedial work may extend up to two years following the completion of construction to allow for any 
requirements of multiple applications or the need to undertake applications at required seasons of the year. 

 
END OF SECTION 015639 
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SECTION 01 57 23 

TEMPORARY STORM WATER POLLUTION CONTROL 

PART 1 - GENERAL 

1.1 SECTION INCLUDES 

A. Installation of Storm Water Pollution Prevention Plan (SWPPP) measures as per plans, 

specifications and the project SWPPP document for the purpose of preventing the discharge of 

pollutants from the construction site.  

B. Compliance with local, state and federal regulations.  

1.2 REFERENCES 

A. California Storm Water Best Management Practice Handbook for Construction Activity (BMP 

Handbook) 

B. Construction General Permit (CGP) Order No. 2009-009-DWQ as amended by 2010-0014-

DWQ and 2012-0006-DWQ.  

1.3 SUBMITTAL REQUIREMENTS 

A. Product Data: Provide product catalog cut sheets of all temporary and permanent equipment and 

specialty items that will be provided to comply with the SWPPP, including items necessary for 

storage, disposal and recycling.    

B. Shop Drawings: Provide site plan indicating construction staging, storage, refuse areas and 

vehicular routing and parking areas.     

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Use materials of a class, grade and type needed to meet the performance described in the BMP 

Handbook and project SWPPP document.    

PART 3 -  EXECUTION 

3.1 QUALIFIED SWPPP DEVELOPER (QSD)  
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A. The Owner or Contractor shall designate a Qualified SWPPP Developer (QSD) having 

registrations, certifications and appropriate experience as defined by the State of California 

Construction General Permit (CGP) Order No. 2009-009-DWQ to perform the following:  

1. Prepare, certify and amend as required the project SWPPP document.  

2. Assist the owner in obtaining permit coverage prior to the commencement of construction 

activity through filing of Permit Registration Document (PRDs) on the Storm Water 

Multiple Application and Report Tracking System (SMARTS). 

3. Assist the owner in filing the Notice of Termination (NOT) when construction is 

complete and final stabilization has been reached.   

3.2 QUALIFIED SWPPP PRACTITIONER (QSP) 

A. The owner shall designate a Qualified SWPPP Practitioner (QSP) having registrations, 

certifications and appropriate experience as defined by the State of California Construction 

General Permit (CGP) Order No. 2009-009-DWQ to perform the following:  

1. Conduct storm water and non-storm water visual inspections of Best Management 

Practices (BMPs) and prepare documentation as prescribed by the CGP according to the 

risk level and project type.  

2. Identifying BMP failures or shortcomings and provide an action plan to correct the 

deficiencies. 

3. Conduct discharge monitoring as prescribed by the CGP for pH, turbidity, and non-

visible pollutant monitoring, according to the project risk level and project type. 

4. Develop a Rain Event Action Plan (REAP) for Risk Level 2 and 3 projects for qualifying 

rain events. 

5. Conduct pre-storm event visual inspections for qualifying rain events. 

6. Implement a Construction Site Monitoring Program (CSMP). 

7. Track weather forecasts from the National Oceanic and Atmospheric Administration 

(NOAA) in accordance with Permit requirements. 

8.  Complete applicable monitoring, sampling, and inspection logs, forms and documents 

for filing to the Storm Water Multiple Application and Report Tracking System 

(SMARTS). 

9. Report Numeric Action Level (NAL) exceedances to SMARTS for Risk Level 2 and 3 

projects. 

10. Provide assistance to the owner with annual reporting requirements.  

3.3 PERFORMANCE BY CONTRACTOR 

A. General 

1. Keep the original SWPPP document in a readily accessible location at the construction 

site from the commencement of construction activity until submission of the Notice of 

Termination (NOT) for storm water discharges associated with construction activity.  

Contractors with day to day operation control over SWPPP implementation shall have the 

original SWPPP document available at a central location, on-site, for the use of all 

operators and those identified as having responsibility under the SWPPP.  

2. Review the SWPPP.   Ensure that all key personnel understand the requirements of the 

SWPPP. 
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3. Provide to the QSD, names of all key subcontractors involved in earthwork/land 

disturbing activities.   

B. Good Site Management "Housekeeping" 

1. For projects designated as Risk Level 1 and above, implement good site management 

(i.e., "housekeeping") measures for construction materials that could potentially be a 

threat to water quality if discharged. At a minimum, the contractor shall implement the 

following good housekeeping measures: 

a. Conduct an inventory of the products used and/or expected to be used and the end 

products that are produced and/or expected to be produced.  This does not include 

materials and equipment that are designed to be outdoors and exposed to 

environmental conditions (i.e. poles, equipment pads, cabinets, conductors, 

insulators, bricks, etc.).  

b. Cover and berm loose stockpiled construction materials that are not actively being 

used (i.e. soil, spoils, aggregate, fly-ash, stucco, hydrated lime, etc.). 

c. Store chemicals in watertight containers (with appropriate secondary containment 

to prevent any spillage or leakage) or in a storage shed (completely enclosed).  

d. Minimize exposure of construction materials to precipitation.  This does not 

include materials and equipment that are designed to be outdoors and exposed to 

environmental conditions (i.e. poles, equipment pads, cabinets, conductors, 

insulators, bricks, etc.). 

e. Implement Best Management Practices to prevent the off-site tracking of loose 

construction and landscape materials. 

2. For projects designated as Risk Level 1 and above, implement good housekeeping 

measures for waste management, which, at a minimum, shall consist of the following: 

a. Prevent disposal of any rinse or wash waters or materials on impervious or 

pervious site surfaces or into the storm drain system. 

b. Ensure the containment of sanitation facilities (e.g., portable toilets) to prevent 

discharges of pollutants to the storm water drainage system or receiving water. 

c. Clean or replace sanitation facilities and inspect them regularly for leaks and spills. 

d. Cover waste disposal containers at the end of every business day and during a rain 

event. 

e. Prevent discharges from waste disposal containers to the storm water drainage 

system or receiving water. 

f. Contain and securely protect stockpiled waste material from wind and rain at all 

times unless actively being used. 

g. Implement procedures that effectively address hazardous and non-hazardous spills.  

1) Equipment and materials for cleanup of spills shall be available on site.  

Spills and leaks shall be cleaned up immediately and disposed of properly. 

2) Appropriate spill response personnel shall be assigned and trained. 

3) Ensure the containment of concrete washout areas and other washout areas 

that may contain additional pollutants so there is no discharge into the 

underlying soil and onto the surrounding areas. 

3. For projects designated as Risk Level 1 and above, implement good housekeeping for 

vehicle storage and maintenance, which, at a minimum, shall consist of the following: 
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a. Prevent oil, grease, or fuel to leak in to the ground, storm drains or surface waters. 

b. Place all equipment or vehicles, which are to be fueled, maintained and stored in a 

designated area fitted with appropriate Best Management Practices. 

c. Clean leaks immediately and dispose of leaked materials properly. 

4. For projects designated as Risk Level 1 and above, implement good housekeeping for 

landscape materials, which, at a minimum, shall consist of the following: 

a. Contain stockpiled materials such as mulches and topsoil when they are not 

actively being used. 

b. Contain all fertilizers and other landscape materials when they are not actively 

being used. 

c. Discontinue the application of any erodible landscape material within two days 

before a forecasted rain event or during periods of precipitation. 

d. Apply erodible landscape material at quantities and application rates according to 

manufacture recommendations or based on written specifications by 

knowledgeable and experienced field personnel. 

e. Stack erodible landscape material on pallets and cover or store such materials 

when not being used or applied. 

5. Maintain an inventory of materials in association with the Material Safety Data Sheet 

(MSDS) per OSHA requirements.  Provide to QSP upon request.   

6. For projects designated as Risk Level 1 and above, implement good housekeeping 

measures on the construction site to control the air deposition of site materials and from 

site operations. Such particulates can include, but are not limited to, sediment, nutrients, 

trash, metals, bacteria, oil and grease and organics. 

7. For projects designated as Risk Level 2 or 3, implement the Rain Event Action Plan  

(REAP) as directed by the QSP.   

8. For projects designated as Risk Level 1 and above, begin implementing repairs or 

changes to BMPs within 72 hours of identification as directed by the QSP and complete 

the changes as soon as possible.         

C. Non-Storm Water Management 

1. For projects designated as Risk Level 1 and above, implement measures to control all 

non-storm water discharges during construction.  

2. For projects designated as Risk Level 1 and above, wash vehicles in such a manner as to 

prevent non-storm water discharges. 

3. For projects designated as Risk Level 1 and above, clean streets in such a manner as to 

prevent unauthorized non-storm water discharges. 

D. Erosion Control 

1. For projects designated as Risk Level 1 and above, implement effective wind erosion 

control. 

2. For projects designated as Risk Level 1 and above, provide effective soil cover for 

inactive areas and all finished slopes, open space, utility backfill, and completed lots. 

3. For projects designated as Risk Level 1 and above, limit the use of plastic materials when 

more sustainable, environmentally friendly alternatives exist.  Where plastic materials are 

deemed necessary, the discharger shall consider the use of plastic materials resistant to 

solar degradation. 
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E. Sediment Controls 

1. For projects designated as Risk Level 1 and above, establish and maintain effective 

perimeter controls and stabilize all construction entrances and exits to sufficiently control 

erosion and sediment discharges from the site.   

2. For projects designated as Risk Level 1 and above, on sites where sediment basins are to 

be used, at minimum, install and maintain sediment basins according to the method 

provided in CASQA’s Construction BMP Guidance Handbook.  
3. For projects designated as Risk Level 2 or 3, implement appropriate erosion control Best 

Management Practices (runoff control and soil stabilization) in conjunction with sediment 

control Best Management Practices for areas under active construction. Active areas of 

construction are areas undergoing land surface disturbances.  

4. For projects designated as Risk Level 2 or 3, install linear sediment controls along the toe 

of the slope, face of the slope, and at the grade breaks of exposed slopes to comply with 

sheet flow lengths in accordance with Table 1. 

Table 1 – Critical Slope/Sheet Flow Length Combinations 

Slope Percentage Sheet Flow Length Not to Exceed 

  

0 - 25 percent 20 feet 

25 - 50 percent 15 feet 

Over 50 percent 10 feet 

5. For projects designated as Risk Level 2 or 3, ensure that construction activity traffic to 

and from the project is limited to entrances and exits that employ effective controls to 

prevent offsite tracking of sediment. 

6. For projects designated as Risk Level 2 or 3, ensure that all storm drain inlets and 

perimeter controls, runoff control Best Management Practices, and pollutant controls at 

entrances and exits (e.g. tire washoff locations) are maintained and protected from 

activities that reduce their effectiveness. 

7. For projects designated as Risk Level 2 or 3, inspect on a daily basis all immediate access 

roads daily. At a minimum daily (when necessary) and prior to any rain event, remove 

any sediment or other construction activity related materials that are deposited on the 

roads (by vacuuming or sweeping).  

F. Run-on and Run-off Controls 

1. For projects designated as Risk Level 1 and above, effectively manage all run-on, all 

runoff within the site and all runoff that discharges off the site. Run-on from offsite shall 

be directed away from all disturbed areas or shall collectively be in compliance with the 

effluent limitations in this General Permit. 

END OF SECTION 01 57 23 
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DOCUMENT 01 64 00 

OWNER-FURNISHED PRODUCTS 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions; 

B. Special Conditions; and 

C. Materials and Equipment. 

1.02 SECTION INCLUDES 

A. Requirements for the following: 

(1) Installing Owner-furnished materials and equipment. 

(2) Providing necessary utilities, connections and rough-ins. 

1.03 DEFINITIONS 

A. Owner: District, who is providing/furnishing materials and equipment. 

B. Installing Contactor: Contractor, who is installing the materials and equipment furnished by the 

Owner. 

1.04 PRODUCT DELIVERY, STORAGE, AND HANDLING 

A. Receive, store and handle products in accordance with the manufacturer’s instructions. 

B. Protect equipment items as required to prevent damage during storage and construction. 

PART 2 – PRODUCTS 

2.01 GENERAL PRODUCT REQUIREMENTS 

A. Installing Contractor’s Responsibilities: 

(1) Verify mounting and utility requirements for Owner-furnished materials and equipment 

items. 

(2) Provide mounting and utility rough in for all items where required. 

(a) Rough in locations, sizes, capacities, and similar type items shall be as indicated 

and required by product manufacturer. 

B. Owner and Installing Contractor(s) Responsibilities: 
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(1) Owner-Furnished/Contractor Installed (“OFCI”):  Furnished by the Owner; installed by 
the Installing Contractor. 

(a) General:  Owner and Installing Contractor(s) will coordinate deliveries of 

materials and equipment to coincide with the construction schedule. 

(b) Owner will furnish specified materials and equipment delivered to the site.  

Owner/vendor’s representative shall be present on Site at the time of delivery to 
comply with the contract requirements and Specifications Section 01 43 00, 

Materials and Equipment, Article 1.04. 

(c) The Owner furnishing specified materials and equipment is responsible to 

provide manufacturer guarantees as required by the Contract to the Installing 

Contractor. 

(d) The Installing Contractor shall: 

1) Review, verify and accept the approved manufacturer’s submittal/Shop 
Drawings for all materials and equipment required to be installed by the 

Installer Contractor and furnished by the Owner.  Any discrepancies, 

including but not limited to possible space conflicts, should be brought 

to the attention of the Project Manager and/or Program Manager, if 

applicable. 

2) Coordinate timely delivery.  Installing Contractor shall receive 

materials and equipment at Site when delivered and give written receipt 

at time of delivery, noting visible defects or omissions; if such 

declaration is not given, the Installing Contractor shall assume 

responsibility for such defects and omissions. 

3) Store materials and equipment until ready for installation and protect 

from loss and damage.  Installing Contractor is responsible for 

providing adequate storage space. 

4) Coordinate with other bid package contractors and field measurement 

to ensure complete installation. 

5) Uncrate, assemble, and set in place. 

6) Provide adequate supports. 

7) Install materials and equipment in accordance with manufacturer’s 
recommendations, instructions, and Shop Drawings, supply labor and 

material required, and make mechanical, plumbing, and electrical 

connections required to operate equipment. 

8) Be certified by equipment manufacturer for installation of the specific 

equipment supplied by the Owner. 

9) Provide anchorage and/or bracing as required for seismic restraint per 

Title 24, UBC Standard 27-11 and all other applicable codes. 

10) Provide the contract-required warranty and guarantee for all work, 

materials and equipment, and installation upon its completion and 

acceptance by the District.  Guarantee includes all costs associated with 
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the removal, shipping to and from the Site, and re-installation of any 

equipment found to be defective. 

C. Compatibility with Space and Service Requirements: 

(1) Equipment items shall be compatible with space limitations indicated and as shown on 

the Contract Documents and specified in other sections of the Specifications. 

(2) Modifications to equipment items required to conform to space limitations specified for 

rough in shall not cause additional cost to the District. 

D. Manufacturer’s printed descriptions, specifications, and instructions shall govern the Work unless 
specifically indicated or specified otherwise. 

2.02 OWNER FURNISHED/CONTRACTOR INSTALLED MATERIALS AND EQUIPMENT 

A. Classroom projectors & projector mounts for Two-story modular buildings 

B. Foundation embeds for two-story modular buildings 

C. All furnished materials and equipment are indicated or scheduled on the Contract Documents. 

PART 3 – EXECUTION 

3.01 INSTALLATION 

A. Install equipment items in accordance with the manufacturer’s instructions. 

B. Set equipment items securely in place, rigidly or flexibly mounted in accordance with 

manufacturers’ directions. 

C. Make electrical and mechanical connections as indicated and required. 

D. Touch-up and restore damaged or defaced finishes to the Owner’s satisfaction. 

3.02 CLEANING AND PROTECTION 

A. Repair or replace items not acceptable to the Architect or Owner. 

B. Upon completion of installation, clean equipment items in accordance with manufacturer’s 
recommendations, and protect from damage until final acceptance of the Work by the Owner. 

END OF DOCUMENT 
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SECTION 01 66 00 

PRODUCT DELIVERY, STORAGE AND HANDLING 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Site Access, Conditions and Requirements; 

B. Special Conditions. 

1.02 PRODUCTS 

A. Products are as defined in the General Conditions. 

B. Contractor shall not use and/or reuse materials and/or equipment removed from existing Premises, 

except as specifically permitted by the Contract Documents. 

C. Contractor shall provide interchangeable components of the same manufacturer, for similar 

components. 

1.03 TRANSPORTATION AND HANDLING 

A. Contractor shall transport and handle Products in accordance with manufacturer's instructions. 

B. Contractor shall promptly inspect shipments to confirm that Products comply with requirements, 

quantities are correct, and products are undamaged. 

C. Contractor shall provide equipment and personnel to handle Products by methods to prevent 

soiling, disfigurement, or damage. 

1.04 STORAGE AND PROTECTION 

A. Contractor shall store and protect Products in accordance with manufacturer's instructions, with 

seals and labels intact and legible.  Contractor shall store sensitive products in weather-tight, 

climate controlled enclosures. 

B. For exterior storage of fabricated Products, Contractor shall place on sloped supports, above 

ground. 

C. Contractor shall provide off-site storage and protection when Site does not permit on-site storage 

or protection. 

D. Contractor shall cover products subject to deterioration with impervious sheet covering and 

provide ventilation to avoid condensation. 

E. Contractor shall store loose granular materials on solid flat surfaces in a well-drained area and 

prevent mixing with foreign matter. 
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F. Contractor shall provide equipment and personnel to store Products by methods to prevent soiling, 

disfigurement, or damage. 

G. Contractor shall arrange storage of Products to permit access for inspection and periodically 

inspect to assure Products are undamaged and are maintained under specified conditions. 

PART 2 – PRODUCTS Not Used. 

PART 3 - EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 71 23 

FIELD ENGINEERING 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Site Investigation, and Soils Investigation 

Report; 

B. Special Conditions; 

C. Site-Visit Certification. 

1.02 REQUIREMENTS INCLUDED: 

A. Contractor shall provide and pay for field engineering services by a California-registered engineer, 

required for the project, including, without limitations: 

(1) Survey work required in execution of the Project. 

(2) Civil or other professional engineering services specified, or required to execute 

Contractor's construction methods. 

1.03 QUALIFICATIONS OF SURVEYOR OR ENGINEERS: 

Contractor shall only use a qualified licensed engineer or registered land surveyor, to whom District makes 

no objection. 

1.04 SURVEY REFERENCE POINTS: 

A. Existing basic horizontal and vertical control points for the Project are those designated on the 

Drawings. 

B. Contractor shall locate and protect control points prior to starting Site Work and preserve all 

permanent reference points during construction.  In addition Contractor shall: 

(1) Make no changes or relocation without prior written notice to District and Architect. 

(2) Report to District and Architect when any reference point is lost or destroyed, or requires 

relocation because of necessary changes in grades or locations. 

(3) Require surveyor to replace Project control points based on original survey control that 

may be lost or destroyed. 

1.05 RECORDS: 

Contractor shall maintain a complete, accurate log of all control and survey work as it progresses. 
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1.06 SUBMITTALS: 

A. Contractor shall submit name and address of Surveyor and Professional Engineer to District and 

Architect prior to its/their work on the Project. 

B. On request of District and Architect, Contractor shall submit documentation to verify accuracy of 

field engineering work, at no additional cost to the District. 

C. Contractor shall submit a certificate signed by registered engineer or surveyor certifying that 

elevations and locations of improvements are in conformance or nonconformance with Contract 

Documents. 

PART 2 – PRODUCTS Not Used. 

PART 3 - EXECUTION 

3.01 COMPLIANCE WITH LAWS: 

Contractor is responsible for meeting all applicable codes, OSHA, safety and shoring requirements. 

3.02 NONCONFORMING WORK: 

Contractor is responsible for any re-surveying required by correction of nonconforming work. 

END OF DOCUMENT 
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DOCUMENT 01 73 29 

CUTTING AND PATCHING 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Inspector, Inspections, and Tests, Integration of 

Work, Nonconforming Work, and Correction of Work, and Uncovering Work; 

B. Special Conditions; 

C. Hazardous Materials Procedures and Requirements; 

D. Hazardous Materials Certification; 

E. Lead-Based Paint Certification; 

F. Imported Materials Certification. 

1.02 CUTTING AND PATCHING: 

A. Contractor shall be responsible for all cutting, fitting, and patching, including associated 

excavation and backfill, required to complete the Work or to: 

(1) Make several parts fit together properly. 

(2) Uncover portions of Work to provide for installation of ill-timed Work. 

(3) Remove and replace defective Work. 

(4) Remove and replace Work not conforming to requirements of Contract Documents. 

(5) Remove Samples of installed Work as specified for testing. 

(6) Provide routine penetrations of non-structural surfaces for installation of piping and 

electrical conduit. 

(7) Attaching new materials to existing remodeling areas – including painting (or other 

finishes) to match existing conditions. 

B. In addition to Contract requirements, upon written instructions from the District, Contractor shall 

uncover Work to provide for observations of covered Work in accordance with the Contract 

Documents; remove samples of installed materials for testing as directed by District; and remove 

Work to provide for alteration of existing Work. 

C. Contractor shall not cut or alter Work, or any part of it, in such a way that endangers or 

compromises the integrity of the Work, the Project, or work of others. 
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1.03 SUBMITTALS: 

A. Prior to any cutting or alterations that may affect the structural safety of Project, or work of others, 

and well in advance of executing such cutting or alterations, Contractor shall submit written notice 

to District pursuant to the applicable notice provisions of the Contract Documents, requesting 

consent to proceed with the cutting or alteration, including the following: 

(1) The work of the District or other trades. 

(2) Structural value or integrity of any element of Project. 

(3) Integrity or effectiveness of weather-exposed or weather-resistant elements or systems. 

(4) Efficiency, operational life, maintenance or safety of operational elements. 

(5) Visual qualities of sight-exposed elements. 

B. Contractor's Request shall also include: 

(1) Identification of Project. 

(2) Description of affected Work. 

(3) Necessity for cutting, alteration, or excavations. 

(4) Effects of Work on District, other trades, or structural or weatherproof integrity of 

Project. 

(5) Description of proposed Work: 

(a) Scope of cutting, patching, alteration, or excavation. 

(b) Trades that will execute Work. 

(c) Products proposed to be used. 

(d) Extent of refinishing to be done. 

(6) Alternates to cutting and patching. 

(7) Cost proposal, when applicable. 

(8) The scheduled date the Contractor intends to perform the Work and the duration of time 

to complete the Work. 

(9) Written permission of District or other District contractor(s) whose work will be affected. 

1.04 QUALITY ASSURANCE: 

A. Contractor shall ensure that cutting, fitting, and patching shall achieve security, strength, weather 

protection, appearance for aesthetic match, efficiency, operational life, maintenance, safety of 

operational elements, and the continuity of existing fire ratings. 
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B. Contractor shall ensure that cutting, fitting, and patching shall successfully duplicate undisturbed 

adjacent profiles, materials, textures, finishes, colors, and that materials shall match existing 

construction.  Where there is dispute as to whether duplication is successful or has been achieved 

to a reasonable degree, the District's decision shall be final. 

1.05 PAYMENT FOR COSTS: 

A. Cost caused by ill-timed or defective Work or Work not conforming to Contract Documents, 

including costs for additional services of the District, its consultants, including but not limited to 

the Construction Manager, the Architect, the Project Inspector(s), Engineers, and Agents, will be 

paid by Contractor and/or deducted from the Contract by the District. 

B. District shall only pay for cost of Work if it is part of the original Contract Price or if a change has 

been made to the contract in compliance with the provisions of the General Conditions.  Cost of 

Work performed upon instructions from the District, other than defective or nonconforming Work, 

will be paid by District on approval of written Change Order.  Contractor shall provide written 

cost proposals prior to proceeding with cutting and patching. 

PART 2 - PRODUCTS 

2.01 MATERIALS: 

A. Contractor shall provide for replacement and restoration of Work removed.  Contractor shall 

comply with the Contract Documents and with the Industry Standard(s), for the type of Work, and 

the Specification requirements for each specific product involved.  If not specified, Contractor 

shall first recommend a product of a manufacturer or appropriate trade association for approval by 

the District. 

B. Materials to be cut and patched include those damaged by the performance of the Work. 

PART 3 – EXECUTION 

3.01 INSPECTION: 

A. Contractor shall inspect existing conditions of the Site and the Work, including elements subject to 

movement or damage during cutting and patching, excavating and backfilling.  After uncovering 

Work, Contractor shall inspect conditions affecting installation of new products. 

B. Contractor shall report unsatisfactory or questionable conditions in writing to District as indicated 

in the General Conditions and shall proceed with Work as indicated in the General Conditions by 

District. 

3.02 PREPARATION: 

A. Contractor shall provide shoring, bracing and supports as required to maintain structural integrity 

for all portions of the Project, including all requirements of the Project. 

B. Contractor shall provide devices and methods to protect other portions of Project from damage. 

C. Contractor shall, provide all necessary protection from weather and extremes of temperature and 

humidity for the Project, including without limitation, any work that may be exposed by cutting 

and patching Work.  Contractor shall keep excavations free from water. 
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3.03 ERECTION, INSTALLATION AND APPLICATION: 

A. With respect to performance, Contractor shall: 

(1) Execute fitting and adjustment of products to provide finished installation to comply with 

and match specified tolerances and finishes. 

(2) Execute cutting and demolition by methods that will prevent damage to other Work, and 

provide proper surfaces to receive installation of repairs and new Work. 

(3) Execute cutting, demolition excavating, and backfilling by methods that will prevent 

damage to other Work and damage from settlement. 

B. Contractor shall employ original installer or fabricator to perform cutting and patching for: 

(1) Weather-exposed surfaces and moisture-resistant elements such as roofing, sheet metal, 

sealants, waterproofing, and other trades. 

(2) Sight-exposed finished surfaces. 

C. Contractor shall execute fitting and adjustment of products to provide a finished installation to 

comply with specified products, functions, tolerances, and finishes as shown or specified in the 

Contract Documents including, without limitation, the Drawings and Specifications. 

D. Contractor shall fit Work airtight to pipes, sleeves, ducts, conduit, and other penetrations through 

surfaces.  Contractor shall conform to all Code requirements for penetrations or the Drawings and 

Specifications, whichever calls for a higher quality or more thorough requirement.  Contractor 

shall maintain integrity of both rated and non-rated fire walls, ceilings, floors, etc. 

E. Contractor shall restore Work which has been cut or removed.  Contractor shall install new 

products to provide completed Work in accordance with requirements of the Contract Documents 

and as required to match surrounding areas and surfaces. 

F. Contractor shall refinish all continuous surfaces to nearest intersection as necessary to match the 

existing finish to any new finish. 

END OF DOCUMENT 
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DOCUMENT 01 76 00 

ALTERATION PROJECT PROCEDURES 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Integration of Work, Purchase of Materials and 

Equipment, Uncovering of Work and Non-conforming Work and Correction of Work and 

Trenches; 

B. Special Conditions. 

PART 2 - PRODUCTS 

2.01 PRODUCTS FOR PATCHING AND EXTENDING WORK: 

A. New Materials: As specified in the Contract Documents including, without limitation, in the 

Specifications, Contractor shall match existing products, conditions, and work for patching and 

extending work. 

B. Type and Quality of Existing Products: Contractor shall determine by inspection, by testing 

products where necessary, by referring to existing conditions and to the Work as a standard. 

PART 3 - EXECUTION 

3.01 EXAMINATION: 

A. Contractor shall verify that demolition is complete and that areas are ready for installation of new 

Work. 

B. By beginning restoration Work, Contractor acknowledges and accepts the existing conditions. 

3.02 PREPARATION: 

A. Contractor shall cut, move, or remove items as necessary for access to alterations and renovation 

Work.  Contractor shall replace and restore these at completion. 

B. Contractor shall remove unsuitable material not as salvage unless otherwise indicated in the 

Contract Documents.  Unsuitable material may include, without limitation, rotted wood, corroded 

metals, and deteriorated masonry and concrete.  Contractor shall replace materials as specified for 

finished Work. 

C. Contractor shall remove debris and abandoned items from all areas of the Site and from concealed 

spaces. 

D. Contractor shall prepare surface and remove surface finishes to provide for proper installation of 

new Work and finishes. 
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E. Contractor shall close openings in exterior surfaces to protect existing work from weather and 

extremes of temperature and humidity.  Contractor shall insulate ductwork and piping to prevent 

condensation in exposed areas.  Contractor shall insulate building cavities for thermal and/or 

acoustical protection, as detailed. 

3.03 INSTALLATION: 

A. Contractor shall coordinate Work of all alternations and renovations to expedite completion and to 

accommodate District occupancy. 

B. Designated Areas and Finishes: Contractor shall complete all installations in all respects, including 

operational, mechanical work and electrical work. 

C. Contractor shall remove, cut, and patch Work in a manner to minimize damage and to provide a 

means of restoring Products and finishes to original or specified condition. 

D. Contractor shall refinish visible existing surfaces to remain in renovated rooms and spaces, to 

specified condition for each material, with a neat and square or straight transition to adjacent 

finishes. 

E. Contractor shall install products as specified in the Contract Documents, including without 

limitation, the Specifications. 

3.04 TRANSITIONS: 

A. Where new Work abuts or aligns with existing, Contractor shall perform a smooth and even 

transition.  Patched Work must match existing adjacent work in texture and appearance. 

B. When finished surfaces are cut so that a smooth transition with new Work is not possible, 

Contractor shall terminate existing surface along a straight line at a natural line of division and 

make a recommendation for resolution to the District and the Architect for review and approval. 

3.05 ADJUSTMENTS: 

A. Where removal of partitions or walls results in adjacent spaces becoming one, Contractor shall 

rework floors, walls, and ceilings to a smooth plane without breaks, steps, or bulkheads. 

B. Where a change of plane of 1/4 inch or more occurs, Contractor shall submit a recommendation 

for providing a smooth transition to the District and the Architect for review and approval. 

C. Contractor shall trim and seal existing wood doors and shall trim and paint metal doors as 

necessary to clear new floor finish and refinish trim as required. 

D. Contractor shall fit Work at penetrations of surfaces. 

3.06 REPAIR OF DAMAGED SURFACES: 

A. Contractor shall patch or replace portions of existing surfaces, which are damaged, lifted, 

discolored, or showing other imperfections, in the area where the Work is performed. 

B. Contractor shall repair substrate prior to patching finish. 
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3.07 CULTIVATED AREAS AND OTHER SURFACE IMPROVEMENTS: 

A. Cultivated or planted areas and other surface improvements which are damaged by actions of the 

Contractor shall be restored by Contractor to their original condition or better, where indicated. 

B. Contractor shall protect and replace, if damaged, all existing guard posts, barricades, and fences. 

C. Contractor shall give special attention to avoid damaging or killing trees, bushes and/or shrubs on 

the Premises and/or identified in the Contract Documents, including without limitation, the 

Drawings. 

3.08 FINISHES: 

A. Contractor shall finish surfaces as specified in the Contract Documents, including without 

limitations, the provisions of all Divisions of the Specifications. 

B. Contractor shall finish patches to produce uniform finish and texture over entire area.  When finish 

cannot be matched, Contractor shall refinish entire surface to nearest intersections. 

3.09 CLEANING: 

A. Contractor shall continually clean the Site and the Premises as indicated in the Contract 

Documents, including without limitation, the provisions in the General Conditions and the 

Specifications regarding cleaning. 

END OF DOCUMENT 
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DOCUMENT 01 77 00 

CONTRACT CLOSEOUT AND FINAL CLEANING 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Completion of Work; 

B. Special Conditions; 

C. Temporary Facilities and Controls. 

1.02 CLOSEOUT PROCEDURES 

Contractor shall comply with all closeout provisions as indicated in the General Conditions. 

1.03 FINAL CLEANING 

A. Contractor shall execute final cleaning prior to final inspection. 

B. Contractor shall clean interior and exterior glass and all surfaces exposed to view; remove 

temporary labels, tape, stains, and foreign substances, polish transparent and glossy surfaces, wax 

and polish new vinyl floor surfaces, vacuum carpeted and soft surfaces. 

C. Contractor shall clean equipment and fixtures to a sanitary condition. 

D. Contractor shall replace filters of operating equipment. 

E. Contractor shall clean debris from roofs, gutters, down spouts, and drainage systems. 

F. Contractor shall clean Site, sweep paved areas, and rake clean landscaped surfaces. 

G. Contractor shall remove waste and surplus materials, rubbish, and construction facilities from the 

Site and surrounding areas. 

1.04 ADJUSTING 

Contractor shall adjust operating products and equipment to ensure smooth and unhindered operation. 

1.05 RECORD DOCUMENTS AND SHOP DRAWINGS 

A. Contractor shall legibly mark each item to record actual construction, including: 

(1) Measured depths of foundation in relation to finish floor datum. 

(2) Measured horizontal and vertical locations of underground utilities and appurtenances, 

referenced to permit surface improvements. 
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(3) Measured locations of internal utilities and appurtenances concealed in construction, 

referenced to visible and accessible features of the Work. 

(4) Field changes of dimension and detail. 

(5) Details not on original Contract Drawings 

(6) Changes made by modification(s). 

(7) References to related Shop Drawings and modifications. 

B. Contractor will provide one set of Record Drawings to District. 

C. Contractor shall submit all required documents to District and/or Architect prior to or with its final 

Application for Payment. 

1.06 INSTRUCTION OF DISTRICT PERSONNEL 

A. Before final inspection, at agreed upon times, Contractor shall instruct District's designated 

personnel in operation, adjustment, and maintenance of products, equipment, and systems. 

B. For equipment requiring seasonal operation, Contractor shall perform instructions for other 

seasons within six months or by the change of season. 

C. Contractor shall use operation and maintenance manuals as basis for instruction. Contractor shall 

review contents of manual with personnel in detail to explain all aspects of operation and 

maintenance. 

D. Contractor shall prepare and insert additional data in Operation and Maintenance Manual when the 

need for such data becomes apparent during instruction. 

E. Contractor shall review contents of manual with personnel in detail to explain all aspects of 

operation and maintenance. 

1.07 SPARE PARTS AND MAINTENANCE MATERIALS 

A. Contractor shall provide products, spare parts, maintenance, and extra materials in quantities 

specified in the Specifications and in Manufacturer's recommendations. 

B. Contractor shall provide District with all required Operation and Maintenance Data at one time.  

Partial or piecemeal submissions of Operation and Maintenance Data will not be accepted. 

PART 2 – PRODUCTS Not Used. 

PART 3 – EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 78 23 

OPERATION AND MAINTENANCE DATA 

PART 1 – GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Completion of the Work; 

B. Special Conditions. 

1.02 QUALITY ASSURANCE: 

Contractor shall prepare instructions and data by personnel experienced in maintenance and operation of 

described products. 

1.03 FORMAT: 

A. Contractor shall prepare data in the form of an instructional manual entitled “OPERATIONS AND 
MAINTENANCE MANUAL & INSTRUCTIONS” (“Manual”). 

B. Binders: Contractor shall use commercial quality, 8-1/2 by 11 inch, three-side rings, with durable 

plastic covers; two inch maximum ring size. When multiple binders are used, Contractor shall 

correlate data into related consistent groupings. 

C. Cover: Contractor shall identify each binder with typed or printed title "OPERATION AND 

MAINTENANCE MANUAL & INSTRUCTIONS"; and shall list title of Project and identify 

subject matter of contents. 

D. Contractor shall arrange content by systems process flow under section numbers and sequence of 

Table of Contents of the Contract Documents. 

E. Contractor shall provide tabbed fly leaf for each separate product and system, with typed 

description of product and major component parts of equipment. 

F. Text: The content shall include Manufacturer's printed data, or typewritten data on 24 pound 

paper. 

G. Drawings: Contractor shall provide with reinforced punched binder tab and shall bind in with text; 

folding larger drawings to size of text pages. 

1.04 CONTENTS, EACH VOLUME: 

A. Table of Contents: Contractor shall provide title of Project; names, addresses, and telephone 

numbers of the Architect, any engineers, subconsultants, Subcontractor(s), and Contractor with 

name of responsible parties; and schedule of products and systems, indexed to content of the 

volume. 

B. For Each Product or System: Contractor shall list names, addresses, and telephone numbers of 

Subcontractor(s) and suppliers, including local source of supplies and replacement parts. 
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C. Product Data: Contractor shall mark each sheet to clearly identify specific products and 

component parts, and data applicable to installation. Delete inapplicable information. 

D. Drawings: Contractor shall supplement product data to illustrate relations of component parts of 

equipment and systems, to show control and flow diagrams.  Contractor shall not use Project 

Record Documents as maintenance drawings. 

E. Text: Contractor shall include any and all information as required to supplement product data.  

Contractor shall provide logical sequence of instructions for each procedure, incorporating 

manufacturer's instructions. 

F. Warranties and Bonds:  Contractor shall bind in one copy of each. 

1.05 MANUAL FOR MATERIALS AND FINISHES: 

A. Building Products, Applied Materials, and Finishes:  Contractor shall include product data, with 

catalog number, size, composition, and color and texture designations.  Contractor shall provide 

information for re-ordering custom manufactured products. 

B. Instructions for Care and Maintenance:  Contractor shall include Manufacturer's recommendations 

for cleaning agents and methods, precautions against detrimental agents and methods, and 

recommended schedule for cleaning and maintenance. 

C. Moisture Protection and Weather Exposed Products:  Contractor shall include product data listing 

applicable reference standards, chemical composition, and details of installation.  Contractor shall 

provide recommendations for inspections, maintenance, and repair. 

D. Additional Requirements:  Contractor shall include all additional requirements as specified in the 

Specifications. 

E. Contractor shall provide a listing in Table of Contents for design data, with tabbed fly sheet and 

space for insertion of data. 

1.06 MANUAL FOR EQUIPMENT AND SYSTEMS: 

A. Each Item of Equipment and Each System:  Contractor shall include description of unit or system, 

and component parts and identify function, normal operating characteristics, and limiting 

conditions.  Contractor shall include performance curves, with engineering data and tests, and 

complete nomenclature, and commercial number of replaceable parts. 

B. Panelboard Circuit Directories:  Contractor shall provide electrical service characteristics, 

controls, and communications. 

C. Contractor shall include color coded wiring diagrams as installed. 

D. Operating Procedures:  Contractor shall include start-up, break-in, and routine normal operating 

instructions and sequences.  Contractor shall include regulation, control, stopping, shut-down, and 

emergency instructions.  Contractor shall include summer, winter, and any special operating 

instructions. 

E. Maintenance Requirements:  Contractor shall include routine procedures and guide for trouble-

shooting; disassembly, repair, and reassembly instructions; and alignment, adjusting, balancing, 

and checking instructions. 

F. Contractor shall provide servicing and lubrication schedule, and list of lubricants required. 
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G. Contractor shall include manufacturer's printed operation and maintenance instructions. 

H. Contractor shall include sequence of operation by controls manufacturer. 

I. Contractor shall provide original manufacturer's parts list, illustrations, assembly drawings, and 

diagrams required for maintenance. 

J. Contractor shall provide control diagrams by controls manufacturer as installed. 

K. Contractor shall provide Contractor's coordination drawings, with color coded piping diagrams as 

installed. 

L. Contractor shall provide charts of valve tag numbers, with location and function of each valve, 

keyed to flow and control diagrams. 

M. Contractor shall provide list of original manufacturer's spare parts, current prices, and 

recommended quantities to be maintained in storage. 

N. Additional Requirements:  Contractor shall include all additional requirements as specified in 

Specification(s). 

O. Contractor shall provide a listing in Table of Contents for design data, with tabbed fly sheet and 

space for insertion of data. 

1.07 SUBMITTAL: 

A. Contractor shall submit to the District for review two (2) copies of preliminary draft or proposed 

formats and outlines of the contents of the Manual within thirty (30) days of Contractor’s start of 
Work. 

B. For equipment, or component parts of equipment put into service during construction and to be 

operated by District, Contractor shall submit draft content for that portion of the Manual within 

ten (10) days after acceptance of that equipment or component. 

C. Contractor shall submit two (2) copies of a complete Manual in final form prior to final 

Application for Payment. Copy will be returned with Architect/Engineer comments.  Contractor 

must revise the content of the Manual as required by District prior to District's approval of 

Contractor’s final Application for Payment. 

D. Contractor must submit two (2) copies of revised Manual in final form within ten (10) days after 

final inspection. 

PART 2 – PRODUCTS Not Used. 

PART 3 – EXECUTION Not Used. 

END OF DOCUMENT 
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DOCUMENT 01 78 36 

WARRANTIES 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Warranty/Guarantee Information; 

B. Special Conditions. 

1.02 FORMAT 

A. Binders:  Contractor shall use commercial quality, 8-1/2 by 11 inch, three-side rings, with durable 

plastic covers; two inch maximum ring size. 

B. Cover:  Contractor shall identify each binder with typed or printed title "WARRANTIES” and 
shall list title of Project. 

C. Table of Contents:  Contractor shall provide title of Project; name, address, and telephone number 

of Contractor and equipment supplier; and name of responsible principal.  Contractor shall 

identify each item with the number and title of the specific Specification, document, provision, or 

section in which the name of the product or work item is specified. 

D. Contractor shall separate each warranty with index tab sheets keyed to the Table of Contents 

listing, providing full information and using separate typed sheets as necessary.  Contractor shall 

list each applicable and/or responsible Subcontractor(s), supplier(s), and/or manufacturer(s), with 

name, address, and telephone number of each responsible principal(s). 

1.03 PREPARATION: 

A. Contractor shall obtain warranties, executed in duplicate by each applicable and/or responsible 

subcontractor(s), supplier(s), and manufacturer(s), within ten (10) days after completion of the 

applicable item or work.  Except for items put into use with District's permission, Contractor shall 

leave date of beginning of time of warranty blank until the date of completion is determined. 

B. Contractor shall verify that documents are in proper form, contain full information, and are 

notarized, when required. 

C. Contractor shall co-execute submittals when required. 

D. Contractor shall retain warranties until time specified for submittal. 

1.04 TIME OF SUBMITTALS: 

A. For equipment or component parts of equipment put into service during construction with 

District's permission, Contractor shall submit a draft warranty for that equipment or component 

within ten (10) days after acceptance of that equipment or component. 
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B. Contractor shall submit for District approval all warranties and related documents within ten (10) 

days after date of completion.  Contractor must revise the warranties as required by the District 

prior to District's approval of Contractor’s final Application for Payment. 

C. For items of work delayed beyond date of completion, Contractor shall provide an updated 

submittal within ten (10) days after acceptance, listing the date of acceptance as start of warranty 

period. 

PART 2 - PRODUCTS Not Used. 

PART 3 – EXECUTION Not Used. 

END OF DOCUMENT 

 



PARADISE CANYON ELEMENTARY SCHOOL  

PACKAGE 5 – NEW NORTH BUILDINGS 

8/5/2025 

RECORD DOCUMENTS 

 DOCUMENT 01 7839-1 

 

DOCUMENT 01 78 39 

RECORD DOCUMENTS 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS AND PROVISIONS: 

All Contract Documents should be reviewed for applicable provisions related to the provisions in this 

document, including without limitation: 

A. General Conditions, including, without limitation, Documents on Work; 

B. Special Conditions. 

PART 2 - RECORD DRAWINGS 

2.01 GENERAL: 

A. As indicated in the Contract Documents, the District will provide Contractor with one set of 

reproducible, full size original Contract Drawings (mylars). 

B. Contractor shall maintain at each Project Site one set of marked-up plans and shall transfer all 

changes and information to those marked-up plans, as often as required in the Contract 

Documents, but in no case less than once each month.  Contractor shall submit to the Project 

Inspector one set of reproducible vellums of the Project Record Drawings (“As-Builts”) showing 
all changes incorporated into the Work since the preceding monthly submittal. The As-Builts shall 

be available at the Project Site. The Contractor shall submit reproducible vellums at the conclusion 

of the Project following review of the blueline prints. 

C. Label and date each Record Drawing "RECORD DOCUMENT" in legibly printed letters. 

D. All deviations in construction, including but not limited to pipe and conduit locations and 

deviations caused by without limitation Change Orders, Construction Claim Directives, RFI’s, and 
Addenda, shall be accurately and legibly recorded by Contractor. 

E. Locations and changes shall be done by Contractor in a neat and legible manner and, where 

applicable, indicated by drawing a "cloud" around the changed or additional information. 

2.02 RECORD DRAWING INFORMATION: 

A. Contractor shall record the following information: 

(1) Locations of Work buried under or outside each building, including, without limitation, 

all utilities, plumbing and electrical lines, and conduits. 

(2) Actual numbering of each electrical circuit to match panel schedule. 

(3) Locations of significant Work concealed inside each building whose general locations are 

changed from those shown on the Contract Drawings. 

(4) Locations of all items, not necessarily concealed, which vary from the Contract 

Documents. 
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(5) Installed location of all cathodic protection anodes. 

(6) Deviations from the sizes, locations, and other features of installations shown in the 

Contract Documents. 

(7) Locations of underground work, points of connection with existing utilities, changes in 

direction, valves, manholes, catch basins, capped stubouts, invert elevations, etc. 

(8) Sufficient information to locate Work concealed in each building with reasonable ease 

and accuracy. 

In some instances, this information may be recorded by dimension.  In other instances, it may be 

recorded in relation to the spaces in the building near which it was installed. 

B. Contractor shall provide additional drawings as necessary for clarification. 

C. Contractor shall provide reproducible record drawings, made from final Shop Drawings marked 

"No Exceptions Taken" or "Approved as Noted." 

D. After review and approval of the marked-up specifications by the Project Inspector, Contractor 

shall provide electronic copies of the drawings (in PDF format) with one file with all of the sheets 

and one set of individual sheet files at the conclusion of the Project. 

PART 3 - RECORD SPECIFICATIONS 

3.01 GENERAL: 

A. Contractor shall mark each section legibly to record manufacturer, trade name, catalog number, 

and supplier of each Product and item of equipment actually installed. 

B. After review and approval of the marked-up specifications by the Project Inspector, Contractor 

shall provide one electronic copy of the specifications (in PDF format) at the conclusion of the 

Project. 

PART 4 - MAINTENANCE OF RECORD DOCUMENTS 

4.01 GENERAL 

A. Contractor shall store Record Documents apart from documents used for construction as follows: 

(1) Provide files and racks for storage of Record Documents. 

(2) Maintain Record Documents in a clean, dry, legible condition and in good order. 

B. Contractor shall not use Record Documents for construction purposes. 

PART 5 – PRODUCTS Not Used. 

END OF DOCUMENT 
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SECTION 03 1000 

 

CONCRETE FORMS AND ACCESSORIES 

 
PART 1  GENERAL 
 
1.1 SUMMARY 
 

A. Provisions of Division 01 apply to this section 
 
B. Section Includes: 

 
1. Formwork for cast-in-place concrete site structures as indicated.  This 

section does not apply to building foundations. 
 
2. Installation of items to be embedded in concrete, such as anchor bolts, 

inserts, embeds, and sleeves. 
 

C. Related Sections: 
 

1. Section 01 4523:  Testing and Inspection. 
 

2. Section 03 2000:  Concrete Reinforcement. 
 
  3. Section 03 3000:  Cast-In-Place Concrete. 
 
1.2 REFERENCES 
 

A. American Concrete Institute (ACI) Publication:  
 
1. ACI 318 – Building Code Requirements for Structural Concrete, Chapter 6, 

Formwork, Embedded Pipes, and Construction Joints. 
 
2. ACI 347 – Guide to Formwork for Concrete. 

  
B. American Plywood Association (APA): 

 
1. Form No. V345 - Concrete Forming Design/Construction Guide. 
 

C. National Institute of Standards and Technology (NIST): 
 
  1. NIST Voluntary Product Standard PS 1. 
 
1.3 SUBMITTALS 

 
A. Submit detailed structural calculations and drawings approved and signed by a 

California registered Civil Engineer where the height of the falsework or vertical 
shoring, as measured from the top of the sills to the soffit of the superstructure 
exceeds 14 feet, or where individual horizontal span lengths exceed 16 feet, or 
where provision for vehicular traffic through falsework or shoring occurs.  For all other 
falsework and shoring submit layout signed by California registered Civil Engineer, 
manufacturer’s authorized representative or a licensed contractor experienced in the 
usage and erection of falsework and vertical shoring.  A copy of the plans and 
calculation shall be available at the jobsite at all times. 
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 B. Shop Drawings: Submit Shop Drawings indicating locations of forms, construction 

and expansion joints, embedded items, and accessories.  Review and approval will 
not include form strength and adequacy. 

 
 C. Product Data: Submit manufacturer's Product Data for form materials and 

accessories. 
 
 D. Record Document:  Keep an accurate record of the dates of removal of forms, form 

shores and reshores, and furnish copies to the Architect. 
 
1.4 1.04 REGULATORY REQUIREMENTS 
 

A. California Building Code (CBC), Chapter 19A, and ACI 318-19. 
 
B. California Code of Regulations, Title 8, Division 1, Chapter 4, Subchapter 4, 

Construction Safety Orders, Article 6, Excavations, Sections 1713 and 1717. 
 
1.5 1.05 DELIVERY, STORAGE AND HANDLING 
 
 A. Storage shall prevent damage and permit access to materials for inspection and 

identification. 
 
 B. Deliver materials for forms in timely manner to ensure uninterrupted progress. 
 
1.6 QUALITY ASSURANCE 
 

A. Construction of Forms shall comply with the following as a minimum requirement: 
 

1. ACI 347, “Recommended Practice for Concrete Formwork” 
 

2. ACI 318 Section 26.11 and CBC Section 1905A. 
 

3. Tolerances shall conform to those as specified in ACI 301, “Specifications for 
Structural Concrete for Buildings”, as applicable, unless exceeded by 
requirements of DSA or otherwise indicated or specified. 

 
4. Plywood:  Conform to tables for form design and strength in APA Form V 

345. 
 

B. Prior to construction of formwork for concrete beams and slabs above grade, Contractor 
shall conduct a meeting at the site to determine and define all camber, which may be 
required for the project.  The Architect, Structural Engineer of record, Contractor and 
Contractor's formwork installer shall be in attendance at this meeting. 
 

C. Mock-ups:  Provide mock-ups for all exposed finishes; 100 square feet minimum size.  
Locate as required by the Architect, for review and approval prior to installation. 

 

 

PART 2  PRODUCTS 
 
2.1 GENERAL 
 
 A. Form materials may be reused during progress of the Work provided they are 

completely cleaned and reconditioned, recoated for each use, capable of producing 
formwork of required quality, and are structurally sound. 
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B. Form Lumber: WCLIB Construction Grade or Better, WWPA No. 1 or Better.   

 
C. Plywood:  NIST Voluntary Product Standard PS 1, Group 1, Exterior Grade B-B 

Plyform or better, minimum 5-ply and 3/4 inch thick for exposed locations and at least 
5/8 inch thick for unexposed locations, grade marked, not mill oiled.  Furnished 
plywood with medium or high density overlay is permitted.  

 
D. Coated Form Plywood: For exposed painted concrete, plastic overlaid plywood of 

grade specified above, factory coated with a form coating and release agent Nox-
crete", or equal. 

 
E. Tube Forms:  Sonoco "Seamless Sonotubes,” or equal, of the type leaving no marks 

in concrete, one-piece lengths for required heights. 
 

F. Joist Forms: Code recognized steel or molded plastic types as required. 
 

G. Special Forms: For exposed integrally-colored concrete, plywood as above with high 
density overlay, plywood with integral structural hardboard facing or fibrous glass 
reinforced plastic facing, providing specified finish. 

 
H. For Exposed Concrete Finish: 
 

1. Plywood:  New, waterproof, synthetic resin bonded, exterior type Douglas fir 
or Southern pine plywood manufactured especially for concrete formwork 
and conforming to NIST Voluntary Product Standard PS 1, Grade B-B grade, 
Class I. 

 
2. Glass-Fiber-Fabric Reinforced Plastic Forms:  Matched, tight fitting, stiffened 

to support weight of concrete without deflection detrimental to structural 
tolerances and appearance of finished concrete surfaces. 

 
3. Steel:  Minimum 16 gage sheet, well matched, tight fitting, stiffened to 

support weight of concrete, without deflection detrimental to tolerances and 
appearances of finished concrete surfaces. 

 
  4. Plywood:  "Finland Form,” or "Combi Form" distributed by North American 

Plywood Corporation. The material shall be furnished with hard smooth birch 
face veneers with phenolic resin thermally fused onto panel sides. Edges 
shall be factory sealed. 

 
I. Form Ties: Prefabricated rod, flat band, wire, internally threaded disconnecting type, 

not leaving metal within 1-1/2 inch of concrete surface. 
 
J. Form Coating: Non-staining clear coating free from oil, silicone, wax, not grain-

raising, "Formshield" by A.C. Horn, Inc., "Release" by Edoco/Dayton Superior ,or 
"Cast-Off" by Sonneborn/BASF Building Systems. Where form liners are furnished, 
provide form coatings recommended by form liner manufacturer. 

 
K. Form Liner: Rigid or resilient type by L.M. Scofield, Symons, or Greenstreak, types 

shown or directed, matching approved Sample. 
 
L. Void Forms:  Manufactured by SureVoid Products, Inc., or equal.  Forms shall be 

"WallVoid" for temporary support of concrete walls and grade beams spanning 
between supports, and "SlabVoid" for creating gaps between concrete slabs or steps 
and underlying soils.  Void forms shall be fabricated of corrugated paper with 



      

PARADISE CANYON ELEMENTARY SCHOOL  
PACKAGE 5 –NEW NORTH BUILDINGS CONCRETE FORMS AND ACCESSORIES 
 03 1000-4 
 
 

moisture resistant exterior, and shall be capable of withstanding working load of 
1,500 psf.  Provide accessories as required. 

 
PART 3  EXECUTION 
 
3.1 GENERAL 
  

A. Forms shall be constructed so as to shape final concrete structure conforming to 
shape, lines and dimensions of members required by Drawings and Specifications, 
and shall be sufficiently tight to prevent leakage of mortar. They shall be properly 
braced or tied together to maintain position and shape with no sagging, displacement, 
or bulging between studs.  Forms and their supports shall be designed so that 
previously placed structures will not be damaged.  Use clean, sound, approved form 
material, coated with specified materials only, not oil.  Provide backing on all plywood 
joints. Forms shall be true to line within tolerances as permitted under section 1.6 
above. 

 
3.2 TOLERANCES 
 

A. Permitted abrupt or gradual irregularities in formed surfaces as measured within a 5 
feet length with a straightedge shall per ACI 347,Table 3.1: 

 
 

Class of Surface 

A B C D 

1/8 inch 1/4 inch 1/2 inch 1 inch 

 
1. Class A: Use for concrete surfaces prominently exposed to public view.   

 
2. Class B: Use for coarse-textured concrete-formed surfaces intended to 

receive plaster, stucco or wainscoting. 
 
3. Class C: Use as a general standard for permanently exposed surfaces where 

other finishes are not specified. 
 
4. Class D: Use for surfaces where roughness is not objectionable and will be 

permanently concealed. 
 

B. Finish Lines:  Position formwork to maintain hardened concrete finish lines within 
following permissible deviations. 

 
1. Variation from Plumb: 

a. In 10'-0"    1/4 inch 
 
b. In any story or 20'-0"   3/8 inch 
 
c. In 40'-0" or more   3/4 inch 
 

2. Variation from Level or Grades Indicated: 
 

a. In 10'-0"    1/4 inch 
 
b. In any bay or 20'-0" maximum 3/8 inch 
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c. In 40'-0" or more   3/4 inch 
 

3. Cross-Sectional Dimensions: 
 

a. Minus    1/4 inch 
 
b. Plus    1/2 inch 
 

C. Building Lines:  Variation of linear building lines from established position in plan and 
related position of columns, walls and partitions: 

 
a. In any bay or 10'-0" maximum 1/2 inch 
 
b. In 40'-0" or more  1 inch 
 

D. Slab Openings:  Variations in size and location of sleeves and slab openings shall 
not exceed 1/4 inch. 

 
3.3 ERECTION 
 
 A. Conform to ACI 301 and ACI 347 except as exceeded by the requirements of code, 

regulatory agencies, or herein. 
 

B. Plywood shall be installed with horizontal joints level, vertical joints plumb and with 
joints tight.  Back joints by studs or solid blocking, and fill where necessary for 
smoothness.  Reused plywood shall be thoroughly cleaned, damaged edges or 
surfaces repaired and both sides and edges oiled with colorless form oil.  Nail 
plywood along edges, and to intermediate supports, with common wire nails spaced 
as necessary to maintain alignment and prevent warping. 

 
C. Construction:  Coat forms with the specified resin coating, not form oil.  Construct 

forms to exact shapes, sizes, lines, and dimensions required to obtain level, plumb, 
and straight surfaces.  Provide openings, offsets, keys, reglets, anchorages, 
recesses, moldings, chamfers, blocking, screeds, drips, bulkheads, and all other 
required features.  Make forms easily removable without hammering or prying against 
concrete.  Space forms apart with metal spreaders.  Construct forms to accurate 
alignment, location and grades, and provide against sagging, leakage of concrete 
mortar, or displacement occurring during and after placing of concrete.  Coordinate 
installation of inserts and anchors in forms according to Shop Drawings and 
requirements for work of other sections. 

 
D. Camber:  Place suitable jacks, wedges, or similar means to induce camber and to 

correct settlement in forms before and during concrete placing.  Camber shall be as 
determined in pre-installation meeting specified above.  In general, formwork shall be 
capable of accommodating camber of 1/8" per 10' of span plus 1/4".  Provide Camber 
as noted on the Structural Drawings (if required). 

 
 E. Openings for Cleaning:  Provide temporary openings at points in formwork to 

facilitate cleaning and inspection.  At base of walls and wide piers, bottom form board 
on one face for entire length shall be omitted until form has been cleaned and 
inspected.  

 
 F. Chamfers: Provide 3/4 inch by 3/4 inch chamfer strips for all exposed concrete 

corners and edges unless otherwise indicated. 
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 G. Reglets and Rebates: As specified in Section 03 3000:  Cast-In-Place Concrete.  
Form required reglets and rebates to receive frames, flashing, and other equipment. 

 
 H. Form Joints:  Fill joints to produce smooth surfaces, intersections, and arises.  Use 

polymer foam or equivalent fillers at joints and where forms abut or overlap existing 
concrete to prevent leakage of mortar. 

 
 I. Recesses, Drips, and Profiles:  Provide smooth milled wood or pre-formed rubber or 

plastic shapes of types shown and required. 
 
 J. Re-Use:  Clean and recondition form material before re-use. 
 
3.4 REMOVAL OF FORMS 
 
 A. Forms shall not be removed until concrete has sufficiently hydrated to maintain its 

integrity and not be damaged by form removal operations. Unless noted otherwise 
and/or permitted by the Architect, columns and wall forms shall not be removed in 
less than 5 days, floor slabs in less than 7 days, beams and girders in less than 15 
days, pan forms for joists may be removed after 3 days, but joist centering shall not 
be removed until after 15 days, and ramp, landing, steps and floor slabs shall not be 
removed in less than 7 days. Shoring shall not be removed until member has 
acquired sufficient strength to support its weight, load upon it, and added load of 
construction.  In no case shall forms be removed sooner than specified in ACI 347, 
paragraph 3.6.2.3, or ACI 318 Section 26.11. 

 
 B. Compressive strength of in-place concrete shall be determined by testing field-cured 

specimens representative of concrete location or members, as specified in Section 
03 3000:  Cast-In-Place Concrete. 

 
 C. Reshore structural members as specified per ACI 347R-94.  Maintain a form and 

shoring removal record.  Contractor shall submit shoring/reshoring plans and 
calculations stamped and signed by a licensed civil or structural engineer for review 
and approval.  Reshoring loads to lower floors shall be consistent with the design 
loads specified on the construction documents and with the acquired strength of the 
lower floors based on the time they have been allowed to cure before being loaded. 

 
 D. Remove formwork progressively so unbalanced loads are not imposed on the 

structure. 
 

E. Avoid damage to concrete surfaces during form removal. 
F. Store reusable forms for exposed architectural concrete to prevent damage to 

contact surfaces. 
 

G. Remove formwork in same sequence as concrete placement to achieve similar 
concrete surface coloration. 

 
3.5 SURVEY AND ADJUSTMENT:   
 

A. Check forms before and during placement of concrete, using an instrument, and 
make corrections as work proceeds. 
 

3.6 EMBEDDED PIPING AND ROUGH HARDWARE:   
 

A. Comply with ACI 318, Section 26.8.  Where work of other sections require openings 
for passage of pipes, conduits, ducts, and other inserts in the concrete, obtain all 
dimensions and other information.  All necessary pipe sleeves, anchors, or other 
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required inserts shall be accurately installed as part of the work of other sections, 
according to following requirements. 

 
B. Conduits or Pipes 
 

1. No pipe/conduit runs shall be embedded in structural concrete unless 
indicated on the structural drawings. 

 
2. Where pipe/conduit is indicated, it shall conform to the following 

requirements: 
 

a. Conduits/pipes of aluminum shall not be embedded in structural 
concrete unless coated or covered to prevent aluminum-concrete 
reaction or electrolytic action between aluminum and reinforcing 
steel. 

 
b. Conduits/pipes shall be located so as not to reduce strength of 

concrete.  In no case place conduit/pipes in a slab 8” thick or less.  
Conduit buried in a concrete slab shall not have an outside diameter 
greater than 1/3 the slab thickness nor be placed below the bottom 
reinforcing steel or over top reinforcing steel.  Embedded 
conduit/pipes shall be approved by the engineer of record prior to 
concrete placement. 

 
C. Sleeves:  Pipe sleeves may pass through slabs or walls if not exposed to rusting or 

other deterioration and are of uncoated or galvanized iron or steel. Provide sleeves of 
diameter large enough to pass any hub or coupling on pipe, including any insulation. 

 
3.7 FIELD QUALITY CONTROL 
 

A. Inspection:  Obtain inspection and approval of forms before placing structural 
concrete. 

 
3.8 PROTECTION 
 

A. Protect the Work of this section until Substantial Completion. 
 

 
3.9 CLEAN UP 
 

A. Remove rubbish, debris and waste materials and legally dispose of off the Project 
site. 

 
END OF SECTION 
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SECTION 03 2000 

 

CONCRETE REINFORCEMENT 

 
PART 1  GENERAL 
 
1.1 SUMMARY 

A. Provisions of Division 01 apply to this section 

B. Section Includes: 

1. Reinforcing bars for cast-in-place concrete 
 
2. Reinforcing mesh for cast-in-place concrete 
 
3. Accessories, including but not limited to chairs and tie wires 
 
4. Reinforcing bars for masonry 
 
5. Reinforcing bars for site-cast pre-cast concrete 
 
6. Miscellaneous concrete work, including but not limited to areaways, cast-in-

place valve boxes, pits, splash blocks, equipment bases, and other items as 
shown or required to complete all work. 

 
C. Related Sections: 

1. Section 01 4523:  Testing and Inspection. 
 

2. Section 03 1000:  Concrete Formwork. 
 

3. Section 03 3000:  Cast-In-Place Concrete. 
 
 
1.2 SYSTEM DESCRIPTION 

A. Regulatory Requirements:  Fabrication and placement of reinforcing shall be in 
accordance with requirements of CBC, Chapter 19A and ACI 318-19. 

 
1.3 REFERENCES: 

A. Comply with the following as a minimum requirement: 
 

1. American Society for Testing and Materials (ASTM): 
 

a. ASTM A82 - Standard Specification for Steel Wire, Plain, for 
Concrete Reinforcement. 

 
b. ASTM A184 - Standard Specification for Fabricated Deformed Steel 

Bar Mats for Concrete Reinforcement. 
 

c. ASTM A185 - Standard Specification for Steel Welded Wire 
Reinforcement, Plain, for Concrete. 

 
d. ASTM A496 - Standard Specification for Steel Wire, Deformed, for 

Concrete Reinforcement. 
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e. ASTM A497 - Standard Specification for Steel Welded Wire 
Reinforcement, Deformed, for Concrete. 

 
f. ASTM A615 - Standard Specification for Deformed and Plain 

Carbon-Steel Bars for Concrete Reinforcement. 
 

g. ASTM A706 - Standard Specification for Low-Alloy Steel Deformed 
and Plain Bars for Concrete Reinforcement. 

 
2. American Concrete Institute (ACI) Publication: 

 
a. ACI 315 – Manual of Standard Practice for Detailing Reinforced 

Concrete Structures. 
 

b. ACI 318 – Building Code Requirements for Structural Concrete, as 
modified by CBC Sections 1905A. 

 
3. American Welding Society (AWS): 

 
   a. AWS D1.4 – Structural Welding Code – Reinforcing Steel. 
 

4. Concrete Reinforcing Steel Institute (CRSI) Manual of Standard Practice. 
 

5. California Building Code, Chapter 19A, Concrete. 
 
1.4 SUBMITTALS 
 

A. Shop Drawings: Submit steel reinforcement Shop Drawings in accordance with ACI 
315.  Shop drawings should include complete layouts, sections, and details for 
congested conditions, typical bending diagrams and offsets, splice lengths and 
locations, proposed layout where vertical and horizontal bars intersect, and wherever 
welding is proposed, detailed to conform to AWS and CBC requirements.  Include 
slab plans, size and lengths of reinforcing steel. 

 
B. Contractor to prepare 3’ x 3’ sample mock-up on site for review and approval by 

Owner’s Representative prior to installation.  Sample will show all concrete finishes, 
joints and colors. 

 
C. Certification:  Submit copies of welding operator's certificate. 

 
D. Chemical Analysis:  Provide for bars to be welded, in accordance with ACI 318 

Section 26.6.4. 
 

E. Closeout Submittals:  Record exact locations of reinforcing that vary from Shop 
Drawings. 

 
1.5 QUALITY ASSURANCE 

A. Comply with the following as a minimum requirement: 
 

1. Concrete Reinforcing Steel Institute (CRSI) Manual of Standard Practice. 
 
2. American Welding Society (AWS). 
 
3. American Concrete Institute (ACI). 
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4. CBC, Chapter 19A, Concrete. 
 

B. Source Quality Control: Refer to Division 01 Sections, CBC Chapters 17A and 19A, 
and ACI 318 Chapter 26 for general requirements and to the following paragraphs for 
specific procedures. Testing laboratory retained by the Owner shall select test 
Samples of bars, ties, and stirrups from the material at the Project Site or from the 
place of distribution, with each Sample consisting of not less than two 18 inch long 
pieces, and perform the following tests according to ASTM A615, or ASTM A706, as 
applicable: 

 
1. Identified Bars: If Samples are obtained from bundles as delivered from the 

mill, identified as to heat number, accompanied by mill analyses and mill test 
reports, and properly tagged with the identification certificate so as to be 
readily identified, perform one tensile and one bend test for each 10 tons or 
fraction thereof of each size of bars. Submit mill reports when Samples are 
selected. 

 
2. Unidentified Bars: When positive identification of reinforcing bars cannot be 

performed and when random Samples are obtained, perform tests for each 
2.5 tons or fraction thereof, one tensile and one bend test from each size of 
bars. 

 
3. Testing to be per CBC Sections 1910A and 1704A. 

 
C. Certification of Welders: Shop and Project site welding shall be performed by welding 

operators certified by AWS.  
 

1.6 DELIVERY, STORAGE AND HANDLING  

 
A. Avoid exposure to dirt, moisture or conditions harmful to reinforcing. 
 
B. Reinforcing steel bars, wire, and wire fabric shall be stored on the Project site to 

permit easy access for examination and identification of each shipment. Material of 
each shipment shall be separated for size and shape.  Use metal tags indicating size, 
length and other marking shown on placement drawings.  Maintain tags after bundles 
are broken. 

 
PART 2 - PRODUCTS 
 
2.1 GENERAL 
 
 A. Provide reinforcing of sizes, gages and lengths indicated, bent to indicated shapes. 
 
2.2 MATERIALS 
 

A. Steel Reinforcing Bars: ASTM A615, or ASTM A706 deformed grade 60 billet steel 
unless otherwise specified or indicated.  Deformations to be per ASTM A-305. 

 
B. Reinforcing Bars for welding:  ASTM A706, Grade 60. 
 
C. Welded Wire Fabric for Reinforcement:  ASTM A185, 60 KSI minimum tensile 

strength. 
 
D. Tie Wire:  ASTM A82, fully annealed, copper-bearing steel wire, 16 gage minimum. 
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E. Chairs, Spacers, Supports, and Other Accessories: Standard manufacture 
conforming to CRSI and ACI 315 fabricated from steel wire of required types and 
sizes. For reinforcement supported from grade, provide properly sized dense precast 
blocks of concrete with embedded wire ties. 

 
F. Welding electrodes:  AWS D1.4, Table 5.1 and 5.3 low hydrogen electrodes, E9018 

for Grade 60 steel. 
 
2.3 FABRICATION OF REINFORCING BARS: 
 

A. Comply with CRSI Manual of Standard Practice for Reinforced Concrete Construction 
for fabrication of reinforcing steel. 

 
B. Bending and Forming:  Fabricate bars of the indicated sizes and bend and form to 

required shapes and lengths by methods not injurious to materials.  Do not heat 
reinforcement for bending.  Bend bars No. 6 size and larger in the shop only.  Bars 
with unscheduled kinks or bends are not permitted. Provide only tested and permitted 
bar materials. 

 
C. Welding:  Provide only ASTM A706 steel where welding is indicated. Perform welding 

by the direct electric arc process in accordance with AWS D1.4 and specified low-
hydrogen electrodes.  Preheat 6 inches each side of joint.  Protect joints from drafts 
during the cooling process; accelerated cooling is not permitted.  Do not tack weld 
bars.  Clean metal surfaces to be welded of loose scale and foreign material. Clean 
welds each time electrode is changed and chip burned edges before placing welds. 
When wire brushed, the completed welds must exhibit uniform section, smooth 
welded metal, feather edges without undercuts or overlays, freedom from porosity 
and clinkers, and good fusion and penetration into the base metal.  Cut out welds or 
parts of welds deemed defective, using chisel, and replace with proper welding. 
Prequalification of welds shall be in accordance with CBC requirements. 

 
PART 3 - EXECUTION 
 
3.1 INSTALLATION 
 

A. Bars shall be bent cold.  Bars partially embedded in concrete shall not be field bent 
except as indicated on reviewed Shop Drawings. Before installation, and again 
before concrete is placed, clean reinforcing of loose scale, rust, oil, dirt and any 
coating that could reduce bond. 

 
B. Securing in Place:  Accurately place bars and wire tie in precise position where bars 

cross.  Bend ends of wire ties away from the forms.  Wire tie bars to corners of ties 
and stirrups.  Support bars according to the current edition of “Recommended 
Practice for Placing Bar Supports” of Concrete Reinforcing Steel Institute, using 
approved accessories and chairs.  Place precast concrete cubes with embedded wire 
ties to support reinforcing steel bars in concrete placed on grade and in footings.  
Use care not to damage vapor barriers where they occur.  Accurately position, install, 
and secure reinforcing to prevent displacement during the placement of concrete.  

 
C. Exposed Concrete Surfaces:  Provide stainless steel or exterior quality vinyl plastic 

tipped chairs, bolsters, and accessories where exposed on exterior or interior 
concrete surfaces not to be painted or permanently covered.  Provide metal chairs to 
hold reinforcement the required distance above form bottoms. In beams and slab 
construction, provide chairs under top slab reinforcement as well as under bottom 
reinforcement. Space chairs so that reinforcement will not be displaced during 
installation.  Provide metal spacers to secure proper spacing. Stirrups shall be 



PARADISE CANYON ELEMENTARY SCHOOL  
PACKAGE 5 –NEW NORTH BUILDINGS CONCRETE REINFORCEMENT 
 03 2000-5 

accurately and securely wired to bars at both top and bottom.  At slabs, footings, and 
beams in contact with earth, provide concrete blocks to support reinforcement at 
required distance above grade.  

 
D. Clearances:  Maintain minimum clear distances between reinforcing bars and face of 

concrete as indicated on Structural Drawings. 
 
E. Splices:  Do not splice reinforcing bars at the points of maximum stress except where 

indicated.  Lap splices as shown or required to develop the full strength or stress of 
bars.  Stagger splices in horizontal wall bars at least 48" longitudinally in alternate 
bars and opposite faces. 

 
F. Field Welding of Bars:  As specified on plans for fabrication. All welding to be per ACI 

318 Section 26.6.4. 
 
G. Maintaining Bars In Position:  Take adequate precautions to assure that reinforcing 

position and spacing is maintained during placement of concrete. 
 
H. Reinforcing Mesh:  Lap one full mesh plus 2", or 9" whichever is greater, at splices, 

wire tie, and support the same as specified for bars. 
 
I. Do not install reinforcing in supported slabs and beams until walls and columns have 

been installed to underside of slabs and beams or until construction joints have been 
thoroughly cleaned. Reinforcing shall be inspected before placement of concrete and 
cleaned as required.  

 
J. Use deformed bars unless otherwise indicated. 
 
K. Splice Devices: 

 
1. Type and manufacturer as noted on drawings.  If substitution is requested, 

contractor to supply manufacturer calculations and supporting data showing 
proposed substitution conforms to requirements indicated and supplied. 

 
2. Install in accordance with manufacturer’s written instructions. 
 
3. Splices shall develop at least 125% of the yielding strength of the bar. 

 
3.2 FIELD QUALITY CONTROL: 
 

A. Supervision:  Perform Work to this Section under supervision of a capable 
superintendent. 

 
B. Inspection:  Obtain inspection per CBC Sections 1704A.4.2 & 1903A and approval of 

reinforcing before concrete is placed. 
C. Welding Inspection:  Whether welding is done in the shop or at the site, perform 

welding of reinforcing bars under inspection of the Testing Laboratory Welding 
Inspector who is specially qualified and approved by DSA in accordance with CBC 
Section 1704A.4.2.  The welding inspector shall make a systematic record of all 
welds. 

 
1. This record shall include: 

 
a. Identification marks of welders. 

 
b. List of defective welds. 
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c. Manner of correction of defects. 

 
2. The welding inspector shall check the material, equipment details of 

construction, and procedures as well as the welds.  The inspector shall also 
check the ability of the welder.  The welder shall furnish the architect, 
structural engineer and the enforcement agency with a verified report that the 
welding which is required to be inspected is proper and has been done in 
conformity with the approved plans and specifications.  The welding 
inspector shall use all means necessary to determine the quality of the weld. 
 The inspector may use gamma ray, magnaflux, trepanning, sonics or any 
other aid to visual inspection, which the inspector may deem necessary to 
assure the adequacy of the welding. 

 
3.3 CLEAN UP 
 

A. Remove rubbish, debris and waste materials and legally dispose of off the Project 
site. 

 
3.4 PROTECTION  
 

A. Protect the Work of this section until Substantial Completion. 
 

END OF SECTION 
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SECTION 03 3000 

 

CAST-IN-PLACE CONCRETE 

 

PART 1  GENERAL 

 

1.1 SUMMARY 

 A. Provisions of Division 01 apply to this section 

 

B. Section Includes: 

 

  1. Cast-in-place normal weight and lightweight concrete, placement and 

finishing for concrete site structures only.  Section is not applicable to 

building foundations or concrete pavement. 

 

C. Related Sections: 

 

1. Section 01 4523:  Testing and Inspection 

 

2. Section 03 1000:  Concrete Forms and Accessories. 

 

3. Section 03 2000:  Concrete Reinforcement. 

   

1.2 REFERENCES 

A. Comply with the following American Concrete Institute (ACI) Publications as a minimum 

requirement:  

 

1. ACI 117 – Specifications for Tolerances for Concrete Construction and 

Materials. 

 

2. ACI 211 – Recommended Practice for Selecting Proportions of Concrete. 

 

3. ACI 301 – Specifications for Structural Concrete. 

 

4. ACI 302.1R – Guide for Concrete Floor and Slab Construction. 

 

5. ACI 304 – Recommended Practice for Measuring, Mixing, Transporting and 

Placing Concrete 

 

6. ACI 305.1 - Specification for Hot Weather Concreting. 

 

7. ACI 306.1 – Standard Specification for Cold Weather Concreting. 

 

8. ACI 308 – Recommended Practice for Curing Concrete 

 

9. ACI 309 – Recommended Practice for Consolidation of Concrete 

 

10. ACI 318 - Building Code Requirements for Structural Concrete, as modified 

by CBC Section 1905A. 
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B. Comply with the following American Society for Testing and Materials (ASTM) 

Standards as a minimum requirement: 

 

1. ASTM C31 – Standard Specification for Making and Curing Concrete Test 

Specimens in the Field. 

 

2. ASTM C33 - Standard Specification for Concrete Aggregates. 

 

3. ASTM C39 - Standard Test Method for Compressive Strength of Cylindrical 

Concrete Specimens. 

 

4. ASTM C42 - Standard Test Method for Obtaining and Testing Drilled Cores 

and Sawed Beams of Concrete. 

 

5. ASTM C88 - Standard Test Method for Soundness of Aggregates by use of 

Sodium Sulphate or Magnesium Sulphate. 

 

6. ASTM C94 - Standard Specification for Ready-Mixed Concrete. 

 

7. ASTM C143 - Standard Test Method for Slump of Hydraulic Cement Concrete. 

 

8. ASTM C150 - Standard Specification for Portland Cement. 

 

9. ASTM C171 - Standard Specification for Sheet Materials for Curing Concrete. 

 

10. ASTM C172 – Standard Practice for Sampling Freshly Mixed Concrete. 

 

11. ASTM C173 – Standard Test Method for Air Content of Freshly Mixed Concrete 

by the Volumetric Method. 

 

12. ASTM C227 – Potential Alkali Reactivity of Cement-Aggregate Combinations 

(Mortar-Bar Method). 

 

13. ASTM C231 – Air Content of Freshly Mixed Concrete by the Pressure Method. 

 

14. ASTM C260 – Standard Specification for Air-Entraining Admixtures for 

Concrete. 

 

15. ASTM C289 - Standard Test Method for Potential Alkali-Silica Reactivity of 

Aggregates (Chemical Method). 

 

16. ASTM C309 - Standard Specification for Liquid Membrane-Forming 

Compounds for Curing Concrete. 

 

17. ASTM C330 - Standard Specification for Lightweight Aggregates for 

Structural Concrete. 

 

18. ASTM C494 - Standard Specification for Chemical Admixtures for Concrete. 

 

19. ASTM C567 - Standard Test Method for Determining Density of Structural 

Lightweight Concrete. 

 



PARADISE CANYON ELEMENTARY SCHOOL  
PACKAGE 5 –NEW NORTH BUILDINGS CAST-IN-PLACE CONCRETE 
 03 3000-3 
 

20. ASTM C618 - Standard Specification for Coal Fly Ash and Raw or Calcined 

Natural Pozzolan for Use in Concrete. 

 

21. ASTM C845 - Standard Specification for Expansive Hydraulic Cement 

 

22. ASTM C989 - Standard Specification for Ground Granulated Blast-Furnace 

Slag for Use in Concrete and Mortars. 

 

23. ASTM C1107 - Standard Specification for Packaged Dry, Hydraulic-Cement 

Grout (Nonshrink). 

 

24. ASTM C1064 - Standard Test Method for Temperature of Freshly Mixed 

Hydraulic-Cement Concrete 

 

25. ASTM C1240 - Standard Specification for Silica Fume Used in Cementitious 

Mixtures 

 

26. ASTM C1567 - Standard Test Method for Determining the Potential Alkali-

Silica Reactivity of Combinations of Cementitious Materials and Aggregate 

(Accelerated Mortar-Bar Method) 

 

27. ASTM D1751 - Standard Test Method for Preformed Expansion Joint Filler for 

Concrete Paving and Structural Construction (Non-extruding and Resilient 

Bituminous Types). 

 

28. ASTM E96 - Standard Test Methods for Water Vapor Transmission of 

Materials. 

 

29. ASTM E1155 - Standard Test Method for Determining FF Floor Flatness and 

FL Floor Levelness Numbers. 

 

30. ASTM E1643 - Standard Practice for Selection, Design, Installation, and 

Inspection of Water Vapor Retarders Used in Contact with Earth or Granular 

Fill Under Concrete Slabs. 

 

31. ASTM E1745 - Standard Specification for Water Vapor Retarders Used in 

Contact with Soil or Granular Fill under Concrete Slabs. 

 

1.3 SUBMITTALS 

A. Shop Drawings: Submit Shop Drawings indicating locations of cast-in-place concrete 

work, dimensioned locations and types of construction and expansion joints, and 

accessory items such as vapor barriers. Include details and locations of reinforcing, 

embedded items, and interfacing with other Work. 

 

B. Mix Design Data: Submit concrete mix designs as specified herein and in Article 2.2.   

 

1. Submit name, address and telephone number of the concrete production facility 

which the contractor intends to engage to design the concrete mixes.  Submit 

name and qualifications of the proposed concrete technologist. 
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2. Mix Design: Submit a concrete mix design for each strength and type of 

concrete indicated in the drawings or specified.  Include water/cement ratio, 

source, size and amount of coarse aggregate and admixtures.  Predict 

minimum compressive strength, maximum slump and air content percentage.  

Clearly indicate locations where each mix design will be used.  Limit water 

content per cubic yard of mixed concrete to:  300 pounds maximum for normal 

weight concrete, 325 pounds maximum for light weight concrete. 

 

3. Test Reports: Submit copies of test reports showing that the proposed mixes 

produce concrete with the strengths and properties specified.  Include tests for 

cement, aggregates and admixtures.  Provide gradation analysis. 

 

C. Material Samples:  Contractor to provide 3’ x 3’ mock-up samples for each type of 

concrete color, finish and jointing for Owner’s approval prior to installation. 
 

D. Certificates:  Submit notarized certification that each of the following conforms to the 

standards indicated: 

 

1. Portland cement: ASTM C150. 

 

2. Normal weight concrete aggregates: ASTM C33. 

 

3. Lightweight concrete aggregates: ASTM C330. 

 

4. Aggregates: Submit evidence that the aggregate is not reactive in the 

presence of cement alkalis.  In the absence of evidence, aggregate shall be 

tested per ASTM C289.  If results of test are other than innocuous, 

aggregates shall be tested per ASTM C1567, see CBC Section 1903A.5. 

 

5. Curing materials: ASTM C171. 

 

6. Manufacturer of ready-mixed concrete shall deliver to the IOR a certificate 

with each mixer truck.  Certificate shall bear the signature of representative 

of the testing laboratory, and shall state quantity of cement, water, fine and 

coarse aggregate and admixtures. 

 

7. Admixtures:  ASTM C260. 

 

E. Admixtures: Submit product data for proposed concrete admixtures. 

 

1.4 QUALITY ASSURANCE 

A. Concrete Manufacturer: Furnish concrete from licensed commercial ready-mix 

concrete plant conforming to DSA approved plans as well as CBC Chapter 19A and 

ACI 318 as modified by CBC section 1905A. 

 

B. Continuous inspection shall be provided at the batch plant and for transit-mixed 

concrete to run check sieve analysis of aggregate, check moisture content of fine 

aggregate, check design of mix, check cement being used with test reports, check 

loading of mixer trucks, and certify to quantities of materials placed in each mixer truck.  
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C. Inspection shall be performed by a representative of a testing laboratory selected by the 

Owner. Owner will pay for inspection costs.  Notify the laboratory 24 hours in advance of 

time concrete is to be mixed.  Notify the laboratory of postponement or cancellation of 

mixing within at least 24 hours of scheduling time. 

 

D. Contractor shall assist the testing laboratory in obtaining and handling samples at the 

project site and at the source of materials. 

 

E. Continuous batch plant inspection requirement may be waived in accordance with CBC 

Section 1705A.3.3.  Waiver shall be in writing, including DSA approval.  When batch 

plant inspection is waived by DSA, the following requirements shall be met: 

 

1. Approved inspector of the testing laboratory shall check the first batching each 

day for each approved mix design and furnish mix proportions to the licensed 

weightmaster.   

 

2. Licensed weightmaster shall positively identify materials as to quantity and 

certify to each load by a ticket. 

 

3. Tickets shall be transmitted to the IOR by a truck driver with load identified 

thereon.  The IOR will not accept the load without a load ticket identifying the 

mix and will keep a daily record of placements, identifying each truck, its load 

and time of receipt and approximate location of deposit in the structure and will 

transmit a copy of the daily record to DSA. 

 

4. At the end of the project, the weightmaster shall furnish an affidavit to DSA 

certifying that all concrete furnished conforms in every particular to proportions 

established by mix designs. 

 

F. Special Inspections and Tests shall be in accordance with CBC Chapter 17A, CBC 

Section 1910A and Specification Section 01 4523.   

 

G. Allowable Tolerances: Construct concrete conforming to the tolerances specified in 

ACI 117 "Recommended Tolerances for Concrete Construction and Materials", as 

applicable, unless exceeded by requirements of regulatory agencies or otherwise 

indicated or specified. 

H. Source Quality Control: Refer to the following paragraphs for specific procedures.  

Concrete materials which, by previous tests or actual service, have shown conformance 

may be used without testing when so approved by the Architect and DSA.  Testing 

Laboratory shall perform following conformance testing. 

 

1. Portland Cement: Furnish mill certificates in accordance with the CBC 
section 1910A.1 and acceptable to Architect and DSA, showing conformance 
with requirements specified. 

  2. Cementitious Material Test. The concrete supplier shall furnish to the 

enforcement agency certification from the cement manufacturer that the cement 

proposed for use on the project has been manufactured and tested in 

compliance with the requirements of ASTM C 150 for Portland cement and 

ASTM C 595 or ASTM C 1157 for blended hydraulic cement, whichever is 

applicable. When a mineral admixture or ground granulated blast-furnace slag 

is proposed for use, the concrete supplier shall furnish to the enforcement 

agency certification from the manufacturer that they have been manufactured 
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and tested in compliance with ASTM C 618 or ASTM C 989, whichever is 

applicable. The concrete producer shall provide copies of the cementitious  

material supplier’s certificate of compliance that represents the materials used 
by date of shipment for concrete.  Cementitious materials without certification of 

compliance shall not be used per section 1910A.1 of the CBC. 

 

  3. Aggregates for Normal Weight Concrete: Test the aggregate before and after 

concrete mix is designed and whenever character of aggregate varies or source 

of material is changed in accordance with ASTM C33 and CBC section 

1903A.5.  Include a sieve analysis.  Obtain samples of aggregates at the dry 

batching or ready-mix concrete plant in accordance with ASTM D75 and 

perform tests for the properties listed in the following table. 

 

  4. Aggregates for Lightweight Concrete: Test the lightweight aggregates before 

mix is designed and whenever the character of aggregate varies or source is 

changed in accordance ASTM C330.  Include sieve analyses, report on unit 

weights, report on deleterious substances, unburned or under-burned lumps, 

loss on ignition, soundness, staining materials, and crushed particles in coarse 

aggregate.  Splitting tensile strength (FSP); 5.5 minimum. 

 

PHYSICAL PROPERTIES 

Physical Properties, units  Test Method Minimum values 

Sieve analysis ASTM C136  

Organic impurities ASTM C40 Fine aggregate not darker than reference 
standard color 

Soundness ASTM C88 Loss after 5 cycles not more than 8 percent 
of coarse aggregate, nor more than 10 
percent of fine aggregate 

Abrasion ASTM C131 Weight loss not more than 10.5 percent after 
100 revolutions, 42 percent after 500 
revolutions 

Deleterious materials ASTM C33  

Materials finer than No. 200 
sieve 

ASTM C117 Not over 1 percent for gravel, 1.5 percent for 
crushed aggregate 

Reactivity potential ASTM C227, C289, 
C342 

Ratio of silica released to reduction in 
alkalinity not to exceed 1.0. 

Sand equivalent ASTM D2419 California sand equivalent values operating 
range not below 71 percent 

 

I. Compliance with Regulations: All materials shall comply with the current rules and 

regulations of the local air quality management district, with the rules regarding 

volatile organic compounds, and with FDA rules and regulations for dangerous 

substances in construction products. 

 

1.5 CONCRETE MIX DESIGNS 

A. A registered civil engineer with experience in concrete mix design shall select the 

relative amounts of ingredients to be used as basic proportions of the concrete mixes 

proposed for use under the provisions of ACI 318 Section 26.4.  Mixes shall be 
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based on existing approved compressive strength test data for concrete mixes in 

accordance with ACI 301 and requirements below: 

 

B. Strength Requirements: Design mixes for structural concrete for minimum 28-day 

compressive strengths required by Drawings and Specifications.  The trial batch 

strength for each mix shall exceed indicated or specified strength by 750 psi or a 

lesser amount based on the standard deviations of strength test records according to 

ACI 318. 

 

C. Normal Weight Concrete Mix Design: Design all mixes for workability and durability of 

concrete.  Control the mixes in accordance with ACI 301, ACI 211.1, Standard 

Practice for Selecting Proportions for Normal, Heavyweight, and Mass Concrete, and 

Section 26.4 of ACI 318, Building Code Requirements for Reinforced Concrete.  

Make adjustments in cement content required for concrete strengths at Contractor's 

expense and do not exceed 0.60 (or as indicated on concrete general notes of 

approved plans) absolute water-cement or cement plus fly ash ratio by weight.  Do 

not use calcium chloride or any admix containing such material.  Admixtures 

containing a material releasing nitrates in solution are limited to 0.06 percent by 

weight for the chloride ion. 

 

D. Maximum Aggregate Sizes: Not exceeding 3/4 of minimum clear space between bars 

and between bars and forms, nor larger than 1/5 of least dimensions between the 

forms.    

 

E. Design the mixes with 1" maximum size, except maximum 1-1/2" size for foundations 

and maximum 3/8" size at congested reinforcing or thin sections, as submitted by the 

contractor and approved by the Architect and Structural Engineer of Record. 

 

F. Light Weight Structural Concrete: Design mixes in accordance with ACI 301, and 

control mix in accordance with ACI 211.2, Standard Practices for Selecting 

Proportions for Structural Light Concrete.  Design for air-dry density of 110 pounds 

per cubic foot maximum.  With each mix design submit test reports showing 

concretes covered by the mix designs meet shrinkage test requirements specified 

under Article “Field Quality Control” hereinafter or include certified test reports 
showing conformance as furnished by the ready-mix concrete manufacturer. 

 

G. ACI 301 with test records. Where a testing laboratory acceptable to the enforcement 

agency has records of compressive strength tests, a standard deviation shall be 

established. Test records from which a standard deviation is calculated shall: 

1. Represent materials, quality control procedures and conditions similar to 

those expected, and changes in materials and proportions within the test 

records shall not have been more restricted than those for proposed work. 

 

2. Represent concrete produced to meet a specified strength or strengths f’ c 
within 1,000 psi of that specified for proposed work. 

 

3. Must consist of at least 30 consecutive tests or two groups of consecutive 

tests totaling at least 30 tests as defined in ACI 301. 

 

1.6 DELIVERY, STORAGE AND HANDLING 
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A. Store cement and aggregate materials so as to prevent their deterioration or intrusion by 

foreign matter.  Deteriorated or contaminated materials shall not be furnished.  

 

B. Packaged materials shall bear the manufacturers and brand name label, and shall be 

stored in their original unbroken package in a weather tight place until ready for use in the 

work. 

 

C. Ready-mix concrete shall be mixed and delivered in accordance with ASTM C 94.  

Each batch of concrete delivered to the Project site shall be accompanied by a time 

slip bearing departure time and signature of batch plant supervisor. Concrete shall be 

placed within 90 minutes after start of mixing.  Deliver all materials in timely manner to 

ensure uninterrupted progress of the work. 

 

1.7 PROJECT CONDITIONS  

 A. Cold Weather Requirements: Batching, mixing, delivering and placing of concrete in 

cold weather shall comply with the applicable requirements of ACI 306.1.  When placing 

concrete during freezing or near-freezing weather the mix shall have a temperature of 

at least 50 degrees F, but not more than 90 degrees F when cement is added. 

Concrete shall be maintained at a temperature of at least 50 degrees F. for at least 

72 hours after placing or until it has thoroughly hydrated. When necessary, concrete 

materials shall be heated before mixing. Special precautions shall be provided for 

protection of transit-mixed concrete.  Adequate equipment shall be provided for 

heating concrete materials and protecting concrete during freezing or near-freezing 

weather.  Surfaces, in which concrete is to come in contact with, shall be free from 

frost or ice. No frozen materials or materials containing ice shall be furnished. 

  

B. Hot Weather Requirements: Batching, mixing, delivering and placing of concrete in hot 

weather shall comply with the applicable requirements of ACI 305R.  During hot 

weather, proper attention shall be provided for ingredients, production methods, 

handling, placing, protection and curing, to prevent excessive concrete temperatures 

or water evaporation which could impair required strength or durability. 

 

C. Concrete temperature of freshly mixed concrete shall be determined per ASTM C1064. 

 
 
 
PART 2  PRODUCTS 

 

2.1 MATERIALS  

A. Cement: ASTM C150. Portland Cement. 

 

B. Aggregates: Conform to the following standards:  

 

1. Normal weight concrete: ASTM C33 

 

2. Aggregate shall be tested for Potential Alkali Reactivity of Cement-Aggregate 

Combinations per ASTM C289. 

 

3. Nominal maximum size of coarse aggregate shall be no larger than: 
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a. 1/5 the narrowest dimension between sides of forms, nor 

 

b. 1/3 the depth of slabs, nor 

 

c. 3/4 the clear spacing between individual reinforcing bars or wires, 

bundles of bars, individual tendons, or ducts. 

 

5. Aggregates shall be from approved pits, free from vegetable matter and of 

opaline, feldspar, or siliceous magnesium substances; all washed, clean, 

hard, fine-grained sound crushed rock or gravel; not over 5 percent by weight 

of flat, thin, elongated, friable, or laminated pieces (pieces having major 

dimension over 5 times average dimension) or more than 2 percent by 

weight of shale or cherty material.  Any suitable individual grading of coarse 

aggregate may be furnished, provided Grading of Combined Aggregate 

indicated in following table is obtained. Refer to Section 01 4200:  Testing 

and Inspection. 

GRADING OF COMBINED AGGREGATE 

Sieve Number or  1-1/2"  1"  3/4" 

Size in Inches    Maximum Maximum Maximum 

Passing a 2"   ------  ------  ------ 
Passing a 1-1/2"   95-100  ------  ------ 
Passing a 1"   70-90  90-100  ------ 
Passing a 3/4"   50-80  70-95  90-100 
Passing a 3/8"   40-60  45-70  55-75 
Passing a No. 4   35-55  35-55  40-60 
Passing a No. 8   25-40  27-45  30-46 
Passing a No. 16  16-34  20-38  23-40 
Passing a No. 30  12-25  12-27  13-28 
Passing a No. 50  2-12  5-15  5-15 
Passing a No. 100  0-3  0-5  0-5 

 

C. Water:  Water for concrete mixes, curing and cleaning shall be potable and free from 

deleterious matter. 

 

D. Admixtures:  Shall be shown capable of maintaining essentially the same composition 

and performance throughout the work as the product used in establishing concrete 

proportions in accordance with ACI 318, Section 26.4. 

 

1. Admixtures containing chlorides or sulfides are not permitted. 

 

2. Air-entraining admixtures shall comply with ASTM C260.  Air-entrained 

admixtures shall not be used for floor slabs to receive steel trowel finish. 

 

3. Admixtures for water reduction and setting time modification shall conform to 

ASTM C494.   

 

4. Admixtures for producing flowing concrete shall conform to ASTM C1017. 

 

5. Pozzolan: ASTM C618, Class F Fly Ash subject to the conditions in ACI 318 
Section 26.4, containing two percent or less carbon.  Fly ash shall not be 
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used in excess of 15 percent by weight of total cement quantity for structural 
concrete.  Fly ash need not be included in lightweight concrete mix designs. 

 

6. Admixtures containing ASTM C845 expansive cements shall be compatible with 

the cement and produce no deleterious effects. 

 

7. Silica fumes used as an admixture shall conform to ASTM C1240. 

 

8. Chemical admixtures shall conform to ACI 318 Section 26.4.1.4, type A or D, 

manufactured by Grace or approved equal. 

 

E. Reinforcement Fibers: Chop strands of alkali-resistant polypropylene or nylon fibers 

added to the concrete mix for protection against shrinkage cracks. 

 

F. Expansion Joint Fillers:  Preformed strips, non-extruding and resilient bituminous type, 

of thickness indicated, conforming to ASTM D1751 and ASTM D1752.  

 

G. Curing Paper: Shall conform to ASTM C171 and consist of two sheets of kraft paper 

cemented together with a bituminous material in which are embedded cords or 

strands of fiber running in both directions. The paper shall be light in color, shall be 

free of visible defects, with uniform appearance, and non-staining.  Liquid curing 

compounds may be substituted provided they are clear, conform to ASTM C 309, and 

comply with Rule II 13 of the South Coast Air Quality Management District and 

Federal Air Quality Regulation 40 CFR 52.254, such as Master Builders, Grace, 

Antihydro. 

 

H. Not Used 

 

I. Not Used 

 

J. Not Used 

 

K. Not Used 

 

L. Grout: ASTM C1107, non-shrink type, pre-mixed compound consisting of non-
metallic aggregate, cement, water reducing and plasticizing additives, capable of 
developing a minimum compressive strength of 7,000 psi at 7 days; of consistency 
suitable for application and a 30 minute working time. 
 

M. Construction Joint Materials: "Key-Kold" or "Kwik-Joint," of profiles indicated. 
 

N. Bonding Agent: "Weld-Crete," manufactured by Larsen Products Co., P.O. Box 2127, 
Rockville, MD 20852, Master Builders "Concresive," or equal. 
 

O. Epoxy Grout: Master Builders "Ceilcote 648," or equal.  f’c shall be equal to 125% of 
the concrete base design strength. 
 

P. Non-shrink grout: 
 
1. For concealed areas: Master Builders "Embeco 885," or equal, non-gas-

forming and free of oxidizing catalysts and inorganic accelerators, used as 
dry or damp pack, or mixed to a 20-second flow (CRC-C 611), without 
segregation or bleeding at any temperature between 45 degrees F and 100 
degrees F. Working time 30 minutes or more.  Grout shall be flowable with 



PARADISE CANYON ELEMENTARY SCHOOL  
PACKAGE 5 –NEW NORTH BUILDINGS CAST-IN-PLACE CONCRETE 
 03 3000-11 
 

an f’c equal to 125% of the concrete base design strength. 
 

2. For exposed areas: Master Builders "Masterflow 928," with same 
characteristics as specified for concealed areas. 
 

Q. Drypack: Field mixture of I part Portland cement to 2 parts fine aggregate mixed to a 
damp consistency such that a ball molded in the hands will stick together and hold its 
shape.  In lieu of field mixing, Contractor may use factory mixed drypack material, 
such as Master Builders "Set Grout."  f’c shall be equal to 125% of the concrete base 
design strength. 

 
2.2 CONCRETE MIX 

A. Mix shall be signed and sealed by a Civil or Structural Engineer currently registered 
in the State of California. 

 
B. Strength of Concrete: Strengths and types of concretes shall be as indicated in the 

Drawings.  Unless otherwise indicated or specified, concrete shall be provided with 
minimum 28-day strength of 3000 psi (f'c).   

 
C. The required strength and durability of concrete shall be determined by compliance 

with the proportioning, testing, mixing and placing provisions of ACI 301.  Concrete 
mix shall meet the durability requirements of ACI 318, Chapter 19 and CBC Section 
1905A. 

 
D. Concrete proportioning shall be determined on the basis of field experience and/or 

trial mixtures shall in accordance with ACI 301.  Proportions of materials shall provide 
workability and consistency to permit concrete to be placed readily into forms and 
around reinforcement under conditions of placement to be employed, without 
segregation or excessive bleeding. 

 
E. Ready-Mixed Concrete:  Mix and deliver in accordance with requirements of ASTM C94. 

 Furnish ready-mixed concrete from an approved commercial off-site plant.  Use transit 
mixer trucks equipped with automatic devices for recording number of revolutions of 
drum, comply with ACI Chapter 5. 
 

F. Slump:  Adjust quantity of water so concrete at point and time of placing does not 
exceed the slumps per plans when tested according to ASTM C143.  Use the 
minimum water necessary for workability required by part of structure being cast. 

 
G. Admixtures:  All approved admixtures shall be introduced into the concrete at the 

batch plant.  Field additions are not acceptable. 
 
 
PART 3  EXECUTION 

 

3.1 GENERAL 

 A. Surfaces to receive concrete shall be free of debris, standing water, and any other 

deleterious substances before start of concrete placing. 

 

 B. Time of Placing: Do not place concrete until reinforcement, conduits, outlet boxes, 

anchors, hangers, sleeves, bolts, and other embedded materials are securely fastened 

in place. Contact the IOR at least 24 hours before placing concrete; do not place 

concrete until inspected by the IOR. 

 



PARADISE CANYON ELEMENTARY SCHOOL  
PACKAGE 5 –NEW NORTH BUILDINGS CAST-IN-PLACE CONCRETE 
 03 3000-12 
 

 C. Pouring Record:  A record shall be kept on the Project site of time and date of placing 

concrete in each portion of structure. Such record shall be maintained on the Project site 

until Substantial Completion and shall be available for examination by the Architect and 

DSA. 

 

3.2 TOLERANCES 

 A. Concrete construction tolerances shall be as specified in ACI 117 and as modified 

herein. 

 

 B. Not Used 

   

 C. Not Used  

  

 D. Not Used 

 

3.3 PREPARATION 

 A. Not Used  

 

 B. Reglets and Rebates: 

 

  1. Form reglets and rebates in concrete to receive flashing, frames and other 

equipment as detailed and required.  Coordinate dimensions and locations 

required with other related Work.  

 

  2. If concrete slabs on grade adjoin a wall or other perpendicular concrete surface, 

form a reglet in wall to receive and carry horizontal concrete Work. Reglet shall 

be full thickness of the slab and shall be 3/4 inch wide, unless otherwise 

indicated. Requirement does not apply to exterior walks, unless specifically 

indicated. 

 

 C. Not Used 

 

 D. Not Used 

 

 E. Remove all free water from forms before concrete is deposited.  Remove hardened 

concrete, debris, and foreign materials from interior surfaces of forms, exposed 

reinforcing, and from surfaces of mixing and conveying equipment. 

 

 F. Wetting:  Wet wood forms sufficiently to tighten up cracks.  Wet other materials 

sufficiently to reduce adsorption and to help maintain concrete workability. 

 

 G. Earth Subgrade:  Dampen 24 hours before placing concrete, but do not muddy.  Re-

roll where necessary for smoothness and remove loose material. 

 

 H. Gravel Fill:  Recompact disturbed gravel and bring to correct elevation. 

 

 I. Sand Beds or Subslab Drainage Fill:  Recompact disturbed material and bring to 

correct elevation. 

 

 J. Not Used 
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 K. Not Used 

 

 L. All concrete shall be thoroughly consolidated by suitable means during placement 

and shall be thoroughly worked around reinforcement and embedded fixtures and 

into corners of forms. 

 

3.4 INSTALLATION 

 A. Conveying and Placing: 

 

1. Do not place concrete until reinforcing steel and forms or decks have been 

approved by the Inspector and other authorities having jurisdiction.  Concrete 

shall be placed only under direct observation of the IOR.  Do not place concrete 

outside of regular working hours, unless the IOR has been notified at least 48 

hours in advance. 

 

2. Concrete shall be conveyed from mixer to location of final placement by 

methods that will prevent separation or loss of materials.  Place concrete in 

horizontal layers not more than 18" thick within 90 minutes after water is first 

added to the batch. 

 

3. Concrete shall be placed as nearly as practicable to its final position to avoid 

segregation due to re-handling or flowing.  No concrete that has partially 

hydrated or has been contaminated by foreign materials shall be placed, nor 

shall re-tempered concrete or concrete which has been remixed after initial set 

be placed.  

 

4. In placing concrete in columns, walls or thin sections, provide openings in 

forms, elephant trunks, tremies or other recognized devices, to prevent 

segregation and accumulation of partially hydrated concrete on forms or metal 

reinforcement above level of concrete being placed. Such devices shall be 

installed so that concrete will be dropped vertically. Unconfined vertical drop of 

concrete from end of such devices to final placement surface shall not exceed 5 

feet for concealed concrete or over 3 feet for exposed concrete. 

 

5. Concrete shall be placed as a continuous operation until placing of panel or 

section is completed.  Top surfaces of vertically formed lifts shall be level. 

 

6. Concrete shall be thoroughly consolidated by suitable means during placement, 

and shall be thoroughly worked around reinforcement and embedded fixtures 

with mechanical vibrators and into corners of forms. 

 

7. Where conditions make consolidation difficult, or where reinforcement is 

congested, batches of concrete adjusted to use smaller size aggregates than 

specified in the mix design shall be used as approved by the Architect and 

Structural Engineer. 

 

8. Where new concrete is placed against or on old or existing concrete, apply 

bonding agent to surface of old concrete prior to placement of new concrete. 

 

9. Comply with ACI 301. 
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 B. Cold Weather: 

 

1. Provide adequate equipment for heating concrete materials and protecting 

concrete during freezing or near-freezing weather.  All ground with which 

concrete is to come in contact shall be free from frost.  No frozen materials or 

materials containing ice shall be used. 

 

2. The temperature of concrete at the time of placement shall not be below the 

minimum temperatures given in Table 3.1 of ACI 306.1.   

   

3. Concrete shall be maintained at a temperature of at least 50° F. for not less 

than 72 hours after placing or until it has thoroughly hardened. Cover concrete 

and provide sufficient heat as required.  When necessary, aggregates shall be 

heated before mixing.  Special precautions shall be taken for protection of 

transit-mixed concrete. 

 

 C. Hot Weather: 

 

1. Concrete to be placed during hot weather shall comply with the requirements of 

ACI 301. 

 

2. Maintain concrete temperatures indicated in Table 2.1.5 of ACI 305R to prevent 

the evaporation rate from exceeding 0.2 pound of water per square feet of 

exposed concrete per hour. 

 

3. Cool concrete using methods indicated in ACI 305R Appendix B.   

 

4. Place and cure concrete as specified in ACI 305R Chapter 4. 

 

D.  Compaction and Screeding: 

 

  1. Tamp freshly placed concrete with a heavy tamper until at least 3/8 inch of 

mortar is brought to surface. Concrete shall then be tamped with a light tamper 

and screeded with a heavy straightedge until depressions and irregularities are 

eliminated, and surface is true to finish grades or elevations. Remove excess 

water and debris.  

 

  2. Where slabs are to receive separate cement finish or mortar setting bed, 

continued tamping to raise mortar to surface is not performed. Laitance shall be 

removed by brushing with a stiff brush or by light sandblasting to expose clean 

top surface of coarse aggregate. 

 

  3. Compacting:  Compact each layer of the concrete as placed with mechanical 

vibrators or equivalent equipment.  Transmit vibration directly to concrete and 

in no case through the forms unless approved.  Accomplish thorough 

compaction. Supplement by rodding or spading by hand adjacent to forms.  

Compact concrete into corners and angles of forms and around 

reinforcement and embedded fixtures. Recompact deep sections with 

congestion due to reinforcing steel as required. 
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  4. Operation of Vibrators:  Do not horizontally transport concrete in forms with 

vibrators nor allow vibrators to contact forms or reinforcing.  Push vibrators 

vertically into the preceding layers that are still plastic and slowly withdraw, 

producing maximum obtainable density in concrete without creating voids or 

segregation.  In no case disturb concrete that has partially set. Vibrate at 

intervals not exceeding two-thirds the effective visible vibration diameter of 

the submerged vibrator.  Avoid excessive vibration that causes segregation. 

 

E. Floating and Troweling:  

 

1. When concrete has hydrated sufficiently, it shall be floated to a compact and 

smooth surface. After floating, wait until concrete has reached proper 

consistency before troweling.  Top surfaces shall receive at least 2 troweling 

operations with steel hand trowel.  Prior to and during final troweling, apply a 

fine mist of water frequently with an atomizing type fog sprayer. Omit troweling 

for slabs to receive a separate cement finish.  

 

2. For interior finish slabs, final troweling shall provide a hard, impervious, and 

non-slip surfaces, free from defects and blemishes. Finished surface shall be 

within tolerances indicated in Article 3.02.  Avoid burnishing.  Do not add 

cement or sand to absorb excess moisture. 

3. Exterior Paving and Cement Walks:  Finish as specified above, except surface 

shall be given a non-slip broom finish to match Sample reviewed by the 

Architect. 

 

4. Non-architectural vertical concrete surfaces shall be finished smooth and free 

from marks or other surface defects. 

 

F. Curing: 

 

1. Length of time, temperature and moisture conditions for curing concrete shall 

be in accordance with ACI 301.   

 

2. Forms containing concrete, top of concrete between forms, and exposed 

concrete surfaces after removal of forms shall be maintained in a thoroughly 

wet condition for at least 7 consecutive days after placing.  Use the water 

curing method, curing sheet material, or a clear liquid membrane-forming 

curing compound except as otherwise specified. 

 

3. If weather is hot or surface has dried out, spray surface of concrete slabs and 

paving with fine mist of water, starting not later than 2 hours after final troweling 

and continuing until sunset.  Surface of finish shall be kept continuously wet 

until curing medium has been installed.  

 

4. Immediately after finishing, monolithic floor slabs shall be covered with curing 

paper.  Paper shall be lapped 4 inches at joints and sealed with waterproof 

sealer. Edges shall be cemented to finish. Repair or replace paper damaged 

during construction operations. 

 

5. Within 24 hours after finishing, exterior slabs and paving, and interior slabs to 

receive cement topping or mortar setting beds, shall be covered with sand to a 

depth of 2 inches and kept thoroughly wet for 7 days.  Instead of sand covering, 
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exterior walks and paving where no other surface treatment is specified, may be 

cured with clear liquid curing compound immediately installed in accordance 

with manufacturer's directions. 

 

 G. Filling, Leveling and Patching: 

 

1. Concrete slabs exhibiting high or low spots and indicated to receive resilient 

floor covering or soft floor covering, shall have surfaces repaired. High spots 

shall be honed, or ground with power-driven machines to required tolerances. 

Low spots shall be filled with latex underlayment, installed in strict accordance 

with manufacturer's written recommendations. 

 

2. Holes resulting from form ties or sleeve nuts shall be solidly packed, through 

exterior walls, by pressure grouting with cement grout, as specified. Grouted 

holes on exposed surfaces shall be screeded flush and finished to match 

adjoining surfaces. 

 

H. Cement Base: Cement base shall be of the height, thickness, and shape detailed. Base 

shall be reinforced with one inch mesh, 18 gage, zinc-coated wire fabric. Base finish 

mixture shall be one part Portland cement, 2 parts of fine aggregate and one part pea 

gravel.  Colored cement base shall include a chemically inert mineral oxide pigment in 

the mix.  

 

I. Joints:  Comply with ACI 318 Section 6.4.  Locate joints in concrete only where shown 

or approved and obtain prior approval for points of stoppage of any pour.  Clean and 

roughen surface of construction joints by removing entire surface and exposing 1/4" of 

clean coarse aggregate solidly embedded in mortar matrix by sandblasting, chipping, 

use of an approved retarder agent, or equal. Water and keep hardened concrete wet for 

not less than 24 hours before placing the next lift or abutting concrete.  Cover the 

horizontal surfaces of existing or previously placed and hardened concrete with a 2" 

thick layer of fresh concrete of required mix less 50 percent of coarse aggregate just 

before balance of concrete is placed. 

 

J. Vertical Elements:  Stop placement of concrete in walls and columns 1-1/2" below 

bottom of beams or supported slabs.  Stop placement at sills and heads of wall 

openings in the same manner.  Allow concrete in vertical elements to be in place at least 

2 hours and until vertical settlement has ceased before placing concrete for floor 

framing.    

 

K. Correction of Segregation:  Before placing next layer of concrete, and at the top of each 

placement for vertical elements, remove all concrete containing excess water or fine 

aggregate, or showing deficiency of coarse aggregate, and fill the space with compacted 

concrete of correct proportions.  Comply with ACI 318 Section 6.4. 

 

3.5 FINISHING 

A. Soda and Acid Wash:  Concrete surfaces to receive plaster, paint or other finish, and 

which have been formed by oil coated forms, shall be scrubbed with a solution of 1-1/2 

pounds of caustic soda to one gallon of water.  Surfaces where smooth wood or waste 

molds have been furnished shall be scrubbed with a solution of 20 percent muriatic acid. 

Wash with clean water after scrubbing. 
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B. Sacking:  Exposed concrete curbs, walls, and other surfaces shall be sacked by an 

application of Portland cement grout, floated, and rubbed. Sacking shall not be 

performed until patching and filling of holes has been completed. Entire sacking 

operation for any continuous area shall be started and completed within the same day. 

 

1. Mix one part Portland cement and 1-1/2 parts fine sand with sufficient water to 

produce a grout having consistency of thick paint. Wet surface of concrete 

sufficiently to prevent absorption of water from grout.  Apply grout uniformly with 

a brush or spray gun, then immediately float surface with a cork or other 

suitable float, scouring wall vigorously. 

 

2. While grout is still plastic, finish surface with a sponge-rubber float, removing 

excess grout. Allow surface to dry thoroughly, then rub vigorously with dry 

burlap to completely remove dried grout. No visible film or grout shall remain 

after rubbing with burlap. 

 

C. Sandblasting:  Exterior concrete surfaces to receive stucco dash coat finish, where 

plywood or other smooth forms have been furnished, shall be uniformly sand-blasted 

with sharp quartz sand under sufficient air pressure to remove dirt, form oil and other 

foreign materials, and roughen surface to provide a proper bond. Such surfaces shall be 

thoroughly washed with clean water after sandblasting. 

 

D. Abrasive:  Concrete stair treads, landings, ramps and steps on interior and exterior of 

buildings, and interior exposed concrete floors in shop buildings shall receive an 

abrasive finish.  Abrasive grains in amount of 30 pounds per 100 square feet shall be 

evenly installed by dust-on method and embedded into surface during first troweling 

operation. Additional abrasive grains, in amount of 30 pounds per 100 square feet, shall 

then be evenly installed and embedded into surface during final troweling operation. 

 

E. Floor Hardener:  Exposed interior concrete floors throughout shall be treated with floor 

hardener, as specified.  Install hardener after surface of concrete has reached the point 

where no excess moisture is present, but while it is still plastic. Hardener shall be 

installed as follows: 

 

1. Protect adjacent surfaces.  Clean surfaces to receive treatment in 

accordance with manufacturer's instructions, ensuring that all stains, oil, 

grease, form release agents, laitance, dust and dirt are removed prior to 

application. 

 

2. Apply hardener in accordance with manufacturer’s instructions as soon as 
concrete is firm enough to work on after final troweling. 

 

3. Colored Hardener: Install at rate of 40 pounds per 100 square feet of surface for 

initial application. 

 

4. Gray (natural) Hardener: Install at rate of 20 pounds per 100 square feet of 

surface for initial application. 

 

5. Hardener shall be evenly distributed and thoroughly floated into surface mortar 

with a wood float. An additional 20 pounds of hardener, colored or gray, 

specified as above, shall be installed over each 100 square feet, and troweled 

to an even surface having uniform color and texture. 
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F. Cement Grout and Dry-Pack Concrete: Cement grout shall be mixed at the Project site 

and shall be composed of one volume of Portland cement and 2-1/2 volumes of fine 

aggregate. Materials shall be mixed dry with sufficient water added to make mixture flow 

under its own weight. When grout is used as a dry pack concrete, add sufficient water to 

provide a stiff mixture, which can be molded into a sphere. 

 

G. Broom Finish: Exterior stair treads and landings shall be provided with a non-slip broom 

finish in addition to abrasive finish specified. 

 

H. Abrasive Stair Nosing: Nosing shall be installed according to manufacturers written 

recommendations. 

 

3.6 GROUTING AND DRYPACKING 

 A. Install as indicated or required.  Where grouting and drypacking is part of the work of 

other sections, it shall conform to the following requirements, as applicable. 

 

 B. Drypacking: Mix materials thoroughly with minimum amount of water.  Install drypack by 

forcing and rodding to fill voids and provide complete bearing under plates.  Finish 

exposed surfaces smooth and cure with damp burlap or liquid curing compound. 

 

 C. Non-Shrink Grouting: 

 

  1. Mixing: Mix the approved non-shrink grout material with sufficient water per 

manufacturers recommendations. 

 

  2. Application: Surfaces to receive the non-shrink grout shall be clean, and shall 

be moistened thoroughly immediately before placing the mortar.  Before 

grouting, surfaces to be in contact shall be roughened and cleaned thoroughly, 

all loose particles shall be removed and the surface flushed thoroughly with 

neat cement grout immediately before the grouting mortar is placed.  Place fluid 

grout from one side only and puddle, chain, or pump for complete filling of 

voids; do not remove the dams or forms until grout attains initial set.  Finish 

exposed surfaces smooth, and cure as recommended by grout manufacturer. 

 

3.7 EXPANSION AND CONSTRUCTION JOINTS 

A. Construction Joints:  Details and proposed location of construction joints shall be as 

indicated on the Drawings, located to least impair strength of structure, in accordance 

with the following: 

 

1. Thoroughly clean contact surface by sand blasting entire surface not earlier 

than 5 days after initial placement.  

 

2. A mix containing same proportion of sand and cement provided in concrete plus 

a maximum of 50 percent of coarse aggregate shall be placed to a depth of at 

least one inch on horizontal joints. Vertical joints shall be wetted and coated 

with a neat cement grout immediately before placing of new concrete. 

3. Should contact surface become coated with earth, sawdust, or deleterious 

material of any kind after being cleaned, entire surface shall be re-cleaned 

before applying mix. 
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B. Expansion Joints:  Provide expansion joints where indicated in walks and exterior slabs 

occurring on grade. Space approximately 20 feet apart (12 feet apart at traffic areas), 

unless otherwise indicated.  Joints shall extend entirely through slab with joint filler in 

one piece for width of walk or slab.  Joint filler shall be 3/8 inch thick, unless otherwise 

indicated. 

 

C. Tooled Joints:  Slabs on grade, walks and paving on grade shall be marked into areas 

as indicated with markings made with a V-grooving tool. Marks shall be round-edged, 

free from burrs or obstructions, with clean cut angles and shall be straight and true. 

Walks, if not indicated, shall be marked off into rectangles of not more than 12 square 

feet and shall have a center marking where more than 5 feet wide. 

 

3.08 FIELD QUALITY CONTROL 

A. Comply with pertinent provisions of section 01 4200. 

 

B. Continuous Inspection: Construct structural concrete under continuous inspection of 

Project Inspector.  Obtain approval of forms and reinforcing as required by the Inspector 

before placing structural concrete. 

 

C. Molded Cylinder Tests: 

 

1. IOR or testing lab personnel will prepare cylinders and perform slump tests.  

Samples for concrete strength shall be taken in accordance to ASTM C172. 

Each cylinder shall be dated, given a number, point in structure from which 

sample was obtained, mix design number, mix design strength and result of 

accompanying slump test noted. 

 

2. Separate tests of molded concrete cylinders obtained at same place and time 

shall be made at age of 3 days, 7 days, and 28 days.  A strength test shall be 

the average of the compressive strength of 2 cylinders, obtained from the same 

sample of concrete and tested at 28 days or at test age designated for 

determination of f'c.  Retain one additional cylinder from each location to be 

tested in the event that the initial 2 cylinder test does not meet the project 

requirements.  High fly ash concrete mixes may be tested at 42 days in lieu of 

28 days. 

 

3. Test cylinders shall be prepared at the Project site and stored in testing 

laboratory in accordance with ASTM C31, and tested in accordance with ASTM 

C39. 

 

4. Frequency of testing shall conform to ACI 318 Section 26.12 and CBC Section 

1905A.1.16 as a minimum requirement. 

 

5. Control Test Cylinders: Cast a set of two or more cylinders for each day's 

placing of concrete for slabs supported on shoring.  Place test cylinders on 

slabs represented by cylinders and cure the same as slabs.  Test cylinders to 

determine proper times for removal of shores and reshoring.  A strength test 

shall be the average of the compressive strengths of 2 cylinders made from 

the same sample of concrete and tested at 28 days. 
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D. Concrete Consistency:  Measure consistency according to ASTM C143. Test twice each 

day or partial day's run of the mixer. 

 

E. Adjustment of Mix: If the strength of any grade of concrete for any portion of Work, as 

indicated by molded test cylinders, falls below minimum 28 days compressive strength 

specified or indicated, adjust mix design for remaining portion of construction so that 

resulting concrete meets minimum strength requirements. 

 

F. Air Content Testing: Measure in accordance to ASTM C173 or ASTM C231, for each 

composite sample taken in accordance to ASTM C172. 

 

G. Defective Concrete: 

 

1. Should strength of any grade of concrete, for any portion of Work indicated by 

tests of molded cylinders and core tests, fall below minimum 28 days strength 

specified or indicated, concrete will be deemed defective Work and shall be 

replaced or adequately strengthened in a manner acceptable to the Architect 

and DSA. 

 

2. Concrete Work that is not formed as indicated, is not true within 1/250 of span, 

not true to intended alignment, not plumb or level where so intended, not true to 

intended grades and levels, contains sawdust shavings, wood or embedded 

debris, or does not fully conform to Contract provisions, shall be deemed to be 

defective Work and shall be removed and replaced. 

 

H. Concrete for Equipment Pads, Mechanical and Electrical Work: Unless otherwise 

indicated, strength shall have a minimum f’c = 3,000 psi. Exposed concrete shall be 

provided with a hand trowel finish with radius corners and edges. Form and place 

concrete where necessary as described in Section 03 1000: Concrete Forms and 

Accessories, and reinforced as described in Section 03 2000: Concrete Reinforcement. 

Calcium chloride shall not be furnished in any concrete mix provided for the installation 

of underground electrical conduits. For concrete encasement of more than one conduit, 

furnish 3/4 inch maximum aggregate.  

 

I. Level of Floors: Continuously monitor concrete placing to maintain level floor by use 

of an instrument level, transit, or laser. 

 

3.9 CLEAN UP 

 A. Remove rubbish, debris and waste materials and legally dispose of off the Project site. 

 

 

 

 

 

3.10 PROTECTION 

A. Protect the Work of this section until Substantial Completion. 

 

END OF SECTION 
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SECTION 05 0513 

HOT-DIP GALVANIZING 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Hot-dip galvanizing of structural steel articles. 

2. Hot-dip galvanizing of steel stairs and railings. 

3. Hot-dip galvanizing of fabricated steel assemblies. 

4. Hot-dip galvanizing of fencing steel assemblies. 

5. Preparation of galvanized steel assemblies for painting. 

B. Related Sections: 

1. Division 01 - General Requirements. 

2. Section 05 1200:  Structural Steel Framing. 

3. Section 05 5000:  Metal Fabrications. 

4. Section 05 5100:  Metal Stairs and Railings. 

5. Section 09 9000:  Painting and Coating. 

1.02  REFERENCES 

A. American Galvanizers Association (AGA): 

1. Inspection of Products Hot-dip Galvanized after Fabrication. 

2. The Design of Products to be Hot-dip Galvanized after Fabrication. 

3. Recommended Details of Galvanized Structures. 

B. ASTM International (ASTM): 

1. ASTM A123 – Standard Specification for Zinc (Hot-Dipped Galvanized) 
Coatings on Iron and Steel Products. 

2. ASTM A143 – Standard Practice for Safeguarding Against Embrittlement of 
Hot-Dip Galvanized Structural Steel Products and Procedure for Detecting 
Embrittlement. 
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3. ASTM A153 – Standard Specification for Zinc Coating (Hot-Dip) on Iron and 
Steel Hardware. 

4. ASTM A384 – Standard Practice for Safeguarding Against Warpage and 
Distortion during Hot-Dip Galvanizing of Steel Assemblies. 

5. ASTM A385 – Standard Practice for Providing High-Quality Zinc Coatings 
(Hot-Dip). 

6. ASTM A780 – Standard Practice for Repair of Damaged and Uncoated Areas of 
Hot-Dip Galvanized Coatings. 

7. ASTM B6 – Standard Specification for Zinc. 

8. ASTM D6386 – Standard Practice for Preparation of Zinc (Hot-Dip Galvanized) 
Coated Iron and Steel Product and Hardware Surfaces for Painting. 

9. ASTM D7803 - Standard Practice for Preparation of Zinc (Hot-Dip Galvanized) 
Coated Iron and Steel Product and Hardware Surfaces for Powder Coating. 

10. ASTM E376 - Measuring Coating Thickness by Magnetic-Field or Eddy-
Current (Electromagnetic) Test Methods. 

C. The Society for Protective Coatings (SSPC): 

1. SSPC-SP1 – Solvent Cleaning. 

2. SSPC-SP2 – Hand Tool Cleaning. 

3. SSPC-SP3 – Power Tool Cleaning. 

4. SSPC-SP5 – White Metal Blast Cleaning. 

5. SSPC-SP7 – Brush-Off Blast Cleaning. 

6. SSPC-SP10 – Near White Blast Cleaning. 

7. SSPC-SP11 – Power Tool Cleaning to Bare Metal. 

8. SSPC-SP16 - Brush-Off Blast Cleaning of Coated and Uncoated Galvanized 
Steel, Stainless Steels, and Non-Ferrous Metals. 

1.03  COORDINATION WITH STEEL FABRICATOR 

A. Prior to fabrication, steel fabricators shall submit approved fabrication shop drawings 
to the galvanizer. The Galvanizer shall review fabricator shop drawings for suitability 
of materials for galvanizing and coatings and coordinate any required fabrication 
modifications.  

B. Steel Fabricator shall notify the galvanizer of steel fabrications that exceed the ASTM 
A385 recommended percentages for carbon, phosphorus, manganese and silicon, so 
special galvanizing processing techniques are used. 
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C. Coordinate with steel fabricator appropriate marking and masking materials. 

1.04 QUALITY ASSURANCE 

A. Coating Applicator: Company specializing in hot-dip galvanizing after fabrication 
following the procedures in the Quality Assurance Manual of the American 
Galvanizers Association. 

B. Galvanizer shall have an in-plant inspection program designed to maintain the coating 
thickness, finish, and appearance within the requirements of this Section. 

1.05 SUBMITTALS 

A. Galvanizing Certificate of Compliance: Provide notarized Certificate of Compliance 
with ASTM standards and specifications herein listed. The Certificate shall be signed 
by the galvanizer and contain a detailed description of the material processed. The 
Certificate shall include information as to the ASTM standard used for the coating. 

1.06  DELIVERY, STORAGE AND HANDLING 

A. Package and handle galvanized material in a manner which will avoid damage to the 
zinc coating. 

B. Store in dry, well-ventilated conditions until shipping. 

PART 2 - PRODUCTS 

2.01 MATERIALS 

A. Steel for Galvanizing: As specified in Sections: 

1. Section 05 1200:  Structural Steel Framing. 

2. Section 05 5000:  Metal Fabrications. 

3. Section 05 5100:  Metal Stairs and Railings. 

B. Zinc for Galvanizing: Conform to ASTM B6, as specified in ASTM A123. 

PART 3 – EXECUTION 

3.01  PREPARATION 

A. Remove welding slag, splatter, anti-splatter compounds and burrs remaining in steel 
articles. 

B. Provide drainage and venting holes in tubular assemblies. In thicker material drill holes 
in place of punching.  Holes shall have a relatively uniform circumference. Punched 
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holes or burned holes with a plasma torch shall be treated with a drill to even the 
diameter to appropriate size. 

C. Masking installed by steel fabricator shall remain in place through galvanizing process 
completion. 

D. Provide lifting lugs to allow for handling during galvanizing.  Avoid the use of chains or 
wires directly connected to steel articles. 

E. Safeguard against warpage or distortion of steel members in accordance with ASTM 
A384. 

F. Pre-clean steel work in accordance with accepted methods to produce an acceptable 
surface for quality hot-dip galvanizing.  Remove surface contaminants and coatings that 
are not removable by the normal chemical cleaning process in the galvanizing operation 
by grit-blasting, sand-blasting, or other mechanical means. 

G. Follow the degreasing, pickling and fluxing steps to remove remaining oxides and to 
deposit a protective layer on the steel to prevent any further oxides from forming on the 
surface prior to immersion in the molten zinc. 

3.02 COATING APPLICATION 

A. Galvanize steel articles, fabrications and assemblies by the hot-dip process in 
accordance with ASTM A123.  The bath chemistry shall be as specified by ASTM B6, 
and requires at least 98% pure zinc maintained at approximately 840 F. 

B. Galvanize bolts, nuts, washers and iron and steel hardware components in accordance 
with ASTM A153. 

C. Safeguard products against steel embrittlement in conformance with ASTM A143. 

D. Once the fabricated items’ coating growth is complete, withdraw slowly from the 
galvanizing bath, and remove the excess zinc by draining, vibrating, and/or centrifuging. 

E. Prepare galvanized products for powder coating in accordance to ASTM D7803. 
Prepare galvanized products for painting in accordance to ASTM D6386. 

F. Handle articles to be galvanized in such a manner as to avoid mechanical damage and to 
minimize distortion. 

G. Apply a chromate passivation treatment to fabrications that will not be painted after 
galvanizing to minimize the wet storage staining which may occur on articles unable to 
be stored in dry, well-ventilated conditions. 

3.03  COATING REQUIREMENTS 

A. Conform to paragraph 6.1 of ASTM A123, or Table 1 of ASTM A153, as applicable. 

B. Surface Finish: Continuous, adherent, as smooth and evenly distributed as possible and 
free from any defect detrimental to the stated end use of the coated article 
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C. Adhesion: Withstand normal handling consistent with the nature and thickness of the 
coating and normal use of the article. 

3.04  TESTS 

A. Inspection and testing of hot-dip galvanized coatings shall be done under the 

guidelines provided in the AGA publication Inspection of Products Hot-dip 

Galvanized after Fabrication.  Tests and inspections shall be performed immediately 

after the coating is applied and has cooled to ambient temperature, and before it leaves 

the galvanizing facility. 

B. Include visual examination and test methods in accordance with ASTM A123, or 

A153, as applicable, to determine the thickness of the zinc coating on the metal 

surface. 

C. During the visual inspection, if adhesion concerns are suspected, such as peeling or 

flaking of the galvanized coating, then adhesion testing using the stout knife method 

shall be conducted. Embrittlement testing is required when there is evidence of 

embrittlement and shall be conducted per the requirements of ASTM A143. 

D. Upon completion of tests furnish notarized Certificate of Compliance with ASTM 

standards and specifications herein listed. 

3.05  REPAIR OF DAMAGED COATINGS 

A. Smooth out rough surfaces, bumpy or high spots and icicles by hand filing or power 

sanding the area without removing any more zinc coating than necessary.  Repair 

damaged galvanized surface with a zinc rich coating. 

B. Repair areas damaged during galvanizing process or handling by one of the approved 

methods in accordance with ASTM A780 whenever damage exceeds 3/16” in width. 
Minimum thickness requirements for the repair shall be per ASTM A123, Section 6.2. 

C. Remove lifting lugs and repair coating with a zinc rich coating. 

D. Surface preparation for application of zinc rich coating shall be in accordance to ASTM 
A780. 

1. Clean areas in accordance to SSPC-SP2. 

2. Prepare surface for zinc spray in accordance to SSPC-SP5, or zinc rich paint 
repair in accordance to SSPC-SP10. 

3.06 PREPARATION FOR TOP COATING 

A. Galvanized fabrications indicated on the drawings to be painted shall be prepared in 
accordance to ASTM D6836. 
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1. Surface cleaning prior to surface preparation in accordance to SSPC-SP1. 

2. Removal of zinc high spots and cleaning of light deposits of zinc reaction 
products in accordance to SSPC-SP2 or SSPC-SP3. 

3. Profile surface in accordance to SSPC-SP7 or SSPC-SP11. 

B. Galvanized fabrications indicated on the drawings to be powder coated shall be prepared 
in accordance to ASTM D7803. 

1. Surface cleaning and removal of oil and grease in accordance to SSPC-1. 

2. Surface smoothing and removal of loose particles in accordance to SSPC-SP-2 
or SSPC-SP3. 

3. Sweep blasting and surface profiling in accordance to SSPC-SP16. 

END OF SECTION 
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SECTION 05 5000 

METAL FABRICATIONS 

PART 1 - GENERAL 

1.01  SUMMARY 

A. Section Includes: Metal fabrications: 

1. Steel thresholds. 

2. Steel ladders and ladder safety cages. 

3. Elevator hoist way door sill angles, 

4. Steel framing and supports for countertops. 

5. Steel tube reinforcement for low partitions. 

6. Steel framing and supports for mechanical and electrical equipment. 

7. Steel Gates. 

8. Gratings, frames and covers. 

9. Rooftop mechanical screening. 

10. Steel bollards. 

11. Embedded edge angles in concrete. 

12. Steel supports for coiling doors. 

13. Miscellaneous steel framing, supporting angles, plates, brackets, clips, anchors 
and bolts for equipment, and other work which is not specifically included in 
Section 05 1200, Structural Steel Framing. 

14. Miscellaneous fabrications, including metal guardrail systems, as indicated on 
the Drawings. 

B. Related Requirements: 

1. Division 01 - General Requirements. 

2. Section 01 4523:  Testing and Inspection. 

3. Section 03 3000 – Cast-in-Place Concrete. 

4. Section 05 5013: Hot-Dip Galvanizing. 
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1.02  REFERENCES 

A. Codes: 

1. ADA – Americans with Disability Act of 1990 

a. ADA Standards – ADA Title II Regulations and the 2010 ADA 
Standards for Accessible Design. 

2. California Code of Regulations (CCR), Title 24, Part 2, California Building 
Code (CBC) Volumes 1 and 2022 Edition. 

B. ASTM International (ASTM): 

1. ASTM A27 – Standard Specification for Steel Castings, Carbon, for General 
Application. 

2. ASTM A36 – Standard Specification for Carbon Structural Steel. 

3. ASTM A47 - Standard Specification for Ferritic Malleable Iron Castings. 

4. ASTM A53 - Standard Specification for Pipe, Steel, Black and Hot-Dipped, 
Zinc-Coated, Welded and Seamless. 

5. ASTM A123 - Standard Specification for Zinc (Hot-Dipped Galvanized) 
Coatings on Iron and Steel Products. 

6. ASTM A153 - Standard Specification for Zinc Coating (Hot-Dip) on Iron and 
Steel Hardware. 

7. ASTM A283 - Standard Specification for Low and Intermediate Tensile 
Strength Carbon Steel Plates. 

8. ASTM A307 - Standard Specification for Carbon Steel Bolts, Studs, and 
Threaded Rod 60 000 PSI Tensile Strength. 

9. ASTM A500 - Standard Specification for Cold-Formed Welded and Seamless 
Carbon Steel Structural Tubing in Rounds and Shapes. 

10. ASTM A501 - Standard Specification for Hot-Formed Welded and Seamless 
Carbon Steel Structural Tubing. 

11. ASTM A563 - Standard Specification for Carbon and Alloy Steel Nuts. 

12. ASTM A653 - Standard Specification for Steel Sheet, Zinc-Coated 
(Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip 
Process. 

13. ASTM C1107 - Standard Specification for Packaged Dry, Hydraulic-Cement 
Grout (Nonshrink). 
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14. ASTM D1187 - Standard Specification for Asphalt-Base Emulsions for Use as 
Protective Coatings for Metal. 

15. ASTM F1554 - Standard Specification for Anchor Bolts, Steel, 36, 55, and 105-
ksi Yield Strength. 

16. ASTM F2329 - Standard Specification for Zinc Coating, Hot-Dip, Requirements 
for Application to Carbon and Alloy Steel Bolts, Screws, Washers, Nuts, and 
Special Threaded Fasteners. 

C. American Welding Society (AWS): 

1. AWS D1.1 Structural Welding Code - Steel. 

2. AWS D1.3 Structural Welding Code - Sheet Steel. 

3. AWS D-19.0 Welding Zinc Coated Steel. 

1.03  COORDINATION 

A. Coordination between Steel Fabricator and Galvanizer: 

1. Prior to fabrication, submit approved fabrication shop drawings to the 
galvanizer. 

2. Notify galvanizer of steel fabrications that exceed the ASTM A385 
recommended percentages for carbon, phosphorus, manganese and silicon, so 
special galvanizing processing techniques are used. 

B. Coordinate installation of metal fabrications that are anchored to concrete or masonry, 
or that receive work specified by other Sections.  Furnish setting drawings, templates, 
and directions for installing anchorages, including sleeves, concrete inserts, anchor 
bolts, and items with integral anchors, that are to be embedded in concrete or masonry. 

C. Field Measurements: Field verify dimensions prior to fabrication. 

D. Coordinate selection of shop primers with galvanizing, and with paintings to be 
applied over them. Comply with paint and coating manufacturers' written 
recommendations to ensure that shop primers and paintings are compatible with one 
another. 

1.04  SUBMITTALS 

A. Shop Drawings: Submit Shop Drawings indicating provided materials, dimensions, 
anchoring detail, and details of termination or connection to adjacent construction. 
Indicate items that are purchased from a manufacturer and items that are shop 
fabricated. Indicate component parts requiring Project site fabrication or assembly. 

B. Product Data: Submit Product Data for manufactured items. Submit Product Data for 
primers and finishes. 
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C. Material Samples: Submit Samples of primers and finishes on fabricated items. 

D. Fabricator qualifications per Article “Quality Assurance”. 

E. Welding: 

1. Welder’s Certificates: Field welders shall be Project certified in accordance 
with AWS D1.1. 

2. Welding Material Certification:  Provide certificate that welding material 
complies with specifications. 

F. Research/Evaluation Reports: ICC-ES for post-installed anchors. 

1.05  QUALITY ASSURANCE 

A. Fabricator Qualifications: Firm with a minimum five year experience in successfully 
producing metal fabrications similar to that shown on the drawings. 

B. Welding Qualifications: Qualify procedures and personnel according to the following: 

1. AWS D-1.1– Structural Welding Code – Steel. 

2. AWS D1.3 - Structural Welding Code - Sheet Steel. 

C. Inspection of Welding: Refer to Section 01 4523: Testing and Inspection. 

D. Field applied primers, paintings, sealers and adhesives shall be approved by the 
OWNER’s Office of Environmental Health and Safety (OEHS). 

E. Preassemble items in shop to greatest extent possible to minimize field welding. Mark 
units for reassembly and coordination of installation.  Use marking method compatible 
with galvanizing. 

1.06  DELIVERY, STORAGE AND HANDLING 

A. Store miscellaneous metal items above grade on platforms, skids, or other required 
supports. 

B. Protect from damage and from corrosion, dirt, grease and other foreign matter. 

 

PART 2 - PRODUCTS 

2.01  MATERIALS 

A. Structural Steel Shapes: ASTM A36. 
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B. Rolled Steel Plates: ASTM A36.  Plates to be bent or cold-formed shall conform to ASTM 
A283, Grade C. 

C. Round HSS: ASTM A500 Grade B or C. 

D. Square and Rectangular HSS: ASTM A500 Grade B or C. 

E. Steel Pipe: ASTM A53 Type E or S, Grade B, standard weight (Schedule 40), unless 
otherwise noted.  Black finish. 

F. Steel Sheet: ASTM A1008 or ASTM A1011. 

G. Guardrail panels: custom-perforated ¼” galvanized steel plate with powder coated finish. 

i. Basis of Design: pattern = “164 – Metro”, finish color = “White-River” by 
Artisan Panels, Inc. 880W. Crowther Ave. Placentia, CA 92870 (Mark 
Tierheimer 714-351-3234) 

ii. Or approved equal. 

H. Steel Bolts: ASTM A307, Grade A, or F3125 with hex steel nuts per ASTM A563 and 
washers. Galvanized in accordance with ASTM A153 for exterior locations. 

I. Steel Bars: Conforming to ASTM A108 or ASTM A575. 

J. Concrete Inserts: Threaded or wedge type; galvanized ferrous castings, either malleable 
iron, ASTM A47, or cast steel, ASTM A27. Provide bolts, washers, and shims, hot-dip 
galvanized per ASTM A153. 

K. Nonshrink, Nonmetallic Grout: Factory-packaged, non-staining, noncorrosive, 
nongaseous grout complying with ASTM C1107. Provide grout specifically 
recommended by manufacturer for interior and exterior applications. 

L. Concrete Materials: 

1. Concrete per Section 03 3000, Cast-in-Place Concrete. 

2. Welded wire fabric and reinforcing per section 03 2000, Concrete Reinforcing. 

2.02  FABRICATION 

A. General: 

1. Preassemble items in the shop to greatest extent possible. Use connections that 

maintain structural value of joined pieces. Mark units for reassembly and 

installation. 

2. Cut, drill, and punch metals cleanly and accurately. Ease exposed edges to a 

radius of approximately 1/32 inch, unless otherwise indicated or specified. 

Remove sharp and rough areas on exposed surfaces.  Form exposed work with 
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accurate angles and surfaces and straight edges.  Form exposed connections 

with hairline joints, flush and smooth.  Locate joints where least conspicuous. 

B. Welding: 

1. Weld connections unless otherwise indicated. 

2. Weld corners and seams continuously and in accordance with requirements of 
AWS D1.1 Structural Welding Code. 

3. Grind exposed groove welds smooth and flush to match and blend with 
adjoining surfaces. 

2.03  PREPARATION FOR GALVANIZING 

A. Fabricate to the largest size possible and whenever possible use slip joints to minimize 
field welding. 

B. Fabricate structural steel in accordance with Class I, II, III guidelines as described in 
AGA's Recommended Details for Galvanized Structures, to facilitate galvanizing 
process.  Corners of gussets, stiffeners, and bracing shall be cropped to allow free flow 
of zinc during galvanizing process. 

C. Remove welding slag, splatter, anti-splatter compounds and burrs prior to delivery for 
galvanizing. 

D. Marking for Identification: Avoid unsuitable marking paints for identification, such as 
oil based paints and markers and crayon markers. Use water soluble paints or markers 
acceptable to galvanizer or steel tags wired to the work. 

E. Masking: Use masking materials recommended by the American Galvanizers 
Association (AGA) to produce ungalvanized areas for field welding and at slip critical 
bolts. 

F. Galvanize fabrications per Section 05 5013, Hot-Dip Galvanizing, in accordance with 
ASTM A123 and ASTM A153. 

2.04  SHOP FINISH 

A. Metal fabrications shall be provided with a coat of primer, except those indicated to be 
hot-dip galvanized. 

B. Primers: 

1. Universal Shop Primer: Fast-curing, lead- and chromate-free, universal 
modified-alkyd primer complying with MPI#79 and compatible with topcoat.  
Use primer containing pigments that make it easily distinguishable from zinc-
rich primer. 

2. Epoxy Zinc-Rich Primer: Complying with MPI#20 and compatible with topcoat. 
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3. Minimum dry film thickness of primer shall be 2.0 mils. 

C. Preparation for Primer Painting:  Miscellaneous ferrous metal, except items specified 
galvanized, shall be thoroughly cleaned and prepared for painting, including removal of 
shipping oils or protective coatings, mill scale, grease, dirt and rust.  Prepare in 
accordance with SSPC recommendations.  Deliver to Project site primed or galvanized 
as indicated, and ready to receive Project site applied finishes. 

PART 3 - EXECUTION 

3.01  EXAMINATION 

A. Examine the areas where metal fabrications are to be installed. Notify the OAR in 
writing of unsatisfactory conditions.  Do not proceed with the work until unsatisfactory 
conditions have been corrected. 

3.02  INSTALLATION 

A. Provide anchorage devices and fasteners as indicated in the drawings and where 
necessary for securing miscellaneous metal fabrications to in-place construction. 

B. Cut, drill, and fit as required for installation of miscellaneous metal fabrications. Set 
metal fabrication accurately in location, alignment, and elevation; with edges and 
surfaces level, plumb, true, and free of rack; and measured from established lines and 
levels. 

C. Fit exposed connections accurately together to form hairline joints. Weld connections 
that are not to be left as exposed joints but cannot be shop-welded because of shipping 
size limitations. Do not weld, cut, or abrade the surfaces of hot-dip galvanized 
fabrications intended for bolted or screwed field connections. 

D. Alignment: Verify alignment of items with adjacent construction. Coordinate related 
work. 

E. Grout: Follow manufacturer's recommendations for substrate preparation and 
application.  

F. Corrosion Protection: Coat concealed surfaces of metals that will come into contact with 
grout, concrete, masonry, or wood, with a heavy coat of bituminous paint or zinc 
chromate primer.  Protect dissimilar metals from galvanic corrosion by pressure tapes, 
coating, or isolators. 

3.03  FIELD WELDING 

A. Preparation of Weld Area of Galvanized Fabrications: Remove masking from 
fabrications.  Remove remaining zinc coating between one inch and four inches from 
both sides of members to be welded, by grinding back the zinc coating, burning the zinc 
away or pushing back the molten zinc from the weld area. 
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B. Welding: Comply with AWS Code for procedures of manual shielded metal-arch 
welding, appearance and quality of welds made, methods used in correcting welding 
work. 

1. Weld in accordance to AWS D-1.1. 

2. Weld galvanized fabrications in accordance to AWS WZC D19.0. 

C. Remove welding flux immediately.  At exposed connections, finish exposed welds and 
surfaces smooth and blended so that no roughness shows after finishing and contour of 
welded surfaces matches those adjacent.  

D. Upon completion of welding plug vent, drainage and lifting holes of galvanized 
fabrications with appropriate diameter zinc plugs.  Push in about half way by hand, 
and hammer to a tight fit.  With a hand file or an abrasive tool, file away excess 
material.  Repair scratches with a zinc rich coating. 

1. Plug railing holes. 

2. Plug visible holes of HSS members. 

3.04  ADJUSTING AND CLEANING 

A. Touch Up Damaged Surfaces: 

1. Shop Painted Finishes: Comply with SSPC-PA-1 for touch-up; apply with brush 
to produce a minimum 2.0 mil dry film thickness. 

2. Galvanized Surfaces:  Clean field welds, connections and damaged areas.  Apply 
two coats of Carbomastic 15, by Carboline or equal product approved by 
OWNER’s OEHS.  Brush or roll to a 4 to 6 mil thickness. 

3.05  CLEAN UP 

A. Remove rubbish, debris, and waste materials and legally dispose of off the Project site. 

3.06 PROTECTION 

A. Protect the Work of this section until Substantial Completion. 

END OF SECTION 
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SECTION 07 1326 

 

SELF-ADHERING SHEET WATERPROOFING 

 

 

PART 1 - GENERAL 

 

1.01  SUMMARY 

A. Section Includes:  Sheet waterproofing in locations indicated including: 

1. Sheet waterproofing on vertical walls below grade enclosing occupied spaces. 

2. Sheet waterproofing in planters. 

3. Drainage sheets and protection boards. 

B. Related Requirements: 

1. Division 01 - General Requirements. 

2. Section 03 3000 - Cast-In-Place Concrete. 

3.  Section 07 0800 - Commissioning of Thermal and Moisture Protection. 

4. Section 07 1400 - Fluid Applied Waterproofing. 

5. Section 07 1413 - Hot Fluid Applied Rubberized Asphalt Waterproofing. 

6. Section 07 2100 - Thermal Insulation. 

1.02  SUBMITTALS 

A. Certificates:  Submit a certificate stating applicator is certified by the waterproofing 

material manufacturer and, upon completion, submit a certificate stating that 

waterproofing systems have been installed in conformance with reviewed submittals 

and manufacturer's recommendations. 

B. Product Data: Submit manufacturer's Product Data including complete installation 

instructions. 

C. Shop Drawings: Submit Shop Drawings indicating each condition of the Work. Indicate 

all adjoining Work, and indicate methods of adhesion and attachment, laps, and related 

conditions. 

D. Samples:  Submit Samples, not less than 12-inch square, of each type of composite sheet 

membrane, mounted on plywood. Submit 12-inch square Samples of each type of 

drainage and protection board. 
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E. Experience Record:  Submit a list of at least five installations on which each of the 

materials and systems proposed for installation have been in satisfactory service for at 

least three years. 

F. Commissioning Services Provider (CxSP) will review the Submittals of this Section as 

part of the Commissioning of Thermal and Moisture Protection. 

1.03  QUALITY ASSURANCE 

A. References: 

1. ASTM D6506 - Standard Specification for Asphalt Based Protection for Below-

Grade Waterproofing. 

2. ASTM D6135 - Standard Practice for Application of Self-Adhering Modified 

Bituminous Waterproofing. 

3. ASTM E96 - Standard Test Methods for Water Vapor Transmission of 

Materials. 

4. ASTM E154 - Standard Test Methods for Water Vapor Retarders Used in 

Contact with Earth Under Concrete Slabs, on Walls, or as Ground Cover. 

B. Qualifications of Manufacturer: Sheet membrane waterproofing system shall be 

manufactured by a firm with a minimum of 20 years experience in the production of 

self-adhesive sheet membrane waterproofing. 

C. Qualifications of Installer: A firm which has at least three years experience in work of 

the type required by this section and is recommended by manufacturer to install the 

specified products. 

D. Pre-Installation Conference and Inspection: After review of submittals but before 

starting installation of the Work of this section, conduct a meeting at the Project site 

attended by the Project Inspector, Architect, OAR, Contractor waterproofing applicator 

and a technical representative of the waterproofing material manufacturer. The 

waterproofing applicator and material manufacturer's technical representative shall 

inspect the substrates to receive Work of this section and report defective conditions to 

Project Inspector, Architect, OAR and Contractor.  

E. Manufacturer's Representative: Provide arrangements necessary to have a trained 

representative of the manufacturer visit the Project site on a weekly basis during 

membrane waterproofing Work to review installation procedures. 

F. Materials shall comply with current State of California and local Air Quality 

Management District requirements for volatile organic compounds of not over 350 

grams per liter. 

G. Commissioning:  



 

 

05/15/2023 
PARADISE CANYON ELEMENTARY SCHOOL SELF-ADHERING SHEET WATERPROOFING 

PACKAGE 5 – NEW NORTH BUILDINGS 07 1326-3 

1. Commissioning Services Provider (CxSP) retained by the OWNER shall 

perform Commissioning (Cx) of building envelope systems and assemblies, 

including review of submittals, installation compliance, and training materials. 

CxSP shall witness training and collect all materials for inclusion in the 

commissioning report. All Cx services shall be in compliance with the 

requirements indicated in Section 07 0800, Commissioning of Thermal and 

Moisture Protection. 

2. CONTRACTOR shall follow the commissioning responsibilities stated in 

Section 01 9113, General Commissioning Requirements. 

1.04  DELIVERY, STORAGE AND HANDLING 

A. Deliver materials in manufacturer's unopened packages fully identified with 

manufacturer's name, trade name, type, class and grade. Each package shall be identified 

with material name, date of manufacturer and batch number. 

B. Store materials at the Project site under cover and maintain in dry condition.  Protect 

from damage from excessive temperature and construction operations.  Do not double-

stack pallets of membrane. Protect mastic and adhesive from moisture and excessive 

heat.   

C. Store drainage composite or protection board flat and above grade. Provide cover on top 

and all sides of pallets and provide for adequate ventilation.  Protect surface conditioner 

from freezing. 

1.05  PROJECT CONDITIONS 

A. Install suitable impervious type masking to preclude staining of surfaces to remain 

exposed wherever waterproofing abuts or laps on to other finish surfaces, and provide 

additional protection as necessary to supplement masking; cover entire area of building 

subject to damage or staining. 

B. Protect adjacent Work during installation of Work of this Section. 

C. Apply sheet waterproofing materials only in dry weather and when outside temperature 

is within the limits established by the manufacturer of the materials and products used. 

D. Do not apply sheet waterproofing materials to damp or wet surfaces unless specifically 

approved in writing by manufacturer. 

1.06  WARRANTY 

A. Manufacturer shall provide a five year material warranty. 

B. Installer shall provide a five year labor warranty. 

PART 2 - PRODUCTS 
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2.01  ACCEPTABLE MANUFACTURERS 

A. Sheet waterproofing shall be as manufactured by: 

1. W.R. Grace & Co. 

2. W.R. Meadows, Inc. 

3. Protecto Wrap Company. 

4. Equal. 

2.02  MATERIALS 

A. Sheet waterproofing material shall be self-adhesive, cold-applied such as W.R. Grace 

Bituthene 4000, W.R. Meadows Mel-Rol, Protecto Wrap PW 100/60, or equal. The 

material shall be a self-adhesive, cold-applied composite sheet consisting of a thickness 

of 0.056 inches of rubberized asphalt and 0.004 inches of cross-laminated, high density 

polyethylene film specially formulated for use with water-based surface conditioner. 

Provide rubberized asphalt membrane covered with a release sheet, which is removed 

during installation. No special adhesive or heat shall be required to form laps. 

B. Surface conditioner:  Latex based surface conditioner as recommended by manufacturer 

C. Adhesives fillets and sealers: Types as recommended by manufacturer for installation 

with specified membrane sheet. 

D. Prefabricated Drainage Sheet: 

1. For vertical surfaces: Hydroduct 220, Mel-Drain 5035B, Protecto Drain 2000-

V, or equal, consisting of a dimpled high impact polystyrene core and a needle 

punched non-woven filter fabric adhered to one side of the core. A film shall be 

adhered to the other side of the core. 

2. For horizontal surfaces: Hydroduct HSF, Mel-Drain 7555, Protecto Drain 2000-

V, or equal, consisting of dimpled high impact polystyrene core and an extra 

heavy woven filter fabric bonded to the core. 

E. Protection board for horizontal surfaces shall be 1/8 inch thick complying with ASTM 

D6506, semi-rigid sheets of fiberglass or mineral-reinforced asphaltic core, pressure 

laminated between two asphalt-saturated fibrous liners. 

PART 3 - EXECUTION 

3.01  EXAMINATION 

A. Inspect and verify condition of substrates and related Work, in the presence of the 

manufacturer’s technical representative. Do not start installation of membranes until 
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defects in substrates have been corrected. Concrete shall be smooth, dry, and free of 

voids.  Masonry shall have a parge coat applied. 

3.02  APPLICATION OF MEMBRANE ON VERTICAL WALLS BELOW GRADE 

ENCLOSING OCCUPIED SPACES AND IN PLANTERS 

A. Surface Conditioning: Install surface conditioner and allow to dry to surfaces to be 

covered with membrane the same day. 

B. Corner Treatment:  Pretreat inside corners with liquid membrane compound, to form a 

fillet or use formed reinforcement fillet recommended by manufacturer. Smooth all 

surfaces of outside corners. 

C. Horizontal Surfaces: Install nine inch wide strips of membrane material over 

construction joints, cracks, and grouted joints. Seal expansion joints as recommended 

by manufacturer. At drains and vertical projections, install two layers of membrane 

sheet extended out not less than 6 inches in all directions, and seal. At drains, extend the 

membrane into the clamping ring and seal. Over prepared surfaces install membrane in 

one layer and roll into place. Lap sheets 2-1/2 inches at edges and ends. 

D. Vertical Surfaces: Install membrane vertically in heights to 8 feet.  Lap seams 2 ½ 

inches. Roll membrane with hand roller.  Extend membrane over top of foundation 

walls, planter walls and parapet walls, except where reglets are provided for termination. 

3.03  PREFABRICATED DRAINAGE SHEET 

A. Vertical Surfaces: Install rolls of vertical drainage sheet over the completed membrane, 

starting at the base of the wall. Peel the fabric back approximately 12 inches from the 

lower edge.  Where drainage pipe occurs, install the drain core behind the pipe and 

extend the fabric over the outside of the pipe.  Adhere the drainage sheet to the wall 

using strips of adhesive as recommended by manufacturer. 

B. Horizontal Surfaces:  Adhere the drainage sheet to the membrane with strips of 

adhesive. Butt adjacent panels together and overlap fabric onto the previous panel.  At 

corners, cut the core and cover the core with filter fabric or tape. 

3.04  COMPOSITE STRIP WATERPROOFING 

A. Provide at sills, copings, eaves, ridges, and under other flashing as indicated.  Do not 

fold over exposed edges.  Prime concrete and masonry surfaces as recommended by 

manufacturer.  Cut the membrane into 10 to 15-foot lengths and reverse roll.  Separate 

membrane from release paper, press firmly into place, and roll to eliminate bubbles and 

assure full adhesion.  Lap sides of sheets not less than 3.5 inches and ends not less than 

6 inches. 

3.05  HIGH TEMPERATURE RESISTANT UNDERLAYMENT 
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A. Seal joints in insulation as recommended by manufacturer. Prime insulation at rate of 

one gallon per 500 square feet if recommended by manufacturer.  Over prepared 

surfaces install membrane in one layer and roll into place.  Lap sheets 3 ½ inches at 

edges and 6 inches at ends.  Roll firmly into place to obtain full adhesion of sheets to 

substrate. 

3.06 APPLICATION OF MONOLITHIC MEMBRANE FOR ALL SUBSTRATES OTHER 

THAN CONCRETE 

A. Membrane Application: 

1. Install the rubberized asphalt membrane at a rate to provide a continuous, 

monolithic coat of 90 mil, into which is fully embedded a layer of spunbound 

polyester fabric reinforcing sheet, followed by another continuous monolithic 

coat of membrane at a minimum thickness of 125 mils.  Total membrane 

thickness to be provided is 215 mils. 

2. Overlap fabric reinforcing sheet 1 to 2 inches with membrane between sheets. 

3.07  PROTECTION BOARD 

A. Cover all surfaces, vertical and horizontal, with protection board, unless indicated 

otherwise.  Install with adhesive recommended by manufacturer, and compatible with 

membrane materials. 

3.08  TESTS OF MEMBRANES 

A. Horizontal membranes shall be subjected to standing water test after completion, but 

before protection board is applied.  Tests shall be conducted as soon as possible after 

completion of membrane in each area.  When membrane installation is completed, seal 

drain, sandbag perimeter, fill membrane with water to height of not less than 2 inches, 

pond test for not less than 24 hours, repair all leaks or defects disclosed, and test until 

results are satisfactory.  Remove all sandbags, plugs and drain when testing is 

completed. Clean surfaces of membrane. 

3.09  PROTECTION 

A. Protect the Work of this section until Substantial Completion.  

3.10 CLEANUP 

A. Remove rubbish, debris and waste materials and legally dispose of off the Project site. 
 
 
 

END OF SECTION 
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