
ADDITIONAL ACCESSORIES FOR MODEL MA-101a AND MA-505PAB

ITEM DESCRIPTION PRICE
CB MP MU 55-L Lavalier Microphone $    74.00

CB  MP  ACT-24TC Miniature  Body  Pack T ransmitter  LCD  (Needed   for  Lavalier  Microphone)   $   190.00

CB MP ACT-24HC Rechargeable Cardiod Condenser Dynamic Handheld Transmitter Michrophone (LCD) $  190.00

CB MP MS-30 Tripod/ Microphone Stand for models MA-101 $    42.00
CB MP MIC CLIP Wireless microphone clip for use with CB MP MS 30 Stand $    12.00

CB MP CMP-103 iPod Accessory Cable $      9.99

        Key Features
 Powerful 50 watts (rms) for speech and music
 UHF diversity system Built-in 16 automatically scanable frequency with ACT functions
 Longest and reliable transmission in its class
 Powerful and clear sound quality – 45 watt RMS
 Lightweight contoured design – just 2.9kg
 5” full-range speaker
 AC and battery-operated
 8 hours continuous operation per charge from it's built-in rechargeable battery
 Input for connection to an iPod, MP3 and CD player Output for external recordings
 Built-in storage compartments for microphone and spare battery
 Up to 2 microphones (wireless and wired) can be used simultaneously

ITEM DESCRIPTION PRICE

CB MP MA101G/ACT Portable Wireless 50-W PA System with 2.4-2.484 Handheld Microphone $ 569.00

CB MP SC-10 MA-101 Storage & Carry Bag $   49.00
TOTAL $ 608.00

MA-101G/ACT 24HC Portable Wireless PA System

ITEM DESCRIPTION PRICE

CB MP MA-505DB Portable Wireless Duel Receivers, 145 Watt PA Bluetooth System with DPM3 Player (5NC Band) $1340.00

CB MP ACT-32H NC Cardiod Condenser Dynamic Handheld Transmitter Micorphone (LCD) $  180.00

CB MP SC-50 Protective Cover with Side Pouch for MA 505 $    59.00

CB MP 8CD 0036 CD/USB Player Module with Remore for MA 505DB $  419.00

      Key Features 
 Bluetooth audio stream
 Rugged one-piece milder cabinet with built-in speaker system and amplifier.
 Two ways speaker system with premium, lightweight

neodymium 8” woofer 1" tweeter.
 145-watt powerful and crystal-clear sound via high efficient class-D amplifier.
 Built-in 1 or 2 diversity receivers and option for up to 2 receivers expansion.
 The receiver features one-touch Scan & ACT sync

function for fast and easy channel set-up.
 Proprietary built in active antenna design provides

long receiving range and stable reception.
 Built-in DPM-3 digital audio recorder & player with

wireless remote control.
 Option for one additional CD/MP3 player module.
 Option for industry's only MT-91 wireless interlinking

transmitter module.
 Built-In Bluetooth for wireless audio streaming.
 Mixed output from wired & wireless microphones and a

variety of audio sources with separate volume controls.
 A voice priority switch feature that mutes music when

wireless or wired microphone is used.
 Built-in alarm siren provides emergency warnings.
 AC and lithium rechargeable battery operation.
 Built-in AC switching power supply for system operation

and battery charge.
 The lithium battery operation provides up to 8 hours of

stand-by time per 4-hour full charge.
 Smart battery meter for accurate battery reading and

recharging status.
 Built-in power cable storage
 Less than 8kg total weight, fully loaded.

Fixed Carry Handle 

4-Level Battery Indicator

Voice Over Priority Switch
Mutes music when wireless
mic is used

Alarm Button 
Emergency warning 
siren sound

Balanced XLR Mic Input

3.5 mm Line Output 
external recordings or connect
to another sound device input

3.5 mm Line Input 
iPOD, MP3/CD/DVD Player
notebook sound amplification

Cable Storage 

AC Power Socket 

DC Power Socket

CDM-2A CD Player
CDM-2 CD/USB Player
CDM-3A CD/USB Player 
& Recorder 

1 or 2 MRM-70B Diversity Receivers 
or MT-91 Interlinking Transmitter

SCAN & ACT Button
autoscans an open receiver 
frequency & syncs 
automatically with transmitter 

Licensed Bluetooth Music Player
Wireless audio streaming via any
Bluetooth-connected device 

DPM-3 Digital Recorder

1 or 2 Diversity Receivers
16 selectable channels

Extension Speaker Socket
Passive Speaker 

Built in Lithium 
Rechargeable Battery

Speaker Stand Adapter

MA 505DB 
Portable Wireless PA System
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ITEM DESCRIPTION PRICE

CB MP ACT-58H Cardiod Condenser Dynamic Handheld Transmitter Microphone (LCD) $   249.00

CB MP MU-55-L Lavalier Microphone $     74.00

CB MP ACT-58T  Miniature Body Pack Transmitter LCD (Needed for Lavalier Microphone) $   249.00

CB MP SC-75 Carry Cover for the MA-708PA $   119.00

CB MP SC-80 Protective Cover with Side Pouch for MA-808PA $   129.00

CB MP MS-70 Tripod Speaker Stand (1-3/8” outside diameter) $     92.00

CB MP MRM-58 Plug-in UHF 16 Channel Diversity Single Receiver Module  $   259.00

CB MP MTM-92 Plug-in UHF 16-Channel Wireless Interlinking Transmitter Module for MA 708 and MA 707 ONLY $   369.00

CB MP 8CD 0036 CD/USB Player Module with Remote $   419.00

CB  MP  GPA-88 Carrying  Case  for  up  to  2 T ripod  Stands $      7 0.00

CB  MP  MB-70 Replacement  Battery  for  MA-707, MA-708  and  MA-808  Portable  Wireless  PA  System $      59.00

CB  MP  CMP-103 IPOD A ccessory  Cable $        9.99

ITEM DESCRIPTION PRICE

CB MP MA-708SB MA-708PA with Bluetooth, DPM3 USB/SD Player Recorder and Wireless Receiver 5.8 $1439.00

CB MP MA-808DB MA-808PA with Bluetooth, DPM3 USB/SD Player Recorder and two Wireless Receivers $2649.00

ADDITIONAL ACCESSORIES

Fixed Handle

Retractable Carry Handle

Transmitters Storage

CD Player (Optional)

Power Switch

Up to 4 Wireless Receivers 
(Optional)

Voice Priority Switch

Battery Meter

Stand Mount

Trolly Wheels

DC Input Jack

Battery holder

AC Switching 
Input Socket

Heat Sink

Tone Control & Volumes

RCA Line-in/Line-out Jacks

XLR & 1/4” Combo Jack

Echo Control

Extension Speaker Socket

MA-708 SB 
Portable Wireless PA System

190-watts of loud and clear sound via high effeciency 

MA-808 DB
Portable Wireless PA System w/dual receiver

267-watt peak powered up to 123dB SPL of loud and clear sound 
via Class-D and Class-AB amplifiers. Weighs only 45 lbs. - loaded

       Key Features
 Built in Bluetooth music player for wireless audio streaming
 Neodymium 8” woofer & 1” titanium compression driver
 Sturdy, 1-piece molded enclosure design with retractable handle and wheels for effortless transport concerns
 New Innovative “digital master volume control” feature enables volume loudness be manually or remotely controlled
 Up to 4 diversity UHF wireless receivers
 Industry's easiest and fastest channel set-up using MIPRO AutoScan and ACT technology
 Wireless Transmitting Interlink Option
 Connector powers an external passive extension speaker
 Built-in-Storage compartments for 2 transmitters
 Active limiter – keeps sounds clean when driven hard
 A voice priority feature that mutes the music when mic is used
 Echo effect control so singers sound fuller and richer
 A Smart 4-Segment battery meter for accurate battery reading and charging status
 XLR & 6.3mm (1/4”) microphone inputs with individual volume control
 Line-input for external audio playing
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