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DENOTED AS HB2 ON LAYOUT
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BULLNOSE KERB (20mm UPSTAND)

DENOTED AS BN1 ON LAYOUT
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FLUSH EDGING KERB

DENOTED AS FL1 ON LAYOUT
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ROUND TOP KERB

DENOTED AS RT1 ON LAYOUT
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800mm

300mm Topsoil

50mm depth clean aggregate drainage layer.

Tanalised Timber 2400/1200 x 200 x100

laid flat as shown.

SC Membrane GT or similar

to prevent rot and soil seep through

Concrete bed and haunch.

Soil 50mm below timber level

470mm high

RAISED PLANTER WITHIN SMALL RETAINING

STRUCTURE (CRAIGFOOT ALLOTMENTS)

300mm Subsoil

GK PM

GK PM

GK PM

SM AB

NOTES

1. ALL DIMENSIONS ARE IN METRES UNLESS STATED OTHERWISE.

2. THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH ALL OTHER

RELEVANT ENGINEERING DETAILS AND DRAWINGS.

3. ALL WORKS TO BE CARRIED OUT IN ACCORDANCE WITH SPECIFICATION

FOR HIGHWAY WORKS.

4. ANY DISCREPANCIES SHOULD BE REPORTED TO THE ENGINEER

IMMEDIATELY SO THAT CLARIFICATION CAN BE SOUGHT PRIOR TO THE

COMMENCEMENT OF WORKS.

5. THE CONTRACTOR IS TO KEEP A RECORD OF ANY VARIATIONS MADE

ON SITE SO THAT "AS-BUILT" DRAWINGS CAN BE PREPARED ON

COMPLETION OF THE PROJECT.

6. ANY VARIATIONS ARE TO BE AGREED WITH THE ENGINEER AND THE

RELEVANT APPROVALS IN PLACE PRIOR TO THE COMMENCEMENT OF

WORK.

7. ANY WORK CARRIED OUT PRIOR TO THE RELEVANT APPROVALS BEING

IN PLACE IS DONE SO AT THE CLIENT'S RISK.

8. TOPOGRAPHICAL SURVEY PRODUCED BY A THIRD PARTY. WSP CANNOT

BE HELD RESPONSIBLE FOR THE ACCURACY OF STATIONS AND

ASSOCIATED SURVEY WORKS.

9. FOR EXISTING CONSTRAINTS AND UTILITIES PLEASE REFER TO

DRAWING 2724-WSP-UT-001.
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