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SECTION 302
EXTERIOR PROPERTY AREAS

302.1 Sanitation.
All exterior property and premises shall be maintained in a clean, safe and sanitary condition. The occupant shall keep that part of the exterior property which such occupant occupies or controls in a clean and sanitary condition.
 
302.7 Accessory structures.
All accessory structures, including detached garages, fences and walls, shall be maintained structurally sound and in good repair.
 
SECTION 304
EXTERIOR STRUCTURE
 
304.2 Protective treatment.
All exterior surfaces, including but not limited to, doors, door and window frames, cornices, porches, trim, balconies, decks and fences, shall be maintained in good condition. Exterior wood surfaces, other than decay-resistant woods, shall be protected from the elements and decay by painting or other protective covering or treatment. Peeling, flaking and chipped paint shall be eliminated and surfaces repainted. All siding and masonry joints, as well as those between the building envelope and the perimeter of windows, doors and skylights, shall be maintained weather resistant and water tight. All metal surfaces subject to rust or corrosion shall be coated to inhibit such rust and corrosion, and all surfaces with rust or corrosion shall be stabilized and coated to inhibit future rust and corrosion. 

[F] 304.3 Premises identification.
Buildings shall have approved address numbers placed in a position to be plainly legible and visible from the street or road fronting the property. These numbers shall contrast with their background. Address numbers shall be Arabic numerals or alphabet letters. Numbers shall be a minimum of 4 inches (102 mm) high with a minimum stroke width of 0.5 inch (12.7 mm). 

 304.4 Structural members.
All structural members shall be maintained free from deterioration , and shall be capable of safely supporting the imposed dead and live loads.
 
304.5 Foundation walls.
All foundation walls shall be maintained plumb and free from open cracks and breaks and shall be kept in such condition so as to prevent the entry of rodents and other pests.
 
304.6 Exterior walls.
All exterior walls shall be free from holes, breaks, and loose or rotting materials; and maintained weatherproof and properly surface coated where required to prevent deterioration.
 
304.7 Roofs and drainage.
The roof and flashing shall be sound, tight and not have defects that admit rain. Roof drainage shall be adequate to prevent dampness or deterioration in the walls or interior portion of the structure. Roof drains, gutters and downspouts shall be maintained in good repair and free from obstructions. Roof water shall not be discharged in a manner that creates a public nuisance.
 
304.8 Decorative features.
All cornices, belt courses, corbels, terra cotta trim, wall facings and similar decorative features shall be maintained in good repair with proper anchorage and in a safe condition.
 
304.9 Overhang extensions.
All overhang extensions including, but not limited to canopies, marquees, signs, metal awnings, fire escapes, standpipes and exhaust ducts shall be maintained in good repair and be properly anchored so as to be kept in a sound condition. When required, all exposed surfaces of metal or wood shall be protected from the elements and against decay or rust by periodic application of weather-coating materials, such as paint or similar surface treatment.
 
304.10 Stairways, decks, porches and balconies.
Every exterior stairway, deck, porch and balcony, and all appurtenances attached thereto, shall be maintained structurally sound, in good repair, with proper anchorage and capable of supporting the imposed loads.
 
304.11 Chimneys and towers.
All chimneys, cooling towers, smoke stacks, and similar appurtenances shall be maintained structurally safe and sound, and in good repair. All exposed surfaces of metal or wood shall be protected from the elements and against decay or rust by periodic application of weather-coating materials, such as paint or similar surface treatment.
 
304.12 Handrails and guards.
Every handrail and guard shall be firmly fastened and capable of supporting normally imposed loads and shall be maintained in good condition.
 
304.13 Window, skylight and door frames.
Every window, skylight, door and frame shall be kept in sound condition, good repair and weather tight.
 
304.13.1 Glazing.
All glazing materials shall be maintained free from cracks and holes.
All glazing in in hazardous locations must be tempered or otherwise protected. 
 
304.13.2 Openable windows.
Every window, other than a fixed window, shall be easily openable and capable of being held in position by window hardware.
  
304.15 Doors.
All exterior doors, door assemblies and hardware shall be maintained in good condition. Locks at all entrances to dwelling units and sleeping units shall tightly secure the door. Locks on means of egress doors shall be in accordance with Section 702.3.
 
304.16 Basement hatchways.
Every basement hatchway shall be maintained to prevent the entrance of rodents, rain and surface drainage water.
 
SECTION 305
INTERIOR STRUCTURE
  
305.2 Structural members.
All structural members shall be maintained structurally sound, and be capable of supporting the imposed loads.
 
305.3 Interior surfaces.
All interior surfaces, including windows and doors, shall be maintained in good, clean and sanitary condition. Peeling, chipping, flaking or abraded paint shall be repaired, removed or covered. Cracked or loose plaster, decayed wood and other defective surface conditions shall be corrected.
 
305.4 Stairs and walking surfaces.
Every stair, ramp, landing, balcony, porch, deck or other walking surface shall be maintained in sound condition and good repair.
 
305.5 Handrails and guards.
Every handrail and guard shall be firmly fastened and capable of supporting normally imposed loads and shall be maintained in good condition.
Handrails are required at all stairs with 4 or more risers and guardrails are requires at walking surfaces elevated 30 inches or more above grade.
 
305.6 Interior doors.
Every interior door shall fit reasonably well within its frame and shall be capable of being opened and closed by being properly and securely attached to jambs, headers or tracks as intended by the manufacturer of the attachment hardware.


SECTION 402
LIGHT
 
402.1 Habitable spaces.
All spaces shall be provided with natural or artificial light sufficient to permit the maintenance of sanitary conditions, and the safe occupancy of the space and utilization of the appliances, equipment and fixtures.
 
SECTION 403
VENTILATION
 
403.1 Habitable spaces.
Every habitable space shall have at least one openable window. 
  
403.2 Bathrooms and toilet rooms.
Every bathroom and toilet room shall comply with the ventilation requirements for habitable spaces as required by Section 403.1, except that a window shall not be required in such spaces equipped with a mechanical ventilation system. Air exhausted by a mechanical ventilation system from a bathroom or toilet room shall discharge to the outdoors and shall not be recirculated.
  
403.5 Clothes dryer exhaust.
Clothes dryer exhaust systems shall be independent of all other systems and shall be exhausted outside the structure in accordance with the manufacturer's instructions.
 
SECTION 404
OCCUPANCY LIMITATIONS
 
404.4.2 Access from bedrooms.
Bedrooms shall not constitute the only means of access to other bedrooms or habitable spaces and shall not serve as the only means of egress from other habitable spaces.
  
[P] SECTION 502
REQUIRED FACILITIES 
 
502.1 Dwelling units.
Every dwelling unit shall contain its own bathtub or shower, lavatory, water closet and kitchen sink which shall be maintained in a sanitary, safe working condition.  

503.4 Floor surface.
In other than dwelling units, every toilet room floor shall be maintained to be a smooth, hard, nonabsorbent surface to permit such floor to be easily kept in a clean and sanitary condition.

[P] SECTION 504
PLUMBING SYSTEMS AND FIXTURES 
 
504.1 General.
All plumbing fixtures shall be properly installed and maintained in working order, and shall be kept free from obstructions, leaks and defects and be capable of performing the function for which such plumbing fixtures are designed. All plumbing fixtures shall be maintained in a safe, sanitary and functional condition.
505.4 Water heating facilities.
Water heating facilities shall be properly installed, maintained and capable of providing an adequate amount of water to be drawn at every required sink, lavatory, bathtub, shower and laundry facility at a temperature of not less than 110°F (43°C). A gas-burning water heater shall not be located in any bathroom, toilet room, bedroom or other occupied room normally kept closed, unless adequate combustion air is provided. An approved combination temperature and pressure-relief valve and relief valve discharge pipe shall be properly installed and maintained on water heaters.
  
SECTION 602
HEATING FACILITIES
  
602.2 Residential occupancies.
Dwellings shall be provided with heating facilities capable of maintaining a room temperature of 68°F (20°C) in all habitable rooms, bathrooms and toilet rooms.  
  
SECTION 603
MECHANICAL EQUIPMENT
 
603.1 Mechanical appliances.
All mechanical appliances, fireplaces, solid fuel-burning appliances, cooking appliances and water heating appliances shall be properly installed and maintained in a safe working condition, and shall be capable of performing the intended function.
 
SECTION 604
ELECTRICAL FACILITIES
 
604.2 Service.
The size and usage of appliances and equipment shall serve as a basis for determining the need for additional facilities in accordance with NFPA 70. Dwelling units shall be served by a three-wire, 120/240 volt, single-phase electrical service having a rating of not less than 60 amperes.
 
604.3 Electrical system hazards.
Where it is found that the electrical system in a structure constitutes a hazard to the occupants or the structure by reason of inadequate service, improper fusing, insufficient receptacle and lighting outlets, improper wiring or installation, deterioration or damage, or for similar reasons, the code official shall require the defects to be corrected to eliminate the hazard.
 
SECTION 605
ELECTRICAL EQUIPMENT
  
605.2 Receptacles.
Every habitable space in a dwelling shall contain at least two separate and remote receptacle outlets. Every exterior receptacle, laundry area, bathroom, kitchen counter and basement shall have ground fault circuit interrupter protection.
 
605.3 Luminaires.
Every habitable space, hall, interior stairway and toilet room shall have at least one electric luminaire.

SECTION 607
DUCT SYSTEMS

607.1 General.
Duct systems shall be maintained free of defects or obstructions and shall be capable of performing the required function. 

[F] SECTION 702
MEANS OF EGRESS 
  
702.3 Locked doors.
All means of egress doors shall be readily openable from the side from which egress is to be made without the need for keys, special knowledge or effort, except where the door hardware conforms to that permitted by the International Building Code.
 
702.4 Emergency escape openings.
Required emergency escape openings shall be maintained in accordance with the code in effect at the time of construction, and the following. Required emergency escape and rescue openings shall be operational from the inside of the room without the use of keys or tools. Bars, grilles, grates or similar devices are permitted to be placed over emergency escape and rescue openings provided the minimum net clear opening size complies with the code that was in effect at the time of construction and such devices shall be releasable or removable from the inside without the use of a key, tool or force greater than that which is required for normal operation of the escape and rescue opening.

[F] SECTION 704
FIRE PROTECTION SYSTEMS 

704.1 General.
All systems, devices and equipment to detect a fire, actuate an alarm, or suppress or control a fire or any combination thereof shall be maintained in an operable condition at all times in accordance with the International Fire Code.

704.2 Smoke alarms.
Single- or multiple-station smoke alarms shall be installed and maintained in Group R occupancies, regardless of occupant load at all of the following locations:
1.	On the ceiling or wall outside of each separate sleeping area in the immediate vicinity of bedrooms.
2.	In each room used for sleeping purposes.
3.	In each story within a dwelling unit , including basements and cellars but not including crawl spaces and uninhabitable attics. In dwellings or dwelling units with split levels and without an intervening door between the adjacent levels, a smoke alarm installed on the upper level shall suffice for the adjacent lower level provided that the lower level is less than one full story below the upper level.
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