
T E C H N O T E S 

FASCIA FRONT /REAR REPAIRS AND REFINISHING 
SERVICE BULLETIN NO. ST-13-9/81 

The soft fascias of the DeLorean vehicle are made of polyurethane 
material which require special repair and refinishing methods. 

The following instructions contain the paint formula using R-M 
(Rinshed-Mason) products. Paint formulas of other suppliers may be 
available. 
REPAIRS: 
1. Distortions:

Fascias must be installed tension free. If necessary, the mounting
points/surfaces of the body or fascias must be reworked.

2. Heavy Damages:
Multiple or large tears, or torn out pieces, require the replacement
of the fascia.

3. Cracks, Tears, Scratches, Gouges:
a. CRACKS/TEARS- Can be repaired by bonding us 3M-8101

construction glue.
b. MINOR SCRATCHES/GOUGES- Involving the surface paint

coat only, can be repaired as follows: Using 400 paper (wet),
color sand until scratch is removed.
If necessary, to provide a good painting surface, spray and
sand the area using the color coat material. (See Refinishing.)

c. MAJOR SCRATCHES/GOUGES- Using coarse sandpaper, pre­
pare the area to be repaired. The area must also be free of
oil/grease. Build up material as necessary using 3M-8101 con­
struction glue. If a layered build up is required, allow approxi­
mately one hour between applications.
Wet sand the repaired area starting with 200 sandpaper and
then with 400-600 sandpaper to obtain a smooth surface.

If necessary, to provide a good painting surface, spray and 
sand the area using the color coat material. (See Refinishing.) 

REFINISHING: 
Depending on the size or location of the required area(s), either 

spot/area painting or complete repainting of the fascia may be neces­
sary. The following steps apply to either approach: 
1. Thoroughly remove all greases, dirt, wax, and other contaminants

from the area to be painted with RM 900 Precleano.
2. Wet sand with 400 paper. 
3. Repeat Step 1.

NOTE: Be sure to remove all hard water residue if water sanding is
used.

4. Apply Alpha-Cry! Lacquer color coat.
RM (RINSHED MASON) FORMULA
PNT - 90 - 100

AT - 141 - 253 
AT - 114 - 348 
AT - 116 - 428 

AT - 184 - 434 
AT - 122 - 440 
AT - 100 - 1000 
891 - See Label Directions 
(Flex Agent) 

5. Allow Alpha-Cry! color to dry a minimum of two hours (16 hours
for maximum gloss at 70-72° F.).
NOTE: A minimum of two hours is required before Step 6 is per­
formed.

6. For the high gloss finish, apply RM 893 2K Clear/ 894 2K Hardener
per label directions.

REVISED STEERING RACK ASSEMBLY 
To commonise RH & LH turning radii: 
IMPLICATION: Steering rack assembly 100345 has been fitted with an 
extended pinion and lockstop since VIN 17 48, and color coded yellow 
on the rack housing tube. 

This will be superceded by a new assembly 108754 of identical 
characteristics which uses a remachined rack bar to facilitate produc­
tion assembly, and is color coded green. 
SERVICE REPLACEMENT: 

The only rack assembly supplied for service use is 108754 (green 
coded) which is directly interchangeable with 100345 to either condition. 

DITZLER PAINT FORMULA FOR 
FRONT AND REAR FASCIA 
REFINISHING 
SERVICE BULLETIN NO. ST-04-2/82 

DELOREAN WORLD SUMMER 1990 

TECHNICAL DATA 
UP TO VIN 1748 VIN 1748 ONWARDS 

PART NUMBER 100345 100345 1108754 
COLOUR CODE - YELLOW I GREEN 
TURNS Lock-Lock 2.65 2.42 
TURNING CIRCLE LH 12.31 m ( 40'5") 12.31 m (40'5") CURBES RH 11.70m(38'5") 

WALLS LH 12.78m (41'11") 12.78m (41'11") RH 12.34m (40'6") 

Ditzler Automotive Finishes has made available the following paint 
code for front and rear fascia refinishing: 

Code: DAU33584 
Color: Silver Poly 
This is an alternative paint source to the one listed in Service Bulle­

tin ST-13-9/81. 
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