
fHi 
BULLETINS: SERVICE AND TECHNICAL 
PARTS, WARRANTY. ORGANIZATION. 

PJ. GRADY INC. (631)589-6224 (800)350-7429 FAX (631)589-6241 



• • 

? 

PJ . GRADY INC. (631)589-6224 (800)350-7429 FAX (631)589-6241 w 



• 

• 

• 

• 

• 

-

• 

r 
r 
-

i 

i 
r 

* 

BULLETINS: SERVICE AND TECHNICAL 

PARTS, WARRANTY, ORGANIZATION. 



TABLE OF CONTENTS 

SERVICE BULLETINS - ORGANIZATION 

Number Title 

SO-01-6/81 Service Information System 

SO-02-6/81 Pre-Delivery Inspection 

SO-03-6/81 Service Materials 

SO-04-6/81 DMC Labor Reimbursement Rate 

SO-05-7/81 Consumer Information 

SO-06-8/81 Showroom Information 

SO-07-8/81 Missing New Vehicle Materials 

SO-08-8/81 DMC Service/Vehicle Literature and Forms 

SO-09-10/81 De Lorean Special Tools 

SO-10-10/81 Service Materials 

SO-11-10/81 Service Assistance 

SO-12-11/81 Technical Report Form 

SO-13-12/81 Customer Emergency Assistance Cards 

SO-08-1/82 • DMC Sales, Service, and Parts Publications 
Re-issue 



DMC SERVICE PUBLICATIONS 

PUBLICATION 

BINDER, SERVICE PROCEDURES 

TECHNICAL SERVICE MANUAL 

BINDER, TECHNICAL SERVICE MANUAL 

PART NO. PACK OTY 

P2108201 1 

P2201300 1 
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Bulletin SG-08-1/82 
Attachment - Page 1 

DMC SERVICE PUBLICATIONS 

PUBLICATION 

LABOR RATE APPLICATION - OPTION A 

LABOR RATE APPLICATION - OPTION B 

SERVICE TRANSACTION (GENERAL) 

WARRANTY PARTS TAG 

WARRANTY SHIPPING LABELS 

PRE-DELIVERY CERTIFICATE 

VALET, OWNER'S MANUAL 

OWNER'S MANUAL '81 

CONSUMER INFORMATION 

MAINTENANCE SCHEDULE RECORD 

OWNER CHANGE OF ADDRESS CARD 

WARRANTY STATEMENT VEHICLE '81 

WARRANTY STATEMENT TIRES 

NATIONAL DEALER LISTING 

WARRANTY STATEMENT RADIO (CRAIG) 

WARRANTY EXTENSION VOUCHER 

DEALER/DEMO TRADE CARD 

TECHNICAL INFORMATION MANUAL 

SUGGESTED REPAIR TIMES MANUAL 

BINDER, SUGGESTED WARRANTY REPAIR 

BINDER, SERVICE BULLETIN 

SERVICE PROCEDURES MANUAL 

PART NO. 

P2104001 

P2104002 

P2104003 

P2104006 

P2104007 

P2104008 

P2105010 

P2105011 

P2105012 

P2105013 

P2105014 

P2105015 

P2105016 

P2105017 

P2105018 

P2105020 

. P2105021 

P2106050 

P2106100 

TIMES P2106101 

P2106500 

P210S200 

PACK OTY. 

1 

1 

25 

50 

50 

1* 

1* 

1* 

1* 

1* 

1* 

1* 

1* 

1* 

1* 

1 

1 

1 

1 

1 

1 

1 

"One copy included with each vehicle shipped to dealer 
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Attachment: - Pace 2 

DMC PARTS PUBLICATIONS 

r 

PUBLICATION 

PARTS ORDER FORM 

RETURN/CREDIT FORM 

FARTS ENVELOPE 

PARTS IDENTIFICATION MANUAL 

3INDER, PARTS IDENTIFICATION 

PARTS &. ACCESSORIES PRICING GUIDE • 

BINDER, PARTS & ACCESSORIES PRICING 

BINDER, PARTS BULLETIN 

PART NO. 

P1104001 

P1104002 

P1104003 

P1105010 

P1105011 

P1105020 

P1105021 

P1106030 

PACK OTY. 

25 

25 

25 

I 

1 

1 

1 

L 
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DMC SALES PUBLICATIONS 

PUBLICATION 

PROMOTIONAL MATERIAL ORDER FORM 

PHOTOGRAPH 16 X 20 

BLACK & WHITE PHOTOS 8 X 10 

BROCHURE (LARGE) 

MINIBROCKURE 

POSTER 

BANNER 

FACTS BOOK 

AD KIT 

P6106001 

P6106002 

P6106002 

P610600£ 

P6106005 

P6106010 

P6106022 

P6106030 

P6106100 

—— ^ . ^* : : 

1 

1 

1 

100 

250 

i 

1 

10 

1 
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SERVICE 

FORMS /LITERATURE/MANUALS 

F O R M S 

LABOR RATE.APPLICATIONS - OPTION A 

LA5CR RATE APPLICATIONS - OPTION 3 

SERVICE TRANSACTION (GENERAL) 

SERVICE TRANSACTION (TECHNICAL REPORT) 

WARRANTY PARTS TAG 

WARRANTY SHIPPING LABELS 

?DI/DEALER CERTIFICATE FORM 

F-200001 

F-200002 

F-200003 

F-200005 

F-200006 

F-200007 

F-200008 

PACK QTY 

1 

1 

1 

1 

50 

50 

1 

V E H I C R A U ?• 

MAINTENANCE SCHEDULE/RECORD 

WARRANTY STATEMENT VEHICLE 

WARRANTY STATEMENT TIRES 

WARRANTY STATEMENT RADIO 

OWNER'S MANUAL 

CONSUMER INFORMATION 

OWNER'S MANUAL VALET 

OWNER CHANGE OF ADDRESS CARD 

NATIONAL DMC DEALER LIST 

M A N U A L S 

SUGGESTED WARRANTY REPAIR TIMES MANUAL 

SERVICE PROCEDURE MANUAL 

3INDER - SERVICE BULLETINS 

BINDER - SUGGESTED WARRANTY REPAIR TIMES MANUAL 

BINDER - SERVICE PROCEDURES MANUAL 

F-200009 

P-200001 

P-200009 

P-200010 

P-200011 

P-200012 

*- W W W J. W 

F-200010 

P-.200017 

*P-200007 

*P-200008 

*P-200014 

*P-200015 

•P-200016 

r 
ORDER THE ABOVE THROUGH PARTS DEPARTMENT 

"PLEASE DO NOT ORDER ADDITIONAL LITERATURE UNTIL INITIAL SHIPMENT IS RECEIVED. 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 0 1 - 1 / 8 2 
y 

CATEGORY: ORGANIZATIONAL 

ATTENTION: ALL DEALERS/SERVICE MANAGERS 

SUBJECT: SERVICE BULLETINS 

Attached please find four Table of Contents for the 
four Service Bulletin categories: Organization, 
Technical,. Warranty, and Safety Campaign. 

Please refer to your Service Bulletin binder and 
check to ensure that you have received all of the 
bulletins listed on the respective Table of Contents. 
If you do not have a complete package, please contact 
Judy Haines in the National Training Office to order 
the bulletins that you are missing. 

You may then place each Table of Contents at the 
beginning of each category for your easy reference. 
They will be updated periodically for your convenience, 

Doyle J. Potter 
National Service/Training 

Parts Manager 

DJP:mtc 

Attachments 

/wft V Issued 1/14/82 



DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: S O - 0 1 - 6 / 8 1 

CATEGORY: ORGANIZATION 

ATTENTION: DEALER/SERVICE MANAGER 

SUBJECT: - SERVICE INFORMATION SYSTEM 

In order to fill the information needs of DMC dealers, De Lorean Motor 
Company will employ the following system for dissemination of service 
information that equally applies to all dealers. 

BULLETIN CATEGORIES 

Service Organisation 

Service Technical 

Service Warranty 

IDENTIFICATION 

SO - No. - Mo./Year 

ST - No. - Mo./Year 

SW - No. -- Mo./Year 

COLOR 

Tan 

Yellow 

Blue 

SO-ORGANIZATION: 

ST-TECHNICAL i 

SW-WARRANTY: 

FILING: 

Contains general administrative items as they apply 
to service. 

Contains items of technical nature. 

"Contains warranty or service transaction matters. 

Each category is filed in a standard three ring binder 
(3-4") with twelve dividers (one for each month). 

y 

1 

Lutz Teuerabendt 
Technical Service Manager 

ISSUED 6/18/81 

1 
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DE LOREAN MOTOR CARS OF AMERICA 
Diviuon oi De Lorean Motor Company 

SERVICE BULLETIN 
NUMBER S O - 0 2 - 2 / 8 2 

y 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS /SERVICE MANAGERS 

SUBJECT: PRE-DELIVERY CERTIFICATES 

Effective February 3, 1982, the Pre-Delivery Certificate, 
-Part #P2104008, will be included in the Owner's Valet 
packet located in the glove corapartinent of each De Lorean 
shipped to the dealer. 

Please inform all personnel concerned. 

Doyle J. Potter 
National Service/Parts 

Training Manager 

DJP:je 

V. 
ISSUED 2/8/82 

_ J 



DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: S O - 0 2 - 6 / 8 1 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

REFERENCE: PREDELIVERY INSPECTION 
DEALER CERTIFICATE, OWNER'S ACCEPTANCE CERTIFICATE 

Enclosed please find a DMC Predelivery Form. This form is a three 
part form consisting of: 

Top Page -Work Shop Copy 
Pink Copy -Dealer Copy 
White Copy —Customer Copy 

DMC Dealers must perform a predelivery inspection on all DMC vehicles 
prior to retail delivery or use. 

The DMC predelivery inspection form outlines the required operations 
and also serves as the: "Dealer Certificate" and "Owner's Acceptance 
Certificate" (pink and white copy only). 

DEALER CERTIFICATE 
The delivering dealer's name and address must be entered in the space 
provided in the "Dealer Certificate" prior to delivery. 

OWNER'S ACCEPTANCE CERTIFICATE 
After the vehicle owner's inspection, the vehicle owner should sign in 
the space provided (pink and white copy). 

Vehicle owners are to receive the white copy for their records. 

For reimbursement, see Bulletin SW-01-6/81 

Sincerely, 

Technical Service Manager 

ISSUED 6/18/81 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: S O - 0 3 - 6 / 8 1 
^/ 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

REFERENCE: SERVICE MATERIALS 

jflsm] 

During the week of June 22nd under separate cover the following 
initial DMC Service Department materials will be mailed to DMC 
Dealers. 

FORMS 

#F-200003 
#F-200005 
#F-200008 
#F-200007 
SF-200006 

VEHICLE LIT! 

#P-200001 

#F-200009 
#P-200009 
#F-200010 
#P-200011 

30 
10 
10 
50 
50 

IRATUi 

1 

1 
1 
2 
1 

Service Transaction Form - (General) 
Service Transaction Form - (Technical Report) 
Pre-Delivery Forms 
Warranty Shipping Labels 
Warranty Parts Tag 

(Sample: For Information) 

Warranty Statement Vehicles/Emission 1981 
(includes battery warranty information) 
Maintenance Schedule/Record 
Tire Warranty Statement 
Change of Owner/Address Card 
Owner's Manual (will be forwarded at a later date) 

These items are for dealer service department use and should be 
maintained in the service department reference file. 

Additional forms/literature may be ordered through the parts 
department. 

(CONTINUED) 

P J 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 
NUMBER: S O - 0 3 - 6 / 8 1 

MANUALS 

Service Procedures Manual: (Contains procedures and policies for 
transportation damage, warranty, claims, etc.). This manual is 
currently in the printing process and will be available in approx­
imately four weeks. 

Suggested Warranty Repair Times Manual; (Contains labor operations 
and time allowances and coding for components and failures) • This 
manual is still in process with a final print version expected to 
be available in September/October of 1981. An interim version of 
this manual will precede the final version and will be available 
in approximately four weeks. 

Technical Service Manual: (Contains repair procedures). This manual 
is still in process with an anticipated issuance in sections, starting 
August 1981. 

Sincerely, 

' \ 

.uutz Feuerabendt 
Technical Service Manager 

r*i 

f" "'< 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: S O - 0 4 - 6 / 8 1 

pWf 

p.^1 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: DMC LABOR REIMBURSEMENT RATE 

Enclosed please find the return copy of your dealership's "Application 

for Labor Reimbursement Rate" with the approved rate and it's effective 

date shown in the lower part of the form. 

Please update your records and inform all personnel concerned accordingly. 

-utz Feuerabendt 
Technical Service Manager 

p f l 

fv-Wj 

ISSUED 6 / 1 8 / 8 1 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: S O - 0 5 - 7 / 8 1 J 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS 

SUBJECT: CONSUMER INFORMATION (."-; :i1 

Enclosed with this bulletin is a supply of 1981 De Lorean Consumer 
Information folders. These folders must be placed on display along 
with De Lorean vehicles and also be made available, upon request, 
to prospective De Lorean owners. 

New owners should be given this folder upon delivery, and existing 
owners should be given the folder at the earliest opportunity. 

Please inform all personnel concerned. 

Sincerely, 

*L~utz Feuerabendt 
Technical Service Manager 

Enclosures 

$tja 

ISSUED 7/01/81 



r 

DE LOREAN MOTOR COMPANY 
V. 

SERVICE BULLETIN 

NUMBER S O - 0 7 - 8 / 8 1 

r 
CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: MISSING NEW VEHICLE MATERIALS 

De Lorean vehicles are shipped to DMC dealers with the following 
materials. 

QUANTITY 

1 
1 
1 
1 
1 
1 
1 
1 
i_ 

1 
1 
1 
1 

MATERIAL 

OWNER'S MANUAL VALET 
OWNER'S MANUAL 
WARRANTY FOLDER - VEHICLE/EMISSION/BATTERY 
WARRANTY FOLDER - TIRES 
WARRANTY FOLDER - SOUND SYSTEM 
OWNER CHANGE OF ADDRESS CARD 
CONSUMER INFORMATION FOLDER 
MAINTENANCE SCHEDULE/RECORD FOLDER 
JACK, HANDLE, & BAG 
LICENSE PLATE BRACKET FRONT 
SPARE TIRE 
SPARE KEYS 
NATIONAL DMC DEALER LIST AS OF 9/1/81 
VEHICLE SHIPMENTS. 

p̂  
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Missing items must be recorded and signed for by the delivery truck 
driver during vehicle receiving inspections. 

To obtain replacement for the missing items DMC dealers must order 
such items through the regular parts ordering procedures. For 
ordering numbers of literature items, please refer to Service 
Bulletin SO-08-8/81. 

Reimbursement for missing items signed for by the delivery truck 
driver may be claimed via the DMC service transaction under 
Transportation Damage. 

Effective with this bulletin, DMC can no longer accept any requests 
for missing items via phone or letter. 

Please inform all personnel concerned. 

Sincerely, 

T̂utz Feuerabendt 
Technical Service Manager 

LF:dg 

V^ ISSUED: 8 / 2 6 / 8 1 



DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 0 8 - 1 / 8 2 
V J 

Revised to replace 8/22/81 release. 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS/PARTS MANAGERS 

SUBJECT: DMC SALES, SERVICE, AND PARTS PUBLICATIONS 

Attached please find an updated list of the current sales, 
service, and parts literature. 

Effective immediately, orders for sales, service, and 
parts literature are to be placed separately from regular 
parts orders. 

Orders may be phoned or mailed to the attention of the 
National Service/Parts Training Office. When mailing 
your order, please use Parts Order forms and mark 
"Publication" in order type (other) column. 
When ordering by phone, use the number (714) 549-4772'. 

&zz 
Doyle J. Potter 
National Service/Parts 

Training Manager 
DE LOREAN MOTOR COMPANY 

DJP:psg 

Attachment(s) 

REISSUED 1/11/82 J 



DE LOREAN MOTOR COMPANY 

PARTS BULLETIN 

NUMBER SPECIAL-8/81 

> 

rm*) 

p*H 

pm 

CATEGORY; SPECIAL BULLETIN 

ATTENTION: PARTS MANAGER 

SUBJECT: INITIAL DEALER PARTS KIT 

Certain items in the Initial Dealer Parts Kit "A" require corrective 
action as detailed below: 

1. Part number 102462 is incorrectly labeled as the "Oil Pressure 
Sensor". Part in kit with above number is the "Oil Pressure 
Sender" and should be renumbered to 102763. 

2. Part number 103245 "Throwout Bearing" should be renumbered 
to 109615 and returned to DMC, Irvine for credit. Correct 
"Throwout Bearing" 103245 is in stock and can be ordered as 
a replacement. 

3. 

5. 

6. 

Part number 100407 "Balljoint Lower" should be returned to 
DMC, Irvine for credit and part number 105707 should be 
ordered as a replacement. 

Part number 103000 "Gasket, End Cover" was represented as 
a quantity of one (1), but was skin packed in a quantity of 
ten (10). Part 103000 is now repriced at a unit price of 
$0.58 each Dealer Net and $0.96 each Suggested List and 
sold in multiples of ten (10) to a skin pack. 

Part number 103001 "Gasket, Clutch Case" was delivered 
as one (1) gasket in dealer kit. Part 103001 is now 
repriced at $0.93 each Dealer Net and $1.55 each Suggested 
List and sold in multiples of ten (10) to a skin pack. 

Part number 103500 "Gasket Kit A/t" was skin packed two 
(2) gasket kits in one skin pack. We apologize for this 
error. This is now corrected and a skin pack will include 
one (1) gasket kit. 

(over) 

Issued 8/10/81 



7. Part numbers 102249 and 102256 "Rocker Cover Gaskets LH 
and RH" are priced $3.09 each and $3.28 each respectively 
but sold in multiples of five (5) to a skin pack. 

8. Part number 100545 "Windshield Washer Pump/Reservoir 
Assembly" was delivered with part number 106087 "Tray, 
Windshield Washer Reservoir" by mistake. Mark the "Tray" 
106087 and keep with our compliments. 

Please use a Request for Return and Credit Form and send 
together with above parts 103245 and 100407 when being 
returned for credit. Prior authorization in this case 
is not necessary. 

Sine 

Leif R/. Montin 
National Parts Manager 

LRM:cc 

0 1 
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Issued 8/10/81 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 0 8 - 8 / 8 1 
J 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: DMC SERVICE/VEHICLE LITERATURE AND FORMS 

Attached please find an updated list of the current service 
and vehicle literature. 

Please mark Service Bulletin ST-08-7/81 and its attachment 
"Superseded by SO-08-8/81." 

During the next few weeks all DMC dealers will receive 
automatically and free of charge the following: 

1 ?-200007 SUGGESTED WARRANTY REPAIR TIMES MANUAL 
1 P-200008 SERVICE PROCEDURE MANUAL 
1 P-200014 BINDER - SERVICE BULLETINS 
1 P-200015 BINDER - SUGGESTED WARRANTY REPAIR TIMES MANUAL 
1 P-200016 BINDER - SERVICE PROCEDURES MANUAL 

Please do not order any of the aforementioned items at this 
time. 

Sincerely, 

„utz Feuerabendt 
Technical Service Manager 

LF:dg 

attachment(s) 

ISSUED: 8/26/81 J 
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SERVICE BULLETIN r 

DE LOREAN MOTOR COMPANY NUMBER S O - 0 9 - 1 0 / 8 1 

V. 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS & SERVICE/PARTS MANAGERS 

SUBJECT: DE LOREAN SPECIAL TOOLS 

De Lorean Motor Company has contracted the exclusive services 
of Kent-Moore Tool Division to market and distribute all 
special tools and consumable items pertaining to tool use. 

Should you have any questions regarding tool purchases or 
delivery, please direct them to: 

Kent-Moore Tool Division 
29784 Little Mack 
Roseville, MI 48066 

Phone: 313/774-9500 

frrvT* 

Siacere ly , 

Lutz Feuerabendt 
Technical Service Manager 

LF: jh 

ISSUED 1 0 / 1 / 8 1 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 1 0 - 1 0 / 8 1 
J 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS 'SERVICE MANAGERS 

REFERENCE: SERVICE MATERIALS 

f '-T̂ F 

Enclosed with this bulletin is a copy of the following: 

Description Part No. 

Service Bulletin Binder P-200014 

Suggested Warranty Repair Tines Binder P-200015 

Suggested Warranty Repair Times Manual 

w/Index Dividers (Preliminary) P-200007 

Service Procedures Binder P-200016 

Service Procedures Manual 
w/Index Dividers P-200008 

These items are for dealer Service Department use and should be main­
tained in the Service Department reference file. 

Additional forms/literature may be ordered using the appropriate part 
numbers through the Parts Department. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

DJP:jh 

Enclosures 

f'7^\ 

ISSUED 10/1/81 



V. 
DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 1 1 - 1 0 / 8 1 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

REFERENCE: SERVICE ASSISTANCE 

IN THOSE INSTANCES WHERE DE LOREAN DEALERS REQUIRE TECHNICAL 
ASSISTANCE, warranty information, requests for training or 
other service related matters, THE APPROPRIATE DMC AREA 
OFFICE SHOULD BE CONTACTED. 

The DMC Area staff in addition to the Districr Managers 
assigned to dealer contacts in the Areas, includes TECHNICAL 
SPECIALISTS who are assigned to receive service related calls 
from dealers. Your inquiries are to be directed to the 
Technical Specialist in your Area Office. 

With this arrangement, it will NO LONGER BE NECESSARY FOR 
DEALERSHIP SERVICE PERSONNEL TO CONTACT THE NATIONAL SERVICE 
DEPARTMENT IN IRVINE, CALIFORNIA. 

The address and phone number of the respective Area Offices 
are shown on the reverse side. Please inform all personnel 
accordingly. 

Sincerely 

itz Feuerabendt 
Technical Service Manager 

LF:mc 

Issued 10/16/81 
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m Massachusetts 

(When Calling Ask for the Area Technical Specialist) 

Eastern Area 

De Lorean Motor Company 
685 Highway 202-206 N 
Bridgewater, NJ 08807 
(201) 231-0770 

Connecticut New Hampshire Rhode Island 
Delaware New Jersey Vermont 
Maine New York Virginia 
Maryland Pennsylvania West Virginia 

rm\ (When Calling Ask for the Area Technical Specialist) 

Southern Area 

De Lorean Motor Company 
8601 Dunwoody Place 
Suite 330 
Atlanta, GA 30338 
(404) 992-7758 (Temporary) 

Alabama Louisiana South Carolina 
Arkansas Mississippi Tennessee 
Florida North Carolina Texas (Except El Paso) 
Georgia Oklahoma 

(When Calling Ask for the Area Technical Specialist) 

Central Area 

De Lorean Motor Company 
2237 Elliott Avenue 
Troy, Michigan 48084 

P (313) 585-6396 

Illinois Michigan North Dakota 
Indiana Minnesota Ohio 
Iowa Missouri South Dakota 
Kansas Nebraska Wisconsin 
Kentucky 

p*j 

(When Calling Ask for the Area Technical Specialist) 

Western Area 

De Lorean Motor Company 
2055 S. E. Main Street 
Irvine, CA 92714 
(714) 549-4772 

Alaska Idaho Utah 
Arizona Montana Washington 
California Nevada Wyoming 
Colorado New Mexico Texas (El Paso Only) 
Hawaii Oregon 

SO-11-10/ 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 1 1 - 1 0 / 8 1 

f,,-'3 

Revised 11/9/81* 

CATEGORY: ORGANIZATION 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

REFERENCE: SERVICE ASSISTANCE 

IN THOSE INSTANCES WHERE DE LOREAN DEALERS REQUIRE TECHNICAL 
ASSISTANCE, warranty information, requests for training or other 
service related matters, THE APPROPRIATE DMC AREA OFFICE SHOULD 
BE CONTACTED. 

The DMC Area staff, in addition to the District Managers assigned 
to dealer contacts in the Areas, includes TECHNICAL SPECIALISTS • 
who are assigned to receive service related calls from dealers. 
Your inquiries are to be directed to the Technical Specialist 
in your Area Office. (See directory on reverse side of this 
bulletin.) 

With this arrangement, it will NO LONGER BE NECESSARY FOR 
DEALERSHIP SERVICE PERSONNEL TO CONTACT THE NATIONAL SERVICE 
DEPARTMENT IN IRVINE, CALIFORNIA. 

The address and phone number of the respective Area Offices are 
shown on the reverse side. Please inform all personnel accordingly. 

Feuerabendt 
Technical Service Manager 

LF:mc 

p.'!- | 

'Revised: The phone number of the Southern Area Office has been 
changed. 

Re-Issued 11/9/81 

v_ 
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(When C a l l i n g Ask for the Area Techn ica l S p e c i a l i s t ) 

Eas te rn Area 

De Lorean Motor Company 
685 Highway 202-206 N 
Bridgewater , NJ 08807 
(201) 231-0770 

Connect icut 
Delaware 
Maine 
Maryland 
Massachuset ts 

New Hampshire 
New Je r sey 
New York 
Pennsylvania 

Rhode I s l a n d 
Vermont 
V i r g i n i a 
West V i r g i n i a 

r 

ym\ 

(When Callina Ask for the Area Technical Specialist) 
— _ • • — *• — — 

Southern Area 
De Lorean Motor Company 
8601 Dunwoody Place 
Suite 330 
Atlanta, GA 30338 
(404) 993-7942 (as of November 2) 
1-800-241-3154 

Alabama Louisiana South Carolina 
Arkansas Mississippi Tennessee 
Florida North Carolina Texas (Except El Paso) 
Georgia Oklahoma 

(When Calling Ask for the Area Technical Specialist) 

Central Area 

De Lorean Motor Company 
2237 Elliott Avenue 
Troy, Michigan 48084 
(313) 585-6396 

pw\ 

WSJ 

Illinois 
Indiana 
Iowa 
Kansas 
Kentucky 

Michigan 
Minnesota 
Missouri 
Nebraska 

North Dakota 
Ohio 
South Dakota 
Wisconsin 

(When Calling Ask for the Area Technical Specialist) 

Western Area 

De Lorean Motor Company 
2055 S. E. Main Street 
Irvine, CA 92714 
(714) 549-4772 

Alaska 
Arizona 
California 
Colorado 
Hawaii 

Idaho 
Montana 
Nevada 
New Mexico 
Oregon 

Utah 
Washington 
Wyoming 
Texas (El Paso Only) 



DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 1 2 - 1 1 / 8 1 
y 

jir™n 

V. 

CATEGORY: ORGANIZATION 

'ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: TECHNICAL REPORT FORM 

The format for Technical Reporting as shown in the Service Procedures 
Manual, Section 4, Subsection 02, has been changed to a new form 
(see attached). 

Only the new form should be used for Technical Reporting, and the old 
form should be destroyed. The Order No. F-200005 remains the same. 

The Technical Report Form may not be used to transmit warranty claims 
or other types of service transactions. 

f?-";-') 

Please inform a>l personnel concerned. 

Lutz Feuerabendt 
Warranty Manager 

LF:mc 
Attachment 

fs-'"n 

Issued 11/24/81 
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niii TECHNICAL REPORT 

r 

REFERENCE 1 

OMC DEALER NO. 

VIN NO. 

DELIVERY DATE 

OOOUTft. REAOINO 

Owner Name 

S t r e e t A d d r e s s 

C i t y 

S t a t e 

Z i p Code 

DOCUMENT MAIN DATA 

A B ""•ro 

\ 

> 

NATURE OF COMPLAINTS/OBSERVATION: 

/* 

T r a n s a c t icfu Code 

T r a n s a c t i o n No. 

COMPONIT CODE 

LOCATION C O 0 I 

MALFUNCTION CODE 

SUPPLIER CODE 

I n s t a l l e d D a t e 

I n s t a l l e d H i l e s 

U n i t N o . 

Campa ign Code 

TRANSACT. DATA 

02 

1 

•\ 

J 

CAUSE: (CHECK ONE) PROBABLE ( ) EXACT ( \ 
L x p l a i n i n d e t a i l i f n e c e s s a r y w i t h s k e t c h / i l l i c i t <>s or s u b m i t p a r t s . 

J COMMENTS/RECOMMENDATION/REQUESTS: 

SIGNATURE 

£ DATE 

f 
FOB DMCNA USE ONLY r FOR DMC1. USi: ONLY 



DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S O - 1 3 - 1 2 / 8 1 J 

CATEGORY: ORGANIZATIONAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: CUSTOMER EMERGENCY ASSISTANCE CARDS 

Enclosed with this bulletin is a supply of De Lorean Customer 
Emergency Assistance Cards (see Figure 1). 

IX ICXlAM MOICJK CQWftNV 

Dear De Lorean Owner 

Effective immediately, Oe Lorean Motor Cars of America will 
oiler a new customer service - toll free 800 numbers mat will 
provide direct contact with a technically qualified service person 
24 hours a day, seven days a week. The numbers are 800-854-
3088 except California (California residents call 800-432* 
2282) and they are intended to help you in an emergency. 
Please direct your routine information inquiries and normal 
requests tor service and repairs to your local Oe Lorean dealer: 
If you are caught in an emergency situation, however, just dial 
the toll tree number. 

i 

The toll free numbers indicated on these cards are intended only 
for customer use and when a customer is encoutering an emergency 
situation. Dealership personnel should continue to communicate with, 
their respective Dmc Area Offices for assistance. 

The enclosed cards are being supplied to you for distribution to 
customers who have already taken delivery of their cars. In addition, 
we request a card be given to the customer or placed in the glove 
compartment upon delivery of every De Lorean vehicle. 

It is important to note that, effective immediately, a customer card 
will be included with the glove compartment information prior to 
shipment of vehicles from our Quality Assurance Centers to you. 
Therefore, checking the vehicle for this card during pre-delivery 
inspection will avoid duplication and provide our customer with 
vaj/dible information in the event of an emergency situation. 

>yl<r JU Potter 
National Training Manager 

DJP:ak 

Enclosure 
ISSUED 12/23/81 

*s 



DE LOREAN MOTOR COMPANY 

DMC PARTS BULLETIN 

June 19, 1981 

if^'l 

i , ^ 

1W\ 

rP^I 

PARTS ORDERING PROCEDURES 

Parts Order Office hours are: 
7:30 AM to 4:30 PM PST 

Telephone Numbers: 
(714) 966-1831 

Continental U.S. Wats Line: 
(800) 854-6087 

California Wats Line: 
(800) 432-3545 

O *>' 4-

Teleprinter TWX: 
910-595-2487 

ORDER TYPES 

; > A 

V. 

Stock Order: 
Frequency: Bimonthly 
Submit Via: Mail, TWX 
Shipping Time: Within 5 working days after receipt of order 

Emergency Order: 
Frequency: Daily 
Submit Via: Telephone, TWX 
Shipping Time: If received prior to 12:00 noon PST, shipped same day 

If received after 12:00 noon PST, shipped following day 

Backorders: 
Emergency backorders will be shipped immediately upon receipt. 
Non-emergency backorders will be shipped once per week or combined 
with next dealer order if available. 
If dealer wants backorders cancelled, a written request to that 
effect should be sent to DMC Parts Order Office. 

FREIGHT 

All orders are shipped FOB destination freight prepaid by DMC and 
charged back on invoice. 

Method of Shipment: Best possible, least expensive means of DMC 
choice unless specified by dealer. 

Payment Terms: Net 10th following month of invoice. 

2055 S.E. Main Street, Irvine, California 92714 (714) 549-4772 
*S 
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DE LOREAN MOTOR COMPANY 

^ _ 

June 2 9 , 1981 

TO: 

SUBJECT: 

ALL DE LOREAN DEALERS 

DEALER COLLATERAL MATERIAL 

We have now received all the collateral pieces to complc-*: 
the dealers initial inventory Lor our De Lorean Promotio- i 1 
Package. Every De Lorean dealer will be receiving the 
following items: 

ESTIMATED 
ITEM QUANTITY SHIPPING DATF 

July 2nd 

Shipped 

Shipped 

July 5th 

July 10th 

1) 
2) 

3) 

4) 
5) 

24 Page Catalogue 

Catalogue Saver 

Showroom Poster 

Window Banner 

Salesman's Information 
• Guide 

100 

250 

1 

1 
10 

6) Dealer Ad Kit July 15th 

Some of you have already received part of your collateral 
package and we know from your comments that you ire plensod 
As a matter of information, our 24 Page Catalogue has boon 
nominated for an award by the PRINTERS INSTITUTE OF AMERICA 
(PIA). 

For your added convenience this Promotional Package has bec 
automatically billed to your parts account in the amount ->-" 
$400. • Should you have any questions reaarding your ln.i.inl 
inventory of collateral material, pleaso feel fr~~ *'* ••<•••. 
our office. 

In the event you wish to increase your inventory of. col", i t-j 
materials, you may order same on our new order forms bo-, J 
to you next week. Please discard your present order fo.r. .=>. 

gards", 

'resident 
North American Operations 

2055 S.L Main Street. Irvine, California 92714 (714) 5444772 

i~vTi 

r--'\ 
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DELOREAN MOTOR COMPANY 

pw^ 

•f̂  

7̂ 1 
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n^ 

nfSj 

TO: DE LOREAN DEALERS 

ATTN: Parts Managers 

SUBJECT: Preliminary Service Parts Catalog Update 

Please add the 
parts catalog; 

Part No. 

following part listings to your preliminary 
Group No. 830. 

service 

SP10107 

SP10448 

SP10694 

100370 

100636 

100637 

100638 

100639 

100644 

100645 

100646. 

100647 

101742 

105047 

105721 

106115 

106717 

106718 

108322 

Description 

Screw, M4 

Screw, N8 

Screw, N8 

Louver, RR/Qtr RH 

F/Rubstrip, 

F/Rubstrip, 

R/Rubstrip, 

R/Rubstrip, 

F/Rubstrip, 

F/Rubstrip, 

R/Rubstrip, 

R/Rubstrip# 

F/Fdr RH 

F/Fdr LH 

F/Fdr RH 

F/Fdr LH 

R/Qtr RH 

R/Qtr LH 

R/Qtr RH 

R/Qtr LH 

Rubstrip Segment 

Leaf Screen 

Screen, Upr 

Screw Cover 

Screen End, 

Screen End, 

Spacer 

, Cowl 

Back Glass 

, M4 

B/Glass LH 

B/Glass RH 

Qty. 

3 

2 

5 

1 

1 

1 

1 

1 

1 

1 

1 

1 

4 

1 

1 

3 

1 

1 

1 

Remarks 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Not 111 

Parts Division 

DeLorean Motor Company 

^ 
•̂?n*j 

2055 S.E. Main Street, Irvine. California 92714 (714) 549-4772 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 
NUMBER: ST-01-6 /81 

^ 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: LUGGAGE COMPARTMENT COVER FINISHING MOLDINGS 
SERVICE ACTION SA 0001 

Under separate cover, DMC dealers will receive the above molding 
materials for certain De Lorean vehicles shipped to them. 

These moldings must be installed on the luggage compartment cover 
of all De Lorean vehicles not so equipped according to the 
instructions on the reverse side. 

Please inform all personnel accordingly. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

F 

r 

r 

(Over) 

ISSUED 6/24/81 



LUGGAGE COMPARTMENT COVER FINISHING MOLDINGS 

INSTALLATION 

1. Raise luggage compartment cover and cover fenders. 

2. Using a knife or other suitable tool, cut the supplied molding 
material as follows: 

A. Two (2) sections 44 inches long 
B. One (1) section 41 i inches long 
C. One (1) section Hi inches long 

NOTE: Cuts should be 90° square cut. 
while measuring. 

Do not stretch material 

Apply a thin bead of 3M clear Emblem Adhesive (3M Part No. 08061) 
into the groove of the cut section of molding material prior to 
installation. 

With adhesive applied, position the molding sections over the folded 
outer edge of the stainless steel panel and over the outer lip of 
the cover's plastic inner panel as indicated below in Figure 1. 

Sections A (44 in.) 
Section B (41i in.) 
Section C (Hi in.) 

FIGURE 1 \ 

i^sirwi 

& 

<f?*-\ 

f- Pi 

f!'^ 

1 

/V\\~\ 

r ^ H 

5. Remove fender covers and close compartment cover. 

CLAIM COMPLETION: Complete DMC Service Transaction form. 

LABOR: Operation Number FL 000 - 25 units (15 minutes) 

Not applicable - supplied no charge 

Enter 30 

Enter SA 0001 

PARTS: 

LINE B-l: 

I " " 1 

LINE B-12: 



DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: ST -02 -6 /81 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: DOOR KEY INSERTION 

I | 

r 

I 

In order to properly insert the door key into the door lock's key 
slot, the slide plate, covering the key slot, must first be pushed 
aside with the key. This is best done by placing the tip of the 
key at an angle into the "crescent-shaped" recess, sliding the 
cover plate aside with the tip of the key and then inserting 
the key (Figure 1). 

New vehicle owners should be informed of this technique when their 
vehicle is being delivered. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

ISSUED 6/25/81 



K. 
DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: S T - 0 3 - 7 / 8 1 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: STEERING RACK AND PINION ASSEMBLY-SERVICING 
'''•'"i 

In the event the steering rack and pinion assembly requires unit repair, 
other than toe-in adjustment, the steering rack and pinion assembly must 
be replaced as a unit. 

Please inform all personnel concerned. 

Sincerely, 

^ ^ £ 
Lutz Feuerabendt 
Technical Service Manager 

4 v.-} 

/T^ 

r*!S& 

I ISSUED 7 / 1 / 8 1 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER: ST-04-7 /81 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: FRONT LICENSE PLATE BRACKET INSTALLATION 

A front license place bracket is supplied with each new De Lorean vehicle 
(DMC Part #108025) for front license plate mounting. 

To install the bracket and mount the license plate proceed as follows:. 

1) Working on bench, drill "one i" hole into the supplied bracket as 
indicated in figure 1. (see reverse side) 

2) Align the middle of the supplied bracket with the center of the front 
facia (DMC logo in front grille can be used as a centering aide) with 
the top edge of the supplied bracket level with the top of the black 
bumper stripe of the facia. 

Caution: The front license plate bracket is to be fastened to the 
front facia with well-nuts, riv-nuts, moly-nuts or 
equivalent depending on local availability. Therefore, 
before drilling any holes into the facia/bumper determine 
hole size by considering available fasteners. 

3. Drill 3 holes of appropriate size into the front facia (using the 
supplied bracket as a templet) as shown in figure 1. (see reverse side) 

4. Insert nuts into facia according to the suppliers instructions. 

5. Position and secure the fastener for the lower center bracket mounting 
location. 

6. Insert the license plate into the lower clip of the mounting bracket. 
Align the upper license plate mounting holes with upper mounting 
holes of the bracket and install upper fasteners. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

ISSUED 7/1/81 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

N U M B E R : S T - 0 5 - 7 / 8 1 

r 
CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: RADIO FACE PLATE DISTORTION 

r 

Reports have been received that the center upper and lower 
edges of the radio face plate may distort. This distortion 
may occur in very hot climates. 

A repair solution is currently under development. We will 
inform you of this repair as soon as it becomes available. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

r 

ISSUED 7/9/81 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S T - 0 6 - 7 / 8 1 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: 1981 DE LOREAN WIRING DIAGRAM AND LEGEND 

Attached to this bulletin is a preliminary 1981 De Lorean 
Wiring Diagram along with it's symbol key and location legend. 

A larger scale,revised wiring diagram is in process and will 
be distributed upon it's completion. 

Please inform all personnel concerned. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

Attachments 

*^"\ 

ISSUED 7-16-81 



KEY NO. 

1. 
3. 
4. 
5. 
8. 

11. 
12. 
14. 

15. 

17. 
18. 
19. 
20. 
21. 
22. 
24. 
25. 
26. 
27. 

28. 
29. 

30. 
31. 
32. 
34. 
35. 

38. 
39. 
40. 
41. 

DESCRIPTION 

ALTERNATOR 
BATTERY 
IGNITION/START SWITCH 
STARTER MOTOR 
HEADLAMP 
FRONT D.I./SIDE LAMP LH 
FRONT D.I./SIDE LAMP RH 
INSTRUMENT PANEL 
ILLUMINATION LAMPS 

LICENSE PLATE 
ILLUMINATION LAMPS 
REAR LAMP UNIT LH 
REAR LAMP UNIT RH 
FRONT SIDE MARKER LAMP LH 
FRONT SIDE MARKER LAMP RH 
REAR SIDE MARKER LAMP LH 
REAR SIDE MARKER LAMP RH 
RHEOSTAT 
DIODE 
ENGINE COMPARTMENT LAMP . 
ENGINE COMPARTMENT LAMP 
SWITCH 

LUGGAGE COMPARTMENT LAMP 
LUGGAGE COMPARTMENT LAMP 
SWITCH 

FRONT INTERIOR LAMP 
REAR INTERIOR LAMP 
INTERIOR LAMP DELAY UNIT 
GLOVE COMPARTMENT LAMP 
GLOVE COMPARTMENT LAMP 
SWITCH 
RH DOOR LAMPS 
LH DOOR LAMPS 
RH DOOR SWITCH 
LH DOOR SWITCH 

LOCATION 

5A 
6A 
5.5C 
6B 
IE 
IF 
IF 

2.5D 

U 
1G 
1H 
1.5F 
1.5G 
1.5G 
1.51 
3E 
3.51 
2.51 

21 
2.51 

2.5J 
31 
4J 
41 
31 

31 
4.51 
5.51 
4.51 
6.51 

42. 
43. 
46. 
47. 
48. 

49. 

53. 

54. 
55. 
56. 
57. 
60. 
62. 
63. 
64. 
65. 
70. 
71. 

GEAR SELECTOR ILLUMINATION 6.5G 
CIGAR LIGHTER ILLUMINATION 61 
AIR CONDITIONING PANEL 
ILLUMINATION # 8.5G 
REAR DEFOGGER SWITCH 
ILLUMINATION 9E 

AIR CONDITIONING PANEL 
ILLUMINATION RELAY 8.5G 

RESISTOR 8G 
REAR DEFOGGER TIMER RELAY 8.51 
IGNITION RESISTOR 10G 
IN-LINE FUSE 6.51 
DI/HAZARD FLASHER UNIT 5H 
PARKBRAKE SWITCH 2E 
BRAKE FLUID LEVEL SWITCH 2E 
SEAT BELT SWITCH 6C 
INERTIA SWITCH 7.5D 
MAIN LIGHTING SWITCH 5G 
DI/DIP/HORN PUSH SWITCH 4.5H 

KEY NO. 

74. 
75. 
77. 
78. 
81. 
82. 
90. 

91. 
92. 
95. 
100. 
101. 
102. 
105. 
106. 
107. 
108. 
109. 
112. 
115. 
120. 

121. 

130. 

131. 
132. 
135. 
136. 
138. 
142. 
143. 
144. 
145. 
146. 
147. 
148. 
149. 

150. 

151. 

152. 

160. 
170. 
171. 
173. 
174. 
179. 
180. 
181. 
182. 

DESCRIPTION 

WASH/WIPE SWITCH 1 
POWER MIRROR SWITCH 
POWER WINDOW SWITCH LH 
POWER WINDOW SWITCH RH * . 
DOOR LOCK SWITCH LH 
DOOR LOCK SWITCH RH 
AIR CONDITIONING pODE 
SWITCH J 
LOW PRESSURE SWITCH 
FAN SPEED SWITCH j 
STOP LAMP SWITCH 
MAIN BEAM RELAY 
DTP BEAM RELAY 
AUXILIARY RELAY 

I ..4 

START INHIBIT RELKY 
MAIN FUEL RELAY 1 
HOT START RELAY | 
IDLESPEED RELAY | 
R.P.M. RELAY 
COOLING FAN RELAY] 

1 
1 
1 DOOR LOCK RELAY 

AIR CONDITIONING fAN 3RD 
SPEED RELAY 
AIR CONDITIONING FAN 4TH 
SPEED RELAY ( 
LAMBDA ELECTRONIC! 
UNIT ] 
LAMBDA PROBE 

I CONTROL 

i IGNITION CONTROL JUNIT 
DISTRIBUTOR ' 
COIL 1 
SCREENED CABLE 
FREQUENCY VALVE ' 
COLD START VALVE ' 
WARM UP REGULATOR 
DOOR LOCK THERMAL TRIP 
VACUUM SOLENOID 
THERMAL TIME CONTACT 
IDLESPEED REGULATOR 
THERMAL THROTTLE \ 
ENRICHMENT 
THROTTLE ENRICHMENT 
MICRO SWITCH 1 
IDLESPEED REGULATOR 
MICRO SWITCH . 
IDLESPEED REGULATOR 
MICRO SWITCH 
ENGINE DIAGNOSTIC PLUG 
AUTO TRANSMISSION UNIT 
KICK DOWN MICRO SWITCH 
MANUAL TRANSMISSION UNIT 
REVERSE LIGHT SWITCH 
FUEL PUMP 
FUEL TANK SENDER UNIT 
OIL WARNING LAMP SENDER 
OIL PRESSURE GAUGE SENDER 

LOCATION 

9G 
9.5F 
7.5E 
7.5F 
10H 
10.5H 

8.5H 
*.5H 
8.5H 
4.5H 
4.5G 
4G 
5.5D 
9D 
9.5D 
10.5D 
8.5C 
7.5D 
7.5F 
9J 

8.51 

8.51 

11A 
11C 
19C 
IOC 
11A 
10.5B 
8A 
7.SB 
8J 
7.5C 
6.5A 
8.5A 

10B 

9.5B 

8B 

8B 
10.5A 
4.5A 
6.5B 
4.5A 
4A 
8.5E. 
3.5E 
4E 
3.5E 

CEY NO. 

190. 
191. 
192. 
193. 
194. 
200. 

201. 

202. 
205. 
215. 
216. 
217. 
230. 
231. 
232. 
234. 
236. 
239. 
242. 
243. 
246. 
249. 
250. 
252. 
255. 
270. 
271. 
272. 
273. 
275. 

DESCRIPTION 

FAN FAIL MODULE 
FAN FAIL TELLTALE 
COOLING FAN THERMAL TRIP 
COOLING FAN MOTOR 
AIR CONDITIONING 
COMPRESSOR 
AIR CONDITIONING FAN 
MOTOR 
FAN SPEED THERMAL TRIP 
JUMP START POST 
WIPER MOTOR 
WINDSHIELD WASHER PUMP 
INTERMITTENT WIPE CONTROL 
HORNS 
REAR DEFOGGER 
MIRROR HEATER (IF FITTED) 
WINDOW LIFT MOTOR 
DIGITAL CLOCK 
RADIO 
DOOR LOCK SOLENOID 
DOOR LOCK TELLTALE 
BUZZER LOGIC BOX 
MIRROR LH 
MIRROR RH 
CIGAR LIGHTER 
FUSEBOX 
TACHOMETER 
SPEEDOMETER 
VOLTMETER 
OIL PRESSURE GAUGE 
TEMPERATURE GAUGE 

LOCATION 

9.5F 
10F 
8.5F 
11F 

10H 

9.51 
81 
5.5A 
10.5G 
10G 
9.5G 
3F 
9E 
10.5D 
8.5E 
71 
71 
111 
8H 
7C 
H E 
11F 
61 
5.5E 
3C 
2.5C 
2C 
3.5C 
2C 

COLOR CODE 

B BLACK 
G GREEN 
K PINK 
LG LIGHT GREEN 
N BROWN 
O ORANGE 

P PURPLE 
R RED 
S SLATE 
D BLUE 
W WHITE 
T YELLOW 

• P C B CONNECTOR - 16 WAY 
• P C B CONNECTOR - 12 WAY 

+ SPLICE 

— CONNECTOR 

SYMBOL KEY AND LOCATION LEDc 

I J HL—_. JL -̂—, 
if 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S T - 0 7 - 7 / 8 1 

pr^ti 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: FRINGE AREA RADIO RECEPTION 
SERVICE ACTION SA 0002 

In certain geographical areas such as valleys, high buildings, 
distances from stations, etc., radio reception of selected stations 
may be impeded. To improve radio reception in such areas, an 
outside, fender-mounted antenna (DMC Part #A5000001) may be 
installed by following the attached instructions. 

To those De Lorean owners who live or travel in these areas, the 
above antenna and its installation may be offered free of charge. 

For reimbursement instructions, refer to the attachments. 

NOTE: The antenna installation should not be performed without 
the De Lorean owner's permission. 

Please inform all personnel concerned. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

Attachments 

ISSUED 7/21/81 



/fra 

v. 
DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S T - 0 8 - 7 / 8 1 
^^ 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: DMC FORMS AND VEHICLE LITERATURE 

Attached to this bulletin is a list of the various Service Department 
forms and vehicle literature along with their order numbers and 
package quantities. This list also indicates their avaxlablity 
status. 

These materials may be ordered via the DMC Parts Order Forms. 

The Suggested Warranty Repair Time Manual (No. P-200007) and the 
Service Procedures Manual (No. P-200008) are not available at this 
time. However, these publications will automatically be shipped 
to all DMC dealerships as soon as they become available. Therefore, 
please do not order these publications at this time. 

Please inform all personnel concerned. 

Sincerely, 

/#» 

Lutz Feuerabendt 
Technical Service Manager 

Attachment 

ISSUED 7-23-81 



SERVICE FORMS AND VEHICLE LITERATURE 

pM 

LABOR RATE APPLICATIONS, OPTION A 

LABOR RATE APPLICATIONS, OPTION B 

SERVICE TRANSACTIONS (GENERAL) 

SERVICE TRANSACTIONS (TECHNICAL REPORT) 

WARRANTY PARTS TAG 

WARRANTY SHIPPING LABELS 

MAINTENANCE SCHEDULE/RECORD 

OWNER-CHANGE OF ADDRESS CARD 

WARRANTY STATEMENT VEHICLE 81 

WARRANTY STATEMENT VEHICLE 82 

WARRANTY STATEMENT VEHICLE 83 

WARRANTY STATEMENT VEHICLE 84 

WARRANTY STATEMENT VEHICLE 85 

WARRANTY' STATEMENT VEHICLE 86 

SUGGESTED WARRANTY REPAIR TIMES MANUAL 

SERVICE PROCEDURE MANUAL 

WARRANTY STATEMENT TIRES 

WARRANTY STATEMENT RADIO 

OWNERS MANUAL 

CONSUMER INFORMATION 

OWNER'S MANUAL VALET 

BINDER - SERVICE BULLETINS 

BINDER - SUGGESTED WARRANTY REPAIR TIMES MANUAL 

BINDER - SERVICE PROCEDURES MANUAL 

F-200001 

F-200002 

F-200003 

F-200005 

F-200006 

F-200007 

F-200009 

F-200010 

P-200001 

P-200002 

P-200003 

P-200004 

P-200005 

P-200006 

P-200007 

P-200008 

P-200009 

P-200010 

P-200011 

P-200012 

P-200013 

P-200014 

P-200015 

P-200016 

PACK QTY 

1 

1 

1 

50 

50 

1 

1 

1 

Avail. 8: 

Avail. 81 

Avail. 8* 

Avail. 8! 

Avail. 86 

Avail. 8/ 

Avail. 8/ 

1 

1 

1 

1 

1 

Avail. 8/ 

Avail. 8/ 

Avail. 8/ 
jfjffi 

ORDER THE ABOVE THROUGH PARTS DEPARTMENT 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER ST-09-7/81 

M*rf) 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: TORQUE SPECIFICATIONS 

Attached to this bulletin is the listing of torque specifi­
cations for the indicated fasteners along with the fasteners 
thread size. These torque specifications should not be exceeded. 

Please inform all personnel concerned. 

Sincerely, 

«*^Lutz Feuerabendt 
Technical Service Manager 

Attachment(s) 

fm®) 

ISSUED 7-27-81 



IMPORT; UJT 

DESCRIPTION 

CHASSIS: 

1 of 3 

1981 De Lorean Torque Specifications 

NOTE: TORQUE SPECIFICATIONS SHOULD NOT BE EXCEEDED. 

THREAD SIZE NM 

Fuel tank cover plate 

Fuel tank front 

Horn bracket attachment 

Radiator mounting 
brackei: to frame 

Horn to bracket 

Radiator stay bracket 
to frame 

M8 x 13 

M6 x 10 

M6 x 10 

M8 x 13 

M6 x 10 

M6 x 10 

22 

11 

11 

22 

11 

11 

FT. LB. 

16 

8 

8 

16 

8 

8 

REAR SUSPENSION: 

Trailing arm bush 
attachment 

Lower link both 
ends 

Upper link both 
ends 

Trailing arm hub 
to carrier 

Outer drive shaft 
to hub 

Trailing arm to 
pivot bush 

Shaft to inner and 
outer drive shafts 

Parking brake cable 
bracket to hub carrier 

Caliper 

Flex brake pipe 
attachment 

Wheels 

- hub carrier 

M8 X 

l/2„ 

l/2„ 

M12 

M22 

M12 

M10 

M6 x 

7/16 

3 /8' 

M12 

13 

x 19 

x 19 

x 19 

x 32 

x 19 

x 17 

10 

" X 16 

x 15 

x 19 

22 

80 

80 

75 

370 

75 

40 

7 

55 

16 

80 

16 

60 

60 

55 

270 

55 

30 

5.5 

40 

12 

60 
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DESCRIPTION 

TRANSMISSION AND FINAL DRIVE: 

Drain and fill 
plugs 

Mounts 

TRANSMISSION SHIFT LINKAGE: 

Auto and manual relay 
pivot bolts 

FRONT SUSPENSION; 

Caliper to mounting 
bracket 

Dust shield 

Front disc to hub 
(w/Loctite 601) 

Stub axle to steering 
knuckle 

Hub bearing to stub 
shaft 

Upper control arm 
pivot bolt 

Lower control arm 
pivot bolt 

Shock absorber 
(upper) 

Shock absorber 
(lower) 

Stabilizer bar -
lower control arm 

Stabilizer bar pivot 
(on chassis) 

Flex brake pipe 
attachment 

Upper ball joint to 
steering knuckle 

Lower ball joint to 
steering knuckle 

THREAD SIZE NM FT. LB. 

M10 x 17 

M8 x 13 
M10 x 17 

M8 x 17 

M22 X 

M22 X 

v a-» 

1/2"„ 

3V« 

l ' 2 « . 

M12 x 

H10 X 

M10 X 

7/16» 

32 

32 

19 

19 

14 

: 19 

19 

17 

15 

x 16 

20 

25 
36 

22 

7/ 
'l6M x 19 

M8 x 13 

M8 x 13 

75 

28 

28 

1 / 2" x 19 

220 

190 

80 

80 

28 

80 

75 

36 

16 

60 

60 

15 

18 
26 

16 

55 

20 

20 

165 

145 

60 

60 

20 

60 

55 

26 
t • 

12 

45 

45 



DESCRIPTION THREAD SIZE NM FT. LB-

ENGINE: I 

Engine Mounts M8 x 13 25 18 

A/C compressor ! 
bracket to engine M7 x 13 16 12 

Heat shields to , 
exhaust crossover M6 x 10 11 8 

Exhaust crossover "1 
pipe to manifold M10 x 17 40 30 \ 

'W Bolt Catalyst « 
to muffler M8 x 13 15 11 

Muffler support M8 x 13 22 16 
bracket on engine M10 x 17 30 22 ^ 

•) 
Muffler rubber 
mounts M6 x 10 11 8 m 

BRAKE LINES: 

ii m « T" connections M6 x 10 11 8 

to frame M8 x 13 22 16 

Flex pipe to frame M10 x 15 16 12 

Line union through 

frame M10 x 15 16 12 
RADIATOR: 

Fan cowl to radiator M6 x 8 
M6 x 10 

STEERING UNITS; 

Lower column to universal 
joint to rack pinion and M8 x 13 22 16 
letter column 

Tie rod to steering 
knuckle " 16" x 14 36 26 

Tie rod lock nut M12 x 19 65 48 

7 / 1 6 " x 14 

M12 X 19 

MS X 13 

36 

6 5 

15 
Steering rack assembly 
to frame MS x 13 15 11 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S T - 1 0 - 8 / 8 1 
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CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: DOOR LATCH AND LOCK SETTING PROCEDURES, 

Attached to this bulletin, are the door latch-lock setting 
procedures. 

Please inform all personnel concerned. 

Sincere 

Lutz Feuerabendt 
Technical Service Manager 

LF:dg 

attachment(s) 



DOOR LATCH CONTROLS SETTING PROCEDURE 

F^l 

1. Lower the power window. 

2. Working though the window opening, pry loose the upper trim panel retaining 
clips. 

3. Open door and remove upper trim panel. 

4. Remove screws securing the lower trim panel mounting bracket (upper edge) to 
the door assembly. 

5. Pry loose the retaining clips securing the lower edge of the trim panel. 

6. Pull trim panel away from the door to gain access to the door pull handle 
mounting bracket. Using a long Phillips screwdriver, remove two (2) screws 
securing the door pull handle to its mounting bracket. Remove the lower 
trim panel. 

7. when working on the left door, remove the power mirror switch. When working 
on the right door, remove the close-out plate. 

8. Remove two screws securing the pull handle mounting bracket. 

9. Loosen the lock nut on the exterior handle's latch control cable. Turn the 
cable adjuster to gain enough slack to remove the cable ball from the bell-
crank assembly. Disconnect cable from bellcrank assembly. *w 

10. Working in the lower door area (below armrest support), disconnect the 
interior handle latch control link from the interior handle connection. _ 

11. Disconnect the rear latch release link from the latch release bellcrank 
assembly. 

12. With the front release link connected, there should now be free play in the 
latch release bellcranJc assembly. 

13. Rotate the latch release bellcrank assembly (pulling the front latch release 
link rearward) to remove the free play in the front latch release link. 
Note: Rotate the bellcrank only enough to remove the free play. DO NOT 
place any pre-load on the front latch assembly. "̂  

14. While holding the latch release bellcrank assembly in this position (Step 13), 
pull the rear latch release link forward to remove the free play and connect 
the link to the latch release bellcrank assembly. If the free play cannot ] 
be removed or a pre-load condition exists, adjust the rear latch release 
link only enough to remove the free play. DO NOT place any pre-load on the 
link connections. "̂  

15. Reconnect the interior handle's latch control link. This link is not 
adjustable; therefore, a slight degree of free play or pre-load is acceptable. _. 
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16. Reconnect the exterior handle's latch control cable to the bellcrank assembly. 
Turn the cable adjuster only enough to remove the slack in the cable. 
Note: Adjust this cable only enough to remove the slack in the cable. DO 
NOT place any pre-load on the cable bellcrank connection. 

17. Check both the interior and exterior handles for proper latch release 
operation. This can be with the door open by: 

a. Manually close both door latches. 
b. With pressure applied to one latch (with screwdriver of similar tool) 

slowly open the exterior release handle until the latch is released 
and while holding the exterior release handle in the exact position 
where latch was released, the other latch should release. 

c. Repeat the above check starting with the opposite latch. 
d. Repeat the above check, using the interior release handle. 
e. Open both latches before closing door. 

18. Position and secure pull handle mounting bracket to the pull handle assembly. 

19. Position pull handle assembly into the lower trim panel. 

20. Position lower trim panel on the door and secure with two (2) pull handle 
mounting screws. 

21. Position and secure lower trim panel upper mounting bracket to door assembly. 

22. Position and secure lower trim panel with retaining clips. 

23. Position and secure upper trim panel. 

CABLE TO 
EXTERIOR 
HANDLE 

FRONT RELEASE LINK 

INTERIOR 
RELEASE 
HANDLE 

REAR RELEASE LINK 

LATCH RELEASE 
LINK BELLCRANK 
ASSY(UPPER) 

^INTERIOR HANDLE 
LATCH LINK 

DOOR LATCHING MECHANISM 



DOOR LOCK SETTING PROCEDURES 

1. Lower the power window. ! 

2. Working through the window opening, pry the upper trim panel retaining clips ^ 
loose. 

i 

3. Open door and remove upper trim panel. 

4. Remove screws securing the lower trim panel mounting bracket (upper edge) I 
to the door assembly. 

5. Pry ioose the retaining clips securing the lower edge of the trim panel. 

6. Pull trim panel away from the door to gain access to the door pull handle 
mounting bracket. Using a long Phillips screwdriver, remove two (2) screws "1 
securing the door pull handle to its mounting bracket- Remove the lower 
trim panel. 

7. When working on the left door, remove the power mirror switch. When working ] 
on the right door, remove the close-out plate. 

8. Remove two (2) screws securing the pull handle mounting bracket. ^ 
I 

9. Disconnect the exterior lock link, the rear lock link and the front lock 
link from the lock bellcrank assembly ^ 

1 

I 
10. Pivot the locking bellcrank assembly back and forth and check that the 

contact wiper arm on the bellcrank makes effective contact to the electrical 
contact points at each limit of travel. If not, adjust the position of the ***) 
door lock solenoid by loosening the solenoid's attaching screws. Retighten 
solenoid attaching screws. 

•'" i 

11. Rotate the lock bellcrank to the "unlock" position (solenoid plunger j 
retracted). 

12. Pull the front locking link rearward to remove the free play and connect to 
the bellcrank. Check that the switch's electrical contacts position has not i 
changed (Step 11). If necessary, adjust the "bend" in the front locking link 
to obtain no free play, no pre-load, and good electrical contact condition. mm 
Note: During this lock setting procedure, the door is open and, therefore, j 
the latches should be in the "unlock" position. 

13. Pull the rear locking link forward to remove any free play and adjust the 
rear locking link (if necessary) until it matches the established bellcrank 
position. Connect the rear locking link to bellcrank. 

14. With door lock key installed, pull the exterior lock link forward and connect 
the link to the bellcrank assembly. Adjust if necessary. 

Ir"f"f 
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Door Lock Setting Procedures -2-
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16. 
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17 

18 

19 

20 

21 

22 

23 

With the door open, manually close both the front and rear door latch 
assemblies. 

Move the interior locking control rocker to the lock position and then 
back to the unlock position. Check both the mechanical and electrical 
operation of the locking system. Repeat checking procedure for exterior 
door lock. 

With the system in the unlock position and the door open, return the latches 
to the released position. 

Position and secure pull handle mounting bracket to the pull handle assemdly. 

Position pull handle assembly into the lower trim panel. 

Position lower trim panel on the door and secure with two (2) pull handle 
mounting screws. 

Position and secure lower trim panel upper mounting bracket to door assessly 

Position and secure lower trim panel with retaining clips. 

Position and secure upper trim panel. 

EXTERIOR LOCK LINK. 

UNLOCK 

REAR LOCK LINK 

INTERIOR 
LOCKING PIVOT 
LEVEL 

PIVOT 
POINT 

UNLOCK 
CONTACT 

DOOR LOCKING MECHANISM 
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DE LOREAN MOTOR COMPANY NUMBER ST- 1 1 - 8 / 8 1 
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SERVICE BULLETIN 

(T^Ti 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALER/SERVICE MANAGERS 

SUBJECT: BRAKE DISC - FRONT/REAR 

For quality control reasons, front and rear brake discs should 
be replaced instead of machining and the defective disc(s) must 
be submitted together with the respective warranty claim(s). 

This procedure is in effect until superseded. 

Please inform all personnel concerned . 

Sincerely, 

—Eutz Feuerabendt 
Technical Service Manager 

LF:dg 

f??'\ 

\^ ISSUED 8/20/81 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S T - 1 2 - 9 / 8 1 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: UPDATE SERVICE BULLETIN ST-07-7/81 

Attached, please find a new attachment for the above bulletin. 

Please replace previous pages with the new ones. 

Sincerely, 

^ : 

Lutz Feuerabendt 
Technical Service Manager 

LF:dg 

attachment(s) 

ISSUED 9/2/81 
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FENDER MOUNTED ANTENNA 

INSTALLATION 

1. Raise luggage compartment cover. 

2. Using a hole saw, locate and drill a 1" diameter hole in the top 
of the right front fender approximately 4" from the rear of the 
fender, (See figure 1). 

•pm^ 

11 h.wflBj 

After cutting through the fender, continue to cut into the composite 
underbody approximately 1" deep as measured from the fender. (See 
inset - figure 2). 

MOUNTING BRACE 

SCAIANT 

FIGURE 2 

4. Using the hole saw, shave off the composite underbody away from the 
inboard 1/3 ridge of the hole cut in step 3 to obtain necessary 
clearance for antenna installation. (See figure 2). 

To properly seal this drilled hole, coat the inside of the drilled 
area with Dow-Corning Sealastic Sealant/Adhesive (Dow Part »732). 
Also see step 8. 



-2-

Working inside the vehicle and using a hole saw, drill a 1" hole in 
the triangular shaped recess area located above both the carpet and 
body seam of the right kick panel. (See figure 3). 

Notice: Care should be exercised when drilling to avoid damaging 
the front fender. 

fr-~\ 

Caution: This hole should be located far enough forward to avoid 
perforating the exposed door jam area. 

r^^i 

i-r"1 

BODY SEAM 

FIGURE 3 

6. Route the antenna's cable into the fender (as illustrated in figure 1) 
and towards the direction of the hole drilled in the right kick panel. 

Notice: Care should be exercised when routing the cable not to 
"trap" the cable under the antenna's mounting braces. 

7. Working inside the vehicle, guide the cable through the hole drilled 
in the kick panel area with an appropriate tool. Draw enough cable 
through the hole to eliminate excessive cable slack inside the fender 
area. 

8. Before positioning and securing the antenna assembly on the fender, 
completely fill the drilled antenna hole in the composite underbody 
with Dow-Corning Sealastic Sealant/Adhesive (Dow Part #732). (Obtain 
locally). 

fm 
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9. Position the antenna's mounting braces as illustrated in 
figure 1 and secure antenna as illustrated in figure 2. 

10. Working inside vehicle, route and secure cable to radio 
assembly. 

11. Unplug windshield antenna and plug fender-mounted antenna 
cable. 

12. Seal the hole in the kick panel area (with cable routed) 
with a standard 1" grommet. 

13. Test radio for AM and FM reception. 

14. Clean up vehicle as required. 

REIMBURSEMENT 

Complete and submit Service Transaction General Form with entries 

en: 

Line A. 3 through 16 (self explanatory) 

Line Bl Enter 30 
Line B2 See general instructions - Bulletin SW-01 
Line B12 Enter SA-0002 
Labor .5 time units = (30 min.) 

Parts w-200001 (Materials) = $1.70 (sealant/grommet) 

No entry is made for the antenna which is supplied 
free of charge. 

REV. 9/2/81 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S T - 1 3 - 9 / 8 1 

CATEGORY: TECHNICAL 

ATTENTION: DMC DEALERS/SERVICE MANAGERS 

SUBJECT: FACIA FRONT/REAR REPAIRS AND REFINISHING 

Attached please find the instructions for repairs and re-
finishing of the front or rear facias. 

The soft facias of the DE LOREAN vehicle are made of 
polyurethane material which require special repair and re-
finishing methods. 

The attached instructions contain the paint formula using 
R-M (Rinshed - Mason) products. Paint formulas of other 
suppliers will be made available as soon as we receive them. 

Please inform all personnel concerned accordingly. 

Sincerely, 

Lutz Feuerabendt 
Technical Service Manager 

LF:dg 

attachment 

ISSUED: 9/2/81 



BULLETIN ST-13-9/81-

PROCEDURES 

REPAIRS: *1 

1. Distortions: 

Facias must be installed tension free. If necessary, the mounting 
points/surfaces of the body or facias must be reworked. 

2. Heavy Damages: 

Multiple or large tears, or torn out pieces, require the replacement 
of the facia. m^ 

I 
3. Cracks, Tears, Scratches, Gouges: 

a. Cracks/Tears - Can be repaired by bonding using 3M-8101 ^ 
construction glue. 

b. Minor Scratches/Gouges - Involving the surface paint coat only, « 
can be repaired as follows: Using 400 paper (wet), color sand 
until scratch is removed. 

If necessary, to provide a good painting surface, spray and sand "* 
the area using the color coat material. (See Refinishing.) 

c. Major Scratches/Gouges - Using coarse sandpaper, prepare the m\ 
area to be repaired. The area must also be free of oil/grease. 
Build up material as necessary using 3M-8101 construction glue. 
If a layered build up is required, allow approximately one hour 
between applications. 

Wet sand the repaired area starting with 200 sandpaper and then 
with 400-600 sandpaper to obtain a smooth surface. ^ 

If necessary, to provide a good painting surface, spray and sand 
the area using the color coat material. (See Refinishing.) 

(Continued) 

fr"""| 
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PROCEDURES (Continued) 

REFINISHING: 

Depending on the size or location of the required area(s), either spot/area 
painting or complete repainting of the facia may be necessary. The following 
steps apply to either approach: 

1. Thoroughly remove all greases, dirt, wax, and other contaminants 
from the area to be painted with RM 900 Precleano. 

2. Wet sand with 400 paper. 

3. Repeat Step 1. 

NOTE: Be sure to remove all hard water residue if water sanding 
is used. 

4. Apply Alpha-Cry1 Lacquer color coat. 

RM (RINSHED MASON) FORMULA 

PNT - 90 - 100 

AT - 141 - 253 

AT - 114 - 348 

AT - 116 - 428 

AT - 184 - 434 

AT - 122 - 440 

AT - 100 - 1000 

891 - See Label Directions (Flex Agent) 

5. Allow Alpha-Cryl color to dry a minimum of two hours (16 hours for 
maximum gloss at 70-72° F.). 

NOTE: A minimum of two hours is required before Step 6 is performed. 

6. For the high gloss finish, apply RM 893 2K Clear / 894 2K Hardener 
per label directions. 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER S T - 1 4 - 9 / 8 1 

CATEGORY: TECHNICAL 

ATTRITION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: SERVICE ACTIONS 
SA-0004 - INSTRUCTIONS PAGE 1 
SA-0005 - " " 3 
SA-0006 - " 5 
SA-0O07 - " 9 

The above service actions have been initiated to enhance vehicle 
operation/appearance as follows: 

SA-0004 - To firm up the mounting of the instrument cluster housing. 

SA-0005 - To provide wear protection for the armrest extension end 
face. 

SA-0006 - To improve the closing of doors. 

SA-0007 - To improve the closing of the glove compartment cover. 

The aforementioned improvements are being made at our Quality 
Assurance Centers before shipments and they also will be incorporated 
in production vehicles in the near future. 

It is recommended that all vehicles not so equipped receive these 
modifications, and we ask you to modify all DMC vehicles sold by 
your dealership or that are in your area. 

Please review the attached instructions, determine your actual needs 
and order the necessary parts using the special order form (enclosed) 
indicating the applicable V.I.N.(s). 

The parts are supplied free of charge and reimbursement for installation 
labor is detailed in the instructions. 

Please inform all personnel concerned. 

Sincerely, 

,utz Feuerabendt 
Technical Service Manager 

LF:dg 
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SERVICE ACTION SA-0004 
INSTRUMENT CLUSTER HOUSING 

In instances where excessive movement of the instrument 
cluster housing is observed when operating the vehicle 
on rough roads, two (2) reinforcement brackets (Part #W-
300001) may be installed according to the procedures on 
the reverse side of this page. 
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BULLETIN ST-14-9/81 
Attachment - Page 2 
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PROCEDURES 

INSTALLATION: 

1. Working under the left side of the instrument panel, remove the four (4) 
nuts and washers securing the instrument cluster housing to the lower 
instrument panel cross car support. 

2. Position both reinforcement brackets (kit of 2 brackets - Part #W-300001) 
onto mounting studs in Figure A and secure with the washers and nuts 
removed in Step 1. 

COLUMN 

^WJ 

Figure A 

REIMBURSEMENT: 

Complete and submit Service Transaction General Form with entries on; 

Line A 3 through 16 (self-explanatory) 

Line Bl Enter 30 
Line B2 See General Instructions - Bulletin SW-01-6/81 

Line B-12 Enter SA-0004 

Labor: Operation #AT-000 Time: .2 

Parts: No entry. Supplied no charge. 
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SERVICE ACTION SA-0005 
PROTECTION CAP ARMREST EXTENSION 

When entering or exiting the vehicle, the occupant's i 
clothing may come into contact with the rear armrest 
extensions of the vehicle causing premature wear of 
the armrest extension covering. 

To prevent such wear, and with permission of the vehicle 
owner, protection caps may be installed according to the «^ 
procedures on the reverse side of this page. I 
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PROCEDURES 

INSTALLATION: 

1. Clean the face (contact area) of the armrest extension with solvent to 
remove any dirt or protective coatings applied since delivery. 

2. Remove the adhesive strip backing (green) from the protective cap. 

3. Position the protective cap (set - Part #W-300002) onto the face of the 
armrest extension and press firmly to assure proper adhesion. Do not 
attempt to remove the cap once it is placed. The adhesive requires 24 hrs. 
to completely cure. 

PROTECTION 
Cfcp 

f-«q 
REIMBURSEMENT; 

Complete and submit Service Transaction General Form with entries on: 

Line A 

Line Bl 
Line B2 
Line B12 

Labor: 

P . Ci: 

3 through 16 (self-explanatory) 

Enter 30 

See General Instructions - Bulletin SW-01-6/81 
Enter SA-0005 

Operation #AT-000 Time 

No entry. Supplied no charge. 

.1 
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SERVICE ACTION SA-0006 
DOOR LATCH GUIDES 

Door latch guides are available to facilitate the closing 
of the doors and to prevent jamming of the door latches 
during improper closing of the doors. For example, pushing 
at the ends of the doors and/or pushing sideways when 
closing may offset the approach alignment of the door 
latches to the striker pins leading to incomplete latching 
or damage to the latches and/or striker pins. 

In order to prevent the aforementioned difficulties, door 
latch guides are provided as a service installation. 

It is recommended that these guides be installed on all 
De Lorean vehicles not so equipped according to the following 
instructions. 

(WSj 

{^" ) 



rmnj 
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PROCEDURES 

pi 

GENERAL: 

Two kits of door latch guides are available 

WA W300003 - For vehicles up to VIN 1100 

WA W300004 - For vehicles from VIN 1100 

Each kit contains: 

1 - Guide left door front 
2 - Guide left door rear 
1 - Guide right door front 
1 - Guide right door rear 
10 - Oval head (Phillips) zinc plated screws 

(#12 x 1") 

f-'*! 

REIMBURSEMENT: 

Complete and submit Service Transaction General Form with entries on: 

Line A 3 through 16 (self-explanatory) 

Line Bl Enter 30 
Line B2 See General Instructions - Bulletin SW-01-6/81 

LineBl2 Enter SA-0006 

Labor: Operation #AT-000 Time: .5 

Parts: No entry. Supplied no charge. 
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PROCEDURES (Continued) 

INSTALLATION; 

1. Grind the outer edge of the striker pin as illustrated in Figure A inset. 
This grinding should be performed with a 60 grit, mandrel-mounted 
abrasive wheel with a concave end (1" wheel diameter/1" wheel thickness/ 
li" shank length/*" shank diameter - Snap-On #VWC-109 or equivalent). 

2. Adjust the striker pin as required to ensure pin is correctly positioned 
to properly be secured with the latch. 

p.-. -̂  

Position the appropriate door latch guide on the door as illustrated in 
Figure A. Using a center punch, mark the fastener locations by guiding 
the punch through the mounting holes in the positioned guide. 

0m 
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FIGURE A 
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PROCEDURES (Continued) 

INSTALLATION (Continued): 

4. Remove guide and drill fastener "starter1 

drill bit at the marked locations. 

5. 

6. 

holes using a 5/32" cobalt 

Apply Loctite "Stud N' Bearing Mount" fastener adhesive onto the 
underside of the screwheads before installation. 

Position and secure the door latch guide with the zinc plated, 
head screws (#12 x 1") supplied with the kit. 

oval 

8. 

Inspect the door latch (white plastic) and door guide contact/mating 
area for proper alignment. If this area does not properly align due 
to the door guide area extending out from the door latch, thus creating 
a "ledge", grind the door guide with a power grinder until a 1/32" 
positive guide alignment is achieved. Excessive grinding (less than 
a 1/32" positive guide alignment) must be avoided. Failure to achieve 
a proper fit could result in the striker pin catching on the door 
guide when the door is being opened, or damaging the door latch when 
the door is closed. (See Figure A.) 

Repeat the above procedure for the remaining three (3) door latch 
guides. 

IMPROTANT: In vehicles with VTN numbers 3000 and below there are 
potentially three (3) different configurations of door 
latch guide areas. We have tooled stainless steel 
guides for all three configurations. Generally, however, 
the VTN number designation by part number on page 6 of 
this bulletin will reflect the appropriate set of guides. 
The guides are designed to fit flush on all doors provided 
the appropriate guides are used. If the guides you 
receive do not fit flush, please contact our parts depot 
and we will send you the appropriate set of guides. 
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SERVICE ACTION SA-0007 
GLOVE COMPARTMENT LATCH - REINFORCEMENT STRIP 

In instances where difficulties in closing the glove 
compartment cover are encountered, a reinforcement 
strip (Part #W-300005) may be installed according to 
the procedures on the reverse side of this page. 
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PROCEDURES 

INSTALLATION: 

1. Working under the glove compartment, remove the four upper and the two (2) 
lower passenger knee pad attaching nuts. Remove knee pad. 

2. Remove the two (2) glove compartment latch attaching screws. 

3. Position the reinforcement strip (Part #W-300005) as illustrated below 
and secure with the latch attaching screws. (NOTE: The outermost hole of 
this strip is not used.) Adjust the latch as necessary. 

4. Position and secure the passenger knee pad assembly. 

pr^i 

REIMBURSEMENT 

Complete and submit Service Transaction General Form with entries on; 

Line A 3 through 16 (self-explanatory) 

Line Bl 
Line B2 
Line B12 

Labor: 

Parts: 

Enter 30 
See General Instructions - Bulletin SW-01-6/81 
Enter SA-0007 

Operation #AT-000 Time: 

No entry. Supplied no charge. 
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2055 S.E. Main Street, 
Irvine, California 92714 
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DE LOREAN MOTOR COMPANY 

V. 

SERVICE BULLETIN 

NUMBER S T - 1 5 - 1 0 / 8 1 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: WIRING HARNESS CLIPS PART NO. 1067 31 

To improve wire harness routing/fastening, the five metal clips 
used to route the engine harness have been redesigned. 

Vehicles found in service with the earlier type clips should be 
reworked using the latest vinyl coated type clips. The latest 
clips were introduced intermediately in production from VIN 1201. 

r 
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LATEST 
VINYL 
COATED CLIP 

Continued. 
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Reimbursement 

Submit DMC Service Transaction (General) Using: 

Transaction Code: 20 (Warranty Claims) 
Component Code: 37006 
Labor Operation: AT000, Time .25 
Parts Number: W-200001, Quantity 1, $2.92 • (5 clips, #106731) 

Lutz Feuerabendt 
Technical Service Manager 
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DE LOREAN MOTOR COMPANY 

SERVICE BULLETIN 

NUMBER ST-16-10 /81 

CATEGORY: TECHNICAL 

ATTENTION: ALL DMC DEALERS/SERVICE MANAGERS 

SUBJECT: AUTOMATIC TRANSMISSION ADJUSTMENT AND CHECK PROCEDURES 

In the event an automatic transmission complaint arises regarding 
shifting and/or operating irregularities, perform the following 
sequence of checks and adjustments. 

Checking and Adding Automatic Transmission Fluid 

1. Ensure that the vehicle is parked on level ground' and the parking 
brake is applied. 

2. With the selector lever in the "P" Park position, start the 
engine and run until coolant fans operate. 

Note: A/C off. 

3. Check the fluid level with the transmission selector in the "P" 
Park position and the engine running at idle. The fluid level, 
on the dipstick, should be checked when condition has been met in 
Step 2 using hot mark on transmission dipstick. 

4. If additional fluid is necessary, add required amount through the 
automatic transmission dipstick tube to bring the level to the 
hot fill mark on the dipstick. 

Note: Use ATT containing Dextron II. Do not over fill. 

Throttle Adjustment 

1. With the engine off, have an assistant depress the accelerator 
pedal fully while observing the throttle plates. Make sure the 
plates open fully. Adjust throttle cable, if necessary. 

continued 
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Microswitch Adjustment 

1. Working in the engine compartment with the .ignition off, open the 
chrottle plates to the full throttle position. 

2. Loosen the microswitch attaching screws and position the switch 
so that it is activated in the full throttle position (See 
illustration). Tab B should contact and activate Switch A at full 
throttle. 

fh-y-:-\ 

3. Tighten the switch attaching screws. 

4. Disconnect wires at microswitch and, using an ohm meter, have an 
assistant depress the throttle to the floor and check to ensure 
that the microswitch is activated. •̂"'i 

MICRO SWITCH 
ADJUSTING SCREWS 
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Check Electrical Svstem Connectors 

1. Remove cover protecting coil and electrical connectors in right corner 
of engine compartment. 

"rf^S 2. Locate red electrical gang connector mounted on wall of engine 
comoartment. (FIG. A) 

TB$$ 3. The wiring harness is equipped with connectors for both the manual 
transmission (FIG. B) and the automatic transmission (FIG. C). 

4. Ensure that the connector applicable to automatic transmission vehicles 
(FIG. C) is plugged into the red connector (FIG. A) . 
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MANUAL TRANSMISSION 

FIG.- B 
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AUTOMATIC TRANSMISSION 
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Selector Linkage Adjustment 

1. Raise the vehicle on a hoist. 

2. Disconnect the gear selector tube "A" from its bellcrank lever 
connection "E". 

3. Lower the vehicle and place the selector lever in the "P" Park 
position. Ensure that the lever locking mechanism is fully seated 
and the lever is locked in position. 

4. Raise the vehicle and place the transmission in "Park" by thrusting 
the selector cable "B" completely forward. 

Note: Ensure that the transmission is in the "Park" position by 
holding one rear wheel stationary and attempt to rotate the 
other rear wheel. The parking pawl should drop into position 
and lock the wheel. 

pirjj 

'TO SELECTOR LEVER 

BELLCRANK LEVER 

TO TRANSMISSION 

5. 

6. 

Loosen locknut "C" and lengthen or shorten gear selector tube "A" by 
turning "D" until it will slip over its bellcrank lever connection HE" 
easily (without binding). 

Retighten the gear selector tube to its bellcrank lever connection "E" 
and retighten locknut "C". 

Pi ;J 

7. Lower the vehicle. 
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Governor Control Cable Adjustment 

1. With an assistant in the vehicle, raise it on a hoist. 

2. With the engine turned off, have the assistant depress the accelerator 
pedal to the floor (full throttle position). 

3. Loosen the cable locknut and adjust the cade sleeve stop "G" at the 
governor end to obtain clearance "J" between quadrant arm and the 
stop peg "E"/clearance should be: 0.3 - 0.5mm (.012 - 0.20 in.) 
(See illustration). 

r 

Note: If the cable cannot be adjusted properly at the governor 
end, the cable housing can be lengthened or shortened at 
the throttle linkage end. Repeat adjustment procedure 
after changing the housing position^ 

4. Tighten the locknut at HG". 

5. Lower the vehicle. 
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Transnission Fluid Pressure Check and Adjustment 

1. Operate vehicle until transmission reaches normal operating 
temperature (cooling fans cycling - A/C off). Check and adjust 
transmission fluid level. 

2. With an assistant in the vehicle, raise the vehicle securely positioned 
on a hoist allowing the rear wheels to turn freely. 

Caution: Stand clear of rear wheels. 

3. Connect the transmission pressure gauge J21867 to the main line 
pressure fitting located at the rear of the transmission below the 
fluid pump. (Figure 1) Caution: Fluid is hot. 

4. Disconnect the vacuum hose from the vacuum modulator. (Figure 2) 

5. Start the engine, place the transmission selector lever in "Drive", 
and run the engine up to 2,500 RPM at which point the transmission 
will have shifted into third gear. 

6. Read transmission fluid pressure; the pressure should be 8 Bar ±.2 
(113 PSI±3) when the transmission fluid temperature is at normal 
operating temperature. 

7. Adjust the fluid pressure by unlocking the retaining clip and 
rotating the vacuum modulator in its housing. (Figure B) 

Note: Turning the modulator clockwise will' increase the fluid 
pressure. One notch of movement will change the pressure 
approximately 0.1 Bar (1.5 PSI). 

8. Install the modulator retaining clip, refit the modulator vacuum hose, 
and remove the fluid pressure gauge. 

9. Lower the vehicle, check and adjust transmission fluid level. 
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