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GORILLA PUMP STATIONS

Further and Faster

Fighter Grinder Pump

A powerful grinder pump designed for heavy-duty wastewater applications, including
whole-of-house systems. Its brushless DC motor provides more torque than AC units,
with added benefits of lock rotor protection and constant speed under load.

Power 230V, 4.0 Amps

Motor 0.8HP, 600w
brushless DC

{ H ’
High starting torque. Constant grlnder type
speed brushless DC motor mOtOF

10 second run on timer to allow

chamber pump out

Liquid Temp. Range 0-40 Celsius

Available with or without float

switch

pH Range 6-8

Max Immersion Depth | 7m

Vertical discharge with
flange connection

Outlet Size 32mm
R A4 Materials Cast Iron (Pump
New design cutter mechanism cuts BOdy)
through T-shirts, cloths, gloves, wet
wipes, bandaged wrap, plastic bags & .o .
= Certification AS/NZS
Standards 60335.1:2020
7 AS/NZS
e S 60335.2.41:2013
‘,"';: ¥ 3 +Al
S : Automatic Operation |Via Float-Switch
Kitchen Cloth Wet Wipes T-Shirt Nitrile Gloves Replaceable cutter Replace every SiX
and plate months for

[ (Please quote pump wattage commercial use,
when ordering replacements) every two years

for domestic use.

2 Warranty Period Two Years

“ S Performance 120L/m @ 5m
110L/m @ 7m

| 100L/m @ 9m
10m Shutoff

www.gorillapumpstations.co.nz 021 745 335
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GORILLA PUMP STATIONS

Further and Faster

The Heavyweight Fighter

1HP Grinder Pump

A powerful Fighter’ for knock-out commercial wastewater performance, including in
whole-of-house systems. Its brushless DC motor provides more torque than AC units,
with added benefits of lock rotor protection and constant speed under load.

10 second run on timer to allow
chamber pump out

Vertical discharge with
flange connection

Cast Iron Support

K 0 7
Log ?‘A" S
oy
Kitchen Cloth Wet Wipes

High starting torque. Constant
speed brushless DC motor

switch

New design cutter mechanism cuts
through T-shirts, cloths, gloves, wet
wipes, bandaged wrap, plastic bags &
more.

Nitrile Gloves

@nl«‘x.

www.gorillapumpstations.co.nz

Power

230V, 4.0 Amps

Motor

1HP, 750w
brushless DC
‘grinder-type’
motor

Available with or without float

Liquid Temp. Range 0-40 Celsius

pH Range 6-8

Max Immersion Depth | 7m

Outlet Size 32mm

Materials Cast Iron (Pump
Body)

Certification AS/NZS

Standards 60335.1:2020
AS/NZS

60335.2.41:2013
+Al

Automatic Operation

Via Float-Switch

Replaceable Cutter
and plate

(Please quote pump wattage
when ordering replacements)

Replace every six
months for
commercial use,
every two years
for domestic use.

Warranty Period Two Years
Maximum Flow 195L/m
Maximum Head 17m
Performance 188L/m @3m

106L/m @15m

021 745 335




