
MORE THAN 40 YEARS OF EXCELLENT SERVICE



• FIRE RESISTANCE
• ACOUSTIC RESISTANCE
• MOISTURE RESISTANCE
• ANTI MILDEW AND ANTI FUNGAL

Wood Slat Panel



OVER ALL PANEL DIMENSIONS:  W5.875” X H9.18’ X D0.75"

SPECIFICATION:
Dimensions

Actual Product Length (in.): 108.00”
Actual Product Thickness (in.) 0.75”
Actual Product Width (in.): 5.875”
Coverage Area (sq. ft.): 4.4 sq ft
Nominal Product Length (in.): 108”
Nominal Product Thickness (in.): 0.75”
Nominal Product Width (in.): 5.875 in

Details

Chemical retention (lb./cu. ft.): 0
Color Family: Brown
Color/Finish: Walnut Wood
Finish Type: Finished
Lumber Wood Species: Cedar
Material: Wood
Pressure treatment chemical: Other
Product Weight (lb.): 10 lb
Profiles: Panel
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Installation:
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1. Measure the dimensions of the wall 2. Cut the panel into the proper 3. Fix the panels one by one, using
or ceiling to be installed. size.      tapping screws.

Accessories:

Clip



FashionQube™ Showroom & DLW Production Plant: 

2400 Rosemead Blvd., South El Monte, CA 91733 

(626) 570-8328 Kelvin(English) | (909) 763-9089 Michael(中⽂)

www.fashionqube.style

http://www.fashionqube.com
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