
PORTAFILL MT-5

The Portafill MT-5 is the tracked version of the  
popular MT-4 trommel. Ideal for screening soil,  

compost, wood, landfill waste, light rubble and a  
variety of other suitable material. The MT-5 has a 

tracked undercarriage and can easily move around site.



PORTAFILL MT-5

Transport Working

Width 2.4m (7’8”) Width 6.2m (20’5”)

Length 10.2m (33’9”) Length 13.3m (43’8”)

Height 3.4m (11’3”) Height 3.1m (10’5”)

Weight 14,300kgs

31,500lbs

All dimensions and weights are approximate. Subject to change without notice.

Features

•	 Quick change drum to screen  
different fractions

•	 Hydraulically folding wing and product 
conveyors for easy set up and tear down.

•	 Easy access to engine and hydraulics  
for servicing and maintenance

•	 Self-cleaning drum action

Portafill International Ltd, Dungannon Business Park,  
Killyliss Road, Dungannon, Co Tyrone, BT70 1RP
T: 44 (0)28 8772 3505 | reception@portafill.com | www.portafill.com

Hydraulic Tipping Grid
Feed Width 4082mm (13’5”)
Feed Height 3169mm (10’4”)
Hopper Capacity 4 cubic meters (5 cu yards)

Trommel Drum
4200mm (13’9”) x 1500mm (4’11”)
Variable Speed

Fines Conveyors
750mm (30”) Wide
Discharge Height 3239mm (10’7”)

Engine
Deutz D2011 L04i  
(EU Stage IIIA, EPA Tier 3)
Deutz TCD2.2 L3  
(EU Stage V, EPA Tier 4)

Oversize Conveyor
1000mm (40”) Wide
Discharge Height  
3168mm (10’5”) 
Adjustable Angle




