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SCALE: 1/4"=1’-0"
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STRUCTURAL DECKING (TYPICAL)

EXPOSED PRE-ENGINEERED TRUSS
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W/ GRAVEL BED IN FILTER FABRIC

FLUID-APPLIED FOUNDATION

WATERPROOFING MEMBRABE

HARDI-BOARD SHEATHING  w/ 1x2

BATTENS @ 16" O.C. OVER BUILDING
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STONE VENEER AND CAP

PROVIDE CONTINUOUS THRU-WALL FLASHING

w/ WEEPS ABOVE FLASHING @ 24" O.C. MAX.

PREFINISHED STANDING-SEAM

METAL ROOFING OVER ICE &
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EXPOSED 2x6 RAFTER TAILS
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SCHEDULED WINDOW

PAINTED WINDOW SILL

2" PREFINISHED METAL DRIP EDGE
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METAL FLASHING

METAL FLASHING
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CUSTOM FIXED WINDOW
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SCHEDULED WINDOW

LINE OF SERVICE BAR (BEHIND)
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 1/2 " GYPSUM BOARD (PAINTED)

FLASHING & SEALANT JOINT

TYPICAL WALL SECTION
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BEARING HT. (Springline)
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CUSTOM FIXED WINDOW

EXPOSED PRE-ENGINEERED TRUSS

BACKBAR SHELVING (DISCUSS W/ OWNER)

PENDANT LIGHT (SELECTION BY OWNER)

STEEL BAR-JOISTS
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WOOD MANTLE ABOVE STONE VENEER

FIREPLACE (FIREBOX INSERT)

CAST-IN-PLACE CONCRETE
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FOUNDATION (SEE STRUCTURAL)

4" DIAM. PERFORATED DRAIN PIPE

W/ GRAVEL BED IN FILTER FABRIC

PROVIDE CONTINUOUS THRU-WALL FLASHING

w/ WEEPS ABOVE FLASHING @ 24" O.C. MAX.

4" STONE VENEER AND CAP
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2
’
-
0

"

1
2
’-

0
"

2
’
-
4

"

HARDI-BOARD SHEATHING  w/ 1x2

BATTENS @ 16" O.C. (SEE ELEVATIONS)

FIN. FLR. (MAIN LEVEL)

+0’-0"  (+1095.5)

AIR / MOISTURE BARRIER OVER  3/4 "

EXTERIOR PLYWOOD SHEATHING

R-19 WALL INSULATION

LINE OF BACKBAR CABINETRY

2" PREFINISHED METAL DRIP EDGE

2 x 6 EXTERIOR WALL FRAMING (TYP)

AIR / MOISTURE BARRIER OVER  3/4 "
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HARDI-BOARD SHEATHING w/ 1x2
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2 x WOOD SUB-FASCIA (PAINTED)

EXPOSED TRUSS RAFTER TAILS (TYP.)

WOOD BLOCKING (AS REQUIRED)
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ICE & WATER SHIELD
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LINE OF FIREPLACE
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SCHEDULED WINDOW

PAINTED WINDOW SILL
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SCHEDULED WINDOW
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1/2" = 1’-0"
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 1/2 " GYPSUM BOARD (PAINTED)

FLASHING & SEALANT JOINT

TYPICAL WALL SECTION

1/2" = 1’-0"
2

BEARING HT. (Springline)

+10’-0"  (+1105.5)

FIN. FLR. (MAIN LEVEL)

+0’-0"  (+1095.5)

FIN. FLR. (LOWER LEVEL)

-14’-4"  (+1081.17)

FIN. FLR. (LOWER LEVEL)

-14’-4"  (+1081.17)

TOP OF ROOF

+22’-1 1/4 "  (+1127.6)

GRAVEL DRAINAGE PAD

COMPACTED, ENGINEERED FILL

10 MIL (MIN.) VAPOR BARRIER

EXPOSED PRE-ENGINEERED TRUSS

STEEL BAR-JOISTS

(SEE STRUCTURAL)

CAST-IN-PLACE CONCRETE

SLAB, RETAINING WALLS AND

FOUNDATION (SEE STRUCTURAL)

4" DIAM. PERFORATED DRAIN PIPE

W/ GRAVEL BED IN FILTER FABRIC

PROVIDE CONTINUOUS THRU-WALL FLASHING

w/ WEEPS ABOVE FLASHING @ 24" O.C. MAX.

4" STONE VENEER AND CAP

STONE CAP
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HARDI-BOARD SHEATHING  w/ 1x2

BATTENS @ 16" O.C. (SEE ELEVATIONS)

FIN. FLR. (MAIN LEVEL)

+0’-0"  (+1095.5)

AIR / MOISTURE BARRIER OVER  3/4 "

EXTERIOR PLYWOOD SHEATHING

R-19 WALL INSULATION

2" PREFINISHED METAL DRIP EDGE

2 x 6 EXTERIOR WALL FRAMING (TYP)

AIR / MOISTURE BARRIER OVER  3/4 "

EXTERIOR PLYWOOD SHEATHING

HARDI-BOARD SHEATHING w/ 1x2

BATTENS @ 16" O.C. 

1 x 10 WOOD FASCIA (PAINTED)

2 x WOOD SUB-FASCIA (PAINTED)

WOOD BLOCKING (AS REQUIRED)

DBL. 2 x 6 TOP PLATE

2 x 6 T&G DECKING

R-38 RIGID ROOF INSULATION

 1/2 " NAILABLE ROOF SHEATHING

4" THICK ELEVATED CONCRETE

SLAB (SEE STRUCTURAL)

1 x 8 WOOD BASEBOARD (PAINTED)

ICE & WATER SHIELD

BEARING HT. (Springline)

+10’-0"  (+1105.5)

CAST-IN-PLACE CONCRETE

SLAB, RETAINING WALLS AND

FOUNDATION (SEE STRUCTURAL)

4" DIAM. PERFORATED DRAIN PIPE

W/ GRAVEL BED IN FILTER FABRIC

PROVIDE CONTINUOUS THRU-WALL FLASHING

w/ WEEPS ABOVE FLASHING @ 24" O.C. MAX.

STONE CAP

4" THICK ELEVATED CONCRETE

SLAB (SEE STRUCTURAL)

2 x 6 BASE PLATE (ANCHOR

TO RETAINING WALL)

PREFINISHED STANDING-SEAM

METAL ROOFING ASSEMBLY

SCHEDULED WINDOW

PAINTED WINDOW SILL

SEALANT JOINT

PREFINISHED STANDING-SEAM

METAL ROOFING ASSEMBLY

ICE & WATER SHIELD

 1/2 " NAILABLE ROOF SHEATHING

R-38 RIGID ROOF INSULATION

CONTINUOUS FLASHING / SEALANT JOINT

2 x 6 T&G DECKING

2" PREFINISHED METAL DRIP EDGE

DBL. 2 x 6 TOP PLATE

UNDERCOUNTER EQUIPMENT (SEE SCHEDULE)

WALL SECTION

& DETAILS

WALL SECTION / STAIR SECTION

WOOD HEADER (SEE STRUCTURAL)

HARDI-TRIM (PAINTED)

CUSTOM FIXED WINDOW (SEE ELEVATIONS)

PAINTED GYP.BOARD FIREPLACE "SHROUD"
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SCHEDULED WINDOW

WOOD MANTLE

STONE VENEER-CLAD FIREPLACE ENCLOSURE 

1’-4"

MASONRY HEARTH

FLUID-APPLIED WATER-PROOFING

APPLIED AT ALL SUB-GRADE LOCATIONS

(W.R. MEADOWS OR EQUAL)

1 x 8 WOOD BASE (PAINTED)

2 x 6 WOOD STUDS @ ALL WALLS

TALLER THAN 10’-0" (TYP.)

LINE OF SERVICE COUNTER (BEHIND)

LINE OF WINDOW (BEYOND)

SCHEDULED DOOR (AT STAIRWELL)

STEEL BAR JOISTS (SEE STRUCTURAL)

SEALANT JOINT

HARDI-TRIM (PAINTED)

2" PREFINISHED METAL RIDGE CAP

(MATCH ROOF FINISH)

CONTINUOUS METAL FLASHING

CAST-IN-PLACE

CONCRETE SLAB, BEYOND

(SEE STRUCTURAL)

15 TREADS @ 11" EACH
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2 x 6 BOTTOM PLATE

HARDI-BOARD SHEATHING  w/ 1x2

BATTENS @ 16" O.C. (SEE ELEVATIONS)

AIR / MOISTURE BARRIER OVER  3/4 "

EXTERIOR PLYWOOD SHEATHING

R-19 WALL INSULATION

2 x 6 BOTTOM PLATE (ANCHOR

TO RETAINING WALL)

 1/2 " GYPSUM BOARD (PAINTED)

2 x 6 EXTERIOR WALL FRAMING (TYP)

EXTERIOR WALL SCONCE

WINDOW SILL (PAINTED)

1 x 10 WOOD FASCIA (PAINTED)

2 x WOOD SUB-FASCIA (PAINTED)

2 x 6 T&G DECKING

HARDI-TRIM (PAINTED)

WOOD TRIM (PAINTED)

R-38 RIGID ROOF INSULATION

 1/2 " NAILABLE ROOF SHEATHING

ICE & WATER SHIELD

PREFINISHED STANDING-SEAM

METAL ROOFING ASSEMBLY

LINE OF VERANDA ROOF (BEYOND)

EXPOSED PRE-ENGINEERED TRUSS

4" STONE VENEER

2 x 6 WOOD RAILING CAP

2 x 4 WOOD HORIZONTAL

2 x 4 WOOD RAILING POST.

ANCHOR TO STRINGERS

w/  1/2 " DIAM. THRU-BOLTS

 3/4 " WOOD FLOORING

 3/4 " PLYWOOD SUBFLOOR

2 x 10 WOOD FLOORS JOISTS

2 x 12 WOOD STRINGERS @ 12" O.C. MAX.

4 x 4 WOOD CORNER POSTS AS

REQUIRED TO SUPPORT LANDING

GALV. METAL POST BASE (TYP).

(SIMPSON ABU44Z OR EQUAL)

GRAVEL DRAINAGE PAD

10 MIL (MIN.) VAPOR BARRIER
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RESTROOM

ACCESSORIES

A501

MOUNTING HEIGHTS

ACCESSORIES SCHEDULE
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17" - 25"

TOE

CLEARANCE

A. GRAB BARS

   1. (1) 36" FOR EACH RESTROOM

      MANUF: BRADLEY

      MODEL #: 8120-001360

   2. (1) 42" FOR EACH RESTROOM

      MANUF: BRADLEY

      MODEL #: 8120-001420

   NOTE: PROVIDE BLOCKING IN WALL

B. CHANGING TABLE

   1. (1) FOR EACH RESTROOM

      MANUF: FOUNDATIONS STAINLESS STEEL

      DIMENSIONS: 37.5"W x 21.75"H x 4"D (CLOSED), 

                        17.1875"D (OPEN)

      ASSEMBLED WEIGHT: 45 LBS.

    NOTE: PROVIDE BLOCKING IN WALL

  

D. PAPER TOWEL DISPENSER

   1. (1) FOR EACH RESTROOM

      MANUF: BRADLEY

      MODEL #: 244 RECESSED TOWEL DISPENSER

      DIMENSIONS: 14"W x 28"H x 4"D

      ROUGH OPENING: 12-1/2"W x 26-5/8"H x 4"D

    NOTE: PROVIDE BLOCKING IN WALL (AS REQ’D)

  

E. MIRRORS

   1. (1) FOR EACH RESTROOM

      MANUF: BRADLEY

      MODEL #: 740-1836 Fixed Tilt Mirror 

      DIMENSIONS: 18"x 36"

   NOTE: PROVIDE BLOCKING IN WALL (AS REQ’D)

C. TOILET TISSUE DSIPENSER

   1. (1) FOR EACH RESTROOM

      MANUF: BRADLEY

      MODEL #: 5922

        RECESSED COMBINATION UNIT

      DIMENSIONS: 17-1/8" W x 30-5/8" H x 4-1/2" D

      ROUGH OPENING: 15-3/8" x 28-7/8" H x 4-1/4" D

   NOTE: PROVIDE BLOCKING IN WALL (AS REQ’D)

PAPER TOWEL
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