
Alloys
Welded

Specification 
(ASME)

Seamless
Specification (ASME)

BWG Inches mm
C230, C260, C272, C330, C443 (Admiralty Brass) Various Various 10 0.134 3.403

C706, C715, C71640 SB-543 SB-111 11 0.120 3.048
C101, C107, C110, C120, C122 Various SB-75, SB-111 12 0.109 2.768

304/L, 309, 310, 316/L, 317/L, 321, 347 SA-249 SA-213 13 0.095 2.411
2205 (S31803), 2205 (S32205) SA-789 SA-790, SA-928 14 0.083 2.108
C276, 400, 600, 625, 800, 825 Various Various 15 0.072 1.829

Gr. 2, Gr. 5, Gr. 7, Gr. 9 SB-338 SB-338 16 0.065 1.651
409, 430, 439 SA-268 SA-268 17 0.058 1.473

1, 3, 6, 7, 8, 9, 11 SA-334 SA-334 18 0.049 1.244
Low carbon, Medium carbon, Ferritic alloys SA-178, SA-214 SA-179, SA-210, SA-335 19 0.042 1.067

20 0.035 0.889

21 0.032 0.813

22 0.028 0.711

Copper

Carbon Steel

We carry a large variety of stock tubing available to cut to length as per your requirements
Call us today and let us show you the competitive pricing and service you've been missing!

 2165 Morris Avenue - Suite 5, Union, NJ 07083     (908) 258-8015    Fax: (908) 258-8048

Brass

Low Temp Carbon

Nickel Alloys

Copper Nickel

Austenitic Stainless
Duplex Stainless Steel

Titanium
Ferritic Stainless

   Email us your inquiry

    Sales@verospecialtymetals.com

Tube & Pipe

U-Bent and Finned Tubing also available                     Tubing available in straight lengths and coils

Material Grades
Wall Thickness Chart


