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Replacement Brushes

Spacerless Convoluted Sections

DESIGNEDTO FIT
e ’ | ALL MAKES AND
et Stresldng MODELS OF SWEEPERS

Convoluted Section  Single Plane Brush

18-36 inch diameter polypropylene or wire

SWEEPSTER'’s Spacerless Convoluted Sections last longer and perform
better than standard sections. One 5/8 inch section can sweep a 3 inch wide
path. The unique bent shape provides open pockets that pick up large debiris,

while the closed areas pick up fine dirt and sand. Side-to-side reciprocating
action is created as the brush rotates, eliminating streaking and the need for
extra down pressure. Call 1-800-456-7100 for more information.
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Sweepster Spacerless Convoluted Sections
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The Size You Need Il
Convoluted Sections are
available in 18 to 36 inch (46 to 91 cm) diameters.

the same set of brushes!

Custom Build Your Brush

For most sweeping conditions, alternate poly and wire. For
more aggressive sweeping action on hard snow or mud,
add more wire sections. For thatching, add poly sections.

Genuine SWEEPSTER Replacements

Spacerless Convoluted Sections are designed for
SWEEPSTER power sweepers and many others including:
Elgin, Wayne/FMC, Athey/Mobil, Grace, MB, York, Laymor,
Waldon, Broce, York, Rosco and Bobcat.

Reduce time removing dented tube brooms and rusted coil-
ons by using SWEEPSTER Replacement Brushes!

SWEEPSTER replacements are easy to install, long-lasting,
and uniquely designed to maximize sweeping operations.

Brewer Cote Southwest
AZ (800) 755-3728
CA (800) 755-2691
NV (702) 914-6150

Three Ways To Extend Brush Life

1. Brush Level

Brush life can be cut in half, or less, if you don't level your
brush frequently. Brush level should always be checked
before operating. Level swing plate front-to-back and side-
to-side. Then level cross tube on brush head. See sweeper's
maintenance manual for leveling instructions.

2. Brush Down Pressure
Another factor affecting
brush life is down

pressure. Improper down
pressure can decrease
brush life 95%.

The tips of bristles provide the most N
efficient sweep. When too much down pressure is N 2003
applied, the brush is working the sides of the bristles,

not tips. This eliminates the natural flicking action, reducing
sweeping effectiveness.

Check for correct down pressure daily. Before starting a
sweeping job, park the vehicle and sweeper on a level area.
Lower the rotating brush down to the ground and then lift.
Check the cleaned area below the brush. A brush with
correct down pressure will clear a 2 to 3 inch path.

3. Ground Speed of Sweeping Vehicle

Improper ground speed not only damages the brush, but
can also damage sweeper components. If ground speed is
too fast, the debris piles up in front of the brush. The
material is bulldozed not swept. Bulldozing action causes
excessive pressure on brushes, core, drive lines and frame.

Sweep at a high enough brush speed and low enough
ground speed to effectively discharge swept material.
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2800 N. Zeeb Rd., Dexter, Ml 48130
1-800-456-7100 * (734) 996-9116 « fax: (734) 996-9014
e-mail: sweep @sweepster.com * www.sweepster.com
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