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EVALUATING GCL CHEMICAL COMPATIBILITY 

 
Sodium bentonite is an effective barrier primarily because it can absorb water (i.e., hydrate and 
swell), producing a dense, uniform layer with extremely low hydraulic conductivity, on the order 
of 10-9 cm/sec.  Water absorption occurs because of the unique physical structure of bentonite 
and the complementary presence of sodium ions in the interlayer region between the bentonite 
platelets.  Sodium bentonite’s exceptional hydraulic properties allow GCLs to be used in place 
of much thicker soil layers in composite liner systems. 
 
Sodium bentonite which is hydrated and permeated with relatively “clean” water will perform as 
an effective barrier indefinitely.  In addition, past testing and experience have shown that 
sodium bentonite is chemically compatible with many common waste streams, including Subtitle 
D municipal solid waste landfill leachate (TR-101 and TR-254), some petroleum hydrocarbons 
(TR-103), deicing fluids (TR-109), livestock waste (TR-107), and dilute sodium cyanide mine 
wastes (TR-105). 
 
In certain chemical environments, the interlayer sodium ions in bentonite can be replaced with 
cations dissolved in the water that comes in contact with the GCL, a process referred to as ion 
exchange.  This type of exchange reaction can reduce the amount of water that can be held in 
the interlayer, resulting in decreased swell.  The loss of swell usually causes increased porosity 
and increased GCL hydraulic conductivity.  Experience and research have shown that calcium 
and magnesium are the most common source of compatibility problems for GCLs (Jo et al, 
2001, Shackelford et al, 2000, Meer and Benson, 2004, Kolstad et al, 2004/2006).  Examples of 
liquids with potentially high calcium and magnesium concentrations include: leachates from 
lime-stabilized sludge, soil, or fly ash; extremely hard water; unusually harsh landfill leachates; 
and acidic drainage from calcareous soil or stone.  Other cations (ammonium, potassium, and 
sodium) may contribute to compatibility problems, but they are generally not as prevalent or as 
concentrated as calcium (Alther et al, 1985), with the exception of brines and seawater.  Even 
though these highly concentrated solutions do not necessarily contain high levels of calcium, 
their high ionic strength can reduce the amount of bentonite swelling, resulting in increased 
GCL hydraulic conductivity. 
 
This reference discusses the tools that can be used by a design engineer to evaluate GCL 
chemical compatibility with a site-specific leachate or other liquid. 
 
HOW IS GCL CHEMICAL COMPATIBILITY EVALUATED? 
 
Ideally, concentration-based guidelines would be available for determining GCL compatibility 
with a site-specific waste.  Unfortunately, considering the variety and chemical complexity of the 
liquids that may be evaluated, as well as the many variables that influence chemical 
compatibility (e.g., prehydration with subgrade moisture [TR-222], confining stress [TR-321], 
and repeated wet-dry cycling [TR-341]), it is not possible to establish such guidelines.  Instead, 
a three-tiered approach to evaluating GCL chemical compatibility is recommended, as outlined 
below. 
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Tier I 
The first tier is a simple review of existing analytical data.  The topic of GCL chemical 
compatibility has been the subject of much study in recent years, with several important 
references available in the literature.  One of these references, Kolstad et al (2004/2006), 
reported the results of several long-term hydraulic conductivity tests involving GCLs in contact 
with various multivalent (i.e., containing both sodium and calcium) salt solutions.   Based on the 
results of these tests, the researchers found that a GCL’s long-term hydraulic conductivity (as 
determined by ASTM D6766) can be estimated if the ionic strength (I) and the ratio of 
monovalent to divalent ions (RMD) in the permeant solution are both known, using the following 
empirical expression: 
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where: 
I = ionic strength (M) of the 

site-specific leachate. 
 
RMD =  ratio of monovalent cation 

concentration to the square 
root of the divalent cation 
concentration (M1/2) in the 
site-specific leachate. 

 
Kc =  GCL hydraulic conductivity 

when hydrated and 
permeated with site-specific 
leachate (cm/sec). 

 
KDI =  GCL hydraulic conductivity 

with deionized water 
(cm/sec). 

 
Using this tool, a Tier I compatibility evaluation can be performed if the major ion concentrations 
(typically, calcium, magnesium, sodium, and  potassium) and ionic strength (estimated from 
either the total dissolved solids [TDS], or electrical conductivity [EC]) of the site leachate are 
known.  For example, using the relationship above and MSW leachate data available in the 
literature, Kolstad et al. were able to conclude that high hydraulic conductivities (i.e., >10-7 
cm/sec) are unlikely for GCLs in base liners in many solid waste containment facilities.  
 
In many cases, the Tier I evaluation is sufficient to show that a site-specific leachate should not 
pose compatibility problems.  However, if the analytical data indicate a potential impact to GCL 
hydraulic performance, or if there is no analytical data available, then it is necessary to proceed 
to the second tier, involving bentonite “screening” tests, which are described below. 
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Tier II 
The next tier of compatibility testing involves bentonite screening tests, performed in 
accordance with ASTM Method D6141.  These tests are fairly straightforward, and can be 
performed at one of CETCO’s R&D laboratories or at most commercial geosynthetics testing 
laboratories. 
 
Liquid samples should be obtained very early in the project, such as during the site 
hydrogeological investigation.  It is important that the sample collected is representative of 
actual site conditions.  Synthetic leachate samples may also be considered for use in the 
compatibility tests.  The objective is to create a liquid representative of that which will come in 
contact with the GCL.  At least 1-gallon (4-Liter) of each sample should be submitted for testing.  
Samples should be accompanied by a chain-of-custody or information form.  When a sample is 
received at the CETCO laboratory, the following screening tests are performed to assess 
compatibility:   
 
• Fluid Loss (ASTM D5890) – A mixture of sodium 

bentonite and the site water/leachate is tested for fluid 
loss, an indicator of the bentonite’s sealing ability. 

• Swell Index (ASTM D5891) – Two grams of sodium 
bentonite are added to the site water/leachate and 
tested for swell index, the volumetric swelling of the 
bentonite. 

• Water quality – The pH and EC of the site 
water/leachate are measured using bench-top water 
quality probes.  pH will indicate if any strong acids (pH 
< 2) or bases (pH > 12) are present which might 
damage the bentonite clay.  EC indicates the strength 
of dissolved salts in the water, which can hamper the 
swelling and sealing properties of bentonite if present 
at high concentrations. 

• Chemistry  – The site water/leachate is analyzed for 
major dissolved cations using ICP.  The analytical 
results can then be used to perform a Tier I 
assessment, if one has not already been done. 

 
As part of this testing, fluid loss and free swell tests are 
also performed on clean, deionized, or “DI” water for 
comparison to the results obtained with the site 
water/leachate sample.  Sodium bentonite tested with DI 
water is expected to have a free swell of at least 24 
mL/2g and a fluid loss less than 18 mL.  Changes in bentonite swell and fluid loss indicate that 
the constituents dissolved in the site water may have an impact on GCL hydraulic conductivity.  
However, since it is only a screening tool, there are no specific values for the fluid loss and 
swell index tests that the clay must meet in order to be considered chemically compatible with 
the test liquid in question.  Differences between the results of the baseline tests and those 
conducted with the site leachate may warrant further hydraulic testing. 
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A major drawback of the D6141 tests is the potential for a false “negative” result, meaning that 
the bentonite swell index or fluid loss might predict no impact to hydraulic performance, where in 
reality, there may be a long-term adverse effect.  This is primarily a concern with dilute calcium 
or magnesium solutions, which may slowly affect GCL hydraulic performance over months or 
years.  Short-term (2-day) bentonite screening tests would not be able to capture this type of 
long-term effect.  This is not expected to be a concern with strong calcium or magnesium or 
high ionic strength solutions, which have been shown to impact GCL hydraulic conductivity 
almost immediately, and whose effects would therefore be captured by the short-term bentonite 
screening tests. Another limitation of the bentonite screening tests is their inability to simulate 
site conditions, such as clean water prehydration, increased confining pressure, and wet/dry 
cycling.   These limitations can be in part addressed by moving to the third tier, a long-term GCL 
hydraulic conductivity test, discussed below. 
 

Tier III 
The third-tier compatibility evaluation consists of an 
extended GCL hydraulic conductivity test performed in 
accordance with ASTM D6766.  This test method is 
essentially a hydraulic conductivity test, but instead of 
permeating the GCL sample with DI water, the site-
specific leachate is used.  Since leachates can often be 
hazardous, corrosive, or volatile, the testing laboratory 
must have permeant interface devices, such as bladder 
accumulators, to contain the test liquid in a closed 
chamber, and prevent contamination of the flow 
measurement and pressure systems, or release of 
chemicals to the ambient air. 
 
Method D6766 provides some flexibility in specifying the 
testing conditions so that certain site conditions can be 
simulated.  For example, in situations where the GCL will 
be deployed on a subgrade soil that is compacted wet of 
optimum, the GCL will very likely hydrate from the 
relatively clean moisture in the subgrade (TR-222), long 
before it comes in contact with the potentially aggressive 
site leachate.  Lee and Shackelford (2005) showed that a 
GCL which is pre-hydrated with clean water before being 
exposed to a harsh solution is expected to exhibit a lower 
hydraulic conductivity than one hydrated directly with the 
solution.   Depending on the expected site conditions, the 
D6766 test can be specified to pre-hydrate the GCL with 
either water (Scenario 1) or the site liquid (Scenario 2). 
 
Another site-specific consideration is confining pressure.  

Certain applications, such as landfill bottom liners and mine heap leach pads, involve up to 
several hundred feet of waste, resulting in high compressive loads on the liner systems.  
Although the standard confining pressure for the ASTM D6766 test is 5 psi (representing less 
than 10 feet of waste), the test method is flexible enough to allow greater confining pressures, 
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thus mimicking conditions in a landfill bottom liner or heap leach pad.  Petrov et al (1997) 
showed that higher confining pressures will decrease bentonite porosity, and tend to decrease 
GCL permeability.  TR-321 shows that higher confining pressures will improve hydraulic 
conductivity even when the GCL is permeated with aggressive calcium solutions. 
 
ASTM D6766 has two sets of termination criteria: hydraulic and chemical.  To meet the 
hydraulic termination criterion, the ratio of inflow rate to outflow rate from the last three readings 
must be between 0.75 and 1.25.  It normally takes between one week and one month to reach 
the hydraulic termination criterion.  To meet the chemical termination criterion, the test must 
continue until at least two pore volumes of flow have passed through the sample and chemical 
equilibrium is established between the effluent and influent.  The test method defines chemical 
equilibrium as effluent electrical conductivity within ±10% of the influent electrical conductivity.  
This requirement was put in place to ensure that a large enough volume of site liquid passes 
through the sample to allow slow ion exchange reactions to occur.  Two pore volumes can take 
approximately a month to permeate through the GCL sample.  However, reaching chemical 
equilibrium (effluent EC within 10% of influent EC), may take more than a year of testing, 
depending on the leachate characteristics. 
 
ASTM D6766 is a very useful tool which provides a fairly conclusive assessment of GCL 
chemical compatibility with a site-specific leachate.  However, the major drawback of the D6766 
test is the potentially long period of time required to reach chemical equilibrium.  This limitation 
reinforces the need for upfront compatibility testing early in the project.  Clearly, requiring the 
contractor to perform this testing during the construction phase is not recommended. 
 
WHAT DO THE ASTM D6766 COMPATIBILITY TEST RESULTS MEAN? 
 
ASTM D6766 is currently the state-of-the-practice in the geosynthetics industry for evaluating 
long-term chemical compatibility of a GCL with a particular site waste stream.  An ASTM D6766 
test that is properly run until both the hydraulic (inflow and outflow within ±25% over three 
consecutive readings) and chemical (effluent EC within ±10% of influent EC) termination criteria 
are achieved, provides a good approximation of the GCL’s long-term hydraulic conductivity 
when exposed to the site leachate.  Jo et al (2005) conducted several GCL compatibility tests 
with weak calcium and magnesium solutions, with some tests running longer than 2.5 years, 
representing several hundred pore volumes of flow.  The intent of this study was to run the tests 
until complete ion exchange had occurred, which required even stricter chemical equilibrium 
termination criteria than the D6766 test.  The study found that the final GCL hydraulic 
conductivity values measured after complete ion exchange were fairly close to (within 2 to 13 
times) the hydraulic conductivity values determined by ASTM D6766 tests, which took much 
less time to complete. 
 
The laboratory that performs the chemical compatibility test, whether it is the CETCO R&D 
laboratory or an independent third-party laboratory, is only reporting the test results under the 
specified testing conditions, and is not making any guarantees about actual field performance or 
the suitability of a GCL for a particular project.  It is the design engineer’s responsibility to 
incorporate the D6766 results into their design to determine whether the GCL will meet the 
overall project objectives.  Neither the testing laboratory nor the GCL manufacturer can make 
this determination. 
 



TR-345 
03/09 

800.527.9948 Fax 847.577.5566  
For the most up-to-date product information, please visit our website, www.cetco.com. 

A wholly owned subsidiary of AMCOL International Corporation. The information and data contained herein are believed to be accurate and 
reliable, CETCO makes no warranty of any kind and accepts no responsibility for the results obtained through application of this 

information. 

Also, it is important to note that the results of D6766 testing for a particular project are only 
applicable for that site, for the specific waste stream that is tested, and only for the specific 
conditions replicated by the test.  For instance, D6766 testing performed at high normal loads 
representative of a landfill bottom liner should not be applied to a situation where the GCL will 
only be placed under a modest normal load, such as a landfill cover or pond.  Similarly, the 
results of a D6766 test where the GCL was pre-hydrated with clean water should not be applied 
to sites located in extremely arid climates where little subgrade moisture is expected, unless 
water will be applied manually to the subgrade prior to deployment.  And finally, since D6766 
tests are normally performed on continuously hydrated GCL samples, the test results should not 
be applied to situations where repeated cycles of wetting and drying of the GCL are likely to 
occur, such as in some GCL-only landfill covers, as desiccation can worsen compatibility 
effects. 
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