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ADDENDUM 

Project: Herriman UT Mtn View Seminary 
 

Project No.: 501341918010201 Addendum No.: 2 

Project Address: 13984 Autumn Crest Blvd, Herriman, Utah 
 

Date: August 2, 2018 

 
Owner:  Corporation of the Presiding Bishop of The Church of Jesus Christ of Latter-day Saints, a Utah corporation sole  
 
From (Architect): Evans & Associates Architecture 
  
 
Instructions to Prospective Bidders: 
 
This Addendum forms a part of the Contract Documents and modifies the original Bidding Documents and/or prior Addenda as noted below. 
All conditions, requirements, materials and workmanship are to be as described in the Contract Documents unless specifically stated 
otherwise.  This Addendum consists of 9 page(s). 
 

  
 
1. Changes to prior Addenda: 
 

a. None 
 
 
2. Changes to Bidding Requirements: 
 

a. None 
 
 

3. Changes to Conditions of the Contract: 
 

a. None 
 

 
4. Changes to Specifications: 
 

a. 32 3214 Precast Concrete Retaining Wall Units: Verti-Block shall be an acceptable fabricator of the wall units. All requirements of 
the specifications and drawings must be met.  
 

 
5. Changes to Drawings: 
 

a. None 
 

 

 

End of Addendum 

 



Right look.
Right strength.

Right size.

Hollow, interlocking blocks

Sized for residential and  
commercial use

Innovative engineering for  
unparalleled strength

Easy installation with  
smaller equipment

A beautiful, cost-effective  
earth retaining solution

Verti-Block  
Retaining Walls

®

www.verti-block.com



Nothing  
stacks up  
quite like  
Verti-Block. 

Unique size and design
A hollow block measuring 2’ × 4’ × 3’, Verti-Block is perfectly proportioned for the 
most popular types of landscaping projects, including gravity walls up to 12’ high—
even higher when reinforced. Its hollow design makes it affordable and easier to 
handle than solid blocks. Plus, Verti-Block is less labor intensive than small, hand-laid 
blocks and offers a more practical solution than a cast-in-place retaining wall.

When you need a solution 
for retaining walls and 
other landscape projects, 
nothing stacks up quite like 
Verti-Block. Unique in size, 
shape, and flexibility of 
use, Verti-Block is an ideal 
solution for residential and 
commercial projects alike.



Verti-Block interlocks with a unique male-and-female 
design. You’ll get unmatched strength with more 
flexibility for landscape applications.

Interlocking Verti-Blocks

Strong and versatile
Even more appealing, Verti-Block is incredibly strong and versatile thanks to its 
interlocking design. Featuring a male-and-female style connection, Verti-Block units 
ensure you’ll get a secure fit that guarantees the correct amount of setback on 
every installation. Verti-Block’s hollow design saves money by using less concrete 
and lowering transportation costs. It also ensures the right amount of crushed stone 
backfill. Experienced installers know that too much crushed stone wastes money—
too little can build hydraulic pressure and cause the retaining wall to fail.

Easy installation
Verti-Block was created with landscaping in mind—meaning we’ve made it easy to 
transport and install, even in tight access spots. Blocks can be moved and put into 
place with smaller equipment; there’s no need for heavy machines like a telehandler 
or crane. The male-and-female connection eliminates placement error, ensuring 
strength and an exact installation every time.

Perforated drain pipe

Compacted (1” minus) fractured crushed stone base

Fill cores w/ clean  
(1” minus) crushed stone as each course is set

Standard block

Native gravelly soil, edge of excavation



Maximum gravity  
wall height

A

2-3/16” block setback

Standard block (4’ wide, 2’ tall, 3’ deep)

Perforated drain pipe

Compacted (1” minus) fractured crushed stone base

Top corner block

8” depth of fill over top block

Native gravelly soil, edge of excavation

Native soil compacted in place as 
each coarse is set

Geotextile filter

12’ Geogrid

Geotextile Filter

Engineered for strength
While the hollow nature of Verti-Block makes it cost effective and easier to 
handle, it also improves its ability to retain earth. Even in poor soil conditions, 
Verti-Block can be stacked higher than other blocks without the use of  
tiebacks or geogrid. 

The male-and-female design of Verti-Block adds a stronger connection than 
blocks relying on friction alone. The crushed stone fill also interlocks and creates 
a continuous mass for greater strength.

Wall Height Soil Type

30° 
35° 
40° 

8’ (2.44 m) Wall 
10’ (3.05 m) Wall 
12’ (3.66 m) Wall

Silty 
Sandy 
Gravely

A

Verti-Block Gravity Wall



Top corner block

8” depth of fill over top block

Native soil, edge of excavation

8” fill over top block

Top block

Stone pattern

2 3/16” block setback

Fill cores w/ clean  
(1” minus) crushed stone as  

each course is set

Geotextile filter

12’ Geogrid

Perforated drain pipe

Compacted (1” minus) fractured crushed stone base

Type 1

HDPE Geosynthetic

HDPE Geosynthetic

HDPE Geosynthetic

HDPE Geosynthetic

HDPE Geosynthetic

HDPE Geosynthetic

HDPE Geosynthetic

HDPE Geosynthetic

HDPE Geosynthetic

Native soil compacted in place as each course is set

A cost effective solution
Best of all, Verti-Block delivers tremendous cost savings. As a hollow block,  
Verti-Block is lighter, requiring less manpower, equipment, and transportation costs. 
It’s quick to install, and the product itself is less expensive to manufacture than solid 
block options. The internal drainage through the block’s infill means no over-or 
under-excavating because no additional crushed stone backfill is required. 

Property owners will appreciate the affordability and value of Verti-Block. Add that 
to the right look and right strength of this unique product, and you’ll know  
Verti-Block is the right solution for a great landscape installation.

Property owners will 
appreciate the affordability 
and value of Verti-Block. 

Verti-Block with Wall SectionReinforced Verti-Block Wall



Crushed stone fill

#4 rebar with j-hooks set in concrete

Native soil compacted in place as 
each course is set

Native soil compacted in place as 
each course is set

Native gravelly soil, edge of 
excavation

Native soil, edge of excavation

Fill top three cavities with concrete

Geotextile filter

Fill cores w/ clean  
(1” minus) crushed stone 

as each course is set

Perforated drain pipe

 Compacted  
(1” minus) fractured 
crushed stone base

A look like no other
Beyond its structural purpose, Verti-Block is a favorite of property owners for its 
beautiful rockwork look. Verti-Block showcases a 5-inch depth of relief, hiding 
joints, and making a finished wall appear more like stacked stone. Plus, Verti-Block 
is easily stained to complement its surroundings with a beautiful, weather and  
UV-resistant finish.

Fencing on a Verti-Block Wall

Perforated drain pipe

Compacted (1” minus) fractured crushed stone base



Φ

12’ Verti-Block Wall
The interlocking nature of Verti-Block allows you to 
create curves while remaining structurally sound.

Convex and Concave Verti-Block Walls

Consider Verti-Block for 
applications such as:

Gravity walls

Terracing

Plantable retaining walls

Base for fencing or railings

Property dividers

Perfect for landscape projects  
big and small
Verti-Block is ideal for a variety of landscaping projects including residential 
communities, commercial campuses, schools, parks, back yards, and more. Able to 
accommodate winding landscapes and even tight curves, Verti-Block is designed to 
add interest to any landscape while securely retaining earth. 

For projects also requiring a privacy wall, Verti-Block allows fencing or walls to be 
constructed directly on top of the Verti-Block structure. Fencing can be placed right 
to the edge of the wall for an attractive, continuous appearance.

Compacted (1” minus) 
fractured crushed stone base

16’ minimum radius on outer curve

Top block

Standard block

Fill cores w/ clean (1” minus) 
crushed stone as each course is set



Mail  
PO Box 2347 
Sandy, UT 84091

Plant  
16500 South 500 West  
Bluffdale, UT 84065

Phone  801-571-2028 
Fax  801-571-3486 
Email sales@verti-crete.com 
Web www.verti-crete.com

Verti-Block Units 
Verti-Block is available in a range of shapes to 
accommodate all your landscape design needs

Verti-Block Units
Verti-Block is the latest innovative product from Verti-Crete, LLC. Recognized 
worldwide for outstanding aesthetics and a patented system that produces  
top-quality construction materials, Verti-Crete continues to help contractors, 
developers, and property owners with smart precast solutions.

Verti-Block may be purchased through a local, licensed Verti-Block manufacturer.  
Please call 801-571-2028 to find a producer near you.

Standard Block
1,755 lbs. (789.8 kg)

Half Top Block
741 lbs.  (333.4 kg)

Corner Block
1,596 lbs. (718.2 kg)

Half Block
1,066 lbs. (479.7 kg)

2’ (.61 m)

2’ (.61 m)

2’ (.61 m)

2’ (.61 m)

2’ (.61 m)

2’ (.61 m)

2’ (.61 m)

4’ (1.22 m)

4’ (1.22 m)

3’ (.91 m)

3’ (.91 m)

3’ (.91 m)

Corner Top Block
1,438 lbs. (647.1 kg)

2’ (.61 m)

2’ (.61 m)

4’ (1.22 m)

8” (20.32 cm)

1.5” cutout 
(3.81 cm)

Top Block
1,308 lbs. (588.6 kg)

2’ (.61 m)

4’ (1.22 m)
3’ (.91 m)


