
FOR FOLDING & INSERTING

Standard features include a  control panel with graphical interface,  which 
 with indicators on the control panel, and 

a 

TM

Recurring and frequent jobs run in AutoSetTM can also be stored as one of 
 covers the full width of the 

 with one automatic sheet 
feeder,  model with two automatic sheet feeders,  with one sheet feeder and one insert/BRE 
feeder,  with two sheet feeders and one insert/BRE feeder and  with two sheets feeders 

FD 6210-Advanced 2 with new standard High-Capacity Vertical Output Stacker

6210 Series



10/2018

Specifications

High-Capacity Vertical Stacker holds 

Handy for recurring or frequently processed applications

TM old length and 
 

Graphic indicators on touchscreen to assist operators

Easy access to the paper path

 Electromechanical sensors are unaffected by dust, smudges or paper 
color, providing essential document integrity

 

When one 

Energy-saving feature places the inserter into sleep mode after 1 hour of inactivity

Operating Features

Options

Increased speed, folding capacity, multi-sheet feeding capacity and monthly 
throughput

Holds up to 225 envelopes
 Holds up to 100 envelopes

Speed: Up to 2,000 / 2,500* pieces per hour

Duty Cycle: Up to 15,000 / 20,000* pieces per month

Standard Feeders: Up to 325 sheets each, 20# bond

Short Feed Tray: Up to 50 BREs or 325 inserts

Production Feeder: Up to 325 BREs or 1,200 inserts, up to 6” in length

Envelope Hopper: Up to 150 envelopes, top-loading

High-Capacity Vertical Stacker: Up to 500 filled envelopes

Catch Tray: Up to 100 envelopes

Front/Rear Side Exit: Up to 225 envelopes

Sheet Size: 3.5” - 14” H  x  5” - 9” W 

Programmable Jobs: 50

Maximum Insert Thickness: 1mm

Maximum Set Thickness: 2.5mm

Envelope Size: #10 and 6” x 9.5”, 3.5” - 6.35” H  x  6.3” - 9.7” W *

Dimensions: 49” L  x  36” H x 16.5” W

Power: 120V AC, 60 Hz

(845) 452-2100          (518) 459-4545
(914) 478-2100          (607) 733-2108

info@AESMailPro.com


