
® 

Cast Iron 

BUTTERFLY VALVE 

(Wafer type) 

Design: 

Range: 

Operation: 

Marking: 

Utility: 

Cast Iron Butterfly Valve ISI Marked 

wafer type available with 

S.G. Iron/S.S. 304 Disc. 

40mm to 300mm. 

Lever/ Gear operated. 

One side of body "FLUTEC". Other 

side of body "ISI" & "PN-1.6". 

Water. 

Temp. Range: 10° C to 120° C. 

Testing: Hydraulically. 

Test Pressure 

Body Seat 

1.6 16 1.6 16 

mpa bar mpa bar 

DIMENSIONS : (In mm) MATERIALS: 

SIZES E/E B C D 
Components 

40 33 l 21 60 175 Body 

50 43 139 67 175 Disc 
65 46 148 76 175 

80 46 154 82 175 
Upper Stem & 
Lower Stem 

100 52 177 99 229 Body Lining & 
125 56 194 117 229 ORing 

150 56 216 134 229 Notch Plate 

200 60 256 168 265 Control lever 

250 78 285 193 426 Gland Bush 
300 85 311 216 426 L-Key Screw,

Nut & bolts

Tolerence:- E/E±l .5mm Name Plate 

IS:13095 

CM/L-9700080420 

D 

Material Specification 

Cast Iron IS: 210 Gr. FG- 200 

S.G. lron/S.S. 304 
IS 1865 Gr. 450/ l 0 
AISI 304 (CF 8) 

Stainless Steel S.S. -410 

EPDM/Nitrile lS 5 I 92 - I 

Mild Steel IS 226 

S.G. Iron IS I 865 Gr. 450/ I 0 

P.T.F.E. 

Carbon Steel 

Aluminium l:m 

Manufacturers of Valves 
www.flutecvalves.com

BUTTERFLY VALVE WAFER TYPE




