
PARKS FLO‐LAB 2100‐SX2 SYSTEM 
COST 24 36 48 60

15,000 719 498 387 321
15,500 726 499 386 318
16,000 750 515 398 328
16,500 773 531 411 338
17,000 797 547 423 349
17,500 820 563 436 359
18,000 843 580 448 369
18,500 867 596 460 379
19,000 890 612 473 390
19,500 914 628 485 400
20,000 937 644 498 410
20,500 961 660 510 420
21,000 984 676 523 431
21,500 1007 692 535 441
22,000 1031 708 547 451
22,500 1054 724 560 461
23,000 1078 741 572 472
23,500 1101 757 585 482
24,000 1125 773 597 492
24,500 1148 789 610 502
25,000 1171 805 622 513
25,500 1195 821 635 523
26,000 1218 837 647 533
26,500 1242 853 659 543
27,000 1265 869 672 554
27,500 1289 885 684 564
28,000 1312 902 697 574
28,500 1335 918 709 585
29,000 1359 934 722 595
29,500 1382 950 734 605
30,000 1406 966 747 615
30,500 1429 982 759 626
31,000 1453 998 771 636
31,500 1476 1014 784 646
32,000 1499 1030 796 656
32,500 1523 1046 809 667
33,000 1546 1063 821 677
33,500 1570 1079 834 687
34,000 1593 1095 846 697
34,500 1617 1111 859 708
35,000 1640 1127 871 718
35,500 1663 1143 883 728
36,000 1687 1159 896 738

LEASE PURCHASE  PLAN    ($1 BUYOUT) 
(NO DEPOSIT OR DOWN PAMENT REQUIRED)

 
 
 
 
 
 

FLO-LAB 2100-SX2 System with SonovaE Software
 

 True auto-setup  
 Planar 19” flat panel monitor (touchscreen 

available)  
 Color printer  
 Dual-frequency directional doppler  

o 3.9 MHz  
o 8.3 MHz  

 Photoplethysmograph (PPG)  
 Pneumoplethysmograph (Pulse Volume 

Recording)  
 Two-channel programmable cuff inflator  

o User-defined pressure settings  
o Inflates one or two cuffs  
o Inflates larger cuffs typically used in 

venous tests  
 Bar graph flow direction display  
 Eighteen button wireless rechargeable remote 

control (New version - model 18BR)  
 Auto scale for waveform displays  
 Full HIPAA compliancy  

AVAILABLE OPTIONS 

 Full DICOM and Modality Worklist support  
 Handheld IR temperature gun support  
 19” touchscreen monitor  

2100-SX2 Flo-Lab features: 
�  4 swivel wheels  
�  Swivel Monitor  
�  Solid State Hardrive for improved reliability and faster 
start up  
�  Built-in Trackball  
�  Moisture resistant/cleanable keyboard  
�  New Multi-port Inflator with dedicated single hose outlet  
�  Durable aluminum cart  
�  Precision machined aluminum PPG Clips  
�  Easy access on/off switch  
�  Built-in gel holder  
�  Improved hose management  
�  Quiet inflation  
�  Low cost of ownership  
�  lowest replacement parts cost in the industry  
�  Easy to use, customizable SonovaE software  
�  Superior Doppler sensitivity 

 
 

TOM HARGENS
877‐474‐0055 

PROVASCULAR1@GMAIL.COM

HELPING PRACTICES JUST LIKE 
YOURS  SUCCEED! 

Sold By Pro Vascular Services, Inc.
Authorized Parks Medical Electronics Dealer 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


