
PC EASY MOUND
PACKING CLAY
Typical Characteristics

Technical DataProduct Data
Product:  

Pro’s Choice Easy Mound Packing Clay   

Manufacturer:  
Oil-Dri Corporation of America 

 914 Curie Drive, Alpharetta, GA 30005 
1-800-648-1166

Processing/Shipping Location: 
Ripley, MS 38663

Description: 
Natural, virgin raw clay crushed and screened to less 
than 1/8” with the following typical particle analysis.    

Installation: 
The following formula will be a guide for installing Easy 
Mound into your mound or batters box area. Pitchers 
Mound: 20-40  40# bags for the table and landing area.  
Batters Box: 15 bags on each side.  10 bags for catchers 
station.        

Color/Appearance:  
Reddish Brown

Stability: 
Material must maintain it’s firmness and  
not break down when conditions are dry.

Item Numbers: 
A86299G40: 40 lb bags, 50 bags / pallet 
A86297: 312 pre-formed bricks / pallet 

Product  
Specifications:

Typical  
Analysis

Test 
Procedure

Bulk density, lbs/ft3: 90 lb/ft3 DN 001.01.01

pH 5.5 to 7 IN 001.01.01

Free moisture %: 15 to 20% VL 003.03.02

Particle Size  
Analysis

Sand: 25-35 
Silt: 35-45 
Clay: 35-45

SCR:  
0.75-1.25
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