
PC PRO MOUND
PACKING CLAY
Typical Characteristics

Technical DataProduct Data
Product:  

Pro’s Choice Pro Mound Packing Clay   

Manufacturer:  
Oil-Dri Corporation of America 

 914 Curie Drive, Alpharetta, GA 30005 
1-800-648-1166

Processing/Shipping Location: 
Ripley, MS 38663

Description: 
Natural mineral.  Consisting of not less than 90% pure 
gumbo clay with no additives, blends, or sand.  Material 
must be able to reconstitute itself with addition of water.    

Installation: 
The following formula will be a guide for installing Pro 
Mound into your mound or batters box area. Pitchers 
Mound: 20-40  50# bags for the table and landing area.  
Batters Box: 15 bags on each side.  10 bags for catchers 
station.        

Mineral Classification: 
Kaolinite (1:1 non-expanding – non-swelling clay) & 
Quartz with minor Palygorskite, Calcium Montmorillonite 
and Feldspar

Color/Appearance:  
Blue-Black

Stability: 
Material must maintain it’s firmness and  
not break down when conditions are dry.

Item Numbers: 
A56799G40: 50 lb bags, 40 bags / pallet 
A56797: 312 pre-formed bricks / pallet 

Product  
Specifications:

Typical  
Analysis

Test 
Procedure

Bulk density, lbs/ft3: 60 -to 70 lb/ft3 DN 001.01.01

pH 5.5 to 7 IN 001.01.01

Free moisture %: 15 to 20% VL 003.03.02
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