
TECHNICAL 
FEATURES 

Units S 440P S 540P S 640P S 740P S 840P S 940P 

Flywheels 
Diameter 

mm 
(inches) 

440 
(17") 

540 
(21") 

640 
(25") 

740 
(29") 

840 
(33") 

940 (37") 

Flywheel 
Width 

mm 33 38 38 40 45 54 

Three-Phase 
Motor 

kW Hp - - 6.7 Kw 
(9 Hp) 

5 Kw 
(6.6 Hp) 

6.7 Kw 
(9 Hp) 

6.7 Kw 
(9 Hp) 

Single-
Phase Motor 

kW Hp 3.6 Kw 
(4.8 Hp) 

3.6 Kw 
(4.8 Hp) 

3.6 Kw 
(4.8 Hp) 

- - - 

Cutting 
Height 

mm 
(inches) 

440 
(17") 

500 
(20") 

600 
(24") 

450 
(18") 

540 
(21") 

560 (22") 

Cutting 
Width 

mm 425 
(16.5") 

520 
(20.5") 

620 
(24.4") 

720 
(28.3") 

820 
(32.2") 

920 
(36.2") 

Table Size mm 
(inches) 

420 x 
578 

(16.5 x 
22.75") 

520 x 
720 

(20.5 x 
28.34")   

600 x 
885 

(24 x 
34.8") 

710 x 
1000 

(27.9 x 
39.3") 

820 x 
1160 

(32.3 x 
45.7") 

820 x 
1160 

(32.3 x 
45.7") 

Table Tilting Degrees 
° 

0° - 45° 0° - 45° 0° - 45° 0° - 45° 0° - 45° 0° - 45° 

Blade 
Length Max 

mm 
(inches) 

3950 
(155") 

4560 
(179,5") 

5220 
(205") 

5420 
(213") 

6110 
(240") 

6710 
(263.75") 

Blade Width 
Min/Max 

inches .25 - 1" .25 - 
1.25" 

.25 - 
1.5" 

.37 - 2" .37 - 2" .5 - 2" 

Dust Ports mm 2x 
120mm 

2x 
120mm 

2x 
120mm 

2x 
120mm 

2x 
140mm 

2x 
140mm 

Overall 
Dimensions 

mm 830 x 
670 x 
1980 

940 x 
790 x 
2150 

740 x 
1210 x 
2390 

1180 x 
720 x 
2430 

1410 x 
820 x 
2650 

1550 x 
920 x 
2860 

Net Weight Kg (lbs.) 200 
(440) 

250 
(550) 

340 
(750) 

450 
(990) 

610 
(1342) 

720 
(1584) 

        
        
        
        
        
        
        



        
        
        
        
        
        
        
 


