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NEW GRASS FROM SEED OVER 4" TOP SOIL
AT COMPLETION OF CONSTRUCTION PHASE IN
ACCORDANCE WITH ZR 23-451

1475 PRESIDENT STREET
BLOCK: 1279
LOT: 43
4 STORIES
NFP 3

COURT

R
EA

R
YA

R
D

EXISTING LOW BRICK WALLS TO
REMAIN. REPAIR AS RQUIRED,
SCRAPE AND PAINTWROUGHT
IRON RAILS ABOVE (VIF)

NEW HC ACCESS RAMP TO ENCROACH
NO MORE THAN 3.5' ONTO STREET. MAXIMUM
1:12 PITCH. VERIFY REQUIRED LENGTH IN
FIELD. SEE FIRST FLOOR PLAN FOR
DIMENSIONS

No
rt

h

OPEN
AREAWAY AT

CELLAR

LIGHT DUTY SIDWALK SHED TO WITHIN 18" OF
CURB. NO STORAGE PERMITTED. MEA #351-74-
SM. SEE A-406 FOR DETAILS

EXISTING SIDEWALK

1 EXISTING MASONRY WALL TO
REMAIN

1A EXISTING MASONRY WALL. 2"
FURRING 1 5/8" STUDS @ 16" OC
BRACED AT L/2 5/8" TYPE-X GWB

1B EXISTING MASONRY WALL. 4"
FURRING 3 1/2" STUDS @ 16" OC. R- 13
KRAFT FACED BATT INSULATION 5/8"
TYPE-X GWB

2 NEW CMU WALL SIZE AS INDICATED ON
PLAN

2A NEW CMU WALL SIZE AS INDICATED 2"
FURRING1 5/8" STUDS @ 16" OC BRACED AT L/2
5/8" TYPE-X GWB

3 INTERIOR 1-HOUR RATED (OR NON-RATED.
2X4'S@ 16" OC. 5/8" TYPE-X GWB EACH
SIDE. AT BATHROOM LOCATIONS,
PROVIDE 3.5" MINERAL WOOL SOUND
INSULATION GA #WP3605 *

3A INTERIOR 1-HOUR RATED DEMISING WALL
2X4'S@ 16" OC. 5/8" TYPE-X GWB EACH
SIDE. GWB TO EXTEND UP TIGHTLY

AROUND FLOOR JOISTS TO PLYWOOD
SUB-FLOOR ABOVE

4. INTERIOR STIFFENING WALL. 4X4'S @ 16"
OC. 5/8" TYPE-X GWB EACH SIDE. AT
BATHROOM LOCATIONS, PROVIDE 3.5"
MINERAL WOOL SOUND INSULATION BSA #
171-52-SM

5. PLUMBING CHASE. UNRATED. 2 ROWS 1
5/8" METAL STUDS @ 16" OC. BRACED TO
EACH OTHER AT L/2. 5/8" TYPE-X GWB
EACH SIDE. 2 1/2" SPACE BETWEEN ROWS
OF STUDS

DOOR NUMBER. SEE DOOR SCHEDULE

WINDOW NUMBER. SEE WINDOW SCHEDULE

ROOM NAME/NUMBER. SEE FINISH SCHEDULE

SECTION NUMBER

DETAIL CALL-OUT

Room name

101

150 SF

A101
1

SIM

101

1

A101

SIM

1i

1t

WALL TYPE SEE BELOW

*AT ALL DEMISING WALLS (WALLS BETWEEN APARTMENTS),
GWB ON BOTH SIDES OF STUDS TO BE EXTENDED UP AROUND
JOISTS AND FLUSH TO UNDERSIDE OF PLYWOOD SUB-FLOOR
ABOVE. GWB WORK BETWEEN CEILING LINE AND SUB-FLOOR
ABOVE MAY BE ACCOMPLISHED UTILIZING MULTIPLE SMALL
AND/OR OVERLAPPING BOARDS AS REQUIRED TO ESTABLISH
A FIRE-RATED BARRIER BETWEEN APARTMENTS. DEMISING
WALLS MUST BE INSPECTED BY ARCHITECT OR ENGINEER
RESPONSIBLE FOR CONTROLLED INSPECTION FOR "FIRE
STOPS" PRIOR TO BEGINNING OF INSTALLATION OF
CEILINGS

Reuben Gross Associates,
Architects, PA
1205 W. Laurelton Pkwy.
Teaneck, NJ 07666
tel. 201-833-4446 fax. 201-833-0484

rgtect@optonline.net www.rgtect.net
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A-01.00 Cover Sheet, Zoning,Notes 04/12/10 1

A-02.00 ComCheck 04/12/10

A-03.00 Schedules 04/12/10 1

A-101.01 Cellar Plan 04/12/10 1

A-102.01 First Floor Plan 04/12/10 1

A-103.01 Typical Floor (2-4) Plan 04/12/10 1

A-104.01 Roof Plan 04/12/10 1

A-201.00 Elevations 04/12/10

A-202.00 Elevations 04/12/10

A-301.00 Sections 04/12/10

A-401.00 Kitchen Details 04/12/10

A-402.00 Kitchen Details 04/12/10

A-403.00 Kitchen Cabinet Schedule 04/12/10

A-404.00 Bathroom Details 04/12/10

A-406.00 Details 04/12/10

A-407.00 Details 04/12/10

A-408.00 Details 04/12/10

A-501.00 Cellar Reflected Ceiling Plan 04/12/10

A-502.00 1st Fl Reflected Ceiling Plan 04/12/10

A-503.00 Typical Floor Ceiling Plan 04/12/10

A-504.00 Roof Reflected Ceiling Plan 04/12/10

A-601.00 Cellar Electrical Plan 04/12/10

A-602.00 First Floor Electrical Plan 04/12/10

A-603.00 Typical Floor Electrical Plan 04/12/10

S-001.00 Footing and Foundation Plan 04/12/10

S-002.00 First Floor Framing Plan 04/12/10 1

S-003.00 Second Floor Framing Plan 04/12/10

S-004.00 Typical Floor/ Roof Framing Plan 04/12/10

BOILER ROOM NOTES

1. WALL ENCLOSING BOILER TO BE OF FIREPROOF MATERIAL
HAVING A ONE-HOUR FIRE RATING.
2. CEILING OF ENTIRE BOILER ROOM TO BE PROPERLY FIRE
RETARDED. NOTE: APPROVED METHODS OF FIRE RETARDING
ARE AS FOLLOWS: (a) 1/2" PLASTER BOARDS WITH 26 GA METAL.
(b) METAL LATHE AND 3/4" CEMENT OR 1" GYPSUM MORTAR.
(c) ROCK LATHE AND 3/4" GYPSUM MORTAR.
3. FLOOR OF BOILER ROOM TO BE OF CONCRETE CONSTRUCTION.
4. FIXED VENTILATION TO OUTSIDE AIR FOR BOILER ROOM REQUIRED.
5. METERS, DUMBWAITER SHAFTS, ELEVATOR SHAFTS, INTERIOR STAIRS
OR REQUIRED OUTSIDE CELLAR ENTRANCES CANNOT BE LOCATED
WITHIN BOILER ROOM.
6. A MINIMUM OF 18" CLEARANCE IS REQUIRED BETWEEN BOILER
AND ENCLOSING WALLS (3' IN FRONT OF BOILER FOR CLEANING REQUIRED).
7. DOOR TO BOILER ROOM TO BE 1 HOUR FPSC AS PER BOARD OF STANDARDS
AND APPEALS APPROVAL.
8. ELECTRIC LIGHT TO BE PROVIDED IN BOILER ROOM.
9. REMOTE CONTROL SWITCH FOR OIL BURNER TO BE LOCATED OUTSIDE
BOILER ROOM.
10. NO STORAGE PERMITTED IN BOILER ROOM.
11. AFTER APPROVAL OF PLANS, IT IS NECESSARY TO OBTAIN A WORK
PERMIT BEFORE ANY WORK IS STARTED.

ZONING ANALYSIS
ADDRESS: 1475 PRESIDENT STREET
BLOCK: 1279
LOT: 43
ZONING DISTRICT: R4 (MAP 17b)
LOT AREA: 5,729 SF

-MAXIMUM FAR (ZR 23-141) .75 (4,926.75 SF)
EXISTING FLOOR AREA 4,434.65 SF/ FLOOR X4 FLOORS=17,738 SF
EXISTING/PROPOSED FAR 3.10
NO INCREASE IN DEGREE OF NON-COMPLIANCE.
NO PROPOSED CHANGE TO BULK OF BUILDING

-MAXIMUM LOT COVERAGE (ZR 23-141) 45% (2,578 SF)
EXISTING LOT COVERAGE 4,434.65 SF (77.4%)
NO INCREASE IN DEGREE OF NON-COMPLIANCE.
NO PROPOSED CHANGE TO BULK OF BUILDING

-DENSITY
MAXIMUM NUMBER OF APARTMENTS (ZR 23-22):4,926.75 / 870 = 5.66
EXISTING: 20 APARTMENTS
PROPOSED: 16 APARTMENTS
NO INCREASE IN DEGREE OF NON-COMPLIANCE.

-YARDS:
FRONT YARD: 10'
EXISTING/PROPOSED: 3.6'
NO INCREASE IN DEGREE OF NON-COMPLIANCE.
NO PROPOSED CHANGE TO BULK OF BUILDING

SIDE YARDS (ZR 23-462): 20
EXISTING/PROPOSED: NONE
NO INCREASE IN DEGREE OF NON-COMPLIANCE.
NO PROPOSED CHANGE TO BULK OF BUILDING

REAR YARD (ZR 23-47): 30'
PROPOSED REAR YARD: 12'-1"
NO INCREASE IN DEGREE OF NON-COMPLIANCE.
NO PROPOSED CHANGE TO BULK OF BUILDING

-MAXIMUM HEIGHT (ZR 23-631) : 25' TO SKY EXPOSURE PLANE. 35' TOTAL
EXISTING/PROPOSED 42'
NO INCREASE IN DEGREE OF NON-COMPLIANCE.
NO PROPOSED CHANGE TO BULK OF BUILDING

-REQUIRED PARKING (ZR 25-23):
FOR 100% OF UNITS - 16
EXISTING/ PROPOSED: NONE
NO INCREASE IN DEGREE OF NON-COMPLIANCE.

CONTROLLED INSPECTIONS

Soils Site Preparation BC 1704.7.1
Fire Stops BC 1704.25
Mechanical Systems BC 1704.15
Sprayed Fire Resistant
Material BC 1704.11
Masonry BC 1704.5

THE ARCHITECT AND P.E.'S OF RECORD HAVE NOT BEEN RETAINED
FOR FIELD SUPERVISION OR CONTROLLED INSPECTIONS THE GC
SHALL RETAIN A P.E. OR ARCHITECT TO PERFORM ALL
REQUIRED CONTROLLED INSPECTIONS. SAID ARCHITECT/PE SHALL
FILE A TR-1 TO IDENTIFY RESPONSIBILITY PRIOR TO PERMIT

SEPARATE APPLICATIONS

THE FOLLOWING ARE TO BE FILED UNDER SEPARATE
APPLICATIONS:

ELEVATOR
.
THE CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLETE ALL WORK ON ALL APPLICATIONS

INTERIOR DEMOLITION FILED UNDER APPLICATION 302349064

GENERAL NOTES

PROPOSED WORK IS TO COMPLY WITH THE "OLD" (PRE-1968) NYC
BUILDINGCODE AND THE MULTIPLE DWELLING LAW (MDL)

IN ACCORDANCE WITH SECTION 220 OF THE MDL, THE FOLLOWING
ENUMERATED ARTICLES AND SECTIONS SHALL, TO THE EXTENT
REQUIRED THEREIN, APPLY TO THIS BUILDING:

A. REGISTRY OF NAMES AND SERVICE OF PAPERS AS PER
SECTION 325-329 OF THE MDL AND D2641.01 & 41.03 OF
THE HOUSING MAINTENANCE CODE (HMC)
B. PROSTITUTION PENALTY AS PER SECTION 351-360 OF THE
MDL
C. PAINTING OF COURTS AND SHAFTS AS PER SECTION
29 OF THE MDL
D. SIZE OF ROOMS AS PER SECTION 31 OF THE MDL
E. ENTRANCE DOORS, LIGHTS AND ARTIFICIAL LIGHTING AS
PER SECTIONS 35 AND 37 OF THE MDL.
F. SHAFTS AND ELEVATORS AS PER SECTION 51 OF THE MDL.
G. STAIRS AS PER SECTIONS 52 OF THE MDL
H. WAINSCOTING, BELLS AND MAIL RECEPTACLES AS PER
SECTIONS 55 AND 57 OF THE MDL
I. ALL INCOMBUSTIBLE MATERIALS SHALL COMPLY WITH
SECTION 58 OF THE MDL.
J. ALL PARAPETS, GUARDRAILS AND WIRES TO COMPLY
WITH SECTION 62 OF THE MDL.
K. WATER SUPPLY, WATER CLOSETS AND BATH ACCOMMODATIONS
PLUMBING AND DRAINAGE TO COMPLY WITH SECTIONS
75, 76 & 77 OF THE MDL.
L. REPAIRS, HEATING AND CLEANLINESS TO BE IN ACCORDANCE
WITH SECTIONS 78, 79, AND 80 OF THE MDL

ALL APARTMENT ENTRY DOORS SHALL BE PROVIDED WITH
APPROVED-TYPE PEEPHOLES AS PER SECTION 31a OF THE MDL
AND SECTION D26-2001 OF THE HMC.

BUILDING HEIGHT AND BULK SHALL COMPLY WITH SECTION 211 OF
THE MDL.

SIZE OF ROOMS SHALL COMPLY WITH SECTIONS 214 AND 215 OF
THE MDL

NO ROOM IN THE CELLAR SHALL BE USED FOR LIVING PURPOSES AS PER
SECTION 216 OF THE MDL

PUBLIC HALLS AND STAIRS SHALL BE VENTILATED AS PER SECTION 217 OF
THE MDL

EGRESS FROM EACH APARTMENT SHALL BE PROVIDED BY AT LEAST TWO
MEANS AS PER SECTION 53 OF THE MDL

BULKHEADS, PUBLIC HALLS STAIRS, STAIR CONSTRUCTION, STAIR
ENTRANCES AND HALLS SHALL COMPLY WITH SECTIONS 233, 234, 235, 237
AND 238 OF THE MDL

THE ENTIRE CEILING OF THE CELLAR SHALL BE FIREPROOFED AS PER
SECTION 240 OF THE MDL

HOUSING MAINTENANCE CODE NOTES

CELLAR STAIRS, WHERE PROVIDED, SHALL BE ENCLOSED FROM
THE LEVEL OF THE ENTRANCE STORY UP TO THE UNDERSIDE OF
THE FIRST FLIGHT OF STAIRS AND THE SOFFIT OF SUCH. FIRST
FLIGHT OF MAIN STAIRS AND THE PARTITIONS FORMING SUCH
ENCLOSURE SHALL BE FIRE-RETARDED AS PER SECTIONS 242
AND 242 OF THE MDL

OCCUPANCY SHALL COMPLY WITH SECTION D26-33.03 OF THE HMC

OWNER SHALL PROVIDE A SIGN IDENTIFYING OWNER, MANAGER
AND SUPERINTENDENT AS PER SECTION D26-41.15 OF THE HMC.

PREMISES TO COMPLY WITH SECTIONS D26-17.01 AND 17.07 OF THE
HMC FOR HEATING AND HOT WATER SUPPLY.

FLOOR SIGNS DESIGNATING FLOOR NUMBERS SHALL BE PROPERLY
DISPLAYED AS PER DEPARTMENT RULES AND REGULATIONS
D26-21.03. PROPER HOUSE NUMBERS SHALL BE DISPLAYED AS
PER SECTION D26-21.O5 OF THE HMC.

OWNER AND OCCUPANTS IN CONTROL OF A DWELLING SHALL
PROVIDE RECEPTACLES FOR WASTE MATTER AS PER SECTION
D26-14.03 AND 14.05 (INCLUSIVE) OF THE HMC.

DRAINAGE OF THE ROOF AND REAR YARDS SHALL COMPLY WITH
SECTION D26-16.03 OF THE HMC.

NIGHT-LIGHTING OF THE PUBLIC HALLS AND STAIR HALL SHALL
COMPLY WITH SECTIONS D26-19.03 AND 19.07 OF THE HMC.

OBLIGATIONS OF THE OWNER SHALL COMPLY WITH SECTION
D26-22.03 OF THE HMC.

FACILITIES AND EQUIPMENT SHALL COMPLY WITH SECTION
D26-32.0 OF THE HMC.

LIGHTING AND VENTILATION SHALL COMPLY WITH SECTION
D26-32.03 OF THE HMC.

CONSTRUCTION NOTES

DO NOT SCALE PLANS!

WORK SHALL CONFORM TO THE NYC "OLD" (PRE-1968) BUILDING CODE AND
APPLICABLE SECTIONS OF THE 1968 AND NEW CODES, THE NYC ZONING
RESOLUTION AND ALL OTHER APPLICABLE CODES

THE GENERAL CONTRACTOR AND THE SUBCONTRACTORS
SHALL VISIT THE SITE PRIOR TO BIDDING ON THE PROJECT
AND/OR PRIOR TO BEGINNING CONSTRUCTION

ANY DISCREPANCIES BETWEEN THE ACTUAL EXISTING CONDITIONS AND
THOSE DEPICTED ON THE PLANS SHALL BE BROUGHT TO THE ATTENTION OF
ARCHITECT FOR THE ARCHITECT'S DECISION ON HOW TO PROCEED.
FAILURE OF THE CONTRACTOR TO POINT OUT SAID DISCREPANCIES
PRIOR TO START OF CONSTRUCTION SHALL SIGNAL HIS ACCEPTANCE OF
THE EXISTING CONDITIONS AS IS

IT IS THE INTENT OF ARCHITECT WITH THESE PLANS TO DEPICT COMPLETE
SYSTEMS. IN THE EVENT THAT NOT ALL ELEMENTS OF A PARTICULAR SYSTEM
ARE INDICATED ON THE PLANS, THE CONTRACTOR SHALL, NEVER-THE-LESS
BE RESPONSIBLE TO PROVIDE COMPLETE WORKING SYSTEMS IN
ACCORDANCE WITH GENERAL PRACTICE AND INDUSTRY STANDARDS

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS PRIOR TO
COMMENCEMENT OF ANY WORK

ANY REFERENCE MADE IN THESE DRAWINGS TO THE 2nd FLOOR SHALL
APPLY EQUALLY TO FLOORS 2-4

NO WORK BEYOND THE PROPERTY LINE SHALL BE STARTED BEFORE
OBTAINING ALL NECESSARY PERMITS FROM THE DEPARTMENT OF
HIGHWAYS

ALL MASONRY CONSTRUCTION AS PER SECTIONS 8.4.1 AND 8.4.1.4 OF THE
BUILDING CODE AND ALL OTHER APPLICABLE REGULATIONS

ALL STEEL SUPPORTED ON MASONRY OVER 4'-0" IN LENGTH SHALL HAVE 2"
SPRAY-ON FIREPROOFING

SEISMIC CODE NOTES

THE PROPOSED PROJECT CONFORMS TO TPPN 4/99 FOR
SEISMIC DESIGN

1/16" = 1'-0"
2

Site

KITCHEN/KITCHENETTE NOTES

KITCHENETTES WITHOUT WINDOWS ARE TO BE MECHANICALLY VENTILATED WITH A
MINIMUM DUCT SIZE OF 144 SQUARE INCHES AND MINIMUM SIZE OF 8"
CONSTRUCTED OF 24 GA. GALVANIZED METAL. CEILINGS IN KITCHENETTES TO BE
FURRED DOWN WHEN REQUIRED. KITCHENETTES TO HAVE MINIMUM CLEAR HEIGHT
OF 7'-6"

PARTITIONS AND CEILINGS ENCLOSING KITCHENS/KITCHENETTES TO BE FIRE-
RETARDED WITH NATIONAL GYPSUM FIRE-SHIELD OR EQUAL BS&A CALENDAR 3439-
528-M ON BOTH SIDES OF THE PARTITION AS PER SECTION 33 OF THE MDL.

SURFACES DIRECTLY UNDER AND WITHIN 1' OF THE GAS RANGE TO BE FIRE-
RETARDED WITH 1" GYPSUM PLASTER ON METAL LATHE OR EQUAL

GAS RANGES TO CONFORM TO SECTION 33 OF THE MDL

BATHROOM NOTES

EACH BATHROOM TO HAVE AN ENAMELED METAL MEDICINE CABINET. ALSO
PROVIDE TILED FLOOR AND COVED BASE, MINIMUM 6" HIGH. WALL TILE AS
SPECIFIED TO 54" MINIMUM AFF AND THE CEILING ABOVE TUB. SEE PLANS FOR
TILE CONFIGURATION

WALL AND CEILINGS TO HAVE WATER-RESISTANT GYPSUM WALL-BOARD WITH
REQUIRED FIRE RATING. AT TUB AND SHOWER SURROUNDS, PROVIDE
CEMENTITIOUS BOARD EQUAL TO WONDERBOARD IN LIEU OF GWB

BATHROOM WALLS TO BE PROVIDED WITH 3.5" MINERAL WOOL SOUND INSULATION
(NOT FACED OR UN-FACED BATT INSULATION)

ALL BATHROOMS TO HAVE MECHANICAL VENTILATION WITH A MINIMUM DUCT SIZE
OF 144 SQ. IN. CONSTRUCTED OF 24 GA. GALVANIZED METAL. BATHROOM DOORS
TO HAVE A MINIMUM HEIGHT OF 6'-8" AND TO BE UNDERCUT 3/4" FOR AIR-FLOW

DRAINAGE TO COMPLY WITH SECTION 77 OF THE MDL

INSULATION NOTES

1. PROVIDE R-13 KRAFT-FACED BATT INSULATION AT 2X4 EXTERIOR STUD WALLS
2. PROVIDE R-30 KRAFT FACED INSULATION AT CEILING JOISTS AT ROOF
LOCATIONS.
3. PROVIDE R-25 KRAFT-FACED BATT INSULATION AT FLOORS ABOVE UNHEATED
SPACES.
4. WHERE KRAFT FACED INSULATION IS INSTALLED:

A. INSULATION TO BE CUT TO FIT PRECISELY INTO VOID WITH NO GAP
AND NO EXCESS MATERIAL GATHERED AT EITHER END.
B. PAPER TABS TO BE STAPLED TO FACE OF STUDS/JOIST NOT TO SIDE.
C. POSSIBLE ACCEPTANCE BY THE BUILDING INSPECTOR WILL NOT
NULLIFY/OVER-RIDE A& B ABOVE.
D. INSTALLATION OF INSULATION SHALL BE SUBJECT TO THE
ARCHITECT'S APPROVAL PRIOR TO INSTALLATION OF GWB.

5. AT BATHROOM WALLS AND WHERE INDICATED ON PLANS, PROVIDE 3 1/2"
MINERAL WOOL SOUND INSULATION - NOT FACED OR UNFACED BATT INSULATION

1
3D View 2

1/4" = 1'-0"
Legend

DEFINITION OF TERMS:
"PROVIDE"= FURNISH AND INSTALL
"EQUAL"= EQUAL AS DETERMINED BY THE ARCHITECT

No. Description Date

1 Revision 26 June '10

1

1

1

ECCCNYS NOTES

TO THE BEST OF MY KNOWLEDGE, BELIEF AND PROFESSIONAL
JUDGEMENT, THESE PLANS AND SPECIFICATIONS ARE IN COMPLIANCE
WITH THE ENERGY CONSERVATION CONSTRUCTION CODE OF NEW YORK
STATE, USING CHAPTER 4. SEE BREAKDOWN DRAWING A-02

1
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Finish Schedule

Number Level Name Area
Floor

Material Floor Finish
Wall

Material Wall Finish Base Molding Stool/Apron
Crown

Molding
Molding
Finish

Ceiling
Material Ceiling Finish

1-B-7 Not Placed Closet Not Placed

-C-01 Cellar CORRIDOR Redundant
Room

Paint Semi-Gloss - - -

-C-02 Cellar ELECTRIC METERS 114 SF Paint Semi-Gloss - - -

-C-03 Cellar Gas/Water Meter Room 110 SF Concrete Paint CMU Paint Semi-Gloss - - - Plaster Paint

-C-04 Cellar Elevator Lobby 196 SF Concrete Granite Tile CMU Paint Semi-Gloss - - -

-C-05 Cellar Super's Work Room 84 SF Concrete Paint CMU Paint Semi-Gloss - - Plaster Paint

-C-06 Cellar Common Tenant Storage Redundant
Room

Concrete VCT GWB Paint Semi-Gloss Dykes 402/224 - Paint SG

-C-07 Cellar Elevator Equipment Room 137 SF Concrete Paint CMU Paint Semi-Gloss - - - Plaster Paint

-C-08 Cellar HC Unisex Lav 1649 SF Concrete CT 8x8 Paint Semi-Gloss - - -

-C-09 Cellar HC Unisex Lav 63 SF Concrete CT 8x8 Paint Semi-Gloss - - -

-C-A-1 Cellar Common Tenant Storage 521 SF Concrete Oak T&G GWB Paint - - - GWB Paint-Flat

-C-B-1 Cellar Common Tenant Storage 581 SF Concrete Oak T&G GWB Paint - - - GWB Paint-Flat

-C-B-2 Cellar LAV 27 SF Concrete CT 8x8 WP GWB Paint Semi-Gloss Dykes 402/224 - Paint SG WP GWB Paint Semi-Gloss

1-D-9 Cellar LAV 24 SF Concrete Ceramic Tile WP GWB Paint Semi-Gloss Dykes 402/224 - Paint SG WP GWB Paint Semi-Gloss

1-01 1st Floor Vestibule 86 SF Concrete Ceramic Tile Brick Stucco over wire mesh - - -

1-02 1st Floor Lobby 495 SF Wood Existing Tile Brick Stucco over wire mesh - - - Plaster Paint-Flat

1-A-1 1st Floor Living / Dining Room 231 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

1-A-2 1st Floor Kitchen 93 SF Wood Granite Tile GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint Semi-Gloss

1-A-3 1st Floor Hall 31 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

- - Paint SG GWB Paint-Flat

1-A-4 1st Floor Bedroom 154 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Paint SG GWB Paint-Flat

1-A-5 1st Floor Bath 33 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - 1-Piece
Granite

- - WP GWB Paint Semi-Gloss

1-B-1 1st Floor Living / Dining Room 227 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

1-B-2 1st Floor Kitchenette 82 SF Wood Granite Tile GWB Paint Semi-Gloss Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint Semi-Gloss

1-B-3 1st Floor Hall 75 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

- - Paint SG GWB Paint-Flat

1-B-4 1st Floor Bedroom 162 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

1-B-5 1st Floor Bath 50 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - - - Paint SG WP GWB Paint Semi-Gloss

1-B-6 1st Floor Closet 41 SF

1-C-1 1st Floor Living/ Dining Room 229 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

1-C-2 1st Floor Kitchen 87 SF Wood Granite Tile GWB Paint Semi-Gloss Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint Semi-Gloss

1-C-3 1st Floor Hall 37 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

- - Paint SG GWB Paint-Flat

1-C-4 1st Floor Bedroom 100 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

1-C-5 1st Floor Bath 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - - - WP GWB Paint Semi-Gloss

1-C-6 1st Floor Bedroom 161 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

1-C-7 1st Floor Bath 30 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - 1-Piece
Granite

- - WP GWB Paint Semi-Gloss

1-C-8 1st Floor Bedroom 113 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

1-D-1 1st Floor Living/ Dining Room 260 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

1-D-2 1st Floor Kitte 83 SF Wood Granite Tile GWB Paint Semi-Gloss Dykes 262 w/
1/4 round

- - Paint SG GWB Paint Semi-Gloss

1-D-3 1st Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - 1-Piece
Granite

- - WP GWB Paint Semi-Gloss

1-D-4 1st Floor Bedroom 161 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

1-D-5 1st Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. Dykes 262 w/
1/4 round

1-Piece
Granite

- - WP GWB Paint Semi-Gloss

1-D-6 1st Floor Bedroom 95 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

1-D-8 1st Floor Bedroom 106 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - GWB Paint-Flat

2-01 2nd Floor Public Corridor 237 SF Concrete Ceramic Tile Brick Stucco over wire mesh - - - - GWB Paint-Flat

2-A-1 2nd Floor Living/ Dining Room 239 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

2-A-2 2nd Floor Kitte 85 SF Wood Granite Tile GWB Paint Semi-Gloss Dykes 262 w/
1/4 round

- - Paint SG GWB Paint Semi-Gloss

2-A-3 2nd Floor HALL 75 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

- - Paint SG GWB Paint-Flat

2-A-4 2nd Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - 1-Piece
Granite

- - WP GWB Paint Semi-Gloss

2-A-5 2nd Floor Bedroom 165 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-A-6 2nd Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - 1-Piece
Granite

- - WP GWB Paint Semi-Gloss

2-A-7 2nd Floor Bedroom 87 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-A-8 2nd Floor Bedroom 103 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-B-1 2nd Floor Living/ Dining Room 214 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

2-B-2 2nd Floor Kitchen 93 SF Wood Granite Tile GWB Paint Semi-Gloss Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-B-3 2nd Floor HALL 48 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-B-4 2nd Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - - - - WP GWB Paint Semi-Gloss

2-B-5 2nd Floor Bedroom 98 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-B-6 2nd Floor Bedroom 157 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-C-01 2nd Floor Living/ Dining Room 219 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

2-C-2 2nd Floor Kitte. 87 SF Wood Granite Tile GWB Paint Semi-Gloss Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG WP GWB Paint Semi-Gloss

2-C-3 2nd Floor Bedroom 100 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-C-4 2nd Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - - - - WP GWB Paint Semi-Gloss

2-C-5 2nd Floor Bedroom 167 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-C-6 2nd Floor Room 30 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-C-7 2nd Floor Bedroom 119 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-C-8 2nd Floor Hall 65 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

- - Paint SG GWB Paint-Flat

2-D-1 2nd Floor Living/ Dining Room 260 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 Dykes 165C Paint SG GWB Paint-Flat

2-D-2 2nd Floor Kitte 96 SF Wood Granite Tile GWB Paint Semi-Gloss Dykes 262 w/
1/4 round

- - Paint SG GWB Paint Semi-Gloss

2-D-3 2nd Floor HALL 93 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

- - Paint SG GWB Paint-Flat

2-D-4 2nd Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - - Paint SG GWB Paint-Flat

2-D-5 2nd Floor Master Bedroom 171 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-D-6 2nd Floor BATH 36 SF Wood Granite Tile WP GWB Tile Wainscot/Paint S.G. - 1-Piece
Granite

- - WP GWB Paint Semi-Gloss

2-D-7 2nd Floor Bedroom 105 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

2-D-8 2nd Floor Bedroom 112 SF Wood Oak T&G GWB Paint Dykes 262 w/
1/4 round

Dykes 402/224 - Paint SG GWB Paint-Flat

Rf 01 Roof Bulkhead 86 SF Concrete Ceramic Tile GWB Paint - - - - GWB Paint-Flat

Door Schedule

Mark Room Door Type Width Height Fire Rating
Construction

Type Frame Material Saddle
Casing
Style Undercut

1 3' - 0" 6' - 8" HM

2 Bathroom 2' - 10" 6' - 8" Wood Pre-hung wood Marble

3 Bathroom Flush 2' - 10" 6' - 8" Wood Pre-hung wood Marble 3/4"

4 Bathroom Flush 2' - 0" 6' - 8" Wood Pre-hung wood Marble

5 Bathroom Flush 2' - 4" 6' - 8" Wood Pre-hung wood Marble 3/4"

6 Closet Flush 6' - 8" Wood Pre-hung wood

7 Closet Flush 1' - 8" 6' - 8" Wood Pre-hung wood

8 Closet Flush 2' - 6" 6' - 8" Pre-hung wood

9 Closet Pair Flush 4' - 0" 6' - 8" Wood Pre-hung wood

10 Closet Pair Flush 3' - 0" 6' - 8" Wood Pre-hung wood

11 Closet Pair Flush 3' - 6" 6' - 8" Wood Pre-hung wood

12 Laundry Bi-fold 2' - 6" 6' - 8" None

13 Laundry Bi-fold 3' - 0" 6' - 8" Wood None

14 Laundry Pair Bi-fold 6' - 8" None

15 Mechanical Room Flush 3' - 0" 6' - 8" HM Welded Steel

16 6' - 8" HM

17 Elevator 2-speed 3' - 6" 8' - 0" 1.5 Hr

18 Bathroom Flush 2' - 0" 6' - 8" Wood Pre-hung wood Marble

19 Laundry Bi-fold 2' - 6" 6' - 8" Wood Louver None

21 3' - 0" 7' - 4"

22 3' - 0" 7' - 0"

24 2' - 6" 6' - 8" 1.5 Hr HM

25 2' - 6" 6' - 8" 1.5 Hr HM

26 2' - 6" 6' - 8" 1.5 Hr HM

27 2' - 4" 6' - 8" Wood

28 2' - 4" 6' - 8" Wood

29 2' - 4" 6' - 8" Wood

30 2' - 8" 6' - 8" 1.5 Hr HM

31 2' - 8" 6' - 8" 1.5 Hr HM

32 2' - 8" 6' - 8" 1.5 Hr HM

33 2' - 8" 6' - 8" 1.5 Hr HM

34 2' - 4" 6' - 8" Wood

35 2' - 4" 6' - 8" Wood

36 2' - 8" 6' - 8" 1.5 Hr HM

37 2' - 8" 6' - 8" 1.5 Hr HM

38 2' - 8" 6' - 8" 1.5 Hr HM

39 2' - 8" 6' - 8" 1.5 Hr HM

40 2' - 4" 6' - 8" Wood

41 2' - 4" 6' - 8" Wood

42 2' - 4" 6' - 8" Wood

43 2' - 4" 6' - 8" Wood

44 2' - 4" 6' - 8" Wood

45 2' - 4" 6' - 8" Wood

46 2' - 4" 6' - 8" Wood

47 2' - 4" 6' - 8" Wood

48 2' - 4" 6' - 8" Wood

49 2' - 4" 6' - 8" Wood

50 2' - 4" 6' - 8" Wood

51 2' - 4" 6' - 8" Wood

52 2' - 4" 6' - 8" Wood

53 2' - 4" 6' - 8" Wood

54 2' - 4" 6' - 8" Wood

55 2' - 4" 6' - 8" Wood

56 2' - 4" 6' - 8" Wood

57 2' - 4" 6' - 8" Wood

58 2' - 4" 6' - 8" Wood

59 2' - 4" 6' - 8" Wood

60 4' - 0" 6' - 8" Wood

61 2' - 4" 6' - 8" Wood

62 2' - 4" 6' - 8" Wood

63 2' - 4" 6' - 8" Wood

64 2' - 4" 6' - 8" Wood

65 2' - 4" 6' - 8" Wood

66 2' - 4" 6' - 8" Wood

67 2' - 4" 6' - 8" Wood

68 4' - 0" 6' - 8" Wood

69 4' - 0" 6' - 8" Wood

70 3' - 0" 6' - 8" 1.5 Hr HM

71 3' - 0" 6' - 8" 1.5 Hr HM

72 3' - 0" 6' - 8" Wood

73 3' - 0" 6' - 8" HM

75 2' - 0" 6' - 8"

76 2' - 0" 6' - 8"

77 2' - 0" 6' - 8"

78 1' - 6" 8' - 0"

146 2' - 6" 6' - 8" 1.5 Hr HM

261 3' - 6" 8' - 0" 1.5 Hr

262 3' - 6" 8' - 0" 1.5 Hr

Window Schedule

Type Mark Width Height Count
Manufactur

er Model Description Frame Material Glass Type

19 7' - 4" 6' - 1" 6 Traco NX-500 Mulled DH Alum. W/ Thermal Break Insulated

30 3' - 8" 6' - 1" 66 Traco NX-500 Double Hung Alum. W/ Thermal Break Insulated

31 2' - 4" 5' - 0" 8 Traco NX-500 Double Hung Alum. W/ Thermal Break Frosted/Insulated

32 4' - 4" 6' - 1" 18 Traco NX-500 Mulled DH Alum. W/ Thermal Break Insulated

33 6' - 4" 6' - 1" 5 Traco NX-500 Mulled DH Alum. W/ Thermal Break Insulated

34 3' - 4" 6' - 1" 4 Traco NX-500 Double Hung Alum. W/ Thermal Break Insulated

35 4' - 6" 6' - 1" 7 TBD Double Hung

41 3' - 0" 1' - 6" 7 Traco NX-740 Fixed Alum. W/ Thermal Break Tempered/Insulated

47 5' - 0" 0' - 6" 1

49 2' - 4" 4' - 6" 12 Traco NX-500 Double Hung Alum. W/ Thermal Break Frosted/Insulated

50 3' - 0" 2' - 8" 3 Traco NX-500 Double Hung Alum. W/ Thermal Break Tempered/Insulated

51 3' - 8" 5' - 1" 4 Traco NX-500 Double Hung Alum. W/ Thermal Break Insulated

52 3' - 4" 5' - 1" 1 Traco NX-500 Double Hung Alum. W/ Thermal Break Insulated

53 3' - 8" 1' - 0" 4 Traco NX-740 Fixed Alum. W/ Thermal Break Insulated

54 3' - 4" 1' - 0" 1 Traco NX-740 Fixed Alum. W/ Thermal Break Insulated

55 1' - 0" 7' - 2" 1 Traco NX-740 Fixed Aluminum Tempered

65 1' - 1" 7' - 4" 2

Door Schedule Notes

Apartment Entry doors as
manufactured by Metalline Fire
Door Co or equal as approved
by architect. Solid-core 5-panel
at Hall-side, Flush at Aparment
side

Apartment Interior doors:as
manufactured by Masoniteor equal
as approved by architect Style:
PAN-CRN-DR-5PSQ-XXX-5-80-
MDF-SM

Cellar Mechanical Room doors:
Hollow metal with honeycomb core
with fire-rating as indicated

Elevator doors by elevator
contractor

Closet (One door)
Passage set
Butt hinges
Floor or wall-mounted door

stop
Closet (Two doors)

Dummy pulls
Butt hinges
Floor or wall-mounted door

stop
Laundry (Bi-fold)

Single pull each door
Cellar Mechanical Rooms

Lock-set (classroom action)
Spring hinges

Stair Bulkhead
Panix lock-set
Spring hinges
Security chain
Pull bar at exterior

NOTES
1. PROVIDE CHILD GUARDS AT ALL WINDOWS AT FIRST FLOOR AND ABOVE EXCEPT AT FIRE ESCAPE LOCATION
2. CHILD GUARDS SECURED TO WINDOW FRAMES UTILIZING TAMPER-PROOF SCREWS
3. SEE DETAIL SHEETS

Door Hardware:
Mortisse lock Sargent 8200 Lever lock

Function Single cylinder with deadbolt
Apartment corridor door #43

Lever profile: Odeon MV
Contractor shall be responsible for left and right
hand selection

Finish 26D Satin Chrome
Privacy Set Schlage Merano F10 Mer 626
Passage set Schlage Merano F10 Mer 626
Lock-set (classroom action) Schlage Merano F10 Mer 626
Panix lock-set
Dummy pulls Schlage Merano F10 Mer 626
Spring Hinges Bommer 4300 series
Butt hinges Hager 1541 Stainless Steel
Interviewer/mechanical chimes
Security chain Equal to National Hardware v807

Finish: Satin Chrome
Pull bar at exterior
Floor-mounted door stop Hager 248F Finish 26D
Wall-mounted door stop Hager 255W Finish 26D
Hinge-mounted door stop Equal to Bulldog 121493. Finish

26D

FINISH NOTES

1. ALL PAINT BY BENJAMIN MOORE. NO SUBSTITUIONS
2. BLOCK-FILLER PAINT FOR ALL EXPOSED CONCRETE AND
CMU
3. APARTMENT INTERIOR PAINT (EXCEPT WHERE SEMI-GLOSS
IS SPECIFIED) SHALL BE EGG-SHELL FINISH
4. DOORS AND TRIM SHALL BE PAINTED WITH SEMI-GLOSS
PAINT
5. KITCHEN/KITCHENETTE TILE: 12X12X3/8" BLACK GRANITE
TILE. MUD-SET
6. BATHROOM TILE: 12X12X3/8" WHITE CARRERA GRANITE
TILE. MUD-SET
7. BATHROOM WALL TILE: 12X12X3/8" WHITE CARRERA
MARBLE TILE. INSTALL TO 4'-6" AFF AND TO CEILING AT TUB
AND SHOWER LOCATIONS. EXPOSED TOP AND SIDE EDGES TO
BE POLISHED. PROVIDE CUT-OUTS AS REQUIRED FOR
INSTALLATION OF OUTLETS, SWITCHES, MEDICINE CABINET,
ETC
8. PROVIDE MATCHING MARBLE SADDLE AT DOOR WITH
MAXIMUM 1/4" LIP AND 1/2" RISE AT 1:2
9. WOOD FLOORING SHALL BE NOMINAL 1X4 TONGUE AND
GROOVE RED OAK SELECT OR BETTER WITH NO SHORTS.
FINISH WITH 2 COATS CLEAR WATER-BASED POLYURETHANE
SATIN-FINISH

No. Description Date

1 Revision 26 June '10

1

1

Door Hardware as indicated herein:

Apartment entry:
Mortisse lock with deadbolt

with egress retraction feature
Spring Hinges
Interviewer/mechanical chimes
Security chain
Floor or wall-mounted door

stop
Bedroom:

Privacy Set
Butt hinges
Floor or wall-mounted door

stop
Bathroom:

Privacy set (Knob inside
bathroom to be polished chrome

Butt hinges
Hinge-mounted door stop
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GWB COLUMN ENCLOSURE
TYPICAL. COORDINATE WITH
FRAMING PLANS FOR COLUMN
LOCATION

ELEVATOR PIT AT 4' BELOW CELLAR
SLAB. COORDINATE REQUIREMENTS
WITH MANUFACTURER. PROVIDE 2'X2'X2'
SUMP PIT

NEW 4" CONCRETE SLAB THROUGHOUT
INSTALL SO AS TO PROVIDE 9' CLEAR
HEADROOM AT RESIDENTIAL RECREATION
ROOM. PROVIDE 6X6-10/10 WWM OVER
6 MIL POLY VAPOR BARRIER OVER 4" CRUSHED
STONE OVER CLEAN COMPACTED OR
VIRGIN SOIL. PROVIDE CONTROL
JOINTS AT COLUMN LOCATIONS AND
AT 20' MAX OC

NEOPRENE EXPANSION JOINT
WHERE SLAB MEETS WALL

NEW DOOR AT EXISTING
MASONRY WALL. SEE DETAIL
SHEET FOR LINTEL SIZE

GWB COLUMN ENCLOSURE
TYPICAL. COORDINATE WITH
FRAMING PLANS FOR COLUMN
LOCATION

NEW CONCRETE SLAB AT CELLAR LEVEL. 5" CONCRETE
WITH 6X6-10/10 WWM OVER 4" CRUSHED STONE. PITCH
TO DRAIN

NEW 8" CMU CHEEK WALL WITH 20X10 CONCRETE
FOOTING. FINISH EXPOSED FACE WITH CEMENTITIOUS
STUCCO OVER WIRE MESH

NEW CONCRETE STAIR DOWN TO CELLAR WITH NON-SKID FINISH

EXISTING DOOR TO BE REMOVED. SEAL MASONRY
OPENING TO MATCH

WINDOWS AT NEW RAMP LOCATION TO BE REMOVED.
SEAL MASONRY OPENINGS TO MATCH

EXISTING STAIR UP TO 1st FLOOR

NEW DOOR AT EXISTING
MASONRY WALL. SEE DETAIL
SHEET FOR LINTEL SIZE

EXISTING CONCRETE
STAIR

EXISTING RETAINING
WALL

EXISTING CONCRETE
STAIR UP TO GRADE

EXISTING CONCRETE STAIR FROM COURT DOWN
TO CELLAR. NEW PAINTED STEEL PIPE RAIL SET
IN NON-SHRINK GROUT

R-25 KRAFT-FACED BATT
INSULATION AT JOISTS
ABOVE. SEE INSULATION NOTES
A-001

COMBINATION WASHER / VENT-LESS
DRYER

CHAIN LINK FENCE NOT TO EXCEED 6' IN HEIGHT
GALVANIZED POSTS AT 8' OC SET 18" IN CONCRETE

DIRECT-VENT DOMESTIC/ HEATING WATER
HEATER MOUNTED ABOVE WASHER/DRYER.
PVC VENT PIPE AND FAI THROUGH WALL TO
EXTERIOR BEYOND 18" OF OPERABLE
WINDOW. SEE MECHANICAL DRAWINGS

PORTION OF NEW SLAB SET AT BOTTOM OF
EXISTING FOOTING.

NEW 4" CONCRETE SLAB THROUGHOUT
INSTALL AT LEVEL OF BOTTOM OF
FOOTINGS IN RESIDENTIAL PORTION
PROVIDE 6X6-10/10 WWM OVER
6 MIL POLY VAPOR BARRIER OVER 4" CRUSHED
STONE OVER CLEAN COMPACTED OR
VIRGIN SOIL. PROVIDE CONTROL
JOINTS AT COLUMN LOCATIONS AND
AT 20' MAX OC

WINDOWS ABOVE. SEE ELEVATIONS

-

---

3

1 GAS METER

15 GAS METERS
9 OVER 617 ELECTRIC METERS

3" FD

72

ELEVATOR MACHINE CLOSET

73

R 2' - 6"

INCOMING 3" GAS SERVICE

3" FD

4" FD

3" FD

3" FD3" FD

3" FD

3" FD

1

Reuben Gross Associates,
Architects, PA
1205 W. Laurelton Pkwy.
Teaneck, NJ 07666
tel. 201-833-4446 fax. 201-833-0484

rgtect@optonline.net www.rgtect.net
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PRESIDENT STREET
1475 President Street
Brooklyn, NY

1 SEPT. '10
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1

Cellar

No. Description Date

1 AS-BUILT AMENDMENT 22 JUNE
'11

NOTE: ALL APARTMENTS ARE TO BE HANDICAPPED
ADAPTABLE AS PER LL58/1987

AT KITCHENS
-GROUNDS TO BE PROVIDED BELOW GWB TO ALLOW HUNG
CABINETS TO BE RELOCATED TO 48" AFF
-REMOVABLE CABINETS TO BE PROVIDED AT SINK LOCATION
AND ADJACENT TO STOVE. COUNTER TOP TO BE ADJUSTABLE
IN HEIGHT TO 28"-34" AFF
-SEE KITCHEN DETAILS PAGE A-403

AT BATHROOMS:
-GROUNDS FOR GRAB BARS TO BE PROVIDED BEHIND AND AT
SIDE OF BATHTUB AND TOILETS
-SEE BATHROOM DETAILS DRAWING A-404

1

1

1

1
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50 SF

Bath

1-B-5

3

NEW HC ACCESS RAMP. 5" CONCRETE SLAB
W/ 6X6-10/10 WWM OVER 4" CRUSHED STONE
OVER CLEAN COMPACT FILL. MAXIMUM SLOPE
1:12. PROVIDE NON-SKID FINISH

STEEL PIPE HANDRAIL

NEW FLOOR AT VESTIBULE LEVEL WITH BALANCE
OF 1st FLOOR. MUD-SET CERAMIC TILE OVER 5"
CONCRETE SLAB

REMOVE EXISTING DOOR AND TRANSOM.
12" BRICK AS REQUIRED TO RAISE SILL
LEVEL TO FIRST FLOOR. NEW WIDE-STILE
ALUMINUM AND TEMPERED GLASS DOOR
AND SIDELIGHTS AS MANUFACTURED BY EMPIRE
ARCHITECTURAL PRODUCTS 516-377-8545
VERIFY MAXIMUM SIZE IN FIELD

12X86 TEMPERED
GLASS SIDELITE

8" BRICK INFILL AS REQUIRED
TO REDUCE WINDOW OPENING
TO ACCOMMODATE WINDOW AS
INDICATED

SCRAPE AND PAINT EXISTING
FIRE ESCAPE. REPAIR AS REQUIRED
VIF

SAW-CUT EXISTING BRICK WALL AS
REQUIRED TO INSTALL ELEVATOR
DOOR. SEE DETAIL FOR LINTEL SIZE
AND DETAIL

EXPAND OPENINGS AS
REQUIRED TO ACCOMMODATE
36X80 DOORS AND FRAMES
NEW LINTEL OVER BOTH
OPENINGS. SEE DETAILS
FOR LINTEL SIZE

NEW 2100 # TELESCOPING PISTON
HOLE-LESS HYDRAULIC ELEVATOR.
SEE SPECIFICATIONS.
CONTRACTOR SHALL BE
RESPONSIBLE TO FIELD MEASURE
SHAFT AND FLOOR-TO-FLOOR
HEIGHTS

REMOVE AND REPLACE ALL LINTELS AT
COURT WINDOWS (ALL FLOORS). PRE-CAST
CONCRETE SILLS PITCHED TO DRAIN

POINT AS REQUIRED OR AS
DIRECTED BY ARCHITECT FILL-
POINTING NOT PERMITTED.
WHERE MORTAR IS DEFECTIVE.
REMOVE AND POINT TO MATCH.
NON-STREET FACADES TO BE
FINISHED WITH THORO-COAT

EXISTING STAIR
DOWN TO COURT

INTERCOM PANEL (AT EXTERIOR AND VESTIBULE DOORS
PANASONIC VL-GM201A WITH ST. STL. PANEL

COMBINATION WASHER / VENT-LESS
DRYER

DIRECT-VENT DOMESTIC/ HEATING WATER
HEATER MOUNTED ABOVE WASHER/DRYER.
PVC VENT PIPE AND FAI THROUGH WALL TO
EXTERIOR BEYOND 18" OF OPERABLE
WINDOW. SEE MECHANICAL DRAWINGS

NOTE: SEE LEFT SIDE ELEVATION DRAWING
A-201 FOR DOOR (BELOW CUT LINE) AND WINDOW
AT STAIR ABOVE CUT LINE

EXISTING STAIR. REPAIR TREAD, STRINGERS,
ETC. REPLACE DAMAGED ELEMENTS AS REQUIRED
(VIF). NEW MARBLE TREADS THROUGHOUT. NEW
STAINED HARDWOOD RAIL THROUGHOUT

WINDOWS 51 AND 52 INSTALLED WITH
FIXED PANEL BELOW

30" REMOVABLE BASE CABINET AT SINK
LOCATION. TYPICAL

30" REMOVABLE BASE CABINET ADJACENT TO
RANGE. TYPICAL

EXTEND WALL TO MEET MULLION BETWEEN
WINDOWS

0' - 0"

-1' - 8"

MAIL BOXES SET INTO
EXISTING RECESS EXPAND
AS REQUIRED TO MEET USPS
CODE

5

5

RETURN AIR LOUVER OVER DOOR
TYPICAL AT ALL BEDROOMS.
COORDINATE SIZE WITH MECHANICAL
DRAWINGS

RETURN AIR LOUVER OVER DOOR TYPICAL AT ALL
BEDROOMS. COORDINATE SIZE WITH MECHANICAL
DRAWINGS

21

65

65
INTERCOM PANEL SET INTO SIDE LITE

3A

3A

3A

24Closet

3'
-

0
"

5"

-
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First Floor Plan

77010

PRESIDENT STREET
1475 President Street
Brooklyn, NY

1 SEPT. '10

2 OF 19

1/4" = 1'-0"
1

1st Floor

No. Description Date

1 AS-BUILT AMENDMENT 22 JUNE
'11

NOTE: ALL APARTMENTS ARE TO BE HANDICAPPED ADAPTABLE
AS PER LL58/1987

AT KITCHENS
-GROUNDS TO BE PROVIDED BELOW GWB TO ALLOW HUNG
CABINETS TO BE RELOCATED TO 48" AFF
-REMOVABLE CABINETS TO BE PROVIDED AT SINK LOCATION
AND ADJACENT TO STOVE. COUNTER TOP TO BE ADJUSTABLE IN
HEIGHT TO 28"-34" AFF
-SEE KITCHEN DETAILS PAGE A-403

AT BATHROOMS:
-GROUNDS FOR GRAB BARS TO BE PROVIDED BEHIND AND AT
SIDE OF BATHTUB AND TOILETS
-SEE BATHROOM DETAILS DRAWING A-404
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1
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119 SF

Bedroom

2-C-7

167 SF

Bedroom

2-C-5

112 SF

Bedroom

2-D-8

105 SF

Bedroom

2-D-7

171 SF

Master Bedroom

2-D-5

260 SF

Living/ Dining
Room

2-D-1

96 SF

Kitte

2-D-2

87 SF

Bedroom

2-A-7

165 SF

Bedroom

2-A-5

239 SF

Living/ Dining
Room

2-A-1

85 SF

Kitte

2-A-2

237 SF

Public Corridor

2-01

UNIT C 3 BR
939 SF

UNIT D 3 BR
1041 SF

UNIT A 3 BR
944 SF

UNIT B 2 BR
708 SF
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87 SF

Kitte.

2-C-2

5" 2' - 0" 5" 4' - 3" 5" 10' - 11" 1' - 4"

3

REMOVE AND REPLACE ALL LINTELS AT
COURT WINDOWS (ALL FLOORS). PRE-CAST
CONCRETE SILLS PITCHED TO DRAIN

POINT AS REQUIRED OR AS DIRECTED
BY ARCHITECT FILL-POINTING NOT
PERMITTED. WHERE MORTAR IS
DEFECTIVE. REMOVE AND POINT TO
MATCH. NON-STREET FACADES TO BE
FINISHED WITH THORO-COAT

EXPAND MASONRY OPENING TO
INSTALL NEW DOUBLE WINDOW AS
INDICATED. SEE DETAILS
FOR LINTEL SIZE

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE WITH
PLANS AND WINDOW SCHEDULE. SEE
SPECIFICATIONS. AT BATHROOM
LOCATIONS AS INDICATED, NEW BRICK
CONSTRUCTION TO MATCH TO REDUCE
WINDOW OPENINGS AS REQUIRED.
PROVIDE FROSTED GLAZING AT
BATHROOMS

BRICK TO MATCH TO SEAL
EXISTING
WINDOW OPENINGS AS
INDICATED

ALL SILLS AT COURT TO
BE REMOVED AND
REPLACED WITH PRE-
CAST CONCRETE UNITS
PITCHED TO DRAIN

PROVDE R-30 KRAFT-FACED BATT INSULATION
AT CEILING ABOVE 4TH FLOOR. SEE INSULATION
NOTES A-001

EXTEND EXISTING FIRE ESCAPE TO COVER
ADDITIONAL WINDOW. SEE DETAILS

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

POINT AS REQUIRED OR AS DIRECTED
BY ARCHITECT FILL-POINTING NOT
PERMITTED. WHERE MORTAR IS
DEFECTIVE. REMOVE AND POINT TO
MATCH. NON-STREET FACADES TO BE
FINISHED WITH THORO-COAT

STEAM CLEAN STREET FACADE. TYPICAL
POINT AS REQUIRED OR AS DIRECTED BY
ARCHITECT FILL-POINTING NOT PERMITTED.
WHERE MORTAR IS DEFECTIVE. REMOVE AND
POINT TO MATCH

EXPAND OPENINGS AS
REQUIRED TO ACCOMMODATE
36X80 DOORS AND FRAMES
NEW LINTEL OVER BOTH
OPENINGS. SEE DETAILS
FOR LINTEL SIZE

COMBINATION WASHER / VENT-LESS
DRYER

DIRECT-VENT DOMESTIC/ HEATING WATER
HEATER MOUNTED ABOVE WASHER/DRYER. PVC
VENT PIPE AND FAI THROUGH WALL TO
EXTERIOR BEYOND 18" OF OPERABLE WINDOW.
SEE MECHANICAL DRAWINGS

EXISTING STAIR. REPAIR TREAD, STRINGERS,
ETC. REPLACE DAMAGED ELEMENTS AS REQUIRED
(VIF). NEW MARBLE TREADS THROUGHOUT.NEW
STAINED HARDWOOD RAIL THROUGHOUT

12" DROPPED ARCH

12" DROPPED ARCH

12" DROPPED ARCH

12" DROPPED ARCH

5

5

5" 2' - 1" 5" 2' - 3" 5"

RETURN AIR LOUVER OVER DOOR TYPICAL
AT ALL BEDROOMS. COORDINATE SIZE WITH
MECHANICAL DRAWINGS

RETURN AIR LOUVER OVER DOOR
TYPICAL AT ALL BEDROOMS.
COORDINATE SIZE WITH MECHANICAL
DRAWINGS
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Typical Floor (2-4)
Plan

77010

PRESIDENT STREET
1475 President Street
Brooklyn, NY

1 SEPT. '10

3 OF 19

1/4" = 1'-0"
1

2nd Floor

No. Description Date

1 AS-BUILT AMENDMENT 22 JUNE
'11

NOTE: ALL APARTMENTS ARE TO BE HANDICAPPED ADAPTABLE AS
PER LL58/1987

AT KITCHENS
-GROUNDS TO BE PROVIDED BELOW GWB TO ALLOW HUNG
CABINETS TO BE RELOCATED TO 48" AFF
-REMOVABLE CABINETS TO BE PROVIDED AT SINK LOCATION
AND ADJACENT TO STOVE. COUNTER TOP TO BE ADJUSTABLE IN
HEIGHT TO 28"-34" AFF
-SEE KITCHEN DETAILS PAGE A-403

AT BATHROOMS:
-GROUNDS FOR GRAB BARS TO BE PROVIDED BEHIND AND AT
SIDE OF BATHTUB AND TOILETS
-SEE BATHROOM DETAILS DRAWING A-404
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1



A-201.00 5

A-202.002

1

A-301.00

2

A-301.00

3

A-301.00

A-201.001

A-202.00

3

A-202.00 1

A-201.00

2

Bulkhead

Rf 01

4

A-301.00

AT INSIDE FACE OF PARAPET, PROVIDE
CEMENTITOUS STUCCO OVER GALVANIZED
WIRE MESH SECURED TO BRICK

NEW 42" HIGH PAINTED PIPE RAIL. PROVIDE
GALVANIZED POSTS @ 8'-0" HIGH SECURED TO
JOISTS BELOW. SET IN PITCH POCKETS

NEW ELEVATOR BULKHEAD. 8" SOLID
BRICK CONSTRUCTION. COORDINATE
WITH MANUFACTURER FOR REQUIRED
OVER-RUN

REMOVE EXISTING CAST-IRON RAIL
PATCH TO MATCH

REMOVE AND REPLACE COPINGS AT STREET FACADES
DRILL AND SET NEW #4 DOWELS 8" MINIMUM INTO EXISTING PARAPETS
2 DOWELS PER COPING STONE. NEW COPINGS: PRE-CAST CONCRETE
4" AT EXTERIOR SLOPING DOWN TO 3" AT INTERIOR. 1" OVERHANG
WITH CONTINUOUS DRIP AT INTERIOR

NEW TERRA COTTA CAMELBACK COPINGS
AT NON-STREET FACADES. USE PRE-FORMED
CORNER SECTIONS AS REQUIRED-NO MITERING 12X12 FIXED ALUMINUM LOUVER WITH BIRDSCREEN

SET AT TOP OF ELEVATOR SHAFT WALL

LINE OF STRUCTURE BELOW

LINE OF STRUCTURE BELOW (TYPICAL)

REMOVE TAR FROM FACE OF PARAPETS AND
BULKHEAD. POINT BRICK-WORKAS REQUIRED. 3
COATS CEMENTITIOUS STUCCO OVER GALVANIZED
WIRE MESH

REMOVE TAR FROM FACE OF PARAPETS AND
BULKHEAD. POINT BRICK-WORKAS REQUIRED. 3
COATS CEMENTITIOUS STUCCO OVER GALVANIZED
WIRE MESH

VENTS FOR BOILERS BELOW (TYPICAL)

20 SF PLATE GLASS SKYLIGHT (NOT WIRE GLASS) WITH
GALVANIZED WIRE SCREENS ABOVE AND BELOW. 40 SQ. IN.
FIXED VENT. VERIFY EXISTING ROOF OPENING IN FIELD

TERRA-COTTA CAMELBACK COPING. PROVIDE PRE-FORMED
CORNER UNITS (NO MITERING)

BUILT-UP ROOFING (SEE SPECIFICATIONS) PITCHED
TO DRAIN OVER 5/8" DENSEDECK OVER 5/8" CDX
PLYWOOD SHEATHING. 3X10'S @ 16"

Reuben Gross Associates,
Architects, PA
1205 W. Laurelton Pkwy.
Teaneck, NJ 07666
tel. 201-833-4446 fax. 201-833-0484

rgtect@optonline.net www.rgtect.net
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Roof Plan
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1

Roof

1/8" = 1'-0"
2

Bulkhead Roof

No. Description Date

1 AS-BUILT AMENDMENT 22 JUNE
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1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

PAINTED STEEL PIPE RAIL AT BOTH SIDES
OF RAMP. SET POSTS IN NON-SHRINK GROUT

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

STEAM CLEAN EXISTING STREET FACADE.
TYPICAL POINT AS REQUIRED OR AS
DIRECTED BY ARCHITECT FILL-
POINTING NOT PERMITTED. WHERE
MORTAR IS DEFECTIVE. REMOVE AND
POINT TO MATCH

3'-6" HIGH RAILING AT ROOF. SET IN 10"
FROM INSIDE FACE OF PARAPET.
PROVIDE POSTS AT8' OC MAX SECURED
TO STRUCTURE BELOW SET IN PITCH
POCKETS

NEW CONCRETE HANDICAPPED ACCESS
RAMP UP TO FIRST FLOOR AT 1:12 MAXIMUM.
VERIFY REQUIRED LENGTH IN FIELD. 5"
CONCRETE SLAB W/ 6X6-10/10 WWM OVER
4" CRUSHED STONE OVER CLEAN
COMPACTED FILL. 8" SPLIT-FACED BLOCK
FOUNDATION WALLS. 20X10 CONCRETE
FOOTINGS AT 42" BELOW GRADE W/ 3 #4'S
CONTINUOUS

EXISTING WINDOW RAILINGS AT 2ND
AND 4TH FLOORS AS INDICATED.
SCRAPE AND PAINT WITH RUST-
INIBITIVE PAINT

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE WITH
PLANS AND WINDOW SCHEDULE. SEE
SPECIFICATIONS

WINDOWS WITHIN 18" OF
ADJACENT GRADE TO BE
INSTALLED WITH TEMPERED
GLASS

TERRA COTTA CAMELBACK COPING

32323232

1919 30303030

1919 30303030

1919 30303030

47

4141

12x12 FIXED LOUVER WITH INSECT SCREEEN

REMOVE TAR FROM FACE OF PARAPETS
AND BULKHEAD. POINT BRICK-WORKAS
REQUIRED. 3 COATS CEMENTITIOUS
STUCCO OVER GALVANIZED WIRE MESH

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

Court
-4' - 6"

3332 35

35

35

35

35

3034

34

34

34

32
31

32
31

32
31

32
31

32 35

32

32

47

32

32

35

32

32

50

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

NEW 200 W METAL HALITE WALL PACK

POINT AS REQUIRED OR AS DIRECTED BY
ARCHITECT FILL-POINTING NOT
PERMITTED. WHERE MORTAR IS DEFECTIVE.
REMOVE AND POINT TO MATCH. NON-STREET
FACADES TO BE FINISHED WITH THORO-
COAT

3'-6" PAINTED PIPE RAIL AT ROOF. SET IN
10" FROM INSIDE FACE OF PARAPET.
PROVIDE POSTS AT8' OC MAX SECURED TO
STRUCTURE BELOW SET IN PITCH POCKETS

NEW ELEVATOR BULKHEAD BEYOND. COORDINATE
WITH ELEVATOR MANUFACTURER FOR REQUIRED
HEIGHT OF OVER-RUN

NEW SKYLIGHT AT STAIR BULKHEAD. 20 SF MINIMUM
PLAIN (NOT WIRE) GLASS. PROVIDE GLAVANIZED
SCREENS ABOVE AND BELOW. 20 SQ. IN. FIXED VENT.
VERIFY OPENING SIZE IN FIELD

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE WITH
PLANS AND WINDOW SCHEDULE. SEE
SPECIFICATIONS

PAINTED STEEL PIPE RAIL AT BOTH SIDES
OF RAMP. SET POSTS IN NON-SHRINK GROUT

NEW CONCRETE HANDICAPPED ACCESS
RAMP UP TO FIRST FLOOR AT 1:12
MAXIMUM. VERIFY REQUIRED LENGTH IN
FIELD. 5" CONCRETE SLAB W/ 6X6-10/10
WWM OVER 4" CRUSHED STONE OVER CLEAN
COMPACTED FILL. 8" SPLIT-FACED BLOCK
FOUNDATION WALLS. 20X10 CONCRETE
FOOTINGS AT 42" BELOW GRADE W/ 3 #4'S
CONTINUOUS

CHAIN LINK FENCE NOT TO EXCEED 6' IN HEIGHT
PROVIDE 4" GALVANIZED POSTS @ 8' OC SET 18"
INTO CONCRETE POCKETS

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Cellar
-8' - 5"

Court
-4' - 6"

30

49

49

49

49

50

3'-6" HIGH RAILING AT ROOF.
SET IN 10" FROM INSIDE FACE
OF PARAPET. PROVIDE POSTS
AT8' OC MAX SECURED TO
STRUCTURE BELOW SET IN PITCH
POCKETS

NEW INSULATED GLASS AND
ALUMINUM WINDOWS
THROUGHOUT. COORDINATE
WITH PLANS AND WINDOW
SCHEDULE. SEE
SPECIFICATIONS. AT
BATHROOM LOCATIONS AS
INDICATED, NEW BRICK
CONSTRUCTION TO MATCH TO
REDUCE WINDOW OPENINGS AS
REQUIRED. PROVIDE FROSTED
GLAZING AT BATHROOMS

ALL SILLS AT COURT TO
BE REMOVED AND
REPLACED WITH PRE-
CAST CONCRETE UNITS
PITCHED TO DRAIN

WINDOWS WITHIN 18" OF
ADJACENT GRADE TO BE
INSTALLED WITH TEMPERED
GLASS

NEW 200 W METAL HALITE
WALL PACK

POINT AS REQUIRED OR AS
DIRECTED BY ARCHITECT FILL-
POINTING NOT PERMITTED.
WHERE MORTAR IS DEFECTIVE.
REMOVE AND POINT TO MATCH.
NON-STREET FACADES TO BE
FINISHED WITH THORO-COAT

BRICK TO MATCH TO SEAL
EXISTING
WINDOW OPENINGS AS
INDICATED

Reuben Gross Associates,
Architects, PA
1205 W. Laurelton Pkwy.
Teaneck, NJ 07666
tel. 201-833-4446 fax. 201-833-0484

rgtect@optonline.net www.rgtect.net
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Elevations

77010

PRESIDENT STREET
1475 President Street
Brooklyn, NY

1 SEPT. '10

8 OF 28

1/8" = 1'-0"
1

Front Elevation

1/8" = 1'-0"
2

Left Side Elevation

1/8" = 1'-0"
5

Court Yard Elevation 1

No. Description Date



1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

33 3330 32
31

33 30
31

32 30 30

33 30
31

32 30 30

33 30
31

32 30 30

47

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

NEW 200 W METAL HALITE WALL PACK

POINT AS REQUIRED OR AS DIRECTED BY
ARCHITECT FILL-POINTING NOT
PERMITTED. WHERE MORTAR IS DEFECTIVE.
REMOVE AND POINT TO MATCH. NON-STREET
FACADES TO BE FINISHED WITH THORO-
COAT

3'-6" HIGH RAILING AT ROOF. SET IN 10"
FROM INSIDE FACE OF PARAPET.
PROVIDE POSTS AT8' OC MAX SECURED
TO STRUCTURE BELOW SET IN PITCH
POCKETS

NEW ELEVATOR BULKHEAD BEYOND.
COORDINATE
WITH ELEVATOR MANUFACTURER FOR
REQUIRED
HEIGHT OF OVER-RUN

NEW SKYLIGHT AT STAIR BULKHEAD. 20 SF MINIMUM
PLAIN (NOT WIRE) GLASS. PROVIDE GLAVANIZED
SCREENS ABOVE AND BELOW. 20 SQ. IN. FIXED VENT.
VERIFY OPENING SIZE IN FIELD

EXISTING WINDOW RAILINGS AT 2ND AND
4TH FLOORS AS INDICATED. SCRAPE AND
PAINT WITH RUST-INIBITIVE PAINT

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE WITH
PLANS AND WINDOW SCHEDULE. SEE
SPECIFICATIONS

REMOVE TAR FROM FACE OF PARAPETS AND
BULKHEAD. POINT BRICK-WORKAS REQUIRED. 3
COATS CEMENTITIOUS STUCCO OVER GALVANIZED
WIRE MESH

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Cellar
-8' - 5"

Court
-4' - 6"

NEW 200 W METAL HALITE
WALL PACK

POINT AS REQUIRED OR AS
DIRECTED BY ARCHITECT
FILL-POINTING NOT
PERMITTED. WHERE MORTAR IS
DEFECTIVE. REMOVE AND
POINT TO MATCH. NON-STREET
FACADES TO BE FINISHED
WITH THORO-COAT

3'-6" HIGH RAILING AT ROOF.
SET IN 10" FROM INSIDE FACE
OF PARAPET. PROVIDE POSTS
AT8' OC MAX SECURED TO
STRUCTURE BELOW SET IN PITCH
POCKETS NEW INSULATED GLASS AND

ALUMINUM WINDOWS
THROUGHOUT. COORDINATE
WITH PLANS AND WINDOW
SCHEDULE. SEE
SPECIFICATIONS. AT
BATHROOM LOCATIONS AS
INDICATED, NEW BRICK
CONSTRUCTION TO MATCH TO
REDUCE WINDOW OPENINGS AS
REQUIRED. PROVIDE FROSTED
GLAZING AT BATHROOMS

ALL SILLS AT COURT TO
BE REMOVED AND
REPLACED WITH PRE-
CAST CONCRETE UNITS
PITCHED TO DRAIN

WINDOWS WITHIN 18" OF
ADJACENT GRADE TO BE
INSTALLED WITH TEMPERED
GLASS

49 49

50

49 49

49 49

49 49

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

53 54

NEW 200 W METAL HALITE WALL PACK

30 32 30 30 51 3032303030

30303030303030 30 30 30 30 51 30

30303030303030 30 30 30 30 51 30

30303030303030 30 30 30 30 51 30

41 41 41 41 41

47

52

BRICK INFILL TO MATCH EXIWSTING WHERE
DOOR IS REMOVED AND WINDOW INSTALLED
AT FIRST FLOOR

PAINTED STEEL PIPE RAIL AT BOTH SIDES
OF RAMP. SET POSTS IN NON-SHRINK GROUT

STEAM CLEAN EXISTING STREET FACADE.
TYPICAL POINT AS REQUIRED OR AS
DIRECTED BY ARCHITECT FILL-
POINTING NOT PERMITTED. WHERE
MORTAR IS DEFECTIVE. REMOVE AND
POINT TO MATCH

EXTEND EXISTING FIRE ESCAPE AS
INDICATED

3'-6" HIGHPAINTED PIPE RAILING AT ROOF.
SET IN 10" FROM INSIDE FACE OF PARAPET.
PROVIDE POSTS AT8' OC MAX SECURED TO
STRUCTURE BELOW SET IN PITCH POCKETS

NEW ELEVATOR BULKHEAD BEYOND. COORDINATE
WITH ELEVATOR MANUFACTURER FOR REQUIRED
HEIGHT OF OVER-RUN

NEW SKYLIGHT AT STAIR BULKHEAD. 20 SF MINIMUM
PLAIN (NOT WIRE) GLASS. PROVIDE GLAVANIZED
SCREENS ABOVE AND BELOW. 20 SQ. IN. FIXED VENT.
VERIFY OPENING SIZE IN FIELD

NEW CONCRETE HANDICAPPED ACCESS
RAMP UP TO FIRST FLOOR AT 1:12 MAXIMUM.
VERIFY REQUIRED LENGTH IN FIELD. 5"
CONCRETE SLAB W/ 6X6-10/10 WWM OVER
4" CRUSHED STONE OVER CLEAN
COMPACTED FILL. 8" SPLIT-FACED BLOCK
FOUNDATION WALLS. 20X10 CONCRETE
FOOTINGS AT 42" BELOW GRADE W/ 3 #4'S
CONTINUOUS

EXISTING WINDOW RAILINGS AT 2ND AND
4TH FLOORS AS INDICATED. SCRAPE AND
PAINT WITH RUST-INIBITIVE PAINT

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE WITH
PLANS AND WINDOW SCHEDULE. SEE
SPECIFICATIONS

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

REMOVE TAR FROM FACE OF
PARAPETS AND BULKHEAD. POINT
BRICK-WORKAS REQUIRED. 3
COATS CEMENTITIOUS STUCCO
OVER GALVANIZED WIRE MESH

REPAIR RAISED PARAPET SECTION THIS
AREA

Reuben Gross Associates,
Architects, PA
1205 W. Laurelton Pkwy.
Teaneck, NJ 07666
tel. 201-833-4446 fax. 201-833-0484

rgtect@optonline.net www.rgtect.net
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Elevations
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1/8" = 1'-0"
1

Rear Elevation
1/8" = 1'-0"

2
Court Yard Elevation 2

1/8" = 1'-0"
3

Right Side (Albany Street) Elevation

No. Description Date



T ectonicCop yright2007

T ectonicCop yright2007 T ectonicCop yright2007

T ectonicCop yright2007

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

2

A-301.00

PAINTED STEEL PIPE RAIL AT BOTH
SIDES OF RAMP. SET POSTS IN NON-
SHRINK GROUT

EXISTING FIRE ESCAPE. REPAIR /
REPLACE BROKEN ELEMENTS AS
REQUIRED OR AS DIRECTED. VIF.
SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

NEW 200 W METAL
HALITE WALL PACK

POINT AS REQUIRED OR AS
DIRECTED BY ARCHITECT FILL-
POINTING NOT PERMITTED.
WHERE MORTAR IS DEFECTIVE.
REMOVE AND POINT TO MATCH.
NON-STREET FACADES TO BE
FINISHED WITH THORO-COAT

3'-6"PAINTED PIPE RAIL AT
ROOF. SET IN 10" FROM
INSIDE FACE OF PARAPET.
PROVIDE POSTS AT8' OC MAX
SECURED TO STRUCTURE
BELOW SET IN PITCH
POCKETS

NEW ELEVATOR BULKHEAD BEYOND. COORDINATE
WITH ELEVATOR MANUFACTURER FOR REQUIRED
HEIGHT OF OVER-RUN

NEW SKYLIGHT AT STAIR BULKHEAD. 20 SF MINIMUM PLAIN
(NOT WIRE) GLASS. PROVIDE GLAVANIZED SCREENS ABOVE
AND BELOW. 20 SQ. IN. FIXED VENT. VERIFY OPENING SIZE IN
FIELD

NEW CONCRETE HANDICAPPED ACCESS RAMP UP
TO FIRST FLOOR AT 1:12 MAXIMUM. VERIFY
REQUIRED LENGTH IN FIELD. 5" CONCRETE SLAB
W/ 6X6-10/10 WWM OVER 4" CRUSHED STONE OVER
CLEAN COMPACTED FILL. 8" SPLIT-FACED BLOCK
FOUNDATION WALLS. 20X10 CONCRETE FOOTINGS
AT 42" BELOW GRADE W/ 3 #4'S CONTINUOUS

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE
WITH PLANS AND WINDOW SCHEDULE.
SEE SPECIFICATIONS

R-30 KRAFT-FACED BATT INSULATION
SEE A-001 FOR INSULATION NOTES

REMOVE TAR FROM FACE OF PARAPETS AND
BULKHEAD. POINT BRICK-WORKAS REQUIRED. 3
COATS CEMENTITIOUS STUCCO OVER GALVANIZED
WIRE MESH

REMOVE TAR FROM FACE OF
PARAPETS AND BULKHEAD.
POINT BRICK-WORKAS
REQUIRED. 3 COATS
CEMENTITIOUS STUCCO
OVER GALVANIZED WIRE
MESH

REPAIR BRICK-WORK AT
PARAPET THIS AREA

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

1

A-301.00

EXISTING FIRE ESCAPE. REPAIR / REPLACE
BROKEN ELEMENTS AS REQUIRED OR AS
DIRECTED. VIF. SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

NEW 200 W METAL HALITE WALL PACK

POINT AS REQUIRED OR AS DIRECTED BY
ARCHITECT FILL-POINTING NOT
PERMITTED. WHERE MORTAR IS DEFECTIVE.
REMOVE AND POINT TO MATCH. NON-STREET
FACADES TO BE FINISHED WITH THORO-
COAT

3'-6"PAINTED PIPE RAIL AT ROOF. SET IN
10" FROM INSIDE FACE OF PARAPET.
PROVIDE POSTS AT8' OC MAX SECURED TO
STRUCTURE BELOW SET IN PITCH POCKETS

NEW ELEVATOR BULKHEAD BEYOND.
COORDINATE WITH ELEVATOR
MANUFACTURER FOR REQUIRED
HEIGHT OF OVER-RUN

NEW SKYLIGHT AT STAIR BULKHEAD. 20 SF MINIMUM
PLAIN (NOT WIRE) GLASS. PROVIDE GLAVANIZED
SCREENS ABOVE AND BELOW. 20 SQ. IN. FIXED VENT.
VERIFY OPENING SIZE IN FIELD

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE WITH
PLANS AND WINDOW SCHEDULE. SEE
SPECIFICATIONS

R-25 KRAFT-FACED BATT INSULATION.
SEE A-001 FOR INSULATION NOTES

DEMOLISH EXISTING CELLAR SLAB. NEW
4" CONCRETE SLAB OVER 6 MIL POLY
VAPOR BARRIER OVER 4" CRUSHED
STONE

24X12 CONCRETE FOOTING BELOW NEW
ELEVATOR PIT. COORDINATE WITH
MANUFACTURER FOR REQUIRED PIT
DEPTH

NEW STEEL PIPE COLUMN AT EXISTING
FOOTING. EXTEND TO UNDERSIDE OF
EXISTING JOISTS

NEW STEEL BEAM. SAW-CUT FLOOR JOISTS TO
INSTALL BEAMS FLUSH WITH TOP OF JOISTS

CF Cellar
-10' - 0"

NEW SLAB SET AT 9' BELOW FLOOR ABOVE
IN-SET FROM FOUNDATION AS REQUIRED
TO MAINTAIN 1:2 RATIO. VIF

REMOVE TAR FROM FACE OF
PARAPETS AND BULKHEAD. POINT
BRICK-WORKAS REQUIRED. 3 COATS
CEMENTITIOUS STUCCO OVER
GALVANIZED WIRE MESH

-

---

-

---

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

2

A-301.00

PAINTED STEEL PIPE RAIL AT BOTH
SIDES OF RAMP. SET POSTS IN NON-
SHRINK GROUT

EXISTING WINDOW RAILINGS AT 2ND
AND 4TH FLOORS AS INDICATED.
SCRAPE AND PAINT WITH RUST-
INIBITIVE PAINT

POINT AS REQUIRED OR AS
DIRECTED BY ARCHITECT FILL-
POINTING NOT PERMITTED.
WHERE MORTAR IS DEFECTIVE.
REMOVE AND POINT TO MATCH.
NON-STREET FACADES TO BE
FINISHED WITH THORO-COAT

3'-6"PAINTED PIPE RAIL AT
ROOF. SET IN 10" FROM
INSIDE FACE OF PARAPET.
PROVIDE POSTS AT8' OC MAX
SECURED TO STRUCTURE
BELOW SET IN PITCH POCKETS

NEW ELEVATOR BULKHEAD BEYOND. COORDINATE
WITH ELEVATOR MANUFACTURER FOR REQUIRED
HEIGHT OF OVER-RUN

NEW CONCRETE HANDICAPPED ACCESS RAMP
UP TO FIRST FLOOR AT 1:12 MAXIMUM. VERIFY
REQUIRED LENGTH IN FIELD. 5" CONCRETE
SLAB W/ 6X6-10/10 WWM OVER 4" CRUSHED
STONE OVER CLEAN COMPACTED FILL. 8"
SPLIT-FACED BLOCK FOUNDATION WALLS.
20X10 CONCRETE FOOTINGS AT 42" BELOW
GRADE W/ 3 #4'S CONTINUOUS

NEW INSULATED GLASS AND ALUMINUM
WINDOWS THROUGHOUT. COORDINATE
WITH PLANS AND WINDOW SCHEDULE.
SEE SPECIFICATIONS

REMOVE TAR FROM FACE OF PARAPETS AND BULKHEAD. POINT
BRICK-WORKAS REQUIRED. 3 COATS CEMENTITIOUS STUCCO
OVER GALVANIZED WIRE MESH

1st Floor
0' - 0"

2nd Floor
10' - 4"

3rd Floor
20' - 8"

4th Floor
31' - 0"

Roof
42' - 4"

Bulkhead Roof
51' - 4"

Grade
-3' - 6"

Cellar
-8' - 5"

1

A-301.00

EXISTING FIRE ESCAPE. REPAIR
/ REPLACE BROKEN ELEMENTS AS
REQUIRED OR AS DIRECTED. VIF.
SCRAPE AND PAINT WITH
RUST INHIBITIVE PAINT

NEW 200 W METAL HALITE
WALL PACK

POINT AS REQUIRED OR AS DIRECTED BY
ARCHITECT FILL-POINTING NOT PERMITTED.
WHERE MORTAR IS DEFECTIVE. REMOVE AND
POINT TO MATCH. NON-STREET FACADES TO BE
FINISHED WITH THORO-COAT

3'-6"PAINTED PIPE RAIL AT ROOF.
SET IN 10" FROM INSIDE FACE OF
PARAPET. PROVIDE POSTS AT8' OC
MAX SECURED TO STRUCTURE BELOW
SET IN PITCH POCKETS

NEW ELEVATOR BULKHEAD
COORDINATE WITH ELEVATOR
MANUFACTURER FOR REQUIRED
HEIGHT OF OVER-RUN

NEW SKYLIGHT AT STAIR
BULKHEAD. 20 SF MINIMUM
PLAIN (NOT WIRE) GLASS.
PROVIDE GLAVANIZED SCREENS
ABOVE AND BELOW. 20 SQ. IN.
FIXED VENT. VERIFY OPENING
SIZE IN FIELD

NEW INSULATED GLASS AND
ALUMINUM WINDOWS THROUGHOUT.
COORDINATE WITH PLANS AND
WINDOW SCHEDULE. SEE
SPECIFICATIONS

R-25 KRAFT-FACED BATT
INSULATION. SEE A-001 FOR
INSULATION NOTES

DEMOLISH EXISTING CELLAR SLAB. NEW
4" CONCRETE SLAB OVER 6 MIL POLY
VAPOR BARRIER OVER 4" CRUSHED
STONE

24X12 CONCRETE FOOTING BELOW NEW
ELEVATOR PIT. COORDINATE WITH
MANUFACTURER FOR REQUIRED PIT
DEPTH

NEW SLAB SET AT 9' BELOW FLOOR
ABOVE IN-SET FROM FOUNDATION
AS REQUIRED TO MAINTAIN 1:2
RATIO. VIF

REMOVE TAR FROM FACE
OF PARAPETS AND
BULKHEAD. POINT BRICK-
WORKAS REQUIRED. 3
COATS CEMENTITIOUS
STUCCO OVER
GALVANIZED WIRE MESH

1st Floor
0' - 0"

Grade
-3' - 6"

Cellar
-8' - 5"

3

PAINTED STEEL PIPE RAILING SET INTO RAMP/STAIR PLATFORM
CORE-DRILL FOR POSTS. SET IN NON-SHRINK GROUT. FINISH WITH
RUST-INHIBITIVE PAINT

CAST-IN-PLACE REINFORCED CONCRETE STAIR
UP TO FIRST FLOOR. 7.5" MAX RISER HEIGHT. 10"
TREAD. VERIFY REQUIRED NUMBER OF RISERS IN
FIELD

EXISTING PRE-CAST CONCRETE SLAB ABOVE ENTRY

DECORATIVE WALL SCONCE. SEE REFLECTED CEILING
PLAN

NEW SLAB TO RAISE VESTIBULE TO
LEVEL OF BALANCE OF 1st FLOOR.
MUD-SET CERAMIC FLOOR TO
MATCH OVER 5" CONCRETE SLAB
SUPPORTED BY LATERAL BRICK
WALLS

SUSPENDED LIGHT FIXTURE

20X10 CONCRETE FOOTING W/ 3 #3'S CONTINUOUS

8" SPLIT FACED CMU FOUNDATION WALL

EXISTING FOUNDATION WALL

NEW VESTIBULE WALL

Reuben Gross Associates,
Architects, PA
1205 W. Laurelton Pkwy.
Teaneck, NJ 07666
tel. 201-833-4446 fax. 201-833-0484

rgtect@optonline.net www.rgtect.net
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Sections
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PRESIDENT STREET
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1/8" = 1'-0"
1

Section 1
1/8" = 1'-0"

2
Section 2

1/8" = 1'-0"
3

Section 3

1/8" = 1'-0"
4

Section 4

1/8" = 1'-0"
5

Section 5

No. Description Date
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REF.

REF.

D

1

A-301.00

A-401.007

1
-B

-1

8
1-B-2

9

1
-B

-3

10
1-B-4

1st Floor
0' - 0"

3

A-301.00

1st Floor
0' - 0"

1st Floor
0' - 0"

3

A-301.00

1st Floor
0' - 0"

A-401.00
2

1
-A

-4

3
1-A-1

4

1
-A

-2

11
1-A-3

1st Floor
0' - 0"

1

A-301.00

1st Floor
0' - 0"

1st Floor
0' - 0"

1

A-301.00

1st Floor
0' - 0"

2nd Floor
10' - 4"

5' BATHTUB KOHLER K-1123-LA
COLOR AS SELCTED BY OWNER
(ASSUME NOT WHITE) NTRACTOR
SHALL BE RESPONSIBLE TO
COORDINATE LEFT AND RIGHT
OUTLET AS REQUIRED BY PLAN
FAUCET/SHOWER BODY: DELTA
INOVATIONS T17430 SOS CHROME
PROVIDE: CHROME SHOWER
CURTAIN BAR ABOVE TUB

FIBERGLASS SHOWER BASE.
VERIFY BATHROOM
SIZE IN FIELD
FAUCET: DELTA INOVATIONS
MONITOR 17 T17230

TOILET: KOHLER K3656-UR
WELLWORTH CLASS 5 ELONGATED
BOWL. COLOR AS SELECTED BY
OWNER

LAVATORY: KOHLER K-2338-1
BANCROFT COLOR: BISCUIT
FAUCET: DELTA 511-HDF DST

MEDICINE CABINET. KOHLER
SINGLE-DOOR 20"WX26"HX5"D
SURFACE MOUNTED

STAINLESS STEEL KITCHEN SINK BY
FRANKE. KUBUS KBX-110-21r897
FAUCET: DELAT PILAR 4380
CHROME

GAS/ELECTRIC RANGE.
FRIGIDAIRE fgf382hc

REFIGERATOR: FRIGIDAIRE
frt18hs6js

DISHWASHER: FRIGIDAIRE
ffbd2405ks

RANGE HOOD. FRIGIDAIRE
F30WC19EC STAINLESS STEEL
RECIRCULATING AT EACH STOVE
LOCATION WHETHER SHOWN OR
NOT

WASHER DRYER COMBINATION
HAIERAMERICA HWD1000
VENTLESS ELECTCTRIC DRYER

Reuben Gross Associates,
Architects, PA
1205 W. Laurelton Pkwy.
Teaneck, NJ 07666
tel. 201-833-4446 fax. 201-833-0484

rgtect@optonline.net www.rgtect.net
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Kitchen Details
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Brooklyn, NY

1 SEPT. '10

11 OF 28

3/8" = 1'-0"
5

Kitchen A 2-4 Floors

3/8" = 1'-0"
6

Kitchen B 1st Floor
3/8" = 1'-0"

7
1-B-1

3/8" = 1'-0"
8

1-B-2

3/8" = 1'-0"
9

1-B-3
3/8" = 1'-0"

10
1-B-4

3/8" = 1'-0"
1

Kitchen A 1st Floor
3/8" = 1'-0"

2
1-A-4

3/8" = 1'-0"
3

1-A-1
3/8" = 1'-0"

4
1-A-2

3/8" = 1'-0"
11

1-A-3

1/4" = 1'-0"
Bathroom/Kitchen Legend

No. Description Date
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DETAIL @ ADJUSTABLE COUNTER
SCALE:1"=1'-0"

BASE CABINET DETAIL
SCALE:1"=1'-0"

HUNG CABINET DETAIL
SCALE:1"=1'-0"

NOTE:REMOVABLE
CABINETS TO BE PROVIDED
AS INDICATED ON PLANS

1"X2" CLEATS TO SUPPORT
LOWERED COUNTER

LOCATION OF SINK
(WHERE INDICATED)

ENTIRE EXPOSED SIDE
OF CABINET TO BE FINISHED

COUNTER TOP AND
BACKSPLASH TO BE
MARINE PLYWOOD WITH
PLASTIC LAMINATE

DRAWER: INNER FRONT,
SIDE AND BACK TO BE
SOLID PINE. BOTTOM
TO BE |" PLYWOOD

STEEL DRAWER TRACK

\" PLYWOOD BASE

2X4 BLOCKING

NOTE: PROVIDE RECESSED PULLS
AT ALL DRAWERS AND CABINET DOORS

NOTE: CABINET TO BE SET AT 18'" ABOVE
COUNTER EXCEPT AT SINK, RANGE AND REFRIGERATOR
LOCATIONS WHERE CABINETS TO BE SET AT 5'-6"

ABOVE FLOOR (30" ABOVE COUNTER TOP)
AT FIRST FLOOR, PLYWOOD GROUNDS TO BE INSTALLED
SO HUNG CABINETS CAN BE LOWERED TO 4'-0" AFF

2 ADJUSTABLE SHELVES
(1 AT CABINET ABOVE SINK
RANGE AND
REFRIGERATOR)

1X2 CLEAT

REF.
R

E
F

.

D

REF.
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4

A-301.00

1st Floor
0' - 0"

1st Floor
0' - 0"

1st Floor
0' - 0"

2nd Floor
10' - 4"

3

A-301.00

2nd Floor
10' - 4"

2nd Floor
10' - 4"

3

A-301.00

2nd Floor
10' - 4"
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Kitchen Details
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3/8" = 1'-0"
1

Kitchen B 2-4 Floors

3/8" = 1'-0"
2

Kitchen D 1-4 Floors

3/8" = 1'-0"
3

Kitchen C 1-4 Floors
3/8" = 1'-0"

4
4-C-3

3/8" = 1'-0"
5

1-C-1
3/8" = 1'-0"

6
1-C-2

3/8" = 1'-0"
7

1-D-3
3/8" = 1'-0"

8
1-D-1

3/8" = 1'-0"
9

1-D-2

3/8" = 1'-0"
10

2-B-1
3/8" = 1'-0"

11
2-B-2

3/8" = 1'-0"
12

2-B-3
3/8" = 1'-0"

13
2-B-4
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Casework Schedule

Level
Manufactur

er Model Type Count Height Width

1st Floor 30" X18 1 1' - 6" 2' - 6"

1st Floor 30" X18 1 1' - 6" 2' - 6"

1st Floor 30" X18 1 1' - 6" 2' - 6"

1st Floor 30" X18 1 1' - 6" 2' - 6"

1st Floor Florence
Manufacturi
ng
Company

Versatile
Mailboxes

ACAT8-19 1 3' - 3" 2' - 7 1/2"

1st Floor 30" X12 1 1' - 0" 2' - 6"

1st Floor 30" X12 1 1' - 0" 2' - 6"

1st Floor 30" X12 1 1' - 0" 2' - 6"

1st Floor 30" X12 1 1' - 0" 2' - 6"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 9" 1 2' - 10 1/2" 0' - 9"

2nd Floor 9" 1 2' - 10 1/2" 0' - 9"

2nd Floor 36" 1 2' - 10 1/2" 3' - 0"

2nd Floor 24" 1 2' - 10 1/2" 2' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 12" Depth 1 2' - 6" 0' - 0"

2nd Floor 12" Depth 1 2' - 6" 0' - 0"

2nd Floor 12" 1 2' - 6" 1' - 0"

2nd Floor 12" 1 2' - 6" 1' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 18" 1 2' - 6" 1' - 6"

2nd Floor 18" 1 2' - 6" 1' - 6"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 21" 1 2' - 6" 1' - 9"

2nd Floor 21" 1 2' - 6" 1' - 9"

2nd Floor 21" 1 2' - 6" 1' - 9"

2nd Floor 21" 1 2' - 6" 1' - 9"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 24" 1 2' - 10 1/2" 2' - 0"

2nd Floor 9" 1 2' - 10 1/2" 0' - 9"

2nd Floor 9" 1 2' - 10 1/2" 0' - 9"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 15" 1 2' - 10 1/2" 1' - 3"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor Base
Cabinet-Fill
er

1 2' - 10 1/2" 0' - 2"

2nd Floor 12" Depth 1 2' - 6" 0' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 30" 1 2' - 6" 2' - 6"

2nd Floor 15" 1 2' - 6" 1' - 3"

2nd Floor 24" 1 2' - 10 1/2" 2' - 0"

2nd Floor 9" 1 2' - 10 1/2" 0' - 9"

2nd Floor 9" 1 2' - 10 1/2" 0' - 9"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 27" 1 2' - 10 1/2" 2' - 3"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 24" 1 2' - 10 1/2" 2' - 0"

2nd Floor 21" 1 2' - 10 1/2" 1' - 9"

2nd Floor 21" 1 2' - 10 1/2" 1' - 9"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor Base
Cabinet-Fill
er

1 2' - 10 1/2" 0' - 0 1/2"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 48" Depth 1 3' - 0"

2nd Floor 12" Depth 1 2' - 6" 0' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 30" 1 2' - 6" 2' - 6"

2nd Floor 30" 1 2' - 6" 2' - 6"

2nd Floor 24" 1 2' - 10 1/2" 2' - 0"

2nd Floor 24" 1 2' - 10 1/2" 2' - 0"

2nd Floor 42" 1 2' - 10 1/2" 3' - 6"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 24" 1 2' - 10 1/2" 2' - 0"

2nd Floor 30" 1 2' - 10 1/2" 2' - 6"

2nd Floor 12" 1 2' - 10 1/2" 1' - 0"

2nd Floor 9" 1 2' - 10 1/2" 0' - 9"

2nd Floor 12" Depth 1 2' - 6" 0' - 0"

2nd Floor 24" Depth 1 3' - 0"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 18" 1 2' - 6" 1' - 6"

2nd Floor 24" 1 2' - 6" 2' - 0"

2nd Floor 15" 1 2' - 6" 1' - 3"

2nd Floor 15" 1 2' - 6" 1' - 3"

2nd Floor 26 1 2' - 6" 2' - 2"

2nd Floor 30" X18 1 1' - 6" 2' - 6"

2nd Floor 30" X18 1 1' - 6" 2' - 6"

2nd Floor 30" X18 1 1' - 6" 2' - 6"

2nd Floor 30" X18 1 1' - 6" 2' - 6"

2nd Floor 30" X12 1 1' - 0" 2' - 6"

2nd Floor 30" X12 1 1' - 0" 2' - 6"

2nd Floor 30" X12 1 1' - 0" 2' - 6"

2nd Floor 30" X12 1 1' - 0" 2' - 6"

Casework Schedule

Level
Manufactur

er Model Type Count Height Width

1st Floor 24" Depth 1 3' - 0"

1st Floor 30" 1 2' - 10 1/2" 2' - 6"

1st Floor 30" 1 2' - 10 1/2" 2' - 6"

1st Floor 30" 1 2' - 10 1/2" 2' - 6"

1st Floor 9" 1 2' - 10 1/2" 0' - 9"

1st Floor 9" 1 2' - 10 1/2" 0' - 9"

1st Floor 36" 1 2' - 10 1/2" 3' - 0"

1st Floor 24" 1 2' - 10 1/2" 2' - 0"

1st Floor 24" Depth 1 3' - 0"

1st Floor 24" Depth 1 3' - 0"

1st Floor 24" Depth 1 3' - 0"

1st Floor 12" Depth 1 2' - 6" 0' - 0"

1st Floor 12" Depth 1 2' - 6" 0' - 0"

1st Floor 12" 1 2' - 6" 1' - 0"

1st Floor 12" 1 2' - 6" 1' - 0"

1st Floor 24" 1 2' - 6" 2' - 0"

1st Floor 18" 1 2' - 6" 1' - 6"

1st Floor 18" 1 2' - 6" 1' - 6"

1st Floor 24" 1 2' - 6" 2' - 0"

1st Floor 21" 1 2' - 6" 1' - 9"

1st Floor 21" 1 2' - 6" 1' - 9"

1st Floor 21" 1 2' - 6" 1' - 9"

1st Floor 21" 1 2' - 6" 1' - 9"

1st Floor 24" Depth 1 3' - 0"

1st Floor 24" Depth 1 3' - 0"

1st Floor 24" 1 2' - 10 1/2" 2' - 0"

1st Floor 24" 1 2' - 10 1/2" 2' - 0"

1st Floor 42" 1 2' - 10 1/2" 3' - 6"

1st Floor 30" 1 2' - 10 1/2" 2' - 6"

1st Floor 24" 1 2' - 10 1/2" 2' - 0"

1st Floor 30" 1 2' - 10 1/2" 2' - 6"

1st Floor 12" 1 2' - 10 1/2" 1' - 0"

1st Floor 9" 1 2' - 10 1/2" 0' - 9"

1st Floor 12" Depth 1 2' - 6" 0' - 0"

1st Floor 24" Depth 1 3' - 0"

1st Floor 24" 1 2' - 6" 2' - 0"

1st Floor 18" 1 2' - 6" 1' - 6"

1st Floor 24" 1 2' - 6" 2' - 0"

1st Floor 26 1 2' - 6" 2' - 2"

1st Floor 15" 1 2' - 6" 1' - 3"

1st Floor 15" 1 2' - 6" 1' - 3"

1st Floor 24" 1 2' - 10 1/2" 2' - 0"

1st Floor 9" 1 2' - 10 1/2" 0' - 9"

1st Floor 18" 1 2' - 10 1/2" 1' - 6"

1st Floor 36" 1 2' - 10 1/2" 3' - 0"

1st Floor 30" 1 2' - 10 1/2" 2' - 6"

1st Floor Base
Cabinet-Fill
er

1 2' - 10 1/2" 0' - 8 1/2"

1st Floor 9" 1 2' - 10 1/2" 0' - 9"

1st Floor 36" 1 2' - 10 1/2" 3' - 0"

1st Floor 15" 1 2' - 10 1/2" 1' - 3"

1st Floor Base
Cabinet-Fill
er

1 2' - 10 1/2" 0' - 1"

1st Floor 24" Depth 1 3' - 0"

1st Floor 24" Depth 1 3' - 0"

1st Floor 12" Depth 1 2' - 6" 0' - 0"

1st Floor 18" 1 2' - 6" 1' - 6"

1st Floor 18" 1 2' - 6" 1' - 6"

1st Floor 20 1 2' - 6" 1' - 8"

1st Floor 18" 1 2' - 6" 1' - 6"

1st Floor 15" 1 2' - 6" 1' - 3"

1st Floor 24" 1 2' - 10 1/2" 2' - 0"

1st Floor 27" 1 2' - 10 1/2" 2' - 3"

1st Floor 30" 1 2' - 10 1/2" 2' - 6"

1st Floor 18" 1 2' - 10 1/2" 1' - 6"

1st Floor 24" Depth 1 3' - 0"

1st Floor 15" 1 2' - 10 1/2" 1' - 3"

1st Floor 15" 1 2' - 10 1/2" 1' - 3"

1st Floor Base
Cabinet-Fill
er

1 2' - 10 1/2" 0' - 2 1/2"

1st Floor 21" 1 2' - 10 1/2" 1' - 9"

1st Floor 24" Depth 1 3' - 0"

1st Floor 24" Depth 1 3' - 0"

1st Floor 12" Depth 1 2' - 6" 0' - 0"

1st Floor 21" 1 2' - 6" 1' - 9"

1st Floor 17 1 2' - 6" 1' - 5"

1st Floor 15" 1 2' - 6" 1' - 3"

1st Floor 30" 1 2' - 6" 2' - 6"

1st Floor 30" 1 2' - 6" 2' - 6"

KITCHEN CABINET NOTES

KITCHEN CABINETS AS INDICATED (OR IMPLIED) SHALL BE STYLE " SHAKER" AS MANUFACTURED BY
FABUWOOD, INC 99 CAVEN POINT ROAD, JERSEY CITY, NJ 07035 201-432-6555 FABUWOOD.COM. COLOR
BRANDY CHERRY. ALL ELEMENTS OF CABINETS TO BE SOLID WOOD AND WOOD VENEERS (NO PARTICLE
BOARD)

CONTRACTOR SHALL BE RESPONSIBLE TO FIELD MEASURE EACH UNIT PRIOR TO FABRICATION OF
CABINETS AND TO PROVIDE BASE AND UPPER CABINET FILLERS AS REQUIRED

CABINETS INDICATED AT SECOND FLOOR SHALL BE CONSIDERED TYPICAL FOR 3RD AND 4TH FLOORS AS
WELL.

CABINET TYPES AS INDICATED ON THESE PLANS ARE FOR DEMONSTRATIVE PURPOSE ONLY. CONTRACTOR
SHALL PROVIDE OWNER WITH PROPOSED KITCHEN LAYOUT OF CABINETS FOR EACH OF THE DIFFERENT
APARTMENTS THROUGHOUT THE BUILDING

KITCHEN COUNTER NOTES

CONTRACTOR TO PROVIDE SOLID GRANITE COUNTER TOPS WITH MATCHING 4" BACKSPLASHES AND
SIDESPLASHES THROUGHOUT

GRANITE SHALL BE ABSOLUTE BLACK

EDGE DETAIL SHALL BE EASED

CONTRACTOR SHALL BE RESPONSIBLE TO FIELD MEASURE EACH UNIT AND CREATE TEMPLATE PRIOR TO
FABRICATION OF COUNTERS

GRANITE FABRICATOR SHALL BE PROVIDED WITH KITCHEN SINKS FOR CUT-OUTS AND PRE-INSTALLATION
AND SHALL MAKE ALL REQUIRED HOLES FOR INSTALLATION OF FAUCETS PRIOR TO DELIVERY OF GRANITE
AT THE SITE

No. Description Date



GROUND LOCATIONS DETAILS
(TO BE PROVIDED @ ALL BATHROOMS THROUGHOUT)

SCALE: 3/8'=1'-0"

NOTES:
1. TO COMPLY WITH LOCAL LAW 29/89
2. SHADDED AREAS SHOW AREA OF GROUNDS

FOR HANDICAPPED GRAB BARS.
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SURFACE
MOUNTED
TOWEL
BAR

MEDICINE
CABINET
ABOVE

SURFACE
MOUNTED
TOILET
PAPER
HOLDER

PEDESTAL
LAV AS
SPECIFIED

FIBER-
GLASS
SHOWER
BASE

LOW
FLUSH
TOILET

MUD-SET
FLOOR
TILE

MARBLE
SADDLE
1/4" LIP
1/2" RISE
@ 1:2

1-PIECE
MARBLE
SILL
PITCH IN
TO DRAIN23

A-404.00

1st Floor
0' - 0"

CERAMIC WALL
TILE WAINSCOT
TO 54" AFF

SURFACE-MOUNTED
TOWEL BAR

ROBE-HOOK
AT BACK OF
DOOR

CHROME SHOWER
CURTAIN ROD
SECURED TO WALL
AT EACH END

1st Floor
0' - 0"

ROBE HOOK

TILE WAINSCOT
TO 54" AFF

SURFACE-MOUNTED
TOILET PAPER
HOLDER

WALL-MOUNTED
LIGHT FIXTURE

SURFACE-MOUNTED
MEDICINE CABINET

1st Floor
0' - 0"

TILE WAINSCOT
TO 54" AFF

SURFACE-MOUNTED
TOILET PAPER
HOLDER

WALL-MOUNTED
LIGHT FIXTURE

SURFACE-MOUNTED
MEDICINE CABINET

CHROME SHOWER
CURTAIN ROD
SECURED TO WALL
AT EACH END

1st Floor
0' - 0"

TILE WAINSCOT
TO CEILING AT
SHOWER LOCATION

WALL-MOUNTED
LIGHT FIXTURE

SURFACE-MOUNTED
MEDICINE CABINET

1-PIECE MARBLE
WINDOW SILL

FROSTED GLASS

WALL-HUNG LAV

SURFACE-MOUNTED
TOWEL BAR

CHROME SHOWER
CURTAIN ROD
SECURED TO WALL
AT EACH END

1st Floor
0' - 0"

TILE WAINSCOT
TO CEILING
ABOVE TUB

WALL-MOUNTED
LIGHT FIXTURE

SURFACE-MOUNTED
MEDICINE CABINET PEDESTAL AS SPECIFIED

CHROME SHOWER
CURTAIN ROD
SECURED TO WALL
AT EACH END

1st Floor
0' - 0"

TILE WAINSCOT
TO 54" AFF

WALL-MOUNTED
LIGHT FIXTURE

PEDESTAL AS SPECIFIED

SURFACE-MOUNTED
MEDICINE CABINET

1st Floor
0' - 0"

TILE WAINSCOT
TO CEILING AT
TUB LOCATION

SURFACE MOUNTED
TOILET PAPER HOLDER

SURFACE-MOUNTED
TOWEL BAR

ROBE HOOK

1st Floor
0' - 0"

TILE WAINSCOT
TO CEILING AT
TUB LOCATION

WALL-MOUNTED
LIGHT FIXTURE

SURFACE-MOUNTED
MEDICINE CABINET

1-PIECE MARBLE
WINDOW SILL

FROSTED GLASS

WALL-HUNG LAV

CHROME SHOWER
CURTAIN BAR
SECURED TO WALL AT
EACH END

23

A-404.00

5' BATHTUB KOHLER K-1123-LA
COLOR AS SELCTED BY OWNER
(ASSUME NOT WHITE) NTRACTOR
SHALL BE RESPONSIBLE TO
COORDINATE LEFT AND RIGHT
OUTLET AS REQUIRED BY PLAN
FAUCET/SHOWER BODY: DELTA
INOVATIONS T17430 SOS CHROME
PROVIDE: CHROME SHOWER
CURTAIN BAR ABOVE TUB

FIBERGLASS SHOWER BASE.
VERIFY BATHROOM
SIZE IN FIELD
FAUCET: DELTA INOVATIONS
MONITOR 17 T17230

TOILET: KOHLER K3656-UR
WELLWORTH CLASS 5 ELONGATED
BOWL. COLOR AS SELECTED BY
OWNER

LAVATORY: KOHLER K-2338-1
BANCROFT COLOR: BISCUIT
FAUCET: DELTA 511-HDF DST

MEDICINE CABINET. KOHLER
SINGLE-DOOR 20"WX26"HX5"D
SURFACE MOUNTED

STAINLESS STEEL KITCHEN SINK BY
FRANKE. KUBUS KBX-110-21r897
FAUCET: DELAT PILAR 4380
CHROME

GAS/ELECTRIC RANGE.
FRIGIDAIRE fgf382hc

REFIGERATOR: FRIGIDAIRE
frt18hs6js

DISHWASHER: FRIGIDAIRE
ffbd2405ks

RANGE HOOD. FRIGIDAIRE
F30WC19EC STAINLESS STEEL
RECIRCULATING AT EACH STOVE
LOCATION WHETHER SHOWN OR
NOT

WASHER DRYER COMBINATION
HAIERAMERICA HWD1000
VENTLESS ELECTCTRIC DRYER

3
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Cellar
-8' - 5"

Cellar
-8' - 5"

Cellar
-8' - 5"

Cellar
-8' - 5"

Cellar
-8' - 5"

Cellar
-8' - 5"

Cellar
-8' - 5"

Cellar
-8' - 5"

2nd Floor
10' - 4"

2 1/2" METAL STUDS @ 16" OC

5/8" TYPE GWB

FASCIA IN FRONT OF WINDOW
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3

3

3

3

3

TV

GFI

3

LOBBY AND PUBLIC CORRIDOR SUSPENDED
LIGHT PROGRESS LIGHTING P3574 13 EB

AT BEDROOM: SUFACE MOUNTED LIGHT
BY SEAGULL LIGHTING 77065-965

AT DINING AREA SUSPENDED
LIGHT BY SEAGULL LIGHTING
79561 BLE 962

AT KITCHEN/KITCHENETTE: SURFACE
MOUNTED LIGHT BY SEAGULL 77065-
965

HALL LIGHT. SURFACE MOUNTED BY SEAGULL
LIGHTING 77063-962

BATHROOM LIGHT. WALL MOUNTED BY SEAGULL
LIGHTING 40045-05

LAV LIGHT. WALL MOUNTED BY SEAGULL
LIGHTING 40044-05

CLOSET LIGHT. WALL MOUNTED ABOVE
DOOR BY SATCO 77-060 WHITE

PUBLIC CORRIDOR WALL SCONCE
PROGRESS LIGHTING P7091-09

BUILDING ENTRANCE WALL SCONCE. VISA
LIGHTING AVATAR METRO OW1214

BUILDING EXTERIOR. WALL PACK.
200 WATT METAL HALITE WITH LIGHT
SENSOR. SIRED TO HOUSE PANEL

COMMON SPACE LIGHT. SURFACE MOUNTED
FLUORESCENT

RES. RECREATION ROOM LIGHT. SURFACE
MOUNTED 2X2 FLUOURESCENT 3-BULB. EQUAL
LIGHTOLIER DPB2S9LS3FT

RES. RECREATION ROOM LIGHT. SURFACE
MOUNTED 2X4 FLUOURESCENT 3-BULB. EQUAL
TO LIGHTOLIER DPB2S18LS332

HARD-WIRED SMOKE/CARBON MONOXIDE
DETECTORALL UNITS WITHIN EACH
APARTMENT LINKED SO IF ONEIS ACTIVATED
ALL UNITS WITHIN THAT UNIT SOUND

LIGHT SWITCH. SINGLE POLE

LIGHT SWITCH 3-WAY

DUPLEX CONVENIENCE OUTLET. SET @ 18" AFF

DUPLEX CONVENIENCE OUTLET WITH GFCI
PROTECTION AT SET @ +48" AFFAT BATHROOMS
SET AT +42" AFF AT KITCHENS. ELSEWHERE @ +
18" AFF

TELEVISION OUTLET. WIRING BY OTHERS

APARTMENT CIRCUIT BREAKER PANEL. SEE
ELECTRICAL DRAWINGS FOR DETAILS

"SMART BOX" RECESSED IN CLOSET WALL WHERE
INDICATED. PROVIDE 2 COAXIAL CABLES AND 2
CAT-V CABLES IN CONDUIT TO COMMON SOURCE
AT CELLAR. COORDINATE WITH ELECTRICAL
DRAWINGS
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Cellar

1/4" = 1'-0"
Reflected Ceiling/Electrical Legend
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7' - 4"

9' - 0"

9' - 0"

8' - 0" DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

9' - 0"

9' - 0"

8' - 0"

8' - 0" DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

7' - 4"

8' - 0"

9' - 0"

9' - 0"

8' - 0"

9' - 0"

9' - 0"

9' - 0"

9' - 0"

9' - 0"

9' - 0"

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

8' - 0"

8' - 0"

7' - 4"

8' - 0"

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

8' - 0"

9' - 0"

8' - 0"

8' - 0"

8' - 0"

9' - 0"

12" DROPPED ARCH

12" DROPPED ARCH

8' - 0"
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1st Floor
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8' - 0"

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

9' - 0"

9' - 0"

9' - 0"

8' - 0"

8' - 0"

9' - 0"

8' - 0"

7' - 4"

9' - 0"

9' - 0"

9' - 0"

8' - 0"

9' - 0"

8' - 0"

8' - 0"

9' - 0"

8' - 0"

9' - 0"

9' - 0"

8' - 0"

9' - 0"

8' - 0"

8' - 0"
9' - 0"8' - 0"

9' - 0"

7' - 4"

8' - 0"

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

DROPPED CEILING AT HVAC UNIT
INSTALL 5/8" TYPE-X GWB AT FLOOR
JOISTS ABOVE AS WELL

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

DROPPED SOFFIT TO
CONCEAL DUCT OFFSET
COORDINATE WITH
MECHANICAL PLANS

8' - 0"

9' - 0"

7' - 4"

8' - 0"

9' - 0"
8' - 0"

9' - 0"

8' - 0"

9' - 0"

9' - 0"

8' - 0"

8' - 0"
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3

LOBBY AND PUBLIC CORRIDOR SUSPENDED
LIGHT PROGRESS LIGHTING P3574 13 EB

AT BEDROOM: SUFACE MOUNTED LIGHT
BY SEAGULL LIGHTING 77065-965

AT DINING AREA SUSPENDED
LIGHT BY SEAGULL LIGHTING
79561 BLE 962

AT KITCHEN/KITCHENETTE: SURFACE
MOUNTED LIGHT BY SEAGULL 77065-
965

HALL LIGHT. SURFACE MOUNTED BY SEAGULL
LIGHTING 77063-962

BATHROOM LIGHT. WALL MOUNTED BY SEAGULL
LIGHTING 40045-05

LAV LIGHT. WALL MOUNTED BY SEAGULL
LIGHTING 40044-05

CLOSET LIGHT. WALL MOUNTED ABOVE
DOOR BY SATCO 77-060 WHITE

PUBLIC CORRIDOR WALL SCONCE
PROGRESS LIGHTING P7091-09

BUILDING ENTRANCE WALL SCONCE. VISA
LIGHTING AVATAR METRO OW1214

BUILDING EXTERIOR. WALL PACK.
200 WATT METAL HALITE WITH LIGHT
SENSOR. SIRED TO HOUSE PANEL

COMMON SPACE LIGHT. SURFACE MOUNTED
FLUORESCENT

RES. RECREATION ROOM LIGHT. SURFACE
MOUNTED 2X2 FLUOURESCENT 3-BULB. EQUAL
LIGHTOLIER DPB2S9LS3FT

RES. RECREATION ROOM LIGHT. SURFACE
MOUNTED 2X4 FLUOURESCENT 3-BULB. EQUAL
TO LIGHTOLIER DPB2S18LS332

HARD-WIRED SMOKE/CARBON MONOXIDE
DETECTORALL UNITS WITHIN EACH
APARTMENT LINKED SO IF ONEIS ACTIVATED
ALL UNITS WITHIN THAT UNIT SOUND

LIGHT SWITCH. SINGLE POLE

LIGHT SWITCH 3-WAY

DUPLEX CONVENIENCE OUTLET. SET @ 18" AFF

DUPLEX CONVENIENCE OUTLET WITH GFCI
PROTECTION AT SET @ +48" AFFAT BATHROOMS
SET AT +42" AFF AT KITCHENS. ELSEWHERE @ +
18" AFF

TELEVISION OUTLET. WIRING BY OTHERS

APARTMENT CIRCUIT BREAKER PANEL. SEE
ELECTRICAL DRAWINGS FOR DETAILS

"SMART BOX" RECESSED IN CLOSET WALL WHERE
INDICATED. PROVIDE 2 COAXIAL CABLES AND 2
CAT-V CABLES IN CONDUIT TO COMMON SOURCE
AT CELLAR. COORDINATE WITH ELECTRICAL
DRAWINGS
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1

A-301.00

2

A-301.00

3

A-301.00

7'
-

1"
3'

-
1"

2' - 5" 12' - 9" 12' - 9" 13' - 0"

17
'-

8"

38' - 2"

2' - 11" 5' - 1" 14' - 10"

UNDERPIN FRONT WALL OF
SHAFT DOWN TO LEVEL OF PIT

NEW 24X24X12 CONCRETE
FOOTING W/ 3 #4'S EACH
WAY AT BOTTOM. COORDINATE
WITH FIRST FLOOR FRAMING
PLAN FOR ACTUAL DIMENSIONS

24X12 CONTIUNOUS SPREAD FOOTING WITH
3#4'S EACH WAY AND #4 TIES @ 12"

FOOTING BELOW
PIT LEVEL 24X12
CONTIUNOUS SPREAD
FOOTING WITH
3#4'S EACH WAY AND
#4 TIES @ 12"

12" CMU FOUNDATION WALL BELOW
RAMP/PLATFORMS/STAIR TO 42" BELOW
GRADE. COORDINATE WITH FIRST FLOOR
FINAL CONFIGURATION

20X10 CONCRETE FOOTING W/
3 #3 BARS CONTINUOUS

NEW 12" CONCRETE WALL SUPPORTING SLAB
SHELF ABOVE. BOTTOM OF WALL SET AT 10'
BELOW UNDERSIDE OF FIRST FLOOR
STRUCTURE ABOVE

NEW 12" CONCRETE WALL SUPPORTING SLAB
SHELF ABOVE. BOTTOM OF WALL SET AT 10'
BELOW UNDERSIDE OF FIRST FLOOR
STRUCTURE ABOVE

EXISTING COLUMNS AND FOOTINGS TO BE DEMOLISHED AND REMOVED NEW
24X24X12 CONCRETE FOOTING W/ 3 #4'S EACH WAY AND 3 1/2" STEEL PIPE
COLUMN. FOOTINGS INSTALLED SAME LOCATION BUT AT LOWER ELEVATION
TO ALLOW FOR SLAB INSTALLATION AS INDICATED

EXISTING COLUMNS AND FOOTINGS TO BE
DEMOLISHED AND REMOVED NEW 24X24X12
CONCRETE FOOTING W/ 3 #4'S EACH WAY AND 3 1/2"
STEEL PIPE COLUMN. FOOTINGS INSTALLED SAME
LOCATION BUT AT LOWER ELEVATION TO ALLOW
FOR SLAB INSTALLATION AS INDICATED

-

---

-

---

-

---
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Framing 1st Floor

NEW W10X26 (TYPICAL). CUT EXISTING
JOISTS AND SET STEEL FLUSH WITH TOP
OF JOISTS

NEW 4 1/2" STEEL PIPE COLUMN (TYPICAL)
AT EXISTING FOOTING TO UNDERSIDE OF
NEW STEEL BEAMS. PROVIDE 8X8X3/4 BASE
AND TOP PLATE

NEW W10X26 (TYPICAL). CUT EXISTING
JOISTS AND SET STEEL FLUSH WITH TOP
OF JOISTS

NEW W10X26 (TYPICAL). CUT EXISTING
JOISTS AND SET STEEL FLUSH WITH TOP
OF JOISTS

NEW W10X26 (TYPICAL). CUT EXISTING
JOISTS AND SET STEEL FLUSH WITH TOP
OF JOISTS

No. Description Date

1 Revision 26 June '10

1
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STIFFENING WALLS AS INDICATED.
SEE FLOOR PLANS FOR DIMENSIONS
2-2X10' OVER DOOR OPENING

STIFFENING WALLS AS INDICATED.
SEE FLOOR PLANS FOR DIMENSIONS
2-2X10' OVER DOOR OPENING

STIFFENING WALLS AS INDICATED.
SEE FLOOR PLANS FOR DIMENSIONS
2-2X10' OVER DOOR OPENING

2-3x10

STIFFENING WALLS AS INDICATED.
SEE FLOOR PLANS FOR DIMENSIONS
2-2X10' OVER DOOR OPENING

2-3x10
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Framing 2nd Floor
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4

4

STIFFENING WALLS AS INDICATED.
SEE FLOOR PLANS FOR DIMENSIONS
2-2X10' OVER DOOR OPENING

2-3X10

X10'S

STIFFENING WALLS AS INDICATED.
SEE FLOOR PLANS FOR DIMENSIONS
2-2X10'S OVER DOOR OPENINGS

EXISTING STEEL BEAMS TO REMAIN

2-3X10

EXISTING STEEL BEAMS TO REMAIN

2-3X10'S
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Framing Typical Floor/Roof
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