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HICKORY ON THE GREEN HOMEOWNERS ASSOCIATION 
PET RULES AND REGULATIONS  

For the purpose of the following rules, "walking" refers to exercising one's pet and "curbing" refers 
to permitting one's pet to take care of its bodily needs. (Invisible Fence owners ALSO see Invisible 

Fence policy items at the end of this Pet Policy). 

1. Owners must ensure that all clogs are licensed according to the regulations set forth by 
Allegheny County. 

2. Owners must ensure that all pets have current inoculations as per Allegheny County. 

3. All pets must be supervised when outside. 

4. All pets must be restrained on a leash when outdoors. 

5. A pet is never to be tied or chained outside the owner's home in a manner that will permit 
it to reach another person's property or any common area. Externally used ties and 

leaches must not be visible when not in use, and must be located in a manner to avoid 

interference with lawn maintenance. 

6. An owner may use his own, not his neighbors', lawn area for walking his/her pet. Please 
walk your pet in the street or common areas. 

7. Curbing of all pets must be limited to owner's property or a common area. All solid waste 

must be cleaned up immediately by the pet's owner. Solid waste is to be disposed of at the 
unit owner's home. Any damage to lawns, shrubs or foliage (in/on both private and 

common areas) is the responsibility of the pet's owner. Bear in mind, however, the 

landscape contractors have been instructed not to mow a lawn containing a large 

concentration of pet waste. If circumstances necessitate the removal of pet waste by a 

contractor, the unit owner will be billed for this service. 

8. Homeowners must insure that visiting pets' behavior is in compliance with all Pet Rules 

and Regulations of Hickory on the Green Homeowners Association. 

9. Any violation of the above rules or those in the Declaration and By-Laws will be 
treated with: first offense a written warning; second and subsequent offenses $25 fine for 

each offense. 

10. Invisible Fence Owner Policy (For back yards only) 

A) Owner must submit an alteration request for approval prior to installation. 
1. Alteration request must include a drawing of property boundaries. 

2. Fence must be installed by reputable company. 

3. Fence must leave a three-foot easement between it and neighbors’ property. 

4. Fences installed at end units may begin at the mid-point of the units’ side wall 

and extend to the rear of the property. 

5. Lawn must be return to original status after being disturbed by installation. 

B) The dog may enter the fenced area only when the owner is at home. 

C) The dog must be brought inside when landscapers and other workers need access to 
property. 

D) Pet waste must be cleaned up daily. 

E) This privilege is contingent on the acceptable behavior of the dog and/or property 
owner governed by the invisible fence.  Unacceptable behavior is defined as, but is 

not limited to, the following: nuisance barking (defined as one or more complaints 

from other homeowners); owner failing to remain at home while dog is out in the 
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yard; owner failing to remove the dog from the yard for the purposes of landscape or 

other contractual services visit access; and/or owner failing to remove dog feces from 

the yard.  These infractions will result in the following: 

1) First in-yard offence – written warning; 

2) Second in-yard offence – fine of $25.00;  

3) Third in-yard offence – loss of invisible fence privilege with 
requirement to remove the invisible fence within 30 days. 

4) The infraction of escape from the fence will result in immediate loss of 
this privilege (dog is not permitted outside without a leash) and the 

requirement to remove the invisible fence within 30 days. 

The Association is not liable for damages or harm caused by or to the dog contained by 

or escape from the invisible fence.  The Association is not liable for any harm caused by 

the dog to any human to whom the dog may come in contact within or outside of the 

invisible fence. 

Definitions: The Hickory on the Green common property areas are as follows: 

a. The lawn area immediately surrounding the gazebo 

b. The lawn area of the cul-de-sac at the extreme north end of the development 

(north of the final mail box unit) 

 

APPROVED:  

James Ehrman     January 31, 2018 

_________________________________  _______________________________ 

Board Secretary     Date 

 

Wendy Bell     January 31, 2018 

__________________________________  _______________________________ 

Board President     Date 

The above revision to the Pet Rules and Regulations was unanimously approved by the Board of Directors of 

the Hickory on the Green Homeowners' Association on Wednesday, January 31, 2018. 
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HICKORY ON THE GREEN HOMEOWNERS ASSOCIATION
ADMINISTRATIVE RESOLUTION #4

DECORATIONS POLICY
Revised March 21, 2010

WHEREAS Article X of the Declaration of Covenants, Conditions and
Restrictions states in part ..."nor shall any exterior addition to or change or alteration
therein be made until the plans and specifications showing the color, nature, kind, shape,
height, materials and location of the same shall have been submitted to and approved in
writing...." by the Board of Directors."

WHEREAS Article VII, paragraph (a) of the By-Laws states that one of the
powers and duties of the Board of Directors is to "Adopt and publish rules and
regulations governing the use of the Common Areas..."

WHEREAS a uniform policy of decorating is necessary to maintain the aesthetics
of Hickory on the Green.

NOW, THEREFORE, BE IT RESOLVED THAT the following is the policy on
the proper display of exterior decorations and will not need approval by the Architectural
Review Committee.

1) Any holiday decorations are permitted on doors, windows, shrubs and in shrub beds
from two (2) weeks prior to the holiday until two (2) weeks after the holiday.
EXCEPTION: Christmas decorations can be displayed from Thanksgiving
through January 10th.

a) Holidays recognized by HOG for decorations are defined as follows:
i) Easter
ii) Halloween
iii) Thanksgiving
iv) Christmas or Hanukah
v) Memorial Day
vi) Fourth of July
vii)All other legal holidays

2) Seasonal or permanent door wreaths or similar door decorations are permitted as
long as they do not exceed twenty inches (20") in any direction.

3) Shrub bed and lawn decorations may be placed in the front beds, the side beds (for
end units) or in the rear of the homes with not more than three (3) decorations per
home. Each shrub bed and lawn decoration may not exceed twenty-four inches
(24”) in height and must be within eight feet (8') of the front, back, or side of your
home.

a) All decorations must be placed in a manner that does not impede lawn
maintenance, including lawn mowing, spring and fall cleanup.

Page 1 of 2 – Decorations Policy
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HICKORY ON THE GREEN HOMEOWNERS ASSOCIATION
ADMINISTRATIVE RESOLUTION #4 - DECORATIONS POLICY

Revised March 21, 2010

4) Flags, banners, windsocks, and similar items may only be displayed from the rear of
the home. Any such item displayed must be anchored in a metal bracket. An
exception is made for the U.S. flag on legal holidays, but it cannot be permanently
attached to the home.

5) Flowerpots and hanging planters well maintained with flowers, displayed in the
front or the rear of the home, are allowed and must be removed after the season.
The season is defined as April 15 through November 1.

6) Gas grills are permitted only in the rear of the unit on the patio or the deck.
7) Mobile, wheeled hose caddies may be placed in the rear of the owner’s property

during seasonal weather.
8) Patio furniture is allowed if well maintained.
9) Patio “Welcome” mats are permitted.
10) Child’s sandbox is permitted if kept clean and maintained in the rear yard.
11) One set of wind chimes is permitted in the rear of the property with approval of

neighbors on each side of the property where the wind chimes are hanging.

REMEMBER THAT 0UR GOAL IS TO PROTECT THE AESTHETICS
OF OUR COMMUNITY

APPROVED:
Wendy Bell March 21, 2010

Board President
Date

Fred Rapone March 21, 2010
Board Secretary Date

The above revision to the Decorations Policy was unanimously approved by the Board of
Directors of the Hickory on the Green Homeowners’ Association at an Executive Session
of the Board of March 21, 2010.

Page 2 of 2 – Decorations Policy
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FRONT DECK STAINING SPECIFICATION 

BUILDINGS 10 & 11 

Current: June 2020 

 

Scope: This specification covers the staining of front wooden decks and steps. 

 

Responsibility: Individual Homeowner is responsible for all replacement, repairs, staining 

and maintenance of steps and decks. 

 

Frequency:  Staining is recommended on a four-year cycle.  More frequent application 

may be required to maintain the aesthetics of the community. 

 

Stain Color: Olympic Exterior Stain and Sealant in One Solid Color Granite  

 Advanced Wood Stain and Sealant protects and beautifies in one step. 

 Durable, Four Season Wood Protection 

 Wood Protections backed by Lifetime Guarantee 

 Can be purchased at Home Depot in 1-gal and 5-gal container 

 

 

Note:  With the adoption of the new front deck stain, all Homeowners will be allowed time to 

comply with this new update.  Homeowner will be required to stain the deck the new color any 

time prior to 10/31/2024.  This will establish visual appeal and continuity in our community. 

 

Homeowner must submit an Alteration Request to CMP if changes are need to the present design 

of the front deck or steps.  Prior written approval from CMP is required to proceed with the 

door replacement. 

 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 

 



 

 

FRONT DOOR SPECIFICATION 

Current: June 2020 

Two door styles are permitted for the replacement of the front door.  Homeowners may 

choose either the Original style that is a two panel, nine light window design or the Alternate 

style that is a two panel, six light design.  Either is acceptable provided the replacement door 

complies with the following specifications.  Both type of door construction have advantages 

and disadvantages.  Homeowner may select either type that best meets their preference.  

Examples of acceptable designs are included this specification. 

 

ORIGINAL STYLE:  TWO PANEL NINE LIGHT WINDOW DESIGN 

Manufacturer: Homeowners option 

Construction:  Steel Construction or smooth fiberglass, insulated 

Door design:  Two panel, nine light with window dimensions same as existing door 

Door size:  Standard height:  80 inches 

   Standard widths available:  32, 34 & 36 inches 

Note:  Door size should be verified by the installation contractor prior 

to purchase. 

 

Glass:   Clear Glass only (with black mullions when applicable) 

 

Hardware:  Finish: Brass or brushed nickel 

   Style (4 options):   

 Dead Bolt and Knob Handle 

 Dead Bolt and Long Thumb Latch Handle Set 

 Latch Handle Style with Deadbolt Lock 

 Keyless Entry 

Painting:  Door shall be Factory painted 

   External Finish Color:  Black 

 

Note:  When a door is installed without factory painted finish as specified, the Homeowner 

is required to paint exterior door at the time of installation.  Exterior finish color: Tricorn 

Black Sherwin Williams 6258, satin finish. 

Replacement door must comply fully with this specification.  Prior written approval from 

CMP is required to proceed with the door replacement. 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 

 



 

 

FRONT DOOR SPECIFICATION 

Current: June 2020 

 

TWO PANEL SIX LIGHT WINDOW DESIGN 

 

Manufacturer: Homeowners option 

Construction:  Steel Construction or smooth fiberglass, insulated 

Both types of door construction have advantages and disadvantages.  

Homeowner may select either type according to preference. 

Door design:  Two panel, six light rectangular windows 

Door size:  Standard height:  80 inches 

   Standard widths available:  32, 34 & 36 inches 

Door measurement should be verified by the installation contractor 

prior to purchase. 

 

Glass:   Clear Glass only (with black mullions when applicable) 

 

Hardware:  Finish: Brass or brushed nickel 

   Style (4 options):   

 Dead Bolt and Knob Handle 

 Dead Bolt and Long Thumb Latch Handle Set 

 Latch Handle Style with Deadbolt Lock 

 Keyless Entry 

 

Painting:  Door shall be Factory painted 

   External Finish Color:  Black 

 

Note:  When a door is installed without factory painted finish as specified, the Homeowner 

is required to paint exterior door at the time of installation.  Exterior finish color: Tricorn 

Black Sherwin Williams 6258, satin finish. 

Replacement door must comply fully with this specification.  Prior written approval from 

CMP is required to proceed with the door replacement. 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260

           



 

 

IMAGES OF SAMPLE DOOR & HARDWARE DESIGNS THAT MEET 

SPECIFICATION REQUIREMENTS 

Current: June 2020 

 

ORIGINAL DOOR STYLE:  TWO PANEL NINE LIGHT WINDOW DESIGN 

 

 

 

ALTERNATE DOOR STYLE:  TWO PANEL SIX LIGHT WINDOW DESIGN 

 

 

 



 

 

HARDWARE for any replaced door: 

Hardware must be:  Brass or Brushed Nickel 

Below are examples of the 4 Hardware Design Options 

 

Original Knob:     Latch handle with plate:  

 

 

 

 

Alternative Thumb Latch Handleset:     Keyless Entry:

      



 

 

FRONT STORM DOOR SPECIFICATION 

Current: June 2020 

 

Manufacturer:  Homeowners option 

 

Door design: Full view with a single, unobstructed glass panel (Other optional designs 

may be approved).  No grill work or crossbar permitted. 

 

Door size:  Standard height:  80 inches 

   Standard widths available:  32, 34 & 36 inches 

Note:  Most units will accommodate a standard door.  However, some units 

have small brick door openings that require custom sizing and installation 

by a professional.  This opening will not house a standard door.  Door size 

should be verified by the installation contractor prior to purchase.   

Glass:   Full length, unobstructed, clear safety glass 

    

Venting: Insect screen, unobstructed, without bars, interchangeable with glass panel 

(optional) 

    

Hardware:  Finish: Brass or brushed nickel 

    

Painting: Door shall be Factory painted:   

External Finish Color:  Color to match siding, or white.  Homeowner is 

required to paint door and trim at the time of installation or as directed by 

CMP. 

 

Replacement door must comply fully with this specification.  Prior written approval from CMP is 

required to proceed with the door replacement. 

 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 

 

 



 

 

STORM DOOR 

Current: June 2020 

 

Full Screen (no cross bars) interchangeable with glass panel: 

 

 

 

Latch handle with plate and deadbolt lock:  

 

 

 
 

 



 

 

REAR DOOR REPLACEMENT SPECIFICATION 

Current: June 2020 

 

Manufacturer: Homeowners option 

 

Construction:  Steel or Fiberglass Construction, insulated 

 

Door design:  Style to match existing door (other optional designs may be approved) 

 

Door size:  Standard height:  80 inches 

   Standard widths available:  32, 34 & 36 inches 

Note:  Door size should be verified by the installation contractor prior 

to purchase. 

Glass:   Clear Glass only, insulated 

 

Hardware:  Finish: Brass or brushed nickel 

    

Painting: Door shall be Factory painted:  White or as a minimum rust coating 

and primer coat. 

External Finish Color:  Color to match siding, or white.  Homeowner 

is required to paint door and trim at the time of installation if it is not 

factory painted white or color of siding. 

 

Replacement door must comply fully with this specification.  Prior written approval from 

CMP is required to proceed with the door replacement. 

 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 

 

 

 



 

 

GARAGE DOOR REPLACEMENT SPECIFICATION 

BUILDINGS 1, 2, 3, 10 & 11 

Current: June 2020 

 

Manufacturer: Amarr Garage Doors 

Style:   Traditional 

Series:  

 Stratford Collection 2000 

 Stratford Collection 3000   

 Heritage Collection 3000  

Construction:  

Stratford Collection 2000 – two layer, exterior steel plus polystyrene 

insulation with interior vinyl backing 

   Door Thickness – 2 inches 

   Insulation R value 6.84 

   Steel Thickness 25 Gauge 

 

Stratford Collection 3000 – three layer, exterior steel plus polystyrene 

insulation with interior steel backing 

   Door Thickness – 1 
3
/8 inches 

   Insulation R value 6.58 

   Steel Thickness 27/27 Gauge 

 

Heritage Collection 3000 – three layer, exterior steel plus polystyrene 

insulation with interior steel backing 

   Door Thickness – 2 inches 

   Insulation R value 9.19 

   Steel Thickness 24/27 Gauge 

 

Door design:  Style:  Traditional style short panel design   

 

Door size:   

16 ft wide  x  7 ft. high -  design of 8 panels across, 4 vertical sections 

8 ft. wide  x  7 ft. high - design of 4 panels across, 4 vertical sections 

Door size should be verified by the installation contractor prior to 

purchase. 

 

 



 

 

GARAGE DOOR REPLACEMENT SPECIFICATION (continued) 

BUILDINGS 1, 2, 3, 10 & 11 

Current: June 2020 

Windows:  Window inserts:  External snap-in, Clopay Colonial model #509 

Inserts are to be factory painted to match the door. 

Window panes:  Single pane glass or insulated glass.  Insulated glass 

only available with Stratford 3000 or Heritage 3000 series. 

 Note:  Clear glass only, obscure panes not permitted 

 

Painting: Factory painted, galvanized rust proofing, finish painting inside and 

outside with baked on polyester top coat. 

 

Outside color:   Sandtone 

     

     

Spring Options: Homeowners Choice 

 

Door Operator: Homeowners Choice 

 

Warrantee:  Painted Finish:   

 Stratford 2000 – 25 years 

 Stratford 3000 – Lifetime 

 Heritage 3000 – Lifetime 

 

Hardware & Workmanship:   

 Stratford 2000 – 2 years 

 Stratford 3000 – 3 years 

 Heritage 3000 – Lifetime 

    

 

Replacement door must comply fully with this specification.  Prior written approval from 

CMP is required to proceed with the door replacement. 

 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 

 

 

 



 

 

GARAGE DOOR REPLACEMENT SPECIFICATION 

BUILDINGS 4, 5, 6, 8, 9, 12, 13, 14, 15, 16, 17 & 18 

Current: June 2020 

 

Manufacturer: Clopay Premium Series Model 4050 

Construction:  Three layer steel construction with 1
3
/8 inch polystyrene insulation 

Door design:  Style:  Short elegant raised panels   

Door size:  16 ft. wide  x  7 ft. high - design of 8 panels across, 4 vertical sections 

8 ft. wide  x  7 ft. high - design of 4 panels across, 4 vertical sections 

Door size should be verified by the installation contractor prior to 

purchase. 

 

Windows:  Window inserts:  External snap-in, Clopay Sunset model #603  

Inserts are to be factory painted to match the door. 

Window panes:  Single pane glass or insulated glass  

 Note:  Clear glass only, obscure panes not permitted 

 

Painting: Factory painted, galvanized rust proofing, finish painting inside and 

outside with baked on polyester top coat. 

 

Outside color:    Buildings 4, 15 & 18 - Desert Tan  

Buildings 5, 6, 8, 9, 12, 13, 14, 16 & 17 - Sandtone 

  

Spring Options: Homeowners Choice 

 Galvanized torsion 

 EZ-SET torsion 

 Extension springs with containment cables 

 EX-SET Extension springs 

Warrantee: 

 Painted Sections:  Limited lifetime 

 Windows:  Limited ten year 

 Hardware:  Limited three year 

   

Replacement door must comply fully with this specification.  Prior written approval from 

CMP is required to proceed with the door replacement. 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 



 

 

GARAGE DOOR REPLACEMENT SPECIFICATION 

BUILDING 7 

Current: June 2020 

Manufacturer: Clopay Premium Series Model 4050 

Construction:  Three layer steel construction with 1
3
/8 inch polystyrene insulation 

Door design:  Style:  Short elegant raised panels   

8 panels across, 5 vertical sections 

Door size:  16 ft. wide  x  7 ft. 9 inches high 

Door size should be verified by the installation contractor prior to 

purchase. 

 

Windows:  Window inserts:  External snap-in, Clopay Sunset model #503  

Inserts are to be factory painted to match the door. 

Window panes:  Single pane glass or insulated glass  

 Note:  Clear glass only, obscure panes not permitted 

 

Painting: Factory painted, galvanized rust proofing, finish painting inside and 

outside with baked on polyester top coat. 

 

Outside color:    Building 7: Sandtone  

  

Spring Options: Homeowners Choice 

 Galvanized torsion 

 EZ-SET torsion 

 Extension springs with containment cables 

 EX-SET Extension springs 

 

Warrantee: 

 Painted Sections:  Limited lifetime 

 Windows:  Limited ten year 

 Hardware:  Limited three year 

 

 

Replacement door must comply fully with this specification.  Prior written approval from 

CMP is required to proceed with the door replacement. 

 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 



 

 

GARAGE DOOR WINDOWS 

Inserts are to be factory painted to match the door. 

 

Clopay – Sunset #503:  

 

 

Clopay – Sunset #603: 

 

 

 

Clopay – Colonial #509: 
     

    



GUTTER & DOWNSPOUT DE-ICING CABLE SPECIFICATION 

Current: June 2020 

 

Scope: This specification covers gutter and downspout de-icing cable.  This 

provides for the prevention of ice build-up in gutters and downspouts. 

 

Manufacturer: Homeowner’s option 

 

Compliance:   Heating cable installation must comply fully with this specification.   

 

Heating Cable: Must be installed in compliance with all national, state, provincial and 

local electrical codes.  Check with your local inspector for specific details.  

Cables shall be UL approved. 

 The most commonly used residential heating cable is factory supplied in 

various lengths with a power supply cable, receptacle plug and end 

termination.  Altering the length of the heating cable will result in the risk 

of electrical fire or shock.  Only self-limiting cable type shall be used. 

 Heating cables must NOT be energized in summer conditions.  It is 

Homeowners responsibility to ensure that all heating cables are de-

energized during the summer. 

 

Installation:  Heating cable must be installed as per manufacturer recommendations. 

Heating cables shall be installed at the bottom of the gutter along its entire 

length and down the full length of the downspouts.   

No heating cable shall be installed on the top of the shingles. 

 The circuit supplying the heating cable is required by code to be furnished 

with ground fault protection.   

Ground fault protection shall be provided using a panel board ground fault 

circuit breaker.  The panel board circuit breaker shall be utilized as the on-

off control device.  Consult an electrical contractor to determine the 

specifics ground fault requirements for your application prior to 

installation. 

 



 GUTTER & DOWNSPOUT DE-ICING CABLE SPECIFICATION 

(continued) 

Current: June 2020 

Installation  

(continued): A power receptacle for the connection of the heating cable shall be located 

up inside the roof fascia area near the gutter that is to contain the heat 

trace cable.   

Only the heating cable power supply wire from the receptacle to the gutter 

shall be visible. 

 The 120V power to be supplied from the Panel Board Circuit Breaker and 

wired to the power receptacle located in the fascia shall NOT be visible 

from the outside.  Circuit breaker, wire size and receptacle shall be rated 

for the heat cable load requirements and installed per applicable codes. 

Gutters must be cleaned before installation of the heating cable and free of 

leaves (combustible material) prior to operation. 

   Installation must be complete by a qualified Electrical contractor. 

It is the responsibility of the Homeowner to have the installing contractor 

repair any damage to roof shingles, gutters, downspouts, fascia, vinyl 

siding, etc. caused by the installation of the de-icing cable system. 

 

Homeowner must submit an Alteration Request to CMP for any deviations or proposed 

substitutions.  Prior written approval from CMP is required to proceed with the de-icing cable 

installation. 

 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 

 



AWNING SPECIFICATION FOR REAR DECKS AND PATIOS 

Current: July 2020 

 

The unit owner shall make application for approval of the alteration on a form provided by the 

Association (Request for Alteration Approval). 

The unit owner’s request shall demonstrate that the proposed alteration conforms to the 

regulations of the specification. 

Responsibility of the Homeowner 

The unit owner is responsible for the purchase price (including the installation charges) of the 

alteration. 

The unit owner is responsible for maintenance, repairs and upkeep of the alteration.  

Maintenance and upkeep must be consistent with the general standard prevailing at Hickory on 

the Green. 

If the Association determines the alterations has become a nuisance or a hazard, falls into 

disrepair, becomes unsightly and if the alteration infringes upon the right to free enjoyment of 

the common element, the Association shall have the right to cause the alteration to be removed at 

the unit owner’s expense. 

Specifications 

1. Removable awnings must be removed and stored no later than first day of November 

and may be reinstalled no earlier than the following April.  The unit owner is 

responsible for all removal, storage and reinstallation costs. 

 

2. All awnings installed on the rear patios and decks are to be as per ASTRUP NO. 37 

ALUMINUM HEAD ROD MOLDING attached or equivalent wood. 

 

3. The awnings shall be constructed of "Sunbrella" or equivalent fabric and shall have a 

traditional scallop. 

 

4. Buildings with gray siding, may have charcoal or charcoal and white stripe, buildings 

with taupe siding may have beige or beige and white stripe, for use with all units 

alternate forest green, forest green and white strip or sapphire blue and sapphire blue 

and off-white stripe may be used. 

 

5. Braiding shall be "Natural". No decorative additions (including, without limitation, 

fringe or monograms) are permitted. 



AWNING SPECIFICATION FOR REAR DECKS AND PATIOS 

(continued) 

Current: July 2020 

 

 

6. Side drops are optional and permitted. 

 

7. Aluminum or wood head rod molding shall be installed above the overhang. 

 

8. All fittings shall be constructed of galvanized steel or aluminum. Frames must be 

attached to the deck/patio flooring. They may not be attached to the railing or siding. 

 

9. Installation of the alteration shall be done in a workmanlike manner and shall be 

accomplished by laborers who are skilled in the installation of awnings. 

 



 

 

SATELLITE DISHES 

Administrative Resolution #3 

Current: June 2020 

 

WHEREAS, the Declaration, Article X, Section 2 states, “The Board of Directors may 

establish reasonable rules and regulations concerning the use of …and individual lots and units…” 

WHEREAS, the Federal Communications Act appears to require associations to permit 

satellite dishes, but gives the association the right to control their placement. 

WHEREAS, a consistent policy on placement of satellite dishes is necessary for the aesthetic 

value of the community. 

THEREFORE, BE IT RESOLVED THAT the following is the regulation for installation of 

satellite dishes in Hickory on the Green Homeowners Association: 

1.  All satellite dish installation must be submitted to the Architect Control Committee for 

installation and a decision prior to any installation. 

 

2. Only one satellite dish is permitted on each townhouse unit. 

 

3. Satellite dishes may be installed only on the rear slope of the roof. 

a. On homes where the rear slope faces south, the dish may not protrude above the 

peak of the roof or be visible from the street. 

b. On roofs that do not have a south exposure, units owners must submit to the 

Architectural Review Committee a recommended installation location for 

approval that will be least noticeable from the street 

 

4. All satellite dishes must be maintained in good repair. 

 

5. Any satellite dish that is not in good repair must be removed or replaced with thirty (30) 

days notification by the homeowners association or agent. 

 

6. Only 18” diameter or smaller satellite dishes are permitted. 

 

7. The unit owner is totally liable for any damage to their unit or their adjoining neighbor’s 

unit as a result of the installation of a satellite dish. 

 

 

 

 

 



 

 

Satellite Installation Information 

Current: June 2020 

 

The following information is offered as a supplement to my Request for Approval for the installation 

of a dish antenna on my Unit: 

Equipment Description:  

 Dish Antenna – the dish is a standard 18" disk of the type that was shown to up by 

Global Satellite when they met with us to demonstrate their services and technology.  

This dish is equipped with a heater for snow removal. 

 Wiring – the wiring is conventional television antenna lead wire, with dark (brown 

or black) insulation, plus a power wire for the dish heater. 

Location: 

 Requirements – the satellite dish must have an angle of inclination of 38° and a stie 

on a satellite in the Southwestern sky with an azimuth of approximately 230°. 

 The slope of the Unit roof is 27°, allowing the satellite dish to be placed on the 

North slope of the roof and site over the ridge line to the satellite.  Obstructions on 

the roof are minimal, but do represent a potential obstruction to the dish. 

 Dish proposed location – it is proposed to install the dish on the North slope of the 

roof and a point two-thirds of the way from the ridge line to the eve, and half way 

between the boundary of the two adjoining units. 

 

Installation: 

 Dish antenna – at the time of installation, the dish would be placed in a preliminary 

location in the center of the North slope of the roof as previously described.  If 

necessary, the dish would then be moved the minimum distance required to clear 

any roof obstructions that are noted at the first setting.  The dish assembly will be 

anchored to the roof sheeting using lag screws in silicon sealant. 

 Wiring – the wires would run from the dish antenna down the North roof slope to 

the eve.  At the eve, the wire would be tucked behind the gutter and fed down to the 

elevation of the rear deck with the wire travelling behind the down spout.  At the 

rear deck, the wire would be brought along the underside of the deck header to a 

point directly above the entry point into the building, and the down the siding to the 

entry. 

 Entry into the Unit – the preferred method for bringing the digital signal into the unit 

would be through the existing cable television box mounted on the rear wall of the 

ground floor of the unit. The intention would be to maintain both cable service and 

satellite service.  If I am unable to resolve both the technical and legal considerations 

to make this entry, the wire on the underside of the deck header would continue in 

an Easterly direction, past the area of the able inlet box to a point near the Eastern 

limit of the Unit.  Entry into the unit would be made through a 3/8” hole in the 

siding drilled near the grade level and caulked with silicon compound. 



 

 

SIDING-MOUNTED HANGING BASKET SPECIFICATION 

Current: July 2020 

 

The unit owner shall make application for approval of the alteration on a form provided by 

the Association (Request for Alteration Approval). 

The unit owner’s request shall demonstrate that the proposed alteration conforms to the 

regulations of the specification. 

Responsibility of the Homeowner 

The unit owner is responsible for the purchase price (including the installation charges) of 

the alteration. 

The unit owner is responsible for maintenance, repairs and upkeep of the alteration.  

Maintenance and upkeep must be consistent with the general standard prevailing at Hickory 

on the Green. 

If the Association determines the alterations has become a nuisance or a hazard, falls into 

disrepair, becomes unsightly and if the alteration infringes upon the right to free enjoyment 

of the common element, the Association shall have the right to cause the alteration to be 

removed at the unit owner’s expense. 

Specifications 

1. The baskets may be displayed consistent with the rules and regulations 

concerning all flowering basket plantings, for example, they may be displayed 

only from April through November. 

 

2. The baskets will be attached to the siding using non-permanent siding hangers 

only.  A photo of one kind of non-permanent siding hook is shown at the end of 

this document.  Siding hangers may be purchased from a variety of home and 

garden stores as well as on-line.  Note that depending upon the weight of your 

basket, you may require multiple hooks per basket.  Typically, the weight 

limitations are listed on the packaging for the hooks.  NOTE: Permanent 

installations requiring drilling or other modifications to the exterior of the 

building are specifically NOT included in this approval. 

 

3. The homeowner accepts full responsibility to any damage done to the siding and 

commits to repairing any damage in a timely fashion. 

 

 



 

 

 

SIDING-MOUNTED HANGING BASKET SPECIFICATION 

(continued) 

Current: July 2020 

 

4. The picture of the general type of basket approved is shown below.  The approval 

is for a wire basket with a coco liner.  The shape may vary slightly from that 

shown (for example, it may be rectangular instead of the half-circle pictured).  

Please not that any deviations from this type of basket type must be submitted to 

the Architectural Review Committee for approval before mounting the basket. 

 

Example of basket type: 

 

 
 

 

 

Vinyl Siding Hook – Hang planters on home without damaging siding.  No 

drilling or adhesives needed.  The stainless steel hook works by snapping the 

hook in place beneath siding seam.   See example below:   

 

 
 

 

 



WINDOW REPLACEMENT SPECIFICATION 

Current: June 2020 

 

Manufacturer: Homeowners option 

Construction:  Energy efficient, vinyl construction 

Window design: Replacement windows shall match existing size and design including 

arched windows 

Single or double hung  

 Single hung windows bottom sash tilts for cleaning, to sash is 

fixed 

 Double hung windows both sashes have tilting feature. 

    

Ventilation screens: Homeowners option  

Color:   White exterior 

Glass: Insulated, double pane, clear glass or energy saving glass Low-E, 

Low-E_366 argon filled. Energy savings glass is preferred. 

Grille patterns: All front and side windows shall have decorative grilles between the 

glass panes.  Grille pattern shall be colonial style, 5/8 inches wide, six 

(6) panels per sash. Grille patterns are not required on back side of 

units. 

Hardware:  Cam type lock, colored white  

 

Replacement windows must comply fully with this specification.  Prior written approval 

from CMP is required to proceed with the door replacement. 

 

For questions or clarifications please contact:  CMP Telephone No. 412-279-9280 Ext. 260 

 

Partial listing of previously approved Manufacturers/Contractors (for reference only) 

 Excalibur/Keystone 

 Swingline/Legacy Renovating 412-341-1933 




