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NOTES

5.  PROVIDE CUE LIGHTS AS PER STAGEMANAGER

3. PLEASE PROVIDE EXTRA BARNDOORS, TOP HATS AND R132/R119 CUTS AT FOCUS

1. SEE PAPERWORK FOR FOCUS, COLOR, TEMPLATE #, BARNDOORS, AND TOP HATS
2. ALIGN UNITS IN GRID AROUND BUILDING STRUCTURE AS NEEDED.  

4.  PROVIDE WORK AND RUNNING LIGHTS AS NEEDED

6.  HAZER POSITON TO BE PLACED BY LIGHTING SUPERVISOR
7.  PLEASE HAVE EXTRA DIMMERS BEHIND WALLS AS THERE WILL BE ADDS
8.  IF THERE IS ANYONE TO BLAME, PLEASE BLAME ROSS

Blessing of a Broken Heart
Directed by: Todd Salovey

Lighting Designer: Christian M. DeAngelis

Set Designer: Giulio Perrone
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Revisions

PAR 64 WFL
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Lighting Supervisor: Andy Cameron
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THIS DRAWING AND ALL THE IDEAS, SKETCHES, INFORMATION, 
LISTS, INSTRUCTIONS, DESIGNS, AND PLANS INDICATED THEREIN 
OR REPRESENTED THEREBY ARE OWNED BY AND REMAIN THE 
PROPERTY OF CHRISTIAN M. DEANGELIS AND HAVE BEEN 
CREATED AND DEVELOPED FOR USE ON AND IN CONNECTION 
WITH THE SPECIFIC PROJECT AND SPECIFIED COMPANY.  
NEITHER THIS DRAWING, NOR ANY SUCH IDEAS, SKETCHES, 
INFORMATION, LISTS, INSTRUCTIONS, DESIGNS, AND PLANS 
SHALL BE APPROPRIATED BY OR DISCLOSED TO ANY OTHER 
CORPORATION, FIRM, OR PERSON FOR ANY USE OR PURPOSE 
WHATSOEVER, EXCEPT BY THE SPECIFIC WRITTEN PERMISSION 
OF  CHRISTIAN M. DEANGELIS.

THE IMPLEMENTATION OF THIS LIGHTING DESIGN BY THE 
COMPANY MUST COMPLY WITH THE MOST STRINGENT 
APPLICABLE FEDERAL AND LOCAL SAFETY AND FIRE CODES.  ALL 
DRAWINGS, EQUIPMENT LISTS, AND LIGHTING PLOTS REPRESENT 
DESIGN INTENT AND VISUAL CONCEPTS ONLY.  THE LIGHTING 
DESIGNER IS UNQUALIFIED TO DETERMINE STRUCTURAL 
APPROPRIATENESS OF THIS DESIGN, AND WILL NOT ASSUME 
RESPONSIBILITY FOR IMPROPER ENGINEERING, CONSTRUCTION, 
HANDLING, OR USE OF THE LIGHTING EQUIPMENT WHICH 
IMPLEMENTS THIS DESIGN.

1Kw

36
°

M
FL

VN
SP

x40
°

x30
°

xZ

Colortran 40deg
1Kw 

Colortran 30deg
1Kw 

Colortran Mini ERS
500 watts 

MR16 Birdie MFL

MR16 Birdie VNSP

6" Fresnel
750 watt

8" Fresnel
1Kw

X

D
O

G
G

Y

W
 F

 Lx20
° Colortran 20deg

1Kw 

19
°

ETC Source 4   19deg
575 watt

50
°

ETC Source 4   50deg
575 watt

Cinaqueen MFL

12-19-Add/Move F/L Around
12-19 Add Cinaqueens on Cat. &
          6 Pipe

�

�

�

�

D-E PIPE WEST

D-E PIPE EAST

F-G PIPE

H G F CD
B

A

E
1

2

4

5

6

7

8

3

965

88

x40
°2

112

x 40
°

1
112

x40
°2

111

x 40
°

1
111

19°
4

17
9

349

5

50

651

754

4

53

7

52

8
60

5

57

1058

5

61

6

56

559

x
Z

2

30

x
Z

3

34

xZ4

27

x
Z

3
25

xZ226

xZ629

xZ1333

xZ1537xZ1039

x
Z

8

36

xZ532

xZ328

x
Z

8

35

x
Z

11

38
x
Z

9

40

82

81

77

7476

80

79

78

75

73

84

9151

7149

6150

5
145

8146

6148

8
147

X

D
O

G
G

Y

W
 F

 L 5 121

X

D
O

G
G

Y

W
 F

 L 1 122

30
° T 3

109

30
°

T4
109

30
° T 3

110

30
°

T4
110

X

D
O

G
G

Y

W
 F

 L 1 123

X

D
O

G
G

Y

W
 F

 L 2 124

X

D
O

G
G

Y

W
 F

 L 4 125

X

D
O

G
G

Y

W
 F

 L 4 127

X

D
O

G
G

Y

W
 F

 L 6 128

X

D
O

G
G

Y

W
 F

 L 7 129

6

66

X

D
O

G
G

Y

W
 F

 L 9 126

X

DOGGY

W F L

1

132

X

DOGGY

W F L

7
139

X

DOGGY

W F L

2

136

X

DOGGY

W F L

4

138
X

DOGGY

W F L

9

135

X

DOGGY

W F L

7

137

X

DOGGY

W F L

4

131

X

DOGGY

W F L

5

134

X

DOGGY

W F L

1

133

18
0

T T T
T

Taildown #1

Taildown #2

Grid

Scale: 1/4=1'-0"

12

174

Taildown #1 Taildown #2

Taildowns

Booms

8

63

10

64

862

10

55

Boom #1

Boom #2

4 66

+2'

+5'89

89

Boom #1

6

67

4 67

+2'

+5'

90

Boom #2

11

172

10

170

9

174

8

172

7

170

6

173

5

171

4

169

3

173

2

171

1

169

Under Catwalk

xZ331

90

36
°

641
42

36°

2

68

69

36°

5

113

114

19
°

8157

158 +7'

+11'

+7'

+11'

Catwalk

36
°

5 163

+3'6"

x 40
°

3 163

+6'6"

36
°

5 162

+3'6"

x 40
°

3 162

+6'6"

x 30
°

12 96

x30°

3

93

x 30
°

6
97

x 20
°

4
103

x 20
°

9
100

x20°

3

101

x20
°4102

x 40
°

5 104

x40
°1105

x 30
°

7
98

x 30
°

2
99

x30°

7

94

x30°

14
95

T
TT

T
x 40

°

2 165

+8'

x 40
°

1 164

+10'6"

x 40
°

2 167

+8'

x 40
°

1 166

+10'6"

T

T

T

T

T

T

T

T

T

T
TT

T

T

T

T

Note: Birdies To Be 
Placed Under Deck

Note: Footlights To Be 
Placed on Main Deck 
as Close to Edge As 
Possible

Note: Heights Are from Audience Floor

Note: Heights Are from Deck Floor
         Placement TBD

Note: Place Broad Cycs as Close As Possible

50°

3

175

176

50
°

7 177

178

x 40
°

1 13

x 40
°

5 16

x 40
°

2 10

x 40
°

2 6

x 40
°

3 14

x 40
°

6 9

x 40
°

4 3
x 40

°

2 7

x 40
°

1 8

x 40
°

1 5

x 40
°

1 15

x 40
°

11 11

x 40
°

2 2

x 40
°

1 12

x 40
°

1 4

x 40
°

2 1

x 40
°

1 17

x 40
°

3 18

x 40
°

6 19

x 40
°

3 20

x 40
°

4 21

x 40
°

10 22

3

107

2

106

1

106

Note: Top Hang 
Cinaqueens

1

118

2

118

3

119

VECTORWORKS EDUCATIONAL VERSION

VECTORWORKS EDUCATIONAL VERSION


