




Lumenite 
MTC-4000 

Pasteurization 
Test System

STARTUP SCREEN

Results Stored 
To Session 

Index

Main Menu 
(includes options 

to the right)

Exit

Display Menu

Modify Data

Delete Session

Recall Session

Run New Session

Select Location

Select Inspector

Push Start To 
Equalize

Inject Salt Or 
Press Menu 

Knob To End Test

Once the initial test is 
completed,  the unit will 

automatically forward to Test 2.  
If at any time the operator 
wishes to exit the testing 

procedure, depress Menu Knob.

ExitStore Results

Session Index

Session Index

When Session Index is blinking, the operator can 
scroll through the stored tests.  Push the Menu Knob 
to Recall or Delete a test and again to return to the 

Main Menu.

Modify Inspectors

Modify Locations

Select Inspector

Select Location

Select Inspector 
or Location 

by turning and 
then pushing the 

Menu knob.

DISPLAY MENU :  
 
The DISPLAY Menu button allows the operator to adjust  or check the basic functionality of the unit.  The 
Date, Time, Time Between Tests, Liquid Sensitivity, Auto Shutdown Time, Adjust Contrast, Adjust Backlight, 
Backlight Duration, and Battery Status can be toggled and changed using the Menu/Enter knob/button. 
 
- Please NOTE : The Liquid Sensitivity feature is factory set at 15% and should not be 
  changed.  Consult Lumenite Technical Support before adjusting this percentage. 

Exit Returns You 
To the Startup Screen
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