
ACCESS DOOR SHALL

BE NOT LESS THAN

20" X 20" UNLESS

OTHERWISE APPROVED

16" MAX ON

MOTOR END

POTTORFF # FSD-151

MEA # 295-98-E

FIRE RATED CONSTRUCTON

RETAINING ANGLES SHALL

BE MINIMUM OF 1 1/2" X 1 1/2" X 1/8" &

SHALL OVERLAP WALL A

MINIMUM OF ONE INCH ON

ALL FOUR SIDES

BREAKAWAY OR RIGID DUCT 

CONNECTION. (TYP.)

BOLT, WELD, OR RIVET DAMPER

TO SLEEVE ON SAME SPACING

AS RETAINING ANGLES

SHEETMETAL DUCTWORK

DAMPER

MOTOR

MAX. CLEARANCE 1/2" LEAVE SPACE

CLEAR FOR EXPANSION

BOLT, WELD OR RIVET ANGLES TO

SLEEVE AT A MAX. OF 12" AND WITH

MINIMUM OF TWO CONNECTIONS IN

EACH SIDE, TOP AND BOTTOM.

6" MAX ON

OPPOSITIVE

END

NOTES:

FIRESTAT AND DAMPER

MOTOR TO BE OUTSIDE

OF AIR STREAM UNLESS

OTHERWISE  APPROVED

FIRESTAT OR

FUSIBLE LINK

AIRSIDE PRODUCTS SALES

FIRE  SMOKE  DAMPER  INSTALLATION

Title:  FIRE  AND  SMOKE  DAMPER  DETAIL

Scale:

Material: 

Date: 07-28-03

SPRING CREEK AWPCP UPGRADE

AIRFOIL  BLADE


	Drawing1
	Page-1


