
Headset , Can, MX Status, Co�ee Pot, Cooler, Nose Pin
Pre�ight Check COMPLETE
Circuit Breakers & Guarded Switches SET
Inverter Switchs GUARD DOWN/ AUTO
Nonessential Bus Switches ON
Radio Master Switches OFF
Parking Brake SET
Defog Blower OFF
Hydraulic Pressure Switch (GUARD DOWN) NORM
Emergency Door Close/Landing Gear Handles SAFETIED
EFC switches ON
Engine start select OFF
Thrust Levers FREE & CUTOFF
Roll Trim Select Switch BOTH
Roll and Rudder Trim Disconnect Switch NORM
Pitch Trim Switch NORM
Anti skid ON
Speed brake EMER Retract Guard down
Landing Flap Select Switch (GUARD DOWN) FLAP 30º
Engine Synchronizer Switch OFF
Flap Handle (0º) UP
Emergency Brake Handle SAFETIED
Cabin Pressure Source Selector OFF
Landing Gear Handle DOWN
Cabin Dump Valve SAFETIED
Cockpit Temperature Controls SET
Manual Press Control FULL INC
Oxygen Control ON
Oxygen/Nitrogen Pressure CHECK
Defog Blower OFF
Cabin Temperature Control SET
A/C OFF
Masks check select 100% and test
Fire Extinguisher Check
Master Generator Switches (GUARD DOWN) NORM
Exterior Light Switches NAV ON/ OFF
Landing Light Switches RETRACTED
Emer lights Guard UP/ OFF
Anti-Ice/Deice Switches OFF
Generator reset switches SET FOR START
Heater Switches OFF
Inverter Switches ON
Ignition Switches STBY
Jet Pump Switches NORM
Boost pumps AUTO
Fuel Transfer Pumps AUTO
Fuel Crossfeed Switch NORM

BEFORE STARTING ENGINES



Parking Brake  SET
Standby Power  ON
Battery  ON
Generator reset switches  SET FOR START
Nav Lights  ON
Beacon  ON
EMER Lights  Armed
Radio Masters    OFF
Air Conditioning  OFF
Passenger brie�ng  COMPLETE
Seat Belts  FASTENED
DC Voltage  22V - 28V CHECK
Cabin Door  CLOSED
Eng Start Select  L OR R
EFC AUX PWR ON  ILLUMINATED
Engine Start  DEPRESS
Engine Start Select  OFF
Ignition and Boost Pump Lights  OUT
Hydraulic Pressure     NORMAL
FUEL/HYD PMP PRESS LO     OUT
Cabin Pressure Source    OPERATING ENGINE
FUEL PRESS LO     ILLUMINATED
Operating Generator        < 150 amps
Engine Start Select      OTHER ENGINE
EFC AUX PWR ON Annunciator   ILLUMINATED
Engine Start  DEPRESS
Engine Start Select  OFF
Ignition and Boost Pump Lights  OUT
ENG EFC OFF Annunciator  OUT
FUEL/ H PMP PRESS LO  OUT
EFC AUX PWR ON Annunciator  OUT
Cabin Pressure Source  BOTH HIGH or NORM

Starting Engines



Ground Power Unit  DISCONNECT
Generator Switches  24volts NORM 28 volts
DC Volts  CHECK
Engine Instruments  CHECK
A/C  AS REQ
Radio Masters.  ON
AC Voltages  CHECK
Standby Power Annunciator  ARM
Standby Gyro  UNCAGE
Cabin Sign  SAFETY
Galley Power  AS REQUIRED 
Master Test (Generators)  TEST
Horizontal Stabilizer Anti-Ice System  CHECK
Engine/wing Anti-Ice/Deice if req  CHECK
Jet Pumps  CHECK
Fuel Trans  CHECK
Cross feed  NORM
Fuel Status  __Required___indicated/ BALANCED
Cabin Pressure Control    CRUISE ALT
Speedbrakes    CHECK
Flaps selected, indicated,    SET FOR TAKEOFF
Trims     “123 SET both, norm, norm” 
Rudder Boost       CHECK
Autopilot     CHECK AND DISENGAGE
Flight Controls       CHECK

• FMS programed, synced, sourced
• Waypoint / Heading V1, VR, V2, Speed tape, score board, alt select. Alt tape,

kolsman window, VSI, Heading, Attitude indicator, AP selecter, AOA N1, Flaps
• CALLOUTS, ABORTS, T/R DEPLOYMENT PROCEDURES
• RETURN OR DIVERT PLAN

Before Taxi



Fuel                   _____required and ____indicated
Annunciators                                clear to the pitots
Flaps          selected, indicated, SET FOR TAKEOFF
Airspeeds                                                            posted
Air brakes                                                           Stowed
Trims                               “123 SET both, norm, norm” 
Radar                                                            as required
Engine Heats                                              As required

Before Take O�



LINE UP  2,1,2,6,2
Landing Lights ON
Anti-Collision Lights ON
Windshield Anti-Ice LOW
6 Heats ON
Ignitions ON
Cabin Press Source BOTH NORM
A/C OFF

LINE UP  2,1,2,6,2



         POS RATE
Landing Gear                                                      UP
Landing Lights                                           OFF/IN
Yaw Damp                                                           ON
        • 400 FT
Flaps                                                                (UP) 0º
Thrust (650)                                             SET MCT
Engine Sync                                    AS REQUIRED
A/C                                                                          ON
Recognition Light                                             ON
Anti-Ice/Deice                                AS REQUIRED
Ignitions                                                            STBY
Pressurization                        PRESSURIZING
Cabin Sign                                      AS REQUIRED

• >1500 AGL or  Level O� Altitude 
ECS OFF Takeo� Recon�g
Cabin Pressure Source   BOTH HIGH or NORM
Vent Blower                                               OFF
Manual Pressure Control          FULL INCREASE

After Take O�




