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Executive Summary 
 
The purpose of the Rio Grande, Conejos River, and Saguache Creek Stream Management Plans (SMPs) 

is to assess stream conditions to enable local stakeholders to develop informed and data-driven 

management actions with the goal of preserving and enhancing water uses and community values. 

Following the release of the 2015 Colorado Water Plan, the Rio Grande Basin Roundtable (Roundtable) 

recognized the need for comprehensive assessments and management plans for locally prioritized 

streams in the Rio Grande Basin. Streams in the Rio Grande Basin were prioritized by a SMP 

Subcommittee of the Roundtable. The SMP Subcommittee prioritized the following stream segments: 

1) The Rio Grande from Stony Pass to the Colorado state line, 2) Conejos River from Platoro Reservoir 

to the Rio Grande confluence, and 3) Saguache Creek from the South Fork Saguache Creek confluence 

to Braun Bridge. To support the project, a SMP Technical Advisory Team (TAT) was formed and 

composed of state and federal agency officials, local water managers, nonprofit organizations, private 

landowners, and interested stakeholders. The TAT was instrumental in guiding data collection and the 

overall direction of the SMPs. 

 

The SMPs are built on and guided by stakeholder input and values. Stakeholder engagement, through 

public meetings, landowner outreach, surveys, and email and social media updates, was critically 

important throughout the planning process. The SMP goals and priority projects were developed with 

significant stakeholder input and are aligned with stakeholder values. 

 

To characterize stream condition and function, a conditions assessment was conducted for each 

stream. Each stream was divided into reaches based on similarities in geomorphology and reach breaks 

influenced by infrastructure, such as diversion dams. Assessments of recreational and aquatic habitat 

streamflow needs, diversion infrastructure, geomorphology, riparian vegetation, water quality, and 

aquatic life were completed. Conditions assessment results are organized by reach and include a list of 

impacts, or stressors, affecting each reach as well as a discussion of the likely cause(s) of stressors. The 

SMPs define management goals as well as priority projects and actions stakeholders may take to 

further each goal. Rough cost estimates are included, where appropriate.  

 

The Rio Grande, Conejos River, and Saguache Creek SMPs are intended to be used as science-based 

guides for stream management through collaborative and multi-benefit projects. They provide an 

implementation strategy to support healthy streams and protect the ecosystem services they provide 

for fish, wildlife, and communities that rely on them. 

 

  



ii 
CONEJOS RIVER STREAM MANAGEMENT PLAN 
2020 

Acknowledgements 
 

Technical Advisory Team 
 

Representatives from the Following 

Agencies and Organizations: 

American Whitewater 

Bird Conservancy of the Rockies 

Bureau of Land Management 

Colorado Parks and Wildlife 

Colorado Water Conservation Board 

Conejos Water Conservancy District 

Conejos Water Users Association 

Headwaters Alliance 

Natural Resources Conservation Service 

Rio Grande Basin Roundtable 

Rio Grande Headwaters Land Trust 

Rio Grande Headwaters Restoration Project 

Rio Grande Water Conservation District 

Rio Grande Water Users Association 

Saguache Creek Water Users Association 

San Luis Valley Irrigation District 

San Luis Valley Water Conservancy District 

San Luis Valley Trout Unlimited Chapter 

United States Fish and Wildlife Service  

United States Forest Service 

Wetland Dynamics, LLC 

 

 

 

 

 

 

 

 

 

Consulting Team: 

American Whitewater 

Davis Engineering Service, Inc. 

McBride BioTracking, LLC 

Policky Aquatics, LLC 

Round River Design, Inc.  

Watershed Science & Design, PLLC 

Wilson Water Group, LLC 

*The consulting team contributed significantly 

ǘƻ ǘƘƛǎ ǊŜǇƻǊǘΩǎ ǘŜȄǘ 

 

Project Funders: 

Colorado Water Conservation Board 

Bureau of Reclamation WaterSMART 

(Cooperative Watershed Management 

Program)  

San Luis Valley Conservation and Connection 

Initiative 

American Whitewater 

San Luis Valley Water Conservancy District 

Significant in-kind contributions from the 

Technical Advisory Team 

 

Photo Credits 

Unless otherwise noted, all photos courtesy of 

Rio Grande Headwaters Restoration Project 

staff. 

 



 

iii 
CONEJOS RIVER STREAM MANAGEMENT PLAN 
2020 

Glossary 
 

Alluvial aquifer ς An aquifer comprising unconsolidated material deposited by water, typically 
occurring adjacent to rivers. 
 
Armoring (bed or channel) ς The application of resistant materials on a river bed or banks to reduce 
scour and erosion. 
 
Augmentation (of flow) ς The addition of water to a system. In the case of water rights, this typically 
refers to augmentation plans used to replace depletions to streams caused by well pumping. 
 
Avulsion ς The sudden change of riverΩǎ location or path. 
 
Base flow ς The portion of streamflow occurring outside of runoff, typically lasting from mid- to late-
summer through early spring. 
 
Benthic macroinvertebrates ς Aquatic insects and other invertebrate (lacking a backbone) organisms 
living on the stream channel bed, often within interstitial spaces of channel substrate anywhere from 
ǎŀƴŘ ǘƻ ƭŀǊƎŜ ōƻǳƭŘŜǊǎΦ !ƭǘƘƻǳƎƘ ǎƻƳŜ ŀǉǳŀǘƛŎ ƛƴǾŜǊǘŜōǊŀǘŜǎ Ƴŀȅ ōŜ ǉǳƛǘŜ ǎƳŀƭƭΣ άƳŀŎǊƻέ ǊŜŦŜǊǎ ǘƻ 
their visibility without magnification. 
 
Channelization ς Mechanical alteration of a river or stream that confines flow within a single course. 
Often times these actions can be combined with straightening. 
 
Channel migration ς The natural process by which stream channels move laterally over time. 
 
Compact ς The interstate Rio Grande Compact signed in 1938 between the states of Colorado, New 
Mexico, and Texas. 
 
C-value ς A value ranging from 0 to 10 and representing an estimated probability that a plant is likely 
to occur in a landscape relatively unaltered from pre-European settlement conditions. Also known as a 
coefficient of conservatism.  
 
Depletion (of flow) ς Removal of water from a system. 
 
Flow duration curve ς A graph representing the percent of time a specified discharge is equaled or 
exceeded. 
 
Geomorphic ς Relating to the form of the land or topography. In the context of streams, geomorphic 
characteristics include the physical shapes of streams, their water and sediment transport processes, 
and the landforms they create. 
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Hyporheic zone ς Delineates a volume of saturated sediment that surrounds a river, where mixing of 
surface water and shallow groundwater occurs, and constitutes a transitional area (ecotone) between 
the surface and groundwater hydrologic systems and between aquatic and terrestrial habitats in the 
riparian zone. Referred to in this document in the context of hyporheic exchange. 
 
Peak flow ς Highest streamflow of the year, typically during spring snowmelt runoff.  
 
Reach ς A stream segment along which similar hydrologic conditions exist, such as discharge, depth, 
area, and slope.  
 
River miles ς River miles represent the distance of a stream channel across a landscape. In this report, 
river miles were calculated using the Source Water Route Framework dataset, which is extracted from 
the National Hydrography Dataset. Note: river miles are synonymous with stream miles. 
 
Roundtable ς The Rio Grande Basin Roundtable 
 
San Luis Valley Closed Basin ς A basin in the northern San Luis Valley where surface water outflow is 
prevented by a hydrologic divide and therefore surface waters are not tributary to the Rio Grande. 
 
Sediment transport ς The ability of a stream or river to transport an equal amount of sediment out of 
a reach as the amount entering the reach.  
 
Subdistrict ς A groundwater management subdistrict of the Rio Grande Water Conservation District or 

the Trinchera Water Conservancy District.  

 

Turbidity ς The measure of relative clarity of a liquid. 

 

Wet meadow ς A type of wetland characterized by soils that are saturated for part or all of the 

growing season. 
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Acronyms  
 

303(d) The 303(d) list of impaired waters in Colorado (defined by the Colorado Department of 

Public Health and Environment) 

AA  Targeted Assessment Area (see Riparian Vegetation Assessment) 

AF  Acre-feet 

AW  American Whitewater 

Basin  Rio Grande Basin 

BLM  Bureau of Land Management 

BMI  Benthic Macroinvertebrates 

CDPHE  Colorado Department of Public Health and Environment 

CFS  Cubic feet per second 

CNHP  Colorado Natural Heritage Program 

CPW  Colorado Parks and Wildlife 

CWCB  Colorado Water Conservation Board 

DEM  Digital Elevation Model 

EIA  Ecological Integrity Assessment 

FQA  Floristic Quality Assessment 

GIS  Geographic Information System 

ISF  Instream Flow 

M&E  Monitoring and Evaluation List 

MMI  Multi-Metric Index (see Aquatic Life Assessment) 

NRCS  Natural Resources Conservation Service 

RGDSS  Rio Grande Decision Support System 

RGHRP  Rio Grande Headwaters Restoration Project 

SLV  San Luis Valley  

SMP  Stream Management Plan 

SWE  Snow Water Equivalent 

SWRF  Source Water Route Framework 

TAT  Technical Advisory Team 

TMDL  Total maximum daily load 

USFS  United States Forest Service 

USGS  United States Geological Survey 
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1. Introduction 
 

1.1 Purpose and Scope 
The 2015 Colorado Water Plan set a goal that 80 percent of locally prioritized rivers be covered by 

stream management plans (SMPs) by 2030. Following publication of the Water Plan, the Rio Grande 

Basin Roundtable (Roundtable) recognized the need for comprehensive assessments and management 

plans for locally prioritized streams in the Rio Grande Basin. To help meet this need, a subcommittee of 

the Roundtable selected three priority stream segments for an initial round of SMPs. The SMP 

subcommittee prioritized the following stream segments: 1) The Rio Grande from Stony Pass to the 

Colorado state line (191.3 river miles), 2) Conejos River from Platoro Reservoir to the Rio Grande 

confluence (84.4 river miles), and 3) Saguache Creek from the South Fork Saguache Creek confluence 

to Braun Bridge (65.7 river miles). A map of the prioritized streams is shown in Figure 1.1. 
 

 
Figure 1.1: SMP prioritized streams with land ownership overlaid and delineation of Rio Grande Basin 

boundary.  
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To support the project, a SMP Technical Advisory Team (TAT) was formed and composed of state and 

federal agency officials, local water managers, nonprofit organizations, private landowners, and 

interested stakeholders. The TAT was instrumental in guiding data collection and the overall direction 

of the SMPs. The purpose of the Rio Grande, Conejos River, and Saguache Creek SMPs is to assess 

stream conditions to enable local stakeholders to develop informed and data-driven management 

actions with the goal of preserving and enhancing water uses and community values. The SMPs are 

intended to be used as guides for effective and multi-benefit restoration and stream management 

projects.  

 

Although multiple studies have been conducted on the Rio Grande in Colorado, the Roundtable and 

TAT recognized a need to better understand the condition and function of streams in the Rio Grande 

Basin. Previous studies documenting the condition of the Rio Grande include the 2001 Rio Grande 

Headwater Restoration Project, the 2016 Rio Grande Natural Area River Condition Assessment, and the 

2018 Upper Rio Grande Watershed Assessment (MWH, 2001; Riverbend Engineering, 2016; SGM & 

Lotic Hydrological, 2018). However, a study covering the entire Rio Grande in Colorado with consistent 

methodology had not been completed, and data for the Conejos River and Saguache Creek was 

particularly limited. The Roundtable recognized that a comprehensive study of these three prioritized 

streams was needed. The Rio Grande, Conejos River, and Saguache Creek SMPs address that need.  

 

1.2 Project Objectives  

The objectives of the Rio Grande, Conejos River, and Saguache Creek SMPs were to: 
 

Å Maintain and build on the coalition of community partners engaged in stream management 
planning through frequent and robust stakeholder engagement throughout the project.  

Å Summarize and obtain information regarding the biological, hydrological, and 
geomorphological condition of identified stream reaches in the Rio Grande watershed. 

Å Define and prioritize environmental, recreational, and community values. 
Å Develop goals to improve flows and physical conditions needed to support values.  
Å Outline actions to achieve measurable progress toward maintaining or improving goals.  

Å Identify opportunities and constraints for implementation of projects, and additional data 
needed to inform project development. 

 

1.3 Why Are Stream Management Plans Important?  

SMPs offer a valuable opportunity for communities to address issues related to stream functions in an 

effort to better support diverse groups of water users. They provide the opportunity to assess stream 

conditions and function, identify likely stressors adversely affecting these conditions, and develop 

multi-objective solutions to mitigate stressors and improve conditions. Because SMPs are stakeholder-

driven, diverse community values are represented in decision making and the development of goals 
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and priority actions. Strong stakeholder interest and support provided the impetus for the Rio Grande, 

Conejos River, and Saguache Creek SMPs and contributed significantly to the success of each SMP.  

 

1.4 Stakeholder Engagement  

A diverse group of stakeholders utilize and are intimately connected to the Rio Grande, Conejos River, 

and Saguache Creek. Irrigated agriculture has a rich history on the basin, having utilized surface water 

from the Rio Grande for over 150 years. Agricultural producers depend on surface water to irrigate 

crops during the growing season, and many farms and ranches are now operated by the fourth and 

fifth generation producers. Anglers have access to exceptional Rio Grande, Conejos River, and 

Saguache Creek sport fisheries. Recreational boating opportunities are also plentiful, with commercial 

and private boaters floating the Rio Grande and Conejos River. Not least, San Luis Valley residents 

enjoy and take pride in the aesthetic value of the streams and rivers flowing through the region. 
 

To engage stakeholders and gather input, significant outreach was conducted throughout the SMP 

process. Regular email updates were sent to a SMP stakeholder listserv, individual and group meetings 

were held, and the SMP Project Coordinator presented regularly to the Roundtable and several other 

stakeholder groups. A summary of stakeholder engagement activities is detailed below: 
 

Å Provided regular project updates via the SMP email listserv.  
Å Held six TAT meetings to discuss stream conditions assessment methodology, assessment 

results, and project goals/priority projects. Resources from TAT and public meetings including 
minutes, handouts, and presentations were published on the Rio Grande Headwaters 
Restoration Project website.  

Å Held five public community meetings in summer 2019. Each meeting was specific to one of the 
three SMPs. Public meetings were advertised in the Valley Courier, Saguache Crescent, Conejos 
County Citizen, Del Norte Prospector, Monte Vista Journal, and through the SMP listserv and 
several Facebook groups. Meetings were also advertised on KSLV and KRZA radio stations.  

Å Provided regular updates for the following groups: Rio Grande Basin Roundtable, Rio Grande 
Water Users Association, Conejos Water Users Association, Saguache Creek Water Users 
Association, San Luis Valley Wetland Focus Area Committee, and the boards of the Rio Grande 
Headwaters Restoration Project, San Luis Valley Water Conservancy District, Rio Grande Water 
Conservation District, and the Conejos Water Conservancy District.  

Å Presented to several other interested groups including the Colorado Agricultural Water Alliance 
ŀƴŘ ǘƘŜ {ŀƴ [ǳƛǎ ±ŀƭƭŜȅ /ŀǘǘƭŜƳŜƴΩǎ !ǎǎƻŎƛŀǘƛƻƴΦ  

Å tǳōƭƛǎƘŜŘ ŀƴ ƻƴƭƛƴŜ !ǊŎDL{ ά{ǘƻǊȅ aŀǇέ ƻǳǘƭƛƴƛƴƎ ǘƘŜ {ǘǊŜŀƳ aŀƴŀƎŜƳŜƴǘ tƭŀƴǎΦ 
Å Distributed three public SMP stakeholder surveys, one for each SMP.  
Å Coordinated ǿƛǘƘ !ƳŜǊƛŎŀƴ ²ƘƛǘŜǿŀǘŜǊ ǘƻ ŘƛǎǘǊƛōǳǘŜ ŀ άōƻŀǘŀōƭŜ Řŀȅǎέ ǎǳǊǾŜȅΣ ǿƘƛŎƘ ƛƴŦƻǊƳŜŘ 

the recreational use assessment study on the Rio Grande and Conejos River. 
Å Completed significant outreach to and held meetings with many individual landowners.  
Å Held meetings with water commissioners for each SMP. 
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Å Held special meetings with state and federal agencies including Colorado Parks and Wildlife 
(CPW), U.S. Fish and Wildlife Service (USFWS), Bureau of Land Management (BLM), and U.S. 
Forest Service (USFS). 

  
Individual responses and themes resulting from the surveys, as well as feedback and input from formal 

and informal meetings, were incorporated into the planning process. The community values and 

general objectives identified during this process include: 
 

Å Diversion infrastructure improvements to increase efficiency, reduce maintenance, and 
promote stream health.  

Å Maintaining and enhancing riparian areas. 
Å Maintaining adequate streamflows for aquatic habitat, overall stream health, agriculture, and 

recreation. This includes coordinated reservoir releases and consistent flows for fishing and on 
the Conejos River to support recreation and the local economy. 

Å Increased storage to augment flows and increase flexibility during dry years (e.g., reservoirs). 
Å Removal or mitigation of recreational hazards (fencing, diversions, bridges, etc.). 
Å Improved infrastructure for sustainable recreational access to the river, especially fishing 

access.  
Å Riparian and aquatic habitat connectivity and agriculture viability through conservation 

easements and other strategies. 
Å Protecting and restoring floodplain connection and wet meadows and other wetlands for 

increased alluvial aquifer storage. 
Å Improving overall stream health for imperiled species, including fish and riparian habitat 

restoration. 
Å Additional monitoring data on water quality, irrigation infrastructure, and streamflows. 
Å Mitigating effects of flooding and debris flows (i.e., addressing severe bank erosion, particularly 

near key infrastructure).  
 

1.5 Physiographic and Geologic Setting  

Regional geologic and climatic history play important roles in fluvial geomorphology, which largely 

shapes the streams and rivers we see today. For the purposes of the SMPs, the physiographic context 

of a study area is defined by the dominant geologic and climatic conditions that define the modern 

landscape, which influence the study streamsΩ form and associated physical processes.  

 

The Upper Rio Grande Basin (Basin) in south-central Colorado covers 7,630 square miles and is 

bordered to the south by New Mexico. Within the Basin lies the San Luis Valley (SLV), a high elevation 

intermountain valley situated between two major mountain ranges. The SLV is a large rift valley in the 

Southern Rocky Mountains Province (Figure 1.2) and is part of the larger Rio Grande rift  which extends 

from north of the SLV near Leadville, Colorado to southern Mexico (Bachman & Mehnert, 1978). 
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Figure 1.2: Physio-geographic regions of Colorado (source: Colorado Geological Survey website). 
 

The geology of the Southern Rocky Mountains Province is dominated by Precambrian igneous and 

metamorphic rocks uplifted and exposed during mountain building events. The last major event, the 

Laramide orogeny, ended approximately 70 million years ago and was largely responsible for building 

the San Juan Mountains. The Sangre de Cristo Mountains bound the SLV on the east, while the eastern 

San Juan Mountains form the western edge of the valley. The La Garita Range, which lies on the 

northwest edge of the valley and on the north end of the San Juan Mountains, was formed from 

volcanism and tectonics. The La Garita Range forms the headwaters of Saguache Creek, which also 

drains the Cochetopa Hills to the north. The La Garitas and eastern San Juans contribute to the Upper 

Rio Grande Watershed while the south-eastern San Juans make up the headwaters of Conejos River. 

Much of this area was influenced during the Paleocene (approximately 60 million years ago) by the La 

Garita super-caldera eruption, one of the largest ƪƴƻǿƴ ǾƻƭŎŀƴƛŎ ŜǊǳǇǘƛƻƴǎ ƛƴ 9ŀǊǘƘΩǎ ƘƛǎǘƻǊȅ.  

 

Generally speaking, the La Garitas are less steep than the San Juans and drain lower elevations. 

Significant glaciation was not noted to have occurred in the headwaters of Saguache Creek. The valley 

in which Saguache Creek lies is bound by lava and ash deposits. Near the town of Saguache, the Creek 

escapes onto the broad Alamosa Basin, an alluvial basin which makes up the north end of the Rio 

Grande Rift Valley (Figure 1.3). Alternating layers of sand, gravel and clay compromise the Alamosa 

alluvial basin. This material was transported and deposited by fluvial processes that fan material out 

onto the valley floor as well as by shallow water bodies where clay layers would have formed.   
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Figure 1.3: Simplified geologic map of 
the lower portion of the Saguache 
Creek study area. Qg (yellow) indicates 
alluvium; Tpl (light purple) indicates 
pre-ash flow andesitic lavas and 
breccias (volcanic origin).  
 

 

 

 

 

 

 

 

 

 

 

 

 

Conversely, both the Rio Grande 

and Conejos River headwaters 

were heavily glaciated. Sediment 

excavated and deposited by 

glacial movement and melt as 

recently as 10,000 years ago still 

exists throughout the canyons 

and within the floodplains of the 

Rio Grande and Conejos River. 

Sediment and runoff 

contributions from glacial 

meltwater contributed to large 

alluvial fan formations where the 

streams break free from the San 

Juan foothills and spill onto the 

Rio Grande rift valley floor (Figure 

1.4). 
 

 

 

 
Figure 1.4: Map showing the 
generalized location of the Rio 
Grande Fan which covered over the 
ancient lakebed sediments of Lake 
Alamosa (Madole et al., 2008).  
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The Rio Grande, Conejos River, and Saguache Creek drain east out of the mountains and into the SLV. 

On the northern end of the SLV, Saguache Creek and other streams drain into a high altitude subbasin 

known as the San Luis Valley Closed Basin (Closed Basin), also referred to as the Alamosa Basin (Upson, 

1939). The Closed Basin is endorheic, meaning its surface waters do not flow outside its boundaries 

and therefore are not tributary to the Rio Grande. Within the Closed Basin, streams draining the La 

Garita and Sangre de Cristo Ranges on the west and east sides of the valley, respectively, terminate in 

low points, or sump areas, forming numerous Inter-Mountain Basin Playas. The lowest elevation playa 

complex in the Closed Basin is San Luis Lakes, located just west of the Great Sand Dunes. The southern 

boundary of the San Luis Valley Closed Basin is thought to be formed by a low hydrologic divide 

resulting from the Rio Grande alluvial fan on the west and alluvial material from the Sangre de Cristo 

Mountain on the east (Alstine & Simon, 1982). The Closed Basin covers approximately 2,940 mi2, 

making up about 39% of the Rio Grande Basin, shown in Figure 1.5. 
 

 
 

Figure 1.5. Prioritized streams in the Rio Grande Basin with elevation, major mountain ranges, and delineation 
of the Closed Basin boundary. 
 

The headwaters of the Rio Grande are located on the Continental Divide near Stony Pass. From Stony 

Pass, the river flows east through the San Juan Mountains toward the SLV. At the Town of Del Norte, 

the river spreads out onto a broad alluvial fan, meandering east through the SLV. At the City of 

Alamosa, the river turns south and eventually crosses the Colorado - New Mexico state line.  
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The Conejos River is situated in the southern San Luis Valley, draining a portion of the eastern San Juan 

Mountains. The Conejos is a diverse river, beginning in once glaciated valleys, running down through 

narrow canyons, and spilling out onto the broad San Luis Valley where it becomes a low gradient 

meandering channel. The prioritized portion of the Conejos River is from the outlet of Platoro 

Reservoir (37°21'7.43"N, 106°32'40.07"W) downstream to the confluence with the Rio Grande 

(37°18'12.38"N, 105°44'9.00"W), a stretch of 84.4 miles.  

 

The Conejos RiverΩǎ ƘƛƎƘ ŀƭǇƛƴŜ ƘŜŀŘǿŀǘŜǊǎ ŀǊŜ ƭƻŎŀǘŜŘ ƴŜŀǊ ǘƘŜ /ƻƴǘƛƴŜƴǘŀƭ 5ƛǾƛŘŜ at Lake Ann 

(approximately 11,925 ft). The river flows northeast, joining several tributaries, including the North 

Fork and Adams Fork, before reaching Platoro Reservoir at approximately 10,000 ft. From Platoro 

Reservoir, it flows southeast through narrow alluvial valleys, bounded by the volcanic rock of the San 

Juan Mountains. It passes through foothills and eventually meets the broad alluvial plain of the SLV 

near the Town of Mogote. From Mogote, it becomes a low gradient, meandering river flowing 

northeast through the SLV. Just east of Manassa, the southern-bounding San Luis Hills turn the river 

north before its confluence with the Rio Grande near Lasauses, CO. The total watershed area of the 

Conejos River at the downstream end of the study area is 767 mi2.  

 

Saguache Creek begins at a series of small lakes in the La Garita Wilderness. The Creek flows northeast 

before reaching a wide alluvial fan upstream of the Town of Saguache, where it turns southeast. The 

Creek then flows past Saguache and into the non-tributary Closed Basin on the northern end of the 

SLV, where it terminates in wetlands and playa lakes.  
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1.6 Hydrologic Context  

Hydrology plays a fundamental role in channel form, riparian areas, water quality, and aquatic life. The 

timing and magnitude of streamflow is a ŘǊƛǾŜǊ ƻŦ ƎŜƻƳƻǊǇƘƛŎ άǿƻǊƪέ ƛƴ ǎǘǊŜŀƳ ŎƘŀƴƴŜƭǎ όƛΦŜΦ, more 

water in the system means more work being done to mobilize and transport sediment in the system, 

affecting stream channel and floodplain morphology). These hydrologic processes also affect the 

establishment and maintenance of riparian vegetation, water quality parameters, and the type and 

abundance of aquatic life. SǳǊŦŀŎŜ ƘȅŘǊƻƭƻƎȅ ƛƴ /ƻƭƻǊŀŘƻΩǎ wƛƻ DǊŀƴŘŜ .ŀǎƛƴ ƛǎ ŎƘŀǊŀŎǘŜǊƛȊŜŘ ōȅ ƘƛƎƘ 

flows during spring runoff lasting into early summer, and significantly lower (base) flows in late 

summer, early fall, and winter. The SMP study streams are snowmelt-driven, with the vast majority of 

water production occurring in the form of snow. These characteristics are illustrated by the hydrograph 

in Figure 1.6, showing average daily flows at the Rio Grande Near Del Norte gage from 1890 to 2017. 
 

 
Figure 1.6: Average daily streamflow at the Rio Grande Near Del Norte, CO (RIODELCO) gage ς 1890 to 2017.  
 

Monsoon season typically results in sufficient precipitation to increase flows again in mid- to late-

summer. Flooding from both snowmelt runoff and small-scale convective rainfall events during the 

monsoon are common mechanisms for high water events in the SMP study streams (Figure 1.7). 

Though rare in the period of record, extreme events have been observed to occur on streams draining 

into the SLV from the San Juan Mountains. Localized flash floods are likely to occur on tributary 

streams, which may cause the mainstems to swell, but more likely influence the streams by bringing 

fresh sediment down to the valley bottom and supplying the channels with material (Figure 1.7).  

 

Saguache Creek does not have considerable upstream water storage facilities (dams and reservoirs) or 

flow regulation, so flows are more likely to fluctuate depending on available runoff in the watershed. 

The Rio Grande and Conejos River both have water storage reservoirs in their headwaters, which have 

reduced peak flows and thus the frequency with which geomorphically significant flows pass through 
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the channels and floodplains. In all the study streams, numerous diversion structures influence flows 

by withdrawing water, but not typically enough to significantly alter the geomorphic condition or 

trajectory of the study reaches. However, these diversions change the frequency in which floodplains 

are inundated and bed sediments are mobilized.  
 

 
Figure 1.7: Left: Snowmelt runoff doing geomorphic work on the Rio Grande floodplain, June 2019. Right: 
Sediment washed down from a small watershed that feeds a tributary to Saguache Creek (Photo: Round River 
Design, LLC). 
 

In the άplainsέ reaches of the San Luis Valley, relatively impermeable clay layers connect the 

contributing streams to the relatively shallow aquifer that sits on top of these clay layers. Until as 

recent as the 1970s, the Alamosa Basin in the northern part of the San Luis Valley was naturally 

endorheic with water only escaping through evapo-transpiration of which the endpoint was a playa 

adjacent to the Great Sand Dunes. Modern water engineering projects have created some transfer of 

water out of the basin and into the Rio Grande watershed. In any event, the shallow depth to clay 

creates a situation where flooding can occur from water percolating up from below when the shallow 

aquifer is saturated (as opposed to flooding only occurring from over-topping of streambanks). The 

shallow depth to water in portions of the study area creates naturally abundant wetlands (Figure 1.8). 
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Figure 1.8: Wetlands map showing that much of the valley floor of Saguache Creek is sub-irrigated Source: 
Colorado Wetland Inventory Mapping Tool (CNHP, 2019). 
 

Temporal Trends in Rio Grande Hydrology 

Generally speaking, average annual streamflow of the SMP study streams has been in decline since the 

1930s (Figure 1.9) and winter and spring season temperatures have increased in the Rio Grande Basin 

(Chavarria & Gutzler, 2018). Recent climate modeling suggests this trend of decreasing annual 

precipitation and streamflow in the Rio Grande Basin will continue in the future (Lukas et al., 2014).  
 

 
Figure 1.9: Annual flows (acre-feet x 1000) at the Rio Grande Near Del Norte, CO gage, illustrating downward 
trend in average annual flow (Source: Colorado Division of Water Resources). 
 

In addition, compared to historic hydrology (viewed here as 1950 to 1997), the timing and peak of 

spring snowmelt and runoff has shifted in the last 20 years. Conejos River peak runoff has, on average, 
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decreased 11.8% and shifted five days earlier, from May 31st to May 26th. To help illustrate this shift, 

Figure 1.10 compares average daily streamflow at the Conejos River Near Mogote gage from 1950 to 

1997 to the average daily flow from 1998 to 2017.  
 

 
Figure 1.10: Comparison of average daily flows at the CONMOGCO stream gage. 
 

Studies suggest these changes in peak runoff can be attributed to a combination of lower Snow Water 

Equivalent (SWE), a warming trend in spring temperature, and increased solar absorption caused by 

dust-on-snow events (Clow, 2010; Stewart et al., 2004; Lukas et al., 2014). Research by Chavarria and 

Gutzler (2018) showed April 1 SWE decreased approximately 25% across the Rio Grande Basin between 

1958 and 2015. Although average peak runoff has decreased, recent increases in dust-on-snow events 

can result in significantly earlier and higher peak runoff. Figure 1.11 illustrates this phenomenon at the 

Rio Grande Near Del Norte gage following a 2009 dust-on-snow event in the San Juan Mountains. 
 

 
Figure 1.11: 2009 average daily flow at the RIODELCO gage following a dust-on-snow event plotted with 1950 
to 1997 average daily flow.  
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As peak runoff continues to occur earlier in the spring, late summer flows are also predicted to 

decrease, as seen in the Figure 1.11. Furthermore, climate projections indicate that more precipitation 

will likely shift from snow to rain. One study showed the extent of snow-dominated land area within 

the upper Rio Grande Basin could decrease from 65% to 36% by the mid-21st century (Klos et al., 

2017). .ŜŎŀǳǎŜ ǘƘŜ .ŀǎƛƴΩǎ ƘȅŘǊƻƭƻƎȅ ƛǎ ǇǊƛƳŀǊƛƭȅ ǎƴƻǿƳŜƭǘ-driven, this shift from snow to rain will 

have significant impacts on natural flow regimes. For example, increased precipitation in the form of 

rain paired with higher air temperature will increase the rate of evapotranspiration, resulting in less 

water reaching streams and contributing to streamflow. Studies also suggest this shift will cause less 

ǇǊŜŘƛŎǘŀōƭŜΣ άflashierέ streamflow and a reduction in the natural snowpack reservoir will accelerate the 

trends of decreasing annual streamflow, earlier peak flow, and lower late summer flow. Additionally, 

wildfires, tree mortality due to insects, and other forest health impacts will exacerbate these impacts. 

For example, vegetation loss decreases snowpack shading and increases snowmelt rates, creating a 

positive feedback loop (Lukas et al., 2020).  

 

These projected changes in precipitation and hydrology may have a variety of impacts for water 

managers, water users, and aquatic life. Changes in the timing and amount of available water will 

affect agriculture, boating, fishing, and aquatic species. With less predictable flows, water managers, 

including reservoir operators, will be challenged to store and deliver water effectively using current 

infrastructure and may need to invest in additional or altered infrastructure. Farmers and ranchers are 

likely to have significantly less surface water available for agricultural use and groundwater recharge 

may decline. Aquatic species, including insects and fish, may be stressed by lower and warmer 

streamflow as well as a lack of adequate flows to maintain aquatic habitat. In turn, anglers and boaters 

are likely to have fewer recreational opportunities when flows are ideal. Many aspects of stream 

function, and the ecosystem services provided by those functions, may also be affected. For example, 

the geomorphic work performed by historic hydrology will be altered, riparian areas and flood-

dependent species such as cottonwoods may no longer receive overbank flows at the same time or 

frequency, and water quality will almost certainly be affected. Adaptation to these effects and creative 

solutions to water management are critical to maintaining adequate surface water for water users and 

the environment. 
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1.7 GroundwaterςSurface Water Interactions and Aquifer Storage 

Groundwater-surface water interactions have been well documented across the western U.S., 

including in Colorado (Arnold et al., 2016; Hatch et al., 2006; Winter et al., 1998ύΦ Lƴ /ƻƭƻǊŀŘƻΩǎ wƛƻ 

Grande Basin, groundwater-surface water dynamics have been extensively studied, especially as part 

of the Rio Grande Decision Support System (RGDSS) Groundwater Model. Although aquifer dynamics 

and groundwater-surface water interactions are not fully understood, RGDSS utilizes the best available 

data to model these dynamics, including calculations of streamflow depletions due to groundwater 

pumping. This section discusses the history of groundwater development in the Basin, the modeled 

impact of groundwater pumping on streamflows, and the conservation efforts underway to reduce 

groundwater withdrawals, replace injurious streamflow depletions resulting from pumping, and 

ultimately reach sustainable aquifer conditions.  

 

There are two aquifers in the Basin: the confined and unconfined aquifers. The shallow, expansive 

unconfined aquifer is made up of sands and gravels and occupies the entire Alamosa Basin. The 

relatively deep confined aquifer lies beneath the unconfined and the two aquifer systems are 

separated by a series of blue clay layers. 

 

The Rio Grande, Conejos River, and Saguache Creek are located within the jurisdiction of Colorado 

Department of Natural Resources ς Division of Water Resources, Division 3 which manages all water 

well permits for the Rio Grande Basin. Well permit appropriations within the Rio Grande Basin 

withdraw unconfined and confined aquifer groundwater. Well withdrawals cause depletions to 

streams from which surface water right holders obtain their water supplies; the depletions to surface 

water rights result from the consumptive use of water withdrawn from the wells. Well development in 

the Basin began in the 1920s with scattered development across the Basin. Figure 1.12 shows Division 

3 wells in 1930.  
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Figure 1.12: Division 3 well locations in 1930. 
 

In the late 1930s, new well development increased significantly and by 1952 there were 1,300 wells in 

the Basin. By 1980, there were more than 2,300 wells. There are currently over 6,000 irrigation, 

commercial, and municipal wells in Division 3. Figure 1.13 shows current Division 3 wells. 
 

 
Figure 1.13: Current Division 3 well locations.  
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Groundwater development led to extensive groundwater use and over appropriation, eventually 

resulting in the need for groundwater withdrawal rules and regulations. To help inform and develop 

the rules, the RGDSS Groundwater Model (Model) was developed. The Model calculates flows through 

the confined and unconfined aquifer systems and can be used to predict stream gains/losses as a result 

of pumping stresses.  

 

Surface Water Depletions 

The Model shows that groundwater withdrawal can cause surface water (stream) depletions. To 

quantify depletions for a given stream reach, the San Luis Valley floor was divided into geographic 

subdivisions called Response Areas (RAs) which share broad hydrologic commonalities. The Model was 

then used to generate Response Functions (RFs), which describe the relationships between 

groundwater withdrawals and stream depletions, within each RA. RFs can be used within the Model to 

evaluate current and/or hypothetical changes in groundwater withdrawals such as switching off select 

wells. Using these spatial and temporal inputs, stream depletions caused by groundwater withdrawals 

can be calculated under varying conditions. Each stream with modeled depletions resulting from 

groundwater withdrawals in a given RA was divided into administrative reaches, shown in Table 1.1.  
 

Table 1.1: Administrative stream reaches RGDSS Groundwater Model Response Area stream reaches. 

Stream Stream Reaches 

Rio Grande 

1. Rio Grande Del Norte to Excelsior Ditch 

2. Excelsior Ditch to Chicago Ditch 

3. Chicago Ditch to the State Line 

Conejos River 
1. Conejos Above Seledonia/Garcia Ditches 

2. Conejos Below Seledonia/Garcia Ditches 
 

Saguache Creek 1. Malone Ditch to Braun Bros Ditch 
 

Modeled stream depletions from the groundwater withdrawals extend well into the future. A portion 

of the depletions in most RAs ŜȄǘŜƴŘ ҕнл ȅŜŀǊǎ Ǉŀǎǘ ǘƘŜ ŎǳǊǊŜƴǘ ȅŜŀǊΩǎ ƎǊƻǳƴŘǿŀǘŜǊ ǿƛǘƘŘǊŀǿŀƭǎΦ Over 

time, gradual refinements have been applied to the Model, typically when one or more of the modeled 

stresses are changed or new data is available and Model calibration refinement is applied.  

 

Division 3 Well Rules 

In 2015, the State Engineer submitted new Well Rules through the Division 3 water court system (DWR, 

2015) to mitigate stream depletions, which injure senior surface water rights, and to attain sustainable 

groundwater levels within each RA. The Well Rules were approved by water court decree on March 15, 

2019 and require all non-exempt wells to replace their calculated depletions to Rio Grande Basin 

streams through following a formal water augmentation plan or joining a groundwater management 

subdistrict (Subdistrict). Under a water augmentation plan, a water district or other entity mitigates a 

ǿŜƭƭΩǎ ƛƴƧǳǊȅ ǘƻ ǎŜƴƛƻǊ ǿŀǘŜǊ Ǌights by physically replacing depletions in time, place, and quantity. 
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Beginning in 2006, the Rio Grande Water Conservation District (RGWCD) began forming Subdistricts, 

whose boundaries are based on geologic and hydrologic characteristics of the Basin. Subdistricts are 

responsible for replacing the injurious stream depletions caused by groundwater withdrawal by well 

owners within a given Subdistrict. Each Subdistrict operates under an annual replacement plans (ARP) 

to replace their injurious stream depletions. They also strive to reduce well pumping in an effort to 

regain sustainable aquifer levels. Wells not in compliance with the Well Rules after March 15, 2021 will 

be curtailed by the State Engineer. 

 

For planning purposes, the Model was run using the RFs for Subdistricts located on the Rio Grande, 

Conejos River, and Saguache Creek. This example was completed to estimate the amount of water that 

will be replaced on these streams when all Subdistricts are operating. The example included 

streamflow and groundwater withdrawal data from 2017 and results are shown in Table 1.2. 
 

Table 1.2: Total depletions on each stream system in 2017.  

Stream 
Total Depletions - May 

through April (acre-feet) 

Rio Grande 10,316 

Conejos River 6,923 

Saguache Creek 912 
 

The 2017 example illustrates the measurable effect of well pumping on streamflows in the Rio Grande 

Basin. Within each Subdistrict, participating well owners are making considerable efforts to reduce 

overall well pumping. Through these efforts, Subdistricts are working toward aquifer sustainability and 

reductions in surface water depletions resulting from well pumping. As a result of groundwater users 

replacing depletions to streams and rivers throughout the Rio Grande Basin, streamflows are expected 

to increase and result in healthier, more resilient systems.  

 

There is also potential to mitigate streamflow depletions and the associated water quality impacts 

through conservation and restoration activities throughout the watershed. For example, streams with 

active and connected floodplains support groundwater-surface water exchange within hyporheic 

zones, thereby buffering water temperature. Additionally, alluvial aquifer and wet meadow restoration 

efforts have been shown to attenuate flood flows and enhance late summer streamflow in the arid 

West (Hammersmark et al., 2008 & Loheide et al., 2009). These restoration techniques mitigate the 

risk of flooding and the damage it may cause by enabling high flows, most commonly experienced 

during spring runoff, to spread out onto floodplains and soak into alluvial systems. This water, stored in 

wet meadows and alluvial systems, is slowly released throughout the summer irrigation season, 

augmenting late summer and fall base flow in streams. Finally, conserving existing surface water use 

and protecting wet meadows, wetlands, and riparian areas also has the potential to mitigate stream 

depletions and aide in groundwater recharge and aquifer sustainability.   
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1.8 Major Reservoirs on the Rio Grande and Conejos River Systems 
Reservoirs provide water storage on both the Rio Grande and Conejos River. Major reservoirs affecting 

the Rio Grande are άpre-Compact,έ which, under the terms of the Compact, means they were built 

before 1929, while the two reservoirs on the Conejos River are άpost-Compact.έ Operations of post-

Compact reservoirs are limited by Article VII of the Compact. Under Article VII, post-Compact reservoirs 

are not permitted to store water when total Rio Grande Project (downstream Compact reservoirs) 

storage is less than 400,000 acre-feet (Compact, 1938). This significantly limits post-Compact reservoir 

operations in the Basin. 

 

Rio Grande Reservoirs 

Four major reservoirs provide storage for the Rio Grande: Rio Grande Reservoir, Santa Maria Reservoir, 

Continental Reservoir, and Beaver Creek Reservoir. Figure 1.14 shows the locations of these reservoirs. 
 

 
Figure 1.14: Major reservoirs in the Rio Grande watershed upstream of South Fork. 
 

Rio Grande Reservoir is an on-channel reservoir on the Rio Grande just upstream of the Rio Grande Box 

Canyon. It was built in 1912 to provide water storage for farmers in the San Luis Valley Irrigation 

District and has a capacity of 51,113 AF. It is owned and operated by the San Luis Valley Irrigation 

District. Between 2012 and 2020, significant improvements were made to the dam and its outlet works 
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to address seepage and dam safety concerns. Improvements included resurfacing the dam to prevent 

seepage as well as updating the outlet tunnel and adding new valves to the outlet works, which will 

allow the reservoir to pass high flows and eliminate leakage from the outlet. The improvements were 

made as part of the Rio Grande Cooperative Project and the Rio Grande Reservoir Rehabilitation 

Project, completed in 2020. 

Continental Reservoir is an on-channel reservoir on North Clear Creek. It was built in 1928 and has a 

capacity of 26,716 AF. Santa Maria Reservoir is an off-channel reservoir built in 1911 with a capacity of 

43,826 AF. Santa Maria Reservoir flows are released into Boulder Creek, a tributary to Clear Creek 

downstream of Continental Reservoir. Clear Creek joins the Rio Grande approximately 2.1 miles 

downstream of the Rio Grande Box Canyon. Santa Maria Reservoir and Continental Reservoir are 

owned and operated by the Santa Maria Reservoir Company.  

Beaver Creek Reservoir is an on-channel reservoir on Beaver Creek. It was built in 1914 and has a 

capacity of 4,758 AF. It is owned and managed by CPW. Along with Rio Grande Reservoir, 

improvements were also made to Beaver Creek Reservoir as part of the Rio Grande Cooperative 

tǊƻƧŜŎǘΦ ¢ƘŜ ǊŜǎŜǊǾƻƛǊΩǎ ǎǇƛƭƭǿŀȅ ǿŀǎ ǊŜōǳƛƭǘΣ ŀ ƴŜǿ ŀōǳǘƳŜƴǘ ǿŀǎ ŎƻƴǎǘǊǳŎǘŜŘΣ ŀƴŘ ǘƘŜ ƻǳǘƭŜt tunnel 

was improved to enhance outlet control and downstream flow management. Additionally, seepage 

issues on the dam were addressed. 

All four major Rio Grande reservoirs are pre-Compact, allowing them to store during the non-irrigation 

season and operate with more flexibility than post-Compact reservoirs. Rio Grande, Santa Maria, and 

Continental reservoirs store water primarily for irrigation, Rio Grande Compact deliveries, 

augmentation plans, and instream replacements for Subdistricts. Beaver Creek Reservoir is primarily 

managed for wildlife and recreation. 

Conejos River Reservoirs  

Platoro Reservoir and Trujillo Meadows Reservoir, both of which are post-Compact reservoirs, provide 

the only significant storage in the Conejos River watershed. The Platoro dam was completed in 1951 by 

the Bureau of Reclamation (BOR), making it a post-Compact reservoir. The dam is an earthfill structure 

consisting of a main embankment and a dike section, separated by a rock knoll in which the spillway is 

excavated. The reservoir formed by the dam has a capacity of 59,570 AF, 6,060 AF of which are for 

flood control and 53,510 AF for joint use. While BOR retains ownership of the dam, operations are 

managed by the Conejos Water Conservancy District (CWCD). The dam is situated at 10,000 ft, 

relatively high in the watershed.  
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Upper portion of Platoro Reservoir during winter (Photo: Christi Bode). 
 

Trujillo Meadows Reservoir is located on the mainstem Rio De Los Pinos, a tributary to the Rio San 

Antonio, and was completed in 1957. It has a capacity of 913 AF and is managed by CPW for recreation. 

 

  



 

21 
CONEJOS RIVER STREAM MANAGEMENT PLAN 
2020 

1.9 Inter-State Legal Context and Surface Water Rights 
 

History of Surface Water Rights 

Development of surface water irrigation in the Rio Grande Basin began in the 1850s. By the late 1800s, 

surface water rights from the Conejos River (Water District 22) were fully appropriated. The three most 

senior water rights served by Conejos River are decreed to the Guadalupe Main, Manassa No. 3, and 

Romero ditches. All three of these water rights were appropriated in 1855. Figure 1.15 shows the 

relationship between cumulative absolute surface water rights versus dry, average, and wet 

streamflow hydrographs, as measured at the Conejos River Near Mogote, CO (CONMOGCO) stream 

gage. Average daily flow from the year 1920 is also shown on the graph below to illustrate an 

exceptionally wet year in which all water rights were in priority. 
 

 
Figure 1.15: Water District 22 cumulative absolute surface water rights versus dry, average, and wet 
streamflow hydrographs measured at the Conejos River Near Mogote, CO (CONMOGCO) stream gage.  
 

Rio Grande Compact 

The equitable distribution of Rio Grande waters between the United States and Mexico was 

established in the 1906 Convention between the two countries (Convention, 1906). In 1938, the states 

of Colorado, New Mexico, and Texas entered into the Rio Grande Compact (Compact). The Compact 

equitably apportions the waters of the Rio Grande in the U.S. ŀƴŘ ŘŜŦƛƴŜǎ /ƻƭƻǊŀŘƻΩǎ ŘŜƭƛǾŜǊȅ 

requirement to New Mexico along with many other aspects of management of the river. To determine 
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baseline water supply and use, inflows at upstream gaging stations (index stations) were compared to 

outflows at downstream gaging stations during a study period from 1928 to 1937. Under the Compact, 

Colorado agreed to deliver a predetermined amount of water to New Mexico based on flows at index 

stream gage stations (Compact, 1938). On the Rio Grande, index flows are determined by 

measurements at the Rio Grande Near Del Norte, CO (RIODELCO) stream gage. On the Conejos River, 

index supply is measured as the sum of the Conejos River Near Mogote, CO (CONMOGCO) stream gage 

during the calendar year, plus the measured flows of Rio San Antonio and Rio de Los Pinos (SANORTCO 

and LOSORTCO, respectively) during the months of April to October. Conejos River Compact deliveries 

to the Rio Grande are measured as the sum of two gages, the North Channel Conejos River Near La 

Sauces (NORLASCO) and South Channel Conejos River Near La Sauces (SOULASCO). Saguache Creek 

does not have a delivery requirement under the Rio Grande Compact because it drains into the Closed 

Basin and therefore is not considered a tributary to the Rio Grande. 

 

The combined flows of the Rio Grande and Conejos River are measured at the Rio Grande Near 

Lobatos, CO (RIOLOBCO) stream gage to determine total deliveries to New Mexico (Compact, 1938). 

Figure 1.16 shows locations of stream gages used to measure Rio Grande Compact index and delivery 

flows in Colorado, while figure 1.15 shows the larger spatial extent of the international Compact. 
 

 
Figure 1.16: Stream gage locations used to measure Rio Grande Compact index and delivery flows.  
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Figure 1.17: Spatial extent of the Rio 
Grande Compact (Source: Rio Grande 
Compact Commission, 2015). 
 
 

Figure 1.18 shows Rio Grande and Conejos River delivery obligations as a function of ŜŀŎƘ ǊƛǾŜǊΩǎ 

annual measured index flows. 

 
Figure 1.18: Rio Grande and Conejos River delivery obligations as a function of annual index flows under the 
Rio Grande Compact. 
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Water Rights Curtailment 

Because water rights in Division 3 are over-appropriated, the Division 3 Engineer is required to curtail 

surface water diversions on the Rio Grande and Conejos River during the irrigation season (typically 

April 1 to October 31) in order to meet Compact delivery obligations (DWR, 2015). During the irrigation 

season, the Division Engineer estimates annual flow at the index gages using snowpack measurements, 

weather forecasts, and streamflow models. The Division Engineer uses the flow estimates and models 

to calculate total anticipated annual streamflow and flow within the winter months and the irrigation 

season. Because all winter flows are delivered to the state line, the Division Engineer subtracts these 

flows from the total anticipated delivery requirement. The remaining obligation must be met with 

flows produced in the irrigation season and therefore, is curtailed from irrigators. The curtailment is 

applied to surface water rights on a daily basis, which results in some water rights not being served. 

Annual index flow estimates and curtailment are updated every 10 days to reflect the most recent 

data. As noted above, Saguache Creek does not have a delivery requirement under the Compact. 

Saguache Creek water rights are administered based on prior appropriation. 
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2. Conditions Assessment Methods 
 
The Rio Grande, Conejos River, and Saguache Creek SMPs utilized a reach-scale conditions assessment 

to assess current stream condition and function. The conditions assessment considered seven 

indicators of stream health and function: diversion infrastructure, recreational flow needs, aquatic 

habitat flow needs, geomorphology, riparian vegetation, aquatic life, and water quality. With the 

exception of recreational and aquatic habitat flow needs, each indicator was rated by reach using an 

academic rating scale. Recreational and aquatic habitat flow needs were quantified by reach but were 

not rated. Each indicator was assessed using two or more metrics, or subvariables, to determine an 

overall rating. The conditions assessment focused on identifying stressors affecting stream condition as 

well as opportunities to improve those conditions for environmental, recreational, agricultural, and 

other stakeholder uses. The assessment provides benchmark data that can be used for management 

decisions and can be incorporated into long-term monitoring programs. In addition, assessment 

findings provide an opportunity to approach restoration, conservation, and stream management 

planning using an interdisciplinary and multi-benefit approach.  

 

Where appropriate, a modified version of the Functional Assessment of Colorado Streams (FACStream) 

1.0 framework was utilized to rate stream health indicators by reach (Beardsley et al., 2015). 

FACStream is an organizational framework that uses an academic grading scale (A-F) to assess a stream 

condition and its degree of functional impairment as compared to reference condition. Table 2.1 shows 

the FACStream grading system. Each grade represents a condition class defined by the degree of 

functional impairment. Pristine streams having no ƛƳǇŀŎǘ ǎŎƻǊŜ млл ό!ҌύΦ ! ǎŎƻǊŜ ƻŦ рл όCπύ ƛƴŘƛŎŀǘŜǎ 

the lowest level of functioning for a reach that is profoundly impaired, but still recognizable as a 

feature that conveys water. 

 

The water quality and aquatic life assessments utilized modified FACStream while other stream 

condition variables included in the assessment utilized slightly different methodology. Methodology for 

each variable is described in sections 2.3 through 2.10. 
 

Table 2.1: FACStream functional condition rating criteria. 
 

 
  

A Reference standard

B Highly functional

C Functional

D Functionally impaired

F Nonfunctional



 

26 
CONEJOS RIVER STREAM MANAGEMENT PLAN 
2020 

2.1 Reach Delineation 

Each prioritized stream was divided into relatively homogenous reaches with start/end points based on 

significant changes in geomorphology, land use, tributary streams, and major diversion structures. The 

intention of reach delineation is to provide discrete spatial units for analysis. Due to the large 

geographic extent of the study area, some reaches include subtle changes in geomorphology that are 

not captured. Conditions assessment results are organized by reach within each SMP for ease of use. 

Reach descriptions, overview maps, photos, associated river miles, and assessment results are 

provided in each SMP. 

 

River miles for each reach were calculated using the Colorado Decision Support System (CDSS) Source 

Water Route Framework (SWRF). The SWRF is a GIS dataset extracted from the National Hydrography 

Dataset and specifically developed for Colorado. The SWRF dataset contains measured route data for 

all named streams and rivers in Colorado. Measurements on each stream begin at its most 

downstream location and progress upstream to the headwaters of the stream. River mile 0 may be 

located at the Colorado state line (e.g., Rio Grande), at a confluence with a larger river (e.g., Conejos 

River), or at a ǎǘǊŜŀƳΩǎ ǘŜǊƳƛnus (e.g., Saguache Creek). For example, river mile 0 on the Conejos River 

is defined as its confluence with the Rio Grande and the outlet of Platoro Reservoir is located at river 

mile 84.4. River miles represent the distance of a stream channel across a landscape. This is important 

to note because river miles are based on a stream or riverΩǎ centerline, and therefore the calculated 

lengths over-represent the distance geographically of the valleys from start to endpoint.  

 

2.2 Review of Relevant Existing Information  

Existing reports, studies, datasets, and other information on stream condition were compiled for each 

SMP. A significant amount of existing information was gathered, particularly related to the Rio Grande, 

including the Upper Rio Grande Watershed Assessment, the Rio Grande Headwaters Restoration 

Project, and the Rio Grande Natural Area River Condition Assessment (MWH, 2001; Riverbend 

Engineering, 2016; SGM & Lotic Hydrological, 2018). Table 2.2 lists existing information used in the 

condition assessment as well as the primary information types.  
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Table 2.2: Summary of existing information.  

 
  

Report or Data Source Description
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Rio Grande Headwaters Restoration Project (2001) Planning document for mainstem Rio Grande X X X

Rio Grande Basin Implementation Plan (2015)
Planning document supporting Colorado Water Plan 

and Rio Grande Basin needs
X

Rio Grande Natural Area River Condition Assessment 

(2016)

Assessment of stream conditions within Rio Grande 

Natural Area
X X X X

Upper Rio Grande Watershed Assessment (2018)
Physical and biological stream assessment driven by 

stakeholders and technical advisory team
X X X X

Feasibility Study: River Corridor Improvements Rio 

Grande in Alamosa, CO (2017)
Planning document for Rio Grande in Alamosa

Colorado Water Conservation Board Diversion 

Infrastructure Inventory (2006)

Inventory and maps of diversion structures, including 

condition
X

Rio Grande Decision Support System (RGDSS) Irrigation statistics for all decreed water rights X X

Measurable Results Program and Phase II Monitoring 

(2015)

SVAP, macroinvertebrates, water quality, bank 

stability
X

Bureau of Land Management Aquatic Assessment, 

Inventory, and Monitoring (AIM) program (2017)
Detailed reach-level assessment of stream condition X X

Integrated Water Quality Monitoring and Assessment 

Report, Colorado Department of Public Health and 

Environment (CDPHE) (2018)

Water quality parameters (e.g. pH, conductivity, 

dissolved oxygen) National Water Quality Assessment 

Program, United States Geological Survey, and EPA

X X

Wildfire Impacts on Water Quality, 

Macroinvertebrate, and Trout Populations

in the Upper Rio Grande (Rust, 2019)

Study of post-wildfire impacts on water quality and 

aquatic life.
X X

Colorado Parks and Wildlife (Nehring and Anderson, 

1993)
PHABSIM surveys and IFIM X

CPW Fish Survey and Stocking Data (2006 - 2018) Fish population surveys and stocking data X X X

CPW Rio Grande Fisheries Management Plan (2016)
An overview for collaborative efforts in river 

restoration efforts
X X X

Colorado State Wildlife Action Plan (2015) Planning document X

Instream Flows (ISF) Water Rights - Held by the 

Colorado Water Conservation Board (CWCB)
Decreed instream flows X

Division of Water Resources Division 3 Streamflow 

Monitoring Network
Stream gage data X

Rio Grande Basin LiDAR survey (2012) SLV-wide LiDAR dataset (bare earth) X X

Colorado Natural Heritage Program (CNHP) Vegetation 

Surveys Vegetation surveys, including wetlands X

Rio Grande National Forest Vegetation Mapping GIS data containing vegetation communities X

Summary of Existing Information Applicable SMP Assessments 
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2.3 Diversion Infrastructure Inventory and Assessment 

The Rio Grande Headwaters Restoration Project (RGHRP) completed an inventory and functional 

assessment of instream diversion infrastructure. Diversion structures located on the mainstems of 

each prioritized SMP stream were included in the inventory. The inventories include assessments of 

diversion structure headgates, diversion dams, measurement devices, and nearby channel conditions 

affecting each structure. 9ŀŎƘ ǎǘǊǳŎǘǳǊŜΩǎ ƛƳǇŀŎǘ ƻƴ ǎǘǊŜŀƳ ŦǳƴŎǘƛƻƴ ǿŀǎ ŀƭǎƻ ƛƴŎƭǳŘŜŘΦ  
 

 
Figure 2.1: Del Puerticito Ditch diversion on the Conejos River. 
 

9ŀŎƘ ǎǘǊǳŎǘǳǊŜΩǎ ŎƻƴŘƛǘƛƻƴ ǿŀǎ ǊŀǘŜŘ ǳǎƛƴƎ the A-F scale defined by FACStream. Two ratings were 

determined for each structure. hƴŜ ǊŀǘƛƴƎ ǿŀǎ ŀǎǎƛƎƴŜŘ ǘƻ ǘƘŜ ǎǘǊǳŎǘǳǊŜΩǎ ƘŜŀŘƎŀǘŜ and a separate 

rating was assigned to the cumulative condition of the structuǊŜΩǎ diversion dam, measurement 

structure, and nearby channel conditions. wŀǘƛƴƎǎ ǿŜǊŜ ōŀǎŜŘ ƻƴ ǘƘŜ ǎǘǊǳŎǘǳǊŜΩǎ ŀōƛƭƛǘȅ ǘƻ effectively 

divert water as well as its impact on channel conditions, stream function, fish passage, and recreational 

boating. Grades were averaged for an overall rating. The overall rating scale is described in Table 2.3.  
 

Table 2.3: Rating scale used for diversion infrastructure assessment. 

Rating 
Scale 

Impairment Description 

A    җ фл Negligible 
The structure functions very well and no stream health impacts were detected. 

Improvements are not currently needed. 

B    җ ул Mild 
The structure functions well, however minor repair needs were noted and/or 

stream health impacts were detected. Minor improvements are recommended. 

C    җ тл Significant 
The structure functions, however significant repair needs were noted and/or 
significant stream impacts were detected. Improvements are recommended. 

D    җ сл Severe 
The structure functions poorly and/or severely impacts stream health. Extensive 

repairs or replacement of structural elements is recommended. 

F    җ рл Profound 
The structure is nonfunctional and/or profoundly impacts stream health. Full 

structure replacement is recommended. 

N/A N/A The structure does not exist or was not rated. 
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To determine diversion structure condition and function, three kickoff meetings were held with the 

water commissioners for Water Districts 20 (Rio Grande), 22 (Conejos River), and 26 (Saguache Creek). 

During meetings, concerns, needed improvements, and other functional considerations were noted. 

Following kickoff meetings, each structure was visited and photographed to document its condition 

and to highlight repairs and/or improvements needed. Individual landowners and ditch companies 

were also consulted and field visits were arranged.  

 

Channel Migration Analysis 

Channel margins along the Rio Grande and the Conejos River were delineated using available aerial 

photography for the years 1960, 1975, 1998 and 2017. These delineations identify an approximated, 

but not exact, location of the channel margin at the time the image was taken (further information 

regarding their accuracy and known error is described in Appendix B). These delineations (example in 

Figure 2.2) were used to investigate significant channel migration since 1960 at the reach level in order 

to identify potential threats to a given structure. For example, although channel avulsion is a naturally 

occurring process, it can cause the river to bypass diversion structures.  
 

 
Figure 2.2: Example of bankline identification to delineate the very recent historic location of the Conejos 
River in the vicinity of the Mogote Bridge utilizing aerial photography from 1960, 1975, 1998 and 2017.  
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Using the information described above, a άreport caǊŘέ ŎƻƴǘŀƛƴƛƴƎ ŘŜǎŎǊƛǇǘƛǾŜ ǎǘŀǘƛǎǘƛŎǎΣ ǇƘƻǘƻƎǊŀǇƘǎΣ 

location, and channel migration maps, and recommended improvements was created for each 

structure. An example report card for the North Eastern Ditch is shown in Figures 2.3 and 2.4. 

 

9ŀŎƘ ǎǘǊǳŎǘǳǊŜΩǎ ǊŜǇƻǊǘ ŎŀǊŘ ǿŀǎ ǎŀǾŜŘ ŀǎ ŀ t5CΦ [ƛƴƪǎ ǘƻ ŜŀŎƘ ǎǘǊǳŎǘǳǊŜΩǎ ǊŜǇƻǊǘ ŎŀǊŘ, as well as a map 

ǎƘƻǿƛƴƎ ŘƛǾŜǊǎƛƻƴ ǎǘǊǳŎǘǳǊŜ ƭƻŎŀǘƛƻƴǎΣ ŀǊŜ ŀǾŀƛƭŀōƭŜ ƻƴ wƛƻ DǊŀƴŘŜ IŜŀŘǿŀǘŜǊǎ wŜǎǘƻǊŀǘƛƻƴ tǊƻƧŜŎǘΩǎ 

ά{ǘǊŜŀƳ aŀƴŀƎŜƳŜƴǘ tƭŀƴǎέ ǿŜōǇŀƎŜ ŀǘ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǳǊƭΥ https://riograndeheadwaters.org/stream-

management-plans. The report cards are intended to be used by water commissioners, landowners, 

ditch companies, and other water users to monitor structure conditions over time. A summary of each 

structure, including recommended improvements, can be found in section 3.2. 

 

https://riograndeheadwaters.org/stream-management-plans
https://riograndeheadwaters.org/stream-management-plans
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Example Report Card

  
Figure 2.3: Example report card developed for diversion infrastructure inventory (pages 1-2). 
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Figure 2.4: Example report card developed for diversion infrastructure inventory (pages 3-4). 
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2.4 Hydrology Assessment 

The hydrology assessment characterized flow regimes and assessed flow targets for the Rio Grande, 

Conejos River, and Saguache Creek SMPs. Daily point flow models (PFMs) were developed by 

Wilson Water Group, LLC, for each stream using a combination of gaged streamflow data, diversion 

records, stream gains/losses, USGS Stream Stats, and local knowledge from water commissioners 

and hydrographers. Within each PFM, daily streamflows were generated for both gaged and 

ungaged locations of interest (i.e., hydrology nodes). Locations of hydrologic interest within each 

SMP were selected with input from the TAT. At ungaged locations, the tools described above were 

used to simulate daily historical streamflow conditions.  

 

The Conejos River and Rio Grande PFMs were calibrated by comparing simulated streamflow to 

recorded values and anecdotal information from the Water Commissioner and water users. The 

Saguache Creek PFM was calibrated assuming no flow after the last diversion on the Creek, per 

discussions with the Water Commissioner. A study period of 1998 to 2017 was used for all point 

flow models and reflects current administration over variable hydrology including the critically dry 

period during 2002. Gains and losses were distributed along the river based on irrigated acreage, 

tributary inflows, and on-the-ground observations by the Water Commissioners. Flows were 

estimated at all ungaged hydrology nodes, using the closest gages, diversions, and gains and losses. 

It should be noted that the level of calibration at each node varied depending on several external 

factors including frozen streams, irrigation return flows, ungaged tributaries, springs and seeps, etc. 

 

The results from each PFM were summarized both graphically and tabularly and used in the 

recreational flow needs assessment as well as the aquatic habitat flow needs assessment. Using the 

PFM, wet, dry, and average daily hydrographs for the 1998 to 2017 period of record were calculated 

based on average annual streamflow. Wet years were classified as the 75th percentile and above, 

average was the 25th to the 75th percentile, and dry was the 25th percentile and below. Figure 2.5 

illustrates a typical hydrograph resulting from the PFM. 
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Figure 2.5: Typical hydrograph developed as part of the hydrology assessment.  
 

Application of Hydrology Data and Point Flow Models 

In addition to characterizing general hydrology and flow regimes, the hydrology data described above 

was used in the geomorphology, the recreational use and streamflow needs, and aquatic habitat needs 

assessments. Specifically, flow duration curves for each hydrology node were utilized in the 

geomorphology assessment to calculate bed mobility thresholds and frequency of overbanking events. 

Additionally, daily PFMs were utilized to calculate boatable days as part of the Recreational Use and 

Streamflow Needs assessment and to determine frequency of flow target attainment as part of the 

Aquatic Habitat Streamflow Needs assessment. Each of these assessments is described in detail below.  

 

2.5 Recreational Use and Streamflow Needs Assessment 

With input from the TAT, local stakeholders, and the RGHRP, American Whitewater (AW) completed a 

recreational use and streamflow needs assessment on the Rio Grande and Conejos River. Eight Rio 

Grande reaches and three Conejos River reaches were identified as priorities for recreational use and 

were included in the assessment.  

 

To determine flow preferences for each reach, an online recreational use survey was distributed. Four 

types of questions were presented to survey respondents, three of which quantified flow preferences 

by reach, collectively, while another was directly related to water management and stream 

management planning. SMP-related questions allowed for comments on recreation constraints caused 

by infrastructure, navigational hazards, and opportunities to improve streamflow and overall 

recreational opportunities. Responses to SMP-related questions were incorporated into Rio Grande 

and Conejos River SMP stakeholder values. 
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Survey results were analyzed to determine streamflow preferences as well as acceptable and optimal 

flow thresholds for each reach. IŀǾƛƴƎ ƛŘŜƴǘƛŦƛŜŘ Ŧƭƻǿ ǇǊŜŦŜǊŜƴŎŜǎ ŀƴŘ ǘƘǊŜǎƘƻƭŘǎΣ !²Ωǎ .ƻŀǘŀōƭŜ 5ŀȅǎ 

tool was run using daily streamflow data for dry, average, and wet year types (described above) to 

capture flow variations over the period of record. The tool applied flow preferences as inputs to 

calculate the number of boatable days by flow year type and reach. The Boatable Days tool has been 

employed in previous recreational use assessments, including the Colorado and San Miguel rivers, and 

is an accepted methodology for assessing and defining recreational flow needs (Stafford et al., 2016). 

Assessment results defined the range of flows supporting recreational use and illustrated how flows 

affect recreational opportunities for each reach.  

 

This assessment played a critical role in the SMP process by quantifying baseline recreational use on 

the Rio Grande and Conejos River. Although some information existed previously, this assessment 

provided quantitative information needed to develop goals to maintain and enhance streamflows for 

recreational use on these two rivers. The TAT and local stakeholders used this information to develop a 

variety of action items to maintain and enhance recreational streamflows on the Rio Grande and 

Conejos River. The assessment will be available to inform water management operations in the future. 

Additionally, the TAT used the results to identify additional river access needs and infrastructure 

hazards currently limiting recreational use. Priority projects and action items resulting from this 

assessment are described in Section 4.0, Rio Grande and Conejos River SMP Implementation Strategy.  

 

Detailed assessment methodology, results by assessment reach, and a copy of the survey questions, 

are available in the full report, Assessment of Streamflow Needs for Supporting Recreational Water 

Uses on the Rio Grande and Conejos River (Appendix A).  

 

2.6 Aquatic Habitat Streamflow Needs Assessment  

The RGHRP used a combination of data and models to determine aquatic habitat flow needs for each 

SMP assessment reach. The R2-Cross protocol was used to determine minimum flow targets for 

aquatic species habitat (CWCB, 1996). This protocol includes detailed site-level data collection, 

including a cross section, discharge measurement, and pebble count. This field data is run using the 

R2Cross model and results in two minimum flow recommendations: a winter recommendation and a 

summer recommendation. For the purposes of aquatic habitat flow targets, winter is defined as 

October 1 through April 30 while summer is defined as May 1 through September 30 (see Figure 2.6). 

This is the time period used for existing decreed instream flows (ISFs). Summer and winter flows are 

applied as recommended minimum flows for each reach.  
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Figure 2.6: Winter versus summer time periods used in aquatic habitat flow needs assessment. 
 

Final minimum flow determinations from R2Cross were also compared to existing aquatic habitat 

assessments completed on the Conejos River. Specifically, results from Physical Habitat Simulation 

Model (PHABSIM) and Instream Flow Incremental Methodology (IFIM) assessments previously 

conducted on the Conejos River were used to verify the accuracy of R2Cross results within reaches 

CR01 through CR04. R2Cross site locations for each reach were selected based on two primary criteria, 

which are standard for R2Cross: 1) Located within the lower third of the reach, and 2) located at a 

critical, habitat-limiting riffle.  

 

Similar to the recreational needs assessment, results from the aquatic habitat flow needs assessment 

were paired with hydrographs created as part of the hydrology assessment. As described above in 

section 2.5, hydrographs for low, average, and high flows were applied to each priority reach. By 

overlaying these three hydrographs with aquatic habitat flow targets, the frequency of flow target 

attainment was determined. This information will be available to inform existing and potential 

voluntary programs and opportunities aimed at better meeting aquatic habitat flow recommendations.  

 

Important Caveats Regarding Aquatic Habitat Flow Targets 

It is important to note the following caveats regarding aquatic habitat flow recommendations: 

¶ R2Cross was developed using habitat criteria for lower order streams and cold-water fisheries, 
with a focus on supporting salmonid species. Some sites within the SMP study area occurred 
outside these typical parameters, including in reaches classified as warm-water fisheries.  

¶ The time period defined for winter and summer flow recommendations does not align with the 
Rio Grande Basin irrigation season, which to a large degree dictates reservoir releases and 
surface water diversions. Specifically, the summer period, as defined for aquatic habitat, begins 
May 1 and ends September 30 while the irrigation season is two months longer, beginning April 
1 and ending October 31. The seasonal periods used in the aquatic habitat needs assessment 

 

Winter Winter Summer 
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are intended to best protect critical life stages of salmonid species and were determined using 
the best available data.  

¶ It is likely that flow targets for some reaches would not have been met even under unaltered 
hydrologic conditions. For example, natural, unaltered inflows to Platoro Reservoir rarely meet 
the calculated winter flow targets below Platoro Reservoir (reaches CR01 and CR02). There may 
be external factors contributing to the relatively high flow targets calculated for those reaches.  

¶ The effects of climate change on the timing and amount of precipitation and snowmelt runoff 
have exacerbated existing challenges with regard to water storage and delivery.  

¶ The timing and/or amount of legal water delivery requirements, including decreed water rights 
as well as those required under the Rio Grande Compact, can result in very limited flexibility in 
reservoir releases. In some cases, often due to below-average snowpack or other hydrologic 
factors, existing legal delivery requirements may prohibit reservoirs from shifting releases in an 
effort to meet flow targets.  

¶ Some reservoirs affecting the Rio Grande and Conejos River are privately owned and are 
operated at the discretion of the reservoir company.  
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2.7 Geomorphology Assessment 

The geomorphology assessment, conducted by Round River Design, Inc and Watershed Science and 

Design, LLC, utilized GIS and field data to assess the reach-scale geomorphic condition for each SMP 

study stream. Geomorphic characterization begins with identifying the fundamental processes of river 

change. Eventually, additional factors, both natural and human-caused, may create circumstances that 

increase the uncertainty of how a channel will react when energized.  

 

Lƴ ƻǊŘŜǊ ǘƻ ƛƴŘƛǾƛŘǳŀƭƭȅ ŀƴŘ ŎƻƭƭŜŎǘƛǾŜƭȅ ǘŜƭƭ ǘƘŜ ǎǘƻǊȅ ƻŦ ŀ ǎǘǊŜŀƳΩǎ ƎŜƻƳƻǊǇƘƛŎ ŎƻƴŘƛǘƛƻƴ and attempt 

to decipher its expected future trajectory, both the examination of existing data and development of 

new remote-sensed data layers were completed. The assessment focused on documenting the 

geomorphic characteristics and constraints of each reach using GIS data. Additionally, site-level data 

was used, and, where vehicle access exists, field observations were conducted. An overall assessment 

of existing geomorphic condition in relation to an assumed natural reference condition was completed. 

Using assessment results, a qualitative rating was assigned to each reach. Table 2.4 defines the rating 

scale used for geomorphic condition.  
 

Table 2.4: Rating scale used for geomorphology assessment. 

Rating 
Scale 

Impairment Description 

A Very Low 
Reach geomorphology is at or near reference condition with very little or no 

impact due to stressors. Few stressors may exist, however their impact on the 
geomorphology is minimal. 

B Low 
Geomorphic condition is mildly impaired, with mild impacts resulting from a 

few stressors. 

C Moderate 
Geomorphic condition is significantly impaired, with measurable impacts exist 

resulting from several stressors. 

D High 
Geomorphic condition is severely impaired, with impacts resulting from 
numerous stressors. The reach is considered geomorphically impaired. 

F Very High 
Geomorphic condition is profoundly impaired, with extreme impacts resulting 
from numerous stressors. The reach is considered nonfunctional in terms of 

geomorphic processes. 
 

Several subvariables were included in the geomorphology assessment and are described in Tables 2.5 

and 2.6. Among other subvariables, assessments of floodplain connectivity, sediment transport, and 

flow regime in terms of bankfull flow were included.  
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Table 2.5: Geomorphic reach information sheets explanation. 
 

Reach Determined by the RGHRP 

Confinement A reach averaged ratio comparing the average channel width over the average valley width. 

D50 Median bed surface grain size (as determined through a pebble count conducted by RGHRP staff). 

Bed composition Descriptive categorization of the D50 grain (e.g., sand, fine gravel, large gravel, cobble). 

Stream form Generalized qualitative categorization of the existing and reference morphology of the stream bed based 
on categories developed by Montgomery and Buffington (1997). See Appendix D. 

SEM stage  A qualitative assessment of existing and idealized/undisturbed stream evolution stage based on guidance 
developed by Cluer and Thorne (2014). See Appendix D. 

Sediment regime A qualitative assessment of current and idealized sediment regime based on guidance developed by 
±ŜǊƳƻƴǘΩǎ wƛǾŜǊ aŀƴŀƎŜƳŜƴǘ tǊƻƎǊŀƳ όǎŜŜ Appendix D). 

Valley slope A measurement of the change in elevation between the top of the reach and the bottom of the reach 
divided by the length of the valley within which the stream has the opportunity to pass through (note this 
ƛǎ ƴƻǘ ŀƭǿŀȅǎ ŀ ǎǘǊŀƛƎƘǘ ƭƛƴŜ ŀǎ ƭŀǊƎŜ ǘŜǊǊŀŎŜǎ ƻǊ ōŜŘǊƻŎƪ ƻǳǘŎǊƻǇǎ ƳƛƎƘǘ ŦƻǊŎŜ άōŜƴŘǎέ ƛƴǘƻ ǘƘŜ ǾŀƭƭŜȅ 
length measurement. 

Stream Power  Qualitative assessment of change in stream power based on changes in valley slope and confinement. 

Mobility Threshold Flows A calculation of the flow or range of flows as described below in Section 2.7.1. 

Frequency of Occurrence How often the mobility threshold flow is exceeded as described below in Section 2.7.1. 

Overbank Flow Estimate The flow that is estimated to overtop the channel and initiates floodplain activation based on HEC-RAS 
modeling using surveyed cross-sections. 

Overbank Flow 
Frequency 

How often the overbank flow estimate is exceeded as described below in Section 2.7.1. 

Watershed setting ά[ŀƴŘǎŎŀǇŜ ǳƴƛǘǎέ ōǊƻŀŘƭȅ ŘŜŦƛƴŜŘ ōȅ ǘƘŜƛǊ Ǉƻǎƛǘƛƻƴ ǿƛǘƘƛƴ ŀ ǿŀǘŜǊǎƘŜŘ ŀƴŘ ǘƘŜ ǇǊŜǾŀƛƭƛƴƎ ǎŜŘƛƳŜƴǘ 
transport processes of net erosion, transfer, or accumulation as described by Fryirs et al. (2005). 

River Style River styles were identified in the 2018 Upper Rio Grande Watershed Assessment (Lotic, 2018). In the 
interest of continuity, this assessment has largely kept those same River Style names and descriptions 
while adding a few new ones for the reaches that were not described in that report (Table 2.6). 

Stressors A qualitative summary of the stressors to the geomorphic condition of the reach. These may include 
anthropomorphic-induced changes to the watershed or stream corridor including alterations to the 
hydrologic, biotic and/or geomorphic controls that determine the quality of the geomorphic condition of 
the reach and lend to an evaluation of its departure from an unadulterated assumed reference condition 
(i.e., degree of geomorphic impairment).  

Degree of Geomorphic 
Impairment 

Overall assessment of existing geomorphic condition in relation to an assumed natural reference 
condition. 
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Table 2.6: River Styles (adapted from the Upper Rio Grande Watershed Assessment, 2018). 
 

Watershed Setting Watershed 
Setting 

Modifiers River Style 

Headwaters Source  
 
 

 
Valley Slope 

Floodplain Presence or Absence 
Planform (Existing and Potential) 

Floodplain Geomorphology 
Channel Geomorphology 

Bed/Bank Material 
Structural Elements 

Alpine Headwaters 

Canyon  
(Confined and Partially 

Confined) 

Transport 
 

Step Cascade 

Confined Valley 

Confined Valley Occasional Floodplain 
Pockets 

Mountain Valley 
(Partially Confined and 
Unconfined Reaches) 

Response Elongated Discontinuous Floodplain, Bedrock 
and/or terrace confined 

Low-Moderate Sinuosity Planform-Controlled 
Discontinuous Floodplain 

Meandering Planform Controlled 
Discontinuous Floodplain 

Alluvial Fans, Plains and 
San Luis Valley Floor  

(Unconfined)  

Accumulation Low-Moderate Sinuosity Unconfined 

Meandering Coarse Grain Bed 

Meandering Fine Grain Bed 

Altered Altered Altered 
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2.7.1 Geomorphic Condition ς Floodplain Activation and Bed Mobility 
Geomorphic condition was assessed through the lens of a traditional bankfull flow. This bankfull flow 

has two components to its definition: 1) it is the flow at which water begins to spill out of the channel 

and onto the adjacent floodplain and 2) it is the flow that transports the greatest amount of sediment 

over time. Both components of this definition were assessed by calculating the flow at which the 

adjacent floodplain is activated and by calculating the flow that can mobilize the channel bed. 

Generally speaking, the floodplain activation flow and the bed mobility flow should be similar at any 

given location in an alluvial stream system. 

 

The bankfull flow in an unimpaired system has a recurrence interval of approximately 1.5 years, on 

average. This means that in any given year there is a 67% chance that the river will rise to or overtop 

the channel banks and activate the floodplain. There is a small amount of variability in the frequency of 

bankfull flows but typically they are always smaller than the 2 to 3-year peak flow if there is not a 

prevalence of biotic factors in the stream system, which is the case for all three streams in this study. 

 

Floodplain Activation Flows 

A channel is said to be at bankfull stage when it is just about to flood the active floodplain. Thus, the 

active floodplain defines the limits of the bankfull channel. The active floodplain is the flat portion of 

the valley adjacent to the channel that is constructed by the present river in the present climate. The 

ǇƘǊŀǎŜ άǇǊŜǎŜƴǘ ǊƛǾŜǊ ƛƴ ǘƘŜ ǇǊŜǎŜƴǘ ŎƭƛƳŀǘŜέ ƛǎ ŜǎǇŜŎƛally important because if the river degrades or 

incises, what was formerly the floodplain is abandoned and becomes a terrace or abandoned 

floodplain. It is therefore important to distinguish the active floodplain from abandoned terraces.  

 

HEC-RAS, a tool developed by the U.S. Army Corps of Engineers, was used to perform cross-sectional 

hydraulic calculations for floodplain activation flow (i.e., the flow that fills the channel and begins to 

spill onto the floodplain immediately adjacent to the channel). This analysis is only applicable to alluvial 

channels; reaches in confined bedrock canyons or whose shape is defined by geologic factors were not 

assessed through this method. Additionally, the analysis was limited to the surveyed channel and not 

tied to any floodplain modeling. To assess hydrologic geomorphic impairment, the calculated 

floodplain activation flow for each reach was compared to streamflow data from the hydrology 

assessment. For a given reach, the calculated floodplain activation flow should be roughly equal to the 

ǇŜŀƪ Ŧƭƻǿ ŦǊƻƳ ǘƘŜ ƘȅŘǊƻƭƻƎȅ ŀǎǎŜǎǎƳŜƴǘΩǎ ŀǾŜǊŀƎŜ ȅŜŀǊ ƘȅŘǊƻƎǊŀǇƘ ŀƴŘ ǎƘƻǳƭŘ ōŜ ƎǊŜŀǘŜǊ ǘƘŀƴ ǘƘŜ н-

year peak flow. If this standard was not met, the reach was considered impaired. The degree of 

impairment is linked to the deviation in the frequency of floodplain inundation.  

 

Function and Benefits of Floodplain Connectivity 

CƭƻƻŘǇƭŀƛƴ ŎƻƴƴŜŎǘƛǾƛǘȅ ǊŜŦŜǊǎ ǘƻ ŀ ǎǘǊŜŀƳΩǎ ŀōƛƭƛǘȅ ǘƻ ǎǇǊŜŀŘ ƻǳǘ ƻƴ ƛǘǎ ŦƭƻƻŘǇƭŀƛƴ ŘǳǊƛƴƎ ƻǾŜǊōŀƴƪƛƴƎ 

events. The floodplain activation analysis described above is important because functional, well-
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connected floodplains play a critical role in overall stream function, providing a multitude of benefits to 

stream health as well as water users. Floodplain inundation recharges alluvial aquifer systems, a 

ǇǊƻŎŜǎǎ ǎƻƳŜǘƛƳŜǎ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άǿŜǘǘƛƴƎ ǘƘŜ ǎǇƻƴƎŜΦέ !ƭƭǳǾƛŀƭ ǿŀǘŜǊ ǎǘƻǊŀƎŜ ǊŜǎǳƭǘǎ ƛƴ ǎǳǎǘŀƛƴŜŘ 

streamflow during baseflow periods in late summer and fall. These sustained flows not only benefit 

aquatic species but also surface irrigators, who receive more consistent late season flows. For this 

ǊŜŀǎƻƴΣ ŀƭƭǳǾƛŀƭ ŀǉǳƛŦŜǊǎ ŀǊŜ ƻŦǘŜƴ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ άƴŀǘǳǊŀƭ ǊŜǎŜǊǾƻƛǊǎΦέ  
 

 
Figure 2.7: Floodplain activation and resulting alluvial aquifer recharge, June 2019 (Photo: Christi Bode). 
 

Floodplain activation and overbanking events are also critical to cottonwood and other riparian 

vegetation establishment. In some cases, an elevated groundwater table may be supporting riparian 

vegetation. Elevated groundwater tables are naturally common throughout the SLV with flood 

irrigation contributing. Conversely, poor floodplain connectivity reduces groundwater-surface water 

exchange in the hyporheic zone, can negatively impact stream temperature and dissolved oxygen 

levels, and reduces alluvial aquifer storage potential. 
 

 
Figure 2.8: Overbanking event on the Conejos River upstream of Mogote. 
 

Function and Benefits of Wet Meadows 

Functional floodplains also exist as both natural and managed wetlands. Many wetland types are found 

in the Basin and one type of particular importance is wet meadows. Natural wet meadows are 
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common at higher elevations and headwaters of the Rio Grande Basin, including tributaries to 

ƳŀƛƴǎǘŜƳ ǎǘǊŜŀƳǎ ŀƴŘ ǊƛǾŜǊǎΦ aŀƴŀƎŜŘΣ ƻǊ άǿƻǊƪƛƴƎΣέ ǿŜǘ ƳŜŀŘƻǿǎ ŀǊŜ ŀōǳƴŘŀƴǘ ƻƴ ǘƘŜ ŦƭƻƻǊ of the 

SLV in the form of irrigated lands. Wet meadows provide valuable ecosystem services including 

attenuation of flood flows, augmentation of baseflow, mitigation of post-wildfire sediment production, 

streambank stability, buffering of surface water temperature, nutrient filtering, and wildlife habitat 

(Findlay, 1995). Wet meadows are typically seasonally saturated. During high flows resulting from 

spring runoff or monsoon rains, wet meadows become saturated and act as a sponge in alluvial aquifer 

systems. In late summer, water stored in these sponges is slowly released, resulting in baseflow 

augmentation. Additionally, wet meadows have been shown to increase streambank stability and 

resiliency. One study indicated that streambanks colonized by wet meadow vegetation were, on 

average, five times stronger than banks with xeric vegetation (Micheli & Kirchner, 2002). This suggests 

that instability caused by loss of riparian vegetation can be mitigated by meadow vegetation. 
 

 
Figure 2.9: Wet meadow near the Conejos River.  
 

In the event of high severity wildfires and other disturbance events, wet meadows, particularly those 

at high- to mid-elevations, play an important role in mitigating potential downstream fluvial hazards. 

Post-wildfire precipitation can lead to significant soil erosion and an increased risk of flooding, debris 

flows, and other flow-related impacts. For example, following the 2013 West Fork Complex Fire, the 

upper Rio Grande watershed exhibited resiliency to wildfire impacts. Elevated turbidity and total 

suspended solids concentrations was observed and a fish kill of brown and rainbow trout on Trout 

Creek was attributed to sediment loading resulting from wildfire impacts (Rust et al., 2019). However, 

outside of these short-term impacts, the watershed as a whole was shown to be very resilient to 

wildfire. This resiliency is likely due in part to intact wet meadows and other wetland types. In 

functional wetlands and wet meadows, flood flows spread out, dissipate their energy, and allow for 

sediment deposition. In this way, wet meadows can act as sediment banks, thereby significantly 

mitigating downstream flooding and sedimentation caused by wildfire and other impacts. Although the 

SMPs focus on the Rio Grande, Conejos River, and Saguache Creek mainstems, maintaining the 

condition and resiliency of wet meadows on tributary streams, in alpine and subalpine basins, and in 
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adjacent uplands is crucial to protecting water quality and mitigating the risk of fluvial hazards 

downstream and in the mainstems.  

 

In addition to the benefits listed above, working wet meadows maintained by annual flood irrigation 

have been shown to be important habitat for migratory bird species. Among other species, iconic 

sandhill cranes, which migrate through the SLV twice a year, rely upon working wet meadows (Wetland 

Dynamics LLC, 2019).  

 

Bed Mobility Flows 

Long-term bed load and flow measurements have shown that the bankfull flow transports the greatest 

amount of material over time. While larger flow events transport greater quantities per event and 

smaller flow events occur more frequently, the bankfull flow is effective and sufficiently frequent to 

perform the greatest amount of work in establishing and maintaining channel shape.  

 

Bankfull flows should mobilize the bed material in alluvial channels, though this assessment can 

become more complex in areas where the streams are working through glacial outwash alluvium 

rather than contemporary alluvium. Similar to the floodplain activation flows, the bed mobility flows 

should occur during the peak flows in the average year hydrographs and if peak flow data is available, 

the floodplain activating flow should be greater than the 2-year peak flow. If this standard was not 

met, the reach was considered impaired. Again, the degree of impairment is linked to the deviation in 

the frequency of floodplain inundation. Bed mobility flows were calculated using Critical Shear Stress 

and Shields Analysis, which are further described in Appendix C, and were reported as a range. 

 

Function and Benefits of Bed Mobilization 

At larger scales, the mobilization and deposition of bed sediments creates and maintains bedform 

features that provide in-channel habitat such as riffles and pools to support aquatic species at various 

stages of their life-cycle. At smaller scales, flows that flush fine particles such as sand and silt from the 

interstitial spaces between more coarse material are important for food web building blocks such as 

algae, zooplankton, phytoplankton, and macroinvertebrates. Flows that evacuate fine sediment from 

pools and deposit coarse sediment on bars are important to maintain the quality and quantity of 

habitat used for many species of cold-water fish to spawn and rear their young. Conversely, a lack of 

flows that trigger bed mobility will tend to cause either long-term scour or aggradation (site specific) of 

the channel bed and tend to simplify the channel, reduce bedform variability, and homogenize aquatic 

and riparian habitat. On the floodplain, riparian vegetation establishment and succession is often 

dependent upon the mobilization and deposition of sediment (and seed) within the stream corridor. 

Mobilizing sediments may also result in the erosion of banks (and therefore the recruitment of wood) 

and the deposition of new bars (and therefore places for early successional species to colonize).   
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2.8 Riparian Vegetation Assessment 
Riparian vegetation was assessed using site-level surveys as well as larger scale remote sensing 

methods. A site-level botany survey, conducted by McBride BioTracking, LLC, assessed the current 

ecological integrity of selected assessment areas (AAs) along the Rio Grande, Conejos River, and 

Saguache Creek riparian areas. Additionally, the RGHRP used a GIS tool to characterize riparian 

condition at a reach scale. Each assessment yielded a rating and the two ratings were averaged for an 

overall reach rating. The overall riparian vegetation rating scale is outlined in Table 2.7. 
 

Table 2.7: Rating scale used for riparian vegetation assessment. 

Rating 
Scale 

Impairment Description 

A    җ фл Negligible 
Riparian area is unaltered, at or near reference condition, and supports stream health. Native 

vegetation diversity is self-sustaining and there is no evidence of exotic or noxious species.  

B    җ ул Mild 
Riparian area is in good condition with only minor alterations. Native species predominate 
and if nonnative species are present, their impact on diversity and native species cover is 
insignificant. ¢ƘŜ ǊƛǇŀǊƛŀƴ ŀǊŜŀΩǎ ŀōƛƭƛǘȅ ǘƻ ǎǳǇǇƻǊǘ ǎǘǊŜŀƳ ƘŜŀƭǘƘ Ƴŀȅ ōŜ ǎƭƛƎƘǘƭȅ reduced. 

C    җ тл Significant 

Riparian area exhibits decreased plant diversity, loss of structural complexity, and may be 
hydrologically disconnected from the river. Nonnative species may be widespread and small 

populations of noxious species may be present. Riparian area degradation is a significant 
stream health stressor. 

D    җ сл Severe 

Riparian area has severely decreased species diversity, loss of structural complexity, 
hydrologic alteration, and is disconnected from the river. Lack of riparian function is a main 

stream health stressor. Noxious species are prevalent or dominant, leading to very low native 
species cover. Bare ground may be a substantial proportion of land cover.  

F    җ рл Profound 
Riparian area is dominated by noxious species and/or has been converted to bare ground or 

other impervious surfaces. Riparian habitat is essentially nonfunctional and poor riparian 
condition is a primary stream health stressor.  
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2.8.1 Site-Level Assessment (Ecological Integrity Assessment) 
A site-level riparian vegetation assessment was completed for most, but not all, SMP reaches. The 

sampling methodology was based on the Ecological Integrity Assessment (EIA) for Colorado Wetlands, 

Version 2.1 (Lemly et al., 2016). This protocol has itself been adapted from the U.S. Environmental 

tǊƻǘŜŎǘƛƻƴ !ƎŜƴŎȅΩǎ ό9t!ύ bŀǘƛƻƴŀƭ ²ŜǘƭŀƴŘǎ /ƻƴŘƛǘƛƻƴ !ǎǎessment (NWCA) flexible-plot method (U.S. 

EPA, 2011). The EIA framework was designed by the EPA and NatureServe in response to the need to 

assess the effectiveness of biological and functional indicators of wetlands nationwide. In its entirety, 

this method collects data to evaluate the following range of Major Ecological Factors for each 

assessment area (AA), or site: 1) Landscape, 2) Buffer, 3) Vegetation, 4) Hydrology, 5) Physiochemistry, 

and 6) Size (Table 2.8). Because the focus of the assessment was riparian vegetation, field data 

collection only included Major Ecological Factors 1 ς 3.  
 

Table 2.8: Hierarchical structure of the Colorado EIA method (Lemly et al., 2016). 

 
 

A modified version of the CNHP (2015) Colorado EIA Scorecard was used to determine individual metric 

and overall ratings for each AA. The modified scorecard includes the following rating weights: 
 

Modified EIA Scorecard 

Å Rank Factor: Landscape Context (overall rating weight of 0.3) 

1) Landscape metrics (rating sub-weight 0.33) 

2) Buffer metrics (rating sub-weight 0.67) 
Å Rank Factor: Condition (overall rating weight of 0.7) 

3) Vegetation metrics (rating sub-weight 1) 
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Each metric is rated according to deviation from its natural state, or the best current understanding of 

how the particular ecological system is expected to look and function under reference conditions 

(Lemly & Rocchio, 2009). The further a metric moves away from its natural range of structure and 

function, the lower the rating it receives. The ratings for each category are collectively applied to 

produce an overall Ecological Integrity Score (EIS) for each site. General EIS score definitions are shown 

in Table 2.9. 
 

Table 2.9: Definition of Ecological Integrity Assessment ratings (Lemly et al., 2016). 

 
 

According to Lemly and Rocchio (2009), there are two important thresholds which indicate degradation 

to the point where action is needed within the assigned ranks:  
 

Å The B-C threshold (i.e. transition from a rating of B to a rating of C) indicates the level below 
which conditions are not considered acceptable for sustaining ecological integrity. 

Å The C-D threshold indicates a level below which system integrity has been drastically 
compromised and is unlikely to be restorable. 

 

EIA metrics and associated ratings are specific to the particular ecological system being sampled. The 

Ecological System definitions and descriptions are components of the International Vegetation 

Classification System and have been developed by NatureServe and the Natural Heritage Network 

(Lemly et al., 2016). The EIA for an assessment area helps clarify the minimum performance standards 

for a wetland system, identifies the current ecological integrity of a system, and specifies the particular 

ecological components that must be repaired in order to restore a wetland to a desired level of 

ecological integrity (Lemly & Rocchio, 2009).  
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NatureServe has begun development of descriptions for specific wetland and riparian ecological 

systems found in the Southern Rocky Mountain Ecoregion (Lemly & Rocchio, 2009): 

Å Subalpine-Montane Riparian Shrublands 
Å Subalpine-Montane Riparian Woodlands 
Å Lower Montane Riparian Woodlands and Shrublands 
Å Subalpine-Montane Fen 
Å Alpine-Montane Wet Meadow 
Å North American Arid Freshwater Marsh 
Å Intermountain Basin Playas 

 

As part of the EIA assessment, CNHPΩǎ Floristic Quality Assessment (FQA) tool was also used to assess 

native riparian vegetation (Lemly et al., 2016). The FQA method uses άŎƻŜŦŦƛŎƛŜƴǘǎ ƻŦ ŎƻƴǎŜǊǾŀǘƛǎƳέ ό/-

values), which are assigned to all native species in Colorado. C-values range from 0 to 10 and represent 

an estimated probability that a species is likely to occur in unaltered, pre-European settlement 

conditions. Species which are intolerant of habitat degradation and are obligate to reference condition 

landscapes have high C-values while those more tolerant of habitat degradation have low C-values. 

Most nonnative species have C-values of 0. For the SMP, the basic FQA index called mean C (i.e. 

average C-value for a given site) was calculated at each SMP site.  
 

See Appendix E for a detailed description of the site-level EIA survey methods. 

 

2.8.2 GIS Remote Sensing Vegetation Assessment 
To assess riparian vegetation condition at a larger scale, the RGHRP employed a set of GIS tools. The 

tools are collectively known as the Riparian Condition Assessment Tool (RCAT), which includes the 

Valley Bottom Extraction Tool (VBET), Riparian Vegetation Departure (RVD) tool, and the Riparian 

Condition Assessment (RCA) tool (Macfarlane et al., 2018). These GIS tools consist of ArcPython scripts 

that use nationally available digital elevation models (DEMs) and 30-meter LANDFIRE imagery to assess 

the current condition of riparian vegetation. Because the RCAT tools and analysis are based upon 

watershed boundaries, the analysis was completed for all perennial streams within the Rio Grande 

Basin. First, VBET was used to delineate the maximum possible extent of riparian vegetation along each 

study stream using a DEM and average slope and valley width thresholds. Note: the riparian extent 

does not include wetlands that are not associated with the perennial stream network. Where available, 

a 2-meter DEM, derived from LiDAR data, was used. For the remainder of the Basin, the nationally 

available 10-meter DEM was used.  

 

The RVD assessment tool divides each stream into discrete 500-meter assessment units. Within each 

assessment unit, the tools overlay the VBET output and LANDFIRE imagery. To compare current and 

reference vegetation, two LANDFIRE datasets are used. Current riparian vegetation cover is modeled 

using the Existing Vegetation Type (EVT) layer, while historic (pre-European settlement) vegetation is 
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modeled using the LANDFIRE Bio-physical Setting (BpS) layer. Imagery falling within the VBET boundary 

is included in each assessment. RVD calculates tƘŜ ŘŜƎǊŜŜ ǘƻ ǿƘƛŎƘ ŜŀŎƘ ǳƴƛǘ Ƙŀǎ άŘŜǇŀǊǘŜŘέ ƻǊ ōŜŜƴ 

converted from pre-9ǳǊƻǇŜŀƴΣ ƻǊ άǊŜŦŜǊŜƴŎŜΣέ ŎƻƴŘƛǘƛƻƴΦ This is expressed as a percentage. 

Additionally, the tool analyzes the LANDFIRE imagery to determine what primary type of land 

conversion, if any, has occurred within each unit. 

 

The more comprehensive RCA tool assesses riparian area condition using three inputs: riparian 

vegetation departure (modeled by the RVD tool), land use intensity, and floodplain connectivity. Each 

assessment unit is attributed with values on continuous scales for each of the three inputs. To 

determine floodplain connectivity, roads, railroads, development, and other types of land conversion 

were used to assess overall riparian conditions for each spatial unit. The overall RCA score is calculated 

using all three inputs and is expressed as a value between 0 and 1. An example of the RCA output is 

shown in Figure 2.10. 
 

 
Figure 2.10: Example of GIS riparian vegetation assessment results. 
 

The RCA rating scale, including RCA score thresholds, is shown in Table 2.10. 
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Table 2.10: Rating scale used GIS remote sensing vegetation assessment 

Rating 
Scale 

Impairment 
RCA 

Score 
Description 

A    җ фл Negligible җ лΦф 
Riparian vegetation is considered to be in reference condition. Few, if any, 

nonnative species are present, land use intensity is negligible, and floodplain 
connectivity is intact. 

B    җ ул Mild 0.6 - 0.89 
Riparian vegetation is in good condition with few nonnative species present. Land 

use intensity is low and river-floodplain connectivity is mostly intact. 

C    җ тл Significant 0.3 - 0.59 
Riparian vegetation is in moderate condition and small populations of noxious 

species may be present. Land use intensity is moderate and there is some loss of 
river-floodplain connectivity. 

D    җ сл Severe 0.1 - .29 
Riparian vegetation is in poor condition. Noxious plant species are prevalent. Land 

use intensity is high and, in many areas, the river lacks floodplain access. 

F    җ рл Profound < 0.1 
Riparian vegetation is in very poor condition. Noxious plant species are dominant. 
Land use intensity is extreme and the majority of the reach lacks floodplain access. 

 

The RCAT tools were developed by a team of researchers at Utah State University. Additional 

information and documentation of these tools is available at this url: http://rcat.riverscapes.xyz/. As 

noted above, both the site-level and GIS assessments were used in assessing overall riparian vegetation 

condition. The EIA rating and RCA ratings were averaged to calculate a final grade for each SMP reach. 

 

2.9 Water Quality Assessment 

A modified version of the FACStream framework was used for the water quality assessment. The 

assessment primarily utilized existing data collected by the Colorado Water Quality Control Division 

ό/²v/5ύΣ /t²Ωǎ wƛǾŜǊ ²ŀǘŎƘ ǇǊƻƎǊŀƳΣ ŀƴŘ ǘƘŜ ¦Φ{Φ DŜƻƭƻƎƛŎŀƭ {ǳǊǾŜȅΩǎ bŀǘƛƻƴŀƭ ²ŀǘŜǊ vǳŀƭƛǘȅ 

Assessment (NAWQA) program. Recent data (i.e. post-2010) was prioritized to best capture current 

water quality conditions. Existing data was supplemented with targeted water quality data collection 

during summer 2018 and spring 2019. Three water quality parameters (subvariables) were assessed: 1) 

temperature, 2) nutrients, and 3) chemical conditions (including pH and metal concentrations). Each of 

these parameters is an important indicator of water quality and, collectively, provide a detailed 

assessment of overall water quality. Where available, sediment data was also analyzed but was not 

included in the overall water quality reach ratings. Subvariables were rated according to the rating 

scales in Tables 2.11 to 2.13.  
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Table 2.11: Rating scale used for water temperature subvariable 

Rating 
Scale 

Impairment Description 

A    җ фл Negligible 
The temperature regime is natural and appropriate for a pristine, high-

functioning river in reference condition. 

B    җ ул Mild 
The temperature regime is within the range of natural variability and standards 
are not exceeded. However, natural aquatic biota may be minimally impaired.  

C    җ тл Significant 
The temperature regime is altered to a degree that could potentially limit natural 
aquatic biota and/or regulatory standards are occasionally exceeded. This rating 

applies to 303(d) Monitoring and Evaluation (M&E) reaches. 

D    җ сл Severe 
The temperature regime is altered to a degree that is known to be lethal or 
limiting to natural aquatic biota and/or regulatory standards are frequently 

exceeded. This rating applies to 303(d) listed reaches. 

F    җ рл Profound 
The temperature regime is severely altered. Natural biota may be severely 

impaired and/or regulatory standards are chronically exceeded. This rating also 
applies to 303(d) listed reaches. 

 

Table 2.12: Rating scale used for nutrients subvariable 

Rating 
Scale 

Impairment Description 

A    җ фл Negligible 
Nutrient levels are natural and appropriate for a pristine, high-functioning river 

in reference condition. 

B    җ ул Mild 
Nutrient levels are within the range of natural variability and standards are not 

exceeded. However, natural aquatic biota may be minimally impaired. 

C    җ тл Significant 
Nutrient levels are altered to a degree that could potentially limit natural aquatic 
biota and/or regulatory standards are occasionally exceeded. This rating applies 

to 303(d) Monitoring and Evaluation (M&E) reaches. 

D    җ сл Severe 
Nutrient levels are altered to a degree that is known to be lethal or limiting to 

natural aquatic biota and/or regulatory standards are frequently exceeded. This 
rating applies to 303(d) listed reaches. 

F    җ рл Profound 
Nutrient levels are severely altered. Natural biota may be severely impaired 

and/or regulatory standards are chronically exceeded. This rating also applies to 
303(d) listed reaches. 

 

Table 2.13: Rating scale used for chemical conditions subvariable 

Rating 
Scale 

Impairment Description 

A    җ фл Negligible 
Chemical conditions are natural and appropriate for a pristine, high-functioning 

river in reference condition. 

B    җ ул Mild 
Chemical conditions are within the range of natural variability and standards are 

not exceeded. However, natural aquatic biota may be minimally impaired. 

C    җ тл Significant 
Chemical conditions are altered to a degree that could potentially limit natural 

aquatic biota and/or regulatory standards are occasionally exceeded. This rating 
applies to 303(d) Monitoring and Evaluation (M&E) reaches. 

D    җ сл Severe 
Chemical conditions are altered to a degree that is known to be lethal or limiting 

to natural aquatic biota and/or regulatory standards are frequently exceeded. 
This rating applies to 303(d) listed reaches. 

F    җ рл Profound 
Chemical conditions are severely altered. Natural biota may be severely impaired 
and/or regulatory standards are chronically exceeded. This rating also applies to 

303(d) listed reaches. 



 

52 
CONEJOS RIVER STREAM MANAGEMENT PLAN 
2020 

The overall water quality score was calculated as the mean of the subvariable scores. In some reaches, 

there was insufficient data to assess one or more subvariables. Any subvariables lacking sufficient data 

ŦƻǊ ŀ ƎƛǾŜƴ ǊŜŀŎƘ ǿŜǊŜ ƴƻǘ ƛƴŎƭǳŘŜŘ ƛƴ ǘƘŜ ŎŀƭŎǳƭŀǘƛƻƴ ƻŦ ǘƘŀǘ ǊŜŀŎƘΩǎ ƻǾŜǊŀƭƭ ǿŀǘŜǊ ǉǳŀƭƛǘȅ ǎŎƻǊŜΦ !ƴ 

exception to the chemical conditions subvariable (Table 2.13) was made for reaches having only a 

chronic total arsenic impairment. Many SMP reaches as well as pristine headwater streams exceed the 

chronic water supply standard for total arsenic of 0.02. The impairments do not appear to affect 

aquatic life. Because the impact is negligible and because it is likely that these exceedances are likely 

attributable to naturally occurring arsenic, any such reaches were assigned a chemical condition rating 

of B. A summary of water quality data and impairments is included in Appendix F. 

 

2.10 Aquatic Life Assessment 

The aquatic life assessment included an assessment of benthic macroinvertebrates and ǘǊƻǳǘ ǎǇŜŎƛŜǎΩ 

abundance and health. These two subvariables were rated using a modified version of the FACStream 

framework, described in Tables 2.14 through 2.16. The overall aquatic life rating was calculated as the 

mean of the subvariable scores. In some reaches, there was insufficient data to assess one or more 

subvariables. Any subvariables lacking sufficient data for a given reach were not included in the 

ŎŀƭŎǳƭŀǘƛƻƴ ƻŦ ǘƘŀǘ ǊŜŀŎƘΩǎ ƻǾŜǊŀƭƭ ǿŀǘŜǊ ǉǳŀƭƛǘȅ ǎŎƻǊŜΦ Table 2.14 describes the aquatic life rating scale. 

The two subvariables are described below.  
 

Table 2.14: Rating scale used for aquatic life assessment 

Rating Scale Impairment Description 

A    җ фл Negligible 
Aquatic biota indicate a high-functioning reach that is representative of an unaltered, 

reference condition reach. 

B    җ ул Mild 
Aquatic biota are mildly impaired, indicating a functioning reach near reference 

condition. Macroinvertebrate and/or fish species presence or abundance may be 
slightly altered. 

C    җ тл Significant 
Aquatic biota are altered. Exotic species may be common, diversity lacking, and/or 

species distributions skewed. Important functional groups are appropriately 
represented even when nonnative species are present. 

D    җ сл Severe 
Aquatic biota are severely altered and may include abundant exotic species, major 

loss of diversity, or lacking keystone species. One or more important functional 
groups is unfilled or poorly represented. 

F    җ рл Profound 
Aquatic biota are fundamentally altered. Examples include communities dominated 

by exotic species and communities with multiple important functional groups that are 
vacant or severely diminished. 

 

Benthic Macroinvertebrates 

Benthic macroinvertebrates (BMI) are excellent indicators of water quality, aquatic habitat, and overall 

river health. BMI assemblages are sensitive to many stressors including altered habitat, changes in 

sediment input, hydrologic regimes, and water quality. Different macroinvertebrates groups respond 

differently to these stressors. For example, species of Ephemeroptera (mayflies), Plecoptera 
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(stoneflies), and Trichoptera (caddisflies), often referred to as EPT, are intolerant of pollution and poor 

water quality while other aquatic invertebrate groups are relatively tolerant. Macroinvertebrates are 

also a significant food source for fish and play a critical role in the transfer of energy to higher trophic 

levels. Changes in BMI communities can result in changes to fish communities.  
 

 
Figure 2.11: Stoneflies, an indicator of good water quality. 
 

BMI data was obtained from previously collected samples and was supplemented with targeted 

sampling during the summer of 2018. BMI samples were assessed using multi-metric index (MMI) 

scores. The MMI uses multiple equally weighted metrics to score the macroinvertebrate population 

diversity and density on a scale from 0-100 (CDPHE, 2020). The MMI is calibrated to one of three 

άōƛƻǘȅǇŜǎΣέ ǿƘŜǊŜ ōƛƻǘȅǇŜǎ ŀǊŜ defined as regions that would have similar macroinvertebrate 

assemblages based on the elevation, slope, and ecoregion. The biotypes group macroinvertebrate 

assemblages into mountain streams, plains streams, and the transition streams in between the 

mountains and plains. The sampling locations within the SMP study area include Biotype 1 (transition) 

and Biotype 2 (mountain) sites. The state of Colorado sets different MMI attainment and impairment 

thresholds for each Biotype, which are described in Table 2.15. 
 

Table 2.15: Thresholds for Biotype 1 and Biotype 2.  
MMI  Biotype 1 Biotype 2 

Attainment 45.2 47.5 

Impairment 33.7 39.8 
 

If a siteΩǎ aaL score is between the impairment and attainment threshold, further investigation is 

warranted and other metrics are considered. To determine impairment, two additional indices, the 

Shannon-Wiener Diversity Index (SDI) and Hilsenhoff Biotic Index (HBI), are considered. The SDI is a 

measure of relative species abundance, on a scale from zero to five, with higher values indicating 

higher species diversity (MacArthur, 1965). HBI is a measure of the relative abundance of pollution-

tolerant species and ranges from zero to ten, where a higher value indicates more pollution tolerant 

species are present (Hilsenhoff, 1987).  
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The rating scale for the benthic macroinvertebrates subvariable is described in Table 2.16.  
 

Table 2.16: Rating scale used for MMI aquatic life subvariable  

Rating Scale Impairment Description 

A Negligible 
The reach sustains and supports reference conditions for macroinvertebrate 

communities and aquatic life use. No management is needed other than protection 
of existing conditions. MMI score is 80ς100. 

B Mild 

Some detectable stressors are likely with minor alterations to macroinvertebrate 
communities. The ecological system retains essential qualities and supports a high 
level of function. Some management may be required to sustain or improve this 

condition. MMI score is 65 ς <80. 

C Significant 

The reach supports and maintains essential components of macroinvertebrate 
communities, but exhibits measurable signs of degradation and less than optimal 
community parameters. The reach meets the attainment threshold, with an MMI 

score >45.2 (Biotype 1) or >47.5 (Biotype 2) and <65. 

D Severe 

There are detectable alterations or degradation of aquatic life use, but the system 
still supports a fundamental community structure and function. Active management 

is recommended to maintain and improve characteristic functional support. MMI 
score is >33.8 ς 45.2 (Biotype 1) or 39.9 ς 47.5 (Biotype 2). 

F Profound 

There is clear impairment to macroinvertebrate communities and aquatic life. This 
level of alteration generally results in an inability to support characteristic benthic 
organisms, or makes the stream segment biologically unsuitable. The reach has a 
άōŜƭƻǿ ƛƳǇŀƛǊƳŜƴǘέ ǘƘǊŜǎƘƻƭŘΦ aaL ǎŎƻǊŜ ƻŦ ғооΦт ό.ƛƻǘȅǇŜ мύ ƻǊ ғофΦу ό.ƛƻǘȅǇŜ нύΦ 

 

Trout 

Trout biomass was also included as a subvariable in the aquatic life assessment. Because trout species 

depend on abundant food sources and high-quality habitat, their presence is an indicator of good 

water quality and aquatic habitat. Within the SMP study area, several native fishes are present, 

however due to limited data on native fish habitat requirements and abundance, native species were 

not assessed in this subavariable. The subvariable was measured as total pounds of trout species per 

acre, as shown in Table 2.17. 
 

Table 2.17: Rating scale used for trout aquatic life metric  

Rating Scale Impairment Description 

A    җ фл Negligible 
HƛƎƘ ǘƻǘŀƭ ōƛƻƳŀǎǎ όҗсл ƭōǎκŀŎǊŜ-gold medal standard); overall average relative 

weight is average or higher than average; viable recreational fishery. 

B    җ ул Mild 
Medium total biomass (40-59 lbs/acre); overall average relative weight is average; 

mediocre fishery with moderate numbers of adult fish.  

C    җ тл Significant 
Low total biomass (20-39 lbs/acre); overall average relative weight is below 
average; inconsistent recreational fishery with low numbers of adult fish. 

D    җ сл Severe 
Very low total biomass (0-19 lbs/acre); overall average relative weight is 

substantially below average; minimal recreational fishery potential with very low 
numbers of adult fish. 

F    җ рл Profound No trout present; no natural reproduction; no biomass; no recreational fishery. 
 

A summary of macroinvertebrate and trout data is included in Appendix F.   
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2.11 Stream Condition Stressors 

For the purposes of the SMP, stream condition stressors are considered to be past or present 

anthropogenic impacts affecting stream conditions. To understand the likely causes of impairment for 

each condition assessment, stream condition stressors were investigated for each SMP study reach. 

Stressors are often manifested and can be observed through their impact on stream condition. For 

example, degraded water quality may be the measurable result of a historic mining stressor. This 

section lists the most common stressors affecting the SMP study streams, many of which are 

interrelated and affect multiple stream health variables.  

 

Crossings and Diversions 
Structures such as bridges, culverts, diversion dams, and weirs may exacerbate channel migration or 

erosion. These structures can direct and concentrate flows into a streambank or embankment resulting 

in damage to infrastructure. Structures that are undersized, located near tight bends, or located where 

slopes change are more likely to have trouble passing sediment and debris being transported by a 

stream (Figure 2.12). This can result in upstream deposition of this material and subsequent channel 

movement while on the downstream side the sediment-deprived water becomes erosive. It is 

important to understand that this is often a structure problem, not a sediment or debris problem. As 

such, negative impacts can often be ameliorated through improved design or structure retrofits. 

Sediment and debris transport disruption is common at diversion structures within the SMP study area.  

 

Prediction of geomorphic instability as a result of crossing structures or the most likely location of new 

channels should a crossing become blocked or fail is beyond the scope of this SMP. It is recommended, 

however, that road crossing designs allow for appropriate sediment transport at low, medium, and 

high flows (including the overflow areas), as well as the capability to pass debris. Crossings or crossing 

approaches might even be designed to fail (e.g., break-away designs) should they become plugged 

during a flood so as to encourage flood waters to stay in the channel. Similarly, diversion dams may 

create instability in a system partially due to their attempt to lock a laterally dynamic channel into a 

fixed location.  

 

Disruption of natural sediment and/or debris transport regimes also degrades aquatic habitat. 

Sediment accumulation upstream of structures decreases fish as well as aquatic insect habitat 

complexity by eliminating interstitial spaces. Sediment and/or woody debris deprivation downstream 

of structures also decreases habitat complexity and limits nutrient inputs. Additionally, in-channel 

structures such as diversion dams can create barriers to fish passage, thereby fragmenting aquatic 

habitats. Habitat fragmentation can negatively affect fish populations and communities in a variety of 

ways including preventing fish from reaching spawning areas, isolating breeding populations and 

decreasing genetic diversity, and increasing the risk of disease.   
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Figure 2.12: (Left) Bridge over Saguache Creek with a pier in the middle of the bridge that may collect debris 
during a flood. (Right) Undersized culverts failing to transport sediment in a dry wash in Saguache County.  
 

Roads and Railways 
Roads oriented so they constrict the active river corridor can increase flow depths, shear stresses, and 

sediment transport capacities of streams. These constrictions can affect reaches upstream and 

downstream. Road and railroad bed encroachment does not appear to be significantly affecting the 

geomorphic stability of any of the streams in the SMP study area (Figure 2.13). 
 

 
Figure 2.13: Railroad lines and bridges crossing the Rio Grande near flood stage, June 2019.  












































































































































































































































































