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Item Unit IGM4VSP UGM5V 

Swing mm Ø 700 Ø 550 

Internal diameter to be ground mm Ø 70 ~ Ø 400 Ø 60 ~ Ø 400 

Largest clamping diameter (std. Ø500mm chuck) mm Ø 700 Ø 500 

Grinding Stroke mm 150 450 

Longitudinal feed (X-Axis) Max travel mm 1,600 1,100 

Rapid feed rate mm/min 20,000 20,000 

Vertical feed (Z- axis) Max travel mm 550 450 

Rapid feed rate mm/min 20,000 15,000 

Wheel spindle Wheel spindle swivel angle deg. +0 / - 30 (Manual) +0  / - 30 (Auto) 

Rotational speed r. p. m. 2,500 ~ 10,000 500 ~ 8,000 

Grinding wheel’s diameter Mm Ø 50 ~ Ø 250 Ø 50 ~ Ø 200 

Motor Power kW 15 11 

Work spindle Rotational speed r. p. m. 150 20 ~ 350 

Power supply kVA 45 45 

Machine space (width x depth x height) cm 396 x 225 x 305 265 x 242 x 294 

Machine net weight kg 14,000 8,700 

IGM4VSP / UGM5V specifications 

OKAMOTO MACHINE TOOL EUROPE GMBH 
Paul-Ehrlich-Strasse 9 

D-63225 Langen – Germany 
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CAUTION 

*When and before using our products, you are requested to well go through the articles on danger, warning and attention for the sake of 

safety described in operation manual attached to the machine and also in the warning plates mounted on the machine.  

* Specification subject to change without  notice. 

* When a product manufactured at out factory comes under the Foreign Exchange And Foreign Trade Control Law and is exported or 

carried overseas, it is necessary to receive permission or approval of the Japanese Government  


