
TA-2 1,535.00$        

TA-2-TOT 2,041.00$        

TA-2-EXT POWER 1,786.00$        

TA-2-110 TF 209.00$            

TA-2-DC 385.00$            

TA-2-RS 641.00$            

TA-2-MA 1,839.00$        

TA-2-MON 1,351.00$        

TA-2-MON-RFB varies

TA-2-ST 336.00$            

TA-2-TOT-ST 663.00$            

53.00$              

TA-2-CABLE 2.10$                

TA-2-MAG 40.00$              

TA-2-033 79.00$              

TA-2-SOUNDER 79.00$              

TA-2-9V CON 11.00$              

Top of Tank Sensor Tube Assembly with 25' Sensor Cable

TA-2 Overfill Alarm System
2025 Pricing

Guageless Top of Tank Alarm (2" NPT Male Connection)

110 Volt AC Power Option with Battery Back Up

Overfill Alarm System with 5 ft. Sensor Cable

110 Volt AC Transformer - non-explosion proof transformer

Dry Contacts 2 AMP,120V AC/DC. Normally Open

Remote Sounder - cble plugs into TA-2 Box and goes to

Master Alarm (for up to 10 units) Summation Device

Alarm Monitor Box Only

Refurbished Alarm (when available)

Sensor (J) Tube with 5 ft Sensor Cable

Counterweight with Magnet

Replacement Horn/Speaker

Battery Connection Assembly

Standard tube is 24" long, additional tube - per foot

Comes with 25 ft Sensor Cable

Requires at least (1) TA-2-110 TF per (10) Alarm Units

must be mounted outside the safety perimer, 2" x 3" size

remote location, Comes with 25 ft cable

Cables attache from each TA-2 Alarm to the TA-2-MA box

Comes standard with 168dB ear splitting horm and a flashing strobe.

Includes TA-2-110 TF. (base price does NOT include cable)

Additional cable - per ft

Magnet (each)


