


Preparing to Install

1. Clean and sweep.
2. Let the opened packages of flooring lie flat on the floor for at least 24-48 hours in the room 
 in which the floor is to be installed.
3. Check door and door frame clearances to ensure that doors will move freely without 
 contacting the floor surface. 
4. Although floating floors can be installed in any direction, as a rule, they are usually installed 
 perpendicular to a window. Installing the floor parallel to the longest wall tends to make a 
 room appear larger. You will get better results by laying two or three rows in advance to get 
 an eye pleasing distribution of the plank.

The AQUAplus - RIGID CORE Vinyl flooring is not recommended for use outdoors, in saunas or solariums. Do 
not install in room that will not be in a controlled environment all year round. Vinyl flooring exposed 
to sunrays for long periods will be damaged. Protect your vinyl floor by adding curtains or blinds.

Please note that light color variations and minor gloss level differences are considered to be normal 
from one production to another, and therefore cannot be considered as a defect.

1. First plank, �rst row. Place a spacer 10-15mm thickness to the left and position the 
    plank against the wall with spacers of 10-15mm.

2. Second plank, �rst row. Press the short end of the next �oorboard at an angle to the 
    �rst one, then lay down. Complete the �rst row. The boards can also be lightly tapped 
    up without lifting.

3. At the end fo the �rst row, place a spacer 10-15mm to the wall and cut the length of 
     the last plank to �t.

4. Cut with a Saw, Kinfe, or Guillotine  for AQUAplus - RIGID CORE Vinyls with the 
decor turned down.

5. Second row, First plank. Minimum length 300mm. Place a spacer against the wall.

6. Minimum distance between the short ends of planks in parallel shall not beless than 
    200mm.

7. Place a �oorboard at an angle against the �oorboard in the previous row, press 
    forward and fold down at the same time. A rubber mallet and tapping block may 
    be necessary.

8. Second plank, second row. Place the short end of the �oorboard at an angle against 
     the previously installed �oorboard. Fold down. The boards can also be tapped up 
     without lifting.

9. Lift �oorboard (together with the previoiusly installed �oorboard in the same row) 
    lightly up (about 30mm) and push it against the row in front. Push down when the 
    �oorboards are positioned tightly together.

10. After 2-3rows adjust the distance to the front wall by placing spacers 10-15mm.

11. If the wall is uneven the �oorboards must be adapted to its contours. Mark the 
       �oorboards with the contour of the wall. Do not forget to leave a 10-15mm space 
       to the wall.

12. To remove the �rst row, lift the �oorboards a few centimeters and tap along the joint. 
       Cut the �oorboards as required.

13. Reinstall the �rst row from left to right. Press the boards against the edges of the 
       �oorboards that are already in position, with the �rst strip.

14. Last row. Minimum width 30mm. Remember, the space to the wall is 10-15mm. 
       TIP! Place a spacer before measuring. Cut the panels lengthwise and install.


