INSTALLATION INSTUCTIONS FOR TOON TROLL TQ TROLLING MOTOR MOUNT
1.  Locate XB pocket bracket on front of boat in the desired location.
2. Mark location of (4) countersunk clearance holes in top of bracket.
3. Place 8inch by 10inch extenstion plate (4) holes over marked holes in step (2), and mark (2) remaining holes in plate.
4. Using a 7/16 inch drill bit, drill the (6) marked holes through deck floor.
5. Using (6) 3/8 x 3 stainless steel flat head bolts, place through XB deck bracket and extension plate.  Place the (3) 1 ½  x 5 plates over the bolts underneath, flat washers and nylon locking nuts.  Tighten securley. NOTE: USE ANTI SEIZE OR OIL ON THREADS OF BOLTS BEFORE TIGHTENING TO AVOID GALLING.  USE ONLY HAND TOOLS TO TIGHTEN NYLON LOCK NUTS.
6. Slide down angle on beam into the front pocket of XB bracket.  Tighten with hand knob.   Place top hand knob throught clearance hole of tongue and tighten into top thread of XB bracket.
7. Place quick release frame on beam, slide forward under front tabs and lock down with hand knob.  
8. Install stiffener strut by inserting hand knobs through clearance holes and thread into end of quick release frame.
9. Place strut mounting block on deck and line up with clearance hole on stiffner strut.  Locate, mark and drill (2) clearance holes. 
10. Place ¼ inch spacer under strut mounting block and bolt securly to deck.
11. Remove quick release from beam to mount trolling motor.
12. Remove side motor covers.  Line up (6) clearance holes on motor with clearance holes on frame.  Insert (4) hex head bolts and (2) countersunk bolts for the center from the bottom of frame through motor base.  Fasten with washers and nylon lock nuts.  Install side covers.   Follow guide lines for step (5) for all hardware installation.

