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Heavy Duty Bench Scale

¥ Dimensions :
4 Unit (inch)

UL .

X Specifications

4 Accuracy class: Il n,,: 4000 to 7500, CC#: 20-069

4 Indicator: ss7510 NTEP approved CC#: 20-011

# Display: 6-digit 0.8" LED or 1" LCD with backlight

4 Using environment: -10°C ~+40°C (14° Fto 104 ° F),
< 85%RH

4 Power supply: AC110V 60Hz, built-in rechargeable
battery

T

1

¥ Structural Features

4 The scale is welded with standard fixture

4 Mild steel surface is treated with shot blasting and epoxy
powder coating

4 304 stainless steel platter

4 201 stainless iron round column, adjustable indicator angle

# Stainless steel base (optional)

4 Back rail (optional)

4 Transfer stainless steel balls (optional)

4 Transfer rollers (optional)

4 Under wheel for moving (optional)

4 430 stainless iron and 304 stainless steel square column,
adjustable indicator angle (optional)

4 Widen the square column (optional)

ScaleSensors Product Catalog

¥ Product Functions :

R eI

Animal weighing Checking Sorting Rechargeable battery RS232
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[ ]

Accumulate Hold RS485(optional)  Printer(optional) Bluetooth(optional) Zigbee(optional)
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X Types & Specifications :

apauty\lb) -n--- \NEIght“b, Ctn Slze(lnCh

$57611-1212

S57611-1214

S557611-1414

§57611-1216

S557611-1616

§57611-1618

S587611-1818

§57611-1620

557611-1820

$57611-2020

S57611-1824

$57611-2024

S57611-2424

557611-2432

ScaleSensors

30/50/60/100

50/60/100/150/200

50/60/100/150/200

50/60/100/150/200/300

100/150/200/300

100/150/200/300

100/150/200/300

100/150/200/300

100/150/200/300

200/300/400/500

ScaleSensors Product Catalog

12

14

12

16

16

16

16

18

20

200/300/400/500/600/1000 18

200/300/400/500/600/1000 20

200/300/400/500/600/1000 24

300/400/500/600/1000/1500 24

¥ Optional Accessories

Column base(stainless/carbon)

www.scalesensors.com
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14

14

16

16

18

18

20

20

20

24

24

24

32

2.2

2.2

2.2

2.2

2.2

2.2

22

22

35

35

35

35

4.8

4.8

4.8

4.8

4.8

4.8

4.8

4.8

54

5.7

5.7

5.7

Connector(stainless/carbon)

16

16

16

24

24

24

24

24

24

28

28

30

32

Square column

31

32

33

49

50

50

51

52

70

71

73

102

108

17.3*24%6.1

19.5%24%6.1

19.5%26%6.1

21.5*2476.1

20.9*27.8%6.1

20.9*29.8%6.1

22.7%29.8%6.1

20.9*31.8%6.1

22.7*31.8"6.1

24.7*31.8%6.1

28*30.1*7.5

30*30.1*7.5

30.3*33.9*7.5

32 233 0%E

02



@ ScaleSensors Product Catalog

caleSensors

¥ Scales:

Transfer rollers Under wheels for moving

fTLLLLLE
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Bench Scale

¥ Dimensions :
4 Unit (inch)

1 A |

=

= =

¥ Technical Parameters

# Accuracy class: I Ny, 4000 to 7500, CC#: 20-069

4 Indicator: 887510 NTEP approved CC#: 20-011

4 Display: 6-digit 0.8" LED or 1" LCD with backlight

4 Using environment: -10°C ~+40°C (14 °F to 104 ° F),
< 85%RH

4 Power supply: AC110V 60Hz,built-in rechargeable
battery

¥ Product Functions :

ScaleSensors Product Catalog

¥ Structural Features

4 Laser cutting of 0.2' mild steel or stainless steel plate

4 Carbon steel surface is treated with shot blasting and
epoxy powder coatin

4 Stainless steel surface is polished and wire drawn

4 430 stainless steel platter (optional: 304 stainless
steel platter)

4 Adjustable indicator angle

/\ ' 7 =

D G| | & | |sos - SR RIS
[ — ] ) | Rs232 RS485 =] O

Accumulate Hold Animal weighing Checking Sorting Rechargeable battery RS232 RS48! ional)  Printer(optional) Bluetoott 1) Zigbee(optional)

X Types & Specifications :

Item No.

Capacity (Ib)

$57615-1010 6/10/20/30 10

§57615-1212 6/10/20/30/50/60 12

Weight(lb) Ctn Size(inch)
10 25 a7 10 9 22*17.5%6.1
12 25 3.7 10 13 24*17.5%6.1
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Floor Scale

¥ Dimensions :
4 Unit (inch)

il

¥ Technical Parameters

4 Accuracyclass: Il n,,,,: 5000, CC#: 22-036

4 Indicator: s57510 NTEP approved CC#: 20-011

4 Display: 6-digit 0.8" LED or 1" LCD with backlight

4 Using environment: -10°C ~+40°C (14 °F to 104 ° F),
< 85%RH

4 Power supply: AC110V 60Hz Built-in rechargeable
battery (Optional)

4 Cable length: 20 ft

4 Overload:200%

¥ Product Functions :

ScaleSensors Product Catalog

¥ Structural Features

4 U-shaped steel welded structure, high strength, 200% over
load

4 Material: mild steel or stainless steel, chequered steel or
flat panel

4 Mild steel platform: shot blasting, epoxy powder coating or
galvanizing

4 Stainless steel platform surface is polished

4 Four NTEP certified shear beam load cells

3 | ] T | ) [

(=]
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O =& 2%

Accumulate Hold

¥ Scales:

S.S Lift Type S.S Floor Scale

Animal weighing Checking Sorting

Rechargeable battery RS232 RS485(optional)  Printer(optional) Bluetooth(optional) Zigbee(optional)

-y ¥

LP7620: carbon steel structure
LP7620SS: stainless steel structure
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ScaleSensors

X Types & Specifications :

e apaClty {Ib -“-- Vvelght lbl

$57620-2424 1000/2500/5000 02 45 24.4*24.4*2.4
557620-3636 1000/2500/5000 36 36 0.25 4.5 13 36.4*36.4*2.4
5576204848 2500/5000/10000 48 48 025 45 191 48.4*48.4*2.4
$57620-4860 2500/5000/10000 48 60 025 45 228 48.4*60.4*2.4
557620-6060 2500/5000/10000 60 60 025 4.5 268 60.4"60.4*2.4
5576204872 2500/5000/10000 48 72 025 45 279 48.4*72.4*2.4
5576206072 5000/10000/20000 60 72 0.25/0.3 45 330 60.4*72.4*2.4
8576207272 5000/10000/20000 72 72 0.25/0.3 4.5 403 72.4*72.4*2.4
557620-8484 5000/10000/20000 84 84 0.25/0.3 45 516 84.4°84.4*2.4

¥ Optional Accessories

Arround ramps” Bump Frame Ramp

®
Pole:SS7371(with wheels) Pole:8S7370(without wheel) Pole: SS7372(W|th support feet)

p A ) I .
a i_,_. 3 - ;
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Drum Scale

¥ Dimensions :
4 Unit (inch)

i .

e
e

11.8

>
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E3 Bl
¥ Technical Parameters

¢ Accuracy class: Ill n,,,,: 5000, CC#: 22-036

4 Indicator: 557510 NTEP approved CC#: 20-011

4 Display: 6-digit0.8" LED or 1" LCD with backlight

4 Using environment: -10°C ~+40°C (14 ° F to 104 ° F), < 85%RH

4 Power supply: AC110V 60Hz, DCOV/ built-in rechargeable battery
# Cable length: 20 ft

# Over load:150%

¥ Product Functions :

(i

¥ Structural Features

4 Low profile: 1.8"high

4 Ultra short ramp: 12"

4 U-shaped steel welded structure, high strength

4 Material: carbon steel or stainless steel, chequered plate

4 Carbon steel platform: shot blasting, spray paint processing
or galvanizing

4 Stainless steel platform surface is polished and wire drawn

4 Four NTEP certified shear beam| load cells

D -
> || Ll [Fal| | = |5 =l 3] [=
I ‘ R§232 R§485 = °
Accumulate Hold Animal weighing Checking Sorting Rechargeable battery RS232 RS485(optional)  Printer(optional) Bluetooth(optional) Zigbee(optional)

X Types & Specifications :

$87622A-3030 1000/2500/5000
SS7622A-3636 1000/2500/5000 36
S57622A-4848 1000/2500/5000 48

www.scalesensors.com 1.818.254.6924 | jmiller@scalesensors.com

30.4*38.42.4
36 40 149 36.4*44.4*2.4
48 52 196 48.4*56.4*2.4
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caleSensors

Drum Scale

¥ Dimensions :
4 Unit (inch)

E

B
5.9 B 5.9 B j |
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¥ Technical Parameters

# Accuracy class: 1l ng,,: 5000, CC#: 22-036

4 Indicator: $57510 NTEP approved CC#: 20-011

4 Display: 6-digit 0.8" LED or 1" LCD with backlight

4 Using environment: -10°C ~+40°C (14 ° F to 104 ° F), < 85%RH

4 Power supply: AC110V 60Hz, DC9V/ built-in rechargeable
battery

3 Product Functions :

ScaleSensors Product Catalog

¥ Structural Features

4 Low profile: 1.8"high

4 Ultra short ramp: 6"

4 U-shaped steel welded structure, high strength

# Material: carbon steel or stainless steel, chequered plate

4 Carbon steel platform: shot blasting, spray paint processing
or galvanizing

4 Stainless steel platform surface is polished and wire drawn

4 Four NTEP certified shear beam load cells

= —
> LGl & | |2eo slHE Sl
[ — | ' RS232 RS485 =] O
Accumulate Hold Animal weighing Checking Sorting  Rechargeable battery RS232 RS485(optional)  Printer(optional) Bluetooth(of 1) Zigb ional)

X Types & Specifications :

$57622B-3030 1000/2500/5000
557622B-3636 1000/2500/5000 36
$57622B-4848 1000/2500/5000 48
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34.4*42.4*2.4
36 40 186 40.4*48.4*2.4
43 52 275 52.4*60.4*2.4
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Portable Drum Scale

¥ Dimensions :
4 Unit (inch)

(o ] B RO

o
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¥ Technical Parameters

4 Accuracy class: Il n,,,: 5000, CC#: 22-036

4 Indicator: 557510 NTEP approved CC#: 20-011

4 Display: 6-digit 0.8" LED or 1" LCD with backlight

4 Usingenvironment: -10°C ~+40°C (14 ° Fto 104 ° F), < 85%RH

4 Powersupply: AC110V 60Hz, DC9V/ built-in rechargeable
battery

¥ Product Functions :

ScaleSensors Product Catalog

¥ Structural Features

4 Low profile: 1.5" high

4 Ultra short ramp: 4"

4 U-shaped steel welded structure, high strength

4 Material: carbon steel or stainless steel, chequered plate

4 Carbon steel platform: shot blasting, spray paint processing
or galvanizing

4 Stainless steel platform surface is polished and wire drawn

4 Four NTEP certified shear beam load cells

/AN T = =

) SlEESEEIEII=IENG
] ‘ R$232 RS485 =] ()

Accumulate Hold Animal weighing Checking Sorting Rechargeable battery RS232 RS485(optional)  Printer(optional) Bl h(optional) Zighee(opti )

X Types & Specifications :

S57622M-2424 1000
557622M-2828 1000/2500 28
S57622M-3636 1000/2500/5000 36
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35.4*34.8*2.4
28 36 137 37.7*36.6*2.4
36 44 184 45.1*47.4*2.4

09



@
ScaleSensors |

U Beam Floor Scale

¥ Dimensions :
4 Unit (inch)

B
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¥ Technical Parameters

4 Accuracy class: Ill ng,,: 5000

4 Indicator: $87510 NTEP approved CC#: 20-011

4 Display: 6-digit 0.8" LED or 1" LCD with backlight

4 Using environment: -10°C ~+40°C (14 ° F to 104 ° F), < 85%RH

4 Power supply: AC110V 60Hz, DC9V/ built-in rechargeable
battery

¥ Product Functions :

¥ Structural Features
4 U-shaped platform structure, suitable for pallet weighing

4 Special roller, equipped with handles easily for moving

4 Carbon steel platform: shot blasting and spray paint
processing

4 Stainless steel platform surface is polished and wire drawn

4 Four NTEP certified shear beam load cells

=] —
). VAN W M | |B00 ‘ol || lem || (D) )B =
[ RS232 RS485 =] O
Accumulate Hold Animal weighing Checking Sorting Rechargeable battery RS232 RS485(optional)  Printer(optional) Bluetooth(optional) Zigbee(optional)

X Types & Specifications :

S57624A-5040 1000/2500/5000

$57624B-5040 1000/2500/5000 6 50
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40.4*55.5*2.4

40.4*55.5*2.4
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Heavy Duty Pallet Truck Scale
X Details:

3 Dimensions :
4 Unit (inch)

== il

¥ Structural Features

4 Pallet truck structure, weighing fast and convenient

¥ Technical Parameters
4 Accuracy class: I
4 Display: 6-digit0.8" LED or 1" LCD with backlight

4 Using environment: -10°C ~+40°C (14 ° Fto 104 °F),
4 Reinforced steel, shot blasting, spray paint processing,
< 85%RH

4 Special roller and hydraulic lifting, easily move and lift

anti-corrosion
4 Four NTEP certified shear beam load cells
4 Allstainless steel (optional)

4 Power supply: AC110V 60Hz, DC9V/ built-in rechargeable
battery

¥ Product Functions :

% 4 A 'd g
AR o | (B8] | gl || ]| -] S
Z — 300 D RS232 R$485 = )B
% J AN v , ¥ W AN
Accumulate Hold Animal weighing Counting Checking Sorting Rechargeable battery RS232 RS485(optional)  Printer(optional) Bluetooth(optional)
s N N N N N N
—>
= | |AC/| | =l | | Ll
] 4~20mA Modbus Profibus
. N _/ - S - &, - E7 A -

Zighee(optional)  Relay(optional) 4~20mA(optional) Ethernet(optional) USB(optional) Modbus(optional) Profibus(optional)

X Types & Specifications:

SS7625A-48727 2500/5000 78.7%28.3*23.2

www.scalesensors.com | 1.818.254.6924 | jmiller@scalesensors.com 11






