
Netting Specifications - #36 Knotted Nylon (N361BK FR)

* Mesh break refers to the strength of the individual bars of the
net and does not represent the strength of the net as a whole.

N-361 FR is black knotted netting with a one and
three quarter inch square mesh. The high tenacity
Nylon is highly resistant to abrasion and light
weight. N-361 FR is typically used as barrier and
cage netting for baseball and tennis applications.

Style   . . . . . . . . . . . . . . . . . . . . . . . . . . .   Twisted Knotted Net

Twine Style. . . . . . . . . . . . . . . . . . . . . .   210/96

Fiber   . . . . . . . . . . . . . . . . . . . . . . . . . . .   High Tenacity Nylon

Cord Size  . . . . . . . . . . . . . . . . . . . . . . .   #36 (2.5 mm)

Twine Type  . . . . . . . . . . . . . . . . . . . . .   Three-Strand Twisted 

Mesh Size   . . . . . . . . . . . . . . . . . . . . . .   1-3/4 inch  (45 mm) 

Mesh Break*  . . . . . . . . . . . . . . . . . . . .   340 lbf  (154 kgf)

Weight  . . . . . . . . . . . . . . . . . . . . . . . . .   0.0385 lb/ft²  (188 g/m²) 

FR Rating  . . . . . . . . . . . . . . . . . . . . . . .   NFPA 701 Method 1

UV   . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   Extra UV Stabilizers Added 

Color  . . . . . . . . . . . . . . . . . . . . . . . . . . .   Black, Latex Bonded
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