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 Building Material Plants –  In- Plant Handling 
 Vacuum Technology 
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  VXS-AWSK -65-4

 Wall Swing Crane VXS-AWSK-65-4 
 The static for fixing the crane to the wall has to be checked by the customer.
CE approved. 

 ■  The equal load distribution of the rollers of roller suspension eliminates cocking of the suspension, 
even when pulled sideways.

 ■ Special bearings of the swinging arm and the use of lightweight aluminium are ensuring easy and 
smooth operation. 

 ■ Special, long lasting rollers.
 ■ Modern design.
 ■ Innovative geometrie of the jib profile.
 ■ Adjustable stops to restrict the the movement along the jib if required.
 ■ Slewing range 180°.
 ■ Optimized height of the jib. 

 Scope of delivery :
 VXS- AWSK- 65- 4: Comes with adjustable stop, carrier for pipe or cable, roller suspension for hose 
lifter. 

 Type  Load Extension 
mm (in) 

 Dead Weight 
kg (lbs) 

 Working Load Limit/WLL 
kg (lbs) 

 Angle Pivoting-/Rotation 
Angle °Degree 

 Order- Number 
  

 VXS- AWSK- 65- 4  4,000 (157½)  77 (170)  65 (145)  180  42000138   




