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MAC-840 
 QUAX “Hospital Flat” 

Installation Tips  

The photos provided below are intended to show how I built my freelanced 
version of a QUAX "Red Streak" type hospital flatcar. A lot of these hospital 
flats that haul wrecked railcars have been cascaded from other service such 
as pipe flats, autoracks, or intermodal service so they all have a unique story 
making no two cars alike. 
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My base for the MAC Rail 840 part was capturing hospital flats that have deck 
pedestals permanently on the railcar and do not require wood cribbing. Kit 
provides pedestals, tool box, and decals making your focus on the actual car build 
/ modification itself.   
 
I started with a Walthers 89' flat and ended up cutting it down to a 75' flat which 
operates better around my 28-30" radius curves. I removed the length from the 
car center keeping the distancing from truck center to end sill longer which gives 
a larger car appearance.  
 
I decided to also make a removable deck so I could model railcar loaded or empty 
depending on where it was in the car cycle. 
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AAR Open Top Loading Rules are open to public. This specific figure 55-A can be 
found at https://my.aar.org/OTLR/Documents/Section%203/Section 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://my.aar.org/OTLR/Documents/Section%203/Section
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After cutting car down to its new size and gluing back together I focused on 

the deck of the car. Since models of 89’ flats on the market have channels I 

used .040 Styrene cut to fit inside the channels which brought the deck of the 

car closer to a flush deck setup.  

 

Following prototype photos and the AAR open top diagram I went ahead and 

mounted the brake end pedestal and toolbox. This pedestal is permanently 

welded to the deck and does not move. Using strip styrene install the guide 

rails for the other pedestal and end mounted rails to hold the wrecked 

railcars trucks.  
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Closeup of solid mounted pedestal and tool box that rests to the outside. The 
other pedestal is on a track system that allows it to slide and adjust to the length 
of railcar being hauled.  
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Closeup of testing out the wrecked car placed on the center of the pedestal.  
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Another view of pedestal / wreck placement.  
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For installing the chains to the deck I used a small drilling jig to keep the holes 
consistent. To accomplish this, I used A-Line #29273 (6 links per inch) chain and 
cut them in half. This distance was then marked and drilled on the styrene piece 
that I used for the jig. The larger chain links that were cut in half were used as “D” 
rings and would have the smaller securement chain (A-Line #29220 27 links per 
inch) threaded through one end and CA applied before being lowered into the 
mounting hole on the deck (shown above). This was by the far the most time-
consuming process.  

As noted the deck with the pedestals was made to be removable so I was making 
two identical decks and the same time so they could be exchanged.  
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Finished railcar with a stunning coat of red and decals from the MAC Rail QUAX 
set.  
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View of permanently mounted pedestal and toolbox on "B" end of car.  
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View of adjustable end showing pedestal and track system made from styrene.  
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Wheel garden area of railcar with securement chains. The car can not only carry 
the wrecked railcar but also both sets of trucks. 
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View of the removable loaded deck with car on pedestals and secured.  
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Opposite end of loaded version showing the adjustable pedestal, wrecked load, 
securement, and the only surviving truck.  
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Loaded deck complete with 20,700 gallon tank car.  
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Railcar with empty deck in place and empty deck sitting beside.  
 
 
I hope these photos and tips help inspire you to create your own hospital flat 
railcar and wrecked load.  
 
 
-MAC 

 


