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80’s AND NEWER CHAIN AND GO

Any 1980 and newer sedan or wagon's are allowed. ( NO SEDAGONS)

NO tilting of any kind.

NO Protectors/braces or telescoping drive shafts of any sort.

No stuffed or homemade bumpers.

You may weld bumper to shocks and weld shocks to frame (no hard nosing shocks
must be used.) factory shocks in factory location. You may stitch weld the chrome of
the bumper to the steel backer. 5 inch on 5 inch off.

6. You may run a 4 point cage with two down bars and a halo/roll over bar, nothing to
frame sheet metal only. Gas tank protectors can go from cage to back seat area

NS

cannot touch back seat sheet metal.

7. You may use up to 3 chain loops or 9 wire per door/ trunk seam up to 3/8 inch links,
Drivers door may be welded shut.

8. You can replace the front two body bolts with 2 pins up to 1 inch along core support
to help hold hood down. (DO NOT WELD TO FRAME)

9. suspensions can be chained or bolted down.

10. Body Creasing/pounding is ok don't lap and weld. Trunk lids can be cut n half but no
creasing, dishing or tucking of trunks.

11. No removal of rubber pucks.

12. NO FULL CENTERED RIMS OR BEAD PROTECTORS OF ANY KIND. Small centers are
fine.

13. Rust Repair: you may fix rust on the frame with same thickness material up to 1 inch
past rust in each direction. DO NOT CUT OUT THE RUST.

14. PRE-RAN'S ONLY: you are allowed 3 4x4 plates per frame rail to fix bends. Must be a
Linch gap in between each plate. (6 4x4 plates total allowed on car)

15. PRE-RAN'S ONLY: You can re-stub the frame if need be, you can butt connect the
two frame pieces together and weld. You may put a 2 inch plate over the welded
seam.

16. If you do not pass tech the first time you will be allowed to cut and fix what needs to
be or you can jump to the weld class.

17. IF IT DOESN'T SAY YOU CAN DO IT IN THE RULES DON'T DO IT. NO GRAY AREA
BUILDING.

IF YOU HAVE ANY QUESTIONS CALL:

RICK- 320-761-5293 KURT-320-360-6182
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atleast a 1inch gap in between each plate. Can plate up to 2 sides of the frame rail do
not box in the frame.
17. PRE-RAN'S ONLY: You can re-stub the frame if need be, you can butt connect the two
frame pieces together and weld. You may put a 2 inch plate over the welded seam.
18. Rust Repair: you may fix rust on the frame with same thickness material up to 1 inch
past rust in each direction. DO NOT CUT OUT THE RUST.

COMPACTS (FWD. only 107" to 113” wheel base, NO V8's)
SUB COMPACTS (107” and smaller wheel base)

1. Doors, hood, and trunk must be welded or chained shut. Hood and trunks may use
threaded rod no larger to hold hood and trunk shut. You are allowed 8 hood pins and 4
of them may go to the frame. Trunk you are allowed 4 pins and 4 to the frame. Pins up
to Linch.

2. You are allowed to run a non-pressurized water tank (40 gallon tank), and must be
vented. DO NOT WELD TO THE FRAME.

3. You may run a 4 point cage with two down bars and a halo/roll over bar, nothing to
frame sheet metal only. Gas tank protectors can go from cage to back seat area cannot
touch back seat sheet metal.

4. Bumpers can be stuffed and seam welded. NO HOMEMADE BUMPERS!

5. Bumper mounting: one 6x4 plates (same thickness as frame) or stock shocks in stock
location for mounting your front bumper. NOT BOTH! NO STREATCHING OF SHOCKS!
Hard nosing is allowed.

6. Rear window bar can be no larger than 2x2 and 1/4 inch thick. Must not go more than a
foot past the speaker deck and no farther than a foot on the roof.

NO pinning or shaping of frames.

8. PRE-RAN CARS ONLY: you are allowed to plate bends up to 30 inches of plate per frame
rail. Plates are to be no larger than 4x4 and same thickness of the frame. You must have
at least a 1inch gap in between each plate. Can plate up to 2 sides of the frame rail do
not box in the frame.

9. Rust Repair: you may fix rust on the frame with same thickness material up to 1 inch
past rust in each direction. DO NOT CUT OUT THE RUST.

10. NO CRADLES!




