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1.00” Dual Piezo 

 

 

 

 

1.00” Dual Piezo - Standard 

Pressure Temperature 

Part No. 

1/8” Wire ¼” Wire 4mm Wire 

Stainless Inconel Stainless Inconel Stainless Inconel 

1,500 psi 

125oC 

112616 112621 112606 112611 112626 112631 

3,000 psi 112617 112622 112607 112612 112627 112632 

6,000 psi 112618 112623 112608 112613 112628 112633 

10,000 psi 112619 112624 112609 112614 112629 112634 

15,000 psi 112620 112625 112610 112615 112630 112635 

 

1.00” Dual Piezo – Pressure Testable    

Pressure Temperature 

Part No. 

1/8” Wire ¼” Wire 4mm Wire 

Stainless Inconel Stainless Inconel Stainless Inconel 

1,500 psi 

125oC 

112733 112738 112723 112728 112743 112748 

3,000 psi 112734 112739 112724 112729 112744 112749 

6,000 psi 112735 112740 112725 112730 112745 112750 

10,000 psi 112736 112741 112726 112731 112746 112751 

15,000 psi 112737 112742 112727 112732 112747 112752 

 

1.00” Dual Piezo with Vibration 

 

 

 

 

7/16” (1/8” Nut) 

9/16” (1/4” Nut) 

1/2” (4mm Nut) 

 

7/16” (1/8” Nut) 

9/16” (1/4” Nut) 

1/2” (4mm Nut) 

 

17.2” 


